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MATERIAL DESCRIPTION 

Surface Elevation: Approx. 15 Feet 
Asphalt pavement. 

Loose to medium dense, brown, sandy 
GRAVEL; moist to wet; (Fill) GW. 

Loose to medium dense, gray-brown to 
gray, slightly silty, fine SAND; wet; 
iron-stained at top; SP. 

Medium dense, gray SAND and sandy, 
fine GRAVEL; wet; abundant logs; SP/GP. 

Soft, gray-brown to gray, slightly clayey 
to clayey SILT; moist; scattered to 
abundant wood pieces and plants; ML. 

Dense, dark gray, fine SAND; wet; SP. 

Soft, gray, slightly clayey to clayey SILT; 
moist to wet; scattered thin clay beds; 
abundant plant fragments; ML. 
Dense, dark gray, fine to medium SAND 
with some silty sand; wet; scattered wood 
fragments; SP. 
Soft to stiff, brown to gray-brown, peaty 
SILT to clayey, peaty SILT with scattered 
beds of fine sandy silt; moist to wet; 
volcanic ash and wood at 75 feet; Ml/OL. 
~ .---

Dense to very dense, dark gray, fine 
SAND with some silty fine sand; wet; 
scattered wood pieces and organics; SP. 
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Sample Not Recovered 
I 2w O.D. Split Spoon Sample 
l[ 3w O.D. Shelby Tube Sample 
:n: 3w 0.D. Osterberg Sample 

Surface Seal 
Annular Sealant 
Piezometer Screen 
Grout 
Water Level 

NOTES 

1. The stratification lines represent the approximate boundaries between 
soil typos, and the transition may be gradual. 

2. The discussion in the text of this report is necessary for a proper 
understanding of .the nature of subsurface materiel• . 

3. Water level, if indicated above, is for the date specified and may vary. 

4. Refer to KEY for explanation of "Symbols" and definitions. 
5. USC latter symbol based on visual classification. 
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Standard Penetration Resistance 
(140 lb. weight, 30w drop) 

• Blows per foot 
20 4 60 
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Martin Way Bridge M-15 
Thurston County, Washington 
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SHANNON & WILSON, INC. 
Geotechnicel ond En•ronmentel Conoukont. FIG. A-2 


