
SOIL LOGS 
TP1 
0-11" Dk Bm Sil; 2MSBK; Med-Fine Rts No Mottles 
11-34" Bm Sil; 2MSBK; No Mottles 
34"+ Bm Si Cl; 1 MSBK; Moderate Mottles 

TP2 
0-11" Dk Bm Sil; 2MSBK; Med-Fine Rts No Mottles 
11-37" Bm Sil; 2MSBK; No Mottles 
37''+ Bm SiCl; 1 MSBK; Moderate Mottles 

TP3 
0-10" Dk Bm Sil; 2MSBK; Med-Fine Rts No Mottles 
10-28" Bm Sil-GSil; 2MSBK; No Mottles 
28"+ Bm XGCl; 1 MSBK; Moderate Mottles 

Summary: Site meets minimum standards for 
shallow pressure distribution over TP1 & TP2. 
Use 0.4 gpd/sf loading rate & maximum trench 
depth of 13 inches over TP2 (10" over TP1). 
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SEPTIC DESIGN LAYOUT WI SOIL EVALUATION 
GILLETTE ENTERPRISES SITE 

106 ALAMO ROAD, CASTLE ROCK 

CAL EK ENGINEERING, INC. 
P.O. BOX 3097, BATTLEGROUND, WA 98604 

(360) 687-7668 (360) 687-7669 fax 

660g DOSE TANK 
WITH PUMP 

1000g SEPTIC TANK 

GRAVEllESS P.O. 
DRAINFIElD; THREE 
TRENCHES, 3' X 61.8', 
8'0N CENTER 

3~ THREE 
BEDROOM 

HOUSE 
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