BEDROOM
HOUSE
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EXTG. TANK &
DRAINFIELD TO
BE DECOMMISSIONED

1.25" PVC

RESERVE AREA
{4) TRENCHES:
3'X45',8 0.C.
! TO REQUIRE
SAND FILTER

- 1250g SEPTIC TANK

1000g DOSE TANK

TEST PIT (TYP)
SEE SOIL LOGS
UPPER RIGHT

P.D. DRAINFIELD

(5) GRAVELLESS TRENGHES;
3@43.75 &2 @ 50", 8' O.C.

SOIL LOGS

TP 1 (NW) !
0-14" Dk Brn Sil ZMSBK

14 - 37" Dk Brn GSil. 2MSBK, No Mottles
37"+  Decomposed bedrock, soft

TP 2 (SW) !
0-17" Dk Bm Sil 2MSBK

17 - 42" Dk Brn GSiL 2MSBK, No Motties
42" +  Decomposed bedrock, soft

TP 3 (N Mid.) |
0-19" Dk Brn Sit 2MSBK !
19 - 39" Dk Brn GSiL 2MSBK, No Mottles
39"+  Decomposed bedrock, soft

TP 4 (S Mid.) !
0-16" Dk Brn Sil 2MSBK

16 - 46" Dk Brn GSiL 2MSBK, No Motties
46"+  Decomposed bedrock, soft

TP 5 (SE) !
0-18" Dk Brn Sil 2MSBK

18 - 41" Dk Brn GSiL 2MSBK, No Mottles
41"+  Decomposed bedrock, soft

TP 6 (NE) !
0-17" Dk Brn Sil 2MSBK

17 - 43" Dk Brn GSil 2MSBK, No Mottles
43"+  Decomposed bedrock, soft

Summary; .

Site is appoved for a Pressure: Distribution
system using a 0.45 gpd/sf loading rate
Reserve area to be Sand Filter as mitigation
for 75’ setback to surface water 1
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PO BOX 3097, BATTLE GROUND, WA 98604
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CAL EK ENGINEERING, INC.

ON SITE SEWAGE TREATMENT DESIGN FOR
ANDREW YATES,
290 ALKI RD., WOODLAND, WA, 98674




