SILVER SHORES ESTATES
Logged by: Brian Ranney

Location: See Figure 2

Date Observed: 01/17/00

Surface Elevation: Unavailable
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| ML | Pale yellowish brown (10YR 6/2) CLAY LOAM; medium to coarse granular,
structure; friable; slightly sticky, non-plastic; many fine and medium and
] few coarse roots; wavy boundary.
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1TV T 1 | [MU[Mogerate yellowish brown (10YR 5/4) CLAY LOAM to SANDY CLAY LOAM
CL | massive to weak, subangutar, blocky structure; firm;sticky, plastic;
] few fine roats; few, fine gravel sized weathered rock fragments.
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STUT T T T T T {MUT| Moderate yellowish brown (10YR 5/4) CLAY LOAM to SANDY CLAY LOAM
B CL | massive to weak, subangular, blocky structure; firm;sticky, ptastic;
= few fine roots; strong, medium, dark yellowish crange (10YR €/6} and pale
— yellowish brown (10YR 6/2) mottles.
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J Test pit terminated @ 4.0 feet.
N An 3,&1/05
Job No. G0001700.A Log of Test Pit 19A Lot 19

Carson Geotechnical - P.O. Box 23814 - Tigard, Oregon

G7281 - 684-3460 - Fax 684-0554



@

SILVER SHORES ESTATES

Logged by: Brian Ranney

Location: See Figure 2

Date Observed: 01/17/00

Surface Elevation: Unavailable
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N ML | Pale yellowish brown (10YR 6/2) CLAY LOAM; medium to coarse granular
structure; friable; slightly sticky, non-plastic; many fine and medium and
] few coarse roots; wavy boundary.
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] ML/ | Moderate yellowish brown (10YR 5/4) CLAY LOAM to SANDY CLAY LOAM
CL | massive to weak, subangular, blocky structure; firm;sticky, plastic;
] few fine roots; few, fine gravel sized weathered rock fragments.
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STTTTTT 7T T T[T MO Mogerate yellowish brown (T0YR 5/4) CLAY LOAM to SANDY CLAY LOAM
] CL | massive to weak, subangular, blocky structure; firm;sticky, piastic;
— few fine roots; strong, medium, dark yellowish orange (10YR 6/6) and pale
— yellowish brown (10YR 6/2) motties. .,
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| Test pit terminated @ 4.0 feet.
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Logged by: Brian Ranney

Location: See Figure 2

SILVER SHORES ESTATES

Date Observed: 01/17/00

Surface Elevation: Unavailable
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| ML | Pale yellowish brown (10YR 6/2) CLAY LOAM; medium to coarse granular
structure; friable; slightly sticky, non-plastic; many fine and medium and
] few coarse roots; wavy boundary.
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N ML/ | Moderate yellowish brown (10YR 5/4) CLAY LOAM to SANDY CLAY LOAN
CL | massive to weak, subangular, blocky structure; firm;sticky, piastic:
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few fine roots; few, fine gravel sized weatnered rock fragments.

Moderate yellowish brown (10YR 5/4) CLAY LOAM to SANDY CLAY LOAN
massive o weak, subangular, blocky structure; firm; sticky, piastic;
few fine roots; strong, medium, dark yellowish orange (10YR 6/8) and pate

yellowish brown {10YR 6/2} mottles.
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Test pit terminated @ 4.0 feet.
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Logged by: Brian Ranney

Location: See Figure 2

SILVER SHORES ESTATES

Date Observed: 01/17/00

Surface Elevation: Unavailabie
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] ML | Pale yellowish brown (10YR 6/2) CLAY LOAM; medium to coarse granular
structure; friable; slightly sticky, non-plastic; many fine and medium and
] few coarse roots; wavy boundary. ’
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ML/| Maderate yellowish brown {10YR 5/4) CLAY LOAM to SANDY CLAY LOAM
N CL | massive to weak, subangular, blocky structure; firm;sticky, plastic:
] few fine roats: few, fine gravel sized weathered rock fragments.
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_.— T ML/ | Moderate yellowish brown (10YR 5/4) CLAY LOAM to SANDY CLAY LOAM
CL | massive 10 weak, subangular, blocky structure; firm;sticky, plastic;
7 few fine roots; strong, medium, dark yellowish orange (10YR 6/6) and pale
] yellowish brown (10YR 6/2) mottles.
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Test pit terminated @ 4.0 feet.
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