Washington State Patrol

Fire Protection Bureau

ASHINGTON STATE PATROL Phone- (360) 596-3900

S

Business Name Brookdale Silver Lake Provider Number 001703
Address 2015 LAKE HEIGHTS DR, Approval Status Approved
City, State, Zip  Everett, WA 982086034 Facility Type Residential Care

On 07/13/2026 the Office of the State Fire Marshal conducted an inspection at your facility.

All violations noted during previous related inspection(s) have been corrected.

Owner C;Egar'\sli{jpresentative éﬁ“ %W
Signaturi \ Print Name and Tltl AVD

Deputy State Fire Marshal Brandon G. Brown
MP 235 SB Interstate 5

Bow WA 98232

(360) 791-7037

Signature

Right of appeal. Any person may appeal any decision made by the Fire Protection Bureau in accordance with WAC 212-12.

10of1 Initials of Authorized Facility Representative:
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Washington State Patrol

Fire Protection Bureau
Phone: {360) 596-3900

Business Name Brookdale Silver Lake
Address 2015 LAKE HEIGHTS DR
City, State, Zip Evereft, WA 982086034

Provider Number 001703
Approval Status  Disapproved
Facility Type Residential Care

On 06/17/2026 the Office of the State Fire Marshal conducted an inspection at your facility.

Code Reguirement

Statement of Violation

1 Ceiling Clearance

Storage shall be maintained 2 feet (610 mm) or more below the
ceiling in nonsprinklered areas of buildings or not less than 18
inches (457

mmj) below sprinkler head deflectors in sprinklered areas of
buildings.

Exceptions:

1. The 2-foot (610 mm) cellmg clearance is not required for
storage along walls in nonsprinklered areas of buildings.

2. The 18-inch (457 mm) ceiling clearance is not required for
storage along walls in areas of buildings equipped with an
automatic sprinkler system in

accordance with Section 903.3.1.1, 903.3.1.2 or 903.3.1.3.

(IFC 315.2.1 2021)

Corrected

2 Extension Cords

Extension cords. Extension cords shall not be a

substitute for permanent wiring and shall be listed and
labeled in accordance with UL 817. Extension cords shall
not be affixed to structures, extended through walls, ceilings
or floors, or under doors or floor coverings, nor shall such
cords be subject to environmental damage or physical
impact. Extension cords shall be used only with portable
appliances. Extension cords marked for indoor use shall not
be used outdoors..

(IFC 603.8 2021)

Corrected

10f8

Initials of Authorized Facility Representative:
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Washington State Patrol

" Fire Protection Bureau

NSTATE PATROL Phone: (360) 596-3900

Business Name Brookdale Silver Lake Provider Number 001703
Address 2015 LAKE HEIGHTS DR, Approval Status  Disapproved
City, State, Zip Everett, WA 982086034 Facility Type Residential Care

On 06/17/2026 the Office of the State Fire Marshal conducted an inspection at your facility.

Code Requirement Statement of Violation

3 Appliance Connection to Building Piping

Gas-fired commercial cooking appliances installed on casters | Corrected
and appliances that are moved for cleaning and

sanitation purposes shall be connected to the piping system
with an appliance connector listed as complying with ANSI
Z21.69/CSA 6.16. The commercial coaking appliance
connector installation shall be configured in accordance with
the manufacturer's installation instructions. Movement of
appliances with casters shall be iimited by a restraining
device installed in accordance with the connector and
appliance manufacturer’s instructions.

(IFC 606.4 2021)

4 Inspection and Maintenance

Opening protectives in fire-resistance-rated assemblies shafl be | Corrected
inspected and maintained in accordance with NFPA 80.
Opening protectives in smoke barriers shall be inspected and
maintained in accordance with NFPA B0 and NFPA 105.
Openings in smoke partitions shall be inspected and
maintained in accordance with NFPA 105. Fire doors and
smoke and draft control doors shall not be blocked, cbstructed,
or otherwise made inoperable. Fusible links shall be repiaced
promptly whenever fused or damaged. Opening protectives and
smoke and draft control doors shall not be modified.

(IFC 705.2 2021)

5 Door Operation

Swinging fire doors shall close from the full-open position and Corrected
latch automatically.

(IFC 705.2.4 2021)
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Washington State Patrol

Fire Protection Bureau
FPhone: (360) 596-3800

Business Name Brookdale Silver Lake Provider Number 001703
Address 2015 LAKE HEIGHTS DR, Approval Status  Disapproved
City, State, Zip  Evereft, WA 982086034 Facility Type Residential Care

On 06/17/2026 the Office of the State Fire Marshal conducted an inspection at your facility.

Code Requirement Statement of Violation

6 Duct and Air Transfer Openings - Maintaining Protection

Dampers protecting ducts and air transfer openings shall be Corrected
inspected and maintained in accordance with NFPA 80 and
NFPA 105. Other products or materials used to protect the
openings for ducts and air transfer openings shall be securely
attached to or bonded to the construction containing the duct or
air transfer opening, without visibie openings through or into the
cavity of the construction. Any damaged products or materials
protecting duct and air transfer openings shall be repaired,
restored or replaced.

(IFC 706.1 2018)

7 Testing and Maintenance

Sprinkler systems shall be tested and maintained in Corrected
accordance with Section 801,

(IFC 903.5 2021)

8 Extinguishing System Service

Automatic fire-extinguishing systems shall be serviced not less | Corrected
frequently than every six months and after activation of the
system. Inspection shall be by qualified individuals, and a
certificate of inspection shall be forwarded to the fire code
official upon compietion.

(IFC 904.13.5.2 2021)
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Washington State Patrol

VAS HGTON ETATE PATAOL

Fire Protection Bureau
Phone: (360) 596-3900

Business Name Brookdale Silver Lake
Address 2015 LAKE HEIGHTS DR,
City, State, Zip Everett, WA 982086034

Provider Number 001703
Approval Status  Disapproved
Facility Type Residential Care

On 06/17/2026 the Office of the State Fire Marshal conducted an inspection at your facility.

Code Requirement

Statement of Violation

9 Portable Fire Extinguishers - General Reguirements

maintained in accordance with this section and NFPA 10.

Exceptions:

1. The distance of travel to reach an extinguisher shall
not apply The travel distance to reach an extinguisher shall not
apply to the spectator seating portions of Group A-5
occupancies.

2. Thirty-day inspections shall not be required and
maintenance shall be allowed to be once every three years for
dry-chemical or halogenated agent portable fire extinguishers
that are supervised by a fisted and approved electronic
monitoring device, provided that all of the following conditions
are met:

2.1. Electronic monitoring shall confirm that extinguishers
are properly positioned, properly charged and unobstructed.

2.2 Loss of power or circuit continuity to the electronic
monitoring device shall initiate a trouble signal.

2.3. The extinguishers shall be installed inside of a
building or cabinet in & noncorrosive environment.

2.4, Electronic monitoring devices and supervisory

circuits shall be tested every 3 years when extinguisher
maintenance is performed.

2.5, Awritten log of required hydrostatic test dates for
extinguishers shall be maintained by the owner to verify that
{hydrostatic tests are conducted at the frequency required by
NFPA 10, _

3. In Group I-3, portable fire extinguishers shall be
permitted to be iocated at staff locations.

(IFC 906.2 2021)

Portable fire extinguishers shall be selected, installed and Corrected
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WASHINGTONSTATE DATAOL

Washington State Patrol

Fire Protection Bureau
Phone: (360} 596-3800

Business Name Brookdale Silver Lake
Address 2016 LAKE HEIGHTS DR,
City, State, Zip Everett, WA 882086034

Provider Number 001703
Approval Status  Disapproved
Facility Type Residential Care

On 06/17/2026 the Office of the State Fire Marshal conducted an inspection at your facility.

Code Requirement

Statement of Violation

10 Smoke Detector Sensitivity

Smoke detector sensitivity shall be checked within one year
after installation and every alternate year thereafter. After the
second calibration test, where sensitivity tests indicate that the
detector has remained within its listed and marked sensitivity
range (or 4-percent obscuration light grey smoke, if not
marked), the length of time between calibration tests shall be
permitted to be extended fo a maximum of 5 years. Where the
frequency is extended, records of detector-caused nuisance
alarms and subsequent trends of these alarms shall be
maintained. In zones or areas where nuisance alarms show
any increase over the previous year, calibration tests shall be
performed.

(IFC 907.8.3 2021)

Corrected

11 Inspection and Maintenance

Fire department connections shall be periodically inspected,
tested and maintained in accordance with NFPA 25. Records of
inspection, testing and maintenance shall be maintained.

(IFC 912.7 2021)

Facility is unable to provide documentation for the 5-year FDC
hydro testing.

Update: Facility is in the processes of scheduling the 5-year
FDC hydro test.

12 Maintenance

Carbon monoxide alarms and carbon monoxide detection
systems shall be maintained in

accordance with NFPA 72. Carbon monoxide alarms and
carbon monoxide detectors that become inoperable or
begin producing end-of-life signals shall be replaced.

{IFC 915.6 2021 WAC)

Corrected
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13 Means of Egress Continuity

The path of egress travel along a means of egress shall not be
interrupted by any building element other than a means of
egress component as specified in this chapter. Obstructions
shall not be placed in the minimum width or required capacity of
a means of egress component except projections permitted by
this chapter. The minimum width or required capacity of a
means of egress system shall not be diminished along the path
of egress travel.

(IFC 1003.6 2021)

Corrected
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Washington State Patrol

Fire Protection Bureau
Phone: (360) 596-3900

Business Name Brookdale Silver Lake Provider Number 001703
Address 2015 LAKE HEIGHTS DR, Approval Status Disapproved
City, State, Zip Everett, WA 982086034 Facility Type Residential Care
On 06/17/2026 the Office of the State Fire Marshal conducted an inspection at your facility.
Code Requirement Statement of Violation
14 Lock and Latches
Locks and latches shall be permitted to prevent operation of Corrected

doors where any of the

following exists:

1. Places of detention or restraint.

2. In buildings in occupancy Group A having an occupant load
of 300 or less, Groups B, F, M, and S, and in

places of religious worship, the main door or doors are
permitted to be equipped with key-operated locking

devices from the egress side provided:

2.1. The locking device is readily distinguishable as locked;
2.2. Areadily visible sign is posted on the egress side on or
adjacent to the door stating: THIS DOCR TO

REMAIN UNLOCKED WHEN BUILDING 1S OCCUPIED. The
sign shall be in letters 1 inch (26 mm) high on

a contrasting background; and

2.3. The use of the key-operated locking device is revocable by
the building official for due cause.

3. Where egress doors are used in pairs, approved automatic
flush bolts shall be permitted to be used, provided

that the door leaf having the automatic flush bolts has no
doorknob or surface-mounted hardware.,

4. Doors from individual dwelling or sleeping units of Group R
occupancies having an occupant load of 10 or less

are permitted to be equipped with a night latch, dead bolt, or
security chain, provided such devices are openable

from the inside without the use of a key or a tool.

5. Fire doors after the minimum elevated temperature has
disabled the unlatching mechanism in accordance with

listed fire door test procedures.

6. Doors serving roofs not intended to be occupied shall be
permitted to be locked preventing entry to the building

from the roof.

7. Approved, listed locks without delayed egress shall be
permitted in Group i-1 condition 2 assisted living

facilities licensed under chapter 388-78A WAC and Group |-1
Condition 2 residential treatment facilities licensed

under chapter 246-337 WAC by the state of Washington,
provided that:

7.1. The clinical needs of one or more patients require
specialized security measures for their safety.

7.2. The doors unlock upen actuation of the automatic sprinkler
system or automatic fire detection system.
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WASHINGTOM STATE PATROL

Washington State Patrol

Fire Protection Bureau
Phone: (380) 596-3900

Business Name Brookdale Silver Lake

Address 2015 LAKE HEIGHTS DR,
City, State, Zip Fverett, WA 982086034

Provider Number 001703
Approval Status  Disapproved
Facility Type Residential Care

On 06/17/2026 the Office of the State Fire Marshal conducted an inspection at your facility.

Code Requirement

Statement of Violation

7.3. The doars unlock upon loss of electrical power controlling
the lock or lock mechanism.

7.4. The lock shall be capable of being deactivated by a signal
from a switch located in an approved location.

7.5. There is a system, such as a keypad and code, in place
that allows visitors, staff persons and

appropriate residents to exit. Instructions for exiting shall be
posted within six feet of the door.

8. Other than egress courts, where occupants must egress
from an exterior space through the building for means

of egress, exit access doors shall be permitted o be equipped
with an approved locking device where installed

and operated in accordance with all of the following:

8.1. The occupant load of the occupied exterior area shall not
exceed 300 as determined by IBC Section

1004.

8.2. The maximum occupant load shall be posted where
required by Section 1004.9. Such sign shall be

permanently affixed inside the building and shall be posted in a
conspicuous space near all the exit access

doorways.

8.3. Aweatherproof telephone or two-way communication
system instailed in accordance with Sections

1009.8.1 and 1009.8.2 shall be located adjacent to not less
than one reguired exit access door on the

exterior side.

8.4. The egress door locking device is readily distinguishable
as locked and shall be a key-operated locking

device.

8.5. A clear window or glazed door opening, not less than 5
square feet (0.46 m2) sq. ft. in area, shall be

provided at each exit access door to determine if there are
Joccupants using the outdoor area.

8.6. A readily visible durable sign shall be posted on the interior
side on or adjacent to each locked required

exit access door serving the exterior area stating: THIS DOOR
TO REMAIN UNLOCKED WHEN THE

QUTDOOR AREA IS QCCUPIED., The letters on the sign shail
be not less than 1 inch high on a contrasting

background,

9. Locking devices are permitted on doors fo balconies, decks,
or other exterior spaces serving individual dwelling

or sleeping units.

10. Locking devices are permitted on doors to balconies,

"91ISQaM 1018207 3Y3 10} SIIIAISS 3Je) [elnuaplsay Aq pasedald sem yuawndop siyl
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Washington State Patrol

Fire Protection Bureau
Phone: {360) 596-3900

Business Name Brookdale Silver Lake Provider Number 001703
Address 2015 LAKE HEIGHTS DR, Approval Status  Disapproved
City, State, Zip Everett, WA 982086034 - Facility Type Residentiat Care

On 06/17/2026 the Office of the State Fire Marshal conducted an inspection at your facility.

Code Requirement Statement of Viclation

decks, or other exterior spaces of 250 square feet or
less, serving a private office space.oor.

(IFC 1010.2.4 2021 WAC 51-54A)

15 Emergnecy Lighting Equipment Inspection and Testing

Emergency lighting shall be maintained in accordance with Corrected
Section 1008 and shall be inspected and tested in accordance
with Sections 1031.10.1 and 1031.10.2.

(IFC 1032.10 2021)

16 Maintenance

Emergency and standby power systems shall be maintained in | Corrected
accordance with NFPA 110 and NFPA 111 such that the
system is capable of supplying service within the time specified
for the type and duration required.

(IFC 1203.4 2021)

Next inspection scheduled on or after: 07/17/2026

Right of appeal. Any person may appeal any decision made by the Fire Protection Bureau in accordance with WAC 212-12.

Owner or AuthoriZed Representative

" :
Qs — (opoy, Yo, / Wit el
Signature . Print Nanje and Title

Deputy State Fire Marshal Larisa Hennessy
2803 156TH AVE SE

Bellevue WA 98007

{425) 620-5012

Signatire <~

8of 8 Initials of Authorized Facility Representative:
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WASHINGTON STATE PATROL

Washington State Patrol

Fire Protection Bureau
Phone: (360) 596-3900

On 04/15/2026 the Office of the State Fire Marshal conducted an inspection at your facility.

Code Requirement

Statement of Violation

1 Ceiling Clearance

Storage shall be maintained 2 feet (610 mm) or more below the
ceiling in nonsprinklered areas of buildings or not less than 18
inches (457

mm) below sprinkler head deflectors in sprinklered areas of
buildings.

Exceptions:

1. The 2-foot (610 mm) ceiling clearance is not required for
storage along walls in nonsprinklered areas of buildings.

2. The 18-inch (457 mm) ceiling clearance is not required for
storage along walls in areas of buildings equipped with an
automatic sprinkler system in

accordance with Section 903.3.1.1, 903.3.1.2 or 903.3.1.3.

(IFC 315.2.1 2021)

Obstruction of sprinkler in hallway "A" in Emergency Flashlight
closet.

2 Extension Cords

Extension cords. Extension cords shall not be a

substitute for permanent wiring and shall be listed and
labeled in accordance with UL 817. Extension cords shall
not be affixed to structures, extended through walls, ceilings
or floors, or under doors or floor coverings, nor shall such
cords be subject to environmental damage or physical
impact. Extension cords shall be used only with portable
appliances. Extension cords marked for indoor use shall not
be used outdoors..

IFC 603.6 2021)

Extension cord in maintenance office.

10f8

Initials of Authorized Facility Representative:
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Business Name Brookdale Silver Lake Provider Number 001703
Address 2015 LAKE HEIGHTS DR, Approval Status  Disapproved
City, State, Zip Everett, WA Facility Type Residential Care
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Washington State Patrol

WASHINGTON STATE PATROL

Sy

Fire Protection Bureau
Phone: (360) 596-3900

Business Name Brookdale Silver Lake
Address 2015 LAKE HEIGHTS DR,

City, State, Zip Everett, WA

Provider Number 001703

Approval Status
Facility Type

Disapproved
Residential Care

On 04/15/2026 the Office of the State Fire Marshal conducted an inspection at your facility.

Code Requirement

Statement of Violation

3 Appliance Connection to Building Piping

Gas-fired commercial cooking appliances installed on casters
and appliances that are moved for cleaning and

sanitation purposes shall be connected to the piping system
with an appliance connector listed as complying with ANSI
Z21.69/CSA 6.16. The commercial cooking appliance
connector installation shall be configured in accordance with
the manufacturer’s installation instructions. Movement of
appliances with casters shall be limited by a restraining
device installed in accordance with the connector and
appliance manufacturer’s instructions.

(IFC 606.4 2021)

Kitchen stove not tethered to wall.

4 Inspection and Maintenance

Opening protectives in fire-resistance-rated assemblies shall be
inspected and maintained in accordance with NFPA 80.
Opening protectives in smoke barriers shall be inspected and
maintained in accordance with NFPA 80 and NFPA 105.
Openings in smoke partitions shall be inspected and
maintained in accordance with NFPA 105. Fire doors and
smoke and draft control doors shall not be blocked, obstructed,
or otherwise made inoperable. Fusible links shall be replaced
promptly whenever fused or damaged. Opening protectives and
smoke and draft control doors shall not be modified.

IFC 705.2 2021)

Facility unable to provide documentation on fire door assembly
annual inspection.

5 Door Operation

Swinging fire doors shall close from the full-open position and
latch automatically.

IFC 705.2.4 2021)

1. Fire emergency door did not latch close from the fully
opened position in the country kitchen.
2. Fire emergency door did not latch close from the fully
opened position in the small TV room.

20f8

Initials of Authorized Facility Representative:
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Washington State Patrol

VASHINGTON STATE PATROL

S

Fire Protection Bureau
Phone: (360) 596-3900

H
E

Business Name Brookdale Silver Lake
Address 2015 LAKE HEIGHTS DR,

City, State, Zip Everett, WA

Provider Number 001703

Approval Status
Facility Type

Disapproved
Residential Care

On 04/15/2026 the Office of the State Fire Marshal conducted an inspection at your facility.

Code Requirement

Statement of Violation

6 Duct and Air Transfer Openings - Maintaining Protection

Dampers protecting ducts and air transfer openings shall be
inspected and maintained in accordance with NFPA 80 and
NFPA 105. Other products or materials used to protect the
openings for ducts and air transfer openings shall be securely
attached to or bonded to the construction containing the duct or
air transfer opening, without visible openings through or into the
cavity of the construction. Any damaged products or materials
protecting duct and air transfer openings shall be repaired,
restored or replaced.

(IFC 706.1 2018)

Facility unable to provide documentation on fire/smoke dam per
4-year inspection.

7 Testing and Maintenance

Sprinkler systems shall be tested and maintained in
accordance with Section 901.

(IFC 903.5 2021)

1. Facility is unable to provide documentation for the annual
sprinkler system inspection.

2. Facility is unable to provide documentation for the 5 year
internal piping inspection.

3. Facility is unable to provide documentation for the 3 year dry
system full flow trip test.

4. Facility is unable to provide documentation for the annual
dry system trip test.

5. Facility is unable to provide documentation for the annual
forward flow test in accordance with NFPA 25.

6. Facility is unable to provide documentation for the quarterly
sprinkler system inspections.

8 Extinguishing System Service

Automatic fire-extinguishing systems shall be serviced not less
frequently than every six months and after activation of the
system. Inspection shall be by qualified individuals, and a
certificate of inspection shall be forwarded to the fire code
official upon completion.

(IFC 904.13.5.2 2021)

Facility is unable to provide documentation for the second
semi-annual hood cleaning.

30f8

Initials of Authorized Facility Representative:
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Washington State Patrol
QSQ,G | Fire Protection Bureau

= Phone: (360) 596-3900
I

Business Name Brookdale Silver Lake Provider Number 001703

Address 2015 LAKE HEIGHTS DR, Approval Status  Disapproved

City, State, Zip Everett, WA Facility Type Residential Care

On 04/15/2026 the Office of the State Fire Marshal conducted an inspection at your facility.

Code Requirement Statement of Violation
9 Portable Fire Extinguishers - General Requirements

Portable fire extinguishers shall be selected, installed and Multiple fire extinguishers missing monthly inspection records.
maintained in accordance with this section and NFPA 10.
Exceptions:
11 The distance of travel to reach an extinguisher shall

not apply The travel distance to reach an extinguisher shall not
apply to the spectator seating portions of Group A-5
occupancies.

2. Thirty-day inspections shall not be required and
maintenance shall be allowed to be once every three years for
dry-chemical or halogenated agent portable fire extinguishers
that are supervised by a listed and approved electronic
monitoring device, provided that all of the following conditions

are met:

2.1. Electronic monitoring shall confirm that extinguishers
are properly positioned, properly charged and unobstructed.

2.2. Loss of power or circuit continuity to the electronic
monitoring device shall initiate a trouble signal.

23. The extinguishers shall be installed inside of a
building or cabinet in a noncorrosive environment.

24. Electronic monitoring devices and supervisory

circuits shall be tested every 3 years when extinguisher
maintenance is performed.

2.5. A written log of required hydrostatic test dates for
extinguishers shall be maintained by the owner to verify that
hydrostatic tests are conducted at the frequency required by
NFPA 10.

3. In Group -3, portable fire extinguishers shall be
permitted to be located at staff locations.

(IFC 906.2 2021)

40f8 Initials of Authorized Facility Representative:
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Washington State Patrol

B " :
Qasir%mnm STATE PATROL Fire Protection Bureau
b _ Phone: (360) 596-3900

Business Name Brookdale Silver Lake
Address 2015 LAKE HEIGHTS DR,

City, State, Zip Everett, WA

Provider Number 001703
Approval Status  Disapproved
Facility Type Residential Care

On 04/15/2026 the Office of the State Fire Marshal conducted an inspection at your facility.

Code Requirement

Statement of Violation

10 Smoke Detector Sensitivity

Smoke detector sensitivity shall be checked within one year
after installation and every alternate year thereafter. After the
second calibration test, where sensitivity tests indicate that the
detector has remained within its listed and marked sensitivity
range (or 4-percent obscuration light grey smoke, if not
marked), the length of time between calibration tests shall be
permitted to be extended to a maximum of 5 years. Where the
frequency is extended, records of detector-caused nuisance
alarms and subsequent trends of these alarms shall be
maintained. In zones or areas where nuisance alarms show
any increase over the previous year, calibration tests shall be
performed.

IFC 907.8.3 2021)

Facility is unable to provide documentation for the sensitivity
testing of the automatic fire alarm system.

11 Inspection and Maintenance

Fire department connections shall be periodically inspected,
tested and maintained in accordance with NFPA 25. Records of
inspection, testing and maintenance shall be maintained.

(IFC 912.7 2021)

Facility is unable to provide documentation for the 5-year FDC
hydro testing.

12 Maintenance

Carbon monoxide alarms and carbon monoxide detection
systems shall be maintained in

accordance with NFPA 72. Carbon monoxide alarms and
carbon monoxide detectors that become inoperable or
begin producing end-of-life signals shall be replaced.

(IFC 915.6 2021 WAC)

Facility is unable to provide documentation for carbon
monoxide alarms detection testing and maintenance.

13 Means of Egress Continuity

The path of egress travel along a means of egress shall not be
interrupted by any building element other than a means of
egress component as specified in this chapter. Obstructions
shall not be placed in the minimum width or required capacity of
a means of egress component except projections permitted by
this chapter. The minimum width or required capacity of a
means of egress system shall not be diminished along the path
of egress travel.

(IFC 1003.6 2021)

Medical cart blocking an emergency exit in "C" hall by room
Cs8.

50f 8

Initials of Authorized Facility Representative:
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Washington State Patrol
@MQM@% Fire Protection Bureau

Phone: (360) 596-3900
W

Business Name Brookdale Silver Lake Provider Number 001703
Address 2015 LAKE HEIGHTS DR, Approval Status  Disapproved
City, State, Zip Everett, WA Facility Type Residential Care

On 04/15/2026 the Office of the State Fire Marshal conducted an inspection at your facility.

Code Requirement Statement of Violation

14 Lock and Latches

Locks and latches shall be permitted to prevent operation of All doors that are electrically controlled without delayed egress

doors where any of the should have a code posted within 6 feet of the door.
following exists:

1. Places of detention or restraint.

2. In buildings in occupancy Group A having an occupant load
of 300 or less, Groups B, F, M, and S, and in

places of religious worship, the main door or doors are
permitted to be equipped with key-operated locking

devices from the egress side provided:

2.1. The locking device is readily distinguishable as locked:
2.2. Areadily visible sign is posted on the egress side on or
adjacent to the door stating: THIS DOOR TO

REMAIN UNLOCKED WHEN BUILDING IS OCCUPIED. The
sign shall be in letters 1 inch (25 mm) high on

a contrasting background; and

2.3. The use of the key-operated locking device is revocable by
the building official for due cause.

3. Where egress doors are used in pairs, approved automatic
flush bolts shall be permitted to be used, provided

that the door leaf having the automatic flush bolts has no
doorknob or surface-mounted hardware.

4. Doors from individual dwelling or sleeping units of Group R
occupancies having an occupant load of 10 or less

are permitted to be equipped with a night latch, dead bolt, or
security chain, provided such devices are openable

from the inside without the use of a key or a tool.

5. Fire doors after the minimum elevated temperature has
disabled the unlatching mechanism in accordance with

listed fire door test procedures.

6. Doors serving roofs not intended to be occupied shall be
permitted to be locked preventing entry to the building

from the roof.

7. Approved, listed locks without delayed egress shall be
permitted in Group I-1 condition 2 assisted living

facilities licensed under chapter 388-78A WAC and Group I-1
Condition 2 residential treatment facilities licensed

under chapter 246-337 WAC by the state of Washington,
provided that:

7.1. The clinical needs of one or more patients require
specialized security measures for their safety.

7.2. The doors unlock upon actuation of the automatic sprinkler
system or automatic fire detection system.
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Business Name Brookdale Silver Lake
Address 2015 LAKE HEIGHTS DR,

City, State, Zip Everett, WA

Provider Number 001703
Approval Status  Disapproved
Facility Type Residential Care

On 04/15/2026 the Office of the State Fire Marshal conducted an inspection at your facility.

F Code Requirement

Statement of Violation

7.3. The doors unlock upon loss of electrical power controlling
the lock or lock mechanism.

7.4. The lock shall be capable of being deactivated by a signal
from a switch located in an approved location.

7.5. There is a system, such as a keypad and code, in place
that allows visitors, staff persons and

appropriate residents to exit. Instructions for exiting shall be
posted within six feet of the door.

8. Other than egress courts, where occupants must egress
from an exterior space through the building for means

of egress, exit access doors shall be permitted to be equipped
with an approved locking device where installed

and operated in accordance with all of the following:

8.1. The occupant load of the occupied exterior area shall not
exceed 300 as determined by IBC Section

1004.

8.2. The maximum occupant load shall be posted where
required by Section 1004.9. Such sign shall be

permanently affixed inside the building and shall be posted in a
conspicuous space near all the exit access

doorways.

8.3. A weatherproof telephone or two-way communication
system installed in accordance with Sections

1009.8.1 and 1009.8.2 shall be located adjacent to not less
than one required exit access door on the

exterior side.

8.4. The egress door locking device is readily distinguishable
as locked and shall be a key-operated locking

device.

8.5. A clear window or glazed door opening, not less than 5
square feet (0.46 m2) sq. ft. in area, shall be

provided at each exit access door to determine if there are
occupants using the outdoor area.

8.6. Areadily visible durable sign shall be posted on the interior
side on or adjacent to each locked required

exit access door serving the exterior area stating: THIS DOOR
TO REMAIN UNLOCKED WHEN THE

OUTDOOR AREA IS OCCUPIED. The letters on the sign shall
be not less than 1 inch high on a contrasting

background.

9. Locking devices are permitted on doors to balconies, decks,
or other exterior spaces serving individual dwelling

or sleeping units.

10. Locking devices are permitted on doors to balconies,

70f8
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Washington State Patrol

WASHINGTON STATE PATROL

Fire Protection Bureau
Phone: (360) 596-3900

Business Name Brookdale Silver Lake
Address 2015 LAKE HEIGHTS DR,
City, State, Zip Everett, WA

Provider Number 001703
Approval Status
Facility Type

Disapproved
Residential Care

On 04/15/2026 the Office of the State Fire Marshal conducted an inspection at your facility.

Code Requirement

Statement of Violation

decks, or other exterior spaces of 250 square feet or
less, serving a private office space.oor.

(IFC 1010.2.4 2021 WAC 51-54A)

15 Emergnecy Lighting Equipment Inspection and Testing

Emergency lighting shall be maintained in accordance with
Section 1008 and shall be inspected and tested in accordance
with Sections 1031.10.1 and 1031.10.2.

(IFC 1032.10 2021)

Exit sign above door next to house keeping and kitchen does
not illuminate when tested.

16 Maintenance

Emergency and standby power systems shall be maintained in
accordance with NFPA 110 and NFPA 111 such that the
system is capable of supplying service within the time specified
for the type and duration required.

(IFC 1203.4 2021)

Facility is unable to provide documentation for the the annual
servicing of generator.

Next inspection scheduled on or after: 05/15/2026

Right of appeal. Any person may appeal any decision made by the Fire Protection Bureau in accordance with WAC 212-12.

Owner or Aujhorized Representative

Signatdre

Deputy State Fire Marshal Brandon G. Brown
MP 235 SB Interstate 5

Bow WA 98232
(360) 791-703
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