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Attachment B:  
 
 
Ecology Required Changes 
The following changes to the Chelan County’s SMP are required to comply with the SMA (RCW 90.58) and the SMP Guidelines (WAC 173-26, Part III): 
 
ITEM SMP Submittal 

PROVISION (Cite) 
TOPIC BILL FORMAT CHANGES (underline = additions; strikethrough = deletions) RATIONALE 

1 3.2.6(A) Official Shoreline 
Maps and 
Undesignated 
Shorelines 

A. The actual location of the OHWM, floodplain, floodway, and wetland 
boundaries must be determined at the time a development is proposed. 
Wetland boundary and OHWM determinations are valid for five years from 
the date the determination delineation is made. 

 

While wetland delineations 
are generally valid for five 
years, in a dynamic riverine 
system the OHWM can 
change rapidly.  OHWM 
determinations shall be made 
at the time of development. 
RCW 90.58.030(c).    

2 3.6 Shoreline Use 
Matrix 

This section contains the Use Matrix which outlines all uses within the shoreline 
jurisdiction as permitted, conditional or prohibited. Depending on the type of 
development, activity or use, a permitted use may also be exempt from the 
requirements of a Substantial Development Permit. A list of exempt actions is 
located in Chapter 7.5. 

The following provisions apply to the Shoreline Use Matrix, Table 3.6-1a: 
A. Accessory uses not specifically assigned a permit type in Table 3.6-1 a shall be 

subject to the same shoreline permit process and SMP regulations as its 
primary use. 

 

Reference to Shoreline Use 
Matrix corrected for internal 
consistency.   

3 3.6 (G) Shoreline Use 
Matrix 

A. Where a use or modification may occur in the Aquatic shoreline environment 
designation as indicated in Table 3.6-1 a but the adjacent shoreland 
environment requires a Conditional Use or prohibits the use, than the more 
restrictive permit process or prohibition applies to the Aquatic shoreline 
environment designation. For example, a marina may be permitted in the 

Reference to Shoreline Use 
Matrix corrected for internal 
consistency.   
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Aquatic shoreline environment designation, but would require a Shoreline 
Conditional Use Permit if the immediately upland shoreline environment 
designation is Conservancy; therefore, the marina would require a Shoreline 
Conditional Use Permit. 

 

4 
 

Table 3.6-a Shoreline Use 
Matrix 

Breakwaters/jetties/rock weirs/groins 
*excluding wave attenuation designs 

 
SCUP 

 
SCUP 

 
SCUP 

 
SCUP 

 
SCUP 

 

All breakwaters, jetties, groins, 
and weirs should require a 
CUP except for those 
structures installed to protect 
or restore ecological functions. 
There is no exception for wave 
attenuation designs.  WAC 
173-26-231(3)(d)   
 

5 Table 3.8-a Shoreline Buffers Shoreline Designations Buffer (feet) 
Natural Environment 150 
Conservancy Environment 100 
Rural Environment 100 

Urban Environment 50 

Aquatic Environment n/a 

Lower Lake Chelan Basin 25-50 
 

The standard buffer for lower 
Lake Chelan is 50’, but it may 
be reduced to 25’ through the 
buffer reduction provisions in 
3.8.2.A.   
 

6 3.8.2(B) Shoreline buffer 
width modifications 

B. Common line.1 Shoreline buffers may be reduced to accommodate existing 
new single family residential development, and which are located adjacent to 
lakes, using a common line measurement if lots are 100’ or less in width, as 
measured at the OHWM. 
1. The common-line setback shall be measured from the OHWM to the 

closest point of the building’s foundation first attached deck of a residence 
or eave whichever is closer for each adjoining waterfront lots. If an 
adjoining lot, tract, parcel is vacant or right-of-way, the common line of 
the vacant lot shall calculated and used. If  the adjoining area is right-of-

Common line setbacks may 
apply to small, undeveloped 
residential lots in areas where 
most lots are developed and 
vacant parcels are adjacent to 
and interspersed among 
developed lots.  Required 
setbacks are measured from 
prescribed places on building 
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way the measurement shall be the required shoreline buffer. 
2. The two measurements shall be averaged to determine the common line 

setback for the proposed development lot. 
3. The Administrator, at the applicant’s request, may make a determination 

to use the shortest or longest distance to the first attached deck of a 
residence or eave whichever is closer if the shoreline is concave or convex. 
Such determinations shall be made to the benefit of the neighboring 
properties view of the water and consider shoreline ecological functions; 
and, all such determinations shall be noticed to the adjoining properties. 

 

on adjoining lots, typically the 
foundation corners of the 
building, but not decks, patios 
or porches that protrude 
waterward.  (Ecology, 
Shoreline Mater Program 
Handbook. Ch. 11) 
 

  7 3.8.2(C) Shoreline buffer 
width modifications 

C. Site specific modification. Reductions of up to 25% of the ‘rural’ shoreline 
buffer/designation may be approved if the following standards are met: 

 

Change made after 
discussions with County staff.  
Allowing this site specific 
modification in all shoreline 
environment designations 
provides the County with 
more flexibility in 
administering this SMP.   
 

8 3.8.2(E) Shoreline buffer 
width modifications 

E. Agricultural land change of use. Agricultural activities within the shoreline 
buffer which are converted to non-agricultural uses, such as residential 
developments, may reduce the shoreline buffer when providing restoration 
within the shoreline buffer. This provision may apply to historical 
conversions if the applicant demonstrates the historical change of use. Due to 
the restoration requirements of this provision buffers may be modified equal 
to the percentage of restoration but shall not be greater than 25% of the 
required buffer. The following criteria shall be used to determine a buffer 
modification. 
 The applicant shall provide a mitigation plan, pursuant to Section 4.2 

Ecological Protection, with a monitoring plan to ensure that vegetation is 
maintained for the life of the project. 

Ecology concludes that SMPs 
must be evaluated for 
consistency with WAC 173-26-
231(5)(b) and that without 
specific standards for buffer 
reductions, effective 
evaluation cannot occur.  After 
review by Ecology and 
discussions with the County, 
Ecology has determined the 
purpose and intent of this 
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1. The area of restoration shall start at the OHWM, or as approved by the 
Administrator. 

1. The area of shoreline buffer reduction shall be parallel to the OHWM. 
 

section is unclear and believes 
that this cannot be effectively 
administered to ensure 
protection of shoreline 
functions.  The provision to 
apply historical conversion for 
change of use will have 
impacts to the shoreline that 
have not been examined by 
the County.  The number of 
potential permits and the 
extent to which this section 
could be used to reduce 
buffers is unknown.  
Vegetation conservation 
standards do not apply 
retroactively to existing uses 
and structures, such as 
existing agricultural practices 
(WAC173-26-231(5)(a)).  
Ecology finds that this section 
as written is inconsistent with 
the policy and standards of 
90.58.020 and RCW 90.58.090 
and the applicable SMP 
guidelines (WAC 173-26-171 
through 251).  This includes a 
conclusion that approval of 
this section would not assure 
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no net loss of ecological 
functions.   

9 3.8.2(G) Shoreline buffer 
width modifications F. Other Developments. Where a legally established pre-existing development (e.g., 

commercial or residential building) occupies the waterward lot, the Shoreline 
Administrator may approve a modification of the buffer width to the upland 
edge of the waterward legal lot when the applicant demonstrates that the area 
sought to be reduced: 

0. Does not provide additional protection of the shoreline waterbody or 
stream; and 

0. Provides insignificant biological, geological or hydrological buffer 
functions relating to the waterward portion of the buffer adjacent to the 
shoreline waterbody or stream. 

The owner of the waterfront parcel with a legally established pre-existing 
development may seek buffer modifications under other provision of this 
SMP. 

 
 

Ecology concludes that SMPs 
must be evaluated for 
consistency with the shoreline 
vegetation conservation 
standards in WAC 173-26-
221(5) – and that without 
specific standards and well-
defined limits on buffer 
reductions, effective 
evaluation cannot occur.  After 
review by Ecology and 
discussions with the County 
planning department, Ecology 
has determined the purpose 
and intent of this section is 
unclear and believes that it 
cannot be effectively 
administered to ensure 
protection of shoreline 
functions.  The number of 
potential permits and the 
extent to which this section 
could be used to reduce 
buffers have not been 
examined by the County.  
Ecology finds that this section 
as written is inconsistent with 
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the policy and standards 
90.58.020 and RCW 90.58.090 
and the applicable SMP 
guidelines (WAC 173-26-171 
through 251).  This includes a 
conclusion that approval of 
this section would not assure 
no net loss of ecological 
functions.   

10 3.8.2(H) Shoreline buffer 
width modifications 

H.  Improved Lands. Where a legally established pre-existing development (e.g., 
commercial or residential building) occupies a lot, the buffer may be modified 
when the applicant submits a Mitigation Plan, pursuant to Section 

4.2 Ecological Protection, which demonstrates that: 
0. The redevelopment or modification is consistent with this SMP, excluding 

shoreline buffer size; and 
0. The proposed redevelopment or modification will result in no net loss of 
shoreline ecological functions. 

 

Ecology concludes that SMPs 
must be evaluated for 
consistency with the shoreline 
vegetation conservation 
standards in WAC 173-26-
221(5) – and that without 
specific standards and well-
defined limits on buffer 
reductions, effective 
evaluation cannot occur.  After 
review by Ecology and 
discussions with the County 
planning department, Ecology 
has determined the purpose 
and intent of this section is 
unclear and believes that it 
cannot be effectively 
administered to ensure 
protection of shoreline 
functions.  The number of 
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potential permits and the 
extent to which this section 
could be used to reduce 
buffers have not been 
examined by the County.  
Ecology finds that this section 
as written is inconsistent with 
the policy and standards 
90.58.020 and RCW 90.58.090 
and the applicable SMP 
guidelines (WAC 173-26-171 
through 251).  This includes a 
conclusion that approval of 
this section would not assure 
no net loss of ecological 
functions.   

11 3.8.2(J) Shoreline buffer 
width modifications 

H. Lot depth Reduction. For legal lots of record, existing prior to June 6, 1999, 
which have an average lot depth of less than 300’, the buffer may be reduced 
to 25% of the average lot depth, but no less than 25’ or less than the common- 
line, whichever is greater. The Administrator shall require a Mitigation Plan 
consistent with Section 4.2. 
 

After review by Ecology and 
discussions with the County 
planning department, Ecology 
has determined this section 
cannot be effectively 
administered to ensure 
protection of shoreline 
functions.  The number of 
potential permits and the 
extent to which this section 
could be used to reduce 
buffers have not been 
examined by the County.  
Ecology finds that this section 
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as written is inconsistent with 
the policy and standards 
90.58.020 and RCW 90.58.090 
and the applicable SMP 
guidelines (WAC 173-26-171 
through 251).  This includes a 
conclusion that approval of 
this section would not assure 
no net loss of ecological 
functions.   
 

12 3.8.2(K) Shoreline buffer 
width modifications 

J. Steep Slopes. Where a shoreline waterbody is incised with steep slopes (40% 
or greater), and there is naturally a narrow riparian corridor and limited 
habitat, the Shoreline Administrator may reduce the buffer to 50’ minimum 
from the top of slope provided that the applicant submits documentation 
prepared by a qualified professional finding that the shoreline ecological 
functions would be protected and that development will not be vulnerable to 
erosion or geologic hazards that would require shoreline structural 
improvements. 

 

After review by Ecology and 
discussions with the County 
planning department, Ecology 
has determined this section 
cannot be effectively 
administered to ensure 
protection of shoreline 
functions.  The number of 
potential permits and the 
extent to which this section 
could be used to reduce 
buffers have not been 
examined by the County.  
Ecology finds that this section 
as written is inconsistent with 
the policy and standards 
90.58.020 and RCW 90.58.090 
and the applicable SMP 
guidelines (WAC 173-26-171 
through 251).  This includes a 
conclusion that approval of 
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this section would not assure 
no net loss of ecological 
functions.   
 

13 4.3 Flood Hazard 
Reduction 
Regulations 

The following provisions apply to actions taken to reduce flood damage or 
hazard and to uses, development, and shoreline modifications that may increase 
flood hazards.  uses, developments and shoreline modifications within the flood 
plain, floodway and/or channel migration zone. 

 

Flood Hazard provisions 
apply in all areas of shoreline 
jurisdiction.  Section modified 
to ensure consistency with 
WAC 173-26-221(3) 

14 4.3 Flood Hazard 
Reduction 
Regulations 

E. New structural flood hazard reduction measures are allowed in shoreline 
jurisdiction only when it is demonstrated by a scientific and engineering 
analysis that they are necessary to protect existing development, that 
nonstructural measures are not feasible, that impacts on ecological functions 
and priority species and habitats can be successfully mitigated so as to assure 
no net loss, and that appropriate vegetation conservation actions are 
undertaken consistent with WAC 173-26-221(5).  Structural flood hazard 
reduction measures shall be consistent with the county’s adopted 
comprehensive flood hazard management plan approved by the department 
that evaluates cumulative impacts to the watershed system. 

F. Place new structural flood hazard reduction measures landward of the 
associated wetlands, and designated vegetation conservation areas, except for 
actions that increase ecological functions. Flood hazard reduction projects 
may only be authorized if it is determined that no other alternative to reduce 
flood hazard to existing development is feasible. The need for, and analysis 
of feasible alternatives to, structural improvements shall be documented 
through a geotechnical analysis. 

G.  New structural public flood hazard reduction measures, such as dikes and 
levees, should dedicate and improve public access pathways unless public 
access improvements would cause unavoidable health or safety hazards to 

Section amended to ensure 
consistency with WAC 173-26-
221(3)(c)(ii). 
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the public, inherent and unavoidable security problems, unacceptable and 
unmitigable significant ecological impacts, unavoidable conflict with the 
proposed use, or a cost that is disproportionate and unreasonable to the total 
long-term cost of the development. 
 

E.H. The removal of gravel for flood management purposes shall be consistent 
with the county’s adopted flood hazard management plan and allowed only 
after a biological and geomorphological study shows that extraction has a 
long-term benefit to flood hazard reduction, and does not result in a net loss 
of ecological functions. 

 

 
 
 
 
 
Section amended to ensure 
consistency with WAC 173-26-
221(3)(c)(v) 
 
 

15 4.5(H) Vegetation 
Conservation and 
Shoreline Buffer 
Regulations 

H. Fire Protection Options. Property owners with existing structures may 
request fire protection measures which are recommended through an 
adopted wildfire protection plan or from the Washington Department of 
Natural Resources, Cascadia Conservation District, or other similar 
group/agency. 

Property owners may remove vegetation to reduce fire risk with an approved 
Shoreline Conditional Use Permit written Shoreline Exemption. These 
provisions are intended to support fire suppression protection (similar to 
Firewise standards) and shall not be used for the development of trails or yard 
areas. 
All property owners, with or without structures may request fire protection 
measures which are recommended through an adopted wildfire protection 
plan or from the Washington Department of Natural Resource, Cascadia 
Conservation District, or other similar group/agency. 
The Administrator shall review the proposal based on: 

a. The ability of the proposal to reduce fire risk and/or fire spread for the 
site and the surrounding properties; and, 

b. The impact to the vegetation and habitat function which may require 

Section modified to ensure 
consistency with WAC 173-26-
221(5)(b).  Vegetation 
conservation should be 
undertaken to protect human 
safety and property while also 
ensuring no net loss of 
shoreline ecological functions 
and ecosystem wide processes.   
 
After review by Ecology and 
discussions with the County 
planning department, Ecology 
has determined this removal 
of shoreline vegetation for fire 
protection may be appropriate 
with the issuance of a 
Shoreline Conditional Use 
permit.    
 



ATTACHMENT B - DEPARTMENT OF ECOLOGY REQUIRED CHANGES TO THE CHELAN COUNTY SMP - (RESOLUTION NO. 2017-120)   
 

11 
 

mitigation to ensure no-net-loss. 

 

 
 

16 4.6 Water Quality, 
Stormwater and 
Nonpoint Pollution 
Regulations 

A. Applicability. Water-dependent uses are exempt from this Section of the SMP 
The following section applies to all development and uses in shorelines of the 
state that affect water quality. 

 

These provisions apply to all 
developments within 
shoreline jurisdiction.  Section 
modified to ensure 
consistency with WAC 173-26-
221(6). 

17 5.9 Fill and Excavation 6. All fills and excavation waterward of the OHWM not associated with 
ecological restoration, flood control, archaeological resources or approved 
shoreline stabilization shall require a Shoreline Conditional Use Permit. 

 

Section modified to ensure 
consistency with WAC 173-26-
231(3)(c) 

18 5.16 Residential 
Regulations 

7. Trails, ramps, and stairs including handrails may be placed within the 
shoreline buffer and landward of the OHWM, trails and stairs (including 
required handrails) may be placed when associated with a water 
dependent development or use and shall require a Shoreline Substantial 
Development Permit.: 

 . When constructed at grade or less than 9 inches (excluding handrails); 
or Trails, ramps, and stairs within the buffer are limited to five feet in 
width.   The total area of trails, ramps, and stairs within the buffer is 
limited to 5 times the standard buffer width.  

 . Trails or stairs greater than 9 inches shall require a Shoreline 
Substantial Development permit; or 

 . When waterward of the OHWM, stairs shall be incorporated into dock 
construction or shoreline stabilization consistent with Section 
5.18 Shoreline Stabilization. 

 

SDP requirement added for 
clarity.  Substantial 
development shall not be 
undertaken without first 
obtaining a permit from the 
local government (RCW 
90.58.140) 
 
Residential development, 
including trails and stairs, 
should be sufficiently set back 
from steep slopes and 
shoreline vulnerable to erosion 
so that structural 
improvement are not required 
to protect such structures. 
WAC 173-26-241(3)(j).  These 
revised regulations were 
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suggested by the County 
planning department and 
adequately limit the impact to 
the buffer.    

19 5.16 Residential 
Regulations 

D. Accessory uses. Residential accessory uses or appurtenances shall not be 
located in required shoreline buffers unless specifically authorized by this 
SMP or through a Shoreline Conditional UseVariance permit. 

 

When a development or use is 
proposed that does not 
comply with the bulk, 
dimensional and performance 
standards of the master 
program, such development 
or use can only be authorized 
by approval of a variance.   
Section modified for 
consistency with WAC 173-27-
040.   

20 5.18 Shoreline 
Stabilization 
Regulations 

5.  Anchoring bolts, tied to supports landward of the OHWM shall be 
classified as repair and maintenance. 

 

New anchoring bolts tied to 
existing supports landward of 
the OHWM are new 
development, not repair and 
maintenance, and therefore 
need a permit. New structural 
stabilization measures shall 
not be allowed except when 
necessity is demonstrated.  
WAC 173-26-231(3)(a) 

21 5.18 Shoreline 
Stabilization 
Regulations 

A. Repair and Maintenance. Repair and maintenance of existing 
nonconforming hard structural stabilization may include replacement, 
expansion of footings and width when comparable to its original 
condition including but not limited to its size, shape, configuration, 
location and external appearance and the replacement does not cause 
substantial adverse effects to shoreline resources or environment.  

Additions to or increases in 
size of existing shoreline 
stabilization measures shall be 
considered new structures.   
Section amended to ensure 
consistency with WAC 173-26-
231(3)(a)(iii)(C).   
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Replacement walls or bulkheads shall not encroach waterward of the 
ordinary high-water mark or existing structure unless the residence was 
occupied prior to January 1, 1992, and there are overriding safety or 
environmental concerns.  In such cases, the replacement structure shall 
abut the existing shoreline stabilization structure.   

 
22 5.18(D) Shoreline 

Stabilization 
Regulations 

D. New or enlarged structural shoreline stabilization. New or enlarged 
structural stabilization measures shall not be allowed except when 
necessity is demonstrated in the following manner may be permitted if 
one of the following are met: 

1. To protect an existing primary structure, including residences, when 
conclusive evidence, documented by a geotechnical analysis, is provided 
that the structure is in danger from shoreline erosion caused by currents 
or waves.  Normal sloughing, erosion of steep bluffs, or shoreline erosion 
itself, without a scientific or geotechnical analysis, is not demonstration of 
need. The geotechnical analysis shall evaluate on-site drainage issues and 
address drainage problems away from the shoreline edge before 
considering hard or soft structural shoreline stabilization. OR 

 

Edited for compliance with 
WAC 173-26-231(3)(a)(iii)(B)(I) 

23 5.18(D) Shoreline 
Stabilization 
Regulations 

4. To protect projects related tofor the restoration of ecological functions or 
for hazardous substance remediation projects pursuant to Chapter 
70.105D RCW when all of the following conditions apply: nonstructural 
measures, planting vegetation, or installing on- site drainage 
improvements, are not feasible or not sufficient to adequately address 
erosion causes or impacts; and the erosion control structure will not result 
in a net loss of shoreline ecological functions. OR 

 

Edited for compliance with 
WAC 173-26-
231(3)(a)(iii)(B)(IV). 

24 5.18(D) Shoreline 
Stabilization 
Regulations 

F. General design standards. Geotechnical reports pursuant to this section 
that address the need to prevent potential damage to a primary structure 
shall address the necessity for shoreline stabilization by estimating time 

Change required to ensure 
consistency with WAC 173-26-
231(3)(a)(iii)(D). 



ATTACHMENT B - DEPARTMENT OF ECOLOGY REQUIRED CHANGES TO THE CHELAN COUNTY SMP - (RESOLUTION NO. 2017-120)   
 

14 
 

frames and rates of erosion and report on the urgency associated with the 
specific situation. As a general matter, hard armoring solutions should not 
be authorized except when a report confirms that there is a significant 
possibility that such a structure will be damaged within three years as a 
result of shoreline erosion in the absence of such hard armoring measures, 
or where waiting until the need is that immediate, would foreclose the 
opportunity to use measures that avoid impacts on ecological functions. 
Thus, where the geotechnical report confirms a need to prevent potential 
damage to a primary structure, but the need is not as immediate as the 
three years, that report may still be used to justify more immediate 
authorization to protect against erosion using soft measures.  When a hard 
or soft structural shoreline stabilization measure is demonstrated to be 
necessary, the following design standards shall be incorporated into the 
stabilization design: 

 

25 5.18(D)(8) Shoreline 
Stabilization 
Regulations 

8. When shoreline stabilization measures are intended to improve ecological 
functions but shift the OHWM landward: 

a. Applicants may seek relief from shoreline master program 
development standards under RCW 90.58.580.The pre-modification 
OHWM or lot area shall be used for calculation of buffers and lot 
coverage. The pre-modification OHWM shall be recorded in a form 
approved by the County and recorded at the Chelan County Auditor’s 
Office. 

 

Relief from shoreline master 
program development 
standards due to changes 
caused by shoreline 
restoration projects may only 
be granted when consistent 
with RCW 90.58.580.    
 

26 5.18(D)(9) Shoreline 
Stabilization 
Regulations 

9. Limit the size of stabilization measures to the minimum necessary.  Use 
measures designed to assure no net loss of shoreline ecological 
functions.  Soft approaches shall be used unless demonstrated not to be 
sufficient to protect primary structures, dwellings, and businesses. 

 

Change required to ensure 
consistency with WAC 173-26-
231(3)(a)(iii)(E).   
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27 7.8.2 Review Criteria B. Shoreline variances landward of the OHWM. Shoreline Variance 
permits for development and/or uses that will be located landward of the 
OHWM, as defined in RCW 90.58.030(2)(bc), and/or landward of any 
wetland as defined in RCW 90.58.030(2)(h), may be authorized provided 
the applicant demonstrates affirmatively all of the following: 

 

Corrected reference RCW 
90.58.030(2)(c). 

28 Chapter 8 Definitions CRITICAL AREAS. Critical areas are defined pursuant to RCW 36.70A.030 and 
WAC 365-190-020030as critical aquifer recharge areas, wetlands, geologically 
hazardous areas, frequently flooded areas and fish and wildlife habitat 
conservation areas. 

 

Reference corrected.  

29 Appendix B 
6.1.1 

Wetland 
Delineations 

6.1.1 Wetland Designation and Delineations 
Wetlands shall be identified and delineated by a qualified wetlands professional in 
accordance with the most current approved federal wetland delineation manual and 
applicable regional supplements.   All areas within the County meeting the wetland 
designation criteria in that procedure are hereby designated critical areas and are subject to 
the provisions of this Chapter.  Wetland delineations are valid for five years; after such date 
the County shall determine whether a revision or additional assessment is necessary.   

 

As noted in WAC 173-26-
221(2)(a), pursuant to the 
provisions of RCW 90.58.610 
and 36.70A.480, shoreline 
master programs must 
provide for management of 
critical areas designated as 
such pursuant to RCW 
36.70A.170 (1)(d) located 
within the shorelines of the 
state. Counties are required to 
designate and protect critical 
areas (RCW 36.70A.170;.  
(WAC 365-190-080 and 090).  
All areas that meet the 
wetland designation criteria 
shall be designated as critical 
areas. Wetland delineations 
should be revisited after 5 
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years to ensure conditions 
have not changed. (Wetland 
Guidance for CAO Updates, 
Eastern Washington Version.  
No. 16-06-002) 

30 Appendix B 
6.1.3.1  

Buffer widths 6.1.3.1 Buffer widths 
Buffers shall be established and maintained to protect all regulated wetlands. The 
minimum buffers for wetlands are listed below. The buffer shall not be altered except as 
authorized by this Program; provided that such alterations meet all other standards for the 
protection of regulated wetlands. Buffers are measured horizontally in all directions from 
the regulated wetland edge as marked in the field. 
 
The following buffer widths have been established in accordance with the best available 
science.  They are based on the category of wetland and the intensity of the impacts from 
proposed land use.  Different land uses that can cause these levels of impact are listed in 
Table 2. 

 
Wetland Category Buffer for Low Intensity Buffer for High Intensity 

Category I 200 feet 300 feet 
Category II 100 feet 200 feet 
Category III 75 feet 150 feet 
Category IV 50 feet 50 feet 

  Table 1 
Category of 
Wetland 

Land Use with Low 
Impact 

Land Use with 
Moderate Impact 

Land Use with High 
Impact 

I 125 ft 190 ft 250 ft 
II 100 ft 150 ft 200 ft 
III 75 ft 110 ft 150 ft 
IV 25 ft 40 ft 50 ft 

 
  Table 2 

Revisions to this section were 
developed in consultation 
with County staff and for 
consistency with Ecology 
guidance documents, per 
WAC 173-26-221(2)(c)(i)(A).  
These revisions increase the 
County’s regulatory flexibility 
by expanding on the concept 
that not all proposed changes 
in land uses have the same 
level of impact.  Three 
categories of impacts form 
proposed land uses are 
outlined:  Land uses that can 
create high impacts, moderate 
impacts, and low impacts to 
wetlands.  Overall, these 
changes reduce buffer width 
for each category of wetland, 
give the County more 
flexibility in administering 
development permits, and are 
consistent with with Ecology’s 
wetland guidance.  (Wetlands 
in Washington State - Volume 
2: Guidance for Protecting and 
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Level of Impact from 
Proposed Change in 
Land Use 

Types of Land Use Based on Common Zoning Designations 

High • Commercial 
• Urban 
• Industrial 
• Institutional 
• Retail sales 
• Residential (more than 1 unit/acre) 
• Conversion to high-intensity agriculture (dairies, nurseries, 
greenhouses, 
growing and harvesting crops requiring annual tilling and raising 
and 
maintaining animals, etc.) 
• High-intensity recreation (golf courses, ball fields, etc.) 
• Hobby farms 

Moderate • Residential (1 unit/acre or less) 
• Moderate-intensity open space (parks with biking, jogging, etc.) 
• Conversion to moderate-intensity agriculture (orchards, hay 
fields, etc.) 
• Paved trails 
• Building of logging roads 
• Utility corridor or right-of-way shared by several utilities and 
including 
access/maintenance road 

Low • Forestry (cutting of trees only) 
• Low-intensity open space (hiking, bird-watching, preservation 
of natural 
resources, etc.) 
• Unpaved trails 

Managing Wetlands. 
Washington State Department 
of Ecology. Publication #05-06-
008. Olympia, WA.) 
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• Utility corridor without a maintenance road and little or no 
vegetation 
management. 

 

31 Appendix B 
6.1.3.2 

Buffer averaging 6.1.3.2. Buffer averaging or reduction 
The Administrator may allow averaging or reduction of the standard wetland buffer widths 
when necessary to accommodate a single family residence or residential development 
subdivision. With buffer averaging, the buffer width is reduced in one location and increased 
in another location to maintain the same overall buffer area and level of function. 

 
Proposals for buffer averaging shall meet the following conditions: 
A. The buffer has not been averaged or reduced by any prior actions administered; and, 
B. No feasible site design could be accomplished without buffer averaging; and, The wetland 

contains variations in sensitivity due to existing physical characteristics or the character of 
the buffer varies in slope, soils, or vegetation, and that wetland would benefit from a wider 
buffer in places and would not be adversely impacted by a narrower buffer in other places; 
and, 

C. An approved critical area report demonstrates that the averaging will not adversely 
impact wetland function and values; and, 

D. The minimum width of the buffer at any given point is at least fifty seventy five 
percent (7550%) of the required buffer or twenty-five (25) feet, whichever is greater; 
and 

E. Any area that is added to the buffer is well-vegetated and, when appropriate, separated 
and screened from incompatible land uses such as parking lots, commercial or industrial 
uses or high intensity uses. The Administrator may require vegetation enhancement if 
needed to ensure this criterion is met. 

 

 
This section does not discuss 
buffer reduction, only 
averaging.  Section modified 
for consistency with WAC 
173-26-221(2)(a) and WAC 
173-26-221(2)(c)(i)(D). 
 
 
The widths of buffers may be 
averaged if this will improve 
the protection of wetland 
functions, or if it is the only 
way to allow for reasonable 
use of a parcel.  Yet there is no 
scientific information available 
to determine if averaging the 
widths of buffers actually 
protects functions of wetlands 
(Wetland Guidance for CAO 
Updates, Eastern Washington 
Version.  No. 16-06-002).  As 
such, Ecology requests that 
buffer averaging include a 
wetland report.  The report 
should be prepared by a 
qualified professional 
describing the current 
functions of the wetland and 
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its buffer and the measures 
that will be taken to ensure 
that there is no loss of wetland 
function due to the buffer 
averaging. The width of the 
buffer at any given point after 
averaging should be no 
smaller than 75% of the 
standard buffer (Wetlands in 
Washington State - Volume 2: 
Guidance for Protecting and 
Managing Wetlands. 
Washington State Department 
of Ecology. Publication #05-06-
008. Olympia, WA.). 
 

32 Appendix B 
6.1.3.8 

Wetland 
compensatory 
mitigation 

 
6.1.3.7 Wetland compensatory mitigation 
Proposed activities or uses that would impact a wetland must follow the mitigation 
sequencing requirements of Section 4.2 of the SMP. Wetland impacts may be allowed when 
there is no reasonable alternative site design that would result in less adverse impact to a 
wetland or its buffer. When a project involves wetland and/or buffer impacts, a compensatory 
mitigation report, prepared by a qualified professional, shall be required.  Compensatory 
mitigation plans shall be consistent with Wetland Mitigation in Washington State – Part 2: 
Developing Mitigation Plans--Version 1, (Ecology Publication #06-06-011b, Olympia, WA, March 
2006 or as revised), and Selecting Wetland Mitigation Sites Using a Watershed Approach (Eastern 
Washington) (Publication #10-06-07, November 2010).  All wetland impacts shall comply with 
these compensatory mitigation requirements: 

 

Section modified for 
consistency with WAC 
173-26-221(2)(a) and WAC 
173-26-
221(2)(c)(i)(D).Wetlands in 
Washington State - 
Volume 2: Guidance for 
Protecting and Managing 
Wetlands. Washington 
State Department of 
Ecology. Publication #05-
06-008. Olympia, WA. 
 
 

33 Appendix B 
6.2 

Critical Aquifer 
Recharge Areas 

6.2 Critical Aquifer Recharge Areas Revisions to this section were 
developed in consultation 
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6.2.1 Critical Aquifer Recharge Areas within Chelan County shall be classified, designated and 
regulated  through the County’s critical areas provisions in Chelan County Code, 
Chapter 11.82 

 
 

 
5.1 Critical Aquifer Recharge Areas 
 . Site analysis/Report – required for the purpose of delineating the recharge areas on a scaled 

development plan and provided detailed information on the following items: 
0. hydro-geological susceptibility to contamination and contamination loading potential 
0. depth to groundwater 
0. hydraulic conductivity and gradient 
0. soil permeability and contamination attenuation 
0. a vadose zone analysis including permeability and attenuation properties 
0. an analysis of the recharge area’s toleration for impervious surfaces in terms of both 

aquifer recharge and the effect on water quality degradation 
0. a summary of the proposed development’s effect on the recharge area concentrating on items 

“d” and “f” 
0. existing aquifer water quality analysis 

 . Development Standards 
0. The site analysis will create a water quality baseline which will serve as a minimum 

standard that shall not be further degraded by proposed development. 
0. The creation of additional impervious surfaces shall be limited to that amount described in the 

site analysis that will ensure adequate aquifer recharge and water quality protection. 
0. Development approvals shall ensure that all best management practices are employed to 

avoid introducing pollutants into the aquifer. This includes the complete collection and 
disposal of storm water outside of the aquifer recharge area for all development impervious 
surfaces. 

 
 

with County staff.   The SMA 
and SMP guidelines require 
that the SMP provide for 
management of critical areas 
designated as such pursuant 
to WAC 173-26-221(2) and 
RCW 36.70A.480. Critical 
aquifer recharge areas for 
protection of drinking water 
should be regulated 
consistently whether inside or 
outside shoreline jurisdiction. 
The SMP relies on the 
County’s critical aquifer 
recharge areas regulations, 
Chelan County Code Chapter 
11.84.  

34 Appendix B 
6.3 

Frequently Flooded 
Areas 

6.3       Frequently Flooded Areas Revisions to this section were 
developed in consultation 
with County staff   As 

http://app.leg.wa.gov/RCW/default.aspx?cite=36.70A.170
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6.3.1 Classification. 
Those areas located within the one-hundred-year floodplain as defined by the Federal 

Emergency Management Agency are classified as frequently flooded areas. Only those frequently 
flooded areas located in shoreline jurisdiction are subject to these regulations and this SMP. 

6.3.2 Designation. 
Best available science will be used in the designation of the county’s frequently flooded areas. 

The flood insurance rate maps (FIRM) and floodway maps along with the Flood Insurance Study—
Chelan County prepared by the National Flood Insurance Program (NFIP) are adopted as the 
formal designation for frequently flooded areas. Upon review and approval by the county, 
subsequent studies delineating the boundaries of the floodways and floodway fringe areas of the 
one-hundred-year floodplains for the county, or portion thereof, shall constitute the best available 
science and be utilized as the official designation information for frequently flooded areas. A review 
committee comprised of the directors of the department of building, fire safety and planning, and 
the public works department shall review each set of new information to make a recommendation 
to the Chelan County board of commissioners whether it should be adopted as new designation 
criteria. Before final adoption, this will be distributed for public and agency review. 

When base flood elevation data is not available from the above information to designate 
frequently flooded areas, the above-defined review committee shall obtain, review and reasonably 
utilize any base flood elevation data and floodway data available from federal and state 
governmental agencies or other sources including but not limited to historical data, high water 
marks or photographs of past flooding to make the appropriate designations.  

6.3.3 Protection measures. 
(1) New lots may be created within frequently flooded areas, provided: 

(A) A designated buildable area in each lot is provided for outside the floodway and is 
identified on the face of the final plat, short plat or binding site plan mylar; 

(B) All improvements, including parking areas, are located outside the floodway; 
(C) Roads necessary to access permitted improvements may cross the floodway if no 

reasonable route exists outside the floodway; 
(D) Open space lots may be located within the one-hundred-year floodplain; and 

submitted, the section was 
incomplete and did not 
adequately classify, designate 
or protect the functions and 
values of frequently flooded 
areas as required under WAC 
173-26-221(2).  Ecology 
understands that the County 
had anticipated completing an 
update of its critical area 
ordinance prior to submittal of 
the SMP to ecology and 
incorporating those new 
provisions into the SMP.    
Because the County has not 
yet completed that critical 
areas ordinance update, and 
updated critical area 
protection provisions were not 
incorporated into the SMP, the 
submitted SMP lacked 
sufficient detail to protect 
frequently flooded areas.    
 
In order to ensure consistency 
with SMP guidelines and 
ensure that the SMP provide 
for management of critical 
areas designated as such 
pursuant to RCW 36.70A.170 
the entire section has been 
replaced.   At the request of 

http://app.leg.wa.gov/RCW/default.aspx?cite=36.70A.170
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(2) No residential structures may be built or placed within a designated floodway; 

Anchoring.   
All new construction and substantial improvements shall be anchored to prevent flotation, 

collapse, or lateral movement of the structure. All manufactured homes shall be anchored to resist 
flotation, collapse, or lateral movement by providing over-the-top and frame ties to ground 
anchors; provided however, that double-wide units having a width of seventeen feet or more from 
end to end, and any units manufactured since 1976 that have been certified in compliance with the 
construction standards of the Department of Housing and Urban Development, require only frame 
ties. 

Anchoring requirements for manufactured homes are as follows: 
(1)  Over-the-top ties shall be provided at the end of each manufactured home. Two additional 

over-the-top ties shall be provided at intermediate locations for manufactured homes greater than 
fifty feet in length while those units less than fifty feet in length shall require one additional over-
the-top tie. 

(2)  Frame ties shall be provided at each corner of a manufactured home. Five additional frame 
ties shall be provided at intermediate locations for manufactured homes greater than fifty feet in 
length while those units less than fifty feet in length shall require four additional frame ties. 

(3)  All components of the anchoring system shall be capable of carrying a force of four thousand 
eight hundred pounds as certified by a registered professional engineer or manufacturer’s 
specifications. 

(4)  Any additions to a manufactured home shall be similarly anchored.  

Construction materials and methods. 
All new construction and substantial improvements shall be constructed using methods and 

practices that minimize flood damage and shall be constructed with materials and utility equipment 
resistant to flood damage. Electrical, heating, ventilation, plumbing and air conditioning equipment 
and other service facilities shall be designed and/or otherwise elevated or located so as to prevent 
water from entering or accumulating within the components during conditions of flooding.  

6.3.6 Utilities. 
The following standards shall apply to all utilities within the flood hazard area: 

the County, these revisions 
have been taken from an 
earlier draft of this section of 
the SMP and from the 
County’s existing critical areas 
regulations (Chelan County 
Code Chapter 11.84). 
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(1)  All new and replacement water supply systems shall be designed to minimize or eliminate 
infiltration of floodwaters into the system. The proposed water well should be located on high 
ground that is not in the floodway; 

(2)  Manhole covers shall be designated so as to seal themselves, thereby preventing infiltration 
of floodwaters; 

(3)  New and replacement sanitary sewage systems shall be designed to minimize or eliminate 
infiltration by floodwaters into the system and prevent the discharge from the sewage systems into 
floodwaters and contamination during flooding. On-site waste disposal systems shall be located to 
avoid impairment to them or contamination from them during flooding. The compliance with these 
requirements shall be as directed by the Chelan Douglas Health District. 

(4)  All utility systems shall be underground except where the presence of bedrock or other 
obstructions makes undergrounding prohibitive; provided, that electric transmission lines in excess 
of fifteen KV are exempt from undergrounding.  

6.3.7 Use of other base flood data. 
When base flood elevation data has not been provided in accordance with Section 6.3.2, 

Designation, the administrator shall obtain, review and reasonably utilize any base flood elevation 
data and floodway data available from a federal, state or other source, in order to administer this 
Chapter of the SMP.  

6.3.8 Construction activities. 
(1)  Residential Construction. New construction or substantial improvement of any residential 

structure shall require the lowest floor including basement to be elevated to three feet or higher 
above the base flood elevation (BFE). Where new construction or substantial improvement is to 
occur in a flood hazard area designated as an AO zone, the lowest floor including basement shall be 
elevated above the highest adjacent grade of the building site, to one foot or more above the depth 
number specified on the FIRM (at least two feet if no depth number is specified). Where hazardous 
velocities are noted on the FIRM consideration shall be given to mitigating the effects of these 
velocities in proper construction techniques and methods. Fully enclosed areas below the lowest 
floor that are subject to flooding are prohibited, or shall be designed to automatically equalize 
hydrostatic flood forces on exterior walls by allowing for the entry and exit of floodwaters. Designs 
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for meeting this requirement must either be certified by a registered professional engineer or 
architect or must meet or exceed the following minimum criteria: 

(A)  A minimum of two openings having a total net area of not less than one square inch for 
every square foot of enclosed area subject to flooding shall be provided. 

(B)  The bottom of all openings shall be no higher than one foot above grade. 
(C)  Openings may be equipped with screens, louvers or other coverings or devices; provided, 

that they permit the automatic entry and exit of floodwaters. 
(D)  In an AO zone adequate drainage paths shall be provided on slopes to guide floodwaters 

around and away from proposed structures. 
(2)  Nonresidential Construction. New construction or the substantial improvement of any 

commercial, industrial or other nonresidential structure shall require the lowest floor, including 
basement, to be elevated to or above one foot higher than the base flood elevation (BFE). Where 
new construction or substantial improvement is to occur in a flood hazard area designated as an 
AO zone, the lowest floor including basement shall be elevated above the highest adjacent grade of 
the building site, to one foot or more above the depth number specified on the FIRM (at least two 
feet if no depth number is specified). Where hazardous velocities are noted on the FIRM 
consideration shall be given to mitigating the effects of these velocities in proper construction 
techniques and methods. As an alternative to the elevation of nonresidential structures, such 
structures, with attendant utility and sanitary facilities, shall: 

(A)  Be floodproofed so that below one foot above the base flood level the structure is 
watertight with walls substantially impermeable to the passage of water; 

(B)  Have structural components capable of resisting hydrostatic and hydrodynamic loads and 
effects of buoyancy; 

(C)  Be certified by a registered professional engineer or architect that the design and methods 
of construction are in accordance with accepted standards of practice for meeting the provisions of 
this section based on their development and/or review of the structural design, specifications and 
plans. Such certifications shall be provided to and maintained by the administrator; 

(D)  Nonresidential structures that are elevated, not floodproofed, must meet the same 
standards for space below the lowest floor as provided in subsection (1)(A) through (C) of this 
section.  

Grading and filling. 
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No fill, including fill for roads, and levees; grading; or excavating that unduly affects the 
efficiency or the capacity of the channel or floodway, or unduly decreases flood storage or increases 
flood heights, shall be permitted. Any fill proposed to be deposited in a flood hazard area shall not 
be contrary to the need for storage of floodwater nor shall the amount of fill proposed be greater 
than is necessary to achieve the purpose for which the fill is intended. Fill materials shall be clean 
with a minimum potential for degrading water quality. All fill materials shall be protected against 
erosion with retaining walls or other mechanisms to deter erosions. If vegetative cover is chosen, 
the side slopes of the fill should not exceed two units of horizontal distance to one unit of vertical 
distance.  

6.3.10 Manufactured homes and recreational vehicles. 
The following standards shall be applicable for all new or replacement manufactured home 

installations and for any existing manufactured home which has incurred substantial damage as the 
result of flood. 

(1)  Manufactured homes in designated zones A1 through A30, AH, AE and AO shall be elevated 
on a permanent foundation consisting of a minimum of reinforced concrete footings and piers such 
that the lowest flood of the manufactured home is elevated to at least three feet above the base flood 
elevation and adequately anchored to resist flotation, collapse and lateral movement. In flood 
hazard areas designated as an AO zone the lowest floor of the manufactured home shall be elevated 
above the highest adjacent grade of the building site, to one foot or more above the depth number 
specified on the FIRM. Where hazardous velocities are noted on the FIRM, consideration shall be 
given to mitigating the effects of these velocities through engineering design. 

(2)  All recreational vehicles located in designated zones A1 through A30, AH, AE and AO shall 
not be located in the flood hazard area for more than one hundred eighty consecutive days unless 
parked at an occupied single-family residence and must be licensed and ready for highway use.  

6.3.11 Regulatory floodways. 
Development within a regulatory floodway is prohibited as follows: 
(1)  Encroachments are prohibited, including fill, new construction, substantial improvements, or 

other development unless certification by a registered professional engineer is provided 
demonstrating through hydrologic and hydraulic analyses performed in accordance with standard 
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engineering practice that the proposed encroachment will not result in any increase in flood levels 
during the occurrence of the base flood discharge. 

(2)  Construction or reconstruction of residential structures is prohibited within designated 
floodways, except for (A) repairs, reconstruction, or improvements to a structure which do not 
increase the ground floor area; and (B) repairs, reconstruction or improvements to a structure, the 
cost of which does not exceed fifty percent of the market value of the structure either (i) before the 
repair or reconstruction is started, or (ii) if the structure has been damaged, and is being restored, 
before the damage occurred. Work done on structures to comply with existing health, sanitary, or 
safety codes or to structures identified as historic places may be excluded in the fifty percent. 

(3)  If subsection (1) of this section is satisfied, all new construction and substantial improvements 
shall comply with all applicable flood hazard reduction provisions of Chapter 6.3 of Appendix B of 
this SMP.  

6.3.12 Critical facilities. 
Construction of new critical facilities shall be, to the extent possible, located outside the limits of 

the base floodplain. Construction of new critical facilities shall be permissible within the base 
floodplain if no feasible alternative site is available. Critical facilities constructed within the base 
floodplain shall have the lowest floor elevated to three feet or more above the level of the same 
flood elevation at the site. Floodproofing and sealing measures must be taken to ensure that toxic 
substances will not be displaced by or released into floodwaters. Access routes elevated to or above 
the level of the base floodplain shall be provided to all critical facilities to the extent possible. 
Compliance with these requirements must be certified by a registered professional engineer or 
architect.  

6.3.13 Subdivision. 
(1) In the event the applicant is dividing property through the short subdivision, major 

subdivision, binding site plan, or plat alteration process, a notation shall appear on the face of the 
final plat referencing the requirements of this chapter, as amended, and the delineated floodway 
and floodway fringe of the one-hundred-year floodplain shall be shown.  

(2)  All subdivision proposals shall be consistent with the need to minimize flood damage; 
(3)  All subdivision proposals shall locate and construct public/private utilities to minimize flood 

damage; 
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(4)  All subdivision proposals shall have adequate drainage provided to reduce exposure to flood 
damage; and 

(5)  Where base flood elevation data has not been provided or is not available from another 
authorized source, it shall be generated for subdivision proposals and other proposed 
developments. 

(6)  No subdivision or part thereof shall be approved if related improvements such as levees, fills, 
or other features will individually or collectively significantly increase flood flows, heights, 
velocities or potential for damage. All subdivisions shall be consistent with and in conformance 
with the requirements of this chapter. 

(7)  If a subdivision or portion thereof lies within the one-hundred-year floodplain, conformance 
with all applicable local, state and federal requirements shall be required including, but not limited 
to, this chapter, the Chelan County zoning resolution, the Chelan County subdivision resolution, 
and the Chelan County shoreline master program.  

 
The flood insurance rate maps (FIRM) and floodway maps along with the Flood Insurance Study 
prepared by the National Flood Insurance Program (NFIP) are adopted as the formal designation for 
frequently flooded areas. 
 . Missing Data Areas. When base flood elevation data is not available from the above information 

to designate frequently flooded areas, the Administrator shall obtain, review and reasonably 
utilize any base flood elevation data and floodway data available from federal and state 
governmental agencies or other sources including but not limited to historical data, high water 
marks or photographs of past flooding to make the appropriate designations. 

 . Support Documentation and Compliance. The applicant shall provide: 
0. A site analysis/report identifying the location of the development in proximity to the 

one hundred year floodplain, and floodways where applicable. Additionally, the 
Administrator may require flagging of the elevation as related to development 
permits. 

0. Documentation showing compliance with County flood regulations and building codes. 
The provisions of this SMP provide additional standards for flood hazard that must be 
reviewed in concert with locally adopted building codes, and may be more restrictive 
or alter the design, location or nature of a development from the local standards. 
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35 Appendix B 
6.4 

Geologically 
Hazardous Areas 

6.4 Geologically Hazardous Areas 

6.4.1 Purpose. 
The purpose of the geologically hazardous overlay district is to reduce the risk to the health and 

safety of citizens by designating and regulating geologically hazardous critical areas in shoreline 
jurisdiction consistent with the Growth Management Act and Chapter 395-190 WAC, Minimum 
Guidelines to Classify Agricultural, Forest, Mineral Lands and Critical Areas.  

6.4.2 Applicability. 
The provisions of this chapter shall apply to any land use or development under county shoreline 

jurisdiction that is proposed to be located within designated geologically hazardous areas with the 
exception of (1) residential footprint expansions less than fifty percent of the square footage of the 
primary structure to be expanded, including any attached nonhabitable space, and (2) accessory 
structures that do not contain habitable space. Designated geologically hazardous areas include all 
areas classified as geologically hazardous areas under Section 6.4.3.  

6.4.3 Classification. 
Classification of each geologically hazardous area (which include areas susceptible to erosion, 

sliding, earthquake, or other geological events that may pose a threat to the health and safety of 
citizens when incompatible commercial, residential, or industrial development is sited in areas of 
significant hazard) will be based upon the risk to development. The following categories shall be 
used: 

(1) Known or Suspected Risk. Areas that are susceptible to one or more of the following types of 
hazards shall be classified as a geologically hazardous area with a known or suspected risk and 
shall require a geologic site assessment as described in Section 5.090. 

(A) Erosion hazard areas identified by the U.S. Department of Agriculture Natural Resources 
Conservation Service and Chelan County Soil Survey Manual which may experience significant 
erosion.  Erosion hazard areas also include channel migration zones.  

 
Revisions to this section were 
developed in consultation 
with County staff   As 
submitted, the section was 
incomplete and did not 
adequately classify, designate 
or protect the functions and 
values of geologically 
hazardous areas as required 
under WAC 173-26-221(2).  
Ecology understands that the 
County had anticipated 
completing an update of its 
critical area ordinance prior to 
submittal of the SMP to 
Ecology and incorporating 
those new provisions into the 
SMP.    Because the County 
has not yet completed that 
critical areas ordinance 
update, and updated critical 
area protection provisions 
were not incorporated into the 
SMP, the submitted SMP 
lacked sufficient detail to 
protect critical aquifer 
recharge areas.   
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(B) Landslide hazard areas shall include areas potentially subject to landslides based on a 
combination of geologic, topographic and hydrologic factors. They include any areas susceptible to 
mass movement because of any combination of bedrock soil, slope (gradient), slope aspect, 
structure, hydrology, damage or removal of vegetative cover, or other factors. Examples of these 
may include, but are not limited to, the following: 

(i) Sites that are located on or within two hundred fifty feet of areas of documented or 
historic failures, such as: 

(a) Those areas delineated by the United States Department of Natural Resource 
Conservation Service as having a “severe” limitation for building site development. 

(b) Areas designated as quaternary slumps, earthflows, mudflows, or landslides on maps 
published by the United States Geological Survey or the Department of Natural Resources Division 
of Geology and Earth Resources. 

(c) Areas located on a landslide feature which has shown movement during the past ten 
thousand years or which is underlain or covered by mass wastage debris of that period. 

(d) Slopes that are adjacent to existing fault planes or similar geologic formations. 
(ii) Sites that are located on or within two hundred fifty feet from areas with all three of the 

following characteristics: 
(a) Slopes steeper than fifteen percent; and 
(b) Hillsides intersecting geologic contacts with a relatively permeable sediment 

overlying a relatively impermeable sediment or bedrock; and 
(c) Springs or groundwater seepage. 

(iii) Areas potentially unstable as a result of rapid stream incision, stream bank erosion, and 
undercutting by wave action, including stream channel migration zones. 

(iv) Areas located on or within two hundred fifty feet from an alluvial fan, presently or 
potentially subject to inundation by debris flows or catastrophic flooding. 

(v) Steep Slopes. Any slope of forty percent or steeper with ten feet of relief or areas 
adjacent to these slopes, of which shall cover a distance equal to the vertical height of the slope or 
two hundred fifty feet, whichever is less.  

(vi) Areas that show evidence of, or are at risk from, sliding that may pose a threat to the 
public health and safety. 

(C) Sites that are located on or within five hundred feet from snow avalanche areas. Snow 
avalanche areas include areas that show evidence of, or are at risk from, snow avalanches. 

 
In order to ensure consistency 
with SMP guidelines and 
ensure that the SMP provide 
for management of critical 
areas designated as such 
pursuant to RCW 36.70A.170, 
the entire section has been 
replaced.   At the request of 
the County, these revisions 
have been taken from the 
County’s existing critical areas 
regulations (Chelan County 
Code Chapter 11.82). 
 
 
 
 

 

http://app.leg.wa.gov/RCW/default.aspx?cite=36.70A.170
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(D) Sites that are located on or within seismic hazard areas. Seismic hazard areas include areas 
subject to severe risk of damage as a result of earthquake induced ground shaking, slope failure, 
settlement or subsidence, soil liquefaction, surface faulting, or tsunamis. Settlement and soil 
liquefaction conditions occur in areas underlain by cohesionless soils of low density, typically in 
association with a shallow groundwater table. One indicator of potential for future earthquake 
damage is a record of earthquake damage in the past. Ground shaking is the primary cause of 
earthquake damage in Washington, and ground settlement may occur with shaking. The strength of 
ground shaking is primarily affected by:  

(i) The magnitude of an earthquake;  
(ii) The distance from the source of an earthquake;  
(iii) The type or thickness of geologic materials at the surface; and  
(iv) The type of subsurface geologic structure.  

(E) Other geologically hazardous areas:  
(i) Volcanic hazard areas must include areas subject to pyroclastic flows, lava flows, debris 

avalanche, or inundation by debris flows, lahars, mudflows, or related flooding resulting from 
volcanic activity.  

(ii) Mine hazard areas are those areas underlain by, adjacent to, or affected by mine 
workings such as adits, gangways, tunnels, drifts, or air shafts. Factors which should be considered 
include: Proximity to development, depth from ground surface to the mine working, and geologic 
material. 

(F) Upon examination of the subject property by a qualified professional pursuant to Section 
6.4.8, if a determination is made that none of the foregoing conditions are present on or adjacent to 
the property, the qualified professional may state in letter form the circumstances under which the 
site assessment or report may be waived. 

(2) No Risk. Areas classified initially as geologically hazardous areas with a known or suspected 
risk or unknown risk may, upon further study, actually pose no risk to development or to the public 
health and safety. Where the administrator can determine that no risk from the geologically 
hazardous area is present, based upon geotechnical reports or best available science, these areas 
shall be classified as geologically hazardous areas determined to be of no risk. 

(3) Unknown Risk. Geologically hazardous areas may be present in the county that cannot 
readily be identified based upon the criteria of subsection (1) of this section. Geologically hazardous 
areas of unknown risk include areas where data is not available to determine the presence or 



ATTACHMENT B - DEPARTMENT OF ECOLOGY REQUIRED CHANGES TO THE CHELAN COUNTY SMP - (RESOLUTION NO. 2017-120)   
 

31 
 

absence of a geological hazard. The administrator may require a geologic site assessment and/or 
geotechnical report to determine the actual presence or absence of a geologically hazardous area.  

6.4.4 Classification challenge. 
An applicant may challenge the geologically hazardous area classification determination made 

by the administrator. Said challenge shall be in the form of a geotechnical report under the 
provisions of Section 6.4.8. If the geotechnical report indicates that the geologically hazardous area 
does not exist or should be classified as no risk, the administrator may find that the performance 
standards outlined in this chapter do not apply to the site or project.  

6.4.5 Administrative review. 
The administrator may modify the requirements of this chapter when existing or intervening 

natural or manmade features would preclude the development proposal from geologic risk. An 
applicant may request such review from the department of community development as part of the 
permit application process.  

6.4.6 Designation. 
Areas classified as geologically hazardous areas pursuant to Section 6.4.3 are designated as 

geologically hazardous areas.  

6.4.7 Performance standards. 
(1) Upon completion of a geotechnical report, the following performance standards shall be 

applied during county review of proposed development projects that are the subject of the 
geotechnical report. Additional mitigation measures may be required pursuant to the findings of a 
geotechnical report. The administrator may agree to alternative mitigation measures set forth by the 
geotechnical report, if such alternative measures provide greater or equal protection than the 
application of the performance standards below. Development proposals may be approved 
pursuant to the performance standards of this section and/or mitigation measures of a geotechnical 
report, if they are determined to satisfy the purposes of this chapter. A development permit may be 
denied based upon the administrator’s evaluation of the inability of said measures to reduce risks 
associated with the geologically hazardous area. Performance standards to be utilized include: 

(A) Construction methods should be used which minimize risks to structures and do not 
increase the risk to the site, or to adjacent properties and their structures, from the geologic hazard. 
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Development shall not increase instability or create a hazard to the site or adjacent properties, or 
result in a significant increase in sedimentation or erosion. 

(B) Site planning should minimize disruption of existing topography and vegetation, and 
should incorporate opportunities for phased clearing. 

(C) Disturbed areas shall be replanted within one year of project completion, in accordance 
with an approved revegetation plan, and be appropriately bonded for. 

(D) Impervious surface coverage shall be minimized. 
(E) Excavation and grading shall be minimized. A clearing and grading schedule shall 

consider limitations based upon seasonal weather conditions. 
(F) Detailed drainage plans may be required for projects affecting areas of geologic hazard. 

These plans shall indicate the effect the project may have on the hazard areas and adjacent 
properties and mitigating measures, with stormwater detention standards based upon the technical 
studies required under this document. 

(G) Any limitations to site disturbance, such as clearing restrictions, imposed as a condition of 
development approval should be marked in the field and approved by the county prior to 
undertaking the project. 

(H) A monitoring program should be prepared for construction activities occurring in 
geologic hazard areas and be marked on the face of the building permit. 

(I) All authorized clearing for roads, utilities, etc., should be limited to the minimum necessary 
to accomplish engineering design. Alternatives should meet the following requirements: 

(i) Clearing, grading or filling of sloped sites containing erosion hazard areas shall be 
limited by weather conditions and an approved erosion control plan. 

(ii) The face of cut and fill on slopes shall be prepared and maintained to control against 
erosion. 

(J) An erosion control plan shall be submitted by the applicant for a development, prior to 
approval of the proposal. Temporary erosion and sedimentation controls shall be utilized during 
construction and until a permanent control measure is achieved. Further, to minimize blowing soil 
during development, appropriate water and/or mulch material should be applied to any areas 
without a vegetative cover. 

(K) To maintain the natural integrity of landslide hazard areas and to protect the environment, 
and the public health and safety, adequate vegetation shall be maintained around all sides of the 
landslide hazard area. 
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(L) Development proposals that involve altering land upon areas identified as landslide or 
avalanche hazard areas must demonstrate the following for approval: 

(i) There is no evidence of recent landslides or avalanches in the vicinity of the proposed 
development and quantitative analysis of slope stability and/or other pertinent factors indicate no 
significant risk to the proposed development or other properties. 

(ii) The landslide or avalanche hazard areas can be modified or the project can be designed 
so that the landslide or avalanche hazard to the project is eliminated. 

(iii) The development proposal would cause no increase in surface water discharge, 
sedimentation, or avalanche hazard to other properties, and will not decrease slope stability on 
other properties. 

(iv) Disturbance of trees and vegetation shall be the minimum necessary in order to prevent 
erosion and/or an increase in avalanche hazard, to stabilize slopes, and preserve the natural 
character of the area. 

(v) Structures and improvements shall be located to preserve the most sensitive portion of 
the site and its natural landforms and vegetation. 

(M) Projects in snow avalanche hazard areas shall provide technical studies, which identify 
the location and extent of the potential avalanche area and include mitigation measures, which 
ensure that the proposed activity will not increase the potential for an avalanche on the subject 
property and adjacent properties. 

(2) Performance standards or mitigation measures outlined in a geologic site assessment or 
geotechnical report shall be implemented and incorporated into conditions of approval, if 
applicable. 

(3) If performance standards or mitigation measures are outlined in a geologic site assessment or 
geotechnical report, an engineer or geologist shall verify that said measures/standards have been 
adequately completed and provide written notification of completion to the department.  

6.4.8 Report preparer qualifications and criteria. 
(1) A geologic site assessment, when required, shall be prepared by either a professional civil 

engineer with geologic expertise licensed by the state of Washington; a geologist licensed by the 
state of Washington; an engineering geologist licensed by the state of Washington; or a person with 
applicable qualifications as determined by the administrator. 
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(2) A geotechnical report, when required, shall be prepared by either an engineering geologist 
licensed by the state of Washington or a professional civil engineer licensed by the state of 
Washington. A civil engineer must also have the following experience and background. 

(A) Five years of geotechnical experience evaluating geologically hazardous conditions and 
site development activities, such as landform recognition; unstable geologic units; roads; structural 
footings, foundations and retaining walls; swimming pools and sport courts; and other activities 
such as timber removal, site disturbance and mining.  

6.4.9 Site assessment and report requirements. 
Geologic site assessments and geotechnical reports shall be prepared in compliance with the 

following provisions. A geotechnical report contains all of the provisions of a geologic site 
assessment and shall be considered to meet the requirements of a geologic site assessment. 

(1) The geologic site assessment shall include the following: 
(A) Evaluate the actual presence of geologically hazardous areas within or in the vicinity of 

the site and the need for a geotechnical report. Specifically mention the circumstances or conditions 
which require the report to be prepared (steep slopes, erodible soils, suspected landslide or 
avalanche hazard, adverse hydrologic or flood risk, etc.). 

(B) Evaluate safety issues related to proposed activities. Address issues that could involve 
personal injury, worksite safety, or property damage. 

(C) Address existing geologic, topographic, and hydrologic conditions on the site, including 
an evaluation of the ability of the site to accommodate the proposed activity. Describe the proposed 
development, including property size and location, nature and extent of the planned development 
(i.e., house, garage, shop, swimming pool, etc.), and its specific location on the property. Include 
evidence of prior grading, excavation, cut banks, fill areas, or mining activity, and their potential 
impact on the project. Note and evaluate any features that could adversely affect development such 
as drainage gullies, erosion channeling, alluvial fans, evidence for debris flow or avalanche, surface 
creep and slope failure, observed or suspected spring activity and flood risk potential. 

(D) A discussion of the surface and subsurface geological and engineering properties of the 
soils, sediments, and/or rocks on the subject property and adjacent properties and their effect on the 
stability of the slope. Where known from field inspection or reference maps and literature, include 
bedrock identification and age, structural attitude with respect to slope inclination, fracturing, faults 
and shear zones, hydrothermal alteration, weathering characteristics, presence of landslide 
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diamictite and its age and consolidation, etc. Use cross-sections if necessary for better 
representation of subsurface character. 

(E) A description of the soils in accordance with the Unified Soil Classification System. Give 
general soil characteristics that could affect site development (i.e., frost action and shrink/swell 
potential, permeability, plasticity and wet/dry behavior, erodibility, etc.). Especially note the 
presence or suspected presence of clay-rich horizons and their position/location in the soil profile, 
and any indication that a building site could be subjected to differential soil compression or setting. 

(F) Evidence and history of avalanches, faults, significant geologic contacts, landslides, or 
downslope soil movement on the subject property and adjacent properties not detailed in 
subsection (1)(C) of this section. 

(G) A summary of the site assessment and its conclusions, mentioning the presence or absence 
of geohazards and site suitability. Include any recommendations for mitigation of potential hazards 
that can be dealt with without requiring a complete geotechnical report (control measures such as 
footing or intercept drainage systems, retaining walls, erosion control, vegetative management and 
restoration, and the probable need for engineering consultation and design). 

(H) A topographic map showing the proposed development site location and approximate 
parcel shape location and boundaries. 

(I) Cite all references and information used in the assessment preparation, such as United 
States Geologic Survey (USGS) and Department of Natural Resources Geologic Maps and Bulletins, 
soil studies, surveys and previous reports. 

(2) The geotechnical report determined to be required by the geologic site assessment shall 
include the following: 

All of the information required for a geologic site assessment as well as the following: 
(A) Determine the appropriate hazard category according to the classification of the 

geologically hazardous area consistent with Section 6.4.3. 
(B) Determine the appropriate application of the performance standards of Section 6.4.7 

and/or alternative mitigation measures that provide an equal or greater level of protection. 
(C) Include a contour map of the proposed site, at a scale of one inch equals twenty feet or as 

deemed appropriate by the administrator. Slopes shall be clearly delineated for the ranges between 
fifteen and twenty-nine percent, and thirty percent or greater, including figures for a real coverage 
of each slope category on the site. When site-specific conditions indicate the necessity, the 
administrator may require the topographic data to be field surveyed.  
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(D) A site development plan drawn to scale which shows the boundary lines and dimensions 
of the subject property, the location, size and type of any existing or proposed structures, 
impervious surfaces, wells, drainfields, drainfield reserve areas, roads, easements, and utilities 
proposed or located on site. 

(E) The location of springs, seeps, or other surface expressions of groundwater. The location of 
surface water or evidence of seasonal surface water runoff or groundwater.  

(F) The extent and type of vegetative cover prior to development activity or site disturbance. 
(G) The proposed method of drainage and locations of all existing and proposed surface and 

subsurface drainage facilities and patterns, and the locations and methods for erosion control. 
(H) An identification of all existing fill areas. 
(I) Information demonstrating compliance with all applicable codes and ordinances for the 

proposed development permit. 
(J) A vegetation management and restoration plan or other means for maintaining long-term 

stability of slopes. 
(3) Geologic site assessments and geotechnical reports, when completed in accordance with this 

chapter, shall be valid for a period of five years. A qualified professional, as outlined in Section 
6.4.8, may extend the applicability of a valid geologic site assessment or geotechnical report by five 
years by submittal of a letter stating the validity of the existing document and its application for the 
five-year extension; provided, that such letter must address any changes in surrounding land use 
activity or site conditions.  

6.4.10 Subdivision notation. 
In the event the applicant is dividing property through the short subdivision, major subdivision, 

binding site plan, or plat alteration process, and all or a portion of the property division is located 
within a geologically hazardous area, a notation shall appear on the face of the final plat mylar that 
states the following:  

All or part of this area may be located within a suspected or known geologically hazardous 
area, and development proposals proposed within this area will be subject to the requirements 
of Chapter 6.4: Geologically Hazardous Areas of the County’s Shoreline Master Program. 
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Geologic site assessments and technical reports completed for subdivision approval may not be 
adequate for site development and additional assessment may be necessary. 

 
 . Erosion Hazard 

0. The applicant shall submit a site analysis/report to determine the exact location and 
circumstances that might be expected to precipitate a significant erosion event. The site 
analysis/report shall address the type and effectiveness of mitigating measures available to 
safeguard the public safety and welfare; and, the proposed development’s influence on the 
erosion hazard with recommended design and development measures/standards to minimize 
such hazards. 

0. Development and uses within areas of erosive conditions shall comply with the 
following: 
 . Erosion hazard areas shall be avoided as locations for building construction, roads or utility 

systems where mitigation is not feasible. 
 . Development activities or their support infrastructure shall not be allowed that would 

directly or indirectly worsen the erosion hazard identified in the site analysis. 
 . A minimum buffer shall be established at a horizontal distance from the top, toe, and 

along all sides of slopes shown to be high-risk or intermediate-risk slopes. 
 . Existing native vegetation within the buffer area shall be maintained and the buffer shall be 

extended beyond these limits as required to mitigate landslide and erosion hazards, or as 
otherwise necessary to protect public health, safety and welfare. 

 . Landslide Hazard 
0. The applicant shall submit a site analysis/report to identify and quantify geologic, topographic 

and hydrologic factors that might contribute to slope instability. The rate and extent of 
potential hazards to development activity must be assessed and mitigation measures, if any, 
evaluated. The proposed development must be analyzed in light of the hazards and effects 
represented by the landslide hazard. 

0. Development and uses within landslide hazard areas shall comply with the following: 
 . The applicant shall avoided landslide hazards as locations for building construction, roads 

or utility systems where mitigation is not feasible. 
 . If the degree of hazard warrants some development activity, post construction slope 

stabilization and appropriately upgraded road construction specifications shall be employed 
to eliminate as completely as practicable, any public or private exposure to landslide 
hazards or abnormal maintenance or repair costs. 
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 . Any analysis/report shall include the effects of residential landscape irrigation, storm 
water generation and the influence of street conveyance on stability. 

 

36   6.5 Fish and Wildlife Habitat Conservation Areas 
 
6.5.1 Purpose 

It is the purpose of this chapter to designate and classify fish and wildlife conservation areas and 
to protect, restore where practical, and enhance fish and wildlife populations and their associated 
habitats. 
 

6.5.2 Applicability 
The provisions of this chapter shall apply to development that is proposed to be located within fish 
and wildlife habitat conservation areas by definition or within a review area of one thousand feet 
from a mapped point location (den or nest site) of a priority species. 
 
“Fish and wildlife habitat conservation areas” does not include such artificial features or constructs 
as irrigation delivery systems, irrigation infrastructure, irrigation canals, or drainage ditches that lie 
within the boundaries of and are maintained by a port district or an irrigation district or company. 
 

 
6.5.3 Fish and wildlife habitat conservation areas classification and designation. 

(1) Classification. The following classifications shall be used in designating fish and wildlife 
conservation areas: 

(A) Class I Fish and Wildlife Habitat Conservation Areas. 
(i) State natural area preserves and natural resource conservation areas; and 

(ii) Habitat which have a primary association with species listed by federal agencies as 
endangered or threatened under the Federal Register for the Endangered Species Act of 
1973, or species listed by state agencies as endangered (WAC 232-12-014), threatened 
(WAC 232-12-011) or sensitive (WAC 232-12-011). 

(2) Class II Fish and Wildlife Habitat Conservation Areas. 
(A) Naturally occurring ponds under twenty acres and their submerged aquatic beds that 

provide fish or wildlife habitat; 
(B) Waters of the state; 
(C) Lakes, ponds, streams, and rivers planted with game fish by a governmental or tribal 

Revisions to this section were 
developed in consultation 
with county staff   As 
submitted, the section was 
incomplete and did not 
adequately classify, designate 
or protect the functions and 
values of critical aquifer 
recharge areas as required 
under WAC 173-26-221(2).  
Ecology understands that the 
County had anticipated 
completing an update of its 
critical area ordinance prior to 
submittal of the SMP to 
Ecology and incorporating 
those new provisions into the 
SMP.    Because the county has 
not yet completed that critical 
areas ordinance update, and 
updated critical area 
protection provisions were not 
incorporated into the SMP, the 
submitted SMP lacked 
sufficient detail to protect 
critical aquifer recharge areas.   
 

https://www.codepublishing.com/cgi-bin/wac.pl?cite=232-12-014
https://www.codepublishing.com/cgi-bin/wac.pl?cite=232-12-011
https://www.codepublishing.com/cgi-bin/wac.pl?cite=232-12-011
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entity; 
(D) Priority habitats and species as identified by the Washington State Department of Fish 

and Wildlife Priority Habitats and Species Program; 
(E) Mule deer and/or elk winter range and migration corridors. 

(3) Designation. All lands and shorelands classified as fish and wildlife habitat conservation areas 
are designated as fish and wildlife habitat conservation areas. The Chelan County department of 
building, fire safety and planning will maintain maps to provide information to the public and aid 
in the administration of this section. Sites that include fish and wildlife habitat conservation areas 
not mapped shall be subject to the provisions of this section. In the event of a conflict between 
the information shown on the maps and information shown as a result of field investigations, the 
latter shall prevail. Maps utilized by Chelan County to identify fish and wildlife habitat 
conservation areas include the following maps and map databases: 

(A) The Washington State Department of Fish and Wildlife Priority Habitats and Species and 
Wildlife Heritage Maps and Database, as amended; 

(B) Washington Rivers Information System Maps and Database, as amended; 
(C) National Wetlands Inventory Maps and Database, as amended; 
(D) Chelan County shoreline master program, as amended; 
(E) DNR Stream Type Maps for Type S, F, Np, and Ns waters per criteria as set forth in 

WAC 222-16-031, Interim water typing system, as amended; 
    (F) Mule deer and/or elk winter range and migration corridors in Chelan County identified on 

the Chelan County mule deer and elk winter range maps in the community development 
department. 

 
6.5.4 Class I wildlife habitat conservation area standards. 

(1) Major Development Within Class I Wildlife Habitat Conservation Areas. A review area of one 
thousand feet of a mapped point location of a den or nest site or a polygon of a species listed as 
endangered, threatened, or sensitive by the state of Washington, or registered as endangered or 
threatened by the federal government, shall be subject to the following standards: 

(A) Pertinent agencies including but not limited to the Washington State Department of Fish 
and Wildlife shall be given written notice of the development proposal. In order for agency 
comments to be considered, the agencies shall have thirty days from the date of mailing of the 
notice to submit written comments to the county. The referral is necessary to determine the 
accuracy of mapping, presence of habitat, and potential impacts of the development. 

(B) If the site does contain wildlife habitat regulated by this chapter, the applicant must 
meet the requirements outlined in this section. A habitat management and mitigation plan, 

In order to ensure consistency 
with SMP guidelines and 
ensure that the SMP provide 
for management of critical 
areas designated as such 
pursuant to RCW 36.70A.170, 
the entire section has been 
replaced.   At the request of 
the County, these revisions 
have been taken from the 
County’s existing critical areas 
regulations (Chelan County 
Code Chapter 11.82). 
 

https://www.codepublishing.com/cgi-bin/wac.pl?cite=222-16-031
http://app.leg.wa.gov/RCW/default.aspx?cite=36.70A.170
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pursuant to Section 6.5.6 shall be required for major developments in Class I wildlife habitat 
conservation areas. In the case of bald eagles, an approved bald eagle management plan by the 
Washington State Department of Fish and Wildlife meeting the requirement and guidelines of the 
bald eagle protection rules (WAC 232-12-292, as amended) will satisfy the requirements for a 
habitat management and mitigation plan. 
(2) Minor Development Within Class I Wildlife Conservation Areas. A review area of one thousand 
feet of a mapped point location of a den or nest site, or a polygon of a species listed as endangered, 
threatened, or sensitive by the state of Washington, or registered as endangered or threatened by 
the federal government, shall be subject to the following standards: 

(A) Pertinent agencies, including but not limited to the Washington State Department of Fish 
and Wildlife, shall be given written notice of the development proposal. In order for agency 
comments to be considered, the agencies shall have thirty days from the date of mailing of the 
notice to submit written comments to the county. The referral is necessary to determine the 
accuracy of mapping, presence of habitat, and potential impacts of the development. 

(B) If the site does contain wildlife habitat regulated by this section, the applicant shall meet 
the requirements outlined in subsections (2)(C) and (D) of this section. 

(C) The administrator shall review comments from pertinent agencies and the following 
criteria to determine if the standards outlined in subsection (2)(D) of this section are adequate to 
protect wildlife habitat: 

(i) Published guidelines regarding the protection and management of the affected 
species, including but not necessarily limited to those published by the Washington State 
Department of Fish and Wildlife; 

(ii) Physical characteristics of the subject parcel and vicinity, including topography 
and vegetation; 

(iii) Historic, current and proposed uses, proposed density of the development site, 
and development characteristics in the vicinity of the site; 

(iv) Is the site within an urban growth area, rural area or resource land? 
(v) What are the potential land uses for the site as identified by the comprehensive 

plan and zoning code? 
(vi) Is the site’s habitat fragmented or is it connected to significant habitat blocks or 

open spaces? 
(vii) Consider the habitat located on the site and in the surrounding area. Would 

impacts of the development be site-specific or have the potential to be cumulative with 
existing and potential future developments in the area? 

If it is determined by the administrator that the standards outlined in subsection (2)(D) of this 

https://www.codepublishing.com/cgi-bin/wac.pl?cite=232-12-292
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section are not adequate to protect the wildlife habitat, a habitat management and mitigation plan, 
pursuant to Section 6.5.6 shall be required. In the case of bald eagles, an approved bald eagle 
management plan by the Washington State Department of Fish and Wildlife meeting the 
requirements and guidelines of the bald eagle protection rules (WAC 232-12-292, as amended) will 
satisfy the requirements for a habitat management and mitigation plan, pursuant to Section 6.5.6. 
The administrator shall base his or her decision on written findings of fact and conclusions. 

(D) Minor development within Class I wildlife habitat conservation areas shall be subject to 
the following standards: 

(i) Disturbed areas shall be revegetated with native vegetation within one growing 
season of project completion in accordance with an approved revegetation plan, where 
appropriate. 

(ii) Site planning shall minimize disruption of existing topography and vegetation, 
and shall incorporate opportunities for phased clearing. 

(iii) Any limitations to site disturbance, such as clearing restrictions, imposed as a 
condition of development approval shall be marked in the field and approved by the county 
prior to undertaking the project. 

 (iv) An erosion and drainage control plan will be required for any clearing, grading 
and/or excavation of one acre or greater in area. 

(v) Building sites are encouraged to be located away from critical wildlife habitat 
corridors as feasibly as possible. 

 
6.5.5  Class II wildlife habitat conservation area standards 
 

(1) Major development within Class II wildlife habitat conservation areas within a review area of one 
thousand feet from a mapped point location of a nest or den site or polygon of a priority species 
shall be subject to the following standards: 

(A) Pertinent agencies, including but not limited to the Washington State Department of Fish 
and Wildlife, shall be given written notice of the development proposal. In order for agency 
comments to be considered, the agencies shall have fourteen days from the date of mailing of the 
notice to submit written comments to the county. The referral is necessary to determine the 
accuracy of mapping, presence of habitat, and potential impacts of the development. 

(B) If the site does contain wildlife habitat regulated by this section, the applicant shall meet 
the requirements outlined in subsections (1)(C) and (D) of this section. 

(C) The administrator shall review written comments from the agencies and the following 
criteria to determine if the standards outlined in Section 6.5.4(2)(D) are adequate to protect wildlife 

https://www.codepublishing.com/cgi-bin/wac.pl?cite=232-12-292
https://www.codepublishing.com/WA/ChelanCounty/html/Chelco11/Chelco1178.html#11.78.070
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habitat: 
(i) Published guidelines regarding the protection and management of the affected 

species, including but not necessarily limited to those published by the Washington State 
Department of Fish and Wildlife; 

(ii) Physical characteristics of the subject parcel and vicinity, including topography 
and vegetation; 

(iii) Historic, current and proposed uses, proposed density of the development site, 
and development characteristics in the vicinity of the site; 

(iv) Is the site within an urban growth area, rural area or resource land? 
(v) What are the potential land uses for the site as identified by the comprehensive 

plan and zoning code? 
(vi) Is the site’s habitat fragmented or is it connected to significant habitat blocks or open 

spaces? 
(vii) Consider the habitat located on the site and in the surrounding area. Would impacts of 

the development be site-specific or have the potential to be cumulative with existing and potential 
future developments in the area? 
The administrator will have up to thirty days after the end of the comment period to determine if 
the standards outlined in Section 6.5.4(2)(D) provide adequate protection to wildlife habitat. If it is 
determined that the standards of Section 6.5.4 (2)(D) are not adequate to protect wildlife habitat, a 
habitat management and mitigation plan shall be required pursuant to Section 6.5.6. The 
administrator shall base his or her decision on written findings of fact and conclusions. 

(D) Major development within Class II wildlife habitat conservation areas shall be subject to 
the standards outlined in Section 6.5.4 (2)(D). 

 
(2) Minor development within Class II wildlife habitat conservation areas within a review area of one 
thousand feet from a mapped point location of a nest or den site or polygon of a priority species 
shall be subject to the following standards: 

 (A) If the site does contain fish and wildlife habitat regulated by this chapter, the applicant 
must meet the requirements outlined in subsection (2)(B) of this section. 

(B) The administrator shall review written comments from the agencies and the following 
criteria to determine if the standards outlined in Section 6.5.4 (2)(D) are adequate to protect wildlife 
habitat: 

(i) Published guidelines regarding the protection and management of the affected 
species, including but not necessarily limited to those published by the Washington State 
Department of Fish and Wildlife; 

https://www.codepublishing.com/WA/ChelanCounty/html/Chelco11/Chelco1178.html#11.78.070
https://www.codepublishing.com/WA/ChelanCounty/html/Chelco11/Chelco1178.html#11.78.070
https://www.codepublishing.com/WA/ChelanCounty/html/Chelco11/Chelco1178.html#11.78.100
https://www.codepublishing.com/WA/ChelanCounty/html/Chelco11/Chelco1178.html#11.78.070
https://www.codepublishing.com/WA/ChelanCounty/html/Chelco11/Chelco1178.html#11.78.070
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(ii) Physical characteristics of the subject parcel and vicinity, including topography 
and vegetation; 

(iii) Historic, current and proposed uses, proposed density of the development site, 
and development characteristics in the vicinity of the site; 

(iv) Is the site within an urban growth area, rural area or resource land? 
(v) What are the potential land uses for the site as identified by the comprehensive 

plan and zoning code? 
(vi) Is the site’s habitat fragmented or is it connected to significant habitat blocks or 

open spaces? 
(vi) Consider the habitat located on the site and in the surrounding area. Would 

impacts of the development be site-specific or have the potential to be cumulative with 
existing and potential future developments in the area? 

The administrator will have up to thirty days after the end of the comment period to determine if 
the standards outlined in Section 6.5.4 (2)(D) provide adequate protection to wildlife habitat. If it is 
determined that the standards of Section 6.5.4 (2)(D) are not adequate to protect wildlife habitat, a 
habitat management and mitigation plan shall be required pursuant to Section 6.5.6. The 
administrator shall base his or her decision on written findings of fact and conclusions. 
 
(3) Minor development within Class II wildlife habitat conservation areas shall have the following 
standards: 

(A) Minor development within Class II wildlife habitat conservation areas may be subject to 
the minimum standards, all or in part, of Section 6.5.4 (2)(D), as determined by the administrator 
utilizing the following criteria: 

(i) Is the site’s habitat fragmented or is it connected to significant habitat blocks or open 
spaces? 
(ii) What is the level of human activity in the area and what are the surrounding land uses? 
(iii) Is the site within an urban growth area, rural area or resource land? 
(iv) What are the potential land uses for the site as identified by the comprehensive plan and 
zoning code? 
(v) What are the potential impacts of the development to wildlife habitat and species? 
(vi) Can a reasonable balance be achieved between wildlife habitat protection and the 
reasonable use of private property? 

 
6.5.6 Habitat management and mitigation plan.  

https://www.codepublishing.com/WA/ChelanCounty/html/Chelco11/Chelco1178.html#11.78.070
https://www.codepublishing.com/WA/ChelanCounty/html/Chelco11/Chelco1178.html#11.78.070
https://www.codepublishing.com/WA/ChelanCounty/html/Chelco11/Chelco1178.html#11.78.100
https://www.codepublishing.com/WA/ChelanCounty/html/Chelco11/Chelco1178.html#11.78.070
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(1) If required, this plan shall identify how the impacts from the proposed use or activity will be 
avoided or mitigated consistent with the purposes of this section. The Washington Priority Habitat and 
Species data as now or hereafter amended, other priority habitat and species publications, and consultation 
with a habitat biologist from the Washington State Department of Fish and Wildlife may be used as the basis 
for the plan. 

(2) The habitat management and mitigation plan shall be approved or denied in writing by the 
administrator and shall contain but not be limited to the following information: 

(A) A map(s) prepared at an easily readable scale (at least one inch equals two hundred feet) 
showing: 

(i) The location of the proposed site; 

(ii) The relationship of the site to surrounding topographic and built features; 

(iii) The nature and density of the proposed use or activity; 

(iv) Proposed building locations and arrangements; 

(v) A legend which includes: 

(a) A complete and accurate legal description. The description shall include 
the total acreage of the parcel, 

(b) Title, scale and north arrow, 

(c) Date; 

(vi) Existing structures, improvements and landscape features including the name 
and location of all water bodies; 

(vii) Location of priority habitat types and priority species point locations, including 
nesting, roosting and den sites, winter range areas, riparian zones and migration corridors. 

(B) A report which contains: 
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(i) A description of the nature, density and intensity of the proposed use or activity 
in sufficient detail to allow analysis of such a land use change upon identified wildlife habitat 
including the proposed amounts of excavation, grading, and vegetation disturbance. 

(ii) An analysis of the effect of the proposed use or activity upon fish and wildlife 
species and their habitats, identified within the priority habitat and species program. 

(iii) A plan which explains how the applicant will avoid, minimize or mitigate adverse 
impacts to fish and/or wildlife habitats created by the proposed use or activity. Mitigation 
measures within the plan may include, but are not limited to: 

(a) Establishment of buffer areas; 

(b) Preservation of critically important plants and trees, preferably in 
consolidated areas; 

(c) Limitation of access to habitat area; 

(d) Seasonal restriction of construction activities; 

(e) Clustering of development and preservation of open space, if permitted 
by the underlying zoning district; 

(f) Signs marking habitats or habitat buffer areas; 

(g) Title notice or plat dedication warning statements; 

(h) Conservation easements; 

(i) Preserve and introduce native plant species which serve as food and 
shelter from climatic extremes and predators and structure and cover for 
reproduction and rearing of young for critical wildlife; 

(j) The use of native species or species recommended by the Washington 
State Department of Fish and Wildlife in the revegetation or landscaping of 
disturbed or developed areas and in any enhancement of habitat or buffers. 



ATTACHMENT B - DEPARTMENT OF ECOLOGY REQUIRED CHANGES TO THE CHELAN COUNTY SMP - (RESOLUTION NO. 2017-120)   
 

46 
 

(iv) Review comments by a habitat biologist from the Washington State 
Department of Fish and Wildlife will be required. 

The administrator shall have the authority to approve or deny habitat management and mitigation plans or 
require additional information based upon criteria within this section and review comments from relevant 
agencies. The administrator shall base his or her decision on written findings of fact and conclusions. The 
administrator’s written decision shall be forwarded to the Washington State Department of Fish and 
Wildlife, other agencies or tribal entities which provided comments to the department and to any other 
agency/individual(s) who request a copy of the written decision. 

(C) Mitigation shall be completed prior to granting of final occupancy, or the completion of final approval of 
any development activity for which mitigation measures have been required. Bonding at one hundred fifty 
percent of the cost of uncompleted activities is an acceptable alternative to completion where a contract to 
complete the work is in force. Bonding shall be in effect for a maximum of two years. 

6.5.7 Fish and wildlife habitat conservation areas regulations 
A. All Development within known fish and wildlife habitat conservation containing federal- listed and 

state-listed endangered, threatened, and priority species and which, if altered, may reduce the 
likelihood that a species will maintain its population and reproduce over the long term shall require 
a site analysis/report which: 
1. Identifies the endangered species and related habitats; and, 
2. Identifies other known threatened or sensitive species and their related habitats; and, 
3. Includes the relative density and species richness, breeding, habitat, seasonal range 

dynamics and movement corridors; and, 
4. Addresses the relative tolerance by species of human activities; and, 
5. Evaluates the development/use in terms of its influence on the above wildlife factors and 

recommend mitigation measures for any area that would potentially degrade base- line 
populations and reproduction rates over the long term. 

B. Development and uses shall comply with the following: 
1. No development approval shall be granted unless mitigation of adverse effects can be 

provided that will ensure continuation of base-line populations for all endangered, 
threatened and sensitive species. 

2. Development reviews shall include regional species occurrence and movements and will avoid 
creating isolated sub-populations. 

C. Stream buffers: 
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The area adjacent to the shoreline is the riparian buffer. The point of measurement for the riparian 
buffer begins at the ordinary high water mark on each bank and is measured horizontally from this 
point or from the top of the bank where the ordinary high water mark cannot be identified. No 
development, except as outlined in the provisions of SMP, is allowed in this area. Shoreline buffers 
for streams and their associated shoreline rivers and can be found in Table 3.8-a of the SMP.   
Riparian buffers apply to Type F, Np and Ns waters per criteria as set forth in WAC 222-16-031, 
Interim water typing system, as amended. 
 
Stream Type High Intensity Use Buffer1 Low Intensity Use Buffer1 
F 200 150 
Np 150 100 
Ns 50 50 

 
1Buffers may be modified consistent with Section 3.8.2 of the SMP. 

 

 
 
 


