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WELL DRILLING

3032 Allen Street Kelso, WA 98625
(360) 423-8493 fax (360) 423-9194

OWNER: Pacific Lumber *& Shlppmg

ADDRESS: P.O. Box 1306

PROJECT ADDRESS: 175 East Mill Road, Longview, WA. 98632

WELL ID BAJ 526

TESTED BY: Trent McGhee

WELL DATA:

WELL DEPTH:

211.6 feet

Longview, WA. 98632

STATIC LEVEL: 6.96 feet

TEST DATE: May 4, 2011

ACTUAL RUN WATER TOTAL FLOW
TIME TIME LEVEL FLOW RATE
(minutes) (gallons) (gpm)
|
Static lever was about 9.  Starting static level was 19.98’ after checking rotation of pump
11:15 AM L0 19.98
S 58.31 119 119
| 2 71.71 223 104
i 78.63 324 101
| 4 82.89 425 101
5 84.48 528 103
6 —-— ——— -
2 89.26 729 100.5
| 8 90.75 832 103
9 91.68 935 103
10 92.42 1037 102
15 94.36 1545 101.6
20 95.29 2051 101.2
25 96.22 2559 101.6
30 96.83 3055 99,2
40 99.71 4083 102.8
50 100.45 5111 102.8
12:15 PM 60 (1 HR) 101.00 6137 102.6
L0 101.44 7163 102.6
80 101.80 8187 102.4
90 101.85 9209 102.2
100 102.12 10231 102.2
110 102.34 11252 102.1
1:15 PM 120 (2 HRS) 102.60 12275 102.3
Increased flow to about 125 GPM
1:15 PM 120 (2 HRS) 102.60 12275
121 109.70 12395 120
122 113.41 12521 126
123 117.75 12647 126
124 119.63 12778 131
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ACTUAL RUl\EN TOTAL FLOW
TIME TIME WATER LEVEL FLOW RATE
(mmr tes) (gallons) (gpm)
115 120.52 12905 127
126 121.18 13034 129
127 121.58 13163 129
128 121.88 13292 129
129 122.12 13419 127
130 122.34 13545 126
135 123.02 14182 127.4
140 123.50 14819 127.4
145 123.85 15455 127.2
150 124.10 16088 126.6
160 124.55 17355 126.7
170 124.90 18622 126.7
2:15 PM 180 (/3 HRS ) 125.15 19885 126.3
190 125.36 21149 126.4
200 125.55 22411 126.2
210 125.73 23672 126.1
|220 125.88 24935 126.3
1230 126.00 26198 126.3
3:15PM 240 k 4 HRS) 126.20 27455 125.7
' Increased flow to about 150 GPM |
3:15 PM | 240 126.20 27455 125.7
1241 132.25 27600 145
l‘ 242 136.42 27746 146
' 243 139.31 27898 152
| 244 141.14 28048 150
| 245 141.96 28197 149
j 246 142.46 28646 149
| 247 142.79 28497 151
| 248 142.98 28644 147
249 143.16 28793 149
f 250 143.35 28941 148
255 143.84 29685 148.8
| 260 144.22 30420 148.8
265 144.61 31162 146.6
270 144.82 31898 147.2
280 145.12 33372 147.4
| 290 145.35 34852 148
4:15 PM 300 (5HRS) 145.50 36315
g‘ Increased flow to about 175 GPM
4:15 PM 300 145.50 36315 174
[ 301 153.38 36480 173
302 159.78 36662 177
[ 303 162.51 30839 175
304 163.60 37014 174




|
Note: All measurement s takeq

ACTUAL RI»}N TOTAL FLOW
TIME TIME WATER LEVEL FLOW RATE
{minytes) (gallons) (gpm)
305 164.23 37188 179
306 164.64 37367 170
3d7 164.89 37537 171
308 165.11 37708 173
4:24 PM 309 165.30 37881 170
!
| Increased flow
4:25 PM 310 165.40 38051 170
315 168.60 38920 173.8
4:35 PM 320 169.70 39803 176.6
(5 HRS 20MINS)
|
/ RECOVERY
|
AS{[UAL RUNNING |
IME TIME STATIC LEVEL
(minutes) |
5:30 PM 0
f 1 111.40
; 2 81.92
( 3 65.93
4 36.57
| 5 50.25
| 6 45.96
r 7 42.80
J 3 40.30
| 9 38.25
| 10 36.50
[ 15 30.80
J 20 27.31
[ 25 24.92
6:00 PM 30 23,13
‘ 35 21.58
6:10 PM 40 20.35

18” above ground level.







Model 6CHC 225 GPM
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‘ Recommended operating range
H ————— Alternate pump selection is available
DIMENSIONS AND WEIGHTS 4" NPT DISCHARGE MA{TE“MLS OF CONSTRUCTION
CONNECTION ‘
HP Stages W.E. Order WE| - W.E. T B Part Name Material
Number . Lengl Wi, (Ibs.) Shaft ASTM A582 TYPE 416
5CHC00544CTS 15% 54 { . Coupling ASTM A582 S41600 CD
ot el CHC00564CTS 6% 55 | gy  Suction Adapter ASTM A48 CL 40
TR 6CHC01064CTS 223 72 Z\ Effective Discharge Bowil ASTM A48 CL 308
15 3 GOHCO015640TS 27 89 ; I diameter Rubber Bearings RUBBER
20 4 6CHC02064CTS 3% 106 275 with c&g!g Optional Bronze Bearings ASTM B584
25 5 6CHC02564GTS 377 123 y g Discharge Bowl Bearing ASTM B584
30 6 6CHCO3064CTS 1255, 140 Taperlocks ASTM A108 GR 101B
40 8 6CHC04064CTS 53%; 174 Bawl ASTM A48 CL 308
50 10 6CHCO50640TS 637 208 Upthrust Collar ASTM A276 541400
TR BT ; Impeller ASTM B584
(All dimensions in inches and weights in Ibs. Do not use for construction purposes.) Fasteners SAEJ429 GR 8
#.  PLEASE NOTE: Cable Guard ASTM A240 S 30400
' ® Order molors separately. ST:ction Strainer ASTM A240 S 30400

e For intermediate horsepower pumps consult factory,
e Solid ling is recommended operating range. The dotte;

line (- ——-) signifies an alternate pump selection is available.
e Please specify all options changes in W.E. order number.
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