State of Washington

Current Contract Information

Change Notice No. 8
March 7, 2016
	Contract number:
	00410 (replaces 14603)
	Commodity code: 
	 760

	Contract title:
	Tractor with Loader and Backhoe

	Purpose:
	Contract Extension, Item additions and the establishment of Category 4.

	Award date:
	4/20/2010

	Period of performance:
	4/26/2016
	through:
	4/25/2018

	Contract term:
	Not to exceed: eight (8) years or 4/25/2018
	

	Scope of Contract:
	The purpose of this contract is for the as needed purchase of Tractor, with Backhoe and Loader, options, accessories, parts and repair manuals in the equipment categories as outlined in the contract.


	Primary users:
	All State Agencies, Institutions of Higher Education, Political Subdivisions, all members of the Washington State Purchasing Cooperative (WSPC) and Non-Profit Corporations may utilize this Contract.  This Contract is also available for use by Oregon’s Department of Administrative Services Cooperative Purchasing Program (ORCPP).

	Products Available
	Three Tractors with Loader and Backhoe of separate operating weights, dig depths, options and accessories.

	Ordering information:
	See Appendix C

	Ordering procedures:
	See Appendix C

	Current participation:
	$0.00 MBE
	$0.00 WBE
	$2,000,000.00 OTHER
	$0.00 EXEMPT

	
	MBE 0%
	WBE 0%
	OTHER 100%
	Exempt 0%

	Recovered Material:
	None


This page contains key contract features.  Find detailed information on succeeding pages.  For more information on this contract, or if you have any questions, please contact your local agency Purchasing Office, or you may contact our office at the numbers listed below.

	Contract Specialist
	Corey A. Larson

	Phone Number:
	(360) 407-9407

	Fax Number:
	(360) 586-2426

	Email:
	corey.larson@des.wa.gov


Visit our Internet site: www.des.wa.gov
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Contract 00410 contains the following categories of Tractor, with Loader and Backhoe.  Within each category is the Contractor’s name, product information, pricing, options, accessories, parts and repair manuals.  Contractor information is located in Appendix C.

Category 1: Tractor w/Loader and Backhoe, 14’ – 17’ Dig Depth,

@ 16,000 lb. Operating Weight.

Category 2: Tractor w/Loader and Backhoe, 14’ – 18’ Dig Depth,

@ 17,500 lb. Operating Weight.

Category 3: Tractor w/Loader and Backhoe, 17’ – 22’ Dig Depth,

@ 26,000 lb. Operating Weight.

Category 4: Tractor w/Loader and Backhoe, 15’5” – 19’5” Dig Depth,

@ 19,500 lb. Operating Weight.

For detailed specifications please use the following links to each Category located in Appendix D.

Category 1: Tractor w/Loader and Backhoe, 14’ – 17’ Dig Depth,

@ 16,000 lb. Operating Weight.

Category 2: Tractor w/Loader and Backhoe, 14’ – 18’ Dig Depth,

@ 17,500 lb. Operating Weight.

Category 3: Tractor w/Loader and Backhoe, 17’ – 22’ Dig Depth,

@ 26,000 lb. Operating Weight.

Category 4: Tractor w/Loader and Backhoe, 15’5” – 19’5” Dig Depth,

@ 19,500 lb. Operating Weight.

	Order placement address:
	See Appendix C

	Ordering information:
	See Appendix C

	Minimum orders:
	None

	Delivery time:
	Various, see Appendix C

	Terms of sale:
	FOB

1) Contractor Delivery – FOB Destination

2) Agency Pick Up – FOB Contractor Pick Up Point

	Payment terms:
	See Appendix C

	Payment address:
	See Appendix C

	Contract pricing:
	See Appendix E or refer to Pricing Tab

	Estimated term worth:
	$2,000,000.00/2 yrs.
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Notes:

I. State Agencies: Submit Order directly to the Contractor for processing.  Political Subdivisions: Submit orders directly to Contractor referencing State of Washington Contract number.  If you are unsure of your status in the Department of Enterprise Services (DES), Contracts, Procurement and Risk Management’s (CPRM) Master Contracts Usage Agreement (MCUA) call (360) 407-2210 or visit MCUA.

II. Only authorized purchasers included in the MCUA by DES may purchase from this contract.  It is the contractor’s responsibility to verify membership of these organizations prior to processing orders received under this contract.  A list of Washington members is available on the Internet MCUA List.  Contractors shall not process state contract orders from unauthorized users.

III. Contract Terms: This Document includes by reference all terms and conditions published in the original IFB, including Standard Terms and Conditions, and Definitions, included in the Competitive Procurement Standards published by CPRM (as Amended).
Special Conditions:

1. Current Contract Information (CCI) Effective 4/26/2016 this Current Contract Information (Change Notice No. 8) has been extended to the final term date of 4/25/2018.
This Change Notice No. 8 also establishes a new Category 4, Tractor w/Loader and Backhoe, 15’5” – 19’5” Dig Depth, @ 19,500 lb. Operating Weight.

The John Deere 410L Tier-4 Final offered by Pape’ Machinery Inc. and the Caterpillar 430L Tier-4 Final offered by NC Machinery previously available through from the Category 1 Options page have been moved into Category 4.
Further, the machines available in categories 1 & 2 from NC Machinery have been replaced with new machines that are Tier-4 Final.  All other terms, conditions and pricing remain unchanged.
2. Current Contract Information (CCI) (4/2/2014) Effective 4/26/2014 this Current Contract Information (Change Notice No. 6) incorporates the original award and is subject to the Standard Terms and Conditions contained in the original IFB 000410 to include contract extension from 4/26/2014 to 4/25/2016.  This Change Notice also allows Pape’ Lift Inc. to offer an EPA Tier 4i compliant alternative to the contract.  The prior unit is not EPA compliant and is longer available.  All other terms, conditions and pricing remain unchanged.
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3. Current Contract Information (CCI) (6/10/2013) Effective 6/10/2013 this Current Contract Information (Change Notice No. 5) incorporates the original award and is subject to the Standard Terms and Conditions contained in the original IFB 000410 to include contact updates and hereby incorporates the DES .74% Contract Management Fee and; allows N/C Machinery a pass-through cost adjustment of 2.19% to the Category 1 Tier 4 compliant unit and 3.13% to Category 2 for Tier 4 compliant unit.  Further, this Amendment allows N/C Machinery an aggregated 1.61% pass-through cost adjustment on Options with the exception of the 420 F Tier 4 Compliant unit which is allowed a 2.5% cost adjustment.  All other terms, conditions and pricing remain unchanged.
4. Current Contract Information (CCI) (4/12/2012) Effective 4/26/2012 this Current Contract Information (Change Notice No. 4) incorporates the original award and is subject to the Standard Terms and Conditions contained in the original IFB 000410 to include contact updates, Special Conditions listed below and hereby allows N/C Machinery to introduce series upgrade models that are EPA Tier 4 emission compliant and with a 7.5% pass-through cost adjustment to Category 1 and Category 2 for Tier 4 compliant equipment only.  Further, a 7.5% cost adjustment will be allowed on Tier 4 compliant options only.  N/C Machinery estimates that for approximately six (6) months from the above date buyers will have a choice for either model until the stocks of “E” models are depleted.  This Change Notice No. 4 hereby allows Pape’ Machinery a 1% pass-through cost adjustment to the item currently listed on the price sheet in Category 3 only.  All other terms conditions and pricing remain unchanged.
5. Current Contract Information (CCI) (6/22/2011) This Current Contract Information (Change Notice No. 3) incorporates the original award and is subject to the Standard Terms and Conditions contained in the original IFB 000410 to include Special Conditions listed below and hereby allows a 3.05% cost increase of $2,241 to Category 1 and a 3.02% cost increase to Category 2 to N/C Machinery.  Further, a 2% cost increase will be allowed on Options.  All other terms conditions and pricing remain unchanged.
6. Current Contract Information (CCI) (6/2/2011) This CCI (Change Notice No. 2) incorporates the original award and is subject to the Standard Terms and Conditions contained in the original IFB 00410 to include the following Special Provisions and hereby adds Peterson Machinery Company and Western State’s Equipment Company to the contract as subcontractors of NC Machinery to enable a higher level of service to Washington State Government.  All other terms conditions and pricing remain unchanged.
7. Current Contract Information (CCI) (2/9/2011) This Current Contract Information (Change Notice No. 1) incorporates the original award and is subject to the Standard Terms and Conditions contained in the original IFB 000410 to include Special Provisions listed below and hereby adds the following items:  See Options attachment for Categories 1 & 2 in Appendix E for Cat Options.  Deducts for Canopies, item additions for Outrigger Guards and AM/FM/MP3 Stereo. An additional deduct for Trade-In of state and local government owned equipment may allowed on a case basis only as determined by NC Machinery.  All other terms conditions and pricing remain unchanged.
Appendix C Bidder Profile
· NC Machinery
· Pape’ Machinery
Contractor: N C Machinery

Awarded: Category 1, 2 & 4
	Federal Identification Number:
	91-2030446
	Supplier #: W4178

	WA State Department of Revenue Registration Number:
	601558748
	

	Company Website:
	www.ncmachinery.com/
	

	Shipping Location:
	FOB Destination
	Prompt Payment Discount:
	0% 30 days.

	Purchasing Cards accepted:
	No
	Volume Discount:
	2 %


Standard Lead Time after receipt of order (ARO): 150 calendar days or less
	Primary Contact
	Alternate Contact

	Name:
	Tim Foley
	Name:
	Adam Hirstein

	Phone:
	(425) 251-5800
	Phone:
	(206) 619-6814

	Toll Free:
	(800) 562-4735
	Toll Free:
	(800) 562-4735

	Cell:
	(206) 330-3549
	
	

	Territory:
	Washington
	Territory:
	

	Fax:
	(425) 251-5831
	Fax:
	(425) 251-5831

	Email:
	TFoley@ncmachinery.com
	Email:
	AHirstein@ncmachinery.com


	Warranty and Repair Contact

	Name:
	Avery Winslow

	Phone:
	(425) 766-6550

	Fax:
	(425) 251-5832

	Email:
	Awinslow@ncmachinery.com


Addresses:

	Orders to be sent to:
	
	Billing will be from:
	
	Payment to be sent to:

	NC Machinery
	
	NC Machinery
	
	NC Machinery

	17035 W. Valley Hwy
	
	17035 W. Valley Hwy
	
	17035 W. Valley Hwy

	Attn: Tim Foley
	
	Tukwila, WA 98188
	
	Tukwila, WA 98188

	Email: TFoley@ncmachinery.com
	
	
	
	


Contractor: Pape’ Machinery Inc.
Awarded: Category 3 & 4
	Federal Identification Number:
	73-1627810
	

	WA State Department of Revenue Registration Number:
	A08 3595 13
	

	Company Website:
	www.papemachinery.com
	

	Shipping Location:
	FOB Destination
	Prompt Payment Discount:
	0% 30 days.

	Purchasing Cards accepted:
	Yes
	Volume Discount:
	0 %

	Purchasing Card Fee:
	0%
	
	


Standard Lead Time after receipt of order (ARO): 120 calendar days

Primary Contact

	Name:
	Gerald Warren
	
	

	Phone:
	(253) 922-8718
	
	

	Toll Free:
	(800) 621-7636
	
	

	Cell:
	(360) 340-0396
	
	

	Territory:
	Washington State
	
	

	Fax:
	(253) 922-3562
	
	

	Email:
	gwarren@papemachinery.com
	
	


Warranty and Repair Contact

	Name:
	Phillip Gorham

	Phone:
	(800) 621-7636

	Fax:
	(253) 922-3562

	Email:
	pgorham@papemachinery.com


Addresses:

	Orders to be sent to:
	
	Billing will be from:
	
	Payment to be sent to:

	Pape’ Machinery Inc.
	
	Pape’ Machinery Inc.
	
	Pape’ Machinery Exchange

	3607 20th St E
	
	3607 20th St E
	
	PO Box 5077

	Tacoma, WA 98424
Attn: Gerald Warren
	
	Tacoma, WA 98424
	
	Portland, OR
97208-5077

	Email:gwarren@papemachinery.com
	
	
	
	


APPENDIX D  SPECIFICATIONS

Minimum specifications called for

Category 1. Tractor w/Loader and Backhoe,

14’ – 17’ Dig Depth, @ 16,000 lb. Operating Weight.

Contractor: NC Machinery

	
	Description
	Check If As Specified Or Exceeds
	Describe Fully If Not As Specified

	1.
	General 
	
	

	1.1
	This specification describes an all wheel drive loader/backhoe with a extendable dipper stick and an operating weight equal to or greater than 16,000 lbs. (State operating weight bid): 
	[image: image1.png]



18,674 lbs.
	

	1.2
	Unit to be a John Deere 310J or equal:
	[image: image2.png]



	

	2.
	Operator Station and Equipment
	
	

	2.1
	Enclosed steel cab with dual doors with EROPS/FOPS design:
	[image: image3.png]



	

	2.2
	Left and right access:
	[image: image4.png]



	

	2.3
	Tinted safety glass:
	[image: image5.png]



	

	2.4
	Fabric covered swivel suspension seat with armrest and lumbar support:
	[image: image6.png]



	

	2.5
	Floor mats:
	[image: image7.png]



	

	2.6
	Soundproofing:
	[image: image8.png]



	

	2.7
	Front and rear wiper:
	[image: image9.png]



	

	2.8
	Cab Pressurization:
	[image: image10.png]



	

	2.9
	Dome lights:
	[image: image11.png]



	

	2.10
	Heater:
	[image: image12.png]



	

	2.11
	Front and rear windshield defroster:
	[image: image13.png]



	

	2.12
	Air Conditioning:
	[image: image14.png]



	

	2.13
	Turn signals:
	[image: image15.png]



	

	2.14
	Hazard warning lights:
	[image: image16.png]



	

	2.15
	Headlights:
	[image: image17.png]



	

	2.16
	Rotating strobe light with cab controlled switch:
	[image: image18.png]



	

	2.17
	Windshield washer:
	[image: image19.png]



	

	2.18
	Horn:
	[image: image20.png]



	

	2.19
	Interior rearview mirror:
	[image: image21.png]



	

	2.20
	External rearview mirrors, two (2) L & R:
	[image: image22.png]



	

	2.21
	Stop and tail lights:
	[image: image23.png]



	

	2.22
	Work lights front and rear:
	[image: image24.png]



	

	2.23
	Seat belt:
	[image: image25.png]



	

	2.24
	Alternator charge gauge, illuminated:
	[image: image26.png]



	

	2.25
	Low Engine oil/high engine temperature gauge, with visual with audible warning, system:
	[image: image27.png]



	

	2.26
	Converter temperature gauge, illuminated:
	[image: image28.png]



	

	2.27
	Fuel gauge, illuminated:
	[image: image29.png]



	


Category 1. Tractor w/Loader and Backhoe, 14’ – 17’ Dig Depth, 

@ 16,000 lb. Operating Weight.

	
	Description
	Check If As Specified Or Exceeds
	Describe Fully If Not As Specified

	2.28
	Coolant temperature gauge, illuminated:
	[image: image30.png]



	

	2.29
	Air filter blocked (restriction gauge), illuminated:
	[image: image31.png]



	

	2.30
	Back-up alarm:
	[image: image32.png]



	

	2.31
	Parking brake on (audible visual):
	[image: image33.png]



	

	3.
	Engine, Diesel, Turbocharged
	
	

	3.1
	Must meet all 2010 Federal emission requirements:
	[image: image34.png]



	

	3.2
	Approximate net hp @ rated rpm: 79 @ 2200 rpm. (State engine and hp bid):
	[image: image35.png]



Cat C4.4,  87 hp
	

	4.
	Transmission
	
	

	4.1
	Fully synchronized 4-speed forward/reverse shuttle transmission or power shift  (State equal being bid):
	[image: image36.png]



Power Shuttle
	

	4.2
	Speed Ranges forward and reverse: 4 and 2:
	[image: image37.png]



	

	4.3
	To have a single stage torque converter:
	[image: image38.png]



	

	4.4
	Transmission oil cooler:
	[image: image39.png]



	

	4.5
	Differential lock, foot or push button activated, electric:
	[image: image40.png]



	

	5.
	Four Wheel Drive
	
	

	5.1
	Front axle engagement on/off control located in Operator Station:
	[image: image41.png]



	

	6.
	Hydraulic System
	
	

	6.1
	Equipped with an integral hydraulic system capable of operating the front-end loader and all attachments:
	[image: image42.png]



	

	6.2
	The hydraulic pump is standard manufacturer’s model:
	[image: image43.png]



	

	6.3
	The unit’s hydraulic system is designed to accommodate the use of attachments such as breakers, augers, hammers and shall have a circuit plumbed to the end of the boom with quick-disconnect couplers:
	[image: image44.png]



	

	6.4
	Steering
	
	

	6.5
	Hydrostatic power and emergency:
	[image: image45.png]



	

	6.6
	Equipped with front axle oscillation:
	[image: image46.png]



	

	6.7
	Brakes
	
	

	6.8
	Wet multiple disc, self adjusting and self-equalizing hydraulically operated or equal:
	[image: image47.png]



	

	6.9
	Parking/emergency brake independent from the main service brakes with warning system to alert operator that the parking brake is on when transmission is engaged: 
	[image: image48.png]



	

	7.
	Electrical System
	
	

	7.1
	Electrical system, 12 volt w negative ground:
	[image: image49.png]



	

	7.2
	Alternator amps: 90:
	[image: image50.png]



	

	7.3
	Battery, 12 volt Maintenance-Free w/900 or greater cold cranking amps:
	[image: image51.png]



	


Category 1. Tractor w/Loader and Backhoe, 14’ – 17’ Dig Depth, 

@ 16,000 lb. Operating Weight.

	
	Description
	Check If As Specified Or Exceeds
	Describe Fully If Not As Specified

	8.
	Tires
	
	

	8.1
	Tractor to be equipped with 4-wheel drive tires equal to or greater than the two tires specified below:
	[image: image52.png]



	

	8.2
	Rear: 19.5L-24 10-ply Lug style (State tire bid):
	[image: image53.png]


19.5L-24 12ply
	

	8.3
	Front: minimum 12.0 x 16.5 8-ply Lug style (State tire bid):
	[image: image54.png]


 12.5/80-18 12ply
	

	9.
	Loader
	
	

	9.1
	Automatic self –leveling with single lever control ‘+’ pattern equipped with positive hold float:
	[image: image55.png]



	

	9.2
	Has a return-to-dig and clutch cutout button on the loader control lever
	[image: image56.png]



	

	9.3
	Lift height to be equal to or greater than 130 inches measured at the bucket hinge pin. (State Lifting Height):
	[image: image57.png]



130”
	

	9.4
	Equipped with a front mounted counter weight of 900 lbs minimum:
	[image: image58.png]



	

	9.5
	Fitted with integral EROPS
	[image: image59.png]



	

	10.
	Loader Bucket
	
	

	10.1
	Shall be a pin on multi-purpose, 82 inches (or greater) in width with a load capacity of 1-1/4 cu. Yd. heaped:
	[image: image60.png]



	

	10.2
	Has a bolt-on cutting edge, skid plates and lifting loops:
	[image: image61.png]



	

	10.3
	Maximum dump angle to be approximately 45 degrees. (State dump angle being bid):
	[image: image62.png]



44 degrees
	

	10.4
	Rollback angle to be approximately 40 degrees at ground level. (State rollback angle being bid):
	[image: image63.png]



39 degrees
	

	10.5
	The control for the multi-purpose bucket is integrated into the loader control: 
	[image: image64.png]



	

	11.
	Backhoe
	
	

	11.1
	Equipped with a hydraulically telescoping extendable dipper stick:
	[image: image65.png]



	

	11.2
	Standard two (2) lever control system:
	[image: image66.png]



	

	11.3
	Maximum extended digging depth equal to or greater than 17’10”:
	[image: image67.png]



	

	11.4
	The extendable loading height, shall be at least 11 feet.  (state loading height being bid):
	[image: image68.png]


 

13’ 7”
	

	11.5
	Has a swing arc equal to or greater than 180 degrees:
	[image: image69.png]



	

	11.6
	Has a bucket rotation of 180 and 160 degree and a level angle of 12 degrees: 
	[image: image70.png]



	

	11.7
	Has combination flip-over stabilizer pads:
	[image: image71.png]



	

	11.8
	Equipped with the manufacturer’s maximum amount of front mounted counterweights to facilitate operation of the extendable dipper stick. (State counterweight being bid):
	[image: image72.png]



1,075 lbs.


	

	11.9
	Has a 24-inch heavy-duty bucket:
	[image: image73.png]



	


Category 1. Tractor w/Loader and Backhoe, 14’ – 17’ Dig Depth, 

@ 16,000 lb. Operating Weight.

	
	Description
	Check If As Specified Or Exceeds
	Describe Fully If Not As Specified

	11.10
	Has a 12-inch heavy duty bucket:
	[image: image74.png]



	

	11.11
	Has a 36-inch high-capacity perforated ditching bucket:
	[image: image75.png]



	

	11.12
	Equipped with a removable hydraulic thumb with quick disconnect hydraulic hose coupler.  Note: The thumb must not come in contact with the lift cylinder (s) when in the retracted position: 
	[image: image76.png]



	

	11.13
	Backhoe hydraulic system to be set-up (plumbed) to use hydraulic operated attachments:
	[image: image77.png]



	

	12.
	Exterior Finish
	
	

	12.1
	No welding scale, roughness, sharp corners or rust stains on the unit:
	[image: image78.png]



	

	12.2
	Coated with 2mils dry automotive quality primers with an additional 2 mils dry of the manufacturer’s standard color:
	[image: image79.png]



	

	12.3
	Body paint warranted against rust and corrosion for five (5) years:
	[image: image80.png]



	

	13.
	Publications
	
	

	13.1
	Bidders must provide the following publications with bid:

One (1) Parts Manual

One (1) Service Manual
	[image: image81.png]



	

	13.2
	Each unit shall be delivered with one (1) Operator’s manual:
	[image: image82.png]



	

	13.3
	Each unit shall be delivered with one (1) Parts Manual:
	[image: image83.png]



	

	13.4
	Each unit shall be delivered with one (1) Service Manual:
	[image: image84.png]



	

	14.
	Basic Warranty
	
	

	14.1
	12 Months or 2,000 hours
	[image: image85.png]



	


Minimum specifications called for

Category 2. Tractor w/Loader and Backhoe,

14’ – 18’ Dig Depth, @ 17,500 lb. Operating Weight.

Contractor: NC Machinery

	
	Description
	Check If As Specified Or Exceeds
	Describe Fully If Not As Specified

	1.
	General 
	
	

	1.1
	This specification describes an all wheel drive loader/backhoe with a extendable dipper stick and an operating weight equal to or greater than 17,500 lbs. (State operating weight bid): 
	[image: image86.png]



19,726 lbs.
	

	1.2
	Unit to be a John Deere 310SJ or equal:
	[image: image87.png]



	

	2.
	Operator Station and Equipment
	
	

	2.1
	Enclosed steel cab with dual doors with ROPS/FOPS design:
	[image: image88.png]



	

	2.2
	Left and right access:
	[image: image89.png]



	

	2.3
	Tinted safety glass:
	[image: image90.png]



	

	2.4
	Fabric covered swivel suspension seat with armrest and lumbar support:
	[image: image91.png]



	

	2.5
	Floor mats:
	[image: image92.png]



	

	2.6
	Soundproofing:
	[image: image93.png]



	

	2.7
	Front and rear wiper:
	[image: image94.png]



	

	2.8
	Cab Pressurization:
	[image: image95.png]



	

	2.9
	Dome lights:
	[image: image96.png]



	

	2.10
	Heater:
	[image: image97.png]



	

	2.11
	Front and rear windshield defroster:
	[image: image98.png]



	

	2.12
	Air Conditioning:
	[image: image99.png]



	

	2.13
	Turn signals:
	[image: image100.png]



	

	2.14
	Hazard warning lights:
	[image: image101.png]



	

	2.15
	Headlights:
	[image: image102.png]



	

	2.16
	Rotating strobe light with cab controlled switch:
	[image: image103.png]



	

	2.17
	Front windshield washer:
	[image: image104.png]



	

	2.18
	Horn:
	[image: image105.png]



	

	2.19
	Interior rearview mirror:
	[image: image106.png]



	

	2.20
	External rearview mirrors, two (2) L & R:
	[image: image107.png]



	

	2.21
	Stop and tail lights:
	[image: image108.png]



	

	2.22
	Work lights front and rear:
	[image: image109.png]



	

	2.23
	Seat belt:
	[image: image110.png]



	

	2.24
	Alternator charge gauge, illuminated:
	[image: image111.png]



	

	2.25
	Low Engine oil/high engine temperature gauge, with visual with audible warning, system:
	[image: image112.png]



	

	2.26
	Converter temperature gauge, illuminated:
	[image: image113.png]



	

	2.27
	Fuel gauge, illuminated:
	[image: image114.png]



	

	2.28
	Coolant temperature gauge, illuminated:
	[image: image115.png]



	


Category 2. Tractor w/Loader and Backhoe,14’ – 18’ Dig Depth, 

@ 17,500 lb. Operating Weight.

	
	Description
	Check If As Specified Or Exceeds
	Describe Fully If Not As Specified

	2.29
	Air filter blocked (restriction gauge), illuminated:
	[image: image116.png]



	

	2.30
	Back-up alarm:
	[image: image117.png]



	

	2.31
	Parking brake on (audible visual):
	[image: image118.png]



	

	3.
	Engine, Diesel, Turbocharged
	
	

	3.1
	Must meet all 2010 Federal emission requirements:
	[image: image119.png]



	

	3.2
	Approximate net hp @ rated rpm: 90 @ 2200 rpm. (State engine and hp bid):
	[image: image120.png]



Cat C4.4, 93hp
	

	3.3
	Equipped with dry type air cleaner: 
	[image: image121.png]



	

	3.4
	Equipped with 110-volt block heater and cold weather starting aid:
	[image: image122.png]



	

	4.
	Transmission
	
	

	4.1
	Fully synchronized 4-speed forward/reverse shuttle transmission or power shift 4 x 2 or equal.  (State equal being bid):
	[image: image123.png]



Power Shuttle
	

	4.2
	Speed Ranges forward and reverse: 4 x 3:
	[image: image124.png]



	

	4.3
	To have a single stage torque:
	[image: image125.png]



	

	4.4
	Transmission oil cooler:
	[image: image126.png]



	

	4.5
	Differential lock, foot or push button activated, electric:
	[image: image127.png]



	

	5.
	Four Wheel Drive
	
	

	5.1
	Front axle engagement on/off control located in Operator Station:
	[image: image128.png]



	

	6.
	Hydraulic System
	
	

	6.1
	Equipped with an integral hydraulic system capable of operating the front-end loader and all attachments:
	[image: image129.png]



	

	6.2
	The hydraulic pump is standard manufacturer’s model:
	[image: image130.png]



	

	6.3
	The unit’s hydraulic system is designed to accommodate the use of attachments such as breakers, augers, hammers and shall have a circuit plumbed to the end of the boom with quick-disconnect couplers:
	[image: image131.png]



	

	6.4
	Steering
	
	

	6.5
	Hydrostatic power and emergency:
	[image: image132.png]



	

	6.6
	Equipped with front axle oscillation:
	[image: image133.png]



	

	6.7
	Brakes
	
	

	6.8
	Wet multiple disc, self adjusting and self-equalizing hydraulically operated or equal:
	[image: image134.png]



	

	6.9
	Parking/emergency brake independent from the main service brakes with warning system to alert operator that the parking brake is on when transmission is engaged: 
	[image: image135.png]



	

	7.
	Electrical System
	
	

	7.1
	Electrical system, 12 volt w negative ground:
	[image: image136.png]



	

	7.2
	Alternator amps: 90:
	[image: image137.png]



	

	7.3
	Battery, 12 volt Maintenance-Free w/900 or greater cold cranking amps:
	[image: image138.png]



	


Category 2. Tractor w/Loader and Backhoe,14’ – 18’ Dig Depth, 

@ 17,500 lb. Operating Weight.

	
	Description
	Check If As Specified Or Exceeds
	Describe Fully If Not As Specified

	8.
	Tires
	
	

	8.1
	Tractor to be equipped with 4-wheel drive tires equal to or greater than the two tires specified below:
	[image: image139.png]



	

	8.2
	Rear: 19.5L-24 10-ply Lug style (State tire bid):
	[image: image140.png]


19.5L-24 12ply
	

	8.3
	Front: 12.0 x 16.5 not to exceed 18” 8-ply Lug style (State tire bid):
	[image: image141.png]


12.5/80-18 12ply
	

	9.
	Loader
	
	

	9.1
	Automatic self –leveling with single lever control ‘+’ pattern equipped with positive hold float:
	[image: image142.png]



	

	9.2
	Has a return-to-dig and clutch cutout button on the loader control lever
	[image: image143.png]



	

	9.3
	Lift height to be equal to or greater than 130 inches measured at the bucket hinge pin. (State Lifting Height):
	[image: image144.png]



130”
	

	9.4
	Equipped with a front mounted counter weight of 900 lbs minimum:
	[image: image145.png]



	

	9.5
	Fitted with integral EROPS
	[image: image146.png]



	

	10.
	Loader Bucket
	
	

	10.1
	Shall be a pin on multi-purpose, 82 inches (or greater) in width with a load capacity of 1-1/4 cu. yd. heaped:
	[image: image147.png]



	

	10.2
	Has a bolt-on cutting edge, skid plates and lifting loops:
	[image: image148.png]



	

	10.3
	Maximum dump angle to be approximately 45 degrees. (State dump angle being bid):
	[image: image149.png]



46 degrees
	

	10.4
	Rollback angle to be approximately 40 degrees at ground level. (State rollback angle being bid):
	[image: image150.png]



40 degrees
	

	10.5
	The control for the multi-purpose bucket is integrated into the loader control: 
	[image: image151.png]



	

	11.
	Backhoe
	
	

	11.1
	Equipped with a hydraulically telescoping extendable dipper stick:
	[image: image152.png]



	

	11.2
	Standard two (2) lever control system:
	[image: image153.png]



	

	11.3
	Maximum extended digging depth equal to or greater than 17’10”:
	[image: image154.png]



	

	11.4
	The extendable loading height, (truck loading position) to be equal to or greater than 13’3”, (state loading height being bid):
	[image: image155.png]



13’ 7”
	

	11.5
	Has a swing arc equal to or greater than 180 degrees:
	[image: image156.png]



	

	11.6
	Has a bucket rotation of 180 and 160 degree and a level angle of 12 degrees: 
	[image: image157.png]



	

	11.7
	Has combination flip-over stabilizer pads:
	[image: image158.png]



	

	11.8
	Equipped with the manufacturer’s maximum amount of front mounted counterweights to facilitate operation of the extendable dipper stick. (State counterweight being bid):
	[image: image159.png]



1,075 lbs.
	


Category 2. Tractor w/Loader and Backhoe,14’ – 18’ Dig Depth,

@ 17,500 lb. Operating Weight.

	
	Description
	Check If As Specified Or Exceeds
	Describe Fully If Not As Specified

	11.9
	Has a 24-inch heavy-duty bucket:
	[image: image160.png]



	

	11.10
	Has a 12-inch heavy duty bucket:
	[image: image161.png]



	

	11.11
	Has a 36-inch high-capacity perforated ditching bucket:
	[image: image162.png]



	

	11.12
	Equipped with a removable hydraulic thumb with quick disconnect hydraulic hose coupler.  Note: The thumb must not come in contact with the lift cylinder (s) when in the retracted position:
	[image: image163.png]



	

	11.13
	Backhoe hydraulic system to be set-up (plumbed) to use hydraulic operated attachments:
	[image: image164.png]



	

	12.
	Exterior Finish
	
	

	12.1
	No welding scale, roughness, sharp corners or rust stains on the unit:
	[image: image165.png]



	

	12.2
	Coated with 2mils dry automotive quality primers with an additional 2 mils dry of the manufacturer’s standard color:
	[image: image166.png]



	

	12.3
	Body paint warranted against rust and corrosion for five (5) years:
	[image: image167.png]



	

	13.
	Publications
	
	

	13.1
	Bidders must provide the following publications with bid:

One (1) Parts Manual

One (1) Service Manual
	[image: image168.png]



	

	13.2
	Each unit shall be delivered with one (1) operator’s manual:
	[image: image169.png]



	

	13.3
	Each unit shall be delivered with one (1) Parts Manual:
	[image: image170.png]



	

	13.4
	Each unit shall be delivered with one (1) Service Manual:
	[image: image171.png]



	

	14.
	Basic Warranty
	
	

	14.1
	12 Months or 2,000 hours
	[image: image172.png]



	


Minimum specifications called for

Category 3. Tractor w/Loader and Backhoe,

17’ – 22’ Dig Depth, @ 26,000 lb. Operating Weight.

Contractor: Pape’ Machinery Inc.

	
	Description
	Check If As Specified Or Exceeds
	Describe Fully If Not As Specified

	1.
	General 
	
	

	1.1
	This specification describes an all wheel drive loader/backhoe with a extendable dipper stick and an operating weight equal to or greater than 26,000 lbs. (State operating weight bid): 
	X
	26,000 LB.

	1.2
	Unit to be a John Deere 710L or equal:
	X
	

	2.
	Operator Station and Equipment
	
	

	2.1
	Enclosed steel cab with dual doors with EROPS/FOPS design:
	X
	Composite roof

	2.2
	Left and right access:
	X
	

	2.3
	Tinted safety glass:
	X
	

	2.4
	Fabric covered swivel suspension seat with armrest and lumbar support:
	X
	

	2.5
	Floor mats:
	X
	

	2.6
	Soundproofing:
	X
	

	2.7
	Front and rear wiper:
	X
	

	2.8
	Cab Pressurization:
	X
	

	2.9
	Dome lights:
	X
	

	2.10
	Heater:
	X
	

	2.11
	Front and rear windshield defroster:
	X
	

	2.12
	Air Conditioning:
	X
	

	2.13
	Turn signals:
	X
	

	2.14
	Hazard warning lights:
	X
	

	2.15
	Headlights:
	X
	Along with rear and side

	2.16
	Rotating strobe light with cab controlled switch:
	X
	

	2.17
	Front windshield washer:
	X
	

	2.18
	Horn:
	X
	

	2.19
	Interior rearview mirror:
	X
	

	2.20
	External rearview mirrors, two (2) L & R:
	X
	

	2.21
	Stop and tail lights:
	X
	

	2.22
	Work lights front and rear:
	X
	

	2.23
	3” Seat belt:
	X
	

	2.24
	Alternator charge gauge, illuminated:
	X
	Indicator

	2.25
	Low Engine oil/high engine temperature gauge, with visual with audible warning, system:
	X
	Indicator

	2.26
	Converter temperature gauge, illuminated:
	X
	Indicator

	2.27
	Fuel gauge, illuminated:
	X
	

	2.28
	Coolant temperature gauge, illuminated:
	X
	

	2.29
	Air filter blocked (restriction gauge), illuminated:
	X
	Indicator


Category 3. Tractor w/Loader and Backhoe, 17’ – 22’ Dig Depth, 

@ 26,000 lb. Operating Weight.

	
	Description
	Check If As Specified Or Exceeds
	Describe Fully If Not As Specified

	2.30
	Back-up alarm:
	X
	

	2.31
	Parking brake on (audible visual):
	X
	Auto applied

	3.
	Engine, Diesel, Turbocharged
	
	

	3.1
	Must meet all 2010 Federal emission requirements:
	X
	Tier II

	3.2
	Approximate net hp @ rated rpm: 123 @ 2000 rpm. (State engine and hp bid):
	X
	123 @ 2000

	3.3
	Equipped with dry type air cleaner: 
	X
	

	3.4
	Equipped with 110-volt block heater and cold weather starting aid:
	X
	

	4.
	Transmission
	
	

	4.1
	Fully synchronized 4-speed forward/reverse shuttle transmission or power shift 4 x 3 or equal.  (State equal being bid):
	X
	Powershift

	4.2
	Speed Ranges forward and reverse: 4 x 3:
	X
	

	4.3
	To have a single stage torque converter:
	X
	

	4.4
	Transmission oil cooler:
	X
	

	4.5
	Differential lock, foot activated, electric:
	X
	

	5.
	Four Wheel Drive
	
	

	5.1
	Front axle engagement on/off control located in Operator Station:
	X
	

	6.
	Hydraulic System
	
	

	6.1
	Equipped with an integral hydraulic system capable of operating the front-end loader and all attachments.
	X
	

	6.2
	The hydraulic pump is standard manufacturer’s model:
	X
	

	6.3
	The unit’s hydraulic system is designed to accommodate the use of attachments such as breakers, augers, hammers and shall have a circuit plumbed to the end of the boom with quick-disconnect couplers:
	X
	

	6.4
	Steering
	
	

	6.5
	Hydrostatic power and emergency:
	X
	

	6.6
	Equipped with front axle oscillation:
	X
	

	6.7
	Brakes
	
	

	6.8
	Wet multiple disc, self adjusting and self-equalizing hydraulically operated or equal:
	X
	

	6.9
	Parking/emergency brake independent from the main service brakes with warning system to alert operator that the parking brake is on when transmission is engaged: 
	X
	Auto applied



	7.
	Electrical System
	
	

	7.1
	Electrical system, 12 volt w negative ground:
	X
	

	7.2
	Alternator amps: 90:
	X
	90 AMP

	7.3
	Equipped with Dual Batteries, 12 volt Maintenance-Free w/1800 or greater cold cranking amps:
	X
	1900 CCA


Category 3. Tractor w/Loader and Backhoe, 17’ – 22’ Dig Depth, 

@ 26,000 lb. Operating Weight.

	
	Description
	Check If As Specified Or Exceeds
	Describe Fully If Not As Specified

	8.
	Tires
	
	

	8.1
	Tractor to be equipped with 4-wheel drive tires equal to or greater than the two tires specified below:
	X
	

	8.2
	Rear: 20.5 x 25 10-ply rating (State tire bid):
	X
	12 PLY

	8.3
	Front: 15 x 19.5 8-ply rating (State tire bid):
	X
	12 PLY

	9.
	Loader
	
	

	9.1
	Automatic self –leveling with single lever control ‘+’ pattern equipped with positive hold float:
	X
	

	9.2
	Has a return-to-dig and clutch cutout button on the loader control lever
	X
	

	9.3
	Lift height to be equal to or greater than 149 inches measured at the bucket hinge pin. (State Lifting Height):
	X
	149”

	9.4
	Equipped with dual parallel dump cylinders and reverse linkage for bucket rollover:
	X
	

	9.5
	Equipped with a front mounted counter weight of 1,000 lbs
	X
	1630 Lbs

	9.6
	Fitted with integral EROPS
	X
	

	10.
	Loader Bucket
	
	

	10.1
	Has a pin on multi-purpose, 96 inches (or greater) in width with a load capacity of 1.6 cu. yd. heaped:
	X
	96” 1.6 yd

	10.2
	Has a bolt-on cutting edge, skid plates and lifting loops:
	X
	

	10.3
	Maximum dump angle to be approximately 45 degrees. (State dump angle being bid):
	X
	45 degrees

	10.4
	Rollback angle to be approximately 40 degrees at ground level. (State rollback angle being bid):
	X
	40 degrees

	10.5
	The control for the multi-purpose bucket is integrated into the loader control:
	X
	Two lever into one controller

	11.
	Backhoe
	
	

	11.1
	Equipped with a hydraulically telescoping extendable dipper stick:
	X
	

	11.2
	Standard two (2) lever control system: 
	X
	Pilot Controls Standard

	11.3
	Maximum extended digging depth equal to or greater than 21’:
	X
	21’7”

	11.4
	The extendable loading height, (truck loading position) to be equal to or greater than 16’, (state loading height being bid):
	X
	17’

	11.5
	Has a swing arc equal to or greater than 180 degrees:
	X
	180 degrees

	11.6
	Has a bucket rotation of 180 and 160 degree and a level angle of 12 degrees: 
	X
	190 degrees

	11.7
	Has combination flip-over stabilizer pads:
	X
	

	11.8
	Equipped with the manufacturer’s maximum amount of front mounted counterweights to facilitate operation of the extendable dipper stick. (State counterweight being bid):
	X
	1630 lbs

	11.9
	Has a 36-inch high-capacity perforated ditching bucket:
	X
	


Category 3. Tractor w/Loader and Backhoe, 17’ – 22’ Dig Depth, 

@ 26,000 lb. Operating Weight.

	
	Description
	Check If As Specified Or Exceeds
	Describe Fully If Not As Specified

	11.10
	Equipped with a removable hydraulic thumb with quick disconnect hydraulic hose coupler.  Note: The thumb must not come in contact with the lift cylinder (s) when in the retracted position:
	X
	

	11.11
	Backhoe hydraulic system to be set-up (plumbed) to use hydraulic operated attachments:
	X
	

	12.
	Exterior Finish
	
	

	12.1
	No welding scale, roughness, sharp corners or rust stains on the unit:
	X
	

	12.2
	Coated with 2mils dry automotive quality primers with an additional 2 mils dry of the manufacturer’s standard color:
	X
	

	12.3
	Body paint warranted against rust and corrosion for five (5) years:
	X
	

	13.
	Publications
	
	

	13.1
	Bidders must provide the following publications with bid:

One (1) Parts Manual

One (1) Service Manual
	X
	

	13.2
	Each unit shall be delivered with one (1) operator’s manual:
	X
	

	13.3
	Each unit shall be delivered with one (1) Parts Manual:
	X
	

	13.4
	Each unit shall be delivered with one (1) Service Manual:
	X
	

	14.
	Basic Warranty
	
	

	14.1
	12 Months or 2,000 hours
	X
	


Minimum specifications called for:

Category 4. Tractor w/Loader and Backhoe,

15’ 5” – 19’ 5” Dig Depth, @ 19,500 lb. Operating Weight.

Contractor: Pape’ Machinery Inc.
	
	Description
	Check If As Specified Or Exceeds
	Describe Fully If Not As Specified

	1.
	General 
	
	

	1.1
	This specification describes an all-wheel drive loader/backhoe with a extendable dipper stick and an operating weight equal to or greater than 19,500 lbs. (State operating weight bid): 
	X
	20,046

	1.2
	Unit to be a Cat 430 F2, John Deere 410L or equal, Tier-4 Final:
	X
	

	2.
	Operator Station and Equipment
	
	

	2.1
	Enclosed steel cab with dual doors with EROPS/FOPS design:
	X
	Composite roof

	2.2
	Left and right access:
	X
	

	2.3
	Tinted safety glass:
	X
	

	2.4
	Fabric covered swivel suspension seat with armrest and lumbar support:
	X
	

	2.5
	Floor mats:
	X
	

	2.6
	Soundproofing:
	X
	

	2.7
	Front and rear wiper:
	X
	

	2.8
	Cab Pressurization:
	X
	

	2.9
	Dome lights:
	X
	

	2.10
	Heater:
	X
	

	2.11
	Front and rear windshield defroster:
	X
	

	2.12
	Air Conditioning:
	X
	

	2.13
	Turn signals:
	X
	

	2.14
	Hazard warning lights:
	X
	

	2.15
	Headlights:
	X
	4 front. 4 rear, 2 docking side

	2.16
	Rotating strobe light with cab controlled switch:
	X
	

	2.17
	Front windshield washer:
	X
	

	2.18
	Horn:
	X
	

	2.19
	Interior rearview mirror:
	X
	

	2.20
	External rearview mirrors, two (2) L & R:
	X
	

	2.21
	Stop and tail lights:
	X
	

	2.22
	Work lights front and rear:
	X
	

	2.23
	3” Seat belt:
	X
	

	2.24
	Alternator charge gauge, illuminated:
	X
	Indicator

	2.25
	Low Engine oil/high engine temperature gauge, with visual with audible warning, system:
	X
	Indicator  and audible

	2.26
	Converter temperature gauge, illuminated:
	X
	Indicator

	2.27
	Fuel gauge, illuminated:
	X
	

	2.28
	Coolant temperature gauge, illuminated:
	X
	


Category 4. Tractor w/Loader and Backhoe, 15’ 5” – 19 5”’ Dig Depth, 

@ 19,500 lb. Operating Weight.

	
	Description
	Check If As Specified Or Exceeds
	Describe Fully If Not As Specified

	2.29
	Air filter blocked (restriction gauge), illuminated:
	X
	Indicator

	2.30
	Back-up alarm:
	[image: image173.png]



	

	2.31
	Parking brake on (audible visual):
	[image: image174.png]



	Disengages transmission-hydraulic locking spring released

	3.
	Engine, Diesel, Turbocharged
	
	

	3.1
	Must meet all 2010 Federal emission requirements:
	[image: image175.png]



	Final Tier 4 

	3.2
	Approximate net hp @ rated rpm: 90 @ 2200 rpm. (State engine and hp bid):
	[image: image176.png]




	Deere 113HP @2244

	3.3
	Equipped with dry type air cleaner: 
	[image: image177.png]



	

	3.4
	Equipped with 110-volt block heater and cold weather starting aid:
	[image: image178.png]



	

	4.
	Transmission
	
	

	4.1
	Fully synchronized 4-speed forward/reverse shuttle transmission or power shift 4 x 2 or equal.  (State equal being bid):
	[image: image179.png]




	5x3 power shift

Auto shift optional

	4.2
	Speed Ranges forward and reverse: 4 x 3:
	[image: image180.png]



	5 forward 3 reverse

	4.3
	To have a single stage torque:
	[image: image181.png]



	

	4.4
	Transmission oil cooler:
	[image: image182.png]



	

	4.5
	Differential lock, foot or push button activated, electric:
	[image: image183.png]



	

	5.
	Four Wheel Drive
	
	

	5.1
	Front axle engagement on/off control located in Operator Station:
	[image: image184.png]



	

	6.
	Hydraulic System
	
	

	6.1
	Equipped with an integral hydraulic system capable of operating the front-end loader and all attachments:
	[image: image185.png]



	

	6.2
	The hydraulic pump is standard manufacturer’s model:
	[image: image186.png]



	

	6.3
	The unit’s hydraulic system is designed to accommodate the use of attachments such as breakers, augers, hammers and shall have a circuit plumbed to the end of the boom with quick-disconnect couplers:
	[image: image187.png]



	

	6.4
	Steering
	
	

	6.5
	Hydrostatic power and emergency:
	[image: image188.png]



	

	6.6
	Equipped with front axle oscillation:
	[image: image189.png]



	

	6.7
	Brakes
	
	

	6.8
	Wet multiple disc, self-adjusting and self-equalizing hydraulically operated or equal:
	[image: image190.png]



	

	6.9
	Parking/emergency brake independent from the main service brakes with warning system to alert operator that the parking brake is on when transmission is engaged: 
	[image: image191.png]



	


Category 4. Tractor w/Loader and Backhoe, 15’ 5” – 19 5”’ Dig Depth, 

@ 19,500 lb. Operating Weight.

	
	Description
	Check If As Specified Or Exceeds
	Describe Fully If Not As Specified

	7.
	Electrical System
	
	

	7.1
	Electrical system, 12 volt w negative ground:
	[image: image192.png]



	

	7.2
	Alternator amps: 90:
	[image: image193.png]



	150 amp

	7.3
	Battery, 12 volt Maintenance-Free w/900 or greater cold cranking amps:
	[image: image194.png]



	

	8.
	Tires
	
	

	8.1
	Tractor to be equipped with 4-wheel drive tires equal to or greater than the two tires specified below:
	[image: image195.png]



	

	8.2
	Rear: 19.5L-24 10-ply Lug style (State tire bid):
	[image: image196.png]



	21L-24 12 ply

	8.3
	Front: 12.0 x 16.5 not to exceed 18” 8-ply Lug style (State tire bid):
	[image: image197.png]



	12.5-80-18 10 ply

	9.
	Loader
	
	

	9.1
	Automatic self –leveling with single lever control ‘+’ pattern equipped with positive hold float:
	[image: image198.png]



	

	9.2
	Has a return-to-dig and clutch cutout button on the loader control lever
	[image: image199.png]



	

	9.3
	Lift height to be equal to or greater than 130 inches measured at the bucket hinge pin. (State Lifting Height):
	[image: image200.png]




	136”

	9.4
	Equipped with a front mounted counter weight of 900 lbs minimum:
	[image: image201.png]



	1250 #’s

	9.5
	Fitted with integral EROPS
	[image: image202.png]



	

	10.
	Loader Bucket
	
	

	10.1
	Shall be a pin on multi-purpose, 82 inches (or greater) in width with a load capacity of 1-1/4 cu. yd. heaped:
	[image: image203.png]



	92” wide

1.31 cu yd.

	10.2
	Has a bolt-on cutting edge, skid plates and lifting loops:
	[image: image204.png]



	

	10.3
	Maximum dump angle to be approximately 45 degrees. (State dump angle being bid):
	[image: image205.png]




	46 degree’s

	10.4
	Rollback angle to be approximately 40 degrees at ground level. (State rollback angle being bid):
	[image: image206.png]




	

	10.5
	The control for the multi-purpose bucket is integrated into the loader control: 
	[image: image207.png]



	

	11.
	Backhoe
	
	

	11.1
	Equipped with a hydraulically telescoping extendable dipper stick:
	[image: image208.png]



	

	11.2
	Standard two (2) lever control system:
	[image: image209.png]



	

	11.3
	Maximum extended digging depth equal to or greater than 17’10”:
	[image: image210.png]



	19’8” 

	11.4
	The extendable loading height, (truck loading position) to be equal to or greater than 13’3”, (state loading height being bid):
	[image: image211.png]




	15’6”

	11.5
	Has a swing arc equal to or greater than 180 degrees:
	[image: image212.png]



	

	11.6
	Has a bucket rotation of 180 and 160 degree and a level angle of 12 degrees:
	[image: image213.png]



	


Category 4. Tractor w/Loader and Backhoe, 15’ 5” – 19 5”’ Dig Depth, 

@ 19,500 lb. Operating Weight.

	
	Description
	Check If As Specified Or Exceeds
	Describe Fully If Not As Specified

	11.7
	Has combination flip-over stabilizer pads:
	[image: image214.png]



	

	11.8
	Equipped with the manufacturer’s maximum amount of front mounted counterweights to facilitate operation of the extendable dipper stick. (State counterweight being bid):
	[image: image215.png]




	1250#’s

	11.9
	Has a 24-inch heavy-duty bucket:
	[image: image216.png]



	

	11.10
	Has a 12-inch heavy duty bucket:
	[image: image217.png]



	

	11.11
	Has a 36-inch high-capacity perforated ditching bucket:
	[image: image218.png]



	

	11.12
	Equipped with a removable hydraulic thumb with quick disconnect hydraulic hose coupler.  Note: The thumb must not come in contact with the lift cylinder (s) when in the retracted position:
	[image: image219.png]



	

	11.13
	Backhoe hydraulic system to be set-up (plumbed) to use hydraulic operated attachments:
	[image: image220.png]



	

	12.
	Exterior Finish
	
	

	12.1
	No welding scale, roughness, sharp corners or rust stains on the unit:
	[image: image221.png]



	

	12.2
	Coated with 2mils dry automotive quality primers with an additional 2 mils dry of the manufacturer’s standard color:
	[image: image222.png]



	

	12.3
	Body paint warranted against rust and corrosion for five (5) years:
	[image: image223.png]



	

	13.
	Publications
	
	

	13.1
	Bidders must provide the following publications with bid:

One (1) Parts Manual

One (1) Service Manual
	[image: image224.png]



	

	13.2
	Each unit shall be delivered with one (1) operator’s manual:
	[image: image225.png]



	

	13.3
	Each unit shall be delivered with one (1) Parts Manual:
	[image: image226.png]



	

	13.4
	Each unit shall be delivered with one (1) Service Manual:
	[image: image227.png]



	

	14.
	Basic Warranty
	
	

	14.1
	12 Months or 2,000 hours
	[image: image228.png]



	12 months unlimited hours. Machine also has remote service diagnostics as long as JD Link Telematics is active. 3 year subscription included


APPENDIX E  PRICE WORKSHEET
EPA Tier 4 Final Compliant:

	Category 1. Tractor w/Loader and Backhoe, 14’ – 17’ Dig Depth, @ 16,000 lb. Operating Weight.

	Contractor; NC Machinery
	

	Mfg: Caterpillar
	Model:416F2 Tier-4 Final


	Set-Up, Testing Ready For Operation (STRO)
	Equipment Cost FOB Destination Statewide (ECFS)
	Total:

	$ 2,300.00
	$86,570.00
	$88,870.00


	Date of manufacturer’s price list:  2015

	Discount % off of list price for options
	28% 

	Discount % off of list price for attachments
	28%

	Discount % off of list price for parts
	0%

	Repair Manuals
	$0 when ordered w/machine


APPENDIX E  PRICEWORKSHEET

P. 2

EPA Tier 4 Final Compliant:
	Category 2. Tractor w/Loader and Backhoe, 14’ – 17’ 6” Dig Depth, @ 17,500 lb. Operating Weight.

	Contractor; NC Machinery
	

	Mfg: Caterpillar
	Model: 420F2 Tier-4 Final


	Set-Up, Testing Ready For Operation (STRO)
	Equipment Cost FOB Destination Statewide (ECFS)
	Total:

	$2,300.00
	$90,094.00
	$92,394.00


	Date of manufacturer’s price list:  2015

	Discount % off of list price for options
	28%

	Discount % off of list price for attachments
	28%

	Discount % off of list price for parts
	0%

	Repair Manuals
	$0 when ordered w/ machine


The following attachment lists available options and costs for Cat through NC Machinery for Equipment Categories 1 and 2.  These must be ordered with the machine for pricing to be effective.  Please see the attachment for details.
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APPENDIX E  PRICEWORKSHEET

P. 3
	Category 3. Tractor w/Loader and Backhoe, 17’ – 22’ Dig Depth, @ 26,000 lb. Operating Weight.
Note: Pape’ Machinery advises that as of 1/28/2016 this unit may no longer be available and that the 710L Tier 4 final will be available when John Deere releases the pricing.


	Contractor: Pape’ Machinery
	

	Mfg: John Deere
	Model: 710K Tier 4


	Set-Up, Testing Ready For Operation (STRO)
	Equipment Cost FOB Destination Statewide (ECFS)
	Total:

	$ INC
	$ INC
	$ 164,750.00


	Date of manufacturer’s price list: 2/20/10

	Discount % off of list price for options
	45%

	Discount % off of list price for attachments
	45% (Deere Only)

	Discount % off of list price for parts
	0%

	Repair Manuals
	$ INCLUDED


The following attachment lists available options and costs for the John Deere 710J through Pape’ Machinery for Equipment Category 3.  These must be ordered with the machine for pricing to be effective.  Please see the attachment for details.
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APPENDIX E - PRICEWORKSHEET

P. 4

	Category 4. Tractor w/Loader and Backhoe, 15’ 5” – 19’ 5” Dig Depth, @ 19,500 lb. Operating Weight.

	Contractor; Pape’ Machinery
	

	Mfg: John Deere
	Model:410L Tier 4 Final


	Set-Up, Testing Ready For Operation (STRO)
	Equipment Cost FOB Destination Statewide (ECFS)
	Total:

	$ INC
	$ INC
	$104,000.00


	Date of manufacturer’s price list:  2015

	Discount % off of list price for options
	45% 

	Discount % off of list price for attachments
	45% (Deere Only)

	Discount % off of list price for parts
	0%

	Repair Manuals
	$ INCLUDED


	Category 4. Tractor w/Loader and Backhoe, 15’ 5” – 19’ 5” Dig Depth, @ 19,500 lb. Operating Weight.

	Contractor; NC Machinery
	

	Mfg: Caterpillar
	Model:430 F2 Tier 4 Final


	Set-Up, Testing Ready For Operation (STRO)
	Equipment Cost FOB Destination Statewide (ECFS)
	Total:

	$2,300.00
	$109,261.00
	$111,561.00


	Date of manufacturer’s price list:  2015

	Discount % off of list price for options
	28%

	Discount % off of list price for attachments
	28%

	Discount % off of list price for parts
	0%

	Repair Manuals
	$0 when ordered w/machine
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August 22, 2014

Re:
State of Washington



Tractor, with Loader and Backhoe


Contract no. 00410


The following are a list of available options and their respective costs the “F” Series Backhoe Loaders.  Attachments must be ordered at the same time as machine for pricing to be effective.  Costs include installation, if necessary.


Category 1


1.)
Ride Control






$1,117.00

2.)
Quick Coupler on end of extendable stick


$1,664.00

3.)
Quick Coupler on front (loader) of machine


$6,787.00

4.)
Vibratory Plate Compactor (hoe pack)



$9,418.00

5.)
Hydraulic Hammer





$19,877.00

6.)
60 Month/ 7,500 Hour Powertrain + Hydraulic Warranty

$2,256.00

7.)
Outrigger Guards





$810.00

8.)
AM/FM/CD/MP3 Stereo





$1,276.00

9.)
Deduct for Canopy





-$3,719.00

10.)
Deduct for Trade-In of Agency’s Machine(s) 


Towards Purchase of 416F

T.B.D. on Individual Basis


Category 2


1.)
Ride Control






$1,127.00

2.)
Front Fenders






$454.00

3.)
Quick Coupler on end of extendable stick


$1,680.00

4.)
Quick Coupler on front (loader) of machine


$6,855.00

5.)
Vibratory Plate Compactor (hoe pack)



$9,511.00

6.)
Hydraulic Hammer





$31,249.00

7.)
Auto Shift Transmission





$2,756.00

8.)
60 Month/ 7,500 Hour Powertrain + Hydraulic Warranty

$2,981.00

9.)
Outrigger Guards





$818.00

10.)
AM/FM/CD/MP3 Stereo





$1,288.00

10.)
Deduct for Canopy





-$3,756.00

11.)
Deduct for Trade-In of Agency’s Machine(s)



Towards Purchase of 420E



T.B.D. on Individual Basis


Additional Option


Tractor /Loader and Backhoe,


15’-20’ Dig Depth, @ 20,000 lb. Operating Weight


(Configured & spec’s similar to Category 2 machine.  Prices included here would be in addition to Category 2 pricing.)


1.)
Machine (430F)






Moved into Category 4

Available options and their respective costs are identical to those listed above for Category 2 machine, with exception to the following:


2.)
60 Month/ 7,500 Hour Powertrain + Hydraulic Warranty

$5,858.00



_1512822169.pdf


710J Standard Equipment


ENGINE:
John Deere PowerTech 6068H 6.8L
(414 Cu. In.)


*Certified EPA Tier 3 and EU
Stage IIIA Emissions
126 Net Peak hp


Turbocharged
Wet Sleeve Cylinder Liners
Serpentine Belt with Automatic
Belt Tensioner
Vertical Spin-On Engine Oil
Filter
Spin-on Fuel filter with Water
Separator
Dual Safety Element Dry-Type Air
Cleaner With Evacuator Valve
Muffler, Underhood with Vertical
Curved Exhaust Stack


COOLING SYSTEM:
Engine Radiator
Engine Coolant -34 Degrees F
(-37C)
*Baffles for High Ambient
Cooling
Surge tank
Cooling Fan wtih Enclosed Safety
Fan Guard
Oil-to-Water Engine Oil Cooler
Remote Hydraulic Oil Cooler, Oil
to Coolant


POWERTRAIN:
Powershift Transmission with
Torque Converter
Electronic Transmission
controller with on-board
diagnostics Single Electric
F-N-R lever with integrated gear
selection Vertical Spin-on
transmission Filter
Planetary Final Drives
Differential Lock, Foot Switch
Activated
Mechanical Limited Slip Front
Wheel Drive
Hydrostatic Power Steering with
Emergency Manual Mode
Power-Assisted Hydraulic Service
Brakes Inboard, Wet Disc,
Self-Adjusting and
Self-Equalizing (Conforms to ISO
3450)
Parking/Emergency Brake:
Independent of Service Brakes
(Confiorms to ISO 3450) Spring
Applied, Hydraulically Released,
Wet Multi-Disc


HYDRAULICS:
52 GPM (219.5 L/m) Axial Piston
Pump - PCLS Closed Center system
Independent Hydraulic Reservoir
6 Micron Spin-On Replaceable
Element
"O" Ring Face Seal Connectors


Circuit Relief Valve Protection


BACKHOE:
17 Ft. 10 In. (5.4 m) Digging
Depth
Backhoe Transport Lock Lever
Swing Locking Pin Stored in Op.
Station
Deere Backhoe Pattern 2-Lever
Pilot Controls with Pattern
Selection Reversible Pad
Stabilizer Feet with integrated
lock Stabilizer Valve with


Two-Direction Anti-Drift Valves
Less Bucket with Bucket Pins


LOADER:
Return-To-Dig Feature
Bucket Level Indicator
Hydraulic Self-Leveling
(anti-spill)
Single Lever Control with
Electric Clutch Cut-off Switch
Less Bucket with Bucket Pins
Loader Boom Service Lock
High-Visibility Loader Arms


ELECTRICAL:
12 Volt System
90 Amp Alternator
(4) Four Front Driving/Working,
(4) Four Rear Working and (2)
Side Docking Halogen Lights
(35,200 Candlepower Each)
(2) Front and (2) Rear Turn
Signal/ Flashing
(2) Rear Stop and Tail
(2) Rear Reflectors
Blade Type Multi-Fused Circuits
Two Batteries with 380 Min.
Reserve Capacity and 1900 CCA
Pre-wired for Two Additional
Front Halogen Work lights
Pre-wired for Rotating Beacon
By-Pass Start Safety Cover on
Starter
Positive Terminal Battery Covers
Jump Start Post


OPERATOR STATION:
Modular Design ROPS/FOPS Canopy
Isolation Mounted with Molded
Roof (Conforms to SAE J1040)
Left and Right Front Access
Slip-Resistant Steps and
Ergonomically Located Handholds
(Conforms to SAE J185)
Molded Floor Mat and Headliner
Seat, Deluxe Deep Foam, Vinyl
Cover, High Back with
Adjustable:


Suspension for Weight/Height
Fore-Aft
Backrest Tilt
Arm Rests


2 In. Seat Belt with Retractor
Tilt Steering
Electric Monitor System with


Audible and Visual Warning:
Air Cleaner Restriction
Low Alternator Voltage
Engine Coolant Temperature
Engine Oil Pressure &
Temperature
Hydraulic Filter
Park Brake On-Off
Seat Belt Indicator
Torque Converter Temperature


Electric Fuel Gauge, Illuminated
Electric Hourmeter / Tachometer/
Voltmeter with Hydraulic Oil
Temperature Display, Illuminated
Key Start Switch with Electric
Fuel Shut Off
Horn (Conforms to SAE J994,
J1446)
Interior Rearview Mirror
(Conforms to SAE J985)
Rotary Hand Throttle
Suspended Foot Throttle
Built-In Operator's Manual
Storage Compartment with Manual
Built-In Beverage and ThermosÒ
Bottle Holder
(2) Power Ports for Accessories
Coat Hook


OVERALL VEHICLE:
(2) Front and (2) Rear Built-In
Tie Downs
One Piece Unitized Construction
Mainframe
930 (429 Kg.) Auxiliary
Counterweight
Dent Resistant Rear Fenders
Vandal Protection Locking for:


Engine Access Doors
Tool Box
Fuel Tank
Instrument Panel


69 Gal.(261 L) Fuel Tank with
Wide Mouth Filler Cap, Built in
Water Strainer
and Sump with Drain
Reverse Warning Alarm Switchable
to 97 DBA
21L - 28 In. 14 PR (R4) Tubeless
Rear &
15 - 19.5 In. 8 PR Traction
Front Sure Grip Lug Tires
Ground Level Fueling
Remote Grease Bank for Front
Axle
Tilt Hood with (2) Service
Positions
Monitor Displayed Machine
Diagnostic information
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CODE DESCRIPTION


SUGGESTED
LIST PRICE


USD ($)


Select One Code From Each Required Category


BASE MACHINE
FOB Dubuque, Ia.


"As not all option codes have field kits, please review your order option codes and available kits prior
to placing a machine order"


7360T 710J BACKHOE LOADER 178,033.00


BACKHOE VALUE PACKAGES (BVP)
0800 710J Standard Backhoe


Backhoe with No Value Package
In Base Price


0828 BVP28
Package requires these Code selections:
Codes 2085 Cab/Air, 3085 4 WD, 5075 Extendible Dipperstick with 5 Function Hydraulics and 5285
DEERE Backhoe Pattern 2-Lever Pilot Controls with Pattern Selection.


(1,028.00)


0830 BVP30
Package requires these Code selections:
Codes 2085 Cab/Air, 3085 4 WD, 5085 Extendible Dipperstick with 6 Function Hydraulics includes
Selective Flow Control Valve (9,13,16,18,22, 26, 30 and 35 GPM), 1000-3000 PSI Adjustable with
Flow Control Aux. Plumbing and Extended Stabilizers / Pin Lock Reversible Padsand 5285 DEERE
Backhoe Pattern 2-Lever Pilot Controls with Pattern Selection.


(1,270.00)


0832 BVP32
Package requires these Code selections:
Codes 2025 Canopy, 3085 4 WD, 5085 Extendible Dipperstick with 6 Function Hydraulics includes
Selective Flow Control Valve (9,13,16,18,22, 26, 30 and 35 GPM), 1000-3000 PSI Adjustable with
Flow Control Aux. Plumbing and Extended Stabilizers / Pin Lock Reversible Pads and 5285 DEERE
Backhoe Pattern 2-Lever Pilot Controls with Pattern Selection.


(724.00)


0833 BVP33
Package requires these Code selections:
Codes 2085 Cab/Air, 3085 4 WD, 5095 Extendible Dipperstick with 7 Function Hydraulics includes
6th Function for Cylinder Actuated Attachments, Selective Flow Control Valve (9,13,16,18,22, 26, 30
and 35 GPM), 1000-3000 PSI Adjustable with Flow Control Aux. Plumbing and Extended Stabilizers
/ Pin Lock Reversible Pads and 5285 DEERE Backhoe Pattern 2-Lever Pilot Controls with Pattern
Selection.


(1,373.00)


FRONT AXLES
3085 Mechanical Front Wheel Drive(4WD) with Front Wheel Limited Slip Differential and Powershift


Transmission
Includes drive shaft guard.


In Base Price


3035 Two Wheel Drive (2WD) with Powershift Transmission (10,911.00)


TIRES AND WHEELS (FRONT AND REAR)
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CODE DESCRIPTION


SUGGESTED
LIST PRICE


USD ($)


TIRES AND WHEELS (FRONT AND REAR) Continued...
FOR USE WITH 4 WHEEL DRIVE
(&UPDATED 16FEB0)


4916 Firestone 21L - 28 In. 14 PR (R4) Tubeless Rear &
Firestone 15 - 19.5 In. 12 PR Front Sure Grip Lug Tires
95 in. (2.42 m) overall tread width.


In Base Price


4915 Goodyear 21L - 28 In. 14 PR (R4) Tubeless Rear &
Firestone 15 - 19.5 In. 12 PR Front Super Traction Duplex - NHS Tires
95 in. (2.42 m) overall tread width


No Charge


4845 Firestone 20.5 - 25 In. 12 PR (L2) Tubeless Rear &
Firestone 15 - 19.5 In. 12 PR Front
Super Traction Duplex - NHS Tires


95 in. (2.42 m) overall tread width.


1,512.00


FOR USE WITH 2 WHEEL DRIVE
(&UPDATED 16FEB0)


4385 Goodyear 21L - 28 In. 14 PR (R4) Tubeless Rear &
14.5/75-16.1 In. 10 PR (F3) Front
Tires


91 in. (2.31m) overall tread width.


(852.00)


4425 Goodyear 21L-28 In. 14 PR (R4) Tubeless Rear &
16.5L-16.1 In. 10 PR (I1) Front Tires
95 in. (2.40 m) overall tread width.


(433.00)


OPERATOR STATION
2025 Canopy with Floormat and Headliner


Includes molded roof
Two front driving/working halogen lights (35,200 Candlepower Each)
Two rear working halogen lights (35,200 Candlepower Each)
Four turn signal/flashing/rear stop/tail lights (2) front and (2) rear lights
Two rear reflectors


In Base Price


2075 Cab with Dual Doors
Isolation mounted Modular design ROPS/FOPS (Conforms to SAE J1040)
Molded roof
Tinted safety glass
Deluxe interior trim
Headliner
Molded floor mats
40,000 BTU heater/defroster/pressurizer (3-speed)
Two front driving/working halogen lights (35,200 Candlepower Each)
Two rear working halogen lights (35,200 Candlepower Each)
Four turn signal/flashing/rear stop/tail lights (2) front and (2) rear lights
Two rear reflectors
Front 2-speed wiper/washer and rear 1-speed wiper


8,345.00


2085 Cab with Dual Doors and Air Conditioning
Isolation mounted Modular design ROPS/FOPS Cab (Conforms to SAE J1040)
Molded roof
Tinted safety glass
Deluxe interior trim
Headliner
Molded floor mats
26,000 BTU air conditioning
CFC free R134a refrigerant
40,000 BTU heater/defroster/pressurizer (3-speed)


11,032.00
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SUGGESTED
LIST PRICE


USD ($)


OPERATOR STATION Continued...
Two front driving/working halogen lights (35,200 Candlepower Each)
Two rear working halogen lights (35,200 Candlepower Each)
Four turn signal/flashing/rear stop/tail lights (2) front and (2) rear lights
Two rear reflectors
Front 2-speed wiper/washer and rear 1-speed wiper


SEAT
2625 Mechanical Suspension Deluxe, Vinyl, Swivel Seat with Lumbar Adjustment


and Arm Rests,
Fully Adjustable
NOTE:
* Includes 2-in. retractable seat belt.


In Base Price


2675 Mechanical Suspension Deluxe, Fabric, Swivel Seat with Fully Adjustable Lumbar Adjustment and
Arm Rests
Includes 2-in. retractable seat belt.
Recommended for use with Code 2085 Cab.


No Charge


2685 Air Suspension, Deluxe Fabric, Swivel Seat with Fully Adjustable Lumbar Adjustment and Arm
Rests
Includes 2-inch retractable seat belt.
Recommended for use with code 2085 Cab.


141.00


BACKHOE DIG COMPONENTS
5035 Standard Dipperstick


- 5 Function Hydraulics
- Extended Stabilizers with Pin Lock Reversible Pads


5th Function Hydraulic valve can operate:
Field Installed extendible dipperstick


OR
Thumbs, swingers or jaw buckets
Note: Will not operate Hammer or compactor


5th Hydraulic valve with work ports plugged, without circuit reliefs.
If Equipped with Field installed Extendible Dipperstick, 5th Hydraulic Valve operates extendible
dipperstick.


In Base Price


5045 Standard Dipperstick
- 6 Function Hydraulics includes 5th Function for Cylinder Actuated Attachments
- Selective Flow Control Valve (9,13,16,18,22, 26, 30 and 35 GPM)
- 1000-3000 PSI Adjustable
- Flow Control Aux. Plumbing (includes foot pedal switch)
- Extended Stabilizers with Pin Lock Reversible Pads


4,588.00


5075 Extendible Dipperstick
- 5 Function Hydraulics
- Extended Stabilizers with Pin Lock Reversible Pads


Requires code 8490 counterweight


9,640.00


5085 Extendible Dipperstick
- 6 Function Hydraulics
- Selective Flow Control Valve (9,13,16,18,22, 26, 30 and 35 GPM)
- 1000-3000 PSI Adjustable
- Flow Control Aux. Plumbing (includes foot pedal switch)
- Extended Stabilizers with Pin Lock Reversible Pads


Requires code 8490 counterweight


14,495.00


5095 Extendible Dipperstick 16,561.00
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LIST PRICE


USD ($)


BACKHOE DIG COMPONENTS Continued...
- 7 Function Hydraulics includes 6th Function for Cylinder Actuated Attachments
- Selective Flow Control Valve (9,13,16,18,22, 26, 30 and 35 GPM)
- 1000-3000 PSI Adjustable
- Flow Control Aux. Plumbing (includes foot pedal switch)
- Extended Stabilizers with Pin Lock Reversible Pads


Requires code 8490 counterweight


BACKHOE CONTROLS
5225 Deere Two Lever Controls (1,672.00)


5285 Deere Backhoe Pattern 2-Lever Pilot Controls with Pattern Selection In Base Price


LOADER HYDRAULICS/Attachment COUPLER
7025 Loader with Return-to-Dig and Two Function Hydraulics (Single Lever) In Base Price


7075 Loader with Return-to-Dig and
Auxiliary Hydraulic Circuit with Dual
Lever


NOTE:
* For M.P. bucket and front attachments Includes .50 in.
(12.7 mm) hoses and steel lines to
loader crosstube.
Includes valve with circuit relief.


1,894.00


7035 Loader with Coupler and Return-To-Dig w/ 2 Function Hydraulics (Single Lever) 6,240.00


7085 Loader with Coupler and Return-To-Dig w/ 3 Function Hydraulics (Dual Lever)
For multi-purpose coupler bucket and front attachments.
Includes valve with circuit relief and .5 in. (12.7 mm) hoses and steel lines to loader cross tube.


8,133.00


FRONT COUNTERWEIGHT
710J COUNTERWEIGHT SELECTION CHART


Select the Proper Counterweight for the Machine and Optional Equipment.
Add/subtract the option's front axle percent. Then select the counterweight that gives the desired
weight distribution (between 25-32%, Target - 30%).


"Base configuration*** has 15.9% weight on front axle."


"To this percent weight, add/subtract the following option percents, according to configuration as
ordered."


Standard Dipper (+4.2%)
Bkhe Attachment over 600 lbs (-2.0%)
M-P Loader Bucket (+1.1%)
Loader Coupler (+4.6%)
Standard Front Axle (-1.3%)
Canopy (+0.4%)


"Choose counterweight which results in the target front axle weight percent"


930 lb. Cntwt (+3.3%)
1,630 lb. Cntwt (+5.9%)


*** Base calculated using an Extendable dipper, Cab, Mechanical Front Wheel Drive, Standard
Loader bucket, and a Standard Backhoe bucket
=========================================
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FRONT COUNTERWEIGHT Continued...
8480 930 lbs. (419 kg.) Counterweight In Base Price


8490 1630 lbs. (734 kg.) Counterweight
Recommended for extended backhoe or standard backhoe with aux. hydraulics.


1,546.00


BACKHOE WORK TOOLS
BACKHOE BUCKETS


5600 Less Backhoe Bucket with Bucket Pins In Base Price


5696 24" (610 mm) Wide - HD - 11.0 Cu. Ft. Capacity 2,226.00


5736 30" (762 mm) Wide - HD - 15.0 Cu. Ft. Capacity 2,381.00


5776 36" (914 mm) Wide - HD - 18.8 Cu. Ft. Capacity 2,778.00


LOADER BUCKETS
Loader Buckets include Skid Plates and Lift Hooks unless stated otherwise.


PIN-ON LOADER BUCKETS (Not for use with Coupler)
Requires codes 7025 or 7075 Loader Hydraulics


7600 Less Loader Bucket with Pins In Base Price


7675 1.62 Cu. Yd. (1.24 Cu. M.) Bucket with Auxiliary Cutting Edge, Skid
Plates and Two Lift Loops
NOTE:
* 92 In. (2.44 M) Wide.
* Includes T126774, .625 x 8-In. (16 x 203 mm) Reversible Bolt-On Cutting Edge with Skid Plates
and two built-in lift loops.


3,932.00


7680 1.87 Cu. Yd. (1.43 Cu. M.) Bucket with Auxiliary Cutting Edge, Skid Plates and Two Lift Loops
96 in. (2.44 m) wide
Includes T126774, .625 x 8 In. (16 x 203 mm) Reversible Bolt-On Cutting Edge with Skid Plates and
two built-in lift loops.


4,790.00


7685 1.375 Cu. Yd. (1.00 Cu. M.) Multipurpose Bucket - 96 In. (2.44 M) Bucket Width with Two Lift
Loops


Does not include bolt-on cutting edges and skid plates
96-in. (2.44 m) wide.
Pre-Punched for (8) tooth shanks OR T126774 Reversible Bolt-On Cutting Edge.
Two built-in lift loops.
Requires Code 7075, Three Function Hydraulics.


6,697.00


COUPLER LOADER BUCKETS
Requires codes 7035 or 7085 Loader Coupler


7605 Less Coupler Bucket No Charge
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LOADER BUCKETS Continued...
7694 1.375 Cu. Yd. (1.00 Cu. M.) Multipurpose Coupler Bucket - 96 In. (2.44 M) Bucket Width with Two


Lift Loops
Does not include bolt-on cutting edges and skid plates
96-in. (2.44 m) wide.
Pre-Punched for (8) tooth shanks OR T126774 Reversible Bolt-On Cutting Edge.
Two built-in lift loops.
Requires Code 7085, Three Function Hydraulics.


6,533.00


7695 2.0 cu.yd. (1.5 cu. m.) Coupler Bucket with Bolt-on Cutting Edge and Skid Plates with 2 Lift Loops
96 in. (2.44 m) wide
Includes Reversible Bolt-On Cutting Edge with Skid Plates and two built-in lift loops.


5,083.00


OPTIONAL EQUIPMENT - ORDER AS DESIRED
JDLink Machine Monitoring System
JDLink Machine Monitoring System Available only in United States and Canada.
Must have Cell Phone Coverage for monitoring capability.
For older Deere or Competitive machines-See Parts for AT347684 Allmakes Universal Kit.
"For SN's not listed or for retrofits, see the JD/ZXLInk retrofit list:
http://dlrdoc.deere.com/infotogo/jdlink/docs/retrofit_list.pdf "


9860 JDLink Select
See your dealer to get the message service option that fits your business needs.
All the necessary parts and installation for use with a separately priced message service agreement of
the customers choice. A cellular and GPS based system that provides managers with the information
to ensure accurate timely maintenance, provide accurate hours of operation and location for project
billing, and to improve machine utilization for greater profitability. The Geofencing and Curfew
features detect unauthorized operation of machines to effectively deter theft and vandalism. The
information can also be integrated to a customers business systems - see your Dealer for details.


1,492.00


9870 JDLink Ultimate
See your dealer to get the message service option that fits your business needs.
All the necessary parts and installation for use with a separately priced message service agreement of
the customers choice. This system provides all the capabilities of the JDLink Standard for better
maintenance and utilization management and for detecting and reporting unauthorized operation,
with the addition of detailed machine operating history and health including fuel consumption and
diagnostic trouble codes. The information can also be integrated to a customers business systems -
see your Dealer for details.


4,071.00


POWERTRAIN AND COOLING


9080 Engine Coolant Heater 136.00


9085 Electric Ether Starting Aid
NOTE:
* Recommended below 32 degrees F, 0 degrees C.


172.00


9040 High Ambient Cooling
(&UPDATED 19JAN10)


209.00


9925 Severe Duty Fuel Filtration with Water Seperator Bowl
(!UPDATED 06JAN10)


331.00


OPERATOR STATION


9060 Front View Mirror 65.00


(Subject To Change Without Notice) CONSTRUCTION PRODUCTS U-5-710J-7


710J BACKHOE LOADER
Continued


01 November 2008
US







CODE DESCRIPTION


SUGGESTED
LIST PRICE


USD ($)


OPTIONAL EQUIPMENT - ORDER AS DESIRED Continued...
9070 AM/FM Stereo, Weather Band Radio


Requires Cab.
639.00


9075 AM/FM/CD/WB Stereo Radio with Digital Clock for Cab
Requires Cab.


942.00


9110 Ride Control 1,203.00


9225 3 In. Retractable Seat Belt 92.00


9095 Anti-Theft System 363.00


9920 (2) External Rear View Mirrors 286.00


9950 Sun Visor 112.00


OVERALL VEHICLE


9045 Chrome Exhaust Extension 146.00


9460 Spanish Trademarks and Decals No Charge


9470 French Trademarks and Decals No Charge


9515 Diagnostic Oil Sampling Ports 179.00


9909 Non-Export Rust Preventive Coating
(&UPDATED 01MAR10)
Coating protects exposed unpainted surfaces from road salt during shipment.


154.00


9935 Front Wheel Fenders
(!UPDATED 09FEB10)


620.00


ATTACHMENTS FOR FIELD CONVERSION
F.O.B. Dubuque, Iowa for dealer-installed kits, except where noted. Some of the following kits may
require additional parts for a complete installation. Prior to ordering, check the installation
instructions by going to www.johndeeretechinfo.com and clicking on Library, or by clicking on this
Hyperlink ( Installation Bulletin Search ), and insert the AT number to retrieve the attachment
installation instruction bulletin for additional parts.
Exception to above note is FRONTIER Dealer Installed Kits.


Backhoe:


AT333761 Backhoe Boom Bolt-On Protection Plate
Average installation, 1.5 hours.
* Bolts to underside of backhoe boom.
* Recommended for rental, lease, thumbs/clamps, swingers, jaw buckets, and non-Deere attachments
on couplers.


461.00


AT315225 Stabilizer Guard 732.00


Buckets:
Capacity rating is with auxiliary cutting edge or teeth with segments installed


AT188053 1.375 Cu. Yd. (1.0 Cu. M.) Multi-Purpose Bucket; 96 In. (2.44 M) Wide 6,999.00
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ATTACHMENTS FOR FIELD CONVERSION Continued...
AT363778 1.375 Cu. Yd. (1.00 Cu. M.)Multi-Purpose Coupler Bucket - 96 In. (2.44 M) Bucket Width with Two


Lift Loops
Does not include bolt-on cutting edges and skid plates
96-in. (2.44 m) wide.
Pre-Punched for (8) tooth shanks OR T126774 Reversible Bolt-On Cutting Edge.
Two built-in lift loops.
Requires Three Function Hydraulics.


6,964.00


AT188049 1.62 Cu. Yd. (1.24 Cu. M.) Bucket with Auxiliary Cutting Edge and Skid Plates 3,749.00


AT183048 18 In. (457 mm) Heavy-Duty Bucket 2,533.00


AT183049 18 In. (457 mm) Severe-Duty Bucket 3,363.00


AT309342 2.0 cu.yd. (1.5 cu. m.) Coupler Bucket with Bolt-on Cutting Edge and Skid Plates with 2 Lift Loops 5,717.00


AT183050 24 In. (610 mm) Heavy-Duty Bucket 2,814.00


AT183052 24 In. (610 mm) Severe-Duty Bucket 3,758.00


AT183053 30 In. (762 mm) Heavy-Duty Bucket 2,974.00


AT183055 30 In. (762 mm) Severe-Duty Bucket 4,290.00


AT183056 36 In. (914 mm) Heavy-Duty Bucket 3,229.00


AT183058 36 In. (914 mm) Severe-Duty Bucket 4,852.00


Cold Start:


AT366175 Diesel Fuel-Fired Engine Coolant Heater Kit For Tier II Engines
Includes igniter, timer and coolant circulation pump.
Recommended for temperatures below -13°F (-25°C).
Average installation, 6 hours.


2,864.00


Frame Attachment:


T187909 Auxiliary Front Counterweight, 700 Lbs. (299 Kg.) 1,150.00


AT193132 Bottom Guard 515.00


T183144 Primary Counterweight 930 lbs.(429 Kg.) 2,191.00


AT339926 Ultility Hand Shovel Clamp kit 274.00


Front Attachments:


AT300238 60 in. (1.52 m) Coupler Fork Frame Carriage with (2) 48 in.(1.219 m)Tines 3,661.00


AT300237 60 in.(1.52 m) Coupler Fork Frame Carriage w/ (2)60 in.(1.52 m) Tines 3,794.00


AT325036 Hydraulic Loader Coupler Kit
Kit includes coupler, harness, solenoid valve, and electrical controls
10 hoses need to be fabricated.
Installation instructions T208834.
Works with Deere, JRB backhoe loader attachments and JRB 4WD loader attachments 444H/J thru
624H/J.


6,488.00
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ATTACHMENTS FOR FIELD CONVERSION Continued...
Hydraulics:


AT312949 Accu-Swing Kit for Backhoe Dipperstick 401.00


AT194368 Auxiliary Backhoe Hydraulic Plumbing Kit for Thumb, Clamp, Swinger or Jaw Bucket
Average installation, 2 hours.
Includes two circuit reliefs, fittings, clamps and hardware.
For Low Flow intermittent usage.
Requires Dealer to make eight hoses per installation instructions.
Requires unit to have unused 5th, 6th or 7th hydraulic functions and foot pedal to activiate.


206.00


AT333797 Controlled Lowering Device for Boom Cylinder
Meets ISO 8643.
To be used on a Boom in the retracted/locked position.
Kit includes load control valve, hoses, fittings, clamps, connectors and o-rings.


2,495.00


AT334309 Controlled Lowering Device for Dipper Cylinder
Meets ISO 8643.
To be used on a standard and extendible dipper in the retracted/locked position.
Load holding valve in the event of hose failure.
Kit includes load control valve, hoses, fittings, clamps, connectors and o-rings.


2,146.00


AT197166 Low Pressure Auxiliary Return Kit for Hammers & Compactors requiring Low Pressure Return
Average installation, 2 hours.


354.00


AT301429 SAE Excavator Style Two Lever Controls 237.00


AT325825 Selective Flow Solenoid Controlled Valve for Non-Reversing Applications (9,13,16, 18, 22, 25, 30
& 35 GPM) for Use with Hammers, Compactors and Brooms.
Includes the following:
- Installation instructions T225439.
- Wiring with rocker switch to activate system. Foot switch control to activate


valve.
- Dealer required to fabricate hoses.


2,196.00


Operator Environment:


AT348557 AM / FM / WB Radio 650.00


AT326271 AM/FM/WB/CD Stereo with Digital Clock for Cab
Requires Code 2075 or 2085, Cab.


872.00


AT187441 Air Conditioning
4-speed 27,000 BTU/hr (7.9 kW).
CFC free R134a compatible.
Conforms to SAE J1503.
Units with Code 5245, Case Controls and Five-
Function Valve, require Right Pedal.


2,572.00


AT349372 MP3/iPod/Sat Radio/Cell Phone holder w/ 2 Power Ports and Cargo Net
kit includes a cargo net, bracket/holder, wire harness, 2 power ports, plastic holder,
and instructions.


93.00


AT323836 Mechanical to Air Seat Conversion 992.00


AT192032 Operator Manual Tether Cables for ROPS or Cab 22.00
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AT347301 Seat Suspension adjustable Shock asorber


For Air Suspension Seats only.
Shock kit will provide compliance with ISO 7096.


124.00


AT186307 Sun Visor 80.00


Overall Vehicle:


AT186155 (2) External Rear View Mirrors 250.00


AT339526 Anti-Theft System 369.00


AT313589 Beacon/Strobe Ready Wiring Kit
Kit for aftermarket Beacon or Strobe light
Kit does not include Beacon


29.00


AT371210 Front Wheel Fender Kit
(!UPDATED 01MAR10)


621.00


AT187707 License Plate Bracket and Light 194.00


AT334349 Mounting kit for 5.0 lbs. multi purpose (ABC) Dry Chemical Fire Extinguisher
Kit is mounting for Fire Extinguisher.
Kit Does not Include Fire Extinguisher.


64.00


AT325032 Ride Control 1,240.00


AT313592 Rotating Beacon Kit 238.00


AT186288 Slow Moving Vehicle Emblem 61.00


AT313583 Strobe Light Kit
Magnet mounted.


317.00


Powertrain Cooling:


AT362372 Trash Screen 197.00


Powertrain:


AT363688 Diagnostic Oil Sampling Ports 214.00


AT198096 Electrical Master Disconnect 247.00


AT196889 Environmental Oil Drain Package 133.00


AT342816 Severe Duty Precleaner for Tier 3 Engine 733.00


AT357069 Trash Screen For Tier 3 Engine 197.00
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