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OSP Contact Information

	Contracts Specialist:
	Heidi Bohl, CPPB

	Phone Number:
	(360) 407-9421

	Fax Number:
	(360) 586-2426

	Email:
	Heidi.Bohl@des.wa.gov


Specifications
ORDER CONTACT HIERARCHY: Contract 00707, has three categories and contract purchasers are required to contact the vendor holding the first position.  Contract purchasers may contact the second position holder only if the first position is unable to meet the reasonable needs of the customer.  The customer must have credible documentation that justifies contacting the second position holder and that will withstand the scrutiny of the state Auditor.  While some contract purchasers have emergency authority under RCW 43.19.200, that authority allows the purchaser to purchase off contract only.  Emergency authority does not allow the bypassing to the 00707 contract terms when using the contract.  Said simply, when using contract 00707, the purchaser must operate within the 00707 contract terms, otherwise find another contracting mechanism.   SEE PRICE SHEETS BELOW.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
~ | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
~ & &' [specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
- g g&)ﬁ "i line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
£38 ¢ & |IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
(§ @ § an | describe why your company can not meet the requirement of that line item, Do not forget to identify the specification line v Check
& m A £ [number so the state can match your explanation to the correct specification line. Aftach the explanation to the technical if as
=32 g 2\ specification. Specified
=~ Al Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
-~ company is unable or unwilling to mark the “check if as specitied” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases, ,

FAIL SAFE: Bidder accepts all EMERGENCY RESPONSE line specifications “as is”: Yes:

FAIL SAFE: Bidder accepts all GENERAL line specifications “as is”: Yes: vV
AND ONE OR MORE OF THE FOLLOWING CATEGORIES
FAIL SAFE: Bidder accepts all BASE CAMP line specifications “as is”: Yes: \V
FAIL SAFE: Bidder accepts all DEBRIS MANAGEMENT line specifications “as is”: Yes: \/
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and

~ . |Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the

~ § &' |specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
~ 5 gﬂ ﬂi line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
538 € § |IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
g 2 § an | describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v .Check
& iy é B |number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
=32 2 2\ specification. Specified

- A4 Cantion: Material deviations from the state’s requiremnents may lead to your bid being rejected. Every time your

company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

General {0.1 STANDARD OF QUALITY

Specifications that include a brand/trade name are only intended to establish a standard of quality against which
other brands will be evaluated. Product and service specifications contained in this solicitation are intended solely
to clearly describe type, quality, performance and use, and are not intended to be restrictive. So as not to
misrepresent the requirements of this solicitation, brand/trade references other than those specified will be
considered on the basis of whether products and services bid are at least equal to the quality, performance and use

of the standard of quality identified in the solicitation.

Bidder shall submit complete documentation with bid sufficient to establish all products and services bid are at
least equal in quality, performance and use to the standard of quality identified in the solicitation. Failure to do so
may result in rejection of the bid as being non-responsive.

By submitting bid, bidder expressly warrants all products and services bid are at least equal in quality,
performance and use to the standard of quality identified in the solicitation. Any bid containing a brand that is not
of equal quality, performance and use to the standard of quality identified in the solicitation shall be rejected as
non-responsive.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and

~ . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the

- B § specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
- & gEJD ﬂi line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
£5 g 5 | IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
(«g § < & | describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
& - £ | number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
=32 E 5 specification. Specified

= A Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your

company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

General [0.2 SHIPPING TERMS:

Seller - Pays freight charges and adds to invoice
F.O.B. Origin, freight prepaid Buyer - Bears freight charges

and charged back (MODIFIED) Buyer - Owns goods in transit \/
Buyer Seller - files claims (if any)

AND ALSO REQUIRED:

Spill clean up: The supplier shall be responsible for spillage caused by their negligence, which occurs during
transit or unloading operations. The supplier shall immediately report and clean up any spillage. Upon failure to
do so, the supplier shall remain responsible for all actual related costs.

General 0.3 ACCESSORIES

Unless otherwise specified, all accessories and features listed herein shall be those supplied by the Original Equipment
Manufacturer (OEM). Any accessories, features, or operational performance required by FMVSS, Washington State Motor
Vehicle Laws, OSHA or WISHA laws or mandates, that apply to the equipment being bid, shall be provided by the
manufacturer. All units associated with this purchase shall be of the same design and quality as those sold through normal
retail channels; and they shall possess the latest technology, accessories, and features offered on standard retail units; whether
or not they are called for in the following specifications.

General (0.4 STANDARD PRODUCTION MODEL (Applies To Equipment Purchased by Customer)

Unit shall be new (unused) current standard production model and shall be completely prepared for customer delivery
through service by a factory-franchised dealer prior to delivery. Each unit shall include all inspection coupons, certicards, or
warranty identification cards furnished to the trade in general in accordance with standard warranty policy.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases,

_ & % specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
- & ?ﬂ ‘f\ line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
53 8§ § |IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box, On a separate attachment, fully
(5:’ 2 § %ﬂ describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
& M E E] number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
= 5% 2 = specification. Specified
ad

General [0.5 EFFICIENCY PURCHASING STANDARDS

The following products shall meet or exceed the efficiency standards identified in Chapter 19.260 RCW.

1) Automatic commercial ice cube machines, such as those found in motels and restaurants; \/

2) Commercial clothes washers, such as those found in apartments and coin laundries; EMD STAKEHOLDER
NOTE: This subsection is inapplicable this solicitation. Coin operated machines are not allowed. All
machines will be priced in the Comprehensive Price Sheet (submittal) and this price represents the full
remuneration for this item. No user/customer will have full and free access to and use of the machines
delivered in accordance with this bid/contract.

3) Commercial pre-rinse spray valves, such as those used in restaurants to remove food residue from plates
prior to their cleaning;

4) Commercial refrigerators and freezers, such as those used in large institutional kitchens;

5) Metal halide lamp fixtures, such as those found on the high ceilings of industrial buildings and
gymnasiums;

6) Single-voltage external AC to DC power supplies, such as the small boxes attached to power cords that
allow battery-operated appliances to use power from electrical ouflets;

7) Incandescent reflector lamps, such as the light bulbs that are typically used in "recessed can" lights; and

8) Commercial space heaters that use natural gas or propane.

Theses standards do not apply to: (1) products installed in mobile manufactured homes at the time of construction;
and (2) products designed expressly for installation and use in recreation vehicles.
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(G) General /
(BC) Base Camp /
(D) Debris Management /
(ER) Emergency Resp.

The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFTED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

General

0.6 NFPA STANDARD

Fabrics or decorations shall be flame-resistant and are to meet performance standards set in NFPA Standard 701.
Window draperies & cubicle curtains shall be noncombustible & inherently flame-resistant as per NFPA 701.
Certification may be required.

/

General

0.7 EQUIPMENT ELECTRICAL CERTIFICATION

As required by RCW 19.28.010 and WAC 296-24-956, all electrical equipment purchased shall conform to the
applicable standard(s) or be otherwise certified by Underwriters Laboratories, Inc. or other recognized laboratory
facility acceptable to the Purchasing Activity.

The Purchasing Activity may require Bidder to provide satisfactory documentation of the required certification.

Unless indicated in the bid document, the above certification shall apply to the equipment as a whole, not the
individual components of that equipment.

/

General

0.8 LOCAL DEFINED: Local means at least two hundred miles unless a smaller distance is approved by the
customer in writing.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
= . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the

~ & % specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
- g i ‘:‘i Jing items) and MUST BID one or more of the remaining categories (accept all line items within the category).

50 g g |IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
(«E 2= %ﬂ describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
5 @ .2 g | number so the state can match your explanation to the correct specification line, Attach the explanation to the technical if as
=2 g ;,i specification. Specified
= ) Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
~ company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

BC GENERAL BASE CAMP PROVISION: Base Camp Site Selection: Site selection is a joint effort between State

General | of Washington and Contractor and should be based on the following criteria: Ownership, Size, Location, and
Environmental and historical concerns. Public lands should be considered first in order to avoid costly land
leases. The contractor should develop specific criteria for identifying potential locations based on requirements for
base camp services. The successful contractor shall indemnify and hole the jurisdiction harmless against any
damage or environmental claims.

BC Base Camp (sufficiently different from the Base Camp Scenario): The State of Washington reserves the right to
General |negotiate any item(s)/base camps needed to protect the health and safety of Washington’s inhabitants, and for the

protection of property within Washington. Contractor shail provide Owner with any additional services and \/
materials on an as needed basis as directed by Owner.

BC Comprehensive Price Sheet: Sections 1.0 through 10.0 below arc specifications aligned with Base Camp \/
General sectwn(s) of the Comprehenswe Price Sheet (submlttal) .
'BC. |10 KITCHENS AND FOOD SERVICE; Vi

BC 1.1 .1 OVERVIEW: The contractor shall prepare meals in accordance w1th thc spec1ﬁcat1ons estabhshcd in \/

the 2008 National Mobile Food Services Contract from the National Interagency Fire Center found at
www.fs.fed.us/fire/contracting,
6 of 85 00707: Appendix L- Technical Specification Submittal

Bidder’s Company Name: b ‘Q& ES






(G) General/
(BC) Base Camp /
(D) Debris Managemment /

(ER) Emergency Resp.

The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company ¢an not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.,

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

=
!

1.1.2 BASE CAMP SCENARIO: This solicitation includes a Base Camp Scenario. The solicitation requires
the Bidder to review the Base Camp Scenario and complete a corresponding pricing sheet. The scenario and
corresponding pricing sheet serves two purposes. First, the scenario is also a technical specification/scope of work
that the Bidder agrees to satisfy as written under the contract terms and conditions should the state issue a purchase
order for the same. Second, the corresponding pricing sheet will result in a price that can be compared to other
bid responses and will serve as part of the award basis for the award to one or more Bidders. The Base Camp
Scenario price sheet serves as the maximum price the Bidder may charge for a substantively similar 1,000
person/30-day base camp should the state issue a purchase order for the same.

/

BC

1.1.3 Base Camp (sufficiently different from the Base Camp Scenario): The State of Washington reserves the
right to negotiate any item(s)/base camps needed to protect the health and safety of Washington’s inhabitants, and
for the protection of property within Washington. Contractor shall provide Owner with any additional services and
materials on an as needed basis as directed by Owner.

BC

1.2 KITCHEN SPECIFICATION:

BC

1.2 The contractor shall furnish the following:

BC

1.2.1 All necessary labor, including, but not limited to, complete management, control,
transport, purchase, receipt, storage, issue, set up, handling, processing, packaging, preparation, food serving and
cleanup at the kitchen and eating area site, All food and condiments.

BC

1.2.2 All cooking and serving equipment, serving utensils, eating dishes, and supplies.

BC

1.2.3 All appropriate eating utensils (factory sealed in plastic, at least of medium weight) and serving utensils
for meals at the Disaster camp.

BC

1.2.4 Hot and cold thermometers for monitoring of food temperatures.

NS SN
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
~ . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
- g %“ specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
-~ %‘ 8 ‘-‘i line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
£S g & | IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
g) 2 s o | describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
5 m .2 & | number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
=8 § = { specification. Specified
hnd A @4_.1/ Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
~ company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases. )
BC 1.2.5 Food-grade plastic gloves for food service personnel. \/
BC 1.2.6 Antibacterial liquid soap and paper towels for hand washing facilities. \/ )
BC 1.2.7 A dining tent able to accommodate 50% of the personnel assigned to the camp. \/
BC 1.2.8 Tables and seating arranged in such a manner that there will be six feet between tables to allow for a \/
safe distance to enter and exit.
BC 1.2.9 Adequate lighting for the serving and eating areas. \/
y.a
BC 1.2.10 Fly-prooffinsect protection for all outer openings of the temporary food establishment including tents. \/
BC 1.2.11 Garbage cans and liners for inside the dining tent. \/
BC 1.2.12 All fuel and electricity for the kitchen, serving area, and eating areas. \/
BC 1.2.13 Refrigerators and freczer units for the storage of meats and other perishables. \/
A
BC The Contractor shall ensure the following: \/
BC 1.2.14 Living accommodations and meals for contractor’s personnel. \/
BC 1.2.15 Adequate fire extinguishers meeting current Occupation Safety and Health Act (OSHA), National Fire \/
protection Association 10.
BC 1.2.16 Maintain all facilities used for meal preparation, serving, and cleanup in a sanitary condition in
accordance with the current Food Code issued by the U.S. Department of Health and Human Services, U.S. Public
Health Service, Food and Drug Administration.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
~ . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
- g gz‘::‘ specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
>~ g‘ s ‘i line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
£S g g | IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
L@; = 5 | describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
& M.z 2 | number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
=R § 2 | specification. Specified
e a @i Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
et company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
BC 1.2.17 Ensure that employees are neat and clean and professional in appearance. All employees shall wear
identification that distinguishes the Contractor represented. In accordance with TB MED 520 standards, all food
service employees shall wear at all times hair restraints (hair nets, caps, or other restraints) (long hair hanging out \/
of caps without some fype of restraint is not acceptable), aprons, and other apparel required by the Food Code.
Single-use, food-grade gloves shall be wom when serving meals.
BC 1.2.18 Ensure that employees cooking or handling food are free of communicable discases. The Contractor \/
shall train employees in the importance of hand washing as a means of preventing the spread of infection.
BC 1.2.19 Provide equipment and operate in accordance with all current Federal, State, local laws or standards;
OSHA regulation; the National Electrical Code (NEC); the Uniform Plumbing Code (UPC); Federal and State \/
potable water codes; the current Food Code issued by the U.S. Department of Health and Human Services; U.S.
Public Health Service, Food and Drug Administration; and other contractual requirements stated herein.
BC 1.2.20 Ensure that no alcoholic beverage and/or controlled substance are taken to the site, used by, or
furnished to any person at the Incident. There shall be no use of tobacco producis in the immediate area of food
preparation or serving.
BC 1.2.21 Ensure that only those Contractor employees essential to the mission remain at the site. \/
BC 1.2.22 All food shall be prepared and cooked inside enclosed systems, which include the kitchen unit(s) and
enclosed coffee systems, except food may be cooked and served from approved outdoor barbecues. \/
BC Hand Washing Facilities: /
BC 1.2.23 Hand washing facilities shall be provided within and in close proximity to food preparation area(s) to \/
allow Contractor’s employees to wash their hands including the following areas at a minimum:
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
~ . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
~ B % specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
~ 2 B & |line items) and MUST BID one or more of the remaining categories (accept all ling items within the category).
S E S5 \ (AcoD
£8 g 5 |IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
(3:5 2= &b | describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
& M.z € | number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
=3 g M | specification. Specified
~ a2 é Caution: Matcrial deviations from the state’s requirements may Iead to your bid being rejected. Every time your
~ company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

BC 1.2.24 Inside the main kitchen area. \/

BC 1.2.25 Outside the dining hall. N4

BC Waste Management: \/

BC 1.2.26 Waste receptacles shall be readily accessible. The Contractor will supply dumpsters or roll offs for
the Kitchen and dining facility with adequate service. \/

BC 1.2.27 Trash receptacles in sufficient number located in the dining tent. \/

BC Refrigeration Storage Units: \/

BC 1.2.28 Food in refrigeration storage units shall be stored in accordance with the current National Restaurant
Association {(NRA) Standards and Food Code issued by the U.S. Department of health and Human services; U.S.

Public Health Service, Food and Drug Administration, which is a minimum of 6 inches off the floor or on casily \/
movable dollies or racks (4-inch pallets are permissible). Placing food that is not in waterproof containers, directly
on permanently installed corrugated floors in refrigeration storage units, does not comply with these standards.

BC 1.2.29 A minimum of 1,200 cubic feet of refrigeration storage space, capable of maintaining stored food at a
temperature of 41 degrees F or lower, and 512 cubic feet of freezer storage capable of maintaining frozen food at 0 \/
degrees F, is required.

BC Equipment Maintenance: \/

BC 1.2.30 The Contractor is responsible for providing equipment fully operational which includes all fuel, oil, \/
preventive maintenance and repair.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
~ _ | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
~ & Z|specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
-~ g gﬂci line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
&3 g &' | IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
(ﬂ?) 2= % describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
5 M .2 & | number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
=R g 2 | specification. Specified
e a g Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
~ company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
BC 1.2.31 All equipment is required to meet current Federal, State, and local laws or regulations, the NEC, the
UPC, OSHA standards and other contractual requirements. Any steps or platforms shall have solid handrails, not \/
chain link, in addition to other current OSHA standards for handrails and stairs (29 CFR 1910.23-1910.24).
BC 1.3 FOOD SERVICES SPECIFICATIONS: \4
BC 1.3.1 FOOD SERVICES SPECIFICATIONS (IN ACCORDANCE WITH SECTION C.4 OF THE \/
NATIONAL MOBILE FOOD SERVICES CONTRACT).
BC 1.3.2 A fourteen (14) day Rotating Menu program meeting the U.S. Forrest Service 14 day requirement is
required.
The contractor shall prepare three meals per day (Breakfast, Lunch and Dinner), but be prepared fo serve a \/
midnight sack lunch for emergency workers. Coffee shall be made available on a twenty-four hour service bar.
The contractor shall prepare sack lunches. Lunch meals shall be prepared as bagged meals. Dinners shall be hot
meals.
BC 133 BREAKFAST- should be a variety of but not limited to: Eggs, Meat, Cereals, Bread or Hot cakes \/
French toast or waffles or slices of bread, Potatoes, Grits, Milk, Juices, Coffee, Water, Fresh Fruit, and Yogurts.
BC 1.3.4 SACK LUNCH- v
BC 1.34.1 Sack lunches shall consist of the following items at a minimum: two meat sandwiches. The meat
sandwich shall be wrapped in plastic wrap or plastic bags. The containers may separately wrap individual \/
sandwich items within each lunch. The meat sandwich shall contain at the minimum two 1 to [ and % oz. slices of
bread. The meat sandwich shall contain a minimum of 3 % oz. sliced meat or a combination of sliced meat and
cheese. No ground meat or vegetables (lettuce, tomatoes, and onions) will be placed on sandwiches. Condiments
shall be individual packets and not put directly on the bread.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
~ . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will} fully meet the
~ B § specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
~ g iﬁ line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
538 g & |IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
s o 8 0 . " s, . - ) . . . - . Check
Sg= g describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v
& m .2 £ | number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
=2 g 2 | specification. Specified
= a é Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
~ company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
BC 1.3.42 Lunch Variety Items should include but not limited to: One large submarine sandwich, sandwich
wraps, bagel sandwich, croissant sandwiches, and packaged peanuts. Fruit, dried fruit, fruit juice, potato chips, pre- \/
wrapped cookies, brownies, candy bars, and packaged vegetables.
BC |13.5  HOT DINNERS- v
BC 1.3.5.1 Hot dinners shall be prepared and served at the incident. Dinners shall consist of the following \/
standard menu items:
BC 1.3.5.2 Meat- should be a variety of steak, beef, beel and pork ribs, ground beef, pork, lamb, poultry, ham, \/
fish, casseroles w/meat, and spaghetti w/meat sauce.
BC 1.3.5.3 Vegetables- should include but not limited to: green beans, carrots, potatoes (mashed or whole), /
broccoli, peas, corn, beans, rice, and tomatoes.
BC 1.3.54 Dessert Bar- A self-service salad bar should contain a variety of cakes, cookies, pies, cobblers, ‘/
puddings, pastries, and ice cream.
BC 1.3.5.5 Twenty-Four Hour Seivice Bar- v
BC 13551 The contractor shall provide a 24 hour per day service bar to include, but not limited to the
following items: hot regular coffee (caffeinated and decaffeinated). Hot water, hot chocolate, tea bags (catfeinated /
and decaffeinated), iced tea (caffeinated and decaffeinated). The contractor shall have available between the hours '
of 4:00 a.m. and 12:00 noon cold cereal and milk.
BC 1.3.5.5.2 Food supplies shall be staged in appropriate storage equipment, dry vans and/or refrigerated/freezer \/
trucks until prepared. Meal counts for each meal shall be provided on a daily bases.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the

and/or serving areas should wear hairnets or disposable hates in accordance with TB MED 530 standards. The
contractor should ensure that employees are neat and clean. Single-use, food-grade gloves should be worn when
serving meals.

- 5 % specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
>~ g‘ g) ’f‘ line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
£8 € & |IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
é § § o0 | describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
& M .2 £ | number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
=R g 2\ specification. Specified

"’ N Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your

et company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
BC 1.3.553 The contractor should ensure that all contractor personnel entering or working in food preparation

BC

2.1 RESTROOM FACILITIES OVERVIEW- The prime contractor should ensure sufficient restroom
facilities in a manner that provides adequate health and safety as provided by as provided by WAC 296-307-161
through 296-307-16190, ANSI Z4.3 and Z4.4.

BC

3.1 Overview: Contractor provided billeting shall be provided in commercially available climate controlled
facilities which include floors, doors, lights, sleeping cots, and fire extinguishers in accordance with WAC 296-
307-161 through 296-307-16190, ANSI Z.4.4, NFPA 102, CH 7, 8 and 9, and NFPA 101. Such billeting shall be
fully installed and ready for occupancy within 72 hours after release order. Changes to accommodate increases or
decreases in camp population shall be completed within 48 hours after notice.

4
v
v4
/
V4

BC

3.2 Sleep Tents:

v
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
~ . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will} fully meet the
- B § specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
=~ E‘ 50 p:i line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
£8 % 9 |TIF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
é 2= %ﬂ describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
&5 A .2 g | number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
=2 g Z\ specification. Specified
it /4 Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
~ company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
BC 3.2.1 Tents provided shall typically be one or two pole tents or frame tents. Alternate structures, which meet
or exceed these specifications, may be substituted with approval. All billet facilities shall be installed in
accordance with referenced codes and manufacturers approved engineering data. Air movement within structures
shall be in accordance with ANSI Z.4.1.4. Pole tents shall be supported with large center poles and side poles.
Pole tents shall be anchored via double ropes and pins. The pins shall be driven into the earth 48 and the 5/8” \/
diameter ropes have a tensile strength of 5,000 pounds. The double anchor points shall be spaced 7°6” on center
around the perimeter of the tent. Pole tents shall comply with Fire Codes and the NFPA for Flame Retardancy and
NFPA 701 Flame Retarding Fabric Requirements. Frame tents shall be membrane structures engineered by the
manufacturer providing a clear and open span from side to side. These tents shall be supported via alominum
frame members and shall be anchored to the ground with 48” stakes or with %4” X 8” wedge bolts for concrete
pavement locations.
BC 3.2.2 Flooring shall be placed within all interior portions of the tents to provide a firm level working or living \/
area.
BC 3.2.3 Tent lighting shall be provided. All lights shall be NEC and UL listed for outdoor and wet conditions. \/
Qutlets for cell phone charging shall be provided throughout the tents.
BC 324 Fire Extinguishers shall be provided for each individual structure (tent) and sized appropriately for iis
occupancy and rated for Type ABC fires. Special areas such as kitchens may require other rated type extinguishers \/
appropriate for the specific location.
BC 3.2.5 Sleeping cots shall be constructed of nylon and aluminum or equivalent and have a minimum 300
Ib. capacity. Pillow, blanket, sheets, and pillowcases shall be provided with each cot. Cots shall be placed in order \/
to provide each occupant with 48 square feet of space.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
~ | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will} fully meet the
~ ug & | specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
>~ %‘ g ﬂi line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
£5 % 9 [IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
§ % = o0 | describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
> = £ | number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
=2 g 2 | specification. Specified
"’ a fli Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
~ company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
BC 3.3 Environmental Control Units: The contractor shall insure that all HVAC shall be provided for all
structures in sufficient capacities to cool tented areas to approximately 72 degrees Fahrenheit from ambient \/
temperatures of 95 degrees and heat approximately 72 degrees Fahrenheit from ambient temperatures of 40
degrees.
BC 34 Code Adherence: The contractor is responsible for adherence to applicable local state, and federal
building regulations and laws. Contractor shall be responsible for acquiring all permits and approvals for \/
construction and installation services provided. The contractor shall be responsible for meeting manufacture
recommended installation specifications.
BC 35 Billeting Safety Specifications: \/
BC 3.5.1 Fire Safety- All billeting will come with fire extinguisher emergency exit lighting and smoke detectors.
Camp residents will be shown fire extinguisher locations. All personnel will be shown emergency egress and \/
shown a Billet personnel staging area in the event of an emergency so as to maintain a proper headcount.
BC 352 Electrical Safety- Power distribution boxes will be placed against the external wall and away from \/
normal foot traffic. All exposed wires will be taped down to prevent fripping and falls.
BC 3.6 Bunk Trailers: Bunk trailers provided shall be equipped with commercially available climate control,
sufficient lighting, and fire extinguishers. It shall come equipped with pillow, blanket, sheet, and pillowcases for \/
each occupant.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
~ . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
~ § &' |specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
- & "oE’n ‘:;f‘ line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
53 € & |IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
S) & ‘g“ &b | describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
& Mm .2 2 Inumber so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
=2 g 2 specification. Specified
= /4 Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
~ company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
BC 4.00 ~ ADMINISTRATION FACILITY:
The contractor shall provide an administrative area. This arca shall be comprised of a 30°x30° tent with flooring,
lights, and HVAC. Also, 4 tables with 50 chairs to be used for processing and waiting area. This will act as the \/
office areas for the contractor’s camp management and the State Logistics Command Base Camp coordinator and
representatives. This shall also be the location for in-processing and out-processing of camp occupants by the
contractor and shall also be used for camp information boards.
BC |50 ¢ MEDICAL-CLINIC:
This arca will be used for outpatient sick calls and as an ambulance staging area for medical emergencies. This /
arca shall be a tented facility with lights, power HVAC and flooring. Medical equipment and supplies will be
provided by EMS or the State Health Agency. Contractor shall provide a 30x30 tent facility. It should include 4
beds w/linen, blankets & pillows, tables, chairs, divider wall, small refrigerator, hand sink, 2 IV poles, 2 floor fans,
12-110 volt outlets, area for daily sick calls.
BC |60 ° MORALE, WELFARE & RECREATION (MWR):
This area shall be a tented facility with lights, power and HVAC and flooring. This area shall also have tables and \/
chairs for reading and doing personal paperwork (scating capacity 5% of camp occupants). The area shall have
television capabilities for inhabitants to relax.
“BC  *{7.0 - 'MOBILE SHOWERS/SERVICES: - v
BC 7.1 SHOWER OPERATIONS OVERVIEW:
Confractor should provide shower units in accordance with the 2005-2008 National Mobile Shower Facilities /
Contract located at www.fs.fed.us/fire/contracting and WAC 296-307-161 through 296-307-16190.
BC 7.2 Shower Specification: v
BC The contractor must ensure the following: /
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
~ . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
- B 2' | specification of that particular category without modification. Bidders MUST BID THE General Category {and accept all
-~ 2§ & |line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
SESS \ gories taceept a
£ g g | IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
g 25 o | describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
& M .2 £ {number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
~ 2 g A | specification. Specified
— a é Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
~ company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejccted for lack
of responsiveness or responsibility increases,
BC 7.2.1 All labor to include; but not limited to, complete management, control, transport, set up, towels and \/
soap.
BC 722 Garbage cans and liners for outside the shower unit. \/
BC [723  All fucl and electricity. v
BC 7.2.4 Temporary waiting area with chairs to stage ten personnel. \/
BC The Contractor must ensure the following: \/
BC 7.2.5 Living accommodations and meals for Contractor’s personnel. \/
BC 7.2.6 Adequate fire extinguishers meeting current Occupation Safety and Health Act (OSHA), National Fire \/
Protection Association 10.
BC 7.2.7 Ensure that employees are neat and clean and professional in appearance. All employees should wear /
identification that distinguishes the Contractor represented.
BC 7.2.8 Provide equipment and operate in accordance with all current Federal, State, local laws or standards; /
OSHA regulation; the National Electrical Code (NEC), the Uniform Plumbing Code (UPC).
BC 7.2.9 Ensure that no alcoholic beverage and/or controlled substance are taken to the incident, used by, or \/
furnished to any person at the incident.
BC 7.2.10 Ensure that only those Contractor employees essential to the mission remain at the incident. \/
BC Shower Unit (Including All Ablution Equipment and Ancillary Support) \/
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and

shatterproof type bulbs or the equivalent. Light fixtures should be installed so as to not constitute a hazard to
personnel. No electrical receptacles will be placed inside the showers.

~ . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
~ B {:':‘ specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
~ g ?:E)n ‘i line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
53 E g | IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
g = % describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
5 M .2 g | number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
=2 § 2.\ specification, Specified
=~ A4 Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
— company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
BC 7.2.11 The shower unit shall have the ability to be segregated by male and female and be fully enclosed
except the shower access door. v/
BC 7.2.12 Equipment surface shall be free from channels, crevices, flanges, ledges, sharp or jagged edges, and \/
other cleaning obstructions. Unfinished wooden surfaces are not permitted.
BC 7.2.13 All pipes, fittings, or hoses should comply with the appropriate codes. All equipment should preserve
the potable water quality throughout the shower unit and peripheral equipment where water is stored and used. /
Space around pipes, conduits, or hoses that extend through floors or outer walls should be sealed. The seal should
be smooth and easily cleanable,
BC 7.2.14 Light bulbs, tubes, etc., should be covered with completely enclosed plastic safety shields, approved

BC 8.1 LAUNDRY OPERATIONS OVERVIEW /
BC 8.1.1 Contractor should provide laundry trailers to accommodate camp population. /
BC 8.1.2 Upon notification, Contractor will provide all physical equipment and ancillary equipment necessary to \/
be completely self-sustaining to include; power generation, propane, and Contractor personnel sleep facilities for
the duration of the operation and demobilization.
BC 8.2 Laundry Specifications: \/
BC Contractor must ensure the following: L/
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
~ . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will} fully meet the
- & % specification of that particular category without modification. Bidders MUST BID THE General Category (and accept alt
- & gﬂ ﬂi line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
5 g 5" | IF NOT AS SPECIFTED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully o
éﬁ) 2= &b | describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
& M.z £ |number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
=2 E 2 | specification. Specified
-~ a é Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
= company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
BC 8.2.1 All labor to include a fluff & fold service, control, transport, storage, set up, handling, processing,
laundry soap, bleach and laundry bags. v’
BC 8.2.2 Garbage cans and liners for outside the laundry unit. v’
BC 8§.2.3 All fuel and electricity for each laundry unit. /
BC Contractor must ensure the following: v
BC 8.2.4 Living accommodations and meals for Contractor’s personnel. v
BC 8.2.5 Adequate fire extinguishers meeting current Occupation Safety and Health Act (OSHA), National Fire /
Protection Association 10.
BC 8.2.6 Ensure that employees are neat and clean and profossional in appearance. All employees should wear /
identification that distinguishes the Contractor represented.
BC 8.2.7 Provide equipment and operate in accordance with all current Federal, State, local laws or standards; \/
OSHA regulation; the National Electrical Code (NEC), the Uniform Plumbing Code (UPC).
BC 8.2.8 Ensure that no alcoholic beverage and/or controlled substance are taken to the incident, used by, or /
furnished to any person at the incident.
BC 8.2.9 Ensure that only those Contractor employees essential to the mission remain at the incident. 1/
BC Laundry Unit (Including All Ablution Equipment and Ancillary Support): v
BC 8.2.10 Equipment surface shall be free from channels, crevices, flanges, ledges, sharp or jagged edges, and \/
other cleaning obstructions. Unfinished wooden surfaces are not permitted.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and

The contractor should provide sufficient night lighting and camp heating and Camp Ventilation (fans), and shall be
provided in the most commonly used base camp areas and around dining, shower and restroom areas to permit safe
movement of personnel. Such devices must conform to all state and local codes, Such devices must meet all
industry acceptable standards, such as, underwriters laboratories, etc.

~ . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
-~ & &%; specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
-~ & gEJD 'ﬁ line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
&3 8 2 |IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fally
g 2 § % deseribe why your company can not meet the requirement of that lne item. Do not forget to identify the specification line v Check
& - E IE number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
R R o specification. Specified
~ a4 Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
= company is unable or unwilling te mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
BC 8.2.11 All pipes, fittings, or hoses should comply with the appropriate codes. All equipment should preserve
the potable water quality throughout the laundry unit and peripheral equipment where water is stored and used.
Space around pipes, conduits, or hoses that extend through floors or outer walls should be sealed. The seal should
be smooth and easily cleanable.
BC 8.2.12 Light bulbs, tubes, etc., should be covered with completely enclosed plastic safety shields, approved
shatterproof type bulbs or the equivalent. Light fixtures should be installed so as to not constitute a hazard to
personnel. No electrical receptacles will be placed inside the showers.
BC 4

If potable water and gray water disposal for the mobile shower units and mobile laundry units is not

va
v/
v/
%
/
v
/
%

BC 101
available on site, the contractor will be responsible to provide potable water and gray water trucks.

BC 10.2 All potable water must be “certified” by a Federal or State agency prior to use. The contractor will
ensure that each tanker of water to be used is “certified” as potable.

BC 10.3 All gray water must be captured and removed from the base camp site. Gray water may be dumped in
manholes or at a local lift station as identified by local public works department.

BC The Contractor should ensure the following:
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
~ . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
— & & |specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
~ & f‘an ‘f‘ line items) and MUST BID one or more of the remaining categories {(accept all line items within the category).
£35 g g |1F NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
g 2 S an | describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
& m.2 8 | number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
=8 g 2 specification. Specified
it A Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every fime your
~ company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsivencss or responsibility increases.
BC 10.4 Certified potable water orders utilizing appropriate sized tankers for camp population. v
BC 10.5 Gray water storage capacity of a minimum of one 1,350 gallon bladder bags per mobile shower unit and \/
mobile laundry unit,
BC 10.6 Living accommodations and meals for Contractor’s personnel. v

11.1 CLEARING AND / OR REMOVING DEBRIS FROM THE PUBLIC RIGHT-OF-WAY,
STREETS AND ROADS TO A TEMPORARY DEBRIS STORAGE AND REDUCTIONS SITE (TDSRS).

11.1.1 This action requires the mechanized loading of various types of debris thereby transporting the load to
a predetermined Temporary Debris Storage And Reductions Site (TDSRS). Debris is typically defined as
scattered items and materials broken, destroyed, or misplaced by a natural disaster. Example: trees, construction
and demolition material and personal property. Right-of-way is typically defined as the portion of land over which
a Tacility, such as highways, railroads, or power lines are built. This includes [and on both sides of the highway up
to the private property line.

11.1.2 Vegetative Debris - A cubic yardage rate associated with mechanical collection and transportation of
vegetative debris from the public right -of-way to a predetermined disposal area. Vegetative debris consists of
whole trees, tree stumps, tree branches, tree trunks, and other leafy material. Vegetative debris in this instance has
already been separated or requires no separation and has been placed on the right of way for collection.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and

Bidder’s Company Name: Dec 5

~ | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
- 8 &% specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
-~ g* gE:D ‘f‘ line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
GE; S 8 & |IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
g 2 § gﬂ deseribe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
& M E £ | number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
‘-’8 S ?E‘ specification. Specified
~ A Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
~ company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
D 11.1.3 Construction & Demolition (C&D) Debris - A cubic yardage rate associated with the mechanical
collection and transportation of construction and demolition debris from the public right of way to a predetermined
disposal area or landfill. Construction and demolition debris generated by a disaster includes damaged
components of buildings and structures, such as lumber and wood, gypsum wallboard, glass, metal, roofing l/
material, tile, carpeting and flooring, window coverings, plastic pipe, fully cured asphalt, heating and ventilating,
and air conditioning systems and their components, light fixtures, small appliances, equipment, furnishings and
fixtures. C & D debris in this instance has already been separated or requires no further separation and has been
placed on the right of way for collection. In some cases this debris may be directed to a final disposal facility.
D 11.2 MANAGEMENT AND OPERATION OF DEBRIS REDUCTION SITES IN ORDER TO
ACCEPT, PROCESS AND REDUCE DISASTER RELATED DEBRIS.
D 11.2.1 A TDSRS is a location for the contractor to temporarily store, reduce, segregate, and/or process debris
before it is hauled to its final disposition. They shall be used to reduce debris and increase the operation's ‘/
flexibility.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and

=~ . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will} fully meet the
- B & | specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
~ g % pi line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
£8 & 2 |IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
(31:5 2 § &0 | describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
) ;a2 £ | number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
=2 g Zl specification. Specified
V aa Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
= company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
D 11.2.2 By employing a TDSRS, the debris can be collected from the right-of-way and public properties in

order to expedite permanent recovery operations. Locations for temporary debris storage and processing facilities
should be identified during the planning process, and a listing included in the Debris Management Plan. The
contractor will be responsible for securing adequate TDSRS site(s). These site(s) should allow for the following: /

Flexibility of operations. The debris management site (DMS) may also include a collection center for the public's
use.

Facilitation of recycling and reduction of debris. Specific reduction, recycling or segregation needs should be
designed into the site.

Expedition of debris collection. Having a site for temporary storage and reduction allows time for local landfill site
preparation before final disposal. The DMS may also be established at a location central to the disaster event,
thereby reducing travel time from the disaster area to the disposal site.

D 11.2.3 Identifying Debris Management Sites
Site selection should be based on the following criteria: Ownership, Size, Location, and Environmental and
historic concerns (baseline study findings).
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “‘check if as specified” if the Bidder can {and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

J

11.2.4 Ownership

The contractor should possibly consider public lands first in order to avoid costly land leases. Applicant-owned
sites that will not require extensive repair costs, such as parks, vacant lots, or sports fields, should be considered as
well.

When this is not possible, the contractor should develop criteria for identifying potential private property locations
for the TDSRS. The successful contractor shall indemnify and hold the jurisdiction harmless against any damage
or environmental claims. The successful contractor agrees to purchase environmental pollution insurance as
defined in the insurance section of this document.

/

11.2.5 Land Lease Agreements
The duration of the land lease agreement should be inclusive of all the time the applicant will be present at the site,
beginning with the baseline environmental study and ending once the property owner takes back legal ownership.

The agreement should include a requirement to conduct a baseline environmental assessment (phase 1) of the site
before the site is occupied and an environmental assessment before returning the property back to the owner. Both
documents may become an annex to the land lease agreement,

The land lease agreement should be for a specific time frame with the ability to extend the lease if debris removal
and processing activities are not completed.

11.2.6 Size

The required size of the site will depend on the expected volume of debris to be collected and the planned volume
reduction methods. The DMS can vary in size from 10 to 200 acres. A large portion of the site will be used for
roads, buffers, bum pits, HHW disposal areas, etc. As a general rule, larger sites mean fewer sites are needed;
hence, site closeout is easier.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and

~ . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
- B § specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
~ g gﬂf‘ line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
ES £ 2 | IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
g = %ﬂ describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
& A E £ jnumber so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
=2 2 2-\ specification. Specified
~ aa Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
~ company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
D 11.2.7 Location

The TDSRS should be in an area that does not impede the flow of traffic along major transportation corridors,
disrupt local business operations or cause dangerous conditions in residential neighborhoods or schools.
Whenever possible, avoid locating a TDSRS near residential areas, schools, churches, hospitals and other such
sensitive areas.

selection criteria should consider access to major routes to allow for trucks to transport material to final disposition
locations.

The debris management site will need good ingress/egress to accommodate heavy truck traffic. The TDSRS \/
The contractor will need to consider public acceptability when selecting a potential TDSRS. Tt will largely be
dependent upon the activities planned for the site. Smoke from burning, around the clock light and noise from
equipment operation, dust and traffic are generally tolerated early in a disaster recovery operation, but may have to
be curtailed later. The contractor is strongly encouraged to notify citizens early about planned site activities and
possible ramifications.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

I¥ NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line, Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
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11.2.8 Environmental Factors

When selecting public or private sites, pre-existing conditions should be considered because the sites will have to
be restored upon site closeout. Proper management of the site will allow the site to be closed with manageable
efforts. For site closure reasons, the contractor will want to keep from aggravating an existing environmental issue
during the debris management operations,

Therefore, a TDSRS should not be established in an environmentally sensitive area such as wetlands, historical
sites, critical animal and plant habitats, archeological sites, or fresh water well fields. This applies specifically to
any Superfund site or an area within a 100-year flood plain. The contractor should eliminate all sites that may have
any of the listed environmental concerns. If an environmental concern is found during the baseline data collection
process (described below), the potential site should be eliminated from consideration.

By conducting a baseline data collection study, the contractor is able to further establish the feasibility of potential
sites, document the existing site and vet potential environmental issues. Data collection will need to be completed
prior to cstablishing the site and continued throughout the operations. The final assessment should include the
same documentation in order to avoid disagreements of the condition of the site prior to the operations and the
condition in which the property is returned.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that patticular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (aceept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
specification, Specified
Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increascs.

{G) General /
(BC) Base Camp /
(D) Debris Management /
(ER) Emergency Resp.

)

11.2.9 Baseline Data Collection
The following actions are suggested to document the baseline data on all selected sites:

Videotape and/or Photograph the Site. Thoroughly videotape and/or photograph (ground or aerial) each site before
beginning any activities. Periodically update video and photographic documentation to track site evolution.

Document Physical Features. Note existing structures, fences, culverts, irrigation systems and landscaping that can
help evaluate possible damage claims made later. \/

Historical or Archeological Investigation. Research the property's past use and ownership to note any issues
regarding historical or archeological significance. The contractor may contact the state historical preservation
agency for assistance and notification of intent prior to assuming ownership through a lease agreement.

Sample Soil and Water. Advanced planning with community and state environmental agencies can establish
requirements, chain of custody, acceptable collection methods, certified laboratories and testing parameters. If in-
house assets are not available, the contractor may consider establishing a contract with an environmental
consulting firm that can respond rapidly. Soil and groundwater samples should be collected prior to volume
reduction activities. Planned HHW, ash and fuel storage areas should be sampled prior to site setup.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

— § 2 |specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
-~ %‘ nf)ﬂ 'f: fine items) and MUST BID one or more of the remaining categories (accept all line items within the category).
£ 8 € & | 1F NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
g 2 § gﬂ describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
& m g [El number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if ‘fls
ui% 2o specification. Specified
AL

w)

11.2.10 Environmental Monitoring Program

As the operations proceed additional data should be collected throughout the operations for closeout and quality
assurance reasons. The data can be compared to the previously established information in order to determine any
remediation that may be necessary.

Sketch Site Operation Layout. TDSRS operations may grow, shrink, or shift on the site. It will be important to
track reduction, hazardous waste collection, fuel, and equipment storage in order to sample soil and water for \/
contaminants. Periodically map or sketch activity locations so that areas of concern can be pinpointed later for

additional sampling and testing.

Document Quality Assurance Issues. Document contractor operations that will have a bearing on site closeout,
such as petroleum spills at fueling sites; hydraulic fluid spills at equipment breakdowns; contractor installation of
water wells for stock pile cooling or dust control; discovery of HHW; and commercial, agricultural or industrial
hazardous and toxic waste storage and disposal.

Plan Environmental Remediation. Final restoration of the landscape must be acceptable to the landowner, but
within reasonable expectations. Therefore, plan the landscape restoration as early as possible, preferably
incorporating a basic plan in the lease.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
~ . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
~ & &' |specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
- & gEan ':i line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
&S g & | IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
g 2 = gn describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v _ChECk
& M .2 g i number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
=32 g 2\ specification. Specified
= A Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
~ company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsivencss or responsibility increases.
D 11.2.11 Permits
Environmental permits and land-use variances may be required to establish a temporary TDSRS. Several agencies
may be involved in issuing permits and granting land use approvals. The planning process should identify the
potential permits that will be required to establish a facility. A listing of the permits should be part of the Debris
Management PPlan and may include:
Waste processing and recycling operations permit (/
Temporary land-use permits
Land use variances
Traffic circulation plans
Air quality permits
Water quality permits
Coastal commission land-use perntifs
Household hazardous waste permits
Fire department permits
National Environmental Policy Act (NEPA) compliance
D 11.2.12 Site Preparation
The topography and soil/substrate conditions should be evaluated to determine best site layout. When planning
site preparation, the designer should consider ways to make site closure and restoration easier. For example, if the /
local soils are very thin, the topsoil can be scraped to bedrock and stockpiled in perimeter berms. Upon site
closeout, the uncontaminated soil can be re-spread to preserve the integrity of the tillable soils. Operations that
modify the landscape, such as substrate compaction and over-excavation of soils when loading debris for final
disposal, will adversely affect landscape restoration.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories {accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line, Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or respansibility increases.

v Check
if as
Specified

jw)

11.2.13 Site Layout

There should be no significant accumulation of debris at temporary storage sites. Debris should be constantly
flowing to incinerators and grinders, or recycled with the residue and mixed construction and demolition materials
going to a landfill. Additional debris management sites may be required if the actual debris quantities flowing in
to the site are greater than the site storage and processing capacity. The efficiency and the overall success of the
TDSRS operations will be partially determined by how the site will be designed.

/

11.2.14 Operational Boundaries

Operational boundaries are the boundaries or areas that clearly define the difference in use areas at the DMS. In
establishing the operation boundaries, the TDSRS design staff may consider using earthen berms, temporary
barriers, or any other physical restriction. This will aid traffic circulation and help keep debris amassing at the
TDSRS to a minimum.

Common operational activities are:
* Reduction
Recycling
Tipping areas (unloading)
Loading areas for processed debris to go to its final disposition
Drop-off centers for the general public (this may include vegetative, recycling, or construction and
demolition debris)
Household hazardous waste storage
» Monitoring tower locations
o Equipment, fuel, and water storage

The separation between all of the areas listed above will need to be clearly delineated and defined. As operations
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” bex, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

proceed the lines may be moved to accommodate either growing demand for space or reducing in preparation for
closure.

The reduction, recycling, tipping, and loading areas will need ample room for large equipment operations. The
design should take into consideration the possibility of multiple pieces of equipment being in the same activity
area at one time. Depending on the scale of operations, each debris stream may have its own tipping area and
should be designed accordingly.

General public drop-off areas for recycling, reduction, and C&D debris may be included within a TDSRS. These
public use areas should be carefully designed for passenger vehicle traffic and public safety.

Houschold hazardous waste storage should be close to the public drop-off center yet restricted so that qualified
personnel may process the waste appropriately. The contractor may consider constructing an impermeable lining
and earthen berms in order to contain spills and prevent surface water runoff from leaving the area.

Monitoring towers should be located at ingress and egress points. Monitoring towers should be constructed of
durable structural materials and should follow USACE construction criteria designed to withstand active and static
loads.

Equipment and fuel should have a designated storage area and signs posted appropriately. The fuel storage arcas
will need to be designed to contain spills. Water should be readily available at all times. Water storage arcas
should be strategically positioned throughout the site and identified appropriately.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and

~ . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
- B % specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
~ & ?ﬂ ﬂi line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
53 8 & |TF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
§ 2 § gﬂ describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
& @ .2 & | number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
=3 g ;,i specification. Specified
-~ A8 Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
= company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
D 11.2.15 Recycling

Hurricanes and earthquakes may present opportunities to contract large-scale recycling operations and mitigate
disposal cost and in some instances create an economic return for the jurisdiction. The contractor shall attempt to
exercise their initiative to segregate and recycle debris as it arrives at the TDSRS or landfill.

The decision to recycle disaster debris should be made before collection begins. ‘The jurisdiction may find that
marketing and selling the reduced debris is more financially attractive than hauling the unreduced debris to a local
landfill.

Processing disaster debris through grinding, shredding or any other means without an understanding of the end-
uses and market specifications may result in the products becoming unusable for its intended purpose and the
debris will need to be disposed of. For that reason, it is incumbent upon the contractor to thoroughly research the
market opportunities and establish criteria to assist emergency personnel in making decisions to recycle certain
types of debris.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and aliow the Bidder to “check if as specified” if the Bidder can (and will} fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that [ine item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line, Attach the explanation to the technical
specification,

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
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11.2.16 Common Recyclable Materials

Metals

Hurricanes and tornadoes can cause extensive damage to mobile homes, sun porches and green houses. Most of
the nonferrous and ferrous metals are suitable for recycling. Metal maulers and shredders can be used to shred
trailer frames, trailer parts, appliances and other metal items. Ferrous and non-ferrous metals are separated using an
electromagnet and then sold to metal recycling firms.

Soil

Landslide debris removal operations may include transporting large amounts of soil from the slide area to the
TDSRS. Atthe TDSRS, it is combined with other organic materials that will decompose over time. This
procedure can produce significant amounts of soil that can be sold, recycled back into the agricultural community,
or stored on-site to be used as cover. If the soil is not suitable for any agricultural or residential use, it may be
deemed suitable for use as cover material at a landfill.

Concrete, Asphalt and Masonry Debris

Concrete, asphalt and masonry products can be crushed and used as base material for certain road construction
products or as a trench backfill. Debris targeted for base materials will need to meet certain size specifications as
determined by the end user.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
nmumber so the state can match your explanation to the cotrrect specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
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if as
Specified
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11.2.17 Traffic Patterns

The traffic circulation will need to be well defined throughout the entire site. Although traffic signs and barricades
aid in directing traffic the planning staff may consider flag personnel to help direct traffic. Optimally, the designed
traffic pattern should allow trucks to enter and exit through different access points, as long as each is monitored.
Haulers are typically paid by the volume of a load. The load is evaluated when entering the site as a percentage of
the full capacity of the truck. Stationing monitors at ingress and egress points will ensure every truck releases the
entire load prior to leaving the site. This avoids debris left in a truck from a previous load from being counted
again in a subsequent load.

The empty trucks that are entering the site to remove the processed (reduced) debris should enter and exit through
an access point other than that of all other traffic. This will reduce the site management and debris monitor
confusion regarding debris being deposited or leaving the site.

/

11.2.18 Site Manager

The contractor is responsible for supervising the overall day-to-day operations, maintaining daily logs, preparing
site progress reports and enforcing safety and permitting requirements during site operations. The contractor is
also responsible for scheduling the environmental monitoring and updating the site layout plan.

11.2.19 Debris Monitors
Monitors should be placed at ingress and egress points in order to quantify debris loads, issue debris load tickets,
inspect and validate truck capacities, check loads for hazardous wastes and perform quality control checks.

<

11.2.20 Safety Personnel
Safety personnel are responsible for traffic control and ensuring that site operations are in compliance with the
state and federal occupational safety regulations.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
~ . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
- B § specification of that particular category without modification. Bidders MUST BID THE General Category {and accept all
-~ & g} pi line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
ES g 2 |IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
(‘;’ 2= gﬂ describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v lChBCk
& m é g | number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
=R 2 g\ specification. Specified
et A Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
~ company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
D 11.2.21 Site Closure
When the site operations are complete, the property must be restored to its original condition before returning the
site to the property owner. Restoration of a site involves removing all traces of the operations and possible
remediation of any contamination that may have taken place during the operations. The site must be brought back
to its environmental state, in which it was leased, prior to it being returned to the owner.
Debris, processing equipment, storage tanks, protection berms, and other structures built on the site should be /
removed from the site upon completion of all debris removal and processing operations.
The final environmental site assessment is an extension of the environmental monitoring program. Similar testing
completed in the baseline study will be conducted, and an initial study made to confirm the site has been returned
to its pre-activity state. Test samples should be taken at the same locations as those of the initial assessment and
monitoring program. However, if warranted, additional test samples may need to be taken at other locations on or
off the site.
Based on the results of the testing, additional remediation may be required before the owner will take final
acceptance of the site. The lease agreement should have provisions to release the contractor from future damages
if the site is returned in its original condition.
D 11.2.22 A cubic yardage rate associated with managing, accepting, processing and reducing vegetative ‘/
debris through grinding.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “‘check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories {(accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases,
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11.2.23 Chipping and grinding operations of vegetative debris should target volume reduction 75 percent.
Since 25 percent of the volume remains from chipping and grinding, the contractor should attempt to gain benefit
of this reduction method by identifying alternate uses of the residual material. The ability to use recycled wood
chips as mulch for agricultural purposes, as fuel for industrial heating, or in a cogeneration plant helps to offset the
cost of the chipping and grinding operation.

If the grinding operation is strictly for volume reduction, size of the mulch is not important; however, mulch to be
used for agricultural purposes must be of a certain size and virtually free of paper, plastic and dirt. Because of
shallow topsoil conditions in some locations, mulch is a desirable product. The contractor should work closely
with local environmental and agricultural groups to determine if there is a market for mulch.

Plastics should be eliminated completely. To help eliminate contaminants, root rake loaders should be used to feed
or crowd materials to the chipper or grinder. Hand laborers should remove contaminants prior to feeding the
grinders.

Bucket-loaders tend to scoop up earth, causing excessive wear to the grinder or chipper. Shaker screens should be
used when processing stumps with root-balls or when large amounts of soil are present in the woody debris. The
separated soil should be reused.

11.2.24 Grinding Equipment

Grinders are ideal for use at debris storage and reduction sites because of their high volume reduction capacity.
Chips or mulch should be stored in piles no higher than 15 feet and located so as not to hinder hauling operations.
The contractor should locate the grinder after making noise and public safety considerations. The reduced debris
production output should be sufficient as to not hinder haul in and haul out progress.
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{G) General /
(BC) Base Camp /
(D) Debris Management /
(ER) Emergency Resp.

The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECTFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

o/

11.2.25 A cubic yardage price associated with managing, accepting, processing and reducing vegetative
debris through burning,.

v/

11.2.26 Incineration

The contractor should target a 95 percent reduction rate through incineration. Local agricultural extension
personnel should be consulted to determine if the resulting ash can be recycled as a soil additive. This option shall
not be used if mixed debris enters the waste stream.

The preferred method of burning shall be air curtain incineration; however controlled open air incineration may be
acceptable under certain conditions and with the authority of the jurisdiction.

Controlled Open Air Incineration carefully reduces vegetative debris by burning debris within a contained fixed
area. The reduction of clean woody debris presents little environmental damage and is cost effective.

Adr Curtain Pit Incineration offers an effective means to expedite the volume reduction process while substantially
reducing the environmental concerns caused by open-air incineration. The air curtain incineration method uses a
pit constructed by digging below grade or building above grade (if a high water table exists) and using a blower
unit. The blower unit and pit should comprise an enginecred system that must be precisely configured to function

properly.

The burning chamber should be no more than eight-feet-wide and nine- to 14-feet-deep. The length of the pit
should vary depending on site size, environmental permitting and labor/equipment limitations. The contracior
shall demonstrate knowledgeable and experienced with air curtain pit incinerator design and operating procedures.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification, Bidders MUST BID THE General Category (and accept all
line itemns) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

Portable Air Curtain Incinerators use the same methods as air curtain pit incinerator systems, except that the
portable incinerators use a pre-manufactured pit rather than an onsite constructed earth/limestone pit. Portable air
curtain incinerators arc the most efficient incineration systems available because the pre-manufactured pit 1s
engineered to precise dimensions to complement the blower system. The pre-manufactured pit requires little or no
maintenance as compared to earth or limestone constructed pits, which are susceptible to erosion. Portable air
curtain units are ideal for areas with high water tables and sandy soils and areas where smoke capacity must be
kept to a minimum.

v
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
specification. Specified
Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

(G) General /
(BC) Base Camp /
(D} Debris Management /
(ER) Emergency Resp.

)

11.2.27 Environmental and Safety Concerns

With all of the incineration methods, environmental compliance and safety concerns need to be addressed by the
contractor. The contractor must check with appropriate state agencies for state-specific requirements. The
following are setback, permitting, and public information suggestions to be addressed by the contractor.

Setbacks and buffer zones need to be established within and around the reduction sites not only for the public
safety but also for the safety of the debris operations. A setback of at least 100 feet should be maintained between
the debris piles and the incineration area. It is often suggested that 1000 feet be allowed between the incineration
area and the nearest building in order to create a generous buffer zone for emergency vehicles, if needed. The fire
should be extinguished two hours before anticipated removal of the ash mound. The ash mound should be
removed before it reaches two-feet below the lip of the incineration pit. To prevent explosions, hazardous or
contaminated flammable material should not be placed in the pit. Fencing and signage are simple and effective
means to keep the public away from the incineration area.

Smoke generated by any of the above incineration methods is often interpreted by the general public as having an
environmental impact. Therefore, the contractor should also address smoke as part of the air monitoring
guidelines. The state environmental or forestry agency will have guidelines that will need to be met in order to
acquire and keep a burn permit.

The contractor should take the initiative in keeping the public informed. Local officials, environmental groups and
residents should be thoroughly briefed on the incineration methods being used, how the systems work,
environmental standards, health issues and the risks associated with the chosen method of incineration.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

for the removal and final disposal of ali debris, reduced or not, brought to the TDSRS. The confractor is
responsible to pay all tipping fees in association with the final disposal. Contractor will provide all required
documentation needed to receive reimbursement.

D 11.2.28 A cubic yardage rate associated with accepting, managing, processing and reduction of \/
construction and demolition debris thru burning and/or grinding.

D 11.2.29 This method requires the contractor to utilize best practice methods of efficient separation and
TDSRS management to process C&D material. Incineration and/or burning requirements described within shall be
observed.

D 11.2.30 Debris Ownership

D Contractor will be considered the owner of all debris brought to a TDSRS. The contractor must remove or arrange

12.1 Right-of-
from the ROW,

ay (ROW) Stumps - The cost associated with the removal and disposal of hazardous

A stump may be determined to be hazardous and eligible for reimbursement as a per-unit cost for stump removal if
it meets all of the following criteria which shall be determined by the jurisdiction or its designated agent:

s It has 50 percent or more of the root-ball exposed (less than 50 percent should be flush cut);
o It is on improved public property or public right-of-way; and

o Tt poses an immediate threat to life, public health and safety.

The reasonable cost for the stump removal is based on the diameter of the stump measured two feet from the

/
J,
v
7
/
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{G) General /
(BC) Base Camp /
(D) Debris Management /

(ER) Emergency Resp.

The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

ground. Stumps measuring 24 inches in diameter or less do not require special equipment; therefore,
reimbursement will be based on the reasonable unit cost per cubic yard, using the Stump Conversion Table found
in Appendix G, FEMA RP 9523.11 (or more current replacement), Hazardous Stump Extraction and Removal
Eligibility. The unit price for stump removal includes the extraction, transport, and disposal of the stump as well
as filling the cavity that remains.

The contractor will be compensated at the rate per cubic yard for normal debris removal for all stumps, regardless
of size, placed on the public rights-of-way by others (i.e., contractors did not extract them from public property).
In such instances, the contractor did not incur additional costs to remove these stumps; the same equipment used to
pick up vegetative debris can be used to pick up these stumps.

If the contractor incurs additional costs for removal of a stump measuring more that 24 inches in diameter that is
placed on the right-of-way, a Hazardous Stump Worksheet can be submitted for reimbursement consideration.

12.2 Right of way (ROW) cutting partially uprooted or split trees (leaners),
An eligibility determination shall be made by the jurisdiction or its representative using the following criteria:

A tree is considered "hazardous" if its condition was caused by the disaster; if it is an immediate threat to lives,
public health and safety, or improved property; and if it is six inches in diameter or greater, when measured two
feet from the ground; and one or more of the following criteria are met:

It has more than 50 percent of the crown damaged or destroyed.
It has a split trunk or broken branches that expose the heartwood.
It has fallen or been uprooted within a public use area.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the

Criteria for the removal of hangers will be determined by the jurisdiction using the following criteria:

Limbs must be:

Greater than 2" in diameter.

Still hanging in a tree and threatening a public-use area (trails, sidewalks, golf cart paths).
Located on improved public property.

All hazardous limbs in a tree should be cut at the same time, not in passes for particular sizes.

An eligible scope-of-work will be to cut the branch at the closest main branch junction. Removing the entire
branch back to the trunk is not the preferred method.

5 2" | specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
-~ E gﬂ Pi line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
53 8 & |IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
g 2 § g:ﬂ describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
5 Mm .2 & |number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
=Q g ,E specification. Specified
— ~H Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
~ company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
It is leaning at an angle greater than 30 degrees.
Trees determined by the jurisdiction to be hazardous and that have less than 50 percent of the root-ball exposed \/
should be cut flush at the ground level. The cut portion of the tree will be included with regular vegetative debris.
The eligible scope-of-work for a hazardous tree may include removing the leaning portion and cutting the stump to
ground level.
D 12.3 Right of way (ROW) removal of dangerous hanging limbs (hangers)

13.1
on private property and/or demolish private structures that present a public safety hazard. R.O. E. programs should

be managed as follows:
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The Specification mairix below is designed to explain the requirement for the General, Base Camp, Debris Management, and

Bidder’s Company Name: NRC Es

~ | Emergency Response Catecgories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
- B %" specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
~ & gEJD ﬂi line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
£ES % 5 | IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
("E 8= gﬂ describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
= o § [E number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
=~ So specification. Specified
— A Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
~ company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
D EMENEORER O [
e R.O.E. operations will commence upon receipt of a specific task order and notice to proceed from Owner. ‘/
e R.O.E. operations will proceed in an orderly and manageable fashion on publicly and privately owned
properties as designated by the Owner's task order.
D Q! O DOCUMENEATION
e Identify affected properties with Government Agency Personnel \/
¢ Provide a detailed listing of all affected properties, to include:
o Description
o Damages
o Property Owner with contact information
o Identification of Task Order
o Progress of Work
o Sign-off and release
o Any peculiarities pertaining to enfry or safety
o Certification that property is vacant and all valuables have been removed if demolition to occur.
o Location of unseen obstructions
D
Obtain signed right of entry agreement from owner to include: \/
e Right of Entry Agreement
¢ Hold Harmless Agreement (to protect contractor, subcontractors, County/City, and FEMA from claims)
e Non-duplication of Benefits form to ensure owner does not receive both federal assistance and insurance
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(G) General /
(BC) Base Camp /
(D) Debris Management /

(ER) Emergency Resp.

The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category {and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not ieet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

proceeds for the same work.

Assess the property thoroughly with Government Agency and obtain detailed scope of demolition and/or work to
be performed from the Owner for reach site.

Obtain proper permits and/or Condemnation Certificates for work, if required.

Prepare drawings and/or photographs of each site from multiple angles to document condition of property prior to
entry.

Enter photographs into computer under particular ROE file.

Prepare and maintain computerized schedule and daily progress of work. Update daily for a continuous mechanism
to track programs and completion of all ROFE's.

Owner shall clearly designate and physically make each property to be entered and/or demolished.

Clearly locate, mark and/or protect all utilities. Terminate utilities at street if part of task order. Electricity and gas
to be terminated by utility company, if appropriate.

Contractor is responsible to ensure work is conducted only on those properties designated by the government.
Contractor shall be responsible for the safety of all personnel and equipment.

Contractor will be responsible for personnel and equipment logs, and their distribution to government, as
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

TF NOT AS SPECITFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

appropriate.

Contractor will be responsible to ensure work assignments received are completed to the requirements of the
government task order.

v

Demolition operations equipment may include but is not limited to the following:
o Track type loaders

Rubber tire front end loaders with grapple buckets

Rubber tire front end loaders with 4 in 1 bucket

Rubber tire backhoes with thumb

Trackhoes and/or excavators

Dozers

Other specialized equipment as required.

All equipment used must meet current safety standards.

Maintenance/fuel vehicles will be assigned and manned as needed to provide an adequate supply of fuel to
maintain equipment operations.

Maintenance/fuel vehicles will be assigned and manned as needed to provide all required field maintenance to
ensure equipment operations.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
~ . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
-~ g oﬁ‘ specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
~ g S Pi line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
83 § g | TF NOT AS SPECTFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
g 2 &0 | describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
5 m.2 £ | number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
=5 g & | specification. Specified
- ) Exi Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
= company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
b . .
Sufficient laborers with personnel protective gear and sufficient hand tools and/or technician should accompany (/
each work crew.
D
Demolition operations will be conducted only on properties as instructed by Owner task orders. (Utmost care must
be exercised to ensure only the authorized and designated properties are entered and/or structures are demolished
and that only the portions of the debris and/or structures as authorized are removed.) \/
All debris will be picked up and loaded into haul trucks in a safe and workman-like manner. Debris shall be
trimmed to ensure a safe load. Safety shall not be compromised.
All construction and demolition materials shall be sized using heavy equipment to ensure maximum loading and
safe transport of materials within EPA and DOT standards if applicable.
Obvious hazardous materials shall be dealt with in accordance with the Owner task order.
Traffic control personnel, with appropriate traffic control and safety equipment, shall be stationed as appropriate,
at each approach point of the work area to maintain traffic control and prevent personal injury. Additional traffic
control personnel will be stationed throughout the area, as needed, to ensure safe operations.
/
D J
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{G) General /
(BC) Base Camp /
(D) Debris Management /

{ER) Emergency Resp.

The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

Upon completion, the property shall be inspected by Owner and preferably by the Property Owner.

A Completion Certificate should be obtained from the Government Inspectors, signed by them and preferably the
Property Owner.

Such Completion Certificate should certify also the lack of damages to the property, to any items remaining on the
property at the instruction of the Government, and the lack of damages to any adjacent property.

Upon completion of the work, pictures are taken of the property from the same sides to document the completion
of the ROE.

The Completion Certificate should be part of the final documentation for payment.

Byl T

22.1 Sand Collection (Public Property) and Screening Rate

Debris-laden sand will be loaded from the public right of way and hauled to a designated location such as a
temporary collection site to be dumped. After the debris-laden sand is discharged it shall be screened and
stockpiled at a temporary site(s). After the sand is cleaned it will be returned/ hauled to the beach to be stockpiled
for reuse along the shoreline/ beach. Debris generated from sand screening will be hauled to a debris management
site(s) or other designated location according to debris collection rates.

22.2 Sand Collection (Private Property) and Screening Rate

Debris-laden sand will be loaded from private property and hauled to a designated location such as a temporary
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{G) General /
(BC) Base Camp /
(D) Debris Management /

(ER) Emergency Resp.

The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category {and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may Iead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases,

v Check
if as
Specified

collection site to be dumped. The collection of the debris laden sand will be a coordinated effort between the
Contractor, the Owner, and the Property Owner. The Contractor will bear the responsibility of the documentation
and data collection necessary to ensure reimbursement from FEMA along with administering a successful Right of
Entry Program. Collection of debris-laden sand from private property shall not disrupt or damage the private
property; the sand can only be removed back to the existing grade prior to the event. After the debris-laden sand is
discharged it will then be run through a screen and stockpiled at a temporary site(s). After the sand is cleaned it
will be returned/ hauled to the beach to be stockpiled for reuse along the shoreline/ beach Debris generated from
sand screening will be hauled to a debris management site(s) or other designated location according to debris
collection rates.

2

Contractor shall supply and place suitable il dirt in ruts created by equipment and vehicles, holes created by the
removal of hazardous stumps and other areas that pose an imminent and significant threat to public health and

safety.

Contractor sha lvo"aa,_
regulations.

il

Contractor shall remove and recover Freon from any white goods such as refrigerators, freezers or air conditioners
in accordance with all federal, state and local rules and regulations using appropriate UL certified recovery
equipment and shall be properly recycled.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
~ . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
-~ 5 cﬁ* specification of that particular category without modification. Bidders MUST BII} THE General Category (and accept all
~ g gEJD ﬁ line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
538 g 2 |IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
S" 23 gﬂ describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
& m g g | number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
R ,2\ specification. Specified
-~ a Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
it company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
v
D 271 For Water Based Salvage/Removal Operations of Vessels the contractor shall have extensive knowledge
and experience in marine salvage and marine wreck removal. Contractor must show experience with numerous ‘/
salvage/wreck removal contracts and the ability to quickly mobilize specialized salvage equipment into position.
Contractor shall determine and set forth at the request of Owner the best approach method for recovery or removal
of vessels in a marine environment. Contractor must be capable of providing the following salvage services.
D 27.2 Refloat
Determine best approach route to vessel (taking into consideration water depth, width of channel, marine traffic) /
Provide salvage equipment and hazardous containment equipment alongside target vessel
Secure perimeter of vessel with oil containment boom
Secure target vessel with rigging and lifting gear
Pump/Lift as determined necessary
Repair hull to maintain buoyancy and allow free float
Once refloated, inspect for any incoming water
Secure vessel to predetermined mooring site
D 273 Stage \/
Determine best approach route to vessel (taking into consideration water depth, width of channel, marine traffic) /
Secure salvage equipment and hazardous containment equipment alongside target vessel
Secure perimeter of vessel with oil containment boom
Secure target vessel with rigging and lifting gear
Pump/Lift as determined necessary
Place vessel on deck barge and secure for transport to staging area
Transport vessel to staging area
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification,

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

27.4 Debris

Determine best approach route to vessel (taking into consideration water depth, width of channel, marine traffic)
Secure salvage equipment and hazardous containment equipment alongside target vessel

Secure perimeter of vessel with oil containment boom

Secure target vessel with rigging and lifting gear

Pump/Lift as determined necessary

Place vessel in hopper barge for disposal

v

27.5

complete Sunken Vessel removal. Marine based operations shall be priced per linear foot of unit.

The contractor shall factor the above approach into the quoted price along with all the necessary items to

28.1 Land Based Water Salvage/Removal Operations

For Land Based Salvage/Removal Operations of Vessels the contractor shall have extensive knowledge and
experience in marine salvage and marine wreck removal. Contractor must show experience with numerous
salvage/wreck removal contracts and have the ability to quickly mobilize specialized salvage equipment info
position. Contractor must be capable of providing the following at a minimum for the removal of Sunken Vessels.

128.2

Refloat

Determine best approach route to vessel (taking into consideration roadways, power/phone lines and traffic)
Secure salvage equipment and hazardous containment equipment alongside target vessel

Secure perimeter of vessel with oil containment boom

Secure target vessel with rigging and lifting gear

Pump/Lift as determined necessary

Once refloated inspect for any incoming water

Secure vessel to predetermined mooring site

~os s
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

w)

28.3 Stage

Determine best approach route to vessel (taking into roadways, power/ phone lines and traffic)
Secure salvage equipment and hazardous containment equipment alongside target vessel
Secure perimeter of vessel with oil containment boom

Secure target vessel with rigging and lifting gear

Pump/Lift as determined necessary

Place vessel on deck barge or lowboy trailer and secure for transport to staging area

Transport vessel fo staging area

/

284 Debris

Determine best approach route to vessel (taking into consideration roadways, power/phone lines and traffic)
Secure salvage equipment and hazardous containment equipment alongside target vessel

Secure perimeter of vessel with oil containment boom

Secure target vessel with rigging and lifting gear

Pump/Lift as determined necessary

Place vessel in hopper barge or dump trailer for disposal

28.5 The contractor shall include the above in the quoted price along with all the necessary items to complete
Vessel removal. Water and land based operations shall be priced per linear foot of unit

R TR Sy

For the removal and recovery of vehicles the contractor shall include the following plan of action in the

quoted price for these services:
D 29.2 Contractor will prepare and equip sites for use upon initiation of contract work. Each site will be
equipped with perimeter lighting at 300-foot intervals, six-foot fencing, gates, and paving, as well as portable
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
ling itemns) and MUST BID one or more of the remaining categorics (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separaie attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification,

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

office buildings, inspection towers and utilities. Each prepared aggregate site will have a level, clean, dry, and firm
surface and be navigable and accessible by recovery and remediation vehicles and equipment. Each site will also
be evaluated and prepared with regard to issues of ingress and egress, highway access, neighborhood concerns and
soil conditions. During mobilization, Contractor will supply and transport all necessary supplies, equipment,
materials, and personnel to the aggregation sites, and build out the improvements to the site required for storage
and remediation operations. Contractor will obtain clearance from underground or overhead utilities and from
property owners and state and parish entities for the aggregation locations.

29.3 Operation of the Aggregation Sites

These sites shall be fenced, lighted, and secure according to applicable state regulations. Contractor must be
prepared to operate the sites to receive vehicles up to twenty-four hours a day and up to seven days a week as
required by the County or State. Vehicles will be stored in a manner to permit inspection by State authorities as
required, or for reclamation by owners. Contractor shall also be prepared to provide our own 24-hour security if
security is not otherwise provided for.

The sites shall centrally located to the areas containing the greatest proportion of damaged and abandoned vehicles,
the total approximate potential acreage of the sites will be sufficient to accommodate the projected number of
vehicles to be stored over the life of the contract. A significant proportion of the sites should only require little
preparation to be used for this purpose; they should be available within whatever period of time required for
storage and remediation of vehicles. Following appropriate preparation, the remainder of the acreage will be
available shortly thereafter.

294 Towing
Licensed towers shall be issued work orders from a central dispatch containing all pertinent data supplied by

authorities within 48 hours of receiving. Recovery vehicle shall, within 24 hours, arrive at the site and
immediately access the vehicle. Any environmental issues shall be mitigated, and any and all safety issues
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line, Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

addressed. Should the operator find any major threats to health, safety or the environment, vehicle shall not be
moved, and the County or State shall immediately be notified. Once all concerns are addressed, the vehicle shall be
lifted, properly secured and transported to the assigned staging area using the safest and most direct route.

v

29.5 Receipt of Vehicles

Each site will be equipped with a tower manned by both an independent monitor and one of the Contractors
representatives in order to record the receipt of each vehicle and maintain accurate records. As the vehicle is
accepted at the tower, it will be checked into the aggregation site using the vehicle Year, Make, Model, License
Plate State and Number, Vehicle Identification Number, extent and type of damage, and its location on the lot by
row number, column letter, and GPS location. Contractor shall also record any identifying information or
number(s) contained in markings or stickers affixed to the vehicle by authorities for purposes of the recovery
operation. If the vehicles have been tagged with a bar code, the tag will be scanned and printed. A computerized
tracking of the vehicle is then prepared and the condition of the vehicle and the processes that it goes through,
making ready, crushing, shredding, etc., are then tracked. This ticket also then becomes part of the pay documents
for the recovery, preparation, and disposal. If necessary or required, Contractor will typically mark the windshield
of the vehicle with an identifying number for ease of future identification. Such numbers and tags then become
unique and continuous identifiers to monitor the vehicle through each step.

29.6 Storage of Light, Medium, and Heavy-Duty Vechicles

Vehicles introduced into the aggregation site will be stored at the site for sixty days or more in our fenced, lighted,
and secure environment. Vehicles will be staged, tagged, and marked for easy retrieval and inspection. Vehicles
will be stored in locations identifiable by row and column number and letter and by GPS coordinates. Location
identifiers will be keyed to the vehicle records in the site's tracking database.

Vehicles will be stored in a manner to allow ample access for inspection by State or local authorities and/or to
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will} fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do nof place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Atfach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

allow for retrieval and reclamation by vehicle owner when applicable and the contractor when the holding period
has expired and the vehicle is being removed for final dismantling, recycling, and/or disposal.

V4

29.7 Demobilization

Vehicles will be discharged to appropriate entities for disposal, recycling, or other appropriation as directed by the
terms of the contract, after clearance through applicable protocols, and after documentation in the vehicle record,
described above.

Once all vehicles are removed, Contractor will remove all equipment, supplies, and non-hazardous trash from the
aggregation site. We will dispose of all trash and debris in a permitted landfill and repair and remediate any
damage to the aggregation site caused by the storage and remediation operations and equipment as directed by the
County.

v

298 Vessels

Contractor must develop a Technical Approach for the Recovery and Storage of vessels that provides a clear
solution for this portion of the contract which meets the needs of the Owner and satisfies all federal, state, and
local licensing, and contractor regulations and requirements.

29.9 Mobilization

Contractor will prepare and equip storage sites for use upon initiation of contract work. Each site will be equipped
with perimeter lighting at 300-foot intervals, six-foot fencing, two gates, and a hard packed surface, as well as
portable toilets, receiving areas, electrical, and telephone service, and any necessary storage equipment. The
prepared aggregate sites will have a level, clean, dry, and firm surface and be navigable and accessible by recovery
vehicles and equipment. The sites will also be evaluated and prepared with regard to issues of ingress and egress,
highway access, neighborhood concerns, soil conditions, wetlands and other environmental issues. During
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rcjected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

mobilization, Contractor will supply and transport all necessary supplies, equipment, materials, and personnel to
the aggregation sites, and build out the improvements to the site required for storage operations. Contractor will
obtain clearance from underground or overhead utilities and from property owners and state and parish entities for
the aggregation location. Contractor and/or its subcontractors must have recovery equipment and vehicles
prepared to mobilize upon the first notification to recover vessels.

/

29.10 Operation of the Aggregation Sites

These sites shall be fenced, lighted, and secured according to applicable state regulations, in particular as required
by the solicitation. Contractor shall prepared to operate each site to receive vessels at minimum from 7:00 am until
5:00 pm, Monday through Saturday, and up to twenty-four hours a day and up to seven days a week as required by
the State, for access and inspection. Vessels will be stored in a manner to permit inspection by State or County
authorities or for reclamation by owners.

Contractor sites shall be centrally located to the areas containing the greatest proportion of damaged and
abandoned vessels. The total approximate potential acreage of the site will be sufficient to accommodate the
projected number of vessels to be stored over the life of the contract for that area. Qur sites will be available
within whatever period of time required for storage of vessels.

29.11 Recovery Recreational Boats

Contractor and its subcontractors shall have recovery equipment and tow vehicles prepared to mobilize upon the
first notification to recover vessels. Vessels that have been identified and cleared for recovery and towing from
public lands by the appropriate state or local agency will be recovered within 72 hours of notification. Recovery
will begin with identification of the vessel using GPS coordinates supplied by notifying agency. Contractor shall
inspect the vessel and make a record of the vessel location, description, registration number, and the type and
extent of damage. Prior to towing, Contractor shall mitigate any fluid leaks. Outboard motors shall be tilted to the
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The Specification matrix below is designed to explain the requirement for the General, Base Canip, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line, Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

utmost position. Batteries shall be disconnected; leaks shail be mitigated. Vessels will then be transported to the
aggregation site safely and securely by Contractors towing vehicles, trailers, and equipment.

/

29.12 Receipt of Vessels

Each site will be equipped with a receiving area manned by both an independent monitor and one of our
representatives in order to record the receipt of each vessel and maintain accurate records. As the vessel is
accepted at the receiving area, it will be checked into the aggregation site with a record of the vessel recovery
location, description, registration number, extent and type of damage, and its location on the lot by row number,
column letter, and GPS location. Contractor shall alse record any identifying information or number(s) contained
in markings or stickers affixed to the vessel by State or County authorities for purposes of the recovery operation.
If the vessels have been tagged with a bar code, the tag will be scanned and printed. A computerized tracking of
the vessel shall then be prepared and the condition of the vessel and the processes that it goes through are then
tracked. The receipt document then becomes part of the pay documentation. If necessary or required, Contractor
shall typically mark the topside, bow, stem and/or deck of the vessel with an identifying number for ease of future
identification. Such numbers and tags then become unique and continuous identifiers to monitor the vessel
through each step.

29.13 Storage of Trailers and Light, Medium, and Heavy Recreational Boats Vessels introduced into the
aggregation site will be stored at the site in a fenced, lighted, and secure environment. Vessels will be staged,
tagged, and marked for easy retrieval and inspection. Vessels will be stored in Jocations identifiable by row,
column number, letter, and/or by GPS coordinates. Location identifiers will be keyed to the vessel records in the
site's tracking database. Boats will be segregated by type and size and trailers will be segregated from boats.
Vessels will be stored in a manner to allow ample access for inspection by State or local authorities and/or to allow
for retrieval and reclamation by vessel owner when applicable and the contractor when the holding period has
expired and the vessel is being removed for final dismantling, recycling, and/or disposal.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (aceept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification,

Caution: Material deviations from the state’s requirements may lead to your bid being rejecied. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

)

i TCUREDISIT
Contractor, at the direction of owner, will secure, operate and maintain one or more fenced, lighted and secured
sites for the safe staging and storing of recovered vehicles and vessels. Site will be manned 24 hours per day, 7

days per week.

o L

31.1 Contractor will furnish all labor, equipment and materials necessary to perform the installation of travel
trailers at sites specified by owner.

Trailers shall be towed from the staging area to the designated sites. The towing operator shall be properly
licensed and insured. All roots, rocks and debris at the base of the piers shall be cleared. The trailer shall be
properly placed and aligned. Trailers shall be set up on concrete piers. The set up will include a minimum of six
piers, three on each side, evenly spaced. The contractor shall provide a base for the piers. The base will be
3/"X24"X24" exterior grade plywood. The piers will have a minimum of two solid cap blocks on the base and two
solid cap blocks on the tops of the piers. After the weight of the travel trailer is transferred to the piers, the piers
must be vertically aligned and tightly shimmed with wooden wedges. The contractor shall be responsible for all
necessary re-leveling of the trailer for a period of 90 days.

Contractor shall install two anchors per side. All anchors must be placed, driven or augured in place. The straps
shall be 1.25"X.035" cold rolled galvanized steel. The anchor straps shall be snug and in a near vertical position.

Sewer line installation from the sewer riser and connection to the travel trailer is to be provided by use of 3" hard

PVC. The line shall be of the shortest practical. At sites with a sewer riser already installed, the contractor will
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The Specification matrix below is designed to explain the requirement for the General, Base Canip, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category {(and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line, Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

make the connection between the travel trailer connecting point and the riser, up to 50 feet. If a sewer riser is not
in place, a clean out fitting will be installed in an accessible location to facilitate snaking-out a clogged up line
from the connecting point, through the riser and into the main or sewer line. The pipefitting that attaches the sewer
connection to the drain outlet of the travel trailer shall be threaded and screwed or installed with a removable
adaptor for that drain outlet. The nominal inside diameter of the unit sewer connection shall not be less than three
inches (3"). The slope shall be continuous and at least one quarter inch (1/4") per foot and no more than one half
inch (1/2") per foot. Overhead hanging sewer straps shall be placed at four foot (4') intervals (maximum) to
prevent any deflections. The contractor shall test the sewer line for leakage and any leaks shall be repaired at no
additional cost.

If the sewer tiser is not in place, the contractor will make an appropriate sewer tap on the sewer collection line and
install the necessary piping and riser connection. Serer piping shall be installed in accordance with local codes and
the Unified Plumbing Code. The contractor shall test the sewer line for leakage, and any leaks shall be repaired at
no additional cost. The above ground line shall be properly sealed where it connects to the sewer riser. The above
ground sewer line shall be strapped and secured properly every four feet. This includes up to 50 linear feet of
above ground three inch (3") sewers.

Water -line installation from the existing service connection to the travel trailer service pipe is to be provided by
use of approved RV water hose, up to fifty feet (50). For sites with water service riser already installed, the
contractor will make the connection between the travel trailer connecting point and the riser. A cut-off valve and a
hose bibb with anti-siphon valve shall be located adjacent to the unit connecting point. The contractor shall test
the service line for leakage and any leaks shall be repaired at no additional cost.

Where local water pressure is in excess of the manufacturers recommended maximum psi, the contractor shall
install an approved water pressure reducing device to safeguard the unit's plumbing system. If the water service

/
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

riser is not in place, the coniractor will make an appropriate tap on the water service line and install the necessary
piping and riser connection. Water piping shall be installed in accordance local codes and the Unified Plumbing
Code. All service line beneath the travel trailer shall be installed clear of the ground, made with minimum number
of joints, be of shortest practical length, and be supported by metal straps at four foot (4") intervals maximum.

The contractor shall test the service line for leakage and any leaks shall be repaired at no additional cost. RV hose
shall be capable of withstanding constant exposure to weather elements. A pressure regulator valve is required on
the supply inlet. This includes up to fifty feet (50"} of portable water hose, anti siphon valve, and any required
pressure reducing device.

The contractor shall provide connection of service from the electrical assembly to the travel trailer weatherproof
electrical disconnect pedestal box up to fifty feet (50"). The power supply cable shall be furnished with the travel
trailer. Whenever possible the contractor shall provide above ground electrical service from the applicants panel
box to the RV disconnect. The weatherproof disconnect box or RV receptacle box will be provided and installed
by the contractor at a point near the travel trailer to permit connection of existing power cord. The weatherproof
disconnect box will be equipped with the appropriate breaker to provide an approved 30 amp service and mounted
on treated 4X4 post or the equivalent. The bottom of the weatherproof disconnect box will be a minimum of ten
inches (10") above ground level. Installation of electrical service will meet all federal, state and local codes and
requirements. This includes up to fifty feet (50") of above ground direct wiring.

Note: Travel trailers that are electric models will require a 50 amp service and circuit breaker. The requirements
are as above, amended to 50 amp service and circuit breaker. The increased cost of the 50 amp service and circuit

breaker shall be offset by the lack of a LP gas requirement for the unit.

Contractor shall fill both propane tanks where applicable.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the

Caution: Material deviations from the state’s requirements may lead to your bid being rejected, Every time your
company is unable or unwilling te mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

- B ' | specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
= g‘ ?:E’n ﬂ:i line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
&8 £ & |TF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
g 2 § gﬂ describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
& m § [E number so the state can match your explanation to the correct specification line, Attach the explanation to the technical if fls
= é g specification. Specified
AY

The contractor shall install steps at each travel trailer entrance. All wooden steps shall be made of exterior grade
framing lumber. The contractor shall prepare the grade and construct a level step, such that the step is centered on
the door and safely beneath the doorsill in a manner that does not represent a trip or safety hazard. The steps must
not impede the opening or closing of the door or restrict occupant entrance or exit. The steps will be constructed
of wood thirty six inches (36") wide. Handrails constructed with 2"X4" safety edge lumber shall be provided on
all steps and installed on both sides of the steps. The platform and steps shall have a stable and secure foundation,

be level in both directions and be anchored. All handrails shall be sanded and painted with two coats of white

paint.

As part of the basic install, the contractor shall make travel trailer ready for occupancy (RFO):
e Arrange all furniture for occupancy

Clean and mount storm window panels

Install drawers

Remove window clips, travel blocking and protective taping

Hang fire extinguisher

Mount exterior light fixtures and install bulbs

Install interior light globes and covers

Install screens

Reinstall any fallen curtains

Install cabinet door panels and any other knockout panels

Install commode tank lid

Repair, if necessary, cabinet/door/drawer hardware

Test water system and make minor repairs(i.c., tighten, adjust or replace fittings, flare nuts, faucet washers,
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(G) General /
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification,

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for Iack
of responsiveness or responsibility increases.

v Check
if as
Specified

ball cocks, shower diverters, faucet sets, ete)

Verify hot/ cold water lines. Reverse if necessary

Tighten or replace loose drain line connections

Replace commode wax ring and tank gaskets as needed

Tighten loose connections in electrical system

Test electrical circuits and replace bulbs, breakers, switches or receptacles as needed

s Activate, test and make any necessary minor repairs to the refrigerator, range, furnace, air conditioner, and
water heater for proper operations. Adjust pilots and burners, change orifices, water heater elements, etc.,
as needed

Test smoke detector and replace if faulty.

Test exhaust fans for proper operation and repair as needed

Clean floors, counters, kitchen fixtures, bath fixtures and windows

Perform any other minor work required to prepare the unit for occupancy

Remove unit packing debris and excess set up material from the premises

Additional services to be supplied as needed

sewer riser already installed, the contractor will make the connection between the travel trailer connecting point
and the riser. If a sewer riser is not in place, the contractor will make an appropriate sewer tap on the sewer
collection line and install the necessary piping and riser connection. A clean out fitting will be installed in an
accessible location to facilitate snaking-out a clogged up line from the connecting point, through the riser and into
the main service or line. The pipefitting that attaches the sewer connection to the drain outlet of the travel trailer
shall be threaded and screwed or installed with a removable adaptor for the drain outlet. The line shall be the
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to ““check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

shortest practical length and shall include a clean out. The contractor shall test the sewer line for leakage and any
lcaks shall be repaired at no additional cost. All sewer piping and installation shall be installed in accordance and
compliance with state and local codes and Unified Plumbing Code. This also includes placement in a trench
separate from the water line and at a distance from the water line, burial below the surface of ground, and securing
the installation to reduce deflections. Backfill materials will be free of rocks and other debris and will include a
bed of compacted sand six inches (6™) above and six inches (6") below the sewer line. If the travel trailer has
multiple sewer drop points, they will be interconnected to a single unit drop point.

If a municipal sewer tap is required, the contractor shall excavate, install the tap, connect to the sewer line from the
travel trailer and backfill, according to local requirements. The sewer tap shall be made in accordance with local
regulations regarding sewer tap installations. All piping shall be connected to assure firee flow. In the event the
governing entity has a predetermined fee for sewer taps, such fee shall be paid by the contractor and reimbursed at
actual expense.

The contractor shall cxtend water setvice from the supply source to the travel trailer pad. If the water service riser
is not in place, the contractor will make an appropriate tap on the water service line and install the necessary piping
and riser connection, Service line is to be laid a minimum of six inches (6") below the frost line and not less than
twenty four inches (24") below the surface of the ground with a three quarter inch (3/4") shut off valve installed in
the water line, or three quarter inch (3/4") shut off valve with pet cock must be installed in the water line. The
service line must be placed in a trench separate from the sewer line and at a distance that is in compliance with
state and local codes. A cut off valve and a hose bibb with anti-siphon valve shall be located adjacent to the unit
connecting point. The contractor shall test the line for leakage and any leaks shall be repaired at no additional cost.
A backflow preventer valve will be properly installed. Backfill materials shall be free of rocks and debris and shall
include a bed of compacted sand six inches (6") above and below the water line. Where local water pressure is in

62 of 85

00707: Appendix - Technical Specification Submittal
Bidder’s Company Name: ,D e e ;






The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
~  {Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
~ & &' | specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
- g gﬂ ‘i line items) and MUST BID one or more of the remaining categories {accept all line items within the category).
53 & & |IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
g 3 § gﬂ describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v ‘CheCk
5 E—l E £ |number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
~ g‘ A 2\ specification. Specified
=~ A Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
~ company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected-for lack
of responsiveness or responsibility increases.
excess of the manufacturers recommended maximum psi the contractor shall install an approved water pressure
reducing device to safeguard the unif's plumbing system. All service lines beneath the travel trailer shall be /
installed clear of the ground, made with the minimum number of joints, be of the shortest practical length, and be
supported by metal straps at four foot (4') infervals maximum.
D Zea
If a municipal water tap is required, the contractor shall excavate, install the tap, and connect to the water line from \/
the travel trailer and back{ill, according to local requirements. The installation of the water tap will be
accomplished in conjunction with, and according to the regulations of the local water company. In the event the
governing entity has a predetermined fee for water taps, such fee shall be paid by the contractor and reimbursed at
actual expense.
Furnish and install 50 amp travel trailer electric power pole and meter loop - The contractor shall install an /
overhead electric assembly. This assembly shall be at least 50 amps (120/240 volt service) with a weatherproof,
rain-tight meter box containing a 50 amp circuit breaker. All components shall be installed in accordance with the
National Electric Code (NEC) and local codes. All conduit connections on the meter pole must be watertight. Pole
shall meet all code requirements.
D 3¢ St 4 m LRI LN /
When sp actor shall install freeze protection heating tapes and insulation to water supply piping
and shut off valves to prevent freeze up of the system.
The contractor shall prepare the grade and construct a wooden ramp with level platform such that the platform is
centered on the door of principal entry into the travel trailer and flush with the doorsill. Contractor shall
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(ER) Emergency Resp.

The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

coordinate ramp design with local authorities to ensure compliance with the current American disabilities Act, and
state and local requirements. All wood shall be treated, exterior grade framing lumber and shall be used
throughout, except for the platform and runway surface, which shall be exterior plywood. The handrail shall be
2"X4" safety edge lumber, sanded and painted with two coats of white paint. Nails shall be coated and sized
consistent with industry standards,

The overall length of the ramp and platform shall be fixed by the height above the grade of the travel trailer sill the
distance to either a point abreast of the unit, or to a suitable, firm surface approach to the ramp. The ramp pitch
shall be one inch (1") slope for each twelve inches (12"} in length maximum. The ramp shall be firmly supported
on grade, with mud seals added where necessary because of soil conditions. The ramp and the platform shall have
a non-skid surface.

The Contractor shall pmVlde ‘and install a 30 AMP Well pump switch. All components shall be installed in
accordance with the National Electric Code (NEC) and local codes. All conduit connections must be watertight
and meet all code requirements,

The Contlactm shall p10v1de and install all abovegrouﬁd electrical connection in excess of the basic set-up. All
components shall be installed in accordance with the National Electric Code (NEC) and all local codes.

Thei Contractor shall be 1esp0nslble for obtammg"necessary permits associated with placing and installing the unit
and utility installation. Permits shall be applied for within 3 working days of work order issnance. FEMA will
reimburse the contractor the actual permit fees. Receipt required.

D
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The Specification matrix below is designed to explain the requirement for the General, Base Camyp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification,

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack

of responsiveness or responsibility increases.

v Check
if as
Specified

At sites with electrical service drop (meter box or other connection point) already installed, the Contractor shall
provide underground service (in compliance with all codes and regulations) from the electrical assembly to the
unit. All cable shall be appropriately buried and shall be installed in accordance with the National Electric Code
(NEC) and local codes. All conduit connections must be watertight and meet all code requirements. The conduit
shall be securely attached to the electrical boxes in accordance with accepted methods and standards. Sweeps shali
be used at the unit and meter loop assembly. If an electrical service drop is not in place, the Contractor shali install
an electrical assembly for utility company connection.

The Contractor shall prepare the grade and construct a wooden series of level platforms such that the level
platform is centered on the door of principal entry into the travel trailer and flush with the doorsill. Contractor
shall coordinate platform design with local authorities to ensure compliance with the current American Disability
Act, and State, and local requirements.

All wood shall be treated, exterior grade framing lumber and shall be used throughout, except for the platform
surfaces, which shall be exterior plywood. The handrail shall be 2" x4" safety-edge lumber, sanded and painted
with one coat of white paint. Nails shall be coated and sized consistent with industry standards.

The overall number of platforms shall be fixed by the height above the grade of the travel trailer sill and the
distance to either a point abreast of the unit, or to a suitable, firm surface, approach to the ramp. The platform
heights shall be between seven and one half-inch (7 %4”) and eight inches (8") maximum. The platforms shall be
firmly supported on grade, with mud seals added where necessary because of soil conditions. The platforms shall
have a non-skid surface materials that are FEMA/Industrial approved (sand added to paint is unacceptable).
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line jtems within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attaclment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification,

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

)

451 Water Sources

In an emergency or disaster situation water is an extremely valuable resource that must be properly managed to
ensure that it is distributed fairly. Contractor will provide drinking water, ice, and water for sanitation purposes in
accordance with federal, state, and local laws concerning emergency water rationing and water shortages.
Contractor shall be able to provide water resources to ensure smooth operations for emergency management
personnel and to emergency shelters and the general public. Contractor shall have an extensive history in providing
emergency water supplies to locations throughout the United States and remote locations overseas.

Confractor is required to provide water in mass quantities to be utilized and distributed to emergency personnel
and the general public in accordance with priority placement by emergency command officials. Contractor shall
provide water suitable for drinking, cooking, and cleaning/sanitation purposes. Contractor shall provide all forms
of water to include, but not limited to: Pre-packaged purified bottled water, distilled water, lce, water suitable for
sanitation purposes, large water storage containers, water tanker trucks, and processed water.

To ensure quick, efficient and proper water distribution, Contractor shall develop an emergency water management
program to assess the impact of the water shortage to local communities and priority need of certain groups and
agencies. On the basis of this analysis, they work closely with emergency officials to determine the most critical
need areas and proper water quantities.

/

45,2 Food Sources

Contractor shall be prepared to provide tens of thousands of hot, individually prepared meals in most extreme and
demanding environments. Contractor should be able to provide substantial technical assistance and/or consultants
to assist and advise on temporary food services, supply and provisions.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the

"team drivers" to provide expedited delivery throughout the Continental United States. They must be able deliver
& drop 53" filled trailers for extended use at designated sites, if helpful.

Contractor must have the experience and capabilities to set up dining facilities, food distribution stations and/or to
provide cold or hot pre-packaged meals, as required; immediately, and under virtually any disaster circumstance.
Contractor may be asked to provide alternative food services to government entity.

- & & | specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
~ g gEJD ni line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
£S5 g g |1F NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
g ! % describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
& n ﬁ Lﬁ number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
= 8 g = specification. Specified
et ) Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
~ company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases,
Contractor shall be prepared to provide Heater Meals or equivalent to the government entity in extremely large
quantities. This firm must extensive experience with expedited shipments,
Contractor must be able ship on the same day as an order is placed, and work with major trucking firms using v

46.1 This scope of work applies to decommission, demolition, and debris removal from privately-owned
structures. The Contractor shall provide all equipment, operators, and laborers for work as specified in indivicual
Task Order(s). The work shall consist of private property debris removal, and hazardous substance
decommissioning of structures in accordance with applicable federal, state, and local requirements.

46.2 The scope of demolition addresses privately-owned structures and removing demolition/general disaster
generated debris and includes, but is not limited to: decommissioning structures for hazardous substance removal,
demolition of single/multi-family homes, detached garages, framed out-buildings, storage/tool sheds, fences, and
collection of other onsite disaster generated debris such as but not limited to wood, construction/demolition
(C&D), soil & mud, and stumps. Woody debris will be kept segregated from C&D debris as much as possible.
Woody debris includes vegetative debris and clean woody C&D debris, (i.e. not pressure-treated wood or wood

with significant painted surfaces). The contractor shall repair all roadways, sidewalks, utilities, drainage structures
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
~ . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
~ & 2 |specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
~ & gE_JD "-i line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
g0 g g | IF NOT AS SPECTFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
(«Dﬁa 3= % describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
& o ﬁ g |{number so the state can match your explanation to the correct specification line, Attach the explanation to the technical if as
=2 2 5 specification, Specified
et Al Caution; Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
~ company is unable or unwilling to mark the “check if as specificd” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
and other features not designated for demolition or removal, which are damaged by Contractor operations. This L
will include re-sloping to original grade.
D 46.3 The contractor shall work during daylight hours only, for a maximum of 12 hours per day, 7 days per L
week or as directed by the Contracting Officer in coordination with local officials.
D 46.4 Concrete slabs, sidewalks, structural foundation piers attached to the ground shall not be demolished or
damaged unless otherwise directed by the Contracting Officer. Standing trees shall only be removed as debris
when directed by the Contracting Officer, If a slab presents a threat to public health and safety and the Contracting
Officer directs the Contractor to remove it, the slab shall be removed by lifting it off the lot rather than by [/
removing it by excavation. Using low impact procedures slab can be broken into easily removable pieces of
concrete that will facilitate its removal from the site. Voids found under the slab shall be filled with sand to an
elevation 2-6 inches above the surrounding ground elevation.
D 46.5 All dumping operations shall be directed by the debris reduction site or dumpsite operator. The V
Contractor shall cooperate with the dumpsite operator to facilitate effective dumping operations.
D 46.6 The concept of operations is a three-step process as outlined below, which consists of private property
debris removal, decommissioning of the structure, and demolition/removal of the structure. The Owner will /
provide the contractor with a list of structures to be demolished (Attachment 2), and approved disposal sites
(Attachment 3). The Owner provided list will identify whether houses are to be handled and disposed of as C&D
or Regulated Asbestos Containing Material (RACM).
D 46.7 The Contractor shall remove all eligible debris from around the structure and haul this material to the L
appropriate disposal site.
D 46.8 The Contractor shall assess and remove all hazardous substances in the structure and haul to the L
appropriate disposal site.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
~ . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
— & ¥ |specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
~ g gE,D Fi line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
g8 g 5 | IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
g = gﬂ describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
& m ﬁ [g number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
=3 2o specification. Specified
=~ ) Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
~ company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility inercases.
D 46.9 The Contractor shall demolish the structure and haul the resulting waste streams to the appropriately
permitted landfill disposal sites, in accordance with the attached LDEQ guidance. ‘/
D 46.10 The Contractor shall provide all labor and equipment necessary to complete this work identified in \/
awarded task orders. No explosives will be permitted.
D 46.11 Prior to demolition of each structure, the Contractor shall complete the pre-demolition checklist. A
photograph and GPS coordinates of each structure to be demolished shall be included on the checklist. An Owner /
shall approve each checklist prior to the Contractor beginning demolition. '
D 46.12 General Debris generated by the storm such as but not limited to: vegetative debris, soils & mud, \/
leaners and hangers, scattered C&D, and stumps that are located on the property, adjacent to the structure to be
demolished, shall be removed and appropriately disposed of.
D 46.13 Structures that are determined to be structurally sound by the Contractor shall be decommissioned
prior to removal. The decommissioning of a structure shall consist of a hazardous substance assessment and the
subsequent removal of any such items found. Anticipated hazardous substance waste streams include, but may not 1/
be limited to: household hazardous waste, white goods, electronic waste, special waste, and universal waste.
While assessment, documentation, and removal of all waste streams during the demolition process is required,
ACM handling and removal, and reporting in conformance LDEQ ACM Guidance for Hurricane Demolition
Debris is essential for compliance and managing risk associated with this work. The contractor shall complete
removal of hazardous substance waste streams in no more than one work day after entry of the structure, unless the
contracting officer provides written authorization for increased work durations. /
D 46.14 Unsound structures shall not be entered prior to structure removal for decommissioning assessments \/
and removals. During the removal of unsound structures, hazardous substance waste streams and white goods
shall be collected from the structure and handled as per the requirements of paragraph 6.2, using the following
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from ¢he state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibilify increases.

v Check
if as
Specified

séquence:

e Wet the structure and partially remove, so remaining structure and/or debris is stable enough to allow
access by decommissioning crew.
Survey the structure and segregate waste.

e Secgregate and remove HHW and white goods. Removal of segregated waste shall be made in accordance
with LDEQ disposal requirements.

e Complete structure removal of the building as a C&D or RACM waste stream.

46.14 The work includes providing all equipment, materials, and labor for disconnecting all utilities, capping
water lines, and plugging sewer taps or pipes to septic tanks or sewer systems in accordance with local
requirements. Disconnection of all utilities shall be coordinated by the Contractor with the appropriate local
service providers. For locating and marking the locations or underground utilities, the Contractor shall coordinate
with the appropriate local service providers. The Contractor shall contact the local utility companies prior to
commencing work to coordinate termination of gas, water, electric, phone, cable TV, and any other utility services
to the nearest acceptable point. In cases where there are no shut-off valves, and excavation is required within the
utility rights-of-way, the excavation shall be limited to the existing Right of Way (ROW) to the greatest extend
feasible, in order to limit unnecessary ground disturbance. Sewer taps shall be plugged with screw type expanding
plug inserts or other means approved by the local sewer authority, to prevent intrusion of ground water into the
existing sewer system. Septic tanks encountered shall be left in place. The contractor shall take reasonable care
and ensure that damage does not occur to any septic tanks or undamaged water wells, grinder pumps and
associated tanks/piping. The Contractor shall be responsible for the repair of utilities damaged as the result of his
negligence. The contractor will not be liable for any preexisting damage to utilities.

D

46.15 Personal property items, such as but not limited to: automobiles, boats, trailers, and recreational
vehicles, shall be relocated offsite to the nearby ROW such that they will not interfere or hinder the Contractor's
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

demolition operations. The Contractor shall take reasonable care not to damage personal property items while
moving them, and shall not be responsible for damages to personal property items being moved, unless such
damages are determined to be the result to negligence through his actions. The Contractor is not responsible for
storm related or other pre-existing damage to personal property.

e

46.16 Demolition shall not begin on structures without an Owner or designated representative present. The
Contractor shall check the structures immediately prior to demolition to insure that the properties are vacated.

46.17 During demolition, decommissioning of structurally unsound structures, and the removal and hauling
of associated debris, water shall be used to control dust. A water truck will be required at each demolition site.
The amount of dust resulting from demolition shall be controlled to prevent the spread of dust to occupied arcas
near the demolition site and to avoid creation of a nuisance in the surrounding area. Use of water shall not be
allowed to result in, or create, hazardous or objectionable conditions such as ice, flooding and pollution.

46.18 The Contractor is responsible for ensuring traffic safety in all work areas. Flag persons, temporary
signage, or other approved means shall be provided by the Contractor as needed to comply with the above
requirement. Prior to the start of demolition of each structure, the Contractor shall cordon off the work zone, and
ensure that it is effectively delineated to prevent access by unauthorized personnel.

46.19 The Contractor shall submit a Contractor Safety Plan. The plan shall address decommission tasks,
hazards, and mitigation measures for review and approval prior to implementation of any decommissioning. The
Contractor's safety plan shall address procedures to be used when conditions, such as a high risk of collateral
damage to adjacent facilities, excessive danger to work crews, structural instability, ete. will preclude the use of
normal demolition procedures or require additional measures to be taken.

46.20 The Contractor shall develop a Decommissioning Plan for the decommissioning of structures to be
demolished, and shall be in accordance with all federal, state, and local regulations. The Decommissioning Plan's
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

components shall address, but not be limited to the following items: decommission inspections; inspector
qualifications and training; evaluation of structures for the presence of hazardous substances and materials;
hazardous material removal; and transport and disposal of decommissioned waste.

46.21 A daily tailgate safety meeting shall be conducted each morning prior to each day's activities. The
daily safety meeting shall include the hazards expected with each day's activities and the mitigation measures for
each hazard shall be discussed. The Contractor Safety Plan may be referenced for mitigation measures.

46.22 The Contractor shall submit a daily operation report. A separate operational report is required for each
task order/property. For example, if the Contractor is working three crews on the same day, three reports shall be
submitted at the end of that day (one for each crew). This form must be signed daily by the QAR representative
and the Coniractor for payment to be made. Discrepancies between the daily operational report and corresponding
load tickets shail be reconciled no later than the following day. In addition to that shown on the daily operational
report, the Contractor shall include a narrative on any significant activities occurring each day including but not
limited to verbal instructions, changes, clarifications, safety mishaps, near misses, or successes. The contractor
shall include in the daily operational report the structures demolished that day, including building IT) and address.
Before and after photographs of all structures demolished shall be submitted for the respective Pre-demolition or
Post-demolition checklist.

46.23 The Contractor shall provide a work schedule including a time line for cach task order/property. The
work schedule shall include number of hours per day and days of week the Contractor anticipates working.

46.24 The contractor shall provide the following submittals for contracting officer within 5 days after contact
award:

s Contractor Safety Plan

¢ Contractor Decommissioning Plan

AN
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to ““check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

o Contractor Quality Control Plan

Note: No site work will be allowed until these plans have been approved by the Government.

v

46.25 The contractor shall provide the following submittals as needed:
o Task Order timeline and Schedule of Work per Task Order

Copies of all required permits and licenses

Pre-demolition photographs

Daily Operation Reports

Post-demolition photographs

46.26 While the contractor shall implement engineering controls {e.g. wetting) to maintain no visible
emissions criteria during demolition, the contractor shall also manage surface water runoff for compliance with
applicable federal, state and local requirements. For the purpose of this contract, environmental protection is
defined as the retention of the environment in its natural state to the greatest extent possible during execution of
this contract. Environmental protection requires consideration of air, water, and land and involves noise and solid
waste management, as well as other pollutants. The Contractor and its subcontractors shall incorporate appropriate
measures to manage environmental pollution arising from the demolition activities in performance of this contract.
Structures to be demolished will be adequately wetted down immediately prior to and during demolition, and also
during the loading of haul trucks prior to hauling the debris to approved landfills. While trucks hauling RACM
shall be lined, all trucks will have their loads covered with tarps during transport.

46.27 The contractor will address potential asbestos containing materials using Best Management Practices
to the maximum extent practical, for the purpose of: (1) conformance with NESHAP and (2) removal of
appropriate ACM, and (3} classifying the waste stream resulting from demolition as C&D or RACM.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
~ . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will} fully meet the
~ & &' | specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
-~ F gﬂ ‘i line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
&5 g & [ TF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
g 25 %J describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line ¥ _Check
& m é g [number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
=< 8 2 ?2‘ specification. Specified
~ M Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
~ company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
D 46.28 The contractor shall not remove or disturb any human remains. If human remains are encountered at a
site during demolition activities, all work at that site shall be stopped. The contractor shall immediately notify: /
e The Contracting Officer or designated representative
e Local law enforcement
e Local government officials
D 46.29 If the contractor encounters animal remains, the remains shall be secured onsite and work may
continue. The contractor shall immediately notify: /
¢ The Contracting Officer or designated representative
e Local government officials
D 46.30 If the contractor encounters ammunition, weapons, or explosives on sife or during demolition/cleanup
activities, all work shall be stopped in the adjacent area. Work may continue in other area on site. The contractor
shall immediately notify: /
¢ The Contracting Officer or designated representative
o Local law enforcement
s Local government officials
D 46.31 If the contractor encounters valuables, such items shall be secured onsite and work may continue.
Valuables may include jewelry, cash, safes, and other items of monetary or sentimental value. Under no
circumstance shall contractor employees keep any found items for souvenirs or other uses. The contractor shall \/
immediately notify:
o The Contracting Officer or designated representative
¢ Local government officials y
D 46.32 Household Hazardous Waste (HHW) is excluded from the definition of Hazardous Waste and therefore /
74 of 85 00707: Appendix L- Technical Specification Submittal

Bidder’s Company Name: D Rc ES






—
kg
~ g5e
= g 2o
50 8 2
[ TR
5=

m .=
6\"‘:5
SR Al
99,9\5
Dv

=)

The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

does not require the same collection or handling procedures as Hazardous Waste. Examples of HHW include, but
are not limited to: batteries, waste oil, waste fuels, paint, chemicals, antifreeze, pesticides, spray cans, unidentified
liquids, and household cleaners.

46.33 Hazardous and Toxic Wastes (HTW) assessments of structures to be demolished will have been
accomplished by others as part of the ROE process. If suspected HI'W materials are found by the Contractor, (1.e.
- 55-gallon drums containing unknown materials), they shall be immediately identified and reported to the
Contracting Officer's representative, so a determination as to the disposition of the material can be made.
Contractor personnel who will be handling HTW materials shall be appropriately trained.

46.34 Petroleum Products - All storage tanks containing gasoline, diesel, propane or other petrochemical
products shall be pumped or drained prior to the tank being move, in coordination with appropriate Federal, State,
and Local agencies. Portable storage containers (oil cans, gas cans, ete.} containing these products shall be
segregated and disposed of in an appropriate manner. Contractor personnel who will be handling petroleum
product materials shall be appropriately trained.

E-Waste products shall be segregated on site and disposed of in an appropriate manner. Examples of E-Waste
include, but are not limited to: computers, televisions, radios, VCR’s, stercos, copiers, fax machines, and other
common electronic products.

46.35 Ozone Depleting Substances - If in the process of demolition, items containing ozone depleting
substances are identified (white goods containing Freon), the Contractor shall handle them in such a manner to
minimize opportunities to allow the ozone depleting substances to escape.

<

D

46.36 White Goods - All white goods shall be removed from the structure during demolition, and shall be
segregated and disposed of in an appropriate manner.

D

46.37 Eligible debris under this contract consists of Demolition Debris generated from the demolition of
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept ali
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
number so the state can match your explanation to the correct specification line, Attach the explanation to the technical if as
specification. Specified
Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

(G) General /
(BC) Base Camp /
(D) Debris Management /
(ER) Emergency Resp.

structures, and also General Debris such as but not limited to woody debris, soils & mud, and stumps that were
generated by the storm and is located on the property, adjacent to the structure to be demolished. Prior to debris
removal, the Owner shall determine which debris on the property constitutes eligible Debris.

Contracior shall not allow debris to accumulate during demolition.

D 46.39 Debris and rubbish including, but not limited to, trash, metal, plastic, and glass, shall be removed from
within the footprint of the structure to be demolished. Debris shall be removed and transported in a manner that
prevents spillage on streets or adjacent areas. State and local regulations regarding hauling and disposal shall

apply.

D 46.38 Eligible debris and other waste shall be taken off site throughout the demolition process. The %

D 46.40 Load tickets shall be filled out for tracking purposes of the removal of demolition debris and tipping
fees, and shall include the volume in cubic yards for each load being hauled to the landfill/reduction site. Load /

tickets shall document cubic yard volume measurements for eligible debris, and shall be provided by the

Contractor. The load tickets will be sequentially numbered and shall have five (5) parts.

D 46.41 Each load ticket shall contain the following information:
e Ticket Number

e Coniract Number including Task order number /
Rights-Of-Entry (ROE) Number
Date

Contractor Name

Sub-Contractor Name & crew 1D
Truck or Roll-off Number

Point of debris Collection (Address)
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(D) Debris Management /
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and atllow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories {accept all line items within the category).

1IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why vour company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
‘specification,

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or wnwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

Truck Capacity

Loading Departure Time/Inspector

Disposal Site Arrival Time/Inspector

Actual Debris Volume

Truck Driver

Structure condition & classification

Debris classification (Demolition or General)
» Distance to Drop Off Point

s Disposal Site

46.42 The entire five-part load ticket is given to the vehicle operator by a government QAR prior {o leaving
the loading arca. Upon arrival at the disposal site, the vehicle operator shall give the entire five-part load ticket to
the QAR. The QAR will verify the hauler and equipment and determine each truck's actual volume of debris that
is being hauled, after deducting void spaces, if any. The actual volume of debris will be recorded on the load
tickets by the QAR to the nearest cubic yard, and the vehicle operator will be provided with one of the copies. The
Conftractor will be given two (2) copies of the load ticket, and the original ticket shall be kept by the Contracting
Officer or the designated representative. The load tickets shall be submitted with the daily report.

46.43 The Contractor shall designate a Contractor Representative (CR) at each project to supervise work in
progress. The COR will deal directly with the CR, for normal day-to-day administration of the contract provisions,
within the limits of their authorities. The CR shall conduct overall management coordination and is the central
point of contact with the Contracting Officer for performance of all work under the contract. The CR shall have
full authority to contractually commit the contractor for prompt action on all matters pertaining to administration
of this contract, and shall be the on-site Contractor employee who is responsible for safety. The CR shall also be

responsible for implementing the contractor Safety Plan and Daily Safety Plan, have the authority to determine for
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(G) General /
(BC) Base Camp /
(D) Debris Management /

(ER) Emergency Resp.

The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
nutnber so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification,

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

the Contractor when work is ready for government inspection and make decisions for the Contractor on additional
performance of work, when necessary.

/

46.44 The Contractor shall take necessary precautions to ensure that street signs are not moved or damaged.
The contractor may move signs temporarily for protection if they are in danger of being damaged during
demolition. The Contractor shall return signs to pre-existing location and condition following completion of
demolition.

/

46.45 The Contractor will comply with the safety requirements contained in Safety and Health Requirements
Manual, OSHA, EPA, and other state and federal laws that address a safe work environment. This includes the
monitoring and safety of all employees who will be performing any work under this Contract and each of the
individual Task Orders.

46.46
Contractor.

Compliance with the provisions of this contract by subcontractors will be the responsibility of the

N

46.47 The Contractor shall obtain all permits necessary to complete the work. The Contractor shall be
responsible for determining what permits are necessary to perform under the contract. Copies of all permits shall
be submitted to the Owner prior to commencement of work under any Task Order. The Contractor shall be
responsible for correcting any notices of violations issued as a result of the Contractor's or any subcontractor's
actions or operations during the performance of the contract. Corrections for any such violations shall be at no
additional cost to the Government, The Contractor shall be responsible for control of pedestrian and vehicular
traffic in the work area.

46.48 The Contractor shall secure the demolition area to provide a safe work site. The Contractors shall
exercise due care to minimize any damage to trees, shrubs, landscaping and general property. The Contractor shall
repair any damage caused by the contractor's equipment in a timely manner. The Contractor shall take digital
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(D) Debris Management /
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line, Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” hox, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

photographs of any damages caused by his operations and provide digital copies to the Owner. Any damage to
private property shall be repaired at the Contractor's expense. The debris work area shall be left clean and clear of
debris as reasonably and practical under-the conditions of this contract.

v

46.49 In compliance with FEMA low-impact removal guidance, major demolition activities including
placement of equipment and debris removal containers shall be confined to areas where soils have been disturbed
by previous construction activities such as site development, construction, surface grading, landscaping, utility
trenching, etc. This shall include the use of tracked and/or large-tired equipment to the maximum extent possible
in order to minimize the depth of soil disturbance and compaction to -a depth of 8 inches or less. The use of heavy
equipment shall be prohibited if excessive sinking or rutting (greater than 8 inches) should occur following rainfail
events where the ground becomes saturated. Operations involving the use of heavy equipment shall resume after
conditions have improved such that excessive sinking or rutting is not longer a problem.

/

46.50 If the Contractor cannot follow the low impact demolition removal guidance for a specific structure to
be demolished, he will not commence demolition, and shall immediately inform the Owner.

46.51 The Contractor shall use equipment and perform work in a manner to prevent damages to adjacent
infrastructure facilities and adjacent rights-of-way, including all landscaped areas. The contractor shall repair any
damage caused by the Contractor's equipment in a timely manner at no expense to the government. The contractor
shall take digital photographs of any damages caused by his operations and provide digital copies to the Owner.
All equipment shall be approved by the QAR prior to use. All loading equipment shall have street tracks and
wheels to operate on the street/road using buckets and/or boom and grapple devices to remove the load debris. Any
damage to private property, sidewalks, curbs, utilities, or streets shall be repaired at the expense of the Contractor.

46.52 Before beginning any demolition work, the Contractor shall visually survey the site to identify any
problem areas. The Contractor shall take necessary precautions to avoid damage fo adjacent properties. The
contractor shall protect all fire hydrants and all utilities during work operations. Any damaged items shall be
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
~ . | Bmergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
- B &' | specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
~ & gﬂ"i line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
58 % & |IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
(Bﬁ’ 2 s é’n describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v .CheCk
& M .2 g [number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
=R g :,i specification. Specified
e B Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
i company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
repaired or replaced as approved by the Contracting Officer, as a non-reimbursable expense. The Contractor shall /
coordinate the work of this section with all other work.

D 46.53 The Contractor shall plan the work to minimize the impact on the neighborhood. The Contractor shall /
conduct the work so as not to inferfere with the disaster response and recovery activities of federal, state, and local
governments or agencies, or of any public utilities.

D 46.54 The government reserves the right to inspect the site, verify quantities and review operations at any /
time.

v

D 46.55 Trees outside the project site which might be damaged during demolition shall be left in place, and /
shall be protected. Any such tree(s) damaged during the work under this Contract or Task Orders shall be
replaced.

D 46.56 Post-Demolition Cleanup - The Contractor shall remove all signs of temporary construction facilities, /
work areas, structures, or temporary structures, stockpiles of excess waste materials, or any other vestiges of
demolition. The area shall be restored to near pre-cxisting conditions, with the exception of those structures
demolished as part of this contract. Restoration to original contours will generally not be required, unless
specifically directed by the Owner or the designated representative. However, all restored areas shall be smoothly
and evenly dressed.

D 46.57 Upon termination or completion of this Contract or Task Order(s) the Contractor shall vacate and \/
remove, or cause to be vacated or removed, all property belonging to Contractor, any subcontractor, agent or
employee. /

D 46.58 Any property not removed shall be deemed abandoned by the Owner and any cost incurred by the /
government in disposal of same shall be withheld from my final payment due.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification,

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

S TR T = - T

v Check
if as
Specified

47.1

At the direction of the Owner, Contractor shall load, haul, and dump broken concrete at an approved
landfifl.

49.1
Trucks designated for a particular debris type shall collect the assigned debris and deliver it to a temporary staging
area, or debris management site, reduction, recycling, or directly to an authorized disposal facility. Source
segregated debris collection offers the potential of high salvage value and efficient recycling/reduction processing.
This method will be primary when collecting hazardous and household hazardous waste and white goods.
Ultimate disposal cost should be included in the per pound price. Final disposal sites require approval from the

48.1 E-Waste products shall dispose of in an appropriate manner. Examples of E-Waste include, but are not
limited to: computers, televisions, radios, VCR's, stereos, copiers, fax machines and other common electronic
products.

Residents are directed to sort the debris by material type and place it at the curb in separate piles.

jurisdiction.

ANANERNIANERAN AN

50.1 Residents are directed to sort the debris by material type and place it at the curb in separate piles.
Trucks designated for a particular debris type shall collect the assigned debris and deliver it to a temporary staging
area, or debris management site, reduction, recycling, or directly to an authorized disposal facility. Source
segregated debris collection offers the potential of high salvage value and efficient recycling/reduction processing,.

This method will be primary when collecting hazardous and household hazardous waste and white goods.

A

81 of 85

00707 Appendix L- Technical Specification Submittal

Bidder’s Company Name: Prc £






ig

~ g5a
S8
J0 g g
=TI
535 8
(s )
~M0 .2 o
Cbm
\_JOQ)A
80r
~
e\_/

The Specification matrix below is designed io explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the *check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification,

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

Ultimate disposal cost should be included in the per pound price. Final disposal sites require approval from the
jurisdiction.

v’
v
D 511 Contractor shall perform river and canal shoreline restoration to include any necessary excavation, /
compaction, fill, and backfill of embankment soils and materials to restore banks to preexisting conditions insofar
as possible.
D 51.2 Excavation - Contractor will perform any necessary excavations of shoreline to facilitate restoration
including removal of storm-strewn minor obstructions and storm-related aggregations of soils, gravels, and other ,/
shoreline material to restore shoreline elevations. Prevent surface water from flowing into or accumulating in
excavations. Stockpile excavated soils to use for fill or back{ill.
D 51.3 Compaction - Compaction shall be accomplished by moistening, rolling, or tamping to obtain stable /
shoreline density.
D 514 Backfill and Fill - Place soil material in layers to required elevations and shoreline slopes. Bank slopes
to match existing insofar as possible.
» In excavations, use satisfactory excavated or borrow material. /
e Under grassed areas, use satisfactory excavated or borrow material.
e Under walks and pavements, use sub base material and utilize shoulders to prevent lateral movement.
¢ Under steps use sub base material.
s Under building slabs, use drainage fill material.
e Under piping or conduit, use sub base material and shape to fit bottom 90 degrees of cylinder.
D 51.5 Remove vegetation, debris, and deleterious materials from ground surface prior to placement of fills. /
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECTFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item, Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

Plow, strip, or break-up sloped surfaces steeper that 1 vertical to 4 horizontal so that fill material will bond with
existing surface.

T e

51.6 Before compaction, moisten or aerate cach layer as necessary to provide optimum moisture content.

Place fill and backfill only on surfaces of appropriate moisture content. Place backfill and fill materials evenly
adjacent to structures. Grade areas disturbed by Contractor's operations. Remove excess, excavated, and waste
materials, including trash and debris, and legally dispose of it at approved debris site.

T

e

52.1

Contractor must be prepared to provide suitable and sufficient light and power sources to the
government entity within 24 hours of request. Contractor must be able to supply these items to multiple locations
simultaneously without interruption.

et

v
-/
%

v

/

v

/

D 53.1 Contractor shall provide necessary lighting towers appropriate to the situation.
D 53.2 Standard of Quality: Stadium Style Light Towers of
Multiquip Diesel Powered Light Tower L.T-12D
MultiQuip Generator Light Tower with Trailer Features
Maximum Generator Power 6,600 Watts
Enclosure Included Sound Aftenuated Enclosure
Voltage 120/240
Frequency 60 Hertz
Engine Lombardini 12 hp
Fuel Diesel
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(G) General /
{BC) Base Camp /
(D) Debris Management /

(ER) Emergency Resp.

| number so the state can match your explanation to the correct specification line. Attach the explanation to the technical

The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will} fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line

specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

Power Type Single Phase

Starter Electric Start

Low Oil Alert Yes

Weight 1,550 Pounds

Lighting 4 x T000W Metal Halide
Lighting Area 5-7 acres

Dimensions 170"L x 74"W x 51"H
Tower Height 32'H

/

54.1 Contractor shall provide NIMS training for all employees as needed by a FEMA-certified instructor.
Upon completion of training, documentation shall be supplied as proof of completion.

55.1 Contractor shall assist Owner in the development of a debris management plan to include but not limited
fo the establishment of a command and communication center, the hierarchy of routes to be opened, the
identification of TDSRS locations, and landfills for final disposal

56.1

The State of Washington reserves the right to negotiate any item needed to protect the health and safety

DR NN

of Washington’s inhabitants, and for the protection of property within Washington. Contractor shall provide
Owner with any additional services and materials on an as needed basis as directed by Owner.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all [ine items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a scparate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of r esponsweness or respons1h1|1ty increases.

v Check
if as
Specified

ER 57.0 EN[ERGENCY RESPONSE ThlS category is for items 1dent1ﬁed in the Complehcnswe Price List
submittal as (ER) Emergency Response. Specifically:
e Travel Trailer Installation and Maintenance, Comprehensive Price Sheet (submittal) , all Section 19
(including subsections)
e Asneeded services, Comprehensive Price Sheet (submittal), all Section 20 (including subsections)
» Supplemental Water and Food Sources, Comprehensive Price Sheet (submittal), all Section 22 (including
subsections) \/
e Power Sources, Comprehensive Price Sheet (submittal), all Section 28 (including subsections)
e Stadium Style Light Tower and Heating and Ventilation Fans, Comprehensive Price Sheet (submittal), all
Section 29 (including subsections)
e Emergency Road Clearance, Comprehensive Price Sheet (submittal), all Section 33 (including subsections)
e Vehicles and Transportation, Comprehensive Price Sheet (submittal), all Section 35 (including subsections)
» Personal Protective Equipment, Comprehensive Price Sheet (submittal), all Section 36 (including subsections)
e Miscellaneous Equipment, Comprehensive Price Sheet (submittal}), all Section 39 (including subsections)
This category includes services, equipment, and products/consumables. Purchase versus Rental: Where the
context of the Comprehensive Pricing Sheet (submittal) indicates the item is a RENTAL, the item must meet the
“General” requirements above and be in an industry serviceable and safe condition and ready for use by the
customer upon delivery. Where the context of the Comprehensive Pricing Sheet (submittal) indicates the item is a
PURCHASE, the item must meet the “General” requirements (especially subsection 0.4) above and be in an
industry serviceable and safe condition and ready for use by the customer upon delivery.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that ling item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your

company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

FAIL SAFE: Bidder accepts all GENERAL line specifications “as is”: Yes: W
AND ONE OR MORE OF THE FOLLOWING CATEGORIES
FAIL SAFE: Bidder accepts all BASE CAMP line specifications “as is”: Yes: W w

FAIL SAFE: Bidder accepts all DEBRIS MANAGEMENT line specifications “as is”: Yes: Yes
FAIL SAFE: Bldder accepts all EMERGENCY RESPONSE line specifications “as is”: V

GENERAL GENERAL GENERAL GENERAL*_GENERALV

( THE “GENERAL 7 SE CTION IS APPLICABLE TO AL BIDDERS
RE GARDLESS OF THE OTHER CcA TE G'OR Y(I

,'NERAL GENERALng
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
ling items) and MUST BID one or more of the remaining categorics (accept all line items within the category).

IE NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases,

v Check
if as
Specified

General

0.1 STANDARD OF QUALITY

Specifications that include a brand/trade name are only intended to establish a standard of quality against which
other brands will be evaluated. Product and service specifications contained in this solicitation are intended solely
to clearly describe type, quality, performance and use, and are not intended to be restrictive. So as not to
misrepresent the requirements of this solicitation, brand/trade references other than those specified will be
considered on the basis of whether products and services bid are at least equal to the quality, performance and use
of the standard of quality identified in the solicitation.

Bidder shall submit complete documentation with bid sufficient to establish all products and services bid are at
least equal in quality, performance and use to the standard of quality identified in the solicitation. Failure to do so
may result in rejection of the bid as being non-responsive.

By submitting bid, bidder expressly warrants all products and services bid are at least equal in quality,
performance and use to the standard of quality identified in the solicitation. Any bid containing a brand that is not
of equal quality, performance and use to the standard of quality identified in the solicitation shall be rejected as
non-responsive.

20f85
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categorics and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your

company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

Unless otherwise specified, all accessories and features listed herein shall be those supplied by the Original Equipment
Manufacturer (OEM). Any accessories, features, or operational performance required by FMVSS, Washington State Motor
Vehicle Laws, OSHA or WISHA laws or mandates, that apply to the equipment being bid, shall be provided by the
manufacturer, All units associated with this purchase shall be of the same design and quality as those sold through normal

retail channels; and they shall possess the latest technology, accessories, and features offered on standard retail units; whether
or not they are called for in the following specifications.

General (0.2 SHIPPING TERMS:;
Seller - Pays freight charges and adds to invoice
F.O.B. Origin, freight prepaid Buyer - Bears freight charges
and charged back (MODIFIED) Buyer - Owns goods in transit
Buyer Seller - files claims (if any) w
AND ALSO REQUIRED:
Spill clean up: The supplier shall be responsible for spillage caused by their negligence, which occurs during
transit or unloading operations. The supplier shall immediately report and clean up any spillage. Upon failure to
do so, the supplier shall remain responsible for all actual related costs.
General |0.3 ACCESSORIES

General

04 STANDARD PRODUCTION MODEL (Applies To Equipment Purchased by Customer) -
Unit shall be new (unused) current standard production model and shall be completely prepared for customer delivery
through service by a factory-franchised dealer prior to delivery. Each unit shall include all inspection coupons, certicards, or

wairanty identification cards furnished to the trade in general in accordance with standard warranty policy.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and

= . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
~ B &' |specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
=~ g' gbf-i line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
£ g g [1F NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
g @ = gﬂ describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
5 A .2 g | number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
=~ %g Z“ specification. Specified
@ i, | Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your

company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

General | 0.5 EFFICIENCY PURCHASING STANDARDS

The following products shall meet or exceed the efficiency standards identified in Chapter 19.260 RCW.

1) Automatic commercial ice cube machines, such as those found in motels and restaurants;

2) Commercial clothes washers, such as those found in apariments and coin laundries; EMD STAKEHOLDER
NOTE: This subsection is inapplicable this solicitation. Coin operated machines are not allowed. All
machines will be priced in the Comprehensive Price Sheet (submitial) and this price represents the full
vemuneration for this ilem. No user/customer will have full and free access to and use of the machines
delivered in accordance with this bid/contract.

3) Commercial pre-rinse spray valves, such as those used in restaurants to remove food residue from plates
prior to their cleaning; w

4) Commercial refrigerators and freezers, such as those used in large institutional kitchens;

5) Metal halide lamp fixtures, such as those found on the high ceilings of industrial buildings and
gymnasiums;

6) Single-voltage external AC to DC power supplies, such as the small boxes attached to power cords that
allow battery-operated appliances to use power from electrical outlets;

7} Incandescent reflector lamps, such as the light bulbs that are typically used in "recessed can" lights; and

8) Commercial space heaters that use natural gas or propane.

Theses standards do not apply to: (1) products installed in mobile manufactured homes at the time of construction;
and (2) products designed expressly for installation and use in recreation vehicles.
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(BC) Base Camp /
(D) Debris Management /
(ER) Emergency Resp.

The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

1F NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or anwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases,

Y Check
if as
Specified

General

0.6 NFPA STANDARD

Fabrics or decorations shall be flame-resistant and are to meet performance standards set in NFPA Standard 701.
Window draperies & cubicle curtains shall be noncombustible & inherently flame-resistant as per NFPA 701.
Certification may be required.

4

General

0.7 EQUIPMENT ELECTRICAL CERTIFICATION

As required by RCW 19.28.010 and WAC 296-24-956, all electrical equipment purchased shall conform to the
applicable standard(s) or be otherwise certified by Underwriters Laboratories, Inc. or other recognized laboratory
facility acceptable to the Purchasing Activity.

The Purchasing Activity may require Bidder to provide satisfactory documentation of the required certification.

Unless indicated in the bid document, the above certification shall apply to the equipment as a whole, not the
individual components of that equipment.

General

50f85

0.8 LOCAL DEFINED: Local means at least two hundred miles unless a smaller distance is approved by the

customer in writing.

o : CATEGORY R
BASE CAMP BASE CAMP - BASE CAMP BASE CAMP BASE CAMP
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
= . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
~ 8 B'|specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
~ F §n9‘ line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
§O g g IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
g 2 5 B describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
& @ ﬁ g {number so the state can match your explanation o the correct specification line. Attach the explanation to the technical if as
=3 2 Zl specification. Specified
~ ~m { Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
S company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
BC GENERAL BASE CAMP PROVISION: Base Camp Site Selection: Site selection is a joint effort between State
General | of Washington and Contractor and should be based on the following criteria: Ownership, Size, Location, and
Environmental and historical concerns. Public lands should be considered first in order to avoid costly land
leases. The contractor should develop specific criteria for identifying potential locations based on requirements for
base camp services. The successful contractor shall indemnify and hole the jurisdiction harmless against any
damage or environmental claims.
BC Base Camp (sufficiently different from the Base Camp Scenario): The State of Washington reserves the right to
General |negotiate any item(s)/base camps needed to protect the health and safety of Washington’s inhabitants, and for the w
protection of property within Washington. Contractor shall provide Owner with any additional services and
materials on an as needed basis as directed by Owner,
BC Comprehensive Price Sheet: Sections 1.0 through 10.0 below are specifications aligned with Base Camp
General sectmn(s) of the Comprehenswe Price Sheet (submlttal)
- BC " HLO KITCHENS AND F 00]) SERVICES
BC 1.1.1 OVERVIEW: The contractor shall prepare meals in accordance with the spec1ﬁcat10ns established in
the 2008 National Mobile Food Services Contract from the National Interagency Fire Center found at V?
www.fs.fed.us/fire/contracting.
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(G) General /
(BC) Base Camp /
(D) Debris Management /

(ER) Emergency Resp.

The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept ali line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line, Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

vV Check
if as
Specified

o)
@]

1.1.2 BASE CAMP SCENARIO: This solicitation includes a Base Camp Scenario. The solicitation requires
the Bidder to review the Base Camp Scenario and complete a corresponding pricing sheet. The scenario and
corresponding pricing sheet serves two purposes. First, the scenario is also a technical specification/scope of work
that the Bidder agrees to satisfy as written under the contract terms and conditions should the state issue a purchase
order for the same. Second, the corresponding pricing sheet will result in a price that can be compared to other
bid responses and will serve as part of the award basis for the award to one or more Bidders. The Base Camp
Scenario price sheet serves as the maximum price the Bidder may charge for a substantively similar 1,000
person/30-day base camp should the state issue a purchase order for the same.

BC

1.1.3 Bage Camp (sufficiently different from the Base Camp Scenario): The State of Washington reserves the
right to negotiate any item(s)/base camps needed to protect the health and safety of Washington’s inhabitants, and
for the protection of property within Washington. Contractor shall provide Owner with any additional services and
materials on an as needed basis as directed by Owner.

S

BC

1.2 KITCHEN SPECIFICATION:

BC

1.2 The contractor shall furnish the following;

BC

1.2.1 All necessary labor, including, but not limited to, complete management, control,
transport, purchase, receipt, storage, issue, set up, handling, processing, packaging, preparation, food serving and
cleanup at the kitchen and eating area site. All food and condiments.

Va

BC

1.2.2 All cooking and serving equipment, serving utensils, eating dishes, and supplies.

BC

123 All appropriate eating utensils (factory sealed in plastic, at least of medium weight) and serving utensils
for meals at the Disaster camp.

BC

1.2.4 Hot and cold thermometers for monitoring of food temperatures.

W

AN (R
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The Specification matrix below is designed to cxplain the requirement for the General, Base Camp, Debris Management, and
= . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
~ g & | specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
3 g‘ g i line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
5Q g % IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
§ @ 5 @ | describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line \ Check
& M.z & | number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
=08 B | specification. Specified
SRy P
= o | Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
e company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
BC 12,5 Food-grade plastic gloves for food service personnel. W
BC 1.2.6 Antibacterial liquid scap and paper towels for hand washing facilities. W
BC 1.2.7 A dining tent able to accommodate 50% of the personnel assigned to the camp. f
BC 1.2.8 Tables and seating arranged in such a manner that there will be six feet between tables to allow for a w
safe distance to enter and exit.
BC 1.2.9 Adequate lighting for the serving and eating areas. w
BC 1.2.10 Fly-proof/insect protection for all outer openings of the temporary food establishment including tents, W
BC 1.2.11 (iarbage cans and liners for inside the dining tent. ‘Qf
BC 1.2.12 All fuel and electricity for the kitchen, serving area, and eating areas. \vfg’
BC 1.2.13 Refrigerators and freezer units for the storage of meats and other perishables. gf
BC The Contractor shall ensure the following: f
BC 1.2.14 Living accommeodations and meals for contractor’s personnel. w
BC 1.2.15 Adequate fire extinguishers meeting current Occupation Safety and IHealth Act (OSHA), National Fire W
protection Association 10,
BC 1.2.16 Maintain all facilities used for meal preparation, serving, and cleanup in a sanitary condition in
accordance with the current Food Code issued by the U.S. Department of Health and Human Services, U.S. Public w
Health Service, Food and Drug Administration.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
= . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
-~ g 2 | specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
=~ E‘ ) "-’i line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
O g % IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
g # 5 % | describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
) m .2 g | number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
= ég E specification. Specified
= | Caution: Materijal deviatiens from the state’s requirements may lead to your bid being rejected. Every time your
g company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
BC 1.2.17 Ensure that employees are neat and clean and professional in appearance. All employees shall wear
identification that distinguishes the Contractor represented. In accordance with TB MED 520 standards, all food
service employees shall wear at all times hair restraints (hair nets, caps, or other restraints) (long hair hanging out w
of caps without some type of restraint is not acceptable), aprons, and other apparel required by the Food Code.
Single-use, food-grade gloves shall be worn when serving meals.
BC 1.2.18 Ensure that employees cooking or handling food are free of communicable diseases. The Contractor w
shall irain employees in the importance of hand washing as a means of preventing the spread of infection.
BC 1.2.19 Provide equipment and operate in accordance with all current Federal, State, local laws or standards;
OSHA regulation; the National Electrical Code (NEC); the Uniform Plumbing Code (UPC); Federal and State w
potable water codes; the current Food Code issued by the U.S. Department of Health and Human Services; U.S.
Public Health Service, Food and Drug Administration; and other contractual requirements stated herein.
BC 1.2.20 Ensure that no alcoholic beverage and/or controlled substance are taken to the site, used by, or
furnished to any person at the Incident. There shall be no use of tobacco products in the immediate area of food
preparation or serving. '
BC 1.2.21 Ensure that only those Contractor employees essential to the mission remain at the site, w
BC 1.2.22 All food shall be prepared and cooked inside enclosed systems, which include the kitchen unit(s) and %
enclosed coffee systems, except food may be cooked and served from approved outdoor barbecues.
BC Hand Washing Facilities:
BC 1.2.23 Hand washing facilities shall be provided within and in close proximity to food preparation area(s) to w
allow Contractor’s employees to wash their hands including the following areas at a minimum:
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
= . { Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
— & @& |specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
= E‘ gnﬁ line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
£0 g § IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
g % = & | describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line V Check
GE 2 & | number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
=R E g specification. Specified
~ o~ | Caution: Material deviations frem the state’s requirements may lead to your bid being rejected. Every time your
2 company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

BC 1.2.24 Inside the main kitchen area. ‘f

BC [1225  Ouside the dining hall. A

BC Waste Management:

BC 1.2.26 Waste receptacles shall be readily accessible. The Contractor will supply dumpsters or roll offs for V'@
the Kitchen and dining facility with adequate service.

BC 1.2.27 Trash receptacles in sufficient number located in the dining tent. w

BC Refrigeration Storage Units:

BC 1.2.28 Food in refrigeration storage units shall be stored in accordance with the current National Restaurant
Association (NRA) Standards and Food Code issued by the U.S. Department of health and Human services; U.S.

Public Health Service, Food and Drug Administration, which is a minimum of 6 inches off the floor or on easily
movable dollies or racks (4-inch pallets are permissible). Placing food that is not in waterproof containers, directly
on permanently installed corrugated floors in refrigeration storage units, does not comply with these standards.

BC 1.2.29 A minimum of 1,200 cubic feet of refrigeration storage space, capable of maintaining stored food at a
temperature of 41 degrees F or lower, and 512 cubic feet of freezer storage capable of maintaining frozen food at 0 w
degrees F, is required.

BC Equipment Maintenance:

BC 1.2.30 The Contractor is responsible for providing equipment fully operational which includes all fuel, oil, w
preventive maintenance and repair.
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(G) General /
(BC) Base Camp /
(D) Debris Management /
(ER) Emergency Resp.

The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

1F NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification,

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

ve)
2

1.2.31 All equipment is required to meet current Federal, State, and local laws or regulations, the NEC, the
UPC, OSHA standards and other contractual requirements. Any steps or platforms shall have solid handrails, not
chain link, in addition to other current OSHA standards for handrails and stairs (29 CFR 1910.23-1910.24).

2

BC

1.3 FOOD SERVICES SPECIFICATIONS:

BC

1.3.1 FOOD SERVICES SPECIFICATIONS (IN ACCORDANCE WITH SECTION C.4 OF THE
NATIONAL MOBILE FOOD SERVICES CONTRACT).

BC

1.3.2 A fourteen (14) day Rotating Menu program meeting the U.S. Forrest Service 14 day requirement is
required.

The contractor shall prepare three meals per day (Breakfast, Lunch and Dinner), but be prepared to serve a
midnight sack lunch for emergency workers. Coffee shall be made available on a twenty-four hour service bar.
The contractor shall prepare sack lunches, Lunch meals shall be prepared as bagged meals. Dinners shall be hot
meals.

BC

133 BREAKFAST- should be a variety of but not limited to: Eggs, Meat, Cereals, Bread or Hot cakes
French toast or waffles or slices of bread, Potatoes, Grits, Milk, Juices, Coffee, Water, Fresh Fruit, and Yogurts.

BC

134 SACK LUNCH-

BC

1341 Sack Iunches shall consist of the following items at a minimum: two meat sandwiches. The meat
sandwich shall be wrapped in plastic wrap or plastic bags. The containers may separately wrap individual
sandwich items within each lunch. The meat sandwich shall contain at the minimum two 1 to 1 and % oz. slices of
bread. The meat sandwich shall contain a minimum of 3 % oz. sliced meat or a combination of sliced meat and
cheese. No ground meat or vegetables (lettuce, tomatoes, and onions) will be placed on sandwiches. Condiments
shall be individual packets and not put directly on the bread.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
= . 1 Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
- g &' | specification of that particular category without modification. Bidders MUST BID THE General Category (and aceept all
3 é‘ e # | line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
50 g g IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
§ g3 g describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line V Check
5 M .2 g jnumber so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
=08 ® | specification. Specified
T i | Cantion: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
e company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
BC 1.34.2 Lunch Variety Items should include but not limited to: One large submarine sandwich, sandwich
wraps, bagel sandwich, croissant sandwiches, and packaged peanuts. Fruit, dried fruit, fruit juice, potato chips, pre- ‘ﬁ
wrapped cookies, brownies, candy bars, and packaged vegetables,
BC 1.3.5 HOT DINNERS-
BC 1.3.5.1 Hot dinners shall be prepared and served at the incident. Dinners shall consist of the following w
standard menu items:
BC 1.35.2 Meat- should be a variety of steak, beef, beef and pork ribs, ground beef, pork, lamb, poultry, ham, W
fish, casseroles w/meat, and spaghetti w/meat sauce.
BC 1.353 Vegetables- should include but not limited to: green beans, carrots, potatoes (mashed or whole), ‘f
broccoli, peas, corn, beans, rice, and tomatoes.
BC 1.3.54 Dessert Bar- A self-service salad bar should contain a variety of cakes, cookies, pics, cobblers, w
puddings, pastries, and ice cream.
BC 1.35.5 Twenty-Four Hour Service Bar-
BC 1.3.5.5.1 The contractor shall provide a 24 hour per day service bar to inciude, but not limited to the
following items: hot regular coffee (caffeinated and decaffeinated). Hot water, hot chocolate, tea bags (caffeinated W
and decaffeinated), iced tea (caffeinated and decaffeinated). The contractor shall have available between the hours
of 4:00 a.m. and 12:00 noon cold cereal and milk.
BC 13552 Food supplies shall be staged in appropriate storage equipment, dry vans and/or refrigerated/freezer w
trucks until prepared. Meal counts for each meal shall be provided on a daily bases.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category),

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line V Check
number so the state can match your explanation to the correct specification line.- Attach the explanation to the technical if as
specification. Specified
Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

(G) General /
(BC) Base Camp /
(D) Debris Management /
(ER) Emergency Resp.

=
i

1.35.53 The contractor should ensure that all contractor personnel entering or working in food preparation
and/or serving areas should wear hairnets or disposable hates in accordance with TB MED 530 standards. The W
contractor should ensure that employees are neat and clean. Single-use, food-grade gloves should be worn when

servmg meals

BC [20 ~ RESTROOM FACILITIES: ~

BC 2.1 RESTROOM FACILITIES OVERVIEW- The prime contractor should ensure sufﬁc1ent restroom
facilities in a manner that provides adequate health and safety as provided by as provided by WAC 296-307-161 (f

through 296-307-16190, ANSI Z4.3 and 744,
'BC |30 BILLETING: . .

BC 3.1 Overview: Contractor provided billeting shall be provided in commercially available climate controlled
facilities which include floors, doors, lights, sleeping cots, and fire extinguishers in accordance with WAC 296-
307-161 through 296-307-16190, ANSI Z.4.4, NFPA. 102, CH 7, 8 and 9, and NFPA 101. Such billeting shall be
fully installed and ready for occupancy within 72 hours after release order. Changes to accommodate increases or
decreases in camp population shall be completed within 48 hours after notice.

BC 3.2 Sleep Tents:
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(G) General /
(BC) Base Camp /
(D) Debris Management /
(ER) Emergency Resp.

The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item, Do not forget to identify the specification line
number so the state can match your explanation fo the correct specification line. Attach the explanation to the technical
specification.

Caution; Material deviations from the state’s requirements may lead to your bid being rejecied. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases,

Y Check
if as
Specified

=
!

3.2.1 Tents provided shall typically be one or two pole tents or frame tents. Alternate structures, which meet
or exceed these specifications, may be substituted with approval. All billet facilities shall be installed in
accordance with referenced codes and manufacturers approved engineering data. Air movement within structures
shall be in accordance with ANSI Z.4.1.4. Pole tents shall be supported with large center poles and side poles.
Pole tents shall be anchored via double ropes and pins. The pins shall be driven into the earth 48 and the 5/8”
diameter ropes have a tensile strength of 5,000 pounds. The double anchor points shall be spaced 7°6” on center
around the perimeter of the tent. Pole tents shall comply with Fire Codes and the NFPA for Flame Retardancy and
NFPA 701 Flame Retarding Fabric Requirements. Frame tents shall be membrane structures engineered by the
manufacturer providing a clear and open span from side to side. These tents shall be supported via aluminum
frame members and shall be anchored to the ground with 48” stakes or with 34" X 8" wedge bolts for concrete
pavement locations.

S

BC

322 Flooring shall be placed within all interior portions of the tents to provide a firm level working or living
area.

)

BC

323 Tent lighting shall be provided. All lights shall be NEC and UL listed for outdoor and wet conditions.
Qutlets for cell phone charging shall be provided throughout the tents.

BC

324 Fire Extinguishers shall be provided for each individual structure (tent) and sized appropriately for its
occupancy and rated for Type ABC fires. Special areas such as kitchens may require other rated type extinguishers
appropriate for the specific location.

BC

325 Sleeping cots shall be constructed of nylon and aluminum or equivalent and have a minimum 300
Ib. capacity. Pillow, blanket, sheets, and pillowcases shall be provided with each cot. Cots shall be placed in order
to provide each occupant with 48 square feet of space.

SIS ISS
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(G) General /
(BC) Base Camp /
(D) Debris Management /

(ER} Emergency Resp.

The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will} fully meet the
specification of that particular category without modification, Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead te your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” hox, the risk that your bid will be rejectied for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

=
g

33 Environmental Control Units: The contractor shall insure that all HVAC shall be provided for all
structures in sufficient capacities to cool tented areas to approximately 72 degrees Fahrenheit from ambient

temperatures of 95 degrees and heat approximately 72 degrees Fahrenheit from ambient temperatures of 40
degrees.

2

BC

3.4 Code Adherence: The contractor is responsible for adherence to applicable local state, and federal
building regulations and laws. Contractor shall be responsible for acquiring all permits and approvals for

construction and installation services provided. The contractor shall be responsible for meeting manufacture
recommended installation specifications.

BC

35 Billeting Safety Specifications:

BC

3.5.1 Fire Safety- All billeting will come with fire extinguisher emergency exit lighting and smoke detectors.
Camp residents will be shown fire extinguisher locations. All personnel will be shown emergency egress and
shown a Billet personnel staging area in the event of an emergency so as to maintain a proper headcount,

BC

352 Electrical Safety- Power distribution boxes will be placed against the external wall and away from
normal foot traffic. All exposed wires will be taped down to prevent tripping and falls.

BC

3.6 Bunk Trailers: Bunk trailers provided shall be equipped with commercially available climate conirol,

sufficient lighting, and fire extinguishers. It shall come equipped with pillow, blanket, sheet, and pillowcases for
each occupant.
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(G) General /
(BC) Base Camp /
(D) Debris Management /
(ER) Emergency Resp.

The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not piace a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

sl
]

4.0 ADMINISTRATION FACILITY:

The contractor shall provide an administrative area. This area shall be comprised of a 30°x30’ tent with flooring,
lights, and HVAC. Also, 4 tables with 50 chairs to be used for processing and waiting area. This will act as the
office areas for the contractor’s camp management and the State Logistics Command Base Camp coordinator and
representatives. This shall also be the location for in-processing and out-processing of camp occupants by the
contractor and shall also be used for camp information boards,

BC

50  MEDICAL CLINIC:

This area will be used for outpatient sick calls and as an ambulance staging area for medical emergencies. This
area shall be a tented facility with lights, power HVAC and flooring. Medical equipment and supplies will be
provided by EMS or the State Health Agency. Contractor shall provide a 30x30 tent facility. It should include 4
beds w/linen, blankets & pillows, tables, chairs, divider wall, small refrigerator, hand sink, 2 IV poles, 2 floor fans,
12-110 volt outlets, area for daily sick calls.

BC

60 - MORALE, WELFARE & RECREATION (MWR):

This area shall be a tented facility with lights, power and HVAC and flooring. This area shall also have tables and
chairs for reading and doing personal paperwork (seating capacity 5% of camp occupants). The area shall have
television capabilities for inhabitants to relax.

|70 . MOBILE SHOWERS/SERVICES:

BC

7.1 SHOWER OPERATIONS OVERVIEW:
Contractor should provide shower units in accordance with the 2005-2008 National Mobile Shower Facilities
Contract located at www.{s.fed.us/fire/contracting and WAC 296-307-161 through 296-307-16190.

BC

7.2 Shower Specification:

BC

The contractor must ensure the following:
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
= . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
~ & &' |specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
[=T o) ..
=g Enfi line items) and MUS'T BID one or more of the remaining categories (accept all line items within the category).
50 g % I NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
g g S 2 describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
GE ‘& & |number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
2 %E 2 | specification. Specified
E é Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
=~ | company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
BC 7.2.1 All labor to include; but not limited to, complete management, control, transport, set up, towels and f
soap.
BC 7.2.2 Garbage cans and liners for outside the shower unit. w
BC 723 All fuel and electricity. Vf
BC 7.2.4 Temporary waiting area with chairs to stage ten personnel. w
BC The Contractor must ensure the following:
BC 7.2.5 Living accommodations and meals for Contractor’s personnel. w
BC 7.2.6 Adeguate fire extinguishers meeting current Occupation Safety and Health Act (OSHA), National Fire
Protection Association 10. v
BC 7.2.7 Ensure that employees are neat and clean and professional in appearance. All employees should wear w
identification that distinguishes the Contractor represented.
BC 7.2.8 Provide equipment and operate in accordance with all current Federal, State, local laws or standards;
OSHA regulation; the National Electrical Code (NEC), the Uniform Plumbing Code (UPC). v
BC 7.2.9 Ensure that no alcoholic beverage and/or controlled substance are taken to the incident, used by, or ﬁ
furnished to any person at the incident.
BC 7.2.10 Ensure that only those Contractor employees essential to the mission remain at the incident. w
BC Shower Unit (Including All Ablution Equipment and Ancillary Support) w
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
= . |Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the

-~ 8 &' |specification of that particular category without modification, Bidders MUST BID THE General Category (and accept ail
~ g gm f_‘ line items) and MUST BID one or more of the remaining categories (aceept all ling items within the category).
§O § § IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
g 2 = o0 | describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
& M.z £ |number so the state can maich your explanation to the correct specification line. Attach the explanation to the technical if as
=3 g 2‘ specification. Specified

T = |Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your

g company is unable or unwilling to mark the “check if as specified” bozx, the risk that your hid will be rejected for lack
of responsiveness or responsihility increases.

BC 7.2.11 The shower unit shall have the ability fo be segregated by male and female and be fully enclosed Vi
except the shower access door.

BC 7.2.12 Equipment surface shall be free from channels, crevices, flanges, ledges, sharp or jagged edges, and Vg
other cleaning obstructions. Unfinished wooden surfaces are not permitted.

BC 7.2.13 All pipes, fittings, or hoses should comply with the appropriate codes. All equipment should preserve
the potable water quality throughout the shower unit and peripheral equipment where water is stored and used. f
Space around pipes, conduits, or hoses that extend through floors or outer walls should be sealed. The seal should
be smooth and easily clcanable.

BC 7.2.14 Light bulbs, tubes, etc., should be covered with completely enclosed plastic safety shields, approved
shatterproof type bulbs or the equivalent. Light fixtures should be installed so as to not constitute a hazard to w
personnel No electrical receptacles will be placed 1ns1de the showers

BC j:_'s 0 MOBILE LAUNDRIES/SERVICES | '

BC 8.1 LAUNDRY OPERATIONS OVERVIEW

BC 8.1.1 Contractor should provide laundry trailers to accommeodate camp population. w

BC 8.12 Upon notification, Contractor will provide all physical equipment and ancillary equipment necessary to
be completely self-sustaining to include; power generation, propane, and Contractor personnel sleep facilities for w
the duration of the operation and demobilization.

BC 8.2 Laundry Specifications:

BC Contractor must ensure the following:

18 of 85 00707: Appendix L- Technical Specification Submittal

Bidder’s Company Name: _ AshBritt, Inc.






The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
5 . |Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
- g 2' | specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
- g‘ ) p:\ line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
50 g g |IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
(«g s gﬂ describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line vV Check
= M .Z g |number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
= @ g = | specification. Specified
) é Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
~ | company is unable or unwilling to mark the “check if as specified” box, the risk that your hid will be rejected for lack
of responsiveness or responsibility increases.
BC 8.2.1 All labor to include a fluff & fold service, control, transport, storage, set up, handling, processing, w
laundry soap, bleach and laundry bags.
BC 8.2.2 Garbage cans and liners for outside the laundry unit. (f
BC 8.2.3 All fuel and electricity for each laundry unit.
BC Contractor must ensure the following:
BC 8.2.4 Living accommodations and meals for Contractor’s personnel, (f
BC 8.2.5 Adequate fire extinguishers meeting current Occupation Safety and Health Act (OSHA), National Fire w
Protection Association 10.
BC 8.2.6 Ensure that employees are neat and clean and professional in appearance. All employees should wear w
identification that distinguishes the Contractor represented.
BC 8.2.7 Provide equipment and operate in accordance with all current Federal, State, local laws or standards; ‘f
OSHA regulation; the National Electrical Code (NEC), the Uniform Plumbing Code (UPC).
BC 8.2.8 Ensure that no alcoholic beverage and/or controlled substance are taken to the incident, used by, or
furnished to any person at the incident. v
BC 8.2.9 Ensure that only those Contractor employees essential to the mission remain at the incident. f
BC Laundry Unit (Including All Ablution Equipment and Ancillary Support):
BC 8.2.10 Equipment surface shall be free from channels, crevices, flanges, ledges, sharp or jagged edges, and w
other cleaning obstructions. Unfinished wooden surfaces are not permitted.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
= . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
- g 2" | specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
=~ g g ‘-‘i line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
50 g % IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
g 2 S $ | describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
& A .2 £ | number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
= @g = | specification. Specified
) é Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
~ company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
BC 8.2.11 All pipes, fittings, or hoses should comply with the appropriate codes. All equipment should preserve
the potable water quality throughout the laundry unit and peripheral equipment where water is stored and used. 9 ﬁ
Space around pipes, conduits, or hoses that extend through floors or outer walls should be sealed. The seal should
be smooth and easily cleanable.
BC 8.2.12 Light bulbs, tubes, etc., should be covered with completely enclosed plastic safety shields, approved
shatterproof type buibs or the equivalent. Light fixtures should be installed so as to not constitute a hazard to
personnel. No electrical receptacles will be placed inside the showers.
BC (9.0 = ‘CAMP LIGHTING AND HEATING AND VENTILATION (FANS):
The contractor should provide sufficient night lighting and camp heating and Camp Ventilation (fans), and shall be
provided in the most commonly used base camp areas and around dining, shower and restroom areas to permit safe
movement of personnel. Such devices must conform to all state and local codes. Such devices must meet all
mdustry acceptable standards, such as, undewvuters laboratories, etc.
BC L 10.0 ABLUTION EQUIPI\IENT SPECIFICATIONS g _ _
BC 10.1 If potable water and gray water disposal for the mobile shower units and mobile Iaundry units is not W
available on site, the confractor will be responsible to provide potable water and gray water trucks.
BC 10.2 All potable water must be “certified” by a Federal or State agency prior fo use. The contractor will w
ensure that each tanker of water to be used is “certified” as potable.
BC 10.3 All gray water must be captured and removed from the base camp site. Gray water may be dumped in q ﬁ
manholes or at a local lift station as identified by local public works department.
BC The Contractor should ensure the following:
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(G) General /

(BC) Base Camp / _
(D) Debris Management /

(ER) Emergency Resp.

The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will} fully meet the
specification of that particular category without modification, Bidders MUST BID THE General Category {and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

1K NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can net meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

=
@]

10.4 Certified potable water orders utilizing appropriate sized tankers for camp population.

v

o]
@]

10.5 Gray water storage capacity of a minimum of one 1,350 galion bladder bags per mobile shower unit and
mobile laundry unit.

o]
@]

- 110 TEMPORARY DEBRIS STORAGE AND REDUCTION SITE (TDSRS).

10.6 L1v1ng accommodatlons and meals for Contractor’s personnel

CATEGORY:

i DEBRIS MANAGEMENT .DEBRIS MANAGEMER EBRIS MANAGEMENT

4
¥
i

11.1 CLEARING AND / OR REMOVING DEBRIS FROM THE PUBLIC RIGHT-OF—WAY
STREETS AND ROADS TO A TEMPORARY DEBRIS STORAGE AND REDUCTIONS SITE (TDSRS).

11.1.1 This action requires the mechanized loading of various types of debris thereby transporting the load to
a predetermined Temporary Debris Storage And Reductions Site (TDSRS). Debris is typically defined as
scattered items and materials broken, destroyed, or misplaced by a natural disaster. Example: trees, construction
and dempolition material and personal property. Right-of-way is typically defined as the portion of land over which
a facility, such as highways, railroads, or power lines are built. This includes land on both sides of the highway up
to the private property line.

11.1.2 Vegetative Debris - A cubic yardage rate associaied with mechanical collection and transportation of
vegetative debris from the public right -of-way to a predetermined disposal area. Vegetative debris consists of
whole trees, tree stumps, tree branches, tree trunks, and other leafy material. Vegetative debris in this instance has
already been separated or requires no separation and has been placed on the right of way for collection.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the

Bidder’s Company Name: __ AshBiitt, Inc.

- & &' | specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
~ g gEaﬂ f‘ line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
50 g § IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
g 2= Y describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line V Check
& a é g |number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
88 g specification. Specified

~ =5 | Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your

2 company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

D 11.1.3 Construction & Demolition (C&D) Debris - A cubic yardage rate associated with the mechanical
collection and transportation of construction and demolition debris from the public right of way to a predetermined
disposal area or landfill. Construction and demolition debris generated by a disaster includes damaged
components of buildings and structures, such as lumber and wood, gypsum wallboard, glass, metal, roofing w
material, tile, carpeting and flooring, window coverings, plastic pipe, fully cured asphalt, heating and ventilating,
and air conditioning systems and their components, light fixtures, small appliances, equipment, furnishings and
fixtures. C & D debris in this instance has already been separated or requires no further separation and has been
placed on the right of way for collection. In some cases this debris may be directed to a final disposal facility.

D 11.2 MANAGEMENT AND OPERATION OF DEBRIS REDUCTION SITES IN ORDER TO
ACCEPT, PROCESS AND REDUCE DISASTER RELATED DEBRIS.

D 11.2.1 A TDSRS is, a location for the contractor to temporarily store, reduce, segregate, and/or process debris V.
before it is hauled to its final disposition. They shall be used to reduce debris and increase the operation's
flexibility.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and

= . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
~ 8 &' |specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
~ g gﬂ"i line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
&3 § § | IFNOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
g g = gﬂ describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line V Check
& g ﬁ [E] numb;r so0 the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
=R @ | specification, Specified
e % @ Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases,
D 11.2.2 By employing a TDSRS, the debris can be collected from the right-of-way and public properties in

order to expedite permanent recovery operations. Locations for temporary debris storage and processing facilities
should be identified during the planning process, and a listing included in the Debris Management Plan. The
contractor will be responsible for securing adequate TDSRS site(s). These site(s) should allow for the following:

Flexibility of operations. The debris management site (DMS) may also include a collection center for the public's if
use

Facilitation of recycling and reduction of debris. Specific reduction, recycling or segregation needs should be
designed into the site.

Expedition of debris collection. Having a site for temporary storage and reduction allows time for local landfill site
preparation before final disposal. The DMS may also be established at a location central to the disaster event,
thereby reducing travel time from the disaster area to the disposal site.

D 11.2.3 Identifying Debris Management Sites

Site selection should be based on the following criteria: Ownership, Size, Location, and Environmental and w
historic concerns (baseline study findings).
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(G) General /
(BC) Base Camp /
(D) Debris Management /

(ER) Emergency Resp.

The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category {(and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification,

Caution: Material deviations from the state’s requirements may lead ¢o your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

\ Check
if as
Specified

v

11.2.4 Ownership
The contractor should possibly consider public lands first in order to avoid costly land leases. Applicant-owned

sites that will not require extensive repair costs, such as parks, vacant lots, or sports fields, should be considered as
well.

When this is not possible, the contractor should develop criteria for identifying potential private property locations
for the TDSRS. The successful contractor shall indemnify and hold the jurisdiction harmless against any damage
or environmental claims. The successful contractor agrees to purchase environmental pollution insurance as
defined in the insurance section of this document.

11.2.5 Land Lease Agreements
The duration of the land lease agreement should be inclusive of all the time the applicant will be present at the site,
beginning with the baseline environmental study and ending once the property owner takes back legal ownership.

The agreement should include a requirement to conduct a baseline environmental assessment (phase 1) of the site
before the site is occupied and an environmental assessment before returning the property back to the owner. Both
documents may become an annex to the land lease agreement.

The land lease agreement should be for a specific time frame with the ability to extend the lease if debris removal
and processing activities are not completed.

11.2.6 Size

The required size of the site will depend on the expected volume of debris to be collected and the planned volume
reduction methods, The DMS can vary in size from 10 to 200 acres. A large portion of the site will be used for
roads, buffers, bum pits, HHW disposal areas, etc. As a general rule, larger sites mean fewer sites are needed,;
hence, site closeout is easier,
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and

= . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
~ 8 & |specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
~ g ?nm line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
E 3 E E IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
g g S gﬂ describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
&5 g -E E numbftfr so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
= 'e _ |specification. Specified
a g é Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your P
company is unable or unwilling to mark the “check if as specified” box, the risk that yeur bid will be rejected for lack
of responsiveness ar responsibility increases,
D 11.2,7 Location

The TDSRS should be in an area that does not impede the flow of traffic along major transportation corridors,
disrupt local business operations or cause dangerous conditions in residential neighborhoods or schools.
Whenever possible, avoid locating a TDSRS near residential areas, schools, churches, hospitals and other such
sensitive areas.

The debris management site will need good ingress/egress to accommodate heavy truck traffic. The TDSRS W
selection criteria should consider access to major routes to allow for trucks to transport material to final disposition
locations.

The contractor will need to consider public acceptability when selecting a potential TDSRS. It will largely be
dependent upon the activities planned for the site. Smoke from burning, around the clock light and noise from
equipment operation, dust and traffic are generally tolerated early in a disaster recovery operation, but may have to
be curtailed later. The contractor is strongly encouraged to notify citizens carly about planned site activities and
possible ramifications,
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

v

11.2.8 Environmental Factors

When selecting public or private sites, pre-existing conditions should be considered because the sites will have to
be restored upon site closeout. Proper management of the site will allow the site to be closed with manageable
efforts, For site closure reasons, the contractor will want to keep from aggravating an existing environmental issue
during the debris management operations.

Therefore, a TDSRS should not be established in an environmentally sensitive area such as wetlands, historical
sites, critical animal and plant habitats, archeological sites, or fresh water well ficlds. This applies specifically to
any Superfund site or an area within a 100-year flood plain. The contractor should eliminate all sites that may have
any of the listed environmental concerns. If an environmental concern is found during the baseline data collection
process (described below), the potential site should be eliminated from consideration,

By conducting a baseline data collection study, the contractor is able to further establish the feasibility of potential
sites, document the existing site and vet potential environmental issues. Data collection will need to be completed
prior to establishing the site and continued throughout the operations. The final assessment should include the
same documentation in order to avoid disagreements of the condition of the site prior to the operations and the
condition in which the property is returned.
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{G) General /
{BC) Base Camp /
(D) Debris Management /

(ER) Emergency Resp.

The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all ling items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
numbet so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification,

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

V Check
if as
Specified

w

11.2.9 Baseline Data Collection
The following actions are suggested to document the baseline data on all selected sites:

Videotape and/or Photograph the Site. Thoroughly videotape and/or photograph (ground or aerial) each site before
beginning any activities. Periodically update video and photographic documentation to track site evolution.

Document Physical Features. Note existing structures, fences, culverts, irrigation systems and landscaping that can
help evaluate possible damage claims made later.

Historical or Archeological Investigation. Research the property's past use and ownership to note any issues
regarding historical or archeological significance. The contractor may contact the state historical preservation
agency for assistance and notification of intent prior to assuming ownership through a lease agreement.

Sample Soil and Water. Advanced planning with community and state environmental agencies can establish
requirements, chain of custody, acceptable collection methods, certified laboratories and testing parameters. If in-
house assets are not available, the contractor may consider establishing a contract with an environmental
consulting firm that can respond rapidly. Soil and groundwater samples should be collected prior to volume
reduction activities. Planned HHW, ash and fuel storage areas should be sampled prior to site setup.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emerpgency Response Categories and allow the Bidder to “check if as specified” if the Bidder can {and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line V Check
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
specification. Specified
Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your

company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

(G) General /
(BC) Base Camp /
{D) Debris Managerment /
{ER) Emergency Resp.

)

11.2.10 Environmental Monitoring Program
As the operations proceed additional data should be collected throughout the operations for closeout and quality

assurance reasons. The data can be compared to the previously established information in order to determine any
remediation that may be necessary.

Sketch Site Operation Layout. TDSRS operations may grow, shrink, or shift on the site. It will be important to
track reduction, hazardous waste collection, fuel, and equipment storage in order to sample soil and water for

contaminants. Periodically map or sketch activity locations so that areas of concern can be pinpointed later for
additional sampling and testing. w

Document Quality Assurance Issues. Document contractor operations that will have a bearing on site closeout,
such as petroleum spills at fueling sites; hydraulic fluid spills at equipment breakdowns; contractor installation of
water wells for stock pile cooling or dust control; discovery of HHW; and commercial, agricultural or industrial
hazardous and toxic waste storage and disposal.

Plan Environmental Remediation. Final restoration of the landscape must be acceptable to the landowner, but
within reasonable expectations. Therefore, plan the landscape restoration as early as possible, preferably
incorporating a basic plan in the lease.

28 of 85 00707: Appendix L~ Technical Specification Submittal
Bidder’s Company Name: ___ AshBrit, Inc.






The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
= . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fuily meet the
~ 8 &' |specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
= g‘ gn“;i line items) and MUST BID one or more of the remaining categorics (accept all line items within the category).
50 g % IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
g g S & describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line V Check
) M .2 £ |number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
= %E E‘ specification. Specified
@ m, | Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases,
D 11.2.11 Permits
Environmental permits and land-use variances may be required to establish a temporary TDSRS. Several agencies
may be involved in issuing permits and granting land use approvals. The planning process should identify the
potential permits that will be required to establish a facility. A listing of the permits should be part of the Debris
Management Plan and may include:
Waste processing and recycling operations permit
Temporary land-use permits P
Land use variances 4
Traffic circulation plans
Air quality permits
Water quality permits
Coastal commission land-use permits
Household hazardous waste permits
Fire department permits
National Environmental Policy Act (NEPA) compliance
D 11.2.12 Site Preparation
The topography and soil/substrate conditions should be evaluated to determine best site layout. When planning
site preparation, the designer should consider ways to make site closure and restoration easier. For example, if the
local soils are very thin, the topsoil can be scraped to bedrock and stockpiled in perimeter berms. Upon site ‘f
closeout, the uncontaminated soil can be re-spread to preserve the integrity of the tillable soils. Operations that
modify the landscape, such as substrate compaction and over-excavation of soils when loading debris for final
disposal, will adversely affect landscape restoration.
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(G) General /
(BC) Base Camp /
(D) Debris Management /

(ER)} Emergency Resp.

The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

w

11.2.13 Site Layout

There should be no significant accumulation of debris at temporary storage sites. Debris should be constantly
flowing to incinerators and grinders, or recycled with the residue and mixed constriction and demolition materials
going to a landfill. Additional debris management sites may be required if the actual debris quantities flowing in
to the site are greater than the site storage and processing capacity. The efficiency and the overall success of the
TDSRS operations will be partially determined by how the site will be designed.

11.2.14 Operational Boundaries

Operational boundaries are the boundaries or areas that clearly define the difference in use areas at the DMS. In
establishing the operation boundaries, the TDSRS design staff may consider using earthen berms, temporary
barriers, or any other physical restriction. This will aid traffic circulation and help keep debris amassing at the
TDSRS to a minimum.

Common operational activities are:
+ Reduction
Recycling
Tipping areas (unloading)
Loading areas for processed debris to go to its final disposition

Drop-off centers for the general public (this may include vegetative, recycling, or construction and
demolition debris)

Household hazardous waste storage
Monitoring tower locations
Equipment, fuel, and water storage

The separation between all of the areas listed above will need to be clearly delineated and defined. As operations
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(BC) Base Camp /
(D) Debris Management /

{ER) Emergency Resp.

The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specificd” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

proceed the lines may be moved to accommodate either growing demand for space or reducing in preparation for
closure.

The reduction, recycling, tipping, and loading areas will need ample room for large equipment operations. The
design should take into consideration the possibility of multiple pieces of equipment being in the same activity
area at one time. Depending on the scale of operations, each debris stream may have its own tipping area and
should be designed accordingly.

General public drop-off areas for recycling, reduction, and C&D debris may be included within a TDSRS. These
public use areas should be carefully designed for passenger vehicle traffic and public safety.

Household hazardous waste storage should be close to the public drop-off center yet restricted so that qualified
personnel may process the waste appropriately. The contractor may consider constructing an impermeable lining
and earthen berms in order to contain spills and prevent surface water runoff from leaving the area.

Monitoring towers should be located at ingress and egress points. Monitoring towers should be constructed of
durable structural materials and should follow USACE construction criteria designed to withstand active and static
loads.

Equipment and fuel should have a designated storage area and signs posted appropriately. The fuel storage areas
will need to be designed to contain spills. Water should be readily available at all times. Water storage areas
should be strategically positioned throughout the site and identified appropriately.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and

= . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
~ g B | specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all

3 E‘ & i line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
50O g fﬁ’ IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
g 2= 2 describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line v Check
& M .2 g |number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
= ég E“ specification. Specified

A Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your

~ company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack

of responsiveness or responsibility increases.
D 11.2.15 Recycling

Hurricanes and earthquakes may present opportunities to contract large-scale recycling operations and mitigate
disposal cost and in some instances create an economic return for the jurisdiction. The contractor shall attempt to
exercise their initiative to segregate and recycle debris as it arrives at the TDSRS or landfill.

The decision to recycle disaster debris should be made before collection begins. The jurisdiction may find that

marketing and selling the reduced debris is more financially atiractive than hauling the unreduced debris to a local Vﬁ
landfill.

Processing disaster debris through grinding, shredding or any other means without an understanding of the end-
uses and market specifications may result in the products becoming unusable for its intended purpose and the
debris will need to be disposed of. For that reason, it is incumbent upon the contractor to thoroughly research the
market opportunitics and establish criteria to assist emergency personnel in making decisions to recycle certain
types of debris.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” il the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE Genetal Category (and accept all
ling items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or respensibility increases.
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11.2.16 Common Recyclable Materials

Metals

Hurricanes and tornadoes can cause extensive damage to mobile homes, sun porches and green houses. Most of
the nonfetrous and ferrous metals are suitable for recycling. Metal maulers and shredders can be used to shred
trailer frames, trailer parts, appliances and other metal items. Ferrous and non-ferrous metals are separated using an
electromagnet and then sold to metal recycling firms.

Soil

Landslide debris removal operations may include transporting large amounts of soil from the slide area to the
TDSRS. At the TDSRS, it is combined with other organic materials that will decompose over time. This
procedure can produce significant amounts of soil that can be sold, recycled back into the agricultural community,
or stored on-site to be used as cover. If the soil is not suitable for any agricultural or residential use, it may be
deemed suitable for use as cover material at a landfill.

Concrete, Asphalt and Masonry Debris
Concrete, asphalt and masonry products can be crushed and used as base material for certain road construction

products or as a trench backfill. Debris targeted for base materials will need to meet certain size specifications as
determined by the end user.
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specification,

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
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11.2.17 Traffic Patterns

The traffic circulation will need to be well defined throughout the entire site. Although traffic signs and barricades
aid in directing traffic the planning staff may consider flag persomnel to help direct traffic. Optimally, the designed
traffic pattern should allow trucks to enter and exit through different access points, as long as each is monitored.
Haulers are typically paid by the volume of a load. The load is evaluated when entering the site as a percentage of
the full capacity of the truck. Stationing monitors at ingress and egress points will ensure every {ruck releases the
entire load prior to leaving the site. This avoids debris left in a truck from a previous load from being counted
again in a subsequent load.

The empty trucks that are entering the site to remove the processed (reduced) debris should enter and exit through
an access point other than that of all other traffic. This will reduce the site management and debris monitor
confusion regarding debris being deposited or leaving the site.

11.2.18 Site Manager

The contractor is responsible for supervising the overall day-to-day operations, maintaining daily logs, preparing
site progress reports and enforcing safety and permitting requirements during site operations. The contracior is
also responsible for scheduling the environmental monitoring and updating the site layout plan.

11.2.19 Debris Monitors
Monitors should be placed at ingress and egress points in order to quantify debris loads, issue debris load tickets,
inspect and validate truck capacities, check loads for hazardous wastes and perform quality control checks.

11.2.20 Safety Personnel

Safety personnel are responsible for traffic control and ensuring that site operations are in compliance with the
state and federal occupational safety regulations.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
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describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
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11.2.21 Site Closure

When the site operations are complete, the property must be restored to its original condition before returning the
site to the property owner. Restoration of a site involves removing all traces of the operations and possible
remediation of any contamination that may have taken place during the operations. The site must be brought back
to its environmental state, in which it was leased, prior to it being returned to the owner.

Debris, processing equipment, storage tanks, protection berms, and other siructures built on the site should be
removed from the site upon completion of all debris removal and processing operations.

The final environmental site assessment is an extension of the environmental monitoring program. Similar testing
completed in the baseline study will be conducted, and an initial stady made to confirm the site has been returned
to its pre-activity state. Test samples should be taken at the same locations as those of the initial assessment and
monitoring program. However, if warranted, additional test samples may need to be taken at other locations on or
off the site.

Based on the results of the testing, additional remediation may be required before the owner will take final
acceptance of the site. The lease agreement should have provisions to relcase the contractor from future damages
if the site is returned in its original condition.,

11.2.22 A cubic yardage rate associated with managing, accepting, processing and reducing vegetative
debris through grinding.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
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of responsiveness or responsibility increases.
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11.2.23 Chipping and grinding operations of vegetative debris should target volume reduction 75 percent.
Since 25 percent of the volume remains from chipping and grinding, the contractor should attempt to gain benefit
of this reduction method by identifying alternate uses of the residual material. The ability to use recycled wood
chips as mulch for agricultural purposes, as fuel for industrial heating, or in a cogeneration plant helps to offset the
cost of the chipping and grinding operation.

If the grinding operation is strictly for volume reduction, size of the mulch is not important; however, mulch to be
used for agricultural purposes must be of a certain size and virtually free of paper, plastic and dirt. Because of
shallow topsoil conditions in some locations, mulch is a desirable product. The contractor should work closely
with local environmental and agricultural groups to determine if there is a market for mulch.

Plastics should be eliminated completely. To help eliminate contaminants, root rake loaders should be used to feed
or crowd materials to the chipper or grinder. Hand laborers should remove contaminants prior to feeding the
grinders.

Bucket-loaders tend to scoop up earth, causing excessive wear to the grinder or chipper. Shaker screens should be
used when processing stumps with root-balls or when large amounts of soil are present in the woody debris. The
separated soil should be reused.

11.2.24 Grinding Equipment

Grinders are ideal for use at debris storage and reduction sites because of their high volume reduction capacity.
Chips or mulch should be stored in piles no higher than 15 feet and located so as not to hinder hauling operations.
The contractor should locate the grinder after making noise and public safety considerations. The reduced debris
preduction output should be sufficient as to not hinder haul in and haul out progress.
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"~ =g | Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Fvery time your
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D 11.2.25 A cubic yardage price associated with managing, accepting, processing and reducing vegetative W

debris throngh burning,.

D 11.2.26 Incineration

The contractor should target a 95 percent reduction rate through incineration. Local agricultural extension
personnel should be consulted to determine if the resulting ash can be recycled as a soil additive. This option shall
not be used if mixed debris enters the waste stream.

The preferred method of burning shall be air curtain incineration; however controlled open air incineration may be
acceptable under certain conditions and with the authority of the jurisdiction.

Controlled Open Air Incineration carefully reduces vegetative debris by burning debris within a contained fixed
area. The reduction of clean woody debris presents little environmental damage and is cost effective. w

Air Curtain Pit Incineration offers an effective means to expedite the volume reduction process while substantially
reducing the environmental concerns caused by open-air incineration. The air curtain incineration method uses a
pit constructed by digging below grade or building above grade (if a high water table exists) and using a blower
unit. The blower unit and pit should comprise an engineered system that must be precisely configured to function
properly.

The burning chamber should be no more than eight-feet-wide and nine- to 14-feet-deep. The length of the pit
should vary depending on site size, environmental permitting and labor/equipment limitations. The contractor
shall demonstrate knowledgeable and experienced with air curtain pit incinerator design and operating procedures.
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of responsiveness or responsibility inereases.
Portable Air Curtain Incinerators use the same methods as air curtain pit incinerator systems, except that the
portable incinerators use a pre-manufactured pit rather than an onsite constructed earth/limestone pit. Portable air
curtain incinerators are the most efficient incineration systems available because the pre-manufactured pit is
engineered to precise dimensions to complement the blower system. The pre-manufactured pit requires little or no W
maintenance as compared to earth or limestone constructed pits, which are susceptible to erosion. Portable air i
curtain units are ideal for arcas with high water tables and sandy soils and areas where smoke capacity must be
kept to a minimum.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to *“check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number 5o the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
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11.2.27 Environmental and Safety Concerns

With all of the incineration methods, environmental compliance and safety concerns need to be addressed by the
coniractor. The contractor must check with appropriate state agencies for state-specific requirements. The
following are setback, permitting, and public information suggestions to be addressed by the contractor.

Setbacks and buffer zones need to be established within and around the reduction sites not only for the public
safety but also for the safety of the debris operations. A setback of at least 100 feet should be maintained between
the debris piles and the incineration area. It is often suggested that 1000 feet be allowed between the incineration
area and the nearest building in order to create a generous buffer zone for emergency vehicles, if needed. The fire
should be extinguished two hours before anticipated removal of the ash mound. The ash mound shouid be
removed before it reaches two-feet below the lip of the incineration pit. To prevent explosions, hazardous or
contaminated flammable material should not be placed in the pit. Fencing and signage are simple and effective
means o keep the public away from the incineration area.

Smoke generated by any of the above incineration methods is often interpreted by the general public as having an
environmental impact. Therefore, the contractor should also address smoke as part of the air monitoring
guidelines. The state environmental or forestry agency will have guidelines that will need to be met in order to
acquire and keep a burn permit.

The contractor should take the initiative in keeping the public informed. Local officials, environmental groups and
residents should be thoroughly briefed on the incineration methods being used, how the systems work,
environmental standards, health issues and the risks associated with the chosen method of incineration.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

1IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not mect the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification,

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling te mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
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11.2.28 A cubic yardage rate associated with accepting, managing, processing and reduction of
construction and demolition debris thru burning and/er grinding.

4

11.2.29 This method requires the contractor to utilize best practice methods of efficient separation and
TDSRS management to process C&D material. Incineration and/or burning requirements described within shall be
observed.

v

11.2.30 Debris Ownership

Contractor will be considered the owner of all debris brought to a TDSRS. The contractor must remove or arrange
for the removal and final disposal of all debris, reduced or not, brought to the TDSRS. The contractor is
responsible to pay all tipping fees in association with the final disposal. Contractor will provide all required
documentatmn needed to receive relmbursement

_DEBRIS REMOVAL ~* DEBRIS REMOVAL

12.1

nght-of-way (ROVV) Stumps The cost associated with the removal and disposal of hazardous
from the ROW,

A stump may be determined to be hazardous and eligible for reimbursement as a per-unit cost for stump removal if
it meets all of the following criteria which shall be determined by the jurisdiction or its designated agent:

¢ Iihas 50 percent or more of the root-ball exposed (less than 50 percent should be flush cut);
» Itis on improved public property or public right-of-way; and
» It poses an immediate threat to life, public health and safety.

The reasonable cost for the stump removal is based on the diameter of the stump measured two feet from the
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE Genetal Category (and accept all
ling items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution; Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases,

v Check
if as
Specified

ground. Stumps measuring 24 inches in diameter or less do not require special equipment; therefore,
reimbursement will be based on the reasonable unit cost per cubic yard, using the Stump Conversion Table found
in Appendix G, FEMA RP 9523.11 (or more current replacement), Hazardous Stump Extraction and Removal
Eligibility. The unit price for stamp removal includes the extraction, transport, and disposal of the stump as well
as filling the cavity that remains.

The coniractor will be compensated at the rate per cubic yard for normal debris removal for all stumps, regardless
of size, placed on the public rights-of-way by others (i.e., contractors did not extract them from public property).
In such instances, the contractor did not incur additional costs to remove these stumps; the same equipment used to
pick up vegetative debris can be used to pick up these stumps.

If the contractor incurs additional costs for removal of a stump measuring more that 24 inches in diameter that is
placed on the right-of-way, a Hazardous Stump Worksheet can be submitted for reimbursement consideration.

12.2 Right of way (ROW) cuiting partially uprooted or split trees (leaners).
An eligibility determination shall be made by the jurisdiction or its representative using the following criteria:

A ftree is considered "hazardous"” if its condition was caused by the disaster; if it is an immediate threat to lives,
public health and safety, or improved property; and if it is six inches in diameter or greater, when measured two
feet from the ground; and one or more of the following criteria are met:

It has more than 50 percent of the crown damaged or destroyed.
It has a split trunk or broken branches that expose the heartwood.
It has fallen or been uprooted within a public use area.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can {and will) fully meet the
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Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases,
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It is leaning at an angle greater than 30 degrees.

Trees determined by the jurisdiction fo be hazardous and that have less than 50 percent of the root-ball exposed
should be cut flush at the ground level. The cut portion of the tree will be included with regular vegetative debris.
The eligible scope-of-work for a hazardous tree may include removing the leaning portion and cutting the stump to
ground level.

12.3 Right of way (ROW) removal of dangerous hanging limbs (hangers)

Criteria for the removal of hangers will be determined by the jurisdiction using the following criteria:
Limbs must be:

Greater than 2" in diameter.

Still hanging in a tree and threatening a public-use area (trails, sidewalks, golf cart paths).

Located on improved public property.

All hazardous limbs in a tree should be cut at the same time, not in passes for particular sizes.

An eligible scope-of-work will be to cut the branch at the closest main branch junction. Removing the entire
branch back to the trunk is not the preferred method.

|10

DEBRIS REMOVAL FROM PRIVATE PROPERTY

13.1 When requested, Contractor will initiate and manage a nght of Entry (ROE) program to remove debns
on private property and/or demolish private structures that present a public safety hazard. R.O. E. programs should
be managed as follows:
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= . [Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
~ g &' | specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
- g‘ g "i line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
50 g g | IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
§ 25 2 | describe wh mpan; t meet the requir t of that line item. Do not forget to identify the specification line V Check
8 g = g | describe why your company can no c requirement o em. | Z fy_tesp _ )
& A -E 5 number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
V@ Sz specification. Specified
Al Caution: Material deviations from the state’s requirements may lead te your bid being rejected. Every time your
~ | company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases,
D ’ROGRAM
» R.O.E. operations will commence upon receipt of a specific task order and notice to proceed from Owner. w
o R.O.E. operations will proceed in an orderly and manageable fashion on publicly and privately owned
properties as designated by the Owner's task order.
Identify affected properties with Government Agency Personnel
* Provide a detailed listing of all affected properties, to include:
o Description
o Damages
o Property Owner with contact information ﬁ
o Identification of Task Order
o Progress of Work
o Sign-off and release
o Any peculiarities pertaining to entry or safety
o Certification that property is vacant and all valuables have been removed if demolition to occur.
o Location of unseen obstructions
D
Obtain signed right of entry agreement from owner to include: W
¢ Right of Entry Agreement
¢ Hold Harmless Agreement (to protect contractor, subcontractors, County/City, and FEMA from claims)
* Non-duplication of Benefits form to ensure owner does not receive both federal assistance and insurance
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases,
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if as
Specified

proceeds for the same work.

Assess the property thoroughly with Government Agency and obtain detailed scope of demolition and/or work to
be performed from the Owner for reach site.

Obtain proper permits and/or Condemnation Certificates for work, if required.

Prepare drawings and/or photographs of each site from multiple angles to document condition of property prior to
entry.

Enter photographs into computer under particular ROE file,

Prepare and maintain computerized schedule and daily progress of work. Update daily for a continuous mechanism
to track programs and completion of all ROE's.

Owner shall clearly designate and physically make each property to be entered and/or demolished.

Clearly locate, mark and/or protect all utilities. Terminate utilities at sireet if part of task order. Electricity and gas
to be terminated by utility company, if appropriate.

Coniractor is responsible to ensure work is conducted only on those properties designated by the government.
Contractor shall be responsible for the safety of all personnel and equipment.

Contractor will be responsible for personnel and equipment logs, and their distribution to government, as
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~  |company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
appropriate.
Contractor will be responsible to ensure work assignments received are completed to the requirements of the
government task order.
D EQUIPMENT
Demolition operations equipment may include but is not limited to the following:
s Track type loaders
¢ Rubber tire front end loaders with grapple buckets
* Rubber tire front end loaders with 4 in 1 bucket
e Rubber tire backhoes with thumb w
o Trackhoes and/or excavators
e Dozers
» Other specialized equipment as required.
All equipment used must meet current safety standards.
Maintenance/fuel vehicles will be assigned and manned as needed to provide an adequate supply of fuel to
maintain equipment operations. @
Maintenance/fuel vehicles will be assigned and manned as needed to provide all required field maintenance to
ensure equipment operations,
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
= . |Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
~ g &' | specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all

3 E‘ o i line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

50 g g | IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully

g 2= gﬂ describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line \ Check

& A .g g |number so the state can match your explanation to the correct specification line, Attach the explanation to the technical if as

=2 é 2 | specification, Specified

T g Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
S company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
Sufficient laborers with personnel protective gear and sufficient hand tools and/or technician should accompany w
each work crew.
D
Demolition operations will be conducted only on properties as instructed by Owner task orders. (Utmost care must
be exercised to ensure only the authorized and designated properties are entered and/or structures are demolished
and that only the portions of the debris and/or structures as authorized are removed.)
All debris will be picked up and loaded into haul trucks in a safe and workman-like manner. Debris shall be
trimmed to ensure a safe load. Safety shall not be compromised.
All construction and demolition materials shall be sized using heavy equipment to ensure maximum loading and w
safe transport of materials within EPA and DOT standards if applicable.
Obvious hazardous materials shall be dealt with in accordance with the Owner task order.
Traffic control personnel, with appropriate traffic control and safety equipment, shall be stationed as appropriate,
at each approach point of the work area to maintain traffic control and prevent personal injury. Additional traffic
control personnel will be stationed throughout the area, as needed, to ensure safe operations.
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Caution: Material deviations from the state’s requirements may lead te your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

Y Check
if as
Specified

Upon completion, the property shall be inspected by Owner and preferably by the Property Owner.

A Completion Certificate should be obtained from the Government Inspectors, signed by them and preferably the
Property Owner.

Such Completion Certificate should certify also the lack of damages to the property, to any items remaining on the
property at the instruction of the Government, and the lack of damages to any adjacent property.

Upon completion of the work, pictures are taken of the property from the same sides to document the completion
of the ROE.

The Completion Certificate should be part of the final documentation for payment.

22.1 Sand Collection (Public Property) and Screening Rate
Debris-laden sand will be loaded from the public right of way and hauled to a designated location such as a
temporary collection site to be dumped. After the debris-laden sand is discharged it shall be screened and
stockpiled at a temporary site(s). After the sand is cleaned it will be returned/ hauled to the beach to be stockpiled
for reuse along the shoreline/ beach. Debris generated from sand screening will be hauled to a debris management
site(s) or other designated location according to debris collection rates.

22.2 Sand Collection (Private Property) and Screening Rate

Debris-laden sand will be loaded from private property and hauled to a designated location such as a temporary
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
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specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
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if as
Specified

collection site to be dumped. The collection of the debris laden sand will be a coordinated effort between the
Contractor, the Owner, and the Property Owner. The Contractor will bear the responsibility of the documentation
and data collection necessary to ensure reimbursement from FEMA along with administering a successful Right of
Eniry Program. Collection of debris-laden sand from private property shall not disrupt or damage the private
property; the sand can only be removed back to the existing grade prior to the event. After the debris-laden sand is
discharged it will then be run through a screen and stockpiled at a temporary site(s). After the sand is cleaned it
will be returned/ hauled to the beach to be stockpiled for reuse along the shoreline/ beach Debris generated from
sand screening will be hauled to a debris management site(s) or other designated location according to debris
collection rates.

S

DR RUT! IOLES
Contractor shall supply and place suitable fill dirt in ruts created by equipment and vehicles, holes created by the
removal of hazardous stumps and other areas that pose an imminent and significant threat to public health and

safety.

Contractor shall remove the carcass of all dead animals and dispose of in accordance with all federal, state and

local rules and regulations.

Contractor shall load, haul and store all white goods in accordance with all federal, state and local rules and

regulations.
Contractor shall remove and recover Freon from any white goods such as refrigerators, freezers or air conditioners

in accordance with all federal, state and local rules and regulations using appropriate UL certified recovery
equipment and shall be properly recycled.

SIS S

48 of 85

00707: Appendix L- Technical Specification Submittal
Bidder’s Company Name: __ AshBritt, Inc.






The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
= . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully mest the
~. & B |specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
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& a ;E g number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
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hnt e Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
~ | company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsweness or responsnblhty increases.
D 27 0 SUNKEN VESSEL REMOVAL (WATER BASED) _ et R
D 27.1 For Water Based Salvage/Removal Operations of Vessels the contractor shall have extensive knowiedge
and experience in marine salvage and marine wreck removal. Coniractor must show experience with numerous
salvage/wreck removal contracts and the ability to quickly mobilize specialized salvage equipment into position. w
Contractor shall determine and set forth at the request of Owner the best approach methed for recovery or removal
of vessels in a marine environment. Contractor must be capable of providing the following salvage services,
D 27.2 Refloat
Determine best approach route o vessel (taking into consideration water depth, width of channel, marine traffic)
Provide salvage equipment and hazardous containment equipment alongside target vessel
Secure perimeter of vessel with oil containment boom
Secure target vessel with rigging and lifting gear ‘f
Pump/Lift as determined necessary
Repair hull to maintain buoyancy and allow free float
Once refloated, inspect for any incoming water
Secure vessel to predetermined mooring site
D 27.3 Stage
Determine best approach route to vessel (taking into consideration water depth, width of channel, marine traffic)
Secure salvage equipment and hazardous containment equipment alongside target vessel
Secure perimeter of vessel with oil containment boom W
Secure target vessel with rigging and lifting gear
Pump/Lift as determined necessary
Place vessel on deck barge and secure for transport to staging area
Transport vessel to staging area
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number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
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Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of respensiveness or responsibility increases.
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if as
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274 Debris

Determine best approach route to vessel (taking into consideration water depth, width of channel, marine traffic)
Secure salvage equipment and hazardous containment equipment alongside target vessel

Secure perimeter of vessel with oil containment boom

Secure target vessel with rigging and lifting gear

Pump/Lift as determined necessary

Place vessel in hopper barge for disposal

27.5 The contractor shall factor the above approach into the quoted price along with all the necessary items to

complete Sunken Vessel removal. Marine based operations shall be priced per linear foot of unit.

28.1
For Land Based Salvage/Removal Operations of Vessels the contractor shall have extensive knowledge and
experience in marine salvage and marine wreck removal. Coniractor must show experience with numerous
salvage/wreck removal contracts and have the ability to quickly mobilize specialized salvage equipment into
position. Contractor must be capable of providing the following at a minimum for the removal of Sunken Vessels.

28.2 Refloat

Determine best approach route to vessel (taking into consideration roadways, power/phone lines and traffic)
Secure salvage equipment and hazardous containment equipment alongside target vessel

Secure perimeter of vessel with oil containment boom

Secure target vessel with rigging and lifting gear

Pump/Lift as determined necessary

Once refloated inspect for any incoming water

Secure vessel to predetermined mooring site
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
= . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
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@ g, [ Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling te mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
D 283 Stage
Determine best approach route to vessel (taking into roadways, power/ phone lines and traffic)
Secure salvage equipment and hazardous containment equipment alongside target vessel
Secure perimeter of vessel with oil containment boom w
Secure target vessel with rigging and lifting gear
Pump/Lift as determined necessary
Place vessel on deck barge or lowboy trailer and secure for transport to staging area
Transport vessel to staging area
D 28.4 Debris
Determine best approach route to vessel (taking into consideration roadways, power/phone lines and traffic)
Secure salvage equipment and hazardous containment equipment alongside target vessel
Secure perimeter of vessel with oil containment boom W
Secure target vessel with rigging and lifting gear
Pump/Lift as determined necessary
Place vessel in hopper barge or dump trailer for disposal
D 28.5 The contractor shall include the above in the quoted price along with all the necessary items to complete w
Vessel removal. Water and land based operatlons shall be prlced per linear foot of unit,
D’ "-'.;..'29 0 VEHICLE AND LAND-BASED VESSEL REMOVAL SR R _ 7
D 29.1 For the removal and recovery of vehicles the contractor shall mclude the followmg plan of action in the W
quoted price for these services:
D 29.2 Contractor will prepare and equip sites for use upon initiation of contract work. Each site will be ‘f
equipped with perimeter lighting at 300-foot intervals, six-foot fencing, gates, and paving, as well as portable
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describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
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Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

office buildings, inspection towers and utilities. Each prepared aggregate site will have a level, clean, dry, and firm
surface and be navigable and accessible by recovery and remediation vehicles and equipment. Each site will also
be evaluated and prepared with regard to issues of ingress and egress, highway access, neighborhood concerns and
soil conditions. During mobilization, Contractor will supply and transport all necessary supplies, equipment,
materials, and personnel to the aggregation sites, and build out the improvements to the site required for storage
and remediation operations. Contractor will obtain clearance from underground or overhead utilities and from
property owners and state and parish entities for the aggregation locations.

29.3 Operation of the Aggregation Sites

These sites shall be fenced, lighted, and secure according to applicable state regulations. Contractor must be
prepared to operate the sites to receive vehicles up to twenty-four hours a day and up to seven days a weck as
required by the County or State. Vehicles will be stored in a manner to permit inspection by State authorities as
required, or for reclamation by owners. Contractor shall also be prepared to provide our own 24-hour security if
security is not otherwise provided for.

The sites shall centrally located to the areas containing the greatest proportion of damaged and abandoned vehicles,
the total approximate potential acreage of the sites will be sufficient to accommodate the projected number of
vehicles fo be stored over the life of the contract. A significant proportion of the sites should only require little
preparation to be used for this purpose; they should be available within whatever period of time required for
storage and remediation of vehicles. Following appropriate preparation, the remainder of the acreage will be
available shortly thereafter.

294 Towing :

Licensed towers shall be issued work orders from a central dispatch containing all pertinent data supplied by
authorities within 48 hours of receiving. Recovery vehicle shall, within 24 hours, arrive at the site and
immediately access the vehicle. Any environmental issues shall be mitigated, and any and all safety issues
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addressed, Should the operator find any major threats to health, safety or the environment, vehicle shall not be
moved, and the County or State shall immediately be notified. Once all concerns are addressed, the vehicle shall be
lifted, properly secured and transported to the assigned staging area using the safest and most direct route.

29.5 Receipt of Vehicles

Each site will be equipped with a tower manned by both an independent monitor and one of the Contractors
representatives in order to record the receipt of each vehicle and maintain accurate records. As the vehicle is
accepted at the tower, it will be checked into the aggregation site using the vehicle Year, Make, Model, License
Plate State and Number, Vehicle Identification Number, extent and type of damage, and iis location on the lot by
row number, column letter, and GPS location. Contractor shall also record any identifying information or
number(s) contained in markings or stickers affixed to the vehicle by authorities for purposes of the recovery
operation. If the vehicles have been tagged with a bar code, the tag will be scanned and printed. A computerized
tracking of the vehicle is then prepared and the condition of the vehicle and the processes that it goes through,
making ready, crushing, shredding, etc., are then tracked. This ticket also then becomes part of the pay documents
for the recovery, preparation, and disposal. If necessary or required, Contractor will typically mark the windshield
of the vehicle with an identifying number for ease of future identification. Such numbers and tags then become
unique and continuous identifiers to monitor the vehicle through each step.

29.6 Storage of Light, Medium, and Heavy-Duty Vehicles

Vehicles introduced into the aggregation site will be stored at the site for sixty days or more in our fenced, lighted,
and secure environment. Vehicles will be staged, tagged, and marked for easy retrieval and inspection. Vehicles
will be stored in locations identifiable by row and column number and letter and by GPS coordinates. Location
identifiers will be keyed to the vehicle records in the site's tracking database.

Vehicles will be stored in a manner to allow ample access for inspection by State or local authorities and/or to
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allow for retrieval and reclamation by vehicle owner when applicable and the contractor when the holding period
has expired and the vehicle is being removed for final dismantling, recycling, and/or disposal.

29.7 Demobilization

Vehicles will be discharged to appropriate entities for disposal, recycling, or other appropriation as directed by the
terms of the contract, after clearance through applicable protocols, and after documentation in the vehicle record,
described above.

Once all vehicles are removed, Contractor will remove all equipment, supplies, and non-hazardous trash from the
aggregation site. We will dispose of all trash and debris in a permitted landfill and repair and remediate any
damage to the aggregation site caused by the storage and remediation operations and equipment as directed by the
County.

29.8 Vessels

Contractor must develop a Technical Approach for the Recovery and Storage of vessels that provides a clear
solution for this portion of the contract which meets the needs of the Owner and satisfies all federal, state, and
local licensing, and contractor regulations and requirements.

29.9 Mobilization

Contractor will prepare and equip storage sites for use upon initiation of contract work. Each site will be equipped
with perimeter lighting at 300-foot intervals, six-foot fencing, two gates, and a hard packed surface, as well as
portable toilets, receiving areas, electrical, and telephone service, and any necessary storage equipment. The
prepared aggregate sites will have a level, clean, dry, and firm surface and be navigable and accessible by recovery
vehicles and equipment. The sites will also be evaluated and prepared with regard to issues of ingress and egress,
highway access, neighborhood concerns, soil conditions, wetlands and other environmental issues. During
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mobilization, Contractor will supply and transport all necessary supplies, equipment, materials, and personnel to
the aggregation sites, and build out the improvements to the site required for storage operations. Contractor will
obtain clearance from underground or overhead utilities and from property owners and state and parish entities for
the aggregation location. Contractor and/or its subconiractors must have recovery equipment and vehicles
prepared to mobilize upon the first notification to recover vessels.

29.10 Operation of the Aggregation Sites

These sites shall be fenced, lighted, and secured according to applicable state regulations, in particular as required
by the solicitation. Contractor shall prepared to operate each site to receive vessels at minimum from 7:00 am until
5:00 pm, Monday through Saturday, and up to twenty-four hours a day and up to seven days a week as required by
the State, for access and inspection. Vessels will be stored in a manner to permit inspection by State or County
authorities or for reclamation by owners.

Contractor sites shall be centrally located to the areas containing the greatest proportion of damaged and
abandoned vessels. The total approximate potential acreage of the site will be sufficient to accommodate the
projected number of vessels to be stored over the life of the contract for that area. Our sites will be available
within whatever period of time required for storage of vessels.

29.11 Recovery Recreational Boats

Contractor and its subcontractors shall have recovery equipment and tow vehicles prepared to mobilize upon the
first notification to recover vessels. Vessels that have been identified and cleared for recovery and towing from
public lands by the appropriate state or local agency will be recovered within 72 hours of notification. Recovery
will begin with identification of the vessel using GPS coordinates supplied by notifying agency. Contractor shall
inspect the vessel and make a record of the vessel location, description, regisiration number, and the type and
extent of damage. Prior to towing, Contractor shall mitigate any fluid leaks. Outboard motors shall be tilted to the
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utmost position, Batteries shall be disconnected, leaks shall be mitigated. Vessels will then be transported to the
aggregation site safely and securely by Contractors towing vehicles, trailers, and equipment.

29.12 Receipt of Vessels

Each site will be equipped with a receiving area manned by both an independent monitor and one of our
representatives in order to record the receipt of each vessel and maintain accurate records. As the vessel is
accepted at the receiving area, it will be checked into the aggregation site with a record of the vessel recovery
location, description, registration number, extent and type of damage, and its location on the lot by row number,
column letier, and GPS location. Contractor shall also record any identifying information or number(s) contained
in markings or stickers affixed to the vessel by State or County authorities for purposes of the recovery operation.
If the vessels have been tagged with a bar code, the tag will be scanned and printed. A computerized tracking of
the vessel shall then be prepared and the condition of the vessel and the processes that it goes through are then
tracked. The receipt document then becomes part of the pay documentation. If necessary or required, Contractor
shall typically mark the topside, bow, stem and/or deck of the vessel with an identifying number for ease of future
identification. Such numbers and tags then become unique and continuous identifiers to monitor the vessel
through each step.

29.13 Storage of Trailers and Light, Medium, and Heavy Recreational Boats Vessels infroduced into the
aggregation site will be stored at the site in a fenced, lighted, and secure environment. Vessels will be staged,
tagged, and marked for easy retrieval and inspection. Vessels will be stored in locations identifiable by row,
column number, letter, and/or by GPS coordinates. Location identifiers will be keyed to the vessel records in the
site's tracking database. Boats will be segregated by type and size and trailers will be segregated from boats.
Vessels will be stored in a manner to allow ample access for inspection by State or local authorities and/or to allow
for retrieval and reclamation by vessel owner when applicable and the contractor when the holding period has
expired and the vessel is being removed for final dismantling, recycling, and/or disposal.
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& M .2 £ | number so the state can match your explanation to the correct specification line. Attach the explanation to the technical ifas
= %g Z‘ specification. Specified
a @, | Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your hid will be rejected for lack
of responsiveness or responsibility increases.
sites for the safe staging and storing of recovered vehicles and vessels. Site will be manned 24 hours per day, 7 v
days per week.
D |30 TRAVELTRAILERS: . - . 0 o e
D 31.1 Contractor will furnish all labor, equipment and materials necessary to perform the installation of travel w
trailers at sites specified by owner.
D :
Trailers shall be towed from the staging area to the designated sites. The towing operator shall be properly
licensed and insured. All roots, rocks and debris at the base of the piers shall be cleared. The trailer shall be
properly placed and aligned. Trailers shall be set up on concrete piers. The set up will include a minimum of six
piers, three on each side, evenly spaced. The contractor shall provide a base for the piers. The base will be
3/"X24"X24" exterior grade plywood. The piers will have a minimum of two solid cap blocks on the base and two
solid cap blocks on the tops of the piers. After the weight of the travel trailer is transferred to the piers, the piers @
must be vertically aligned and tightly shimmed with wooden wedges. The contractor shall be responsible for all
necessary re-leveling of the trailer for a period of 90 days.
Contractor shall install two anchors per side. All anchors must be placed, driven or augured in place. The straps
shall be 1.25"X.035" cold rolled galvanized steel. The anchor straps shall be snug and in a near vertical position.
Sewer line installation from the sewer riser and connection to the travel trailer is to be provided by use of 3" hard
PVC. The line shall be of the shortest practical. At sites with a sewer riser already installed, the contractor will
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v Check
if as
Specified

make the connection between the travel trailer connecting point and the riser, up to 50 feet. If a sewer riser is not
in place, a clean out fitting will be installed in an accessible location to facilitate snaking-out a clogged up line
from the connecting point, through the riser and into the main or sewer line. The pipefitting that attaches the sewer
connection to the drain outlet of the travel trailer shall be threaded and screwed or installed with a removable
adaptor for that drain outlet. The nominal inside diameter of the unit sewer connection shall not be less than three
inches (3"). The slope shall be continuous and at least one quarter inch (1/4") per foot and no more than one half
inch (1/2") per foot. Overhead hanging sewer straps shall be placed at four foot (4") intervals (maximum) to
prevent any deflections. The contractor shall test the sewer line for leakage and any leaks shall be repaired at no
additional cost.

If the sewer riser is not in place, the contractor will make an appropriate sewer tap on the sewer collection line and
install the necessary piping and riser connection. Serer piping shall be installed in accordance with local codes and
the Unified Plumbing Code. The contractor shall test the sewer line for leakage, and any leaks shall be repaired at
no additional cost. The above ground line shall be properly sealed where it connects to the sewer riser. The above
ground sewer line shall be strapped and secured properly every four feet. This includes up to 50 linear feet of
above ground three inch (3") sewers.

Water -line insiallation from the existing service connection to the travel trailer service pipe is to be provided by
use of approved RV water hose, up to fifty feet (50"). For sites with water service riser already installed, the
contractor will make the connection between the travel trailer connecting point and the riser. A cut-off valve and a
hose bibb with anti-siphon valve shall be located adjacent to the unit connecting point. The contractor shall test
the service line for leakage and any leaks shall be repaired at no additional cost.

Where local water pressure is in excess of the manufacturers recommended maximum psi, the contractor shall
install an approved water pressure reducing device to safeguard the unit's plumbing system. If the water service
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line iterns) and MUST BID one or more of the remaining categories (accept all line items within the category).

II* NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

riser is not in place, the contractor will make an appropriate tap on the water service line and install the necessary
piping and riser connection. Water piping shall be installed in accordance local codes and the Unified Plumbing
Code. All service line beneath the travel trailer shall be installed clear of the ground, made with minimum number
of joints, be of shortest practical length, and be supported by metal straps at four foot (4') intervals maximum.

The contractor shall test the service line for leakage and any leaks shall be repaired at no additional cost. RV hose
shall be capable of withstanding constant exposure to weather elements. A pressure regulator valve is required on
the supply inlet. This includes up to fifty feet (50") of portable water hose, anti siphon valve, and any required
pressure reducing device,

The contractor shall provide connection of service from the electrical assembly to the travel trailer weatherproof
electrical disconnect pedestal box up to fifty feet (50"). The power supply cable shall be furnished with the travel
trailer. Whenever possible the contractor shall provide above ground electrical service from the applicants panel
box to the RV disconnect. The weatherproof disconnect box or RV receptacle box will be provided and installed
by the contractor at a point near the travel trailer to permit connection of existing power cord. The weatherproof
disconnect box will be equipped with the appropriate breaker to provide an approved 30 amp service and mounted
on treated 4X4 post or the equivalent. The bottom of the weatherproof disconnect box will be a minimum of ten
inches (10") above ground level. Installation of electrical service will meet all federal, state and local codes and
requirements. This includes up to fifty feet (50" of above ground direct wiring.

Note: Travel trailers that are electric models will require a 50 amp service and circuit breaker. The requirements
are as above, amended to 50 amp service and circuit breaker. The increased cost of the 50 amp service and circuit
breaker shall be offset by the lack of a LP gas requirement for the unit.

Contractor shall fill both propane tanks where applicable.
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v Check
if as
Specified

The contractor shall install steps at each travel trailer entrance. All wooden steps shall be made of exterior grade
framing lumber. The contractor shall prepare the grade and construct a level step, such that the step is centered on
the door and safely beneath the doorsill in a manner that does not represent a trip or safety hazard. The steps must
not impede the opening or closing of the door or restrict occupant entrance or exit. The steps will be constructed
of wood thirty six inches (36") wide. Handrails constructed with 2"X4" safety edge lumber shall be provided on
all steps and installed on both sides of the steps. The platform and steps shall have a stable and secure foundation,
be level in both directions and be anchored. All handrails shall be sanded and painted with two coats of white
paint.

As part of the basic install, the contractor shall make travel trailer ready for occupancy (RFO):
® Arrange all furniture for occupancy

Clean and mount storm window panels

Install drawers

Remove window clips, travel blocking and protective taping

Hang fire extinguisher

Mount exterior light fixfures and install bulbs

Install interior light globes and covers

Install screens

Reinstall any fallen curtains

Install cabinet door panels and any other knockout panels

Install commode tank lid

Repair, if necessary, cabinet/doot/drawer hardware

Test water system and make minor repairs(i.e., tighten, adjust or replace fittings, flare nuts, faucet washers,
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if as
Specified

ball cocks, shower diverters, faucet sets, etc)

Verify hot/ cold water lines. Reverse if necessary

Tighten or replace loose drain line connections

Replace commode wax ring and tank gaskets as needed

Tighten loose connections in electrical system

Test electrical circuits and replace bulbs, breakers, switches or receptacles as needed

Activate, test and make any necessary minor repairs to the refrigerator, range, furnace, air conditioner, and

water heater for proper operations, Adjust pilots and burners, change orifices, water heater elements, etc.,
as needed

Test smoke detector and replace if faulty.

Test exhaust fans for proper operation and repair as needed

Clean floors, counters, kitchen fixtures, bath fixtures and windows
Perform any other minor work required to prepare the unit for occupancy
Remove unit packing debris and excess set up material from the premises

Additional services to be supplied as needed

33 SEWER LINE, BURIED

The contractor shall run necessary sewer line and sewer riser from the sewer tap to the travel trailer. At sites with
sewer riser already installed, the contractor will make the connection between the travel trailer connecting point
and the riser. If a sewer riser is not in place, the contractor will make an appropriate sewer tap on the sewer
collection line and install the necessary piping and riser connection. A clean out fitting will be installed in an
accessible location to facilitate snaking-out a clogged up line from the connecting point, through the riser and into
the main service or line. The pipefitting that attaches the sewer connection to the drain outlet of the travel trailer
shall be threaded and screwed or installed with a removable adaptor for the drain outlet. The line shall be the
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\ Check
if as
Specified

shotiest practical length and shall include a clean out. The contractor shall test the sewer line for leakage and any
leaks shall be repaired at no additional cost. All sewer piping and installation shall be installed in accordance and
compliance with state and local codes and Unified Plumbing Code. This also includes placement in a trench
separate from the water line and at a distance from the water line, burial below the surface of ground, and securing
the installation to reduce deflections. Backfill materials will be free of rocks and other debris and will include a
bed of compacted sand six inches (6") above and six inches (6") below the sewer line. If the travel trailer has
multiple sewer drop points, they will be interconnected to a single unit drop point.

34 AP
If a municipal sewer tap is required, the contractor shall excavate, install the tap, connect to the sewer line from the
travel trailer and backfill, according to local requirements. The sewer tap shall be made in accordance with local
regulations regarding sewer tap installations. All piping shall be connected to assure free flow. In the event the
governing entity has a predetermined fee for sewer taps, such fee shall be paid by the contracior and reimbursed at
actual expense.

RIED
The contractor shall extend water service from the supply source to the travel trailer pad. If the water service riser
is not in place, the contractor will make an appropriate tap on the water service line and install the necessary piping
and riser connection. Service line is to be laid a minimum of six inches (6") below the frost line and not less than
twenty four inches (24") below the surface of the ground with a three quarter inch (3/4") shut off valve installed in
the water line, or three quarter inch (3/4") shut off valve with pet cock must be installed in the water line. The
service line must be placed in a trench separate from the sewer line and at a distance that is in compliance with
state and local codes. A cut off valve and a hose bibb with anti-siphon valve shall be located adjacent to the unit
connecting point. The contractor shall test the line for leakage and any leaks shall be repaired at no additional cost.
A backflow preventer valve will be properly installed. Backfill materials shall be free of rocks and debris and shall
include a bed of compacted sand six inches (6") above and below the water line. Where local water pressure is in
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if as
Specified

excess of the manufacturers recommended maximum psi the contractor shall install an approved water pressure
reducing device to safeguard the unit's plumbing system. All service lines beneath the travel trailer shall be
installed clear of the ground, made with the minimum number of joints, be of the shortest practical length, and be
supported by metal straps at four foot (4") intervals maximum.

If a municipal water tap is required, the contractor shall excavate, install the tap, and connect to the water line from
the travel trailer and backfill, according to local requirements, The installation of the water tap will be
accomplished in conjunction with, and according to the regulations of the local water company. In the event the
governing entity has a predetermined fee for water taps, such fee shall be paid by the contractor and reimbursed at
actual expense.

Furnish and install 50 amp travel trai
ovethead electric assembly. This assembly shall be at least 50 amps (120/240 volt service) with a weatherproof,
rain-tight meter box containing a 50 amp circuit breaker. All components shall be installed in accordance with the
National Electric Code (NEC) and local codes. All conduit connections on the meter pole must be watertight. Pole
shall meet all code requirements.

38.0. - WATER LINE WINTERIZATION
When specified, the contractor shall install freeze protection heating tapes and insulation to water supply piping
and shut off valves to prevent freeze up of the system.

DICAP RAMP

The contractor shall prepare the grade and construct a wooden ramp with level platform such that the platform is
centered on the door of principal entry into the travel trailer and flush with the doorsill. Contractor shall
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coordinate ramp design with local authorities to ensure compliance with the current American disabilities Act, and
state and local requirements. All wood shall be treated, exterior grade framing lumber and shall be used
throughout, except for the platform and runway surface, which shall be exterior plywood, The handrail shall be
2"X4" safety edge lumber, sanded and painted with two coats of white paint. Nails shall be coated and sized
consistent with industry standards.

The overall length of the ramp and platform shall be fixed by the height above the grade of the travel trailer sill the
distance to either a point abreast of the unit, or to a suitable, firm surface approach to the ramp. The ramp pitch
shall be one inch (1") slope for each twelve inches (12") in length maximum. The ramp shall be firmly supported
on grade, with mud seals added where necessary because of soil conditions. The ramp and the platform shall have
a non-skid surface.

The Contractor shall provide and install a 30 AMP well pump switch. All components shall be installed in
accordance with the National Electric Code (NEC) and local codes. All conduit connections must be watertight

and meet all code requirements.

414 GROUND ELECTRIC S
The Contractor shall provide and install all aboveground electrical connection in excess of the basic set-up. All

<

components shall be installed in accordance with the National Electric Code (NEC) and all local codes.

42 STAINSTA \ S
The Contractor shall be responsible for obtaining necessary permits associated with placing and installing the unit
and utility installation. Permits shall be applied for within 3 working days of work order issuance. FEMA will

reimburse the contractor the actual permit fees. Receipt required.

D

430 - - DIRECT BURIAL OF 50 AMP SERVICE
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At sites with electrical service drop (meter box or other connection point) already installed, the Contractor shall
provide underground service (in compliance with all codes and regulations) from the electrical assembly to the
unit. All cable shall be appropriately buried and shall be installed in accordance with the National Electric Code
(NEC) and local codes. All conduit connections must be watertight and meet all code requirements. The conduit
shall be securely attached to the electrical boxes in accordance with accepted methods and standards. Sweeps shall
be used at the unit and meter loop assembly. If an electrical service drop is not in place, the Contractor shafl install

4

an electrical assembly for utility company connection.

The Contractor shall prepare the grade and construct a wooden series of level platforms such that the level
platform is centered on the door of principal entry into the travel trailer and flush with the doorsill. Contractor
shall coordinate platform design with local authorities to ensure compliance with the current American Disability
Act, and State, and local requirements,

All wood shall be treated, exterior grade framing lumber and shall be used throughout, except for the platform
surfaces, which shall be exterior plywood. The handrail shall be 2" x4" safety-edge lumber, sanded and painted
with one coat of white paint. Nails shall be coated and sized consistent with industry standards.

The overall number of platforms shall be fixed by the height above the grade of the travel trailer sill and the
distance to either a point abreast of the unit, or to a suitable, firm surface, approach to the ramp. The platform
heights shall be between seven and one half-inch (7 %4”) and eight inches (8") maximum. The platforms shall be
firmly supported on grade, with mud seals added where necessary because of soil conditions. The platforms shall
have a non-skid surface materials that are FEMA/Industrial approved (sand added to paint is unacceptable).

|450 . SUPPLEMENTAL WATER AND ) FOOD SOURCES
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vl

45.1 Water Sources

In an emergency or disaster situation water is an extremely valuable resource that must be properly managed to
ensure that it is distributed fairly. Contractor will provide drinking water, ice, and water for sanitation purposes in
accordance with federal, state, and local laws concerning emergency water rationing and water shortages.
Contractor shall be able to provide water resources to ensure smooth operations for emergency management
personnel and to emergency shelters and the general public. Contractor shall have an extensive history in providing
emergency water supplies to locations throughout the United States and remote locations overseas.

Contractor is required to provide water in mass quantities to be utilized and distributed to emergency personnel
and the general public in accordance with priority placement by emergency command officials. Contractor shall
provide water suitable for drinking, cooking, and cleaning/sanitation purposes. Contractor shafl provide all forms
of water to include, but not limited to: Pre-packaged purified bottled water, distilled water, Ice, water suitable for
sanitation purposes, large water storage containers, water tanker trucks, and processed water.

To ensure quick, efficient and proper water distribution, Contractor shall develop an emergency water management
program to assess the impact of the water shortage to local communities and priority need of certain groups and
agencies. On the basis of this analysis, they work closely with emergency officials to determine the most critical
need areas and proper water quantities.

45.2 Food Sources

Contractor shall be prepared to provide tens of thousands of hot, individually prepared meals in most extreme and
demanding environments. Contractor should be able to provide substantial technical assistance and/or consultants
to assist and advise on temporary food services, supply and provisions.
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Contractor shall be prepared to provide Heater Meals or equivalent to the government entity in extremely large
quantities. This firm must extensive experience with expedited shipments.

Contractor must be able ship on the same day as an order is placed, and work with major trucking firms using
"team drivers" to provide expedited delivery throughout the Continental United States. They must be able deliver
& drop 53" filled trailers for extended use at designated sites, if helpful.

Contractor must have the experience and capabilities to set up dining facilities, food distribution stations and/or to
provide cold or hot pre-packaged meals, as required; immediately, and under virtually any disaster circumstance,
Contractor may be asked to provide alternative food services to government entity.

46.1 This scope of work applies to decommission, demolition, and debris removal from privately-owned
structures. The Contractor shall provide all equipment, operators, and laborers for work as specified in individual
Task Order(s). The work shall consist of private property debris removal, and hazardous substance
decommissioning of structures in accordance with applicable federal, state, and local requirements.

46.2 The scope of demolition addresses privately-owned structures and removing demolition/general disaster
generated debris and includes, but is not limited to: decommissioning structures for hazardous substance removal,
demolition of single/multi-family homes, detached garages, framed out-buildings, storage/tool sheds, fences, and
collection of other onsite disaster generated debris such as but not limited to wood, construction/demolition
(C&D), soil & mud, and stumps. Woody debris will be kept segregated from C&D debris as much as possible.
Woody debris includes vegetative debris and clean woody C&D debris, (i.e. not pressure-treated wood or wood

with significant painted surfaces). The contractor shall repair all roadways, sidewalks, utilities, drainage structures
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and other features not designated for demolition or removal, which are damaged by Contractor operations. This
will include re-sloping to original grade.

46.3 The contractor shall work during daylight hours only, for a maximum of 12 hours per day, 7 days per
week or as directed by the Contracting Officer in coordination with local officials.

46.4 Concrete slabs, sidewalks, structural foundation piers attached to the ground shall not be demolished or
damaged unless otherwise directed by the Contracting Officer. Standing trees shall only be removed as debris
when directed by the Contracting Officer. If a slab presents a threat to public health and safety and the Contracting
Officer directs the Contractor to remove it, the slab shall be removed by lifting it off the lot rather than by
removing it by excavation. Using low impact procedures slab can be broken into easily removable pieces of
concrete that will facilitate its removal from the site. Voids found under the slab shall be filled with sand to an
elevation 2-6 inches above the surrounding ground elevation.

46.5 All dumping operations shall be directed by the debris reduction site or dumpsite operator. The
Contractor shall cooperate with the dumpsite operator to facilitate effective dumping operations.

46.6 The concept of operations is a three-step process as outlined below, which consists of private property
debris removal, decommissioning of the structure, and demolition/removal of the structure. The Owner will
provide the contractor with a list of structures to be demolished (Attachment 2), and approved disposal sites
(Attachment 3). The Owner provided list will identify whether houses are to be handled and disposed of as C&D
or Regulated Asbestos Containing Material (RACM).

46.7 The Contractor shall remove all eligible debris from around the structure and haul this material to the
appropriate disposal site.

D

46.8 The Contractor shall assess and remove all hazardous substances in the structure and haul to the
appropriate disposal site.

[N S R K
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w)

46.9 The Contractor shall demolish the structure and haul the resulting waste streams to the appropriately
permitted landfill disposal sites, in accordance with the attached LDEQ guidance.

46.10 The Contractor shall provide all labor and equipment necessary to complete this work identified in
awarded task orders. No explosives will be permitted.

46.11 Prior to demolition of each structure, the Contractor shall complete the pre-demolition checklist. A
photograph and GPS coordinates of each structure to be demolished shall be included on the checklist. An Owner
shall approve each checklist prior to the Contractor beginning demolition,

46.12 General Debris generated by the storm such as but not limited to: vegetative debris, soils & mud,
leaners and hangers, scattered C&D, and stumps that are located on the property, adjacent to the structure to be
demolished, shall be removed and appropriately disposed of.

STRISS

46.13 Structures that are determined to be structurally sound by the Contractor shall be decommissioned
prior to removal. The decommissioning of a structure shall consist of a hazardous substance assessment and the
subsequent removal of any such items found. Anticipated hazardous substance waste streams include, but may not
be limited to: household hazardous waste, white goods, electronic waste, special waste, and universal waste.

While assessment, documentation, and removal of all waste streams during the demolition process is required,
ACM handling and removal, and reporting in conformance LDEQ ACM Guidance for Hurricane Demolition
Debris is essential for compliance and managing risk associated with this work. The contractor shall complete
removal of hazardous substance waste streams in no more than one work day after entry of the structure, unless the
contracting officer provides written authorization for increased work durations.

S

46.14 Unsound structures shall not be entered prior to structure removal for decommissioning assessments
and removals. During the removal of unsound structures, hazardous substance waste streams and white goods
shall be collected from the structure and handled as per the requirements of paragraph 6.2, using the following
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sequence:

* Wet the structure and partially remove, so remaining structure and/or debris is stable enough to allow
access by decommissioning crew.

Survey the structure and segregate waste.

Segregate and remove HHW and white goods. Removal of segregated waste shall be made in accordance
with LDEQ disposal requirements,

¢ Complete structure removal of the building as a C&D or RACM waste stream.

46.14 The work includes providing all equipment, materials, and labor for disconnecting all utilities, capping
water lines, and plugging sewer taps or pipes to septic tanks or sewer systems in accordance with local
requirements. Disconnection of all utilities shall be coordinated by the Contractor with the appropriate local
service providers. For locating and marking the locations or underground utilities, the Contractor shall coordinate
with the appropriate local service providers. The Contractor shall contact the local utility companies prior to
commencing work to coordinate termination of gas, water, electric, phone, cable TV, and any other utility services
to the nearest acceptable point. In cases where there are no shut-off valves, and excavation is required within the
utility rights-of-way, the excavation shall be limited to the existing Right of Way (ROW) to the greatest extend
feasible, in order to limit unnecessary ground disturbance. Sewer taps shall be plugged with screw type expanding
plug inserts or other means approved by the local sewer authority, to prevent intrusion of ground water into the
existing sewer system. Septic tanks encountered shall be left in place. The contractor shall take reasonable care
and ensure that damage does not occur to any septic tanks or undamaged water wells, grinder pumps and
associated tanks/piping. The Contractor shall be responsible for the repair of utilities damaged as the result of his
negligence. The contractor will not be liable for any preexisting damage to utilities.

b

46,15 Petsonal property items, such as but not limited to: automobiles, boats, trailers, and recreational
vehicles, shall be relocated offsite to the nearby ROW such that they will not interfere or hinder the Contractor's

70 of 85

00707: Appendix L- Technical Specification Submittal

Bidder’s Company Name: __ Ashrit, Inc.






{G) General /
(BC) Base Camp /
(D) Debris Management /

(ER) Emergency Resp.

The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number 8o the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

demolition operations. The Contractor shall take reasonable care not to damage personal property items while
moving them, and shall not be responsible for damages to personal propetty items being moved, unless such
damages are determined to be the result to negligence through his actions. The Contractor is not responsible for
storm related or other pre-existing damage to personal property.

4

46.16 Demolition shall not begin on structures without an Owner or designated representative present. The
Contractor shall check the structures immediately prior to demolition o insure that the properties are vacated.

S

46.17 During demolition, decommissioning of structurally unsound structures, and the removal and hauling
of associated debris, water shall be used to control dust. A water truck will be required at each demolition site.
The amount of dust resulting from demolition shall be controlled to prevent the spread of dust to occupied areas
near the demolition site and to avoid creation of a nuisance in the surrounding area. Use of water shall not be
allowed to result in, or create, hazardous or objectionable conditions such as ice, flooding and pollution.

46.18 The Contractor is responsible for ensuring traffic safety in all work areas. Flag persons, temporary
signage, or other approved means shall be provided by the Contractor as needed to comply with the above
requirement. Prior to the start of demolition of each structure, the Contractor shall cordon off the work zone, and
ensure that it is effectively delineated to prevent access by unauthorized personnel.

46.19 The Contractor shall submit a Contractor Safety Plan. The plan shall address decommission tasks,
hazards, and mitigation measures for review and approval prior to implementation of any decommissioning. The
Contractor's safety plan shall address procedures to be used when conditions, such as a high risk of collateral
damage to adjacent facilities, excessive danger to work crews, structural instability, etc. will preclude the use of
normal demolition procedures or require additional measures to be taken.

WY

46.20 The Contractor shall develop a Decommissioning Plan for the decommissioning of structures to be
demolished, and shall be in accordance with all federal, state, and local regulations. The Decommissioning Plan's

71 of 85

00707: Appendix L- Technical Specification Submittal

Bidder’s Company Name: __ AshBrit, inc.






(G) General /
(BC) Base Camp /
(D) Debris Management /
(ER} Emergency Resp.

The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification,

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

components shall address, but not be limited to the following items: decommission inspections; inspector
qualifications and training; evaluation of structures for the presence of hazardous substances and materials;
hazardous material removal; and transport and disposal of decommissioned waste.

v

46.21 A daily tailgate safety meeting shall be conducted each morning prior to each day's activities. The
daily safety meeting shall include the hazards expected with each day's activities and the mitigation measures for
each hazard shall be discussed. The Contractor Safety Plan may be referenced for mitigation measures.

v

46.22 The Contractor shail submit a daily operation report. A separate operational report is required for each
task order/property. For example, if the Contractor is working three crews on the same day, three reports shall be
submitted at the end of that day (one for each crew). This form must be signed daily by the QAR representative
and the Contractor for payment to be made. Discrepancies beiween the daily operational report and corresponding
load tickets shall be reconciled no later than the following day. In addition to that shown on the daily operational
report, the Contractor shall include a narrative on any significant activities occurring each day including but not
limited to verbal instructions, changes, clarifications, safety mishaps, near misses, or successes. The contractor
shall include in the daily operational report the structures demolished that day, including building ID and address.
Before and after photographs of all structures demolished shall be submitted for the respective Pre-demolition or
Post-demolition checklist.

46.23 The Contractor shall provide a work schedule including a time line for each task order/property. The
work schedule shall include number of hours per day and days of week the Contractor anticipates working.

S

46.24 The contractor shall provide the following submittals for contracting officer within 5 days after contact
award:

o Contractor Safety Plan

e Contractor Decommissioning Plan
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¢ Contractor Quality Control Plan

Note: No site work will be allowed until these plans have been approved by the Government.

D 46.25 The coniractor shall provide the following submittals as needed:
Task Order timeline and Schedule of Work per Task Order

Copies of all required permits and licenses

Pre-demolition photographs W
Daily Operation Reports
Post-demolition photographs

D 46.26 While the contractor shall implement engineering controls (e.g. weiting) to maintain no visible
emissions criteria during demolition, the contractor shall also manage surface water runoff for compliance with
applicable federal, state and local requirements. For the purpose of this contract, environmental protection is
defined as the retention of the environment in its natural state to the greatest extent possible during execution of
this contract. Environmental protection requires consideration of air, water, and land and involves noise and solid

waste management, as well as other pollutants. The Contractor and its subconiractors shall incorporate appropriate Wf?
measures to manage environmental pollution arising from the demolition activities in performance of this contract.
Structures to be demolished will be adequately wetted down immediately prior to and during demolition, and also
during the loading of haul trucks prior to hauling the debris to approved landfills. While trucks hauling RACM
shall be lined, all trucks will have their loads covered with tarps during transport.

D 46.27 The contractor will address potential asbestos containing materials using Best Management Practices
to the maximum extent practical, for the purpose of: (1) conformance with NESHAP and (2) removal of w
appropriate ACM, and (3) classifying the waste stream resulting from demolition as C&D or RACM.
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W/

46.28 The contractor shall not remove or disturb any human remains. If human remains are encountered at a
site during demolition activities, all work at that site shall be stopped. The contractor shall immediately notify:

¢ The Contracting Officer or designated representative

e Local law enforcement

¢ Local government officials

4

46.29 If the contractor encounters animal remains, the remains shall be secured onsite and work may
continue, The contractor shall immediately notify:

e The Contracting Officer or designated representative

s Local government officials

46.30 If the contractor encounters ammunition, weapons, or explosives on site or during demolition/cleanup
activities, all work shall be stopped in the adjacent area. Work may continue in other area on site. The contractor
shall immediately notify:

¢ The Contracting Officer or designated representative

* Local law enforcement

» Local government officials

46.31 If the contractor encounters valuables, such items shall be secured onsite and work may continue.
Valuables may include jewelry, cash, safes, and other items of monetary or sentimental value. Under no
circumstance shall contractor employees keep any found items for souvenirs or other uses. The contractor shall
immediately notify:

o The Contracting Officer or designated representative

» Local government officials

D

46.32 Household Hazardous Waste (HHW) is excluded from the definition of Hazardous Waste and therefore
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does not require the same collection or handling procedures as Hazardous Waste. Examples of HHW include, but
are not limited to: batteries, waste oil, waste fuels, paint, chemicals, antifrceze, pesticides, spray cans, unidentified
liquids, and household cleaners.

46.33 Hazardous and Toxic Wastes (HTW) assessments of structures to be demolished will have been
accomplished by others as part of the ROE process. If suspected HTW materials are found by the Contractor, (i.e.
- 55-gallon drums containing unknown materials), they shall be immediately identified and reported to the
Contracting Officer's representative, so a determination as to the disposition of the material can be made.
Contractor personnel who will be handling HTW materials shall be appropriately trained.

46.34 Petroleum Products - All storage tanks containing gasoline, diesel, propane or other petrochemical
products shall be pumped or drained prior to the tank being move, in coordination with appropriate Federal, State,
and Local agencies. Portable storage containers (oil cans, gas cans, etc.) containing these products shall be
segregated and disposed of in an appropriate manner. Contractor personnel who will be handling petroleum
product materials shall be appropriately trained.

E-Waste products shall be segregated on site and disposed of in an appropriate manner. Examples of E-Waste
include, but are not limited to: computers, televisions, radios, VCR’s, stercos, copiers, fax machines, and other
common electronic products.

46.35 Ozone Depleting Substances - If in the process of demolition, items containing ozone depleting
substances are identified (white goods containing Freon), the Contractor shall handle them in such a manner to
minimize opportunities to allow the ozone depleting substances to escape.

D

46.36 White Goods - All white goods shall be removed from the structure during demolition, and shall be
segregated and disposed of in an appropriate manner.,

D

46.37 Eligible debris under this contract consists of Demolition Debris generated from the demolition of

S
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structures, and also General Debris such as but not limited to woody debris, soils & mud, and stumps that were
generated by the storm and is located on the property, adjacent to the structure to be demolished. Prior to debris
removal, the Owner shall determine which debris on the property constitutes eligible Debris.

D 46.38 Eligible debris and other waste shall be taken off site throughout the demolition process. The
Contractor shall not allow debris to accumulate during demolition.

S

D 46.39 Debris and rubbish including, but not limited to, trash, metal, plastic, and glass, shall be removed from
within the footprint of the structure to be demolished. Debris shall be removed and transported in a manner that
prevents spillage on sireets or adjacent areas. State and local regulations regarding hauling and disposal shall
apply.

S

D 46.40 Load tickets shall be filled out for tracking purposes of the removal of demolition debris and tipping
fees, and shall include the volume in cubic yards for each load being hauled to the landfill/reduction site. Load W&

tickets shall document cubic yard volume measurements for eligible debris, and shall be provided by the

Contractor. The load tickets will be sequentially numbered and shall have five (5) parts.

D 46.41 Each load ticket shall contain the following information:
Ticket Number

Contract Number including Task order number
Rights-Of-Entry (ROE) Number

Date p
Contractor Name

Sub-Contractor Name & crew 1D
Truck or Roll-off Number
Point of debris Collection (Address)
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Truck Capacity

Loading Departure Time/Inspector

Disposal Site Arrival Time/Inspector

Actual Debris Volume

Truck Driver

Structure condition & classification

Debris classification (Demolition or General)
Distance to Drop Off Point

Disposal Site

46.42 The entire five-part load ticket is given to the vehicle operator by a government QAR prior to leaving
the loading area. Upon arrival at the disposal site, the vehicle operator shall give the entire five-part load ticket to
the QAR. The QAR will verify the hauler and equipment and determine each truck's actual volume of debris that
is being hauled, after deducting void spaces, if any. The actual volume of debris will be recorded on the load
tickets by the QAR to the nearest cubic yard, and the vehicle operator will be provided with one of the copies. The
Contractor will be given two (2) copies of the load ticket, and the original ticket shall be kept by the Contracting
Officer or the designated representative. The load tickets shall be submitted with the daily report.

46.43 The Contractor shall designate a Contractor Representative (CR) at each project to supervise work in
progress. The COR will deal directly with the CR, for normal day-to-day administration of the contract provisions,
within the limits of their authorities. The CR shall conduct overall management coordination and is the central
point of contact with the Contracting Officer for performance of all work under the contract. The CR shall have
full authority to contractually commit the contractor for prompt action on all matters pertaining to administration
of this contract, and shall be the on-site Contractor employee who is responsible for safety. The CR shall also be
tesponsible for implementing the contractor Safety Plan and Daily Safety Plan, have the authority to determine for
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the Contractor when work is ready for government inspection and make decisions for the Conttactor on additional
performance of work, when necessary.

46.44 The Contractor shall take necessary precautions to ensure that street signs are not moved or damaged.
The confractor may move signs temporarily for protection if they are in danger of being damaged during
demolition. The Contractor shall return signs to pre-existing location and condition following completion of
demolition.

46.45 The Contractor will comply with the safety requirements contained in Safety and Health Requirements
Manual, OSHA, EPA, and other state and federal laws that address a safe work environment. This includes the
monitoring and safety of all employees who will be performing any work under this Contract and each of the
individual Task Orders.

46.46 Compliance with the provisions of this contract by subcontractors will be the responsibility of the
Contractor.

46.47 The Contractor shall obtain all permits necessary to complete the work. The Contractor shall be
responsible for determining what permits are necessary to perform under the contract. Copies of all permits shall
be submiited to the Owner prior to commencement of work under any Task Order. The Contractor shall be
responsible for correcting any notices of violations issued as a result of the Contractor's or any subcontractor’s
actions or operations during the performance of the contract. Corrections for any such violations shall be at no
additional cost to the Government. The Contractor shall be responsible for control of pedestrian and vehicular
traffic in the work area.

S |8 STS

46.48 The Contractor shall secure the demolition area to provide a safe work site. The Contractors shall
exercise due care to minimize any damage to trees, shrubs, landscaping and general property. The Contractor shall
repair any damage caused by the contractor's equipment in a timely manner. The Contractor shall take digital

S
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(G) General /
(BC) Base Camp /
(D) Debris Management /

(ER) Emergency Resp.

The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories (accept all fine items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number 50 the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.

v Check
if as
Specified

photographs of any damages caused by his operations and provide digital copies to the Owner. Any damage to
private property shall be repaired at the Contractor's expense. The debris work area shall be left clean and clear of
debris as reasonably and practical under-the conditions of this contract.

46.49 In compliance with FEMA low-impact removal guidance, major demolition activities including
placement of equipment and debris removal containers shall be confined to areas where soils have been disturbed
by previous construction activities such as site development, construction, surface grading, landscaping, utility
trenching, etc. This shall include the use of tracked and/or large-tired equipment to the maximum extent possible
in order to minimize the depth of soil disturbance and compaction to -a depth of 8 inches or less. The use of heavy
equipment shall be prohibited if excessive sinking or rutting (greater than 8 inches) should occur following rainfall
events where the ground becomes saturated. Operations involving the use of heavy equipment shall resume after
conditions have improved such that excessive sinking or rutting is not longer a problem.

W

46.50 If the Contractor cannot follow the low impact demolition removal guidance for a specific structure to
be demolished, he will not commence demolition, and shall immediately inform the Owner.

46.51 The Contractor shall use equipment and perform work in a manner to prevent damages to adjacent
infrastructure facilities and adjacent rights-of-way, including all landscaped areas. The contractor shall repair any
damage caused by the Contractor's equipment in a timely manner at no expense to the government. The contractor
shall take digital photographs of any damages caused by his operations and provide digital copies to the Owner.
All equipment shall be approved by the QAR prior to use. All loading equipment shall have street tracks and
wheels to operate on the street/road using buckets and/or boom and grapple devices to remove the load debris. Any
damage to private property, sidewalks, curbs, utilities, or streets shall be repaired at the expense of the Contractor.

46.52 Before beginning any demolition work, the Contractor shall visually survey the site to identify any
problem areas. The Contractor shall take necessary precautions to avoid damage to adjacent properties. The
contractor shall protect all fire hydrants and all utilities during work operations. Any damaged items shall be
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
= . |Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
- eg & | specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
-~ g' ) “i line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
£S5 § % IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
g 3 = g describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line vV Check
o A .2 g [number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
=2 g 2. | specification. Specified
s é Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
g company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility inereases,
repaired or replaced as approved by the Contracting Officer, as a non-reimbursable expense. The Contractor shall w
coordinate the work of this section with all other work.
D 46.53 The Contractor shall plan the work to minimize the impact on the neighborhood. The Contractor shall
conduct the work so as not to interfere with the disaster response and recovery activities of federal, state, and local
governments or agencies, or of any public utilities.
D 46.54 The government reserves the right to inspect the site, verify quantities and review operations at any
time. w
D 46.55 Trees outside the project site which might be damaged during demolition shall be left in place, and
shall be protected. Any such tree(s) damaged during the work under this Contract or Task Orders shall be
replaced.
D 46.56 Post-Demolition Cleanup - The Contractor shall remove all signs of temporary construction facilities,
work areas, structures, or temporary structures, stockpiles of excess waste materials, or any other vestiges of
demolition. The area shall be restored to near pre-existing conditions, with the exception of those structures
demolished as part of this contract. Restoration to original contours will generally not be required, unless W
specifically directed by the Owner or the designated representative. However, all restored areas shall be smoothly
and evenly dressed.
D 46.57 Upon termination or completion of this Contract or Task Order(s) the Contractor shall vacate and
remove, or cause to be vacated or removed, all property belonging to Contractor, any subcontractor, agent or f
employee.
D 46.58 Any property not removed shall be deemed abandoned by the Owner and any cost incurred by the W
government in disposal of same shall be withheld from my final payment due.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and

limited to: computers, televisions, radios, VCR's, stereos, copiers, fax machines and other common elecironic
products.

= . |Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
- g &' | specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
3 g‘ 8 ":‘ line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
50 g % 1K NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
§ g S oy describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line V Check
& A .2 g {number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
= gg 2 | specification, Specified
A r-é Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
>~ | company is unable or unwilling te mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
D |470  BROKENCONCRETE: . .~ =~ =~ -
D 47.1 At the direction of the Owner, Contractor shall load, haul, and dump broken concrete at an approved w
landfill.
D 48.1 E-Waste products shall dispose of in an appropriate manner. Examples of E-Waste include, but are not

49.1

Residents are directed to sort the debris by material type and place it at the curb in separate piles.
Trucks designated for a particular debris type shall collect the assigned debris and deliver it to a temporary staging
area, or debris management site, reduction, recycling, or directly to an authorized disposal facility. Source
segregated debris collection offers the potential of high salvage value and efficient recycling/reduction processing.
This method will be primary when collecting hazardous and household hazardous waste and white goods.

Ultimate disposal cost should be included in the per pound price. Final disposal sites require approval from the
jurisdiction.

[500 - HOUSEHOLD HAZARDOUS WASTE COLLECTION AND DISPOSAL:

50.1 Residents are directed to sort the debris by material type and place it at the curb in separate piles.
Trucks designated for a particular debris type shall collect the assigned debris and deliver it to a temporary staging
area, or debris management site, reduction, recycling, or directly to an authorized disposal facility. Source
segregated debris collection offers the potential of high salvage value and efficient recycling/reduction processing.

This method will be primary when collecting hazardous and household hazardous waste and white goods.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
= . |Emergency Response Categorics and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
~ g 2" | specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
= g‘ 8 p;f\ line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
53 g % IF NOT AS SPECTFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
g 25 oy describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line V Check
) A .2 g |number so the state can match your explanation to the correct specification line, Attach the explanation to the technical if as
= g/g g specification. Specified
= [ | Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
e company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
Ultimate disposal cost should be included in the per pound price. Final disposal sites require approval from the
Jjurisdiction.
D 51.1 Contractor shall perform river and canal shoreline restoration to include any hecessary excavation,
compaction, fill, and backfill of embankment soils and materials to restore banks to preexisting conditions insofar w
as possible.
D 51.2 Excavation - Contractor will perform any necessary excavations of shoreline to facilitate restoration
including removal of storm-strewn minor obstructions and storm-related aggregations of soils, gravels, and other w
shoreline material to restore shoreline elevations. Prevent surface water from flowing into or accumulating in
excavations. Stockpile excavated soils to use for fill or backfill.
D 51.3 Compaction - Compaction shall be accomplished by moistening, rolling, or tamping to obtain stable w
shoreline density.
D 51.4 Backfill and Fill - Place soil material in layers to required elevations and shoreline slopes. Bank slopes
to match existing insofar as possible.
* In excavations, use satisfactory excavated or borrow material.
¢ Under grassed areas, use satisfactory excavated or borrow material, ‘y
e Under walks and pavements, use sub base material and utilize shoulders to prevent lateral movement.
¢ Under steps use sub base material.
¢ Under building slabs, use drainage fill material.
* Under piping or conduit, use sub base material and shape to fit bottom 90 degrees of cylinder.
D 51.5 Remove vegetation, debris, and deleterious materials from ground surface prior to placement of fills. w
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and

Place fill and backfill only on surfaces of appropriate moisture content. Place backfill and fill materials evenly
adjacent to structures. Grade areas disturbed by Contractor's operations. Remove excess, excavated, and waste
materzals including trash and debris, and legally dlspose of 11: at approved debris szte

= . | Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
~. B &' | specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
= g‘ 5095 ling items) and MUST BID one or more of the remaining categories (accept all line items within the category).
§0 g E IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
g 3 = gﬂ describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line ¥ Check
& A & g |number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
= %g 2\ specification. Specified
@ m | Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
Plow, strip, or break-up sloped surfaces steeper that 1 vertical to 4 horizontal so that fill material will bond with
existing surface,
D 51.6 Before compaction, moisten or aerate each layer as necessary to provide optimum moisture content.

~POWER AND LIGHT SOURCES:

52. 1 Contractor must be prepared to provide suitable and sufﬁc1ent 11ght and power sources to the

government entity within 24 hours of request. Contractor must be able to supply these items to multiple locations W
mmultaneously without interruption.
D 530 - 'STADIUM:-STYLE LIGHT TOWER: T

D 53.1 Contractor shall provide necessary lighting towers appropnate 10 the situation. w

D 53.2 Standard of Quality: Stadium Style Light Towers of
Multiquip Diesel Powered Light Tower LT-12D
MultiQuip Generator Light Tower with Trailer Features
Maximum Generator Power 6,600 Watts
Enclosure Included Sound Attenuated Enclosure w
Voltage 120/240
Frequency 60 Hertz
Engine Lombardini 12 hp
Fuel Diesel
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
= . |Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
~ g & | specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
3 E‘ ) ‘i line items) and MUST BID one or more of the remaining categories (accept all line items within the category).
50 g g |1F NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
§ g5 & | describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line V Check
) M.z g |number so the state can match your explanation to the correct specification line. Attach the explanation to the technical if as
= @g 2 | specification. Specified
= é Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
e company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack
of responsiveness or responsibility increases.
Power Type Single Phase
Starter Electric Start
Low Oil Alert Yes
Weight 1,550 Pounds
Lighting 4 x 1000W Metal Halide ¥
Lighting Area 5-7 acres
Dimensions 170"L x 74"W x 51"H
Tower Height 32'H
D |540 - NATIONAL INCIDENT MANAGEMENT SYSTEM (NIMS) TRAINING: . oo
D 54.1 Contractor shall provide NIMS training for all employees as needed by a FEMA-certlﬁed instructor. w
Upon completmn of training, documentation shall be supplied as proof of completion.
D |550 " ASSISTANCEIN DEVELOPMENT-OF A DEBRIS MANAGEMENT PLAN:' SR
D 55.1 Contractor shall assist Owner in the development of a debris management plan to lnclude but not h]:ruted
to the establishment of a command and communication center, the hierarchy of routes to be opened, the w
1dent1ﬁcat1on of TDSRS locations, and landfills for final dlSpOSEll
D .:,-56 0 _'A])DITIONAL SERVICES AND MATERIALS‘ o S .
D 56.1 The State of Washington reserves the right to negotiate any item needed to protect the health and safety
of Washington’s inhabitants, and for the protection of property within Washington. Contractor shall provide w
Owner with any additional services and materials on an as needed basis as directed by Owner.
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The Specification matrix below is designed to explain the requirement for the General, Base Camp, Debris Management, and
Emergency Response Categories and allow the Bidder to “check if as specified” if the Bidder can (and will) fully meet the
specification of that particular category without modification. Bidders MUST BID THE General Category (and accept all
line items) and MUST BID one or more of the remaining categories {accept all line items within the category).

IF NOT AS SPECIFIED, do not place a check mark in the “check if as specified” box. On a separate attachment, fully
describe why your company can not meet the requirement of that line item. Do not forget to identify the specification line
number so the state can match your explanation to the correct specification line. Attach the explanation to the technical
specification.

Caution: Material deviations from the state’s requirements may lead to your bid being rejected. Every time your
company is unable or unwilling to mark the “check if as specified” box, the risk that your bid will be rejected for lack

of responsiveness or responsibility increases.

ER

57.0 EMERGENCY RESPONSE: This category is for items identified in the Comprehensive Price List
submittal as (ER) Emergency Response. Specifically:

e Travel Trailer Installation and Maintenance, Comprehensive Price Sheet (submittal) , all Section 19
(including subsections)

* As needed services, Comprehensive Price Sheet (submittal), all Section 20 (including subsections)

¢ Supplemental Water and Food Sources, Comprehensive Price Sheet (submittal), all Section 22 (including
subsections)

¢ Power Sources, Comprehensive Price Sheet (submittal), all Section 28 (including subsections)

Stadium Style Light Tower and Heating and Ventilation Fans, Comprehensive Price Sheet (submittal), all

Section 29 (including subsections)

Emergency Road Clearance, Comprehensive Price Sheet (submiital), all Section 33 (including subsections)

Vehicles and Transportation, Comprehensive Price Sheet (submittal), all Section 35 (including subsections)

Personal Protective Equipment, Comprehensive Price Sheet (submittal), all Section 36 (including subsections)

Miscellaneous Equipment, Comprehensive Price Sheet (submittal), all Section 39 (including subsections)

This category includes services, equipment, and products/consumables. Purchase versus Rental: Where the
context of the Comprehensive Pricing Sheet (submittal) indicates the item is a RENTAL, the item must meet the
“General” requirements above and be in an industry serviceable and safe condition and ready for use by the
customer upon delivery. Where the context of the Comprehensive Pricing Sheet (submittal) indicates the item is a
PURCHASE, the item must meet the “General” requirements (especially subsection 0.4) above and be in an
industry serviceable and safe condition and ready for use by the customer upon delivery.

¥ Check
if as
Specified
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