Contract 01003

TASER M26 SPECIFICATION SHEET

	Model:
	International M26 Advanced Taser #44000

	Power output
	50,000 volt (est)

26 watts, 162mA (Irms)

1.76 Joules per pulse energy

	Power input
	12 VDC: 4-6A

	Power Supply
	Nickel metal hydride (HIMH) rechargeable batteries or hi-output alkaline batteries,

Self-contained inside polyethylene battery tray, with reverse insertion prevention feature 8AA

	Aiming Mechanism
	Mechanical:  fixed front and rear “fin and blade” sights, optimized at 13 foot rang

Optical:  650 Nm wave length, daytime laser sight, optimized at 13 foot range

	Housing


	Dimensions: 6.4” x 1.4” x 5.9” inches
Material:  5% glass filled, pre-colored, virgin polycarbonate 101 No mold release used during molding process

	Safety Lever
	ambidextrous safeties

	Material:
	5% glass filled, pre-colored, virgin polycarbonate 101. No mold release used during

Molding process

	Activation, Switch


	Material:
high durability black Santoprene, Shore A

Laser Lens:
optically clear polycarbonate

	Other Features



	On memory board
	Fast recording EEPROM chip records 585 firings, date and time

	Battery Indicator
	High visibility red LED calibrated for alkaline batteries


	Yellow Coloration Kit:
	Left and right side yellow polycarbonate decals with P.S.A that adheres to sides of the weapon, in order to mark it as less-lethal


TASER X26 SPECIFICATION SHEET

	Model
	TASER X26E (Law Enforcement) Model # 26000

	Size
	175 cm3 (10.7 cubic in.)

15.3 cm x 8.2 cm x 3.3 cm (6.0” x 3.2” x 1.3”)

	Weight
	175 grams (0.45 pounds  /  7 ounces)

	Incapacitation
	105 MDU’s (Muscular Disruption Units)

	Power Output
	Shaped Pulse Discharge

50,000 Peak Voltage

2.1 Milliamps Average Current (0.0021 Amperes)

151 Milliamps Root Mean Square Body Current (0.151 A Irms)

	Range
	0-7 Meters (0-21 ft) plus contact stun backup capability

	Digital Power Magazine (DPM)
	Power Source w. Lithium Energy Cells and Digital Memory

6 Volt Input, 10 yr shelf life, 300 195 firings at 25C

	Energy Cell Indicator
	99% - 00% Remaining Energy Level

	Digital Pulse Controller (DPC) 
	Automatic 5 sec burst (interruptible)

0-2 seconds: 19 pulses per second

2-5 seconds: 15 19 pulses per second

	Clothing Penetration
	Up to 5 cm (2 inches)

	Temperature Range
	-20 C (-05F ) to 50 C (122 F)

	USB Dataport System
	Stores Time, Date, Duration, Temperature, & Energy Cell Status of over 1,000 firings. Data accessed through USB into encrypted secure “.x26” file format on Windows PC (Windows® 2000, XP, or ME)

	Target Illumination
	650 nm laser sighted to center grouping at 13 feet plus two super bright LED’s for Low Intensity Illumination (LIL)

	Cartridges
	15 or 21 ft. range, 1800 psi nitrogen propellant, classified by U.S.B.A.T.F. as non-firearm, reversible design with 8probe separation angle.

	Central Info Display (CID)
	2 Digit LED displays fuel level, burst time, warranty expiration, illumination status

	Safety
	Ambidextrous levers with Safe “S”, Fire “F” markings

	Holster
	eXoskeleton molded polymer and stainless steel holster included. Ambidextrous (shipped in rt. hand configuration).

	Patents
	U.S. #5,078,117; U.S. #5,771,663 and others pending U.S. and Worldwide.

	Warranty
	1 year standard, extended warranties available


