	
	


Appendix B  01407

Products, Specifications, and Prices
Updated 04-11-2016
Customer Category I

Four (4) Pocket, Seven (7) Pocket, Lightweight Vests and Safety Pants price schedule. For detailed description and Commodity Code information, click on hyperlink for each product.

	Customer Category I

	PRODUCT
	WSDOT LOGO
	NON LOGO

	4 Pocket Safety Vest
	$24.30
	$23.13

	7 Pocket Safety Vest
	$26.33                                
	$25.16

	Lightweight Safety Vest
	$25.31
	$24.15

	Surveyor Vest
	$73.28
	$72.13

	Safety Pants
	$21.20
	

	Deluxe Surveyor Vest
	$78.00
	$75.00


	Vest Sizing Standards

	4-Pocket, 7-Pocket, Lightweight, and Breakaway Vest Sizing

	Size
	Chest
	Length
	Armhole

	Extra Small
	36-38
	24
	27

	Small
	38-40
	24
	28

	Medium
	42-44
	27
	30

	Large
	46-48
	27
	30

	1XL
	50-52
	29
	31

	2XL
	54-56
	29
	32

	3XL
	58-60
	31
	33

	4XL
	62-62
	31
	33

	PANTS SIZING

	Size
	In-Seam
	Waist

	Extra Small
	26”
	28-36”

	Small
	30”
	36-40”

	Medium
	30’
	40-44”

	Large
	32”
	44-48”

	1XL
	32”
	48-52”

	2XL
	34”
	52-56”

	3XL
	34”
	56-60”

	4XL
	36”
	60-64”

	5XL
	36”
	64-68”


	Pricing for Custom Logos for Washington State & Co-op Agencies

	One Color Logo
	Two Color Logo

	LOGO UNITS
	PRICE
	LOGO UNITS
	PRICE

	1-35
	$1.92 ea.
	1-35
	$2.43 ea.

	36-71
	$1.62 ea.
	36-71
	$2.18 ea.

	72-143
	$1.37 ea.
	72-143
	$1.92 ea.

	144+
	$1.11 ea.
	144+
	$1.62 ea.


Initial Artwork Set up Fee: $16.00 per Color (Customer to provide camera ready artwork)

Please provide artwork in jpeg format.

Logo location: Back of vest between the vertical stripes approximately 5”-7” down from the neck or front left chest. 

Logo Size: Location of logo will determine the maximum size of the logo 3 or more colors or larger quantities: Call Correctional Industries for a Quote.

 Reorders: @ $8.00 set up fee per color + logo price 

Logos are not available on all styles of vests. Some styles of open weave mesh vests will require a sewn on patch. Please call for quote. 

* Due to the custom nature of logos Correctional Industries will not guarantee a specific delivery date.

Four (4) Pocket Traffic Safety Vest Description

The 4 Pocket High Visibility Safety Vest shall be constructed to be ANSI/ISEA 107-2010 Class II certified for sizes Medium and above and in the style of a Class II for sizes Small and X-small 

The 4 Pocket High Visibility Safety Vest shall be constructed to be ANSI/ISEA 107-2010 Class II certified for sizes Small and above and in the style of a Class II for size X-small 
Fabric:  

ANSI/ISEA 107-2010 approved 100% Fluorescent Orange-Red Texturized Woven Polyester, Plain Weave, 5.5 oz. 

Reflective Material:  

Reflective material is ANSI/ISEA 107-2010 approved Reflexite 330 Fluorescent Yellow or 3M 6187 Fluorescent Lime Yellow.

Horizontal Striping:

Two continuous reflective material bands will be sewn horizontally around the torso. The bottom of the lower horizontal band will be not less than 2” (50mm) above the bottom edge of the vest.  The bottom of the second horizontal band shall not be less than 2” (30mm) from the top edge of the lower horizontal band.

Vertical Striping:

Two continuous reflective bands will be sewn vertically centered one over the left and right breast and joining the uppermost continuous horizontal torso band. 1” (25mm) interrupt of vertical reflectivity to differentiate the gap between the top of the pencil pocket and the top of the calculator/cell phone pockets on each side.
Pockets

Standard pockets:

A total of five (5) pockets; two (2) top - left for pencils, crayons, calculator or cell phone; one (1) ID pocket – upper left chest for state ID;   two (2) bottom pockets

Pocket Configuration:  

Chest Pockets:

The Chests pockets are identical on both the left and right sides of the vest.

The top of the Chest Rear Pocket Chest is approximately 8.5” (212mm) down from top shoulder seam. Both Chest Pockets are two layered.

The ID pocket is located ½” above left chest pocket.

Pencil Pocket (Top Layer)

The pencil pocket is approximately 6” (150mm) x 5.5” (137mm) , with three pencil sections approximately 2” (50mm)wide all with a 5” (125mm) depth.

Radio, Cell Phone, PDA Pocket (Deeper Pocket/Rear Pocket):

This pocket will be approximately 8” (150mm) by approximately 6” (150mm). The pocket shall be approximately 8”down from top of pocket to create a pocket for Radios, Cell Phones, PDAs, etc.

ID Pocket

The ID pocket is approximately 3.5” x 4.75”.  The pocket is bound on all sides and sewn to the vest leaving the top open for ID insertion.

Lower Pockets:

Both deep top pockets have one hook and loop fastener at the top. Two (2) front lower pockets are width of vest from center front seam to side seam, with hook and loop fasteners shall be on each lower pocket, and will be applied so the loop fasteners will be on the outside of the pockets and the hook fasteners on the inside, closest to the body.

WSDOT Logo Specifications

Upon approval by the WSDOT Vest Committee the new logo shall be as follows:

1. Logo Position

The logo is to be in the “Optical Center” of the back panel between the Two Vertical Stripes and the Uppermost Horizontal Stripe.  

2.  Logo Description

The logo shall be the WSDOT “Flying T” with WSDOT under that symbol.  The “Flying T” shall be approximately 5 1/2” in diameter with the letters WSDOT being in a block format and 1” high.  The WSDOT letters shall not be wider than the “Flying T”.

3. Color

The color of the logo shall match reflective striping color

Neckline:

The binding on the neckline shall be scooped.  The Scooped Neckline shall be a Symmetrical Arc from Shoulder Seam to Shoulder Seam.  The middle of the Arc shall be approximately 2”. The 2” radius of the middle of the arc will be measured if there was a straight line across from Shoulder Seam to the other Shoulder Seam. 

Shoulder Seam Stitching:

Both shoulder seams shall be safety stitched and top stitched to provide extra strength to the seam and comfort to the wearer of the garment.

Closures:
Four (4) silver, heavy duty rust resistant snaps in the center front and the snap area shall be reinforced.

Care Tag:

Care tag will meet ANSI/ISEA 107-2010 requirements for labeling.

	WSDOT LOGO VESTS
PRICE    $24.30
	NON LOGO VESTS
PRICE    $23.13

	WSDOT LOGO VESTS
	NON LOGO VESTS

	Commodity Code
	Size
	Commodity Code
	Size

	3459-262-051
	Extra Small 
	8415-056-101
	Extra Small 

	3459-262-500
	Small 
	8415-056-102
	Small

	3459-262-510
	Medium 
	8415-056-103
	Medium

	3459-262-520
	Large 
	8415-056-104
	Large

	3459-262-530
	X - Large 
	8415-056-105
	X - Large

	3459-262-540
	2X-Large  
	8415-056-106
	2X-Large 

	3459-262-550
	3X-Large 
	8415-056-107
	3X-Large

	3459-262-560
	4X-Large 
	8415-056-108
	4X-Large

	3459-262-570
	5X Large
	8415-056-109
	5X Large


SEVEN (7) POCKET

The 7 Pocket Vest will have the same fabric, reflective material, closures, horizontal and vertical striping, and pocket construction as the 4 pocket vest with the addition of the following pockets.

The 7 Pocket High Visibility Safety Vest shall be constructed to be ANSI/ISEA 107-2010 Class II certified for sizes Small and above and in the style of a Class II for size X-small.  The 7 Pocket Vest will have the same fabric, reflective material, closures, horizontal and vertical striping, and pocket construction as the 4 pocket vest with the addition of the following pockets.  
Additional Pockets:

The two full inside pockets and a rear cruiser style pocket for a total of 7 pockets.  The inside of the interior pockets and the rear cruiser style pocket will use 100% polyester fluorescent orange mesh, 1.6 ounces per yard to save weight. These pockets will be hemmed with thread to assure flexibility.

Interior Pockets:

The interior pockets will both be approximately 10" deep by 12” wide with incline openings from side seam towards center front seam.

Rear Cruiser Style Pocket:

Both back pocket openings must be a full 11” (275mm) wide on each side. Pocket opening to be from the binding to approximately 3” from the bottom edge of the vest.  Snaps for each side centered in the 11” opening. Rear cruiser style pocket must have two snaps (one on each side of the opening) centered on the 11” opening.

	WSDOT LOGO VESTS
PRICE    $26.33
	NON LOGO VESTS
PRICE    $25.16

	WSDOT LOGO VESTS
	NON LOGO VESTS

	Commodity Code
	Size
	Commodity Code
	Size

	3459-262-052
	Extra Small
	8415-055-101
	Extra Small

	3459-262-600
	Small
	8415-055-102
	Small

	3459-262-610
	Medium
	8415-055-103
	Medium

	3459-262-620
	Large
	8415-055-104
	Large

	3459-262-630
	X - Large
	8415-055-105
	X - Large

	3459-244-504
	2X-Large
	8415-055-106
	2X-Large

	3459-262-640
	3X-Large
	8415-055-107
	3X-Large

	3459-262-650
	4X-Large
	8415-055-108
	4X-Large

	3459-262-660
	5X Large
	8415-055-109
	5X Large


LIGHTWEIGHT SAFETY VEST

Specifications for the Lightweight Safety Vest

The Lightweight Safety Vest shall be constructed to be ANSI/ISEA 107-2010 certified Class II for sizes Medium and above. 

The Lightweight Safety Vest shall be constructed to be ANSI/ISEA 107-2010 Class II certified for sizes Small and above and in the style of a Class II for size X-small.
Fabric: 

ANSI approved, 3.4 oz., fluorescent red-orange, 100% textured knitted polyester mesh.

Binding: 

Trico 7001761FROR folded 3 times and cut along the bias.
Reflective Material:

Reflective material is ANSI/ISEA 107-2010 approved Reflexite 330 Fluorescent Yellow or 3M 6187 Fluorescent Lime Yellow.
Reflective Striping:

Horizontal Striping:

Two continuous reflective material bands will be sewn horizontally around the torso. The bottom of the lower horizontal band will be not less than 2” (50mm) above the bottom edge of the vest.  The bottom of the second horizontal band shall not be less than 2” (30mm) from the top edge of the lower horizontal band.

Vertical Striping:

Two continuous reflective bands will be sewn vertically centered one over the left and right breast and joining the uppermost continuous horizontal torso band. 1” (25mm) interrupt of vertical reflectivity to differentiate the gap between the top of the pencil pocket and the top of the calculator/cell phone pockets on each side.
Pockets:

Chest Pocket

The Chest pocket is located on the left side approximately 8.5” (212mm) down from top shoulder seam. The pocket is approximately 6” (150mm) wide until the pocket reaches the lower exterior pocket. The Chest pocket has one hook and loop fastener at the top. 

ID Pocket

The ID pocket is approximately 3.5” x 4.75”.  The pocket is bound on all sides and sewn to the vest leaving the top open for ID insertion.

Lower Pocket

Two (2) front lower pockets are width of vest from center front seam to side seam. 2” (50mm) wide by 1” (25mm) high hook and loop fasteners shall be on each lower pocket and will be attached with box stitching and will be applied so the loop fasteners will be on the outside of the pockets and the hook fasteners on the inside, closest to the body.
Pocket Fasteners

The pocket fastener shall be a 2” by 1”hook and loop fastener.  The color shall match the color of the background fabric and sewn in the top center of the pocket and will be applied so the loop fasteners will be on the outside of the pockets and the hook fasteners on the inside, closest to the body.

Closures:

Four (4) silver, heavy duty rust resistant snaps in the center front and the snap area shall be reinforced.

Shoulder Seam Stitching:

Both shoulder seams shall be safety stitched and top stitched to provide extra strength to the seam and comfort to the wearer of the garment.

Care Tag:

Care tag will meet ANSI/ISEA 107-2010 requirements for labeling.

LIGHTWEIGHT SAFETY VEST PRICE AND COMMODITY CODES

	WSDOT LOGO VESTS
PRICE    $25.31
	NON LOGO VESTS
PRICE    $24.15


	  WSDOT LOGO VESTS
	  NON LOGO VESTS

	Commodity Code
	Size
	Commodity Code
	Size

	3459-263-099
	Extra Small 
	8415-076-101
	Extra Small 

	3459-263-100
	Small 
	8415-076-102
	Small

	3459-263-110
	Medium 
	8415-076-103
	Medium

	3459-263-120
	Large 
	8415-076-104
	Large

	3459-263-130
	X - Large 
	8415-076-105
	X - Large

	3459-263-140
	2X-Large  
	8415-076-106
	2X-Large 

	3459-263-150
	3X-Large 
	8415-076-107
	3X-Large

	3459-263-160
	4X-Large 
	8415-076-108
	4X-Large

	3459-263-170
	5X Large
	8415-076-109
	5X Large


Surveyor Vest
The Surveyor shall be constructed to be ANSI/ISEA 107-2010 Class II certified for sizes Medium and above and in the style of a Class II for sizes Small and X-small 

The Surveyor Vest shall be constructed to be ANSI/ISEA 107-2010 Class II certified for sizes Small and above and in the style of a Class II for size X-small.
Fabric:  

ANSI/ISEA 107-2010 approved 100% Fluorescent Orange-Red Texturized Woven Polyester, Plain Weave, 5.5 oz. 

Reflective Material:  

Reflective material is ANSI/ISEA 107-2010 approved Reflexite 330 Fluorescent Yellow or 3M 6187 Fluorescent Lime Yellow.

Vertical Striping:

Two continuous reflective bands will be sewn vertically meeting the continuous horizontal torso band. 
Horizontal Striping:

One continuous reflective material band will be sewn horizontally around the torso. The bottom of the horizontal band shall be approximately 8” from the bottom of the vest. The distance may vary based on the size of the garment.

Pocket Configuration:

Chest Pockets

Left Chest Pocket is two layered.

Pencil Pocket (Top Layer)

The pencil pocket is approximately 6 ¼” wide by 4 ¾” long and are divided into four sections.  The two left pencil pocket sections are approximately 1” wide, and the next two pencil pocket sections are 2” wide.

Radio, Cell Phone, PDA Pocket (Deeper Pocket/Rear Pocket)

The left Chest pocket is located approximately 11” down from top shoulder seam, the distance from the shoulder seam will vary based on the size of the garment. The pocket is approximately 6” x 6” until the pocket reaches the upper edge of the lower outside pocket.

ID Pocket

The ID pocket is located ½” above left chest pocket.

The ID pocket is approximately 3.5” x 4.75”.  The pocket is bound on all sides and sewn to the vest leaving the top open for ID insertion.

Right Chest Pocket

Right Chest Pocket is 8” x 4” with a flap closure that is secured with a 1” wide hook and loop fastener.  The left Chest pocket is approximately 8” down from the shoulder seam.

Lower Pockets

Two front lower pockets are approximately 10” x 6”, with a flap closure covering the pocket.  The closure shall be secured with 1” hook and loop fasteners.  The left lower pocket shall have two grommets, grommets shall be 2 ¾”, to allow for string and flagging to be pulled through for surveying activities.

Inside Pockets

The interior pockets will both be approximately 8” deep by 12” wide from side seam to center front seam. Both interior pockets shall have a ½” wide x 3” long closure tab with a hook and loop fastener (Velcro™) to secure the pocket.  

Rear Cruiser Style Pocket:

Both back pocket openings will be a minimum of 12” (275mm) wide on each side. Pocket openings to be from the bottom binding to the armhole binding.  Heavy Duty YKK zippers will be used for each side of the opening.

Rear GPS Backpack Style Pocket

The rear pocket is approximately 15” long x 10” wide and center between the vertical reflective stripes.  The top of the pocket has a sewn in draw string with a cordlock for closure of the pocket.  There are 3 sets of snaps on each side of the pocket for a total of six snaps on the pocket.  The flap that covers the pocket will protect the contents of the pocket and snap to the pocket itself.  The interior of the bottom of the pocket will be seamed to be expandable to at least approximately 4”.

Shoulder Seam Stitching

Both shoulder seams shall be safety stitched and top stitched to provide extra strength to the seam and comfort to the wearer of the garment.

Closures:
Five (5) Black, heavy duty rust resistant snaps in the center front.  

Binding

Black, Heavy Duty base material, triple folded and cut along the bias. Additionally, along each binding edge (except for armholes) a 1” black webbing material shall be sewn in for added strength and durability.

Care Tag:

Care tag will meet ANSI/ISEA 107-2010 requirements for labeling.

WSDOT Logo Specifications

The WSDOT logo shall be placed on the “optical center” of the flap the covers the GPS Rear Pocket.

Upon approval by the WSDOT Vest Committee the new logo shall be as follows:

Logo Position:  The logo is to be in the “Optical Center” of the back panel between the Two Vertical Stripes and the Uppermost Horizontal Stripe.  

Logo Description:  The logo shall be the WSDOT “Flying T” with WSDOT under that symbol.  The “Flying T” shall be approximately 5 ½” in diameter with the letters WSDOT being in a block format and 1” high.  The WSDOT letters shall not be wider than the “Flying T”.

Color The color of the logo shall match the reflective striping material.

PRICING and Commodity Codes

	WSDOT LOGO PRICE
$73.28
	NON- LOGO PRICE
$72.13

	Surveyor  Vest

	With LOGO 
	NON LOGO 

	Commodity Code
	Size
	Commodity Code
	Size

	2009-211-005
	Extra Small
	8415-145-081
	Extra Small 

	2009-211-560
	Small
	8415-145-086
	Small

	2009-211-010
	Medium
	8415-145-091
	Medium

	2009-211-011
	Large
	8415-145-096
	Large

	2009-211-012
	X - Large
	8415-145-101
	X - Large

	2009-211-013
	2X-Large
	8415-145-106
	2X-Large 

	2009-211-014
	3X-Large
	8415-145-111
	3X-Large

	2009-211-015
	4X-Large
	8415-145-116
	4X-Large

	2009-211-016
	5X Large
	8415-145-121
	5X Large


Adopt A Highway Program Safety Vest

	Manufacturer No.
	Size
	12-47 Units
	48-95 Units
	96-239 Units
	240+ Units

	Style 4008630R
	Universal Fit
	$8.00
	$8.00
	$8.00
	$8.00


ADOPT A HIGHWAY SAFETY VEST

Specifications for the Adopt A Highway Program Safety Vest

The Adopt a Highway Safety Vest shall be constructed to be ANSI/ISEA 107-2010 Class II certified for sizes Medium and above (Universal size – 1 size only).

The Adopt a Highway Safety Vest shall be constructed to be ANSI/ISEA 107-2010 Class II certified. (Universal size–1 size only).

Fabric:

ANSI/ISEA 107-2010 approved 100% Fluorescent Orange Texturized knitted polyester mesh.

Binding:

ANSI/ISEA 107-2010 approved 100% Fluorescent Orange Texturized woven polyester, plain weave – 5.5. Oz. folded 3 times.

Reflective Material:

Reflective material is ANSI/ISEA 107-2010 approved 3M 6160R fluorescent white tape.

Horizontal striping:

One continuous reflective band will be sewn horizontally around the torso. The bottom edge of the reflective band will not be less than 6” above the bottom edge of the vest.

Vertical striping:

Two continuous reflective bands will be sewn vertically centered (1) over the left breast and (1) over the right breast and joining the uppermost horizontal reflective torso band.

Pockets:

N/A

Closures:

Two horizontal torso bands – constructed of ANSI/ISEA approved 100% fluorescent orange texturized knitted polyester mesh and 3M 6160R fluorescent white tape - shall be sewn to the back of the vest, aligned with the horizontal band sewn around the torso. The bands will be secured to the front of the vest with (2) hook and loop fasteners, with (1) hook fastener each placed above and below the one continuous reflective band of tape at the torso on the front of the vest and (1) loop fastener each placed above and below the reflective band of tape sewn to the horizontal torso band. The hook fastener shall be sewn to the front portion of the vest and is approximately 8 ¼” in length and the loop fastener shall be sewn to the horizontal torso band and is approximately 4” in length. The two horizontal bands will be bound.

Shoulder Seam stitching:

Both shoulder seams shall be safety stitched (surged) and top stitched to provide extra strength to the seam and comfort to the wearer of the garment.

Care Tag:

Care tag will meet ANSI/ISEA 107-2010 requirements for labeling.

SAFETY PANTS

High Visibility Safety Pants shall be constructed to be ANSI/ISEA 107-2010 Class E certified for all sizes with the additional two continuous horizontal stripes above the knee for a total of four continuous horizontal stripes. 

There will be two vertical slits on the sides to allow access to interior pant pockets. There will be a slit on the bottom to allow for access while wearing boots. There will be an attach tab with a hook and loop fastener for closure of the bottom slit.

Fabric:
ANSI/ISEA 107-2010 approved Fluorescent Orange-Red 5.5 oz., 100% Texturized Woven Polyester, Plain Weave with DWR (Durable Water Repellency) finish.
Reflective Material:
Reflective material is ANSI/ISEA 107-2010 approved Reflexite GP340, Reflexite 330 Fluorescent Yellow or 3M 6187 Fluorescent Lime Yellow.

Reflective Striping:

Lower Horizontal Striping:

Pants shall meet the ANSI/ISEA 107-2010 Class E standard. Pants will have two continuous horizontal 2” wide reflective material bands located below the knee.  The lower edge of the bottom stripe will be greater than or equal to 2” from the bottom hem of the pants.  The distance between upper edge of the lower stripe and the bottom edge of the upper stripe will be greater than or equal to 1.2”.  The upper most edge of the second horizontal stripe shall not be more than 14” above the hem of the garment.

Upper Horizontal Striping:

Pants will have two continuous horizontal 2” wide reflective material bands located above the knee and below the crotch.  The upper edge of the highest stripe will be approximately 3” from the crotch.  The distance between the lower edge of the higher stripe and the upper edge of the lower stripe will not be less than 2”.

The pants shall have a 1 ½" elastic waistband with integral non-elastic cord inside as a drawstring.  The drawstring is to exit 2 button holes in the center on the inside of pants with a plastic cord lock placed in the top hem of the pants.

 Pant Cuff Closure:

The pant shall have a side slit approximately 8”. A tab closure will be approximately 6” in length with approximately one-third (1/3) of the tab attached to the inside of the pants.  A loop fastener 3” by 1” shall be attached to the tab.  The hook fastener is to be sewn approximately 1” above the hem line, inseam to out-seam and be approximately 7 ½” by 1”.  The closure tab shall be reinforced at stress points to provide added durability.

Pant pocket slits:

Vertical 7” (175mm) pant pocket slits shall be provided along the outside seam on each side of the pants at the top. Pocket slits will be reinforced at top and bottom of opening for reinforcement and enhanced durability.

Care Tag:

Care tag will meet ANSI/ISEA 107-2010 requirements for labeling.

PRICE           $21.20
	Safety Pants

	Commodity Code
	Size

	3450-845-090
	Extra Small- 

	3450-845-100
	Small 

	3450-845-110
	Medium 

	3450-845-120
	Large 

	3450-845-130
	X - Large 

	3450-845-140
	2X-Large - 

	3450-845-150
	3X-Large 

	3450-845-160
	4X-Large 

	3450-845-170
	5X-Large


T – SHIRT

ANSI Compliant T-Shirts (NOT CLASS 2)

ANSI Compliance refers to background material only (NOT CERTIFIED ANSI/ISEA CLASS 2) – no reflective material or striping. See page 47-48.
ANSI/ISEA 107-2010 Compliant Orange T-Shirt (ANSI Compliance on this product refers to background material only (NOT CERTIFIED ANSI/SEA CLASS 2 – no reflective material or striping).  
Moisture Wicking T-Shirts, 100% Spun Polyester (6.5oz.) with an incredibly soft hand (feels like cotton).  Material pulls (wicks) moisture away from body to the outside of the fabric where it can evaporate for a comfortable, dry feel, Maintains its wicking ability even after 75 washings. Special soil release properties help reduce staining.  Pockets T-shirts have left chest pocket.

MANUFACTURER’S NUMBER AND PRICE
	Manufacturer No.
	Size
	1-5 Units
	6-11 Units
	12+ Units

	400831RMOPS
	Small
	$12.91
	$10.10
	$9.71

	400831RMOPM
	Medium
	$12.91
	$10.10
	$9.71

	400831RMOPL
	Large
	$12.91
	$10.10
	$9.71

	400831RMOPXL
	XL
	$12.75
	$10.10
	$9.71

	400831RMOPXXL
	2XL
	$13.25
	$11.27
	$10.88

	400831RMOPXXXL
	3XL
	$15.25
	$12.43
	$12.04

	400831RMOPXXXXL
	4XL
	$16.40
	$13.61
	$13.20

	400831RMOPXXXXXL
	5XL
	$17.56
	$14.76
	$14.37

	400831RMOP6XL
	6XL
	$18.73
	$15.92
	$15.53


Specifications for ANSI/ISEA 107-2010 Compliant 

Fluorescent two-tone Red Orange & Yellow Class II T-shirts

This specification is for a finished ANSI/ISEA 107-2010 Class II high visibility t-shirt to be worn by WSDOT personnel during day and night work (non-flagging operations).  The garments are in compliance with the 2003 Edition of the MUTCD Part 6E.02:  High-Visibility Safety Apparel. The garments are manufactured using ANSI/ISEA 107-2010certified background and retro-reflective component materials and meet ANSI/ISEA 107-2010 design and performance requirements. Component materials in this specification are separately certified to ANSI/ISEA 107-2010 by a competent and qualified independent laboratory. 


Materials:

1. Background Material – ANSI/ISEA 107-2010 certified:

2. Main body of T-shirt is fluorescent red- orange 100% polyester knit with a minimum weight of 6.0 – 6.2oz.
3. Sleeves are fluorescent yellow 100% polyester knit with minimum weight of 6.0 – 6.2oz.

4. Does meet color, performance and care label recommendations per ANSI/ISEA 107- 2004

5. Does meet third party certificate of compliance for the background material as required by ANSI/ISEA 107- 2010

6. Background material is certified to 50 home washings

Retro reflective Material – ANSI/ISEA 107-2010 certified

1. Is segmented 3M™ Scotchlite™ Reflective Material – 8725  Silver Transfer Film – Airex® or approved equivalent 

2. Is Level 2 retro-reflective material

3. Segmented / Breathable Reflective Trim shall be 2 inches wide 

4. Shall be certified to 50 home washings

5. Shall meet care label recommendations and labeled per ANSI/ISEA 107- 2004 
6. The segmented 3M™ Scotchlite™ Reflective Material – 8725 Silver Transfer Film – Airex® is laminated onto the background material using guidelines for the lamination process as set forth by the manufacturer.


Certificates:

Third party ANSI/ISEA 107-2010 certificates of compliance for both component materials is kept on file at the manufacturer and a copy of all certificates shall be sent to Contract Administrator–Olympia, WA

Third party documentation shall be provided by the manufacturer upon request.  


Design:

a. T-Shirt designs shall include both short sleeve and long sleeve.

b. T-shirt minimum amount of visible background material is 775 in2
c. T-shirt: minimum amount of retro-reflective material is 201 in2
d. Sizing – Smallest t-shirt size shall meet minimum amounts of material as specified above (a and b).

e. Therefore Size Small which does not meet minimum requirement (item a above) is not    available. 

f. Garment designs shall conform to ANSI/ISEA 107-2010 Section 6, see Diagram A and B. 

g. Trim pattern shall consist of one 2- inch wide horizontal band around the body and one 2- inch vertical band over each shoulder. 

h. Pocket: The t-shirt shall have a front pocket attached to the left side of the shirt that is 4 ½ inches wide by 5-inches long with the bottom of the pocket forming a wide V shape.

i. Colors red/orange body, yellow neck trim, yellow sleeves (short sleeve model 4006868 Diagram A) and (long sleeve model 400869 Diagram B will have contrasting red/orange cuffs).

j. Tubular design with no side seams (except sizes 3XL & above)

k. Fabric Weight 6.0 – 6.2oz. 100% polyester with Hydrowick for moisture management

l. Taped neck & shoulder seams

m. There shall be no raw edges on the t-shirt.

n. Sizing shall include:  M to 5X (XXXXXL)

Recommended Care Guide:
Washing Instructions
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Wash warm – max 75X

Do not bleach


Tumble-dry low

Do not iron

Do not dry-clean


In addition, the manufacturer shall provide Instructions for Use. This may be provided on a garment label, to included special care instructions and appropriate precautions to observe.
Garment Label: 

The t-shirt label shall include the following information:

a. Manufacturer

b. ANSI/ISEA 107-2010

c. Fabric type

d. Model # (optional)

e. Size

f. Pictogram showing garment class and retro-reflectivity level

g. Care guide and maximum number of cycle

h. Blank Label to record date of issue to user

Diagram A

	Short Sleeve 400868
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Diagram B

Long Sleeve 400869
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Recommended Care Guide:
Washing Instructions
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Wash warm – max 50X

Do not bleach


Tumble-dry low

Do not iron

Do not dry clean


In addition, the manufacturer shall provide Instructions for Use. This may be provided on a garment label, to included special care instructions and appropriate precautions to observe.

Garment Label: 

The t-shirt label shall include the following information:

i. Manufacturer

j. ANSI/ISEA 107-2010

k. Fabric type

l. Model # (optional)

m. Size

n. Pictogram showing garment class and retro-reflectivity level

o. Care guide and maximum number of cycle

p. Blank Label for inscription of issue date to product user

Packaging:

All high visibility apparel shall be packaged individually in a poly bag so that the size will be visible without opening the package.  The size can be adhered to the outside of the poly bag and there shall be one size per bag and one size per shipping carton/container. Several sizes may be consolidated into one shipping container to accommodate small orders.
Workmanship:

The high visibility safety T-shirt shall be of expert workmanship, comfortable to wear, free of ragged edges, surface blemishes, loose stitches, uneven seams or any defect that would render the garment ineffective for its intended use.

Each shirt shall be made in the USA and in complete compliance with ANSI/ISEA 107- 2004 design requirements for a class II garment and meet all of the requirements of the MUTCD 2003 Edition Part 6E-02
SHORT SLEEVE T-SHIRT: ANSI 107-2004 CLASS 2 

# 400868 – ANSI Class 2 Two-tone T-shirt Orange body-Yellow Short Sleeve w/yellow Left Chest Pocket & 2” AIREX reflective. 

	Manufacturer No.
	Size
	Commodity Code
	PRICE

	400868M
	Medium
	3450-880-190
	$18.33ea.

	400868L
	Large
	3450-880-200
	$18.33ea.

	400868XL
	XL
	3450-880-210
	$18.33ea.

	400868XXL
	2XL
	3450-880-220
	$19.49ea.

	400868XXXL
	3XL
	3450-880-230
	$20.64ea.

	400868XXXXL
	4XL
	3450-880-240
	$21.82ea.

	400868XXXXXL
	5XL
	3450-880-250
	$22.97ea.


LONG SLEEVE T-SHIRT: ANSI 107-2004 Class 2

# 400869 – ANSI 107-2004 Class 2 Two-tone T-shirt Orange body- Yellow Long Sleeve w/Left Chest Pocket & 2” AIREX  

	Manufacturer No.
	Size
	Commodity Code
	PRICE

	400869M
	Medium
	3450-880-100
	$22.04ea.

	400869L
	Large
	3450-880-110
	$22.04ea

	400869XL
	XL
	3450-880-120
	$22.04ea

	400869XXL
	2XL
	3450-880-130
	$23.21ea.

	400869XXXL
	3XL
	3450-880-140
	$24.37ea.

	400869XXXXL
	4XL
	3450-880-141
	$25.54ea.

	400869XXXXXL
	5XL
	3450-880-150
	$26.69ea.

	400869XXXXXXL
	6XL
	3450-880-151
	$27.86ea.


Customer Category II

Washington State Ferries (WSF) Break Away Vest
This vest, for use by Washington State Ferries, shall be constructed to be ANSI/ISEA 107-2010 certified Class 2 for sizes Medium and Larger and in the style of class 2 for size Small and X-small.  This Vest has neither shoulder seams nor side seams for easy exit. Both shoulders are open and fastened by hook and loop fasteners. Both sides are open and fastened by hook and loop fasteners.

Vest Material:

Fluorescent green 100% polyester, 2.95 ounce per square yard, fabric finished with a DWR (Durable Water Repellency

Hook and Loop:

Hook and Loop is 1.5" width YKK SmartTouch. Color of Hook and Loop is to match the Vest material.

Reflective Material:

The reflective material shall be high intensity tape and be applied in the center of the exposed face of the Grosgrain (item #1 above). The Scotchlite or equal material shall be heat fused to the grosgrain.

4.5"(112mm) wide safety orange Grosgrain 100% polyester or equal.

2"(50mm) 3M Scotchlite Silver or equal.

Reflective Striping:

Horizontal Striping: 

One (1) continuous 360° 2" (50mm) 3M Scotchlite silver reflective band (or equal) sewn horizontally, approximately 6” (150mm) up from the bottom edge of the vest.

Vertical Striping:

Two (2) continuous 2"(50mm) 3M Scotchlite silver reflective bands sewn vertically centered over the left and right breast. 1” (25mm) interrupt of vertical reflectivity to differentiate the gap between the top of the right pencil pocket and the top of the calculator/cell phone pocket.

Vest Pockets:

Exterior Pockets: 

Two (2) each lower pockets

1. Approximately " 8 long by 6" (150mm) wide with hook and loop closure centered at top.

2. Base of this pocket to be aligned with bottom hem and side hook and loop. Top of pockets to be aligned at the bottom of the horizontal stripe.

3. Exterior of pocket should maintain line of vertical reflective band

Radio Pocket: 

Exterior upper right breast, pocket to be located as follows:

1. Centered with vertical trim

2. Base of pocket to begin at top of horizontal trim

3. Antenna loop to be placed between reflective bands and 3/4" above the bottom layer of this two-layered pocket.

Pocket Dimensions and Construction:  
Pencil Pockets:

1. The top layer consists of a pencil pockets approximately 6” by 7.75”, with three pencil sections evenly divided approximately 2” wide each.

2. The deeper pocket (just behind the pencil pocket) is approximately 6” by 8.75”, 1” higher than the top pencil pocket, and full depth to permit radios, cell phones, calculators.

3. Deep pockets shall have one hook and loop closure at the top. These hook and loop closures will be attached with box stitching and will be applied to the hook and loop, loop will be on the outside of the pocket and the hook on the inside, closest to the body

4. Antenna loop will be approximately 2" wide and 2.5" in length, made with the vest body fabric. This antenna loop will have matching 0.5" hoop and loop closure opening to the inside of the garment

Hook and Loop Closure Placement:

Interior of left front: 
1. Loop on full length of shoulder

2. Loop on full length of side

3. Hook on center front, 3 each extending approximately 3"(75mm) from center of vest spaced equally beginning approximately 2"(50mm) from bottom of vest and 1"(25mm) from front neckline (bias).

Interior of right front:
Loop on full length of shoulder

Loop on full length of side

Exterior of right front:

Loop on center front, 3 each extending 3" from center of vest spaced equally beginning 2" from bottom of vest and 1" from front neckline.

Exterior of back:

Exterior of back piece:

Hook on full length of both shoulders

Hook on full length of both sides.

Care Tag: Care tag will meet ANSI/ISEA 107-2010 requirements for labeling.

	Break Away Vest

	PRICES  NON-LOGO

	Commodity Code
	Mfg. #
	Size
	1 to 5
	6 to 24
	24 to 50
	51+

	8415-183-101
	996/S
	Small
	$33.92
	$33.92
	$33.92
	$33.92

	8415-183-103
	996/M
	Medium
	$33.92
	$33.92
	$33.92
	$33.92

	8415-183-105
	996/L
	Large
	$33.92
	$33.92
	$33.92
	$33.92

	8415-183-107
	996/XL
	XL
	$33.92
	$33.92
	$33.92
	$33.92

	8415-183-109
	996/2XL
	2XL
	$35.64
	$35.64
	$35.64
	$35.64

	8415-183-111
	996/3XL
	3XL
	$37.36
	$37.36
	$37.36
	$37.36

	8415-183-113
	996/4XL
	4XL
	$40.25
	$40.25
	$40.25
	$40.25

	8415-183-115
	996/5XL
	5XL
	$42.27
	$42.27
	$42.27
	$42.27


	Washington State Ferries Break Away Vest

	PRICES  WITH LOGO

	Commodity Code
	Mfg. #
	Size
	1 to 5
	6 to 24
	24 to 50
	51+

	2009-211-020
	996WSF/S
	Small
	$35.18
	$35.18
	$35.18
	$35.18

	2009-211-021
	996WSF/M
	Medium
	$35.18
	$35.18
	$35.18
	$35.18

	2009-211-022
	996WSF/L
	Large
	$35.18
	$35.18
	$35.18
	$35.18

	2009-211-023
	996WSF/XL
	XL
	$35.18
	$35.18
	$35.18
	$35.18

	2009-211-024
	996WSF/2XL
	2XL
	$36.70
	$36.70
	$36.70
	$36.70

	2009-211-025
	996WSF/3XL
	3XL
	$38.22
	$38.22
	$38.22
	$38.22

	2009-211-028
	996WSF/4XL
	4XL
	$41.00
	$41.00
	$41.00
	$41.00

	2009-211-029
	996WSF/5XL
	5XL
	$43.03
	$43.03
	$43.03
	$43.03


Optional Price for block 2” black lettering “WSF”-$1.28 per Vest.
(NOTE:  For all non-standard or customized markings in the form of logos or identification, etc. – please call Correctional Industries for estimated time needed to fulfill requests and deliver on such items). 
Deluxe Surveyor Vest
The Deluxe Surveyor Vest shall be constructed to be ANSI/ISEA 107-2010 Class II certified for sizes Small and above and in the style of a Class II for size X-Small.

Fabric:
ANSI/ISEA 107-2010 approved 100% Fluorescent Orange-Red Texturized Woven Polyester, Plain Weave, 5.5 oz.

Reflective Material:
Reflective material is ANSI/ISEA 107-2010 approved Reflexlite 330 Fluorescent Yellow or 3M 6187 Fluorescent Lime Yellow.

Vertical Striping:
Two continuous reflective bands will be sewn vertically meeting the continuous horizontal torso band.

Horizontal Striping:
One continuous reflective material band will be sewn horizontally around the torso. The bottom of the horizontal band shall be approximately 4.5” from the bottom of the vest. The distance may vary based on the size of the garment.

Neck Padding:

The rear collar section will be padded for added comfort. It will be approximately 10” wide by 2” tall, and is made from Nike Dri-FIT microfiber polyester.

Walkie Flap:
The walkie flap will be 2” wide by 1” tall and located approximately 2” down from the shoulder seam, on both the left and right side.

Pocket Configuration:

Chest Pockets

Left Chest Pocket is two layered

Pencil Pocket (Top Layer)

The pencil pocket is approximately 6” wide by 6” long and is divided into four sections. The two left pencil pocket sections are approximately 1” wide, and the next two pencil pocket sections are 2” wide.

Radio, Cell Phone, PDA Pocket (Deeper Pocket/Rear Pocket)

The left chest pocket is located approximately 9” down from top shoulder seam, the distance from the shoulder seam will vary based on the size of the garment. The pocket is approximately 6” x 6 ½” with a flap closure that is secured with a 1” wide hook and loop fastener.

ID Pocket:
The ID Pocket is located ½” above left chest pocket flap.

The ID Pocket is approximately 3.5” x 4.75”. The pocket is bound on all sides and sewn to the vest leaving the top open for ID insertion.

Right Chest Pocket:
Right Chest Pocket is 6” x 4” with a flap closure that is secured with a 1” wide hook and loop fastener. The Right Chest Pocket is approximately 10” down from the shoulder seam, the distance from the shoulder seam will vary based on the size of the garment. 

Lower Pockets:
Two front lower pockets are approximately 11” x 7”. The innermost section of two lower pockets is 2” wide. The center section is 6” wide, and has a flap closure secured with a 1” wide hook and loop fastener. The outermost section of the pockets is 3” wide, and has a bungee strap closure with 1” wide hook and loop fasterners. The left lower pocket shall have two grommets, grommets shall be 2 ¾”, to allow for string and flagging to be pulled through for surveying activies. 

Inside Pockets

Top Left Interior Pocket
The top left interior pocket is approximately 3” wide by 4.5” tall and is secured with a 1” wide hook and loop fastener.

Bottom Interior Pockets are two layered

Outside Layer

The outer pocket will be approximately 6” deep by 10.5” wide from side seam to center front seam, and is closed with a heavy duty YKK Zipper. 

Inside Layer

The inner pocket will be approximately 7” deep by 10.5” wide from side seam to center front seam, with a 2” wide x 9.5” long closure tab with 2” hook and loop fastener (Velcro™) to secure the pocket.

Rear Cruiser Style Pocket:
Both back pocket openings will be a minimum of 10” wide on each side. Pocket openings to be from the bottom binding to the armhole binding. Heavy Duty YKK Zippers will be used for each side of the opening.

Shoulder Seam Stitching:
Both shoulder seams shall be safety stitched and top stitched to provide extra strength to the seam and comfort to the wearer of the garment.

Closures:

The front of the garment is closed with a heavy duty fluorescent orange YKK Zipper, approximately 20” long. The length of the zipper will vary depending on the size of the garment. 

Binding:

Black, Heavy Duty base material, triple folded and cut along the bias. Additionally, along each binding edge (Except for armholes) a 1” black webbing material shall be sewn in for added strength and durability.

Care Tag:
Care tag will meet ANSI/ISEA 107-2010 requirements for labeling.

WSDOT Logo Specifications:
The WSDOT Logo shall be placed on the “optical center” of the back of the vest.

Upon approval by the WSDOT Vest Committee, the new logo shall be as follows:

Logo Position: The logo is to be in the “Optical Center” of the back panel between the two Vertical stripes and the Uppermost Horizontal stripe.

Logo Description: The logo shall be the WSDOT “Flying T” with WSDOT under that symbol. The “Flying T” shall be approximately 5 ½” in diameter with the letters WSDOT being in a block format and 1” high. The WSDOT letters shall not be wider than the “Flying T”.

Color: The color of the logo shall match the reflective striping material.

PRICING and Commodity Codes

	WSDOT LOGO PRICE
$78.00
	NON- LOGO PRICE
$75.00

	Deluxe Surveyor  Vest

	With LOGO 
	NON LOGO 

	Commodity Code
	Size
	Commodity Code
	Size

	2009-211-190
	Extra Small
	8415-145-190
	Extra Small 

	2009-211-200
	Small
	8415-145-200
	Small

	2009-211-210
	Medium
	8415-145-210
	Medium

	2009-211-220
	Large
	8415-145-220
	Large

	2009-211-230
	X - Large
	8415-145-230
	X - Large

	2009-211-240
	2X-Large
	8415-145-240
	2X-Large 

	2009-211-250
	3X-Large
	8415-145-250
	3X-Large

	2009-211-260
	4X-Large
	8415-145-260
	4X-Large

	2009-211-270
	5X Large
	8415-145-270
	5X Large
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