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Contract # 02309 Air Tasers and Electronic Incapacitation Devices

For Purchases of Materials, Supplies, Services, and Equipment

Under the Authority of 

Chapter 43.19 RCW
Specifications
	CATEGORY “A”
Awarded Contractor:
	ProForce Law Enforcement
	CategoryA

	CATEGORY “B”
Awarded Contractor:
	Stinger Systems
	CategoryB


MCC Contact Information

	Contracts Specialist:
	Heidi Bohl, CPPB

	Phone Number:
	(360) 407-9421

	Fax Number:
	(360) 586-2426

	Email:
	Heidi.Bohl@des.wa.gov


	Description
	Meets or exceeds specifications
	Describe Fully If Not As Specified.

	Contractor ProForce Law Enforcement
CATEGORY A

	Item One:
M26 Advanced Taser #44000



Taser International

For standardization purposes only bids offering Taser International M26 Advanced Taser #44000 will be accepted.

	Power Output:  50,000 volt (est)



26 watts, 152mA (Irms)
	
	

	Power Input:  12 VDC: 4-6A
	
	

	Power Supply:  nickel metal hydride (H1MH) rechargeable batteries or hi-output alkaline batteries.

Self contained inside polyethylene battery tray, with reverse insertion prevention feature 8AA
	
	

	Aiming Mechanism:  mechanical:  fixed front and rear “fin and blade” sights, optimized at 13 foot range.

Optical:  650 NM wave length, daytime laser sight, optimized at 13 foot range
	
	

	Housing:  dimensions: 6.4” x 1.4” x 5.9”. Material: 5% glass filled, pre-colored, virgin polycarbonate 101.  No mold release used during molding process
	
	

	Safety Lever:  ambidextrous safeties
	
	

	Material: 5% glass filled, pre-colored, virgin polycarbonate 101. No mold release used during molding process
	
	

	Activation Switch:  material: high durability black Santoprene, Shore A. Laser Lens: optically clear polycarbonate
	
	

	Other features:
	
	

	On memory board: fast recording EEPROM chip records 585 firings, date and time
	
	

	Battery Indicator:  high visibility red LED calibrated for alkaline batteries
	
	

	Yellow Coloration Kit:  left and right side yellow polycarbonate decals with P.S.A. that adheres to sides of the weapon, in order to mark it as less-lethal
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SPECIFICATIONS — AIR TASERS AND ELECTRONIC INCAPACITATION DEVICES

M Describe Fully If Not As

eets or Specificd

Description exceeds pectuied.
specifications

CATEGORY A

Item One: M26 Advanced Taser #44000
Taser International

For standardization purposes only bids offering Taser International M26 Advanced Taser #44000
will be accepted.

Power Output: 50,000 volt (est)
26 watts, 152mA (Irms)

Power Input: 12 VDC: 4-6A o

Power Supply: nickel metal hydride (HIMH)

rechargeable batteries or hi-output alkaline batteries.
Self contained inside polyethylene battery tray, with
reverse insertion prevention feature 8AA e

Aiming Mechanism: mechanical: fixed front and rear
“fin and blade” sights, optimized at 13 foot range.
Optical: 650 NM wave length, daytime laser sight,
optimized at 13 foot range

Housing: dimensions: 6.4” x 1.4” x 5.9”. Material: 5%
glass filled, pre-colored, virgin polycarbonate 101. No
mold release used during molding process

Safety Lever: ambidextrous safeties

Material: 5% glass filled, pre-colored, virgin
polycarbonate 101. No mold release used during
molding process

Activation Switch: material: high durability black
Santoprene, Shore A. Laser Lens: optically clear
polycarbonate

Other features:

On memory board: fast recording EEPROM chip
records 585 firings, date and time

Battery Indicator: high visibility red LED calibrated
for alkaline batteries

Yellow Coloration Kit: left and right side yellow
polycarbonate decals with P.S.A. that adheres to sides
of the weapon, in order to mark it as less-lethal
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Description

Meets or
exceeds
specifications

Describe Fully If Not As
Specified.

Item Two: X26E Taser (Law Enforcement) #26000
Taser International

For standardization purposes only bids offering Taser International X26E (Law Enforcement)

#26000 will be accepted.

Size: 175 cm3 (10.7 cubic inches) 15.3 cm x 8.2 cm x
33em (6.0”x3.27x1.3")

Weight: 175 grams (0.45 Ibs, 7 ounces)

Incapacitation: 105 MDU’s (Muscular Disruption
Units)

Power Output: Shaped Pulse Discharge, 50,000 Peak
voltage, 2.1 Millamps Average Current (0.0021
Amperes) 151 Millamps Root Mean Square Body
Current (0.151 A Irms)

Range: 0-7 meters (0-21 feet) plus contact stun backup
capability

Digital Power: Power source w. lithium energy cells and
digital memory

Magazine (DPM): 6 volt input, 10 year shelf life, 195
firings at 25 degrees C

Energy Cell Indicator: 99% - 00% remaining energy
level

Digital Pulse: automatic 5 second burst (interruptible)

Controller: 0-2 seconds: 19 pulses per second

DPC: 2-5 seconds, 19 pulses per second

Clothing Penetration: up to 5 cm (2 inches)

Temperature Range: -20 C (-05 degrees F)to 50 C
(122 degrees F)

USB Dataport System: stores time, date, duration,
temperature and energy cell status of over 1,000 firings.
Data accessed through USB into encrypted secure “.x26”
file format on Windows PC (Windows 2000, XP or ME) |

Target Illumination: 650 nm laser sighted to center
grouping at 13 feet plus two super bright LED’s for Low
Intensity Illumination (LIL)

Cartridges: 15 or 21 foot range, 1800 psi nitrogen
propellant, classified by U.S.B.A. T.F. as non-firearm,
reversible design with 8” probe separation angle
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Description Meets or Describe Fully If Not As
exceeds Specified:
specifications

Central Info Display (CID): 2 digit LED displays fuel

level, burst time, warranty expiration, illumination status v

Safety: Ambidextrous levers with Safe “S”, Fire “F”

markings

Holster: eXusketeton molded polymer and stainless 3‘3\ Blade Tecwe Holeleas

steel holster included. Ambidextrous (shipped in right "

hand configuration) Blade Tecst D¢ bV\'}MV'e Mow BBtk U -

Patents: U.S. #5,078,117; U.S. #5,771,663 and others }

pending U.S. and Worldwide

Warranty: one year standard, extended warranties / }

available





	Description
	Meets or exceeds specifications
	Describe Fully If Not As Specified.

	Contractor Stinger Systems
CATEGORY B

	Item Three:
Stinger, S-200 AT or equal

	Range (distance of shooting): 22 feet ~7 meters

Distance/Spread (Dart included Angle, 9 degrees):

Distance

Spread

2 feet


5”

6 feet 


9.5”

8 feet


10.5”

12 feet


15.0”

20 feet


26.5”
	Yes
	

	Pulse Rate:  approximately 13 spark pulse per second
	Yes
	

	Pulse Duration:  approximately 350us
	Yes
	

	Peak Arc:  ~Volts 51KV
	Yes
	

	Peak Loaded Voltage:  ~1000V at 500 ohms (approximate body resistance)
	Yes
	

	DC CURR AVG:  ~1.5.0mA
	Yes
	

	Energy at Main Capacitor:  ~2.05J
	Yes
	

	Quality:  ISO 9001
	Yes
	

	Length:  7.5” ~ 19.304 cm
	Yes
	

	Height (exclusive of sights):  2.25 inches ~9.906
	Yes
	

	Width (at the widest point):  1.6875”
	Yes
	

	Pulse Rate:  Mode 1 (~1 sec): 13 pgs;  Mode 2 (about 3 sec.) 18 pgs
	Yes
	

	Pulse Duration:  ~366 micro seconds
	Yes
	

	Peak Open:  Circuit arcing voltage:  ~51KV
	Yes
	

	Peak Loaded Voltage:  ~1000 KV (500 ohms approx)
	Yes
	

	Average DC Current in pulse groups:  ~1.5mA
	Yes
	

	Energy at main electricity capacitor: ~2J
	Yes
	

	Temperature Range of Storage:  -20C to 48C
	Yes
	

	Temperature Range of Operating:  -25C to 45C
	Yes
	

	Humidity:  10% RH – 95% RH, non-condensing
	Yes
	

	Battery CR2:  ~300 firings without camera, 100 with camera
	Yes
	

	Weight: 278 grams
	Yes
	


	Description
	Meets or exceeds specifications
	Describe Fully If Not As Specified.

	Item Four:
Stinger, Band-It Electronic Prisoner Transport & Courtroom Control System to include

	One transport carrier
	Yes
	

	One Super Sleeve
	Yes
	

	One Sleeve carrier
	Yes
	

	One Electronic package:

-one transmitter

-one receiver with two (2) keys

-one 9.6 volt battery charger receiver/stun

-one 9.6 volt rechargeable nimH battery

-one 9 volt alkaline battery for transmitter

-one transmitter pouch
	Yes
	

	Remote and automatic activation
	Yes
	

	Key lock on/off switch
	Yes
	

	Self-contained, concealed antenna system
	Yes
	

	Audible warning tone
	Yes
	

	One second delay in case of accidental activation
	Yes
	

	Surge guard protector
	Yes
	

	Battery pack good for two (2) years of on-demand life
	Yes
	


	Description
	Meets or exceeds specifications
	Describe Fully If Not As Specified.

	BATTERY

· Type:
Rechargeable Lithium Ion tube pack

· Endurance:
2 – 6 hours depending on number of sensors

· Recharge time:
3 hours

· Charger Pwr:
12 VDC (vehicle charging), 110-220- VAC

· Batt. Options:
Disposable Lithium cells (CR123) with adapter Searchcam 2.5 Ahr/5 Ahr SLA belt pack with adapter cable
	YES
	

	DIMENSIONS

· Control Console: 6” W x 5” H x 3.25” D (152 mm x 127 mm x 83 mm)

· Weight:
2.2 lbs (1 Kg) with rechargeable battery

· Seismic Sensor:
3.5” Diameter x 2.6” H (89 mm x 66 mm)

· Weight:
16.5 oz (.465 Kg)

· Acoustic Sensor: 1.625” D x 6” L (41mm x 152mm)

· Sensor Cable:
Length 30.2 feet (10 M)

· Case:
32” L x 21” W x 12” D (81cm x 53cmx 31 cm)

· Weight (loaded)
45 lbs (20.4 Kg)
	YES
	


