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RFP Solicitation Amendment No. 1 part 3


		RFP Reference #:

		02511



		Title:

		ADA Vans, ADA Minivans and other ADA Accessible Alternative Vehicles



		Amendment Number:

		1



		Date issued:

		September 2, 2011





The above referenced solicitation is amended as follows:


		Purpose:

		1. This amendment is in response to numerous issues raised during the pre bid conference which was held on August 24 2011 at 10:00 a.m. 


2. Please apply the changes/revisions listed on the following pages to your copy of the RFP document and prepare responses accordingly using the revised specifications and price sheets included in this amendment.



		

		Bidders are required to complete and return this amendment with their response. 


All other terms, conditions, and specifications remain unchanged.



		

		





		Bid opening date and time has been changed as follows:


September 21, 2011   2:00 p.m. 



		Signed (Tim Shay)


Procurement Coordinator

		

		Date signed





Bidder to complete the following: 


Company: ___________________________________________


Authorized Representative: _____________________________


		Signature

		

		Date





10) To delete APPENDIX D PRICE WORKSHEET in its entirety and replace it with the following embedded document:




[image: image2.emf]Appendix D for  A1.doc




11) To delete APPENDIX G Federal Transit Administration in its entirety and replace it with the following embedded document:




[image: image3.emf]revised FTA &  Certs.pdf




12) To Clarify the Buy America Waiver for Minivans and Minivan Chassis, see the following embedded document:




[image: image4.emf]BuyAmericaWaiverMi nivansAndMinivanChassis.pdf




13) To update the contract phone number for the Procurement Coordinator Tim Shay as follows:  360.407.9410


ALL OTHER TERMS AND CONDITIONS REMAIN UNCHANGED


_1376460589.pdf




 



 



 



 



 



 



 



 



 



 



 



 



 



 



 



 



 



 



 



 



 



 



Federal Clauses
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Buy America Requirements  (Rolling Stock)
Construction Contracts and Acquisition of Goods or Rolling Stock (valued at more than $100,000)



Contractor shall comply with 49 USC 5323(j) and 49 CFR 661, stating that Federal funds may not be obligated



unless steel, iron and manufactured products used in FTA-funded projects are produced in the United States,



unless a waiver has been granted by FTA or the product is subject to a general waiver. General waivers are listed



in 49 CFR 661.7, and include software, microcomputer equipment and small purchases (currently less than



$100,000) made with capital, operating or planning funds. Separate requirements for rolling stock are stated at



5323(j)(2)(C) and 49 CFR 661.11. Rolling stock must be manufactured in the US and have a minimum 60%



domestic content.  A bidder or offeror shall submit appropriate Buy America certification to the recipient with all



bids on FTA-funded contracts, except those subject to a general waiver. Proposals not accompanied by a



completed Buy America certification shall be rejected as nonresponsive. This requirement does not apply to lower



tier subcontractors. 



 



Energy Conservation 
All Contracts except micro-purchases ($3,000 or less, except for construction contracts over $2,000)



Contractor shall comply with mandatory standards and policies relating to energy efficiency, stated in the state



energy conservation plan issued in compliance with the Energy Policy & Conservation Act. 



 



Clean Water
All Contracts and Subcontracts over $100,000



Contractor shall comply with all applicable standards, orders or regulations issued pursuant to the Federal Water



Pollution Control Act, as amended, 33 USC 1251 et seq. Contractor shall report each violation to the recipient and



understands and agrees that the recipient shall, in turn, report each violation as required to FTA and the



appropriate EPA Regional Office.  Contractor shall include these requirements in each subcontract exceeding



$100,000 financed in whole or in part with FTA assistance.



 



Bus Testing 
Contractor [manufacturer] shall comply with 49 USC A5323(c) and FTA's implementing regulation 49 CFR 665



and shall perform the following:



 



1) A manufacturer of a new bus model or a bus produced with a major change in components or configuration



shall provide a copy of the final test report to the recipient prior to the recipient's final acceptance of the first



vehicle.



 



2) A manufacturer who releases a report under para. 1 above shall provide notice to the operator of the testing



facility that the report is available to the public.



 



3) If the manufacturer represents that the vehicle was previously tested, the vehicle being sold should have the



identical configuration and major components as the vehicle in the test report, which must be provided to the



recipient prior to the recipient's final acceptance of the first vehicle. If configuration or components are not



identical, the manufacturer shall provide a description of the change and the manufacturer's basis for concluding



that it is not a major change requiring additional testing.



 



4) If the manufacturer represents that the vehicle is "grandfathered" (has been used in mass transit service in the



US before Oct. 1, 1988, and is currently being produced without a major change in configuration or components),



the manufacturer shall provide the name and address of the recipient of such a vehicle and the details of that



vehicle's configuration and major components.



 



Pre-Award & Post Delivery Audit Requirements 
Pre-Award & Post-Delivery Audit Requirements - Applicability – Rolling Stock/Turnkey 



Contractor shall comply with 49 USC 5323(l) and FTA's implementing regulation 49 CFR 663 and submit the
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following certifications:



 



1) Buy America Requirements:  Contractor shall complete and submit a declaration certifying either compliance or



noncompliance with Buy America. If contractor certifies compliance with Buy America, it shall submit



documentation listing:



 



A. Component and subcomponent parts of the rolling stock to be purchased identified by manufacturer of the



parts, their country of origin and costs; and



B. The location of the final assembly point for the rolling stock, including a description of the activities that will take



place at the final assembly point and the cost of final assembly. 



C. Solicitation Specification Requirements: Contractor shall submit evidence that it will be capable of meeting the



bid specifications.



D. Federal Motor Vehicle Safety Standards (FMVSS):  Contractor shall submit 1) manufacturer's FMVSS self-



certification sticker information that the vehicle complies with relevant FMVSS or 2) manufacturer's certified



statement that the buses will not be subject to FMVSS regulations.



 



Lobbying 
Construction/Architectural and Engineering/Acquisition of Rolling Stock/Professional Service Contract/Operational



Service Contract/Turnkey contracts over $100,000



Byrd Anti-Lobbying Amendment, 31 U.S.C. 1352, as amended by the Lobbying Disclosure Act of 1995, P.L. 104-



65 [to be codified at 2 U.S.C. § 1601, et seq.] - Contractors who apply or bid for an award of $100,000 or more



shall file the certification required by 49 CFR part 20, "New Restrictions on Lobbying." Each tier certifies to the tier



above that it will not and has not used Federal appropriated funds to pay any person or organization for



influencing or attempting to influence an officer or employee of any agency, a member of Congress, officer or



employee of Congress, or an employee of a member of Congress in connection with obtaining any Federal



contract, grant or any other award covered by 31 U.S.C. 1352. Each tier shall also disclose the name of any



registrant under the Lobbying Disclosure Act of 1995 who has made lobbying contacts on its behalf with non-



Federal funds with respect to that Federal contract, grant or award covered by 31 U.S.C. 1352. Such disclosures



are forwarded from tier to tier up to the recipient.



 



Access to Records and Reports 
Applicability – As shown below. These requirements do not apply to micro-purchases ($3,000 or less, except for



construction contracts over $2,000)



The following access to records requirements apply to this Contract:



 



1.  Where the purchaser is not a State but a local government and is an FTA recipient or a subgrantee of FTA



recipient in accordance with 49 CFR 18.36(i), contractor shall provide the purchaser, the FTA, the US Comptroller



General or their authorized representatives access to any books, documents, papers and contractor records



which are pertinent to this contract for the purposes of making audits, examinations, excerpts and transcriptions.



Contractor shall also, pursuant to 49 CFR 633.17, provide authorized FTA representatives, including any PMO



contractor, access to contractor's records and construction sites pertaining to a capital project, defined at 49 USC



5302(a)1, which is receiving FTA assistance through the programs described at 49 USC 5307, 5309 or 5311.



 



2.  Where the purchaser is a State and is an FTA recipient or a subgrantee of FTA recipient in accordance with 49



CFR 633.17, contractor shall provide the purchaser, authorized FTA representatives, including any PMO



Contractor, access to contractor's records and construction sites pertaining to a capital project, defined at 49 USC



5302(a)1, which receives FTA assistance through the programs described at 49 USC 5307, 5309 or 5311. By



definition, a capital project excludes contracts of less than the simplified acquisition threshold currently set at



$100,000.



 



3.  Where the purchaser enters into a negotiated contract for other than a small purchase or under the simplified
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acquisition threshold and is an institution of higher education, a hospital or other non-profit organization and is an



FTA recipient or a subgrantee of FTA recipient in accordance with 49 CFR 19.48, contractor shall provide the



purchaser, the FTA, the US Comptroller General or their authorized representatives, access to any books,



documents, papers and record of the contractor which are directly pertinent to this contract for the purposes of



making audits, examinations, excerpts and transcriptions.



 



4.  Where a purchaser which is an FTA recipient or a subgrantee of FTA recipient in accordance with 49 USC



5325(a) enters into a contract for a capital project or improvement (defined at 49 USC 5302(a)1) through other



than competitive bidding, contractor shall make available records related to the contract to the purchaser, the



Secretary of USDOT and the US Comptroller General or any authorized officer or employee of any of them for the



purposes of conducting an audit and inspection.



 



5.   Contractor shall permit any of the foregoing parties to reproduce by any means whatsoever or to copy



excerpts and transcriptions as reasonably needed.



 



6.   Contractor shall maintain all books, records, accounts and reports required under this contract for a period of



not less than three (3) years after the date of termination or expiration of this contract, except in the event of



litigation or settlement of claims arising from the performance of this contract, in which case contractor agrees to



maintain same until the recipient, FTA Administrator, US Comptroller General, or any of their authorized



representatives, have disposed of all such litigation, appeals, claims or exceptions related thereto. Re:  49 CFR



18.39(i)(11).



 



FTA does not require the inclusion of these requirements in subcontracts.



 



Federal Changes
All Contracts except micro-purchases ($3,000 or less, except for construction contracts over $2,000)



Contractor shall comply with all applicable FTA regulations, policies, procedures and directives, including without



limitation those listed directly or by reference in the Master Agreement between the purchaser and FTA, as they



may be amended or promulgated from time to time during the term of the contract. Contractor's failure to comply



shall constitute a material breach of the contract.



 



Clean Air 
1) Contractor shall comply with all applicable standards, orders or regulations pursuant to the Clean Air Act, 42



USC 7401 et seq. Contractor shall report each violation to the recipient and understands and agrees that the



recipient will, in turn, report each violation as required to FTA and the appropriate EPA Regional Office. 



 



2) Contractor shall include these requirements in each subcontract exceeding $100,000 financed in whole or in



part with FTA assistance.



 



Contract Work Hours & Safety Standards Act
Applicability – Contracts over $100,000



 



(1) Overtime requirements - No contractor or subcontractor contracting for any part of the contract work which



may require or involve the employment of laborers or mechanics shall require or permit any such laborer or



mechanic in any workweek in which he or she is employed on such work to work in excess of 40 hours in such



workweek unless such laborer or mechanic receives compensation at a rate not less than one and one-half times



the basic rate of pay for all hours worked in excess of 40 hours in such workweek.



 



(2) Violation; liability for unpaid wages; liquidated damages - In the event of any violation of the clause set forth in



para. (1) of this section, contractor and any subcontractor responsible therefore shall be liable for the unpaid



wages. In addition, such contractor and subcontractor shall be liable for liquidated damages. Such liquidated
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damages shall be computed with respect to each individual laborer or mechanic, including watchmen and guards,



employed in violation of the clause set forth in para. (1) of this section, in the sum of $10 for each calendar day on



which such individual was required or permitted to work in excess of the standard workweek of 40 hours without



payment of the overtime wages required by the clause set forth in para. (1) of this section.



 



(3) Withholding for unpaid wages and liquidated damages - the recipient shall upon its own action or upon written



request of USDOL withhold or cause to be withheld, from any moneys payable on account of work performed by



contractor or subcontractor under any such contract or any other Federal contract with the same prime contractor,



or any other federally-assisted contract subject to the Contract Work Hours & Safety Standards Act, which is held



by the same prime contractor, such sums as may be determined to be necessary to satisfy any liabilities of such



contractor or subcontractor for unpaid wages and liquidated damages as provided in the clause set forth in para.



(2) of this section.



 



(4) Subcontracts - Contractor or subcontractor shall insert in any subcontracts the clauses set forth in this section



and also a clause requiring the subcontractors to include these clauses in any lower tier subcontracts. Prime



contractor shall be responsible for compliance by any subcontractor or lower tier subcontractor with the clauses



set forth in this section. 



 



No Government Obligation to Third Parties
Applicability – All contracts except micro-purchases ($3,000 or less, except for construction contracts over $2,000)



 



(1) The recipient and contractor acknowledge and agree that, notwithstanding any concurrence by the US



Government in or approval of the solicitation or award of the underlying contract, absent the express written



consent by the US Government, the US Government is not a party to this contract and shall not be subject to any



obligations or liabilities to the recipient, the contractor, or any other party (whether or not a party to that contract)



pertaining to any matter resulting from the underlying contract.



 



(2) Contractor agrees to include the above clause in each subcontract financed in whole or in part with FTA



assistance. It is further agreed that the clause shall not be modified, except to identify the subcontractor who will



be subject to its provisions.



 



Program Fraud and False or Fraudulent Statements or Related Acts 
Applicability – All contracts except micro-purchases ($3,000 or less, except for construction contracts over $2,000)



(1) Contractor acknowledges that the provisions of the Program Fraud Civil Remedies Act of 1986, as amended,



31 USC 3801 et seq. and USDOT regulations, "Program Fraud Civil Remedies," 49 CFR 31, apply to its actions



pertaining to this project. Upon execution of the underlying contract, contractor certifies or affirms the truthfulness



and accuracy of any statement it has made, it makes, it may make, or causes to be made, pertaining to the



underlying contract or FTA assisted project for which this contract work is being performed. In addition to other



penalties that may be applicable, contractor further acknowledges that if it makes, or causes to be made, a false,



fictitious, or fraudulent claim, statement, submittal, or certification, the US Government reserves the right to



impose the penalties of the Program Fraud Civil Remedies Act (1986) on contractor to the extent the US



Government deems appropriate.



(2) If contractor makes, or causes to be made, a false, fictitious, or fraudulent claim, statement, submittal, or



certification to the US Government under a contract connected with a project that is financed in whole or in part



with FTA assistance under the authority of 49 USC 5307, the Government reserves the right to impose the



penalties of 18 USC 1001 and 49 USC 5307(n)(1) on contractor, to the extent the US Government deems



appropriate.



(3) Contractor shall include the above two clauses in each subcontract financed in whole or in part with FTA



assistance.  The clauses shall not be modified, except to identify the subcontractor who will be subject to the



provisions.
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Termination
Applicability – All Contracts over $10,000, except contracts with nonprofit organizations and institutions of higher



learning, where the threshold is $100,000



 



a. Termination for Convenience (General Provision) the recipient may terminate this contract, in whole or in part,



at any time by written notice to contractor when it is in the recipient's best interest. Contractor shall be paid its



costs, including contract close-out costs, and profit on work performed up to the time of termination. Contractor



shall promptly submit its termination claim to the recipient. If contractor is in possession of any of the recipient’s



property, contractor shall account for same, and dispose of it as the recipient directs.



 



b. Termination for Default [Breach or Cause] (General Provision) If contractor does not deliver items in



accordance with the contract delivery schedule, or, if the contract is for services, and contractor fails to perform in



the manner called for in the contract, or if contractor fails to comply with any other provisions of the contract, the



recipient may terminate this contract for default. Termination shall be effected by serving a notice of termination to



contractor setting forth the manner in which contractor is in default. Contractor shall only be paid the contract price



for supplies delivered and accepted, or for services performed in accordance with the manner of performance set



forth in the contract.



If it is later determined by the recipient that contractor had an excusable reason for not performing, such as a



strike, fire, or flood, events which are not the fault of or are beyond the control of contractor, the recipient, after



setting up a new delivery or performance schedule, may allow contractor to continue work, or treat the termination



as a termination for convenience.



 



c. Opportunity to Cure (General Provision) the recipient in its sole discretion may, in the case of a termination for



breach or default, allow contractor an appropriately short period of time in which to cure the defect. In such case,



the notice of termination shall state the time period in which cure is permitted and other appropriate conditions



If contractor fails to remedy to the recipient's satisfaction the breach or default or any of the terms, covenants, or



conditions of this Contract within ten (10) days after receipt by contractor or written notice from the recipient



setting forth the nature of said breach or default, the recipient shall have the right to terminate the Contract without



any further obligation to contractor. Any such termination for default shall not in any way operate to preclude the



recipient from also pursuing all available remedies against contractor and its sureties for said breach or default.



 



d. Waiver of Remedies for any Breach   In the event that the recipient elects to waive its remedies for any breach



by contractor of any covenant, term or condition of this Contract, such waiver by the recipient shall not limit its



remedies for any succeeding breach of that or of any other term, covenant, or condition of this Contract.



 



e. Termination for Convenience (Professional or Transit Service Contracts) the recipient, by written notice, may



terminate this contract, in whole or in part, when it is in the recipient's interest. If the contract is terminated, the



recipient shall be liable only for payment under the payment provisions of this contract for services rendered



before the effective date of termination.



 



f. Termination for Default (Supplies and Service) If contractor fails to deliver supplies or to perform the services



within the time specified in this contract or any extension or if the contractor fails to comply with any other



provisions of this contract, the recipient may terminate this contract for default. The recipient shall terminate by



delivering to contractor a notice of termination specifying the nature of default. Contractor shall only be paid the



contract price for supplies delivered and accepted, or services performed in accordance with the manner or



performance set forth in this contract.



If, after termination for failure to fulfill contract obligations, it is determined that contractor was not in default, the



rights and obligations of the parties shall be the same as if termination had been issued for the recipient’s



convenience.



 



g. Termination for Default (Transportation Services) If contractor fails to pick up the commodities or to perform the
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services, including delivery services, within the time specified in this contract or any extension or if contractor fails



to comply with any other provisions of this contract, the recipient may terminate this contract for default. The



recipient shall terminate by delivering to contractor a notice of termination specifying the nature of default.



Contractor shall only be paid the contract price for services performed in accordance with the manner of



performance set forth in this contract.



If this contract is terminated while contractor has possession of the recipient goods, contractor shall, as directed



by the recipient, protect and preserve the goods until surrendered to the recipient or its agent. Contractor and the



recipient shall agree on payment for the preservation and protection of goods. Failure to agree on an amount shall



be resolved under the Dispute clause. If, after termination for failure to fulfill contract obligations, it is determined



that contractor was not in default, the rights and obligations of the parties shall be the same as if termination had



been issued for the recipient’s convenience.



 



h. Termination for Default (Construction) If contractor refuses or fails to prosecute the work or any separable part,



with the diligence that will insure its completion within the time specified, or any extension, or fails to complete the



work within this time, or if contractor fails to comply with any other provisions of this contract, the recipient may



terminate this contract for default. the recipient shall terminate by delivering to contractor a notice of termination



specifying the nature of default. In this event, the recipient may take over the work and compete it by contract or



otherwise, and may take possession of and use any materials, appliances, and plant on the work site necessary



for completing the work. Contractor and its sureties shall be liable for any damage to the recipient resulting from



contractor's refusal or failure to complete the work within specified time, whether or not contractor's right to



proceed with the work is terminated. This liability includes any increased costs incurred by the recipient in



completing the work.



 



Contractor's right to proceed shall not be terminated nor shall contractor be charged with damages under this



clause if:



 



1. Delay in completing the work arises from unforeseeable causes beyond the control and without the fault or



negligence of contractor. Examples of such causes include: acts of God, acts of the recipient, acts of another



contractor in the performance of a contract with the recipient, epidemics, quarantine restrictions, strikes, freight



embargoes; and



 



2. Contractor, within 10 days from the beginning of any delay, notifies the recipient in writing of the causes of



delay. If in the recipient’s judgment, delay is excusable, the time for completing the work shall be extended. The



recipient’s judgment shall be final and conclusive on the parties, but subject to appeal under the Disputes clauses.



 



If, after termination of contractor's right to proceed, it is determined that contractor was not in default, or that the



delay was excusable, the rights and obligations of the parties will be the same as if termination had been issued



for the recipient’s convenience.



 



i. Termination for Convenience or Default (Architect & Engineering) the recipient may terminate this contract in



whole or in part, for the recipient's convenience or because of contractor’s failure to fulfill contract obligations. The



recipient shall terminate by delivering to contractor a notice of termination specifying the nature, extent, and



effective date of termination. Upon receipt of the notice, contractor shall (1) immediately discontinue all services



affected (unless the notice directs otherwise), and (2) deliver to the recipient all data, drawings, specifications,



reports, estimates, summaries, and other information and materials accumulated in performing this contract,



whether completed or in process.  If termination is for the recipient’s convenience, it shall make an equitable



adjustment in the contract price but shall allow no anticipated profit on unperformed services.  If termination is for



contractor’s failure to fulfill contract obligations, the recipient may complete the work by contact or otherwise and



contractor shall be liable for any additional cost incurred by the recipient.



If, after termination for failure to fulfill contract obligations, it is determined that contractor was not in default, the



rights and obligations of the parties shall be the same as if termination had been issued for the recipient’s



convenience.
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j. Termination for Convenience or Default (Cost-Type Contracts) the recipient may terminate this contract, or any



portion of it, by serving a notice or termination on contractor. The notice shall state whether termination is for



convenience of the recipient or for default of contractor. If termination is for default, the notice shall state the



manner in which contractor has failed to perform the requirements of the contract. Contractor shall account for any



property in its possession paid for from funds received from the recipient, or property supplied to contractor by the



recipient. If termination is for default, the recipient may fix the fee, if the contract provides for a fee, to be paid to



contractor in proportion to the value, if any, of work performed up to the time of termination. Contractor shall



promptly submit its termination claim to the recipient and the parties shall negotiate the termination settlement to



be paid to contractor.  If termination is for the recipient’s convenience, contractor shall be paid its contract close-



out costs, and a fee, if the contract provided for payment of a fee, in proportion to the work performed up to the



time of termination.



If, after serving a notice of termination for default, the recipient determines that contractor has an excusable



reason for not performing, such as strike, fire, flood, events which are not the fault of and are beyond the control



of contractor, the recipient, after setting up a new work schedule, may allow contractor to continue work, or treat



the termination as a termination for convenience.



 



Government Wide Debarment and Suspension (Non Procurement)
Applicability – Contracts over $25,000



This contract is a covered transaction for purposes of 49 CFR Part 29.  As such, the contractor is required to



verify that none of the contractors, its principals, as defined at 49 CFR 29.995, or affiliates, as defined at 49 CFR



29.905, are excluded or disqualified as defined at 49 CFR 29.940 and 29.945. 



The contractor is required to comply with 49 CFR 29, Subpart C and must include the requirement to comply with



49 CFR 29, Subpart C in any lower tier covered transaction it enters into.



By signing and submitting its bid or proposal, the bidder or proposer certifies as follows:



The certification in this clause is a material representation of fact relied upon by the recipient.  If it is later



determined that the bidder or proposer knowingly rendered an erroneous certification, in addition to remedies



available to the recipient, the Federal Government may pursue available remedies, including but not limited to



suspension and/or debarment.  The bidder or proposer agrees to comply with the requirements of 49 CFR 29,



Subpart C while this offer is valid and throughout the period of any contract that may arise from this offer.  The



bidder or proposer further agrees to include a provision requiring such compliance in its lower tier covered



transactions.



 



Contracts Involving Federal Privacy Act Requirements 
When a grantee maintains files on drug and alcohol enforcement activities for FTA, and those files are organized



so that information could be retrieved by personal identifier, the Privacy Act requirements apply to all contracts



except micro-purchases ($3,000 or less, except for construction contracts over $2,000)



 



The following requirements apply to the Contractor and its employees that administer any system of records on



behalf of the Federal Government under any contract:



 



(1) The Contractor agrees to comply with, and assures the compliance of its employees with, the information



restrictions and other applicable requirements of the Privacy Act of 1974, 5 U.S.C. § 552a. Among other things,



the Contractor agrees to obtain the express consent of the Federal Government before the Contractor or its



employees operate a system of records on behalf of the Federal Government. The Contractor understands that



the requirements of the Privacy Act, including the civil and criminal penalties for violation of that Act, apply to



those individuals involved, and that failure to comply with the terms of the Privacy Act may result in termination of



the underlying contract.



 



(2) The Contractor also agrees to include these requirements in each subcontract to administer any system of



records on behalf of the Federal Government financed in whole or in part with Federal assistance provided by
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FTA.



 



Civil Rights Requirements 
All contracts except micro-purchases ($3,000 or less, except for construction contracts over $2,000)



 



The following requirements apply to the underlying contract:



 



(1) Nondiscrimination - In accordance with Title VI of the Civil Rights Act, as amended, 42 USC 2000d, Sec. 303



of the Age Discrimination Act (1975), as amended, 42 USC 6102, Sec. 202 of the Americans with Disabilities Act



(1990), 42 USC 12132, and 49 USC 5332, contractor shall not discriminate against any employee or applicant for



employment because of race, color, creed, national origin, sex, age or disability.  Contractor shall also comply with



applicable Federal implementing regulations and other requirements FTA may issue.



 



(2) Equal Employment Opportunity - The following equal employment opportunity requirements apply to the



underlying contract:



 



(a) Race, Color, Creed, National Origin, Sex - In accordance with Title VII of the Civil Rights Act, as amended, 42



USC 2000e, and 49 USC 5332, contractor shall comply with all applicable equal employment opportunity



requirements of USDOL, "Office of Federal Contract Compliance Programs, Equal Employment Opportunity,



USDOL," 41 CFR 60 et seq., (implementing Executive Order No. 11246, "Equal Employment Opportunity," as



amended by Executive Order No. 11375, "Amending Executive Order 11246 Relating to Equal Employment



Opportunity," 42 USC 2000e), and any applicable Federal statutes, executive orders, regulations, and policies that



may in the future affect construction activities undertaken in the course of the project. Contractor shall take



affirmative action to ensure that applicants are employed, and that employees are treated during employment,



without regard to their race, color, creed, national origin, sex or age. Such action shall include, but not be limited



to, the following: employment, upgrading, demotion or transfer, recruitment or recruitment advertising, layoff or



termination; rates of pay or other forms of compensation; and selection for training, including apprenticeship. In



addition, contractor shall comply with any implementing requirements FTA may issue.



 



(b) Age - In accordance with Sec. 4 of the Age Discrimination in Employment Act (1967), as amended, 29 USC



623 and 49 USC 5332, contractor shall refrain from discrimination against present and prospective employees for



reason of age. Contractor shall also comply with any implementing requirements FTA may issue.



 



(c) Disabilities - In accordance with Sec. 102 of the Americans with Disabilities Act (ADA), as amended, 42 USC



12112, contractor shall comply with the requirements of US Equal Employment Opportunity Commission (EEOC),



Regulations to Implement Equal Employment Provisions of the Americans with Disabilities Act, 29 CFR 1630,



pertaining to employment of persons with disabilities. Contractor shall also comply with any implementing



requirements FTA may issue.



 



(3) Contractor shall include these requirements in each subcontract financed in whole or in part with FTA



assistance, modified only if necessary to identify the affected parties.



 



Breaches and Dispute Resolution
All contracts over $100,000



Disputes arising in the performance of this contract which are not resolved by agreement of the parties shall be



decided in writing by the recipient’s authorized representative. This decision shall be final and conclusive unless



within ten (10) days from the date of receipt of its copy, contractor mails or otherwise furnishes a written appeal to



the recipient’s CEO. In connection with such appeal, contractor shall be afforded an opportunity to be heard and



to offer evidence in support of its position. The decision of the recipient’s CEO shall be binding upon contractor



and contractor shall abide by the decision.
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Performance During Dispute - Unless otherwise directed by the recipient, contractor shall continue performance



under this contract while matters in dispute are being resolved.



Claims for Damages - Should either party to the contract suffer injury or damage to person or property because of



any act or omission of the party or of any of his employees, agents or others for whose acts he is legally liable, a



claim for damages therefore shall be made in writing to such other party within ten days after the first observance



of such injury or damage.



 



Remedies - Unless this contract provides otherwise, all claims, counterclaims, disputes and other matters in



question between the recipient and contractor arising out of or relating to this agreement or its breach will be



decided by arbitration if the parties mutually agree, or in a court of competent jurisdiction within the residing State.



 



Rights and Remedies - Duties and obligations imposed by the contract documents and the rights and remedies



available thereunder shall be in addition to and not a limitation of any duties, obligations, rights and remedies



otherwise imposed or available by law. No action or failure to act by the recipient or contractor shall constitute a



waiver of any right or duty afforded any of them under the contract, nor shall any such action or failure to act



constitute an approval of or acquiescence in any breach thereunder, except as may be specifically agreed in



writing.



 



Disadvantaged Business Enterprise
Contracts over $3,000 awarded on the basis of a bid or proposal offering to use DBEs



 



a. This contract is subject to the requirements of Title 49, Code of Federal Regulations, Part 26, Participation by



Disadvantaged Business Enterprises in Department of Transportation Financial Assistance Programs. The



national goal for participation of Disadvantaged Business Enterprises (DBE) is 10%. The recipient’s overall goal



for DBE participation is listed elsewhere. If a separate contract goal for DBE participation has been established for



this procurement, it is listed elsewhere. 



 



b. The contractor shall not discriminate on the basis of race, color, national origin or sex in the performance of this



contract. The contractor shall carry out applicable requirements of 49 CFR Part 26 in the award and administration



of this contract. Failure by the contractor to carry out these requirements is a material breach of this contract,



which may result in the termination of this contract or such other remedy as the municicpal corporation deems



appropriate. Each subcontract the contractor signs with a subcontractor must include the assurance in this



paragraph (see 49 CFR 26.13(b)). 



 



c. If a separate contract goal has been established, Bidders/offerors are required to document sufficient DBE



participation to meet these goals or, alternatively, document adequate good faith efforts to do so, as provided for



in 49 CFR 26.53. 



 



d. If no separate contract goal has been established, the successful bidder/offeror will be required to report its



DBE participation obtained through race-neutral means throughout the period of performance.



 



e. The contractor is required to pay its subcontractors performing work related to this contract for satisfactory



performance of that work no later than 30 days after the contractor’s receipt of payment for that work from the



recipient. In addition, the contractor may not hold retainage from its subcontractors or must return any retainage



payments to those subcontractors within 30 days after the subcontractor's work related to this contract is



satisfactorily completed or must return any retainage payments to those subcontractors within 30 days after



incremental acceptance of the subcontractor’s work by the recipient and contractor’s receipt of the partial



retainage payment related to the subcontractor’s work. 



 



f. The contractor must promptly notify the recipient whenever a DBE subcontractor performing work related to this



contract is terminated or fails to complete its work, and must make good faith efforts to engage another DBE



subcontractor to perform at least the same amount of work.  The contractor may not terminate any DBE
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subcontractor and perform that work through its own forces or those of an affiliate without prior written consent of



the recipient.



 



Incorporation of Federal Transit Administration (FTA) Terms
All contracts except micro-purchases ($3,000 or less, except for construction contracts over $2,000)



 



The preceding provisions include, in part, certain Standard Terms & Conditions required by USDOT, whether or



not expressly stated in the preceding contract provisions. All USDOT-required contractual provisions, as stated in



FTA Circular 4220.1F, are hereby incorporated by reference. Anything to the contrary herein notwithstanding, all



FTA mandated terms shall be deemed to control in the event of a conflict with other provisions contained in this



Agreement. The contractor shall not perform any act, fail to perform any act, or refuse to comply with any request



that would cause the recipient to be in violation of FTA terms and conditions.



 



Full and Open Competition
In accordance with 49 U.S.C. § 5325(a) all procurement transactions shall be conducted in a manner that



provides full and open competition.



 



Prohibition Against Exclusionary or Discriminatory Specifications 
Apart from inconsistent requirements imposed by Federal statute or regulations, the contractor shall comply with



the requirements of 49 USC 5323(h)(2) by refraining from using any FTA assistance to support procurements



using exclusionary or discriminatory specifications.



 



Conformance with ITS National Architecture 
Contractor shall conform, to the extent applicable, to the National Intelligent Transportation Standards architecture



as required by SAFETEA-LU Section 5307(c), 23 U.S.C. Section 512 note and follow the provisions of FTA



Notice, “FTA National Architecture Policy on Transit Projects,” 66 Fed. Reg.1455 etseq., January 8, 2001, and any



other implementing directives FTA may issue at a later date, except to the extent FTA determines otherwise in



writing. 



 



Access Requirements for Persons with Disabilities
Contractor shall comply with 49 USC 5301(d), stating Federal policy that the elderly and persons with disabilities



have the same rights as other persons to use mass transportation services and facilities and that special efforts



shall be made in planning and designing those services and facilities to implement that policy. Contractor shall



also comply with all applicable requirements of Sec. 504 of the Rehabilitation Act (1973), as amended, 29 USC



794, which prohibits discrimination on the basis of handicaps, and the Americans with Disabilities Act of 1990



(ADA), as amended, 42 USC 12101 et seq., which requires that accessible facilities and services be made



available to persons with disabilities, including any subsequent amendments thereto.



 



Notification of Federal Participation
To the extent required by law, in the announcement of any third party contract award for goods and services



(including construction services) having an aggregate value of $500,000 or more, contractor shall specify the



amount of Federal assistance to be used in financing that acquisition of goods and services and to express that



amount of Federal assistance as a percentage of the total cost of the third party contract.



 



Interest of Members or Delegates to Congress
No members of, or delegates to, the US Congress shall be admitted to any share or part of this contract nor to any



benefit arising therefrom.



 



Ineligible Contractors and Subcontractors
Any name appearing upon the Comptroller General’s list of ineligible contractors for federally-assisted contracts



shall be ineligible to act as a subcontractor for contractor pursuant to this contract. If contractor is on the
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Comptroller General’s list of ineligible contractors for federally financed or assisted construction, the recipient shall



cancel, terminate or suspend this contract.



 



Other Contract Requirements 
To the extent not inconsistent with foregoing Federal requirements, this contract shall also include those standard



clauses attached hereto, and shall comply with the recipient’s Procurement Guidelines, available upon request



from the recipient.



 



Compliance with Federal Regulations 
Any contract entered pursuant to this solicitation shall contain the following provisions:  All USDOT-required



contractual provisions, as set forth in FTA Circular 4220.1F, are incorporated by reference. Anything to the



contrary herein notwithstanding, FTA mandated terms shall control in the event of a conflict with other provisions



contained in this Agreement. Contractor shall not perform any act, fail to perform any act, or refuse to comply with



any grantee request that would cause the recipient to be in violation of FTA terms and conditions. Contractor shall



comply with all applicable FTA regulations, policies, procedures and directives, including, without limitation, those



listed directly or incorporated by reference in the Master Agreement between the recipient and FTA, as may be



amended or promulgated from time to time during the term of this contract.  Contractor’s failure to so comply shall



constitute a material breach of this contract.



 



Real Property 
Any contract entered into shall contain the following provisions: Contractor shall at all times comply with all



applicable statutes and USDOT regulations, policies, procedures and directives governing the acquisition, use



and disposal of real property, including, but not limited to, 29 CFR 18.31, 49 CFR 24 Subpart B, FTA Circular



5010.1D, and FTA Master Agreement, as they may be amended or promulgated during the term of this contract.



Contractor’s failure to so comply shall constitute a material breach of this contract.



 



Access to Services for Persons with Limited English Proficiency 
To the extent applicable and except to the extent that FTA determines otherwise in writing, the Recipient agrees



to comply with the policies of Executive Order No. 13166, "Improving Access to Services for Persons with Limited



English Proficiency," 42 U.S.C. § 2000d 1 note, and with the provisions of U.S. DOT Notice, “DOT Guidance to



Recipients on Special Language Services to Limited English Proficient (LEP) Beneficiaries,” 70 Fed. Reg. 74087,



December 14, 2005.



 



Environmental Justice
The Recipient agrees to comply with the policies of Executive Order No. 12898, "Federal Actions to Address



Environmental Justice in Minority Populations and Low Income Populations," 42 U.S.C. § 4321 note, except to the



extent that the Federal Government determines otherwise in writing.



 



Environmental Protections 
Compliance is required with any applicable Federal laws imposing environmental and resource conservation



requirements for the project.  Some, but not all, of the major Federal laws that may affect the project include: the



National Environmental Policy Act of 1969; the Clean Air Act; the Resource Conservation and Recovery Act; the



comprehensive Environmental response, Compensation and Liability Act; as well as environmental provisions with



Title 23 U.S.C., and 49 U.C. chapter 53.  The U.S. EPA, FHWA and other federal agencies may issue other



federal regulations and directives that may affect the project. Compliance is required with any applicable Federal



laws and regulations in effect now or that become effective in the future.



 



Geographic Information and Related Spatial Data
Any project activities involving spatial data or geographic information systems activities financed with Federal



assistance are required to be consistent with the National Spatial Data Infrastructure promulgated by the Federal



Geographic Data Committee, except to the extent that FTA determines otherwise in writing.
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Federal Single Audit Requirements for State Administered Federally Aid Funded Projects Only
Non Federal entities that expend $500,000 or more in a year in Federal awards from all sources are required to



comply with the Federal Single Audit Act provisions contained in U.S. Office of Management and Budget (OMB)



Circular No. A 133, Audits of States, Local Governments, and Non Profit Organizations. Non Federal entities that



expend Federal awards from a single source may provide a program specific audit, as defined in the Circular. Non



Federal entities that expend less than $500,000 in a year in Federal awards from all sources are exempt from



Federal audit requirements for that year, except as noted in '3052.215(a), but records must be available for review



or audit by appropriate officials of the Federal and State agencies. 



 



Catalog of Federal Domestic Assistance (CFDA) Identification Number
The municipal project sponsor is required to identify in its accounts all Federal awards received and expended,



and the Federal programs under which they were received. Federal program and award identification shall



include, as applicable, the CFDA title and number, award number and year, name of the Federal agency, and



name of the pass through entity.



 



The CFDA number for the Federal Transportation Administration Nonurbanized Area Formula



(Section 5311) is 20.509
A Recipient covered by the Single Audit Act Amendments of 1996 and OMB Circular A-133, “Audits of States,



Local Governments, and Non-Profit Organizations,” agrees to separately identify the expenditures for Federal



awards under the Recovery Act on the Schedule of Expenditures of Federal Awards (SEFA) and the Data



Collection Form (SF-SAC) required by OMB Circular A-133. The Recipient agrees to accomplish this by



identifying expenditures for Federal awards made under Recovery Act separately on the SEFA, and as separate



rows under Item 9 of Part III on the SF-SAC by CFDA number, and inclusion of the prefix “ARRA” in identifying the



name of the Federal program on the SEFA and as the first characters in Item 9d of Part III on the SF-SAC.
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Federal Certifications
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CERTIFICATION AND RESTRICTIONS ON LOBBYING 



I, _________________________________________________________, hereby certify  
         (Name and title of official) 
 
On behalf of ________________________________________________________ that: 
        (Name of Bidder/Company Name) 
 



� No federal appropriated funds have been paid or will be paid, by or on behalf of 
the undersigned, to any person for influencing or attempting to influence an 
officer or employee of any agency, a Member of Congress, and officer or 
employee of Congress, or an employee of a Member of Congress in connection 
with the awarding of any federal contract, the making of any federal grant, the 
making of any federal loan, the entering into of any cooperative agreement, and 
the extension, continuation, renewal, amendment, or modification of any federal 
contract, grant, loan, or cooperative agreement. 



 
� If any funds other than federal appropriated funds have been paid or will be paid 



to any person influencing or attempting to influence an officer or employee of any 
agency, a Member of Congress, and officer or employee of Congress, or an 
employee of a Member of Congress in connection with the federal contract, 
grant, loan, or cooperative agreement, the undersigned shall complete and 
submit Standard Form – LLL, “Disclosure Form to Report Lobbying,” in 
accordance with its instructions. 



 
� The undersigned shall require that the language of this certification be included in 



the award documents for all sub-awards at all tiers (including sub-contracts, sub-
grants and contracts under grants, loans, and cooperative agreements) and that 
all sub-recipients shall certify and disclose accordingly. 



 
This certification is a material representation of fact upon which reliance was placed 
when this transaction was made or entered into.  Submission of this certification is a 
prerequisite for making or entering into this transaction imposed by 31 U.S.C. § 1352 (as 
amended by the Lobbying Disclosure Act of 1995).  Any person who fails to file the 
required certification shall be subject to a civil penalty of not less than $10,000 and not 
more than $100,000 for each such failure. 
 
The undersigned certifies or affirms the truthfulness and accuracy of the contents of the 
statements submitted on or with this certification and understands that the provisions of 
31 U.S.C. Section 3801, et seq., are applicable thereto. 
 
 
 
Name of Bidder/Company Name ____________________________________________ 
 
Type or print name_______________________________________________________  
 
Signature of authorized representative ___________________________ Date __/__/__  
 
Signature of notary and SEAL ______________________________________________ 
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GOVERNMENT-WIDE DEBARMENT AND SUSPENSION (NONPROCUREMENT) 



49 CFR Part 29, Executive Orders 12549, 12689, and 31 U.S.C.6101 (Contracts over $25,000) 
  



 



Background and Applicability 



 



In conjunction with the Office of Management and Budget and other affected Federal agencies, DOT 
published an update to 49 CFR Part 29 on November 26, 2003.  This government-wide regulation 
implements Executive Order 12549, Debarment and Suspension, Executive Order 12689, Debarment 
and Suspension, and 31 U.S.C. 6101 note (Section 2455, Public Law 103-355, 108 Stat. 3327).   
 
The provisions of Part 29 apply to all grantee contracts and subcontracts at any level expected to equal or 
exceed $25,000 as well as any contract or subcontract (at any level) for Federally required auditing 
services.  49 CFR 29.220(b).  This represents a change from prior practice in that the dollar threshold for 
application of these rules has been lowered from $100,000 to $25,000.  These are contracts and 
subcontracts referred to in the regulation as “covered transactions.” 
 
Grantees, contractors, and subcontractors (at any level) that enter into covered transactions are required 
to verify that the entity (as well as its principals and affiliates) they propose to contract or subcontract with 
is not excluded or disqualified.  They do this by (a) Checking the Excluded Parties List System, (b) 
Collecting a certification from that person, or (c) Adding a clause or condition to the contract or 
subcontract.  This represents a change from prior practice in that certification is still acceptable but is no 
longer required.  49 CFR 29.300. 
 
Grantees, contractors, and subcontractors who enter into covered transactions also must require the 
entities they contract with to comply with 49 CFR 29, subpart C and include this requirement in their own 
subsequent covered transactions (i.e., the requirement flows down to subcontracts at all levels). 
 
 
Instructions for Certification: By signing and submitting this bid or proposal, the prospective lower tier 
participant is providing the signed certification set out below.  
 
Suspension and Debarment 
This contract is a covered transaction for purposes of 49 CFR Part 29.  As such, the contractor is required 
to verify that none of the contractor, its principals, as defined at 49 CFR 29.995, or affiliates, as defined at 
49 CFR 29.905, are excluded or disqualified as defined at 49 CFR 29.940 and 29.945.   
 
The contractor is required to comply with 49 CFR 29, Subpart C and must include the requirement to 
comply with 49 CFR 29, Subpart C in any lower tier covered transaction it enters into. 
By signing and submitting its bid or proposal, the bidder or proposer certifies as follows: 
 
The certification in this clause is a material representation of fact relied upon by the recipient.  If it is later 
determined that the bidder or proposer knowingly rendered an erroneous certification, in addition to 
remedies available to the recipient, the Federal Government may pursue available remedies, including 
but not limited to suspension and/or debarment.  The bidder or proposer agrees to comply with the 
requirements of 49 CFR 29, Subpart C while this offer is valid and throughout the period of any contract 
that may arise from this offer.  The bidder or proposer further agrees to include a provision requiring such 
compliance in its lower tier covered transactions.   
 
 
Contractor ___________________________________________________________________________   
 
Signature of Authorized Official ___________________________________________ Date ___/___/___    
 
Name and Title of Contractor's Authorized Official____________________________________________   
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BUS TESTING CERTIFICATION 



 



 



The undersigned bidder [Contractor/Manufacturer] certifies that the vehicle model or vehicle 
models offered in this bid submission complies with 49 CFR Part 665.  
 
 
A copy of the test report (for each bid ITEM) prepared by the Federal Transit Administration’s 
(FTA) Altoona, Pennsylvania Bus Testing Center is attached to this certification and is a true 
and correct copy of the test report as prepared by the facility. 
 
 
The undersigned understands that misrepresenting the testing status of a vehicle acquired with 
Federal financial assistance may subject the undersigned to civil penalties as outlined in the 
U.S. Department of Transportation's regulation on Program Fraud Civil Remedies, 49 CFR Part 
31. In addition, the undersigned understands that FTA may suspend or debar a manufacturer 
under the procedures in 49 CFR Part 29. 



 



 



 
 



 



______________________________________________________________________________ 



Name of Bidder/Company Name 
 
 



____________________________________________________________________________ 
Type or print name 



 
 



____________________________________________________________________________ 
Signature of authorized representative 



 
 



____________________________________________________________________________ 
Signature of notary and SEAL 



 
 
 
 



Date of Signature: ______/______/______ 
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 PRE- AWARD CERTIFICATION REQUIREMENT FOR PROCUREMENT OF ROLLING STOCK (RECIPIENT) 



 



BUY AMERICA REQUIREMENTS   



Contractor shall complete and submit a declaration certifying either compliance or noncompliance with 
Buy America. If contractor certifies compliance with Buy America, it shall submit documentation listing:  



 
A. Component and subcomponent parts of the rolling stock to be purchased identified by 



manufacturer of the parts, their country of origin and costs; and  
B. The location of the final assembly point for the rolling stock, including a description of the 



activities that will take place at the final assembly point and the cost of final assembly.   
C. Solicitation Specification Requirements: Contractor shall submit evidence that it will be 



capable of meeting the bid specifications.  
D. Federal Motor Vehicle Safety Standards (FMVSS):  Contractor shall submit 1) 



manufacturer's FMVSS self-certification sticker information that the vehicle complies with 
relevant FMVSS or 2) manufacturer's certified statement that the buses will not be 
subject to FMVSS regulations. 



 
As required by Title 49 of the CFR, Part 663 – Subpart B, ______________________________________ 
______________________________________ (the recipient) is satisfied that the buses to be purchased, 
___________________________________ (number and description of buses) from ________________ 
____________________________________________________________________ (the manufacturer), 
meet the requirements of Section 165(b)(3) of the Surface Transportation Assistance Act of 1982, as 
amended. The recipient or its appointed analyst______________________________________________ 
(the analyst – not the manufacturer or its agent), has reviewed documentation provided by the 
manufacturer, which lists (1) the proposed component and subcomponent parts of the buses identified by 
manufacturer, country of origin, and cost; and (2) the proposed location of the final assembly point for the 
buses, including a description of the activities that will take place at the final assembly point and the cost 
of final assembly. 
 



 



PRE-AWARD PURCHASER’S REQUIREMENTS CERTIFICATION 



As required by Title 49 of the CFR, Part 663 – Subpart B, ______________________________________ 
________________________________________ (the recipient) certifies that the buses to be purchased, 
____________________________________________________ (number and description of buses) from 
__________________________________________________________ (the manufacturer), are the 
same product described in the recipient’s solicitation specification and that the proposed manufacturer is 
a responsible manufacturer with the capability to produce a bus that meets the specifications. 
 
 
PRE-AWARD FMVSS COMPLIANCE CERTIFICATION 



As required by Title 49 of the CFR, Part 663 – Subpart D, ______________________________________ 
________________________________________(the recipient) certifies that it received, at the pre-award 
stage, a copy of _________________________________________’s (the manufacturer) self-certification 
information stating that the buses, ____________________________ (number and description of buses), 
will comply with the relevant Federal Motor Vehicle Safety Standards issued by the National Highway 
Traffic Safety Administration in Title 49 of the Code of Federal Regulations, Part 571. 
 
 
 
 
Date: ____________________________________________ 
 
Signature: ________________________________________  
 
Title: ____________________________________________ 
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PRE-AWARD CERTIFICATION FOR PROCUREMENT OF ROLLING STOCK (VENDOR) 



71 FR 14117, Mar. 21, 2006, as amended at 72 FR 53698, Sept. 20, 2007; 74 FR 30239, June 25, 2009 



 



PRE-AWARD AUDIT REQUIREMENTS 
A recipient purchasing revenue service rolling stock with FTA funds must ensure that a pre-award audit 
under this part is complete before the recipient enters into a formal contract for the purchase of such 
rolling stock. 



DESCRIPTION OF PRE-AWARD AUDIT 
A pre-award audit under this part includes— (a) A Buy America certification; (b) A purchaser's 
requirements certification; and (c) Where appropriate, a manufacturer's Federal Motor Vehicle Safety 
certification information. 



PRE-AWARD BUY AMERICA CERTIFICATION 
For purposes of this part, a pre-award Buy America certification is a certification that the recipient keeps 
on file that: 



(a)  There is a letter from FTA which grants a waiver to the rolling stock to be purchased from the Buy 
America requirements under section 165(b)(1), (b)(2), or (b)(4) of the Surface Transportation 
Assistance Act of 1982, as amended; or 



(b)  The recipient is satisfied that the rolling stock to be purchased meets the requirements of section 
165(a) or (b)(3) of the Surface Transportation Assistance Act of 1982, as amended, after having 
reviewed itself or through an audit prepared by someone other than the manufacturer or its agent 
documentation provided by the manufacturer which lists: 



(1)  The Component and subcomponent parts of the rolling stock that are produced in the 
United States is more than sixty percent (60%) of the cost of all components and 
subcomponents of the vehicle identified by the manufacturer; and 



(2)  The location of the final assembly must take place in the United States (49 CFR 661.11), 
including a description of the activities that will take place at the final assembly point and 
the cost of final assembly. 



PRE-AWARD PURCHASERS REQUIREMENTS CERTIFICATION 
For purposes of this part, a pre-award purchaser's requirements certification is a certification a recipient 
keeps on file that: 



(a)  The rolling stock the recipient is contracting for is the same product described in the purchaser's 
solicitation specification; and 



(b)  The proposed manufacturer is a responsible manufacturer with the capability to produce a vehicle 
that meets the recipient's specification set forth in the recipient's solicitation. 



If buses or other rolling stock (including train control, communication, and traction power equipment) are 
being procured, the appropriate certificate as set forth below shall be completed and submitted by each 
bidder in accordance with the requirements in 49 CFR 661.13(b). 



PRE-AWARD FMVSS COMPLIANCE CERTIFICATION 
As required by Title 49 of the CFR, Part 663 – Subpart D, the recipient certifies that it received, at the pre-
award stage, a copy of the manufacturers self-certification information stating that the buses will comply 
with the relevant Federal Motor Vehicle Safety Standards issued by the National Highway Traffic Safety 
Administration in Title 49 of the Code of Federal Regulations, Part 571. 
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PRE-AWARD CERTIFICATION FOR PROCUREMENT OF ROLLING STOCK (VENDOR) Cont. 



 



Bidder or offeror Certificate of:  
 
COMPLIANCE with Buy America and FMVSS Rolling Stock Requirements  



The bidder or offeror hereby certifies that it will comply with the requirements of 49 U.S.C. 
5323(j), and the applicable regulations of 49 CFR 661.11. 
 
 
Company____________________________________________________________________ 
 



Name_____________________________________________Title_______________________ 
 



Signature __________________________________________Date ______________________ 
 
 



 



 



Bidder or offeror Certificate of:  
 
NON-COMPLIANCE with Buy America and FMVSS Rolling Stock Requirements 
 
The bidder or offeror hereby certifies that it cannot comply with the requirements of 49 U.S.C. 
5323(j), but may qualify for an exception to the requirement consistent with 49 U.S.C. 
5323(j)(2)(C), and the applicable regulations in 49 CFR 661.7. 
 



Company____________________________________________________________________ 
 



Name_____________________________________________Title_______________________ 
 



Signature __________________________________________Date ______________________ 



 



 



ProcurementPRO - National RTAP's Procurement Software Application
National Rural Transit Assistance Program is program of the Federal Transit Administration www.nationalrtap.org











ON-SITE MANUFACTURER INSPECTION COMPLIANCE CERTIFICATION 
(Post-Delivery purchaser’s requirement, in compliance with the federal requirements of 49 U.S.C. Section 5323(m)) 



 



 



ON-SITE MANUFACTURER INSPECTION COMPLIANCE CERTIFICATION 
(Rolling Stock Procurements for more than 10 vehicles for areas >200,000 in population) 



 
As required by 49 CFR Part 663-Subpart C, the 
 
 ____________________________________________________________________________  



(Recipient’s name) 
Certifies that a resident inspector, 
 
____________________________________________________________________________  



(Name of inspector) 
 
Was at _____________________________________________________ (the manufacturer’s) 
manufacturing site during the period of manufacture of the buses, ________________________ 
__________________________________________________________ (description of buses). 
 
The inspector visually inspecting the buses, the ___________________________ (the 
recipient) has reviewed the inspection documentation, maintains a copy of this report, and 
certifies that the buses meet the contract specifications. 
 



 
 



ON-SITE MANUFACTURER INSPECTION COMPLIANCE CERTIFICATION 
(Rolling Stock Procurements for more than 20 vehicles for areas <200,000 in population) 



 
As required by 49 CFR Part 663-Subpart C, the 
 ____________________________________________________________________________  



(Recipient’s name) 
Certifies that a resident inspector, 
 
____________________________________________________________________________  



(Name of inspector) 
 
Was at _____________________________________________________ (the manufacturer’s) 
manufacturing site during the period of manufacture of the buses, ________________________ 
__________________________________________________________ (description of buses). 
 
The inspector visually inspecting the buses, the ___________________________ (the 
recipient) has reviewed the inspection documentation, maintains a copy of this report, and 
certifies that the buses meet the contract specifications. 
 



 
 
Signature: _____________________________________________________ Date ___/___/___ 
 
Title: ________________________________________________________________________ 



ProcurementPRO - National RTAP's Procurement Software Application
National Rural Transit Assistance Program is program of the Federal Transit Administration www.nationalrtap.org











TRANSIT VEHICLE MANUFACTURER (TVM) CERTIFICATION 



 



Pursuant to the provisions of Section 105(f) of the Surface Transportation Assistance Act of 
1982, each bidder for this contract must certify that it has complied with the requirements of 49 
CFR Part 26.49, regarding the participation of Disadvantaged Business Enterprises (DBE) in 
FTA assisted procurements of transit vehicles.  Absent this certification, properly completed and 
signed, a bid shall be deemed non-responsive. 
 



 
 
 
Certification:  
I hereby certify, for the bidder named below, that it has complied with the provisions of 49 CFR 
Part 26.49 and that I am duly authorized by said bidder to make this certification. 
 
 
 
BIDDER/COMPANY  
 
Name of Bidder/Company _________________________________________ 
 
Signature of Representative _______________________________________ 
 
Type or Print Name ______________________________________________ 
 
Title ___________________________________________________________ 
 
Date ___/___/___ 
 



 
 
 
NOTARY 
 
Type or Print Name _________________________________________________ 
 
Signature of Notary _________________________________________________ 
  
Place Notary SEAL Here: 



ProcurementPRO - National RTAP's Procurement Software Application
National Rural Transit Assistance Program is program of the Federal Transit Administration www.nationalrtap.org










_1376478936.doc

APPENDIX D     PRICE WORKSHEET


Category 1 a: ADA Minivan Rear Wheel Chair Ramp


			Req.



Item


			Comm. Code


			Description


			Qty


			Unit


			Unit Price


			Total Price





			1. 


			


			ADA Minivan. Refer to Appendix C Specification Requirements



For Product Bid Indicate:



Mfg:___________________________



Brand/Model: ____________________





			13


			EA


			$


			$





			Total


			$








			Option List


			


			


			


			





			Not all options are available for every vehicle type offered


			


			


			


			





			


			


			


			


			


			


			


			


			





			


			


			Options


			Specify


			Price


			


			


			


			





			1


			Engine 


			


			


			


			


			


			





			


			1.1


			CNG


			


			 


			


			


			


			





			


			1.2


			Propane


			


			 


			


			


			


			





			


			1.3


			Flex Fuel


			


			 


			


			


			


			





			


			 1.4


			Deduct for previous year Chassis


			


			_______


			


			


			


			





			2


			Seating Configuration


			


			


			


			


			


			





			


			2.1


			Additional WC Station (side entry only)


			


			 


			


			


			


			





			


			


			Deduct front passenger seat (side entry only)


			


			


			


			


			


			





			


			2.2


			Additional WC tie-down (complete set)


			


			 


			


			


			


			





			


			2.3


			Additional WC Station (rear entry only)


			


			 


			


			


			


			





			


			2.4


			2-passenger bench seat in lieu of 3-passenger bench seat (side entry only)


			


			 


			


			


			


			





			


			2.5


			Deduct center row single flip seat


			


			 


			


			


			


			





			


			2.6


			Freedman 60/40 rear bench seat or equivalent in lieu of OEM bench seat (side entry only)


			


			


			


			


			


			





			


			


			


			


			


			


			


			


			





			3


			Seating Material


			


			


			


			


			


			





			


			3.1


			Cloth in lieu of vinyl, for flip seat only


			


			 


			


			


			


			





			


			3.2


			Vinyl seat covers


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			4


			Flooring Material


			


			


			


			


			


			





			


			4.1


			Upgrade to 3/4" inch marine plywood (side entry only)


			


			 


			


			


			


			





			


			4.2


			Upgrade to 5/8" inch composite flooring (side entry only)


			


			 


			


			


			


			





			


			4.3


			RCA Rubber floor covering in lieu of std floor cover


			


			 


			


			


			


			





			


			


			Deduct impregnated non-slip flooring


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			5


			Security Camera (You may list more than one camera manufacturer)


			Mfg #1


			


			Mfg #2


			


			Mfg #3





			


			5.1


			Digital camera 250 Gb hard drive system w/2 cameras


			


			


			


			


			





			


			5.2


			Additional camera each


			


			 


			


			 


			


			 





			


			5.3


			Additional hard drive 250 Gb each 


			


			 


			


			 


			


			 





			


			


			


			


			


			


			


			


			





			6


			Back up Camera / devices


			


			


			


			


			


			





			


			6.1


			Backup and rear view camera system each.


			


			 


			


			


			


			





			


			6.2


			"Hawkeye" sonar warning system or equivalent


			


			 


			


			


			


			





			


			


			Deduct standard backup warning alarm


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			8


			Tires and Chains


			


			


			


			


			


			





			


			8.1


			Mounted full-size spare tire @ location specified by purchaser


			


			


			


			


			


			





			


			8.2


			Snow studded tires (set of four)


			


			 


			


			


			


			





			


			8.3


			SCC Zchain that fit OEM tires or equivalent.


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			9


			Cargo Net/Securement


			


			


			


			


			


			





			


			9.1


			Sure-lok heavy duty storage container or equivalent


			


			 


			


			


			


			





			


			9.2


			Q'straint storage pouch for securement or equivalent


			


			 


			


			


			


			





			


			9.3


			Cargo net 


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			10


			Signage


			


			


			


			


			


			





			


			10.1


			Apply Logo. Purchasers will determine logo size and location. Price per location


			


			 


			


			


			


			





			


			10.2


			Lettering price per character Three  - Inch height


			


			 


			


			


			


			





			


			10.3


			Lettering price per character Four - Inch height


			


			 


			


			


			


			





			


			10.4


			Lettering price per character Five - Inch height


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			11


			Reflective Tape


			


			


			


			


			


			





			


			


			Conspicuity markings with reflective tape 2" wide - location determined by purchaser


			


			


			


			


			


			





			


			11.1


			One stripe up to 10 feet long


			


			 


			


			


			


			





			


			11.2


			One stripe up to 25 feet long


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			12


			OEM Chassis options


			


			


			


			


			


			





			


			12.1


			Power side doors (both sides)


			


			 


			


			


			


			





			


			12.2


			Power rear lift gate


			


			 


			


			


			


			





			


			12.3


			Privacy tinted glass


			


			 


			


			


			


			





			


			12.4


			Roof rack


			


			 


			


			


			


			





			


			12.5


			Additional set of keys


			


			 


			


			


			


			





			


			12.6


			Factory repair manual


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			13


			Safety Equipment


			


			


			


			


			


			





			


			13.1


			5 lb fire extinguisher in lieu of 2 1/2 lb extinguisher


			


			 


			


			


			


			





			


			13.2


			24 unit first aid kit in lieu of 16 unit first aid kit


			


			 


			


			


			


			





			


			13.3


			Bodily fluid cleanup kit


			


			 


			


			


			


			





			


			13.4


			Fire suppression system (CNG only)


			


			 


			


			


			


			








Category 1 b: ADA Minivan Side Wheel Chair Ramp



			Req.



Item


			Comm. Code


			Description


			Qty


			Unit


			Unit Price


			Total Price





			2. 


			


			ADA Minivan. Refer to Appendix C Specification Requirements



For Product Bid Indicate:



Mfg:___________________________



Brand/Model: ____________________






			13


			EA


			$


			$





			Total


			$








			Option List


			


			


			


			





			Not all options are available for every vehicle type offered


			


			


			


			





			


			


			


			


			


			


			


			


			





			


			


			Options


			Specify


			Price


			


			


			


			





			1


			Engine 


			


			


			


			


			


			





			


			1.1


			CNG


			


			 


			


			


			


			





			


			1.2


			Propane


			


			 


			


			


			


			





			


			1.3


			Flex Fuel


			


			 


			


			


			


			





			


			  1.4


			Deduct for previous year Chassis


			


			________


			


			


			


			





			2


			Seating Configuration


			


			


			


			


			


			





			


			2.1


			Additional WC Station (side entry only)


			


			 


			


			


			


			





			


			


			Deduct front passenger seat (side entry only)


			


			


			


			


			


			





			


			2.2


			Additional WC tie-down (complete set)


			


			 


			


			


			


			





			


			2.3


			Additional WC Station (rear entry only)


			


			 


			


			


			


			





			


			2.4


			2-passenger bench seat in lieu of 3-passenger bench seat (side entry only)


			


			 


			


			


			


			





			


			2.5


			Deduct center row single flip seat


			


			 


			


			


			


			





			


			2.6


			Freedman 60/40 rear bench seat or equivalent in lieu of OEM bench seat (side entry only)


			


			


			


			


			


			





			


			


			


			


			


			


			


			


			





			3


			Seating Material


			


			


			


			


			


			





			


			3.1


			Cloth in lieu of vinyl, for flip seat only


			


			 


			


			


			


			





			


			3.2


			Vinyl seat covers


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			4


			Flooring Material


			


			


			


			


			


			





			


			4.1


			Upgrade to 3/4" inch marine plywood (side entry only)


			


			 


			


			


			


			





			


			4.2


			Upgrade to 5/8" inch composite flooring (side entry only)


			


			 


			


			


			


			





			


			4.3


			RCA Rubber floor covering in lieu of std floor cover


			


			 


			


			


			


			





			


			


			Deduct impregnated non-slip flooring


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			5


			Security Camera (You may list more than one camera manufacturer)


			Mfg #1


			


			Mfg #2


			


			Mfg #3





			


			5.1


			Digital camera 250 Gb hard drive system w/2 cameras


			


			


			


			


			





			


			5.2


			Additional camera each


			


			 


			


			 


			


			 





			


			5.3


			Additional hard drive 250 Gb each 


			


			 


			


			 


			


			 





			


			


			


			


			


			


			


			


			





			6


			Back up Camera / devices


			


			


			


			


			


			





			


			6.1


			Backup and rear view camera system each.


			


			 


			


			


			


			





			


			6.2


			"Hawkeye" sonar warning system or equivalent


			


			 


			


			


			


			





			


			


			Deduct standard backup warning alarm


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			8


			Tires and Chains


			


			


			


			


			


			





			


			8.1


			Mounted full-size spare tire @ location specified by purchaser


			


			


			


			


			


			





			


			8.2


			Snow studded tires (set of four)


			


			 


			


			


			


			





			


			8.3


			SCC Zchain that fit OEM tires or equivalent.


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			9


			Cargo Net/Securement


			


			


			


			


			


			





			


			9.1


			Sure-lok heavy duty storage container or equivalent


			


			 


			


			


			


			





			


			9.2


			Q'straint storage pouch for securement or equivalent


			


			 


			


			


			


			





			


			9.3


			Cargo net 


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			10


			Signage


			


			


			


			


			


			





			


			10.1


			Apply Logo. Purchasers will determine logo size and location. Price per location


			


			 


			


			


			


			





			


			10.2


			Lettering price per character Three  - Inch height


			


			 


			


			


			


			





			


			10.3


			Lettering price per character Four - Inch height


			


			 


			


			


			


			





			


			10.4


			Lettering price per character Five - Inch height


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			11


			Reflective Tape


			


			


			


			


			


			





			


			


			Conspicuity markings with reflective tape 2" wide - location determined by purchaser


			


			


			


			


			


			





			


			11.1


			One stripe up to 10 feet long


			


			 


			


			


			


			





			


			11.2


			One stripe up to 25 feet long


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			12


			OEM Chassis options


			


			


			


			


			


			





			


			12.1


			Power side doors (both sides)


			


			 


			


			


			


			





			


			12.2


			Power rear lift gate


			


			 


			


			


			


			





			


			12.3


			Privacy tinted glass


			


			 


			


			


			


			





			


			12.4


			Roof rack


			


			 


			


			


			


			





			


			12.5


			Additional set of keys


			


			 


			


			


			


			





			


			12.6


			Factory repair manual


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			13


			Safety Equipment


			


			


			


			


			


			





			


			13.1


			5 lb fire extinguisher in lieu of 2 1/2 lb extinguisher


			


			 


			


			


			


			





			


			13.2


			24 unit first aid kit in lieu of 16 unit first aid kit


			


			 


			


			


			


			





			


			13.3


			Bodily fluid cleanup kit


			


			 


			


			


			


			





			


			13.4


			Fire suppression system (CNG only)


			


			 


			


			


			


			








Category 2 a: ADA Van Rear Entry Lift


			Req.



Item


			Comm. Code


			Description


			Qty


			Unit


			Unit Price


			Total Price





			3. 


			


			ADA Minivan. Refer to Appendix C Specification Requirements



For Product Bid Indicate:



Mfg:___________________________



Brand/Model:_____________________





			5


			EA


			$


			$





			Total


			$








			OPTIONS LIST


			


			


			


			





			


			


			


			


			


			


			


			


			





			


			


			


			Specify


			Price


			


			


			


			





			1


			Chassis/Engine/Fuel Type


			


			


			


			


			


			





			


			1.1


			E250 or equivalent chassis  (deduct)*


			


			 


			


			


			


			





			


			1.2


			Standard chassis in lieu of extended (deduct)*


			


			 


			


			


			


			





			


			1.3


			6.7 liter gas engine or equivalent


			


			 


			


			


			


			





			


			1.4


			Compressed Natural Gas (CNG)


			


			 


			


			


			


			





			


			1.5


			Propane


			


			 


			


			


			


			





			


			1.6


			Flex Fuel


			


			 


			


			


			


			





			


			


			* available only for limited floor plans 


			


			


			


			


			


			





			


			1.7


			Deduct for previous year Chassis


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			2


			Vehicle Feature Options


			


			


			


			


			


			





			


			2.1


			Eco-Star, stop/start technology or equivalent


			


			 


			


			


			


			





			


			2.2


			OEM AM/FM CD player, digital clock with 4 speakers


			


			 


			


			


			


			





			


			2.3


			Oversized outside mirrors (specify)


			


			 


			


			


			


			





			


			2.4


			Aftermarket inside rear view mirror


			


			 


			


			


			


			





			


			2.5


			AVL/MDL transmitter system 


			


			 


			


			


			


			





			


			2.6


			Bike rack


			


			 


			


			


			


			





			


			2.7


			Front bug deflector


			


			 


			


			


			


			





			


			2.8


			Heavy-duty rubber floor mats for driver/front passenger in lieu of OEM carpeted front floor mats (each)


			


			 


			


			


			


			





			


			2.9


			Additional keys


			


			 


			


			


			


			





			


			2.10


			Service repair manual


			


			 


			


			


			


			





			


			2.11


			Front mudflaps


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			3


			Raised Roof Options


			


			


			


			


			


			





			


			


			Specify each optional raised roof height available per model 


			


			 


			


			


			


			





			


			3.1


			Specify roof height 


			


			 


			


			


			


			





			


			3.2


			Specify roof height 


			


			 


			


			


			


			





			


			3.3


			Specify roof height 


			


			 


			


			


			


			





			


			3.4


			Specify roof height 


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			4


			Door Options


			


			


			


			


			


			





			


			


			Transit style door conforming to selected raised roof.**


			


			


			


			


			


			





			


			4.1


			Specify door height


			


			 


			


			


			


			





			


			4.2


			Specify door height


			


			 


			


			


			


			





			


			4.3


			Specify door height


			


			 


			


			


			


			





			


			


			** Transit style door not available for all raised roof types


			


			


			


			


			


			





			


			


			


			


			


			


			


			


			





			5


			Seating


			


			


			


			


			


			





			


			5.1


			Cloth in lieu of vinyl, meeting specified flammability standards (per seat)


			


			 


			


			


			


			





			


			5.2


			Additional single-flip seat


			


			 


			


			


			


			





			


			5.3


			Additional double-flip seat


			


			 


			


			


			


			





			


			5.4


			Upgraded seating material (i.e. Level 2, 3, 4 etc.)


			


			 


			


			


			


			





			


			


			Specify seating material level


			


			 


			


			


			


			





			


			


			Specify seating material level


			


			 


			


			


			


			





			


			


			Specify seating material level


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			6


			Flooring Material


			


			


			


			


			


			





			


			6.1


			Upgrade to 3/4" inch marine plywood


			


			 


			


			


			


			





			


			6.2


			Upgrade to 5/8" inch composite flooring


			


			 


			


			


			


			





			


			6.3


			Upgrade to XL Bus Panel flooring


			


			 


			


			


			


			





			


			6.4


			RCA rubber flooring material in lieu of standard floor


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			7


			Exterior Lighting


			


			


			


			


			


			





			


			7.1


			6 " in diameter LED combination brake, turn tail and hazard lights. Purchaser will determine mounting location.


			


			 


			


			


			


			





			


			7.2


			Roof mounted strobe light Lift indicator 


			


			 


			


			


			


			





			


			7.3


			7" amber flashing lights, front & rear


			


			 


			


			


			


			





			


			7.4


			LED light strip above passenger entry door


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			8


			Security Camera (You may list more than one manufacturer)


			


			Mfg #1


			


			Mfg #2


			


			Mfg #3





			


			8.1


			Digital camera 250 Gb hard drive system w/2 cameras


			


			


			


			


			


			





			


			8.2


			Additional camera each


			


			 


			


			 


			


			 





			


			8.3


			Additional hard drive 250 Gb each 


			


			 


			


			 


			


			 





			


			


			


			


			


			


			


			


			





			9


			Back up Camera and Back up Alarm


			


			


			


			


			


			





			


			9.1


			Backup rear view camera system


			


			 


			


			


			


			





			


			9.2


			"Hawkeye" sonar warning system or equivalent


			


			 


			


			


			


			





			


			


			Deduct standard backup warning alarm


			


			 


			


			


			


			





			10


			Privacy Window Tint


			


			


			


			


			


			





			


			10.1


			Privacy tint windows


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			11


			Tires and Chains


			


			


			


			


			


			





			


			11.1


			Mounted full-size spare tire


			


			 


			


			


			


			





			


			11.2


			Four snow studded tires


			


			 


			


			


			


			





			


			11.3


			Insta-chain automatic snow chain or equivalent


			


			 


			


			


			


			





			


			11.4


			SCC Chain that fit OEM tires or equivalent.


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			12


			Lift, Securement and Storage Container


			


			


			


			


			


			





			


			12.1


			Sure-lok heavy duty storage container or equivalent


			


			 


			


			


			


			





			


			12.2


			Q'straint storage pouch for securement or equivalent


			


			 


			


			


			


			





			


			12.3


			Extra large platform (rear lift option only)


			


			 


			


			


			


			





			


			12.4


			Additional WC tie down system


			


			 


			


			


			


			





			


			12.5


			Upgrade to 1000 lb lift


			


			 


			


			


			


			





			


			


			Specify make/model


			


			 


			


			


			


			





			


			


			Specify make/model


			


			 


			


			


			


			





			


			


			Specify make/model


			


			 


			


			


			


			





			


			12.6


			Reinforced mounting plate for WC lift


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			13


			Signage


			


			


			


			


			


			





			


			13.1


			Apply Logo. Purchasers will determine logo size and location. Price per location


			


			 


			


			


			


			





			


			13.2


			Lettering price per character Three  - Inch height


			


			 


			


			


			


			





			


			13.3


			Lettering price per character Four - Inch height


			


			 


			


			


			


			





			


			13.4


			Lettering price per character Five - Inch height


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			14


			Electrical


			


			


			


			


			


			





			


			14.1


			Heavy Duty Alternator


			


			 


			


			


			


			





			


			14.2


			Dual Batteries


			


			 


			


			


			


			





			


			14.3


			Engine Block Heater


			


			 


			


			


			


			





			


			14.4


			Additional 12V Auxiliary outlets


			


			 


			


			


			


			





			


			14.5


			Full gauge package including oil pressure, engine temperature, and voltmeter


			


			 


			


			


			


			





			


			14.6


			Additional wiring harness to accommodate end-user's supplemental equipment (i.e. radio, AVL/MDL, etc)


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			15


			Reflective Tape


			


			


			


			


			


			





			


			


			Conspicuity markings with reflective tape 2" wide - location determined by purchaser


			


			


			


			


			


			





			


			15.1


			One stripe up to 10 feet long


			


			 


			


			


			


			





			


			15.2


			One stripe up to 25 feet long


			


			 


			


			


			


			





			


			15.3


			Rear Perimeter


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			16


			Roof Vent/Emergency Exit


			


			


			


			


			


			





			


			16.1


			24" X 24" dual-purpose manually operated ventilator/emergency exit, installed on the roof, approximately the enter of the vehicle.


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			17


			Four Wheel Drive Conversion (4WD)


			


			


			


			


			


			





			


			17.1


			QVM approved 4WD  (Specify manufacturer)


			


			 


			


			


			


			





			


			17.2


			QVM approved 4WD  (Specify manufacturer)


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			18


			Suspension


			


			


			


			


			


			





			


			18.1


			Additional rear leaf spring(s) - (rear or side lift models)


			


			 


			


			


			


			





			


			18.2


			Suspension block on passenger side (side lift only)


			


			 


			


			


			


			





			


			18.3


			Adjustable air shocks 


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			19


			Stanchions


			


			


			


			


			


			





			


			19.1


			Power Coated in lieu of stainless


			


			 


			


			


			


			





			


			19.2


			Padded 


			


			 


			


			


			


			





			


			19.3


			Additional passenger assist handrails


			


			


			


			


			


			





			


			


			


			


			


			


			


			


			





			20


			Safety Equipment


			


			


			


			


			


			





			


			20.1


			5 lb fire extinguisher in lieu of 2 1/2 lb extinguisher


			


			 


			


			


			


			





			


			20.2


			24 unit first aid kit in lieu of 16 unit first aid kit


			


			 


			


			


			


			





			


			20.3


			Bodily fluid cleanup kit


			


			 


			


			


			


			





			


			20.4


			Fire suppression system (CNG model only)


			


			 


			


			


			


			





			


			


			Specify manufacturer


			


			 


			


			


			


			








Category 2 b: ADA Van Side Entry Lift



			Req.



Item


			Comm. Code


			Description


			Qty


			Unit


			Unit Price


			Total Price





			4. 


			


			ADA Minivan. Refer to Appendix C Specification Requirements



For Product Bid Indicate:



Mfg:___________________________



Brand/Model:_____________________






			5


			EA


			$


			$





			Total


			$








			OPTIONS LIST


			


			


			


			





			


			


			


			


			


			


			


			


			





			


			


			


			Specify


			Price


			


			


			


			





			1


			Chassis/Engine/Fuel Type


			


			


			


			


			


			





			


			1.1


			E250 or equivalent chassis  (deduct)*


			


			 


			


			


			


			





			


			1.2


			Standard chassis in lieu of extended (deduct)*


			


			 


			


			


			


			





			


			1.3


			6.7 liter gas engine or equivalent


			


			 


			


			


			


			





			


			1.4


			Compressed Natural Gas (CNG)


			


			 


			


			


			


			





			


			1.5


			Propane


			


			 


			


			


			


			





			


			1.6


			Flex Fuel


			


			 


			


			


			


			





			


			


			* available only for limited floor plans 


			


			


			


			


			


			





			


			1.7


			Deduct for previous year Chassis


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			2


			Vehicle Feature Options


			


			


			


			


			


			





			


			2.1


			Eco-Star, stop/start technology or equivalent


			


			 


			


			


			


			





			


			2.2


			OEM AM/FM CD player, digital clock with 4 speakers


			


			 


			


			


			


			





			


			2.3


			Oversized outside mirrors (specify)


			


			 


			


			


			


			





			


			2.4


			Aftermarket inside rear view mirror


			


			 


			


			


			


			





			


			2.5


			AVL/MDL transmitter system 


			


			 


			


			


			


			





			


			2.6


			Bike rack


			


			 


			


			


			


			





			


			2.7


			Front bug deflector


			


			 


			


			


			


			





			


			2.8


			Heavy-duty rubber floor mats for driver/front passenger in lieu of OEM carpeted front floor mats (each)


			


			 


			


			


			


			





			


			2.9


			Additional keys


			


			 


			


			


			


			





			


			2.10


			Service repair manual


			


			 


			


			


			


			





			


			2.11


			Front mudflaps


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			3


			Raised Roof Options


			


			


			


			


			


			





			


			


			Specify each optional raised roof height available per model 


			


			 


			


			


			


			





			


			3.1


			Specify roof height 


			


			 


			


			


			


			





			


			3.2


			Specify roof height 


			


			 


			


			


			


			





			


			3.3


			Specify roof height 


			


			 


			


			


			


			





			


			3.4


			Specify roof height 


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			4


			Door Options


			


			


			


			


			


			





			


			


			Transit style door conforming to selected raised roof.**


			


			


			


			


			


			





			


			4.1


			Specify door height


			


			 


			


			


			


			





			


			4.2


			Specify door height


			


			 


			


			


			


			





			


			4.3


			Specify door height


			


			 


			


			


			


			





			


			


			** Transit style door not available for all raised roof types





			


			


			


			


			


			





			


			


			


			


			


			


			


			


			





			5


			Seating


			


			


			


			


			


			





			


			5.1


			Cloth in lieu of vinyl, meeting specified flammability standards (per seat)


			


			 


			


			


			


			





			


			5.2


			Additional single-flip seat


			


			 


			


			


			


			





			


			5.3


			Additional double-flip seat


			


			 


			


			


			


			





			


			5.4


			Upgraded seating material (i.e. Level 2, 3, 4 etc.)


			


			 


			


			


			


			





			


			


			Specify seating material level


			


			 


			


			


			


			





			


			


			Specify seating material level


			


			 


			


			


			


			





			


			


			Specify seating material level


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			6


			Flooring Material


			


			


			


			


			


			





			


			6.1


			Upgrade to 3/4" inch marine plywood


			


			 


			


			


			


			





			


			6.2


			Upgrade to 5/8" inch composite flooring


			


			 


			


			


			


			





			


			6.3


			Upgrade to XL Bus Panel flooring


			


			 


			


			


			


			





			


			6.4


			RCA rubber flooring material in lieu of standard floor


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			7


			Exterior Lighting


			


			


			


			


			


			





			


			7.1


			6 " in diameter LED combination brake, turn tail and hazard lights. Purchaser will determine mounting location.


			


			 


			


			


			


			





			


			7.2


			Roof mounted strobe light Lift indicator 


			


			 


			


			


			


			





			


			7.3


			7" amber flashing lights, front & rear


			


			 


			


			


			


			





			


			7.4


			LED light strip above passenger entry door


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			8


			Security Camera (You may list more than one manufacturer)


			


			Mfg #1


			


			Mfg #2


			


			Mfg #3





			


			8.1


			Digital camera 250 Gb hard drive system w/2 cameras


			


			


			


			


			


			





			


			8.2


			Additional camera each


			


			 


			


			 


			


			 





			


			8.3


			Additional hard drive 250 Gb each 


			


			 


			


			 


			


			 





			


			


			


			


			


			


			


			


			





			9


			Back up Camera and Back up Alarm


			


			


			


			


			


			





			


			9.1


			Backup rear view camera system


			


			 


			


			


			


			





			


			9.2


			"Hawkeye" sonar warning system or equivalent


			


			 


			


			


			


			





			


			


			Deduct standard backup warning alarm


			


			 


			


			


			


			





			10


			Privacy Window Tint


			


			


			


			


			


			





			


			10.1


			Privacy tint windows


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			11


			Tires and Chains


			


			


			


			


			


			





			


			11.1


			Mounted full-size spare tire


			


			 


			


			


			


			





			


			11.2


			Four snow studded tires


			


			 


			


			


			


			





			


			11.3


			Insta-chain automatic snow chain or equivalent


			


			 


			


			


			


			





			


			11.4


			SCC Chain that fit OEM tires or equivalent.


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			12


			Lift, Securement and Storage Container


			


			


			


			


			


			





			


			12.1


			Sure-lok heavy duty storage container or equivalent


			


			 


			


			


			


			





			


			12.2


			Q'straint storage pouch for securement or equivalent


			


			 


			


			


			


			





			


			12.3


			Extra large platform (rear lift option only)


			


			 


			


			


			


			





			


			12.4


			Additional WC tie down system


			


			 


			


			


			


			





			


			12.5


			Upgrade to 1000 lb lift


			


			 


			


			


			


			





			


			


			Specify make/model


			


			 


			


			


			


			





			


			


			Specify make/model


			


			 


			


			


			


			





			


			


			Specify make/model


			


			 


			


			


			


			





			


			12.6


			Reinforced mounting plate for WC lift


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			13


			Signage


			


			


			


			


			


			





			


			13.1


			Apply Logo. Purchasers will determine logo size and location. Price per location


			


			 


			


			


			


			





			


			13.2


			Lettering price per character Three  - Inch height


			


			 


			


			


			


			





			


			13.3


			Lettering price per character Four - Inch height


			


			 


			


			


			


			





			


			13.4


			Lettering price per character Five - Inch height


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			14


			Electrical


			


			


			


			


			


			





			


			14.1


			Heavy Duty Alternator


			


			 


			


			


			


			





			


			14.2


			Dual Batteries


			


			 


			


			


			


			





			


			14.3


			Engine Block Heater


			


			 


			


			


			


			





			


			14.4


			Additional 12V Auxiliary outlets


			


			 


			


			


			


			





			


			14.5


			Full gauge package including oil pressure, engine temperature, and voltmeter


			


			 


			


			


			


			





			


			14.6


			Additional wiring harness to accommodate end-user's supplemental equipment (i.e. radio, AVL/MDL, etc)


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			15


			Reflective Tape


			


			


			


			


			


			





			


			


			Conspicuity markings with reflective tape 2" wide - location determined by purchaser


			


			


			


			


			


			





			


			15.1


			One stripe up to 10 feet long


			


			 


			


			


			


			





			


			15.2


			One stripe up to 25 feet long


			


			 


			


			


			


			





			


			15.3


			Rear Perimeter


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			16


			Roof Vent/Emergency Exit


			


			


			


			


			


			





			


			16.1


			24" X 24" dual-purpose manually operated ventilator/emergency exit, installed on the roof, approximately the enter of the vehicle.


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			17


			Four Wheel Drive Conversion (4WD)


			


			


			


			


			


			





			


			17.1


			QVM approved 4WD  (Specify manufacturer)


			


			 


			


			


			


			





			


			17.2


			QVM approved 4WD  (Specify manufacturer)


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			18


			Suspension


			


			


			


			


			


			





			


			18.1


			Additional rear leaf spring(s) - (rear or side lift models)


			


			 


			


			


			


			





			


			18.2


			Suspension block on passenger side (side lift only)


			


			 


			


			


			


			





			


			18.3


			Adjustable air shocks 


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			19


			Stanchions


			


			


			


			


			


			





			


			19.1


			Power Coated in lieu of stainless


			


			 


			


			


			


			





			


			19.2


			Padded 


			


			 


			


			


			


			





			


			19.3


			Additional passenger assist handrails


			


			


			


			


			


			





			


			


			


			


			


			


			


			


			





			20


			Safety Equipment


			


			


			


			


			


			





			


			20.1


			5 lb fire extinguisher in lieu of 2 1/2 lb extinguisher


			


			 


			


			


			


			





			


			20.2


			24 unit first aid kit in lieu of 16 unit first aid kit


			


			 


			


			


			


			





			


			20.3


			Bodily fluid cleanup kit


			


			 


			


			


			


			





			


			20.4


			Fire suppression system (CNG model only)


			


			 


			


			


			


			





			


			


			Specify manufacturer


			


			 


			


			


			


			








Category 3: Specialty Vehicle


			Req.



Item


			Comm. Code


			Description


			Qty


			Unit


			Unit Price


			Total Price





			5. 


			


			ADA Minivan. Refer to Appendix C Specification Requirements



For Product Bid Indicate:



Mfg:___________________________



Brand/Model:_____________________





			2


			EA


			$


			$





			Total


			$








			Option List





			


			


			Note:  Not all options are available for every vehicle type offered


			


			





			


			


			


			Specify


			Price





			1


			Vehicle Feature Options


			


			





			


			1.1


			CNG engine


			


			





			


			1.2


			Propane engine


			


			





			


			1.3


			AM/FM CD player, digital clock with four speakers


			


			





			


			1.4


			Back-up video camera


			


			





			


			1.5


			Hawk-eye sonar alarm or equivalent


			


			





			


			


			Deduct standard backup warning alarm


			


			





			


			1.6


			Back-up alarm


			


			





			


			1.7


			Security camera system (2 cameras, DVR w/250Gb)


			


			





			


			1.8


			Additional removable hard drive (250Gb)


			


			





			


			1.9


			Additional camera (each)


			


			





			


			1.10


			AVL/MDL transmitter system 


			


			





			


			1.11


			Door stays


			


			





			


			1.12


			Privacy tint windows


			


			





			


			1.13


			Heavy-duty rubber floor mats for driver/front passenger in lieu of OEM carpeted front floor mats (each)


			


			





			


			1.14


			Guard to protect fuel system from tire chain malfunctions


			


			





			


			1.15


			Vinyl seat covers


			


			





			


			1.16


			Front bug deflector


			


			





			


			1.17


			Additional WC station


			


			





			


			1.18


			Additional WC securement system


			


			





			


			1.19


			Additional single flip seat


			


			





			


			1.20


			Storage pouch for WC securement devices


			


			





			


			1.21


			Bike rack


			


			 





			


			1.22


			Additional keys


			


			 





			


			1.23


			Service repair manual


			


			





			


			


			


			


			





			2


			Safety Equipment Options


			


			





			


			


			First Aid Kit - meeting ANSI Z308.1-2003 Type I, II, III will be mounted in an easily accessible location per purchaser request. 


			


			





			


			2.1


			12-pc


			


			 





			


			2.2


			16-pc


			


			 





			


			2.3


			24-pc


			


			 





			


			2.4


			Bodily fluid kit


			


			 





			


			


			Fire Extinguisher - mounted per purchaser's request


			


			 





			


			2.5


			2.5 lb


			


			 





			


			2.6


			5 lb


			


			 





			


			2.7


			Emergency Warning Triangle Kit - A kit of three emergency warning triangles with protective container mounted per purchaser request. 


			


			 





			


			2.8


			Seat belt cutter


			


			 





			


			2.9


			Fire suppression system (CNG engine only)


			


			 





			


			


			


			


			





			3


			Tires and Chains


			


			





			


			3.1


			Mounted full-size spare tire at location specified by purchaser


			


			 





			


			3.2


			Snow studded tires (set of four)


			


			 





			


			3.3


			SCC Zchain that fit OEM tires or equivalent


			


			 





			


			


			


			


			





			4


			Signage


			


			





			


			4.1


			Apply Logo. Purchasers will determine logo size and location. Price per location


			


			 





			


			4.2


			Lettering price per character Three  - Inch height


			


			 





			


			4.3


			Lettering price per character Four - Inch height


			


			 





			


			4.4


			Lettering price per character Five - Inch height


			


			 





			


			


			


			


			





			5


			Reflective Tape


			


			





			


			


			Conspicuity markings with reflective tape 2" wide. Location determined by purchaser


			


			





			


			5.1


			One stripe up to 10 feet long


			


			 





			


			5.2


			One stripe up to 25 feet long
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RFP Solicitation Amendment No. 3

		RFP Reference #:

		02511



		Title:

		ADA Vans, ADA Minivans and other ADA Accessible Alternative Vehicles



		Amendment Number:

		3



		Date issued:

		September 7, 2011





The above referenced solicitation is amended as follows:


		Purpose:

		1. This is a clarification of the Bid due date as noted below.



		

		Bidders are not required to complete and return this amendment with their response. 


All other terms, conditions, and specifications remain unchanged.



		

		





		Bid opening date and time remains unchanged as follows:


September 21, 2011   2:00 p.m. 



		Signed (Tim Shay)


Procurement Coordinator

		

		Date signed





Bidder to complete the following: 


Company: ___________________________________________


Authorized Representative: _____________________________


		Signature

		

		Date





ALL OTHER TERMS AND CONDITIONS REMAIN UNCHANGED
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Office of State Procurement


1500 Jefferson Street SE., P.O. Box 41017 ( Olympia, Washington 98501 ( (360) 902-7400
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RFP Solicitation Amendment No. 5

		RFP Reference #:

		02511



		Title:

		ADA Vans, ADA Minivans and other ADA Accessible Alternative Vehicles



		Amendment Number:

		5



		Date issued:

		September 16, 2011





The above referenced solicitation is amended as follows:


		Purpose:

		1. This amendment is informational, providing a list of questions & answers and;


2. Additional clarification to the specifications





		

		Bidders are not required to complete and return this amendment with their response. 


All other terms, conditions, and specifications remain unchanged.



		

		





		Bid opening date and time remain unchanged as follows:


September 28, 2011   2:00 p.m. 



		Signed (Tim Shay)


Procurement Coordinator

		

		Date signed





Bidder to complete the following: 


Company: ___________________________________________


Authorized Representative: _____________________________


		Signature

		

		Date





ALL OTHER TERMS AND CONDITIONS REMAIN UNCHANGED

A few areas of the spec where we need clarification or exceptions are as follows:


Question: 4.01 the line that reads that the floor is lowered from the vehicle “firewall to rear axle of the vehicle” that is side entry terminology and should state that the floor is to be lowered from behind the front row of seats and thru the rear of the vehicle.  The commercial flooring we use is a rubber flooring is that acceptable?


Answer: The rear-entry ADA minivan spec should read as follows:


4.01: The floor shall be lowered from the vehicle firewall to rear axle of the vehicle. The floor shall be covered with premium, transit-grade flooring such as Altro/Gerflor flooring or equivalent with a minimum 3/8" marine grade plywood underlayment. The flooring shall be securely bonded to the sub floor without any gaps or openings and with all seams filled to prevent intrusion or seepage of water and other fluids. The floor shall be made of corrosion resistant, coated metal, joined to the body frame members in a manner to prevent bowing, rattling and provide a leak proof floor for the useful life of the vehicle.  The vehicle shall be fully undercoated with a non-flammable resin-type material such as polyoleum. The ground clearance, with full occupancy,  shall not be less than five inches (5").”


No. Rubber flooring is an option list 4.3 


Question: 4.04  Our entrance width is stated at 31” and the spec calls for 31.5


Answer for rear-entry and side-entry ADA minivans: 

4.04: Wheelchair Entry - The wheelchair entry shall provide a minimum thirty-one and one half inches (31 1/2" 31”) clear opening width and a minimum fifty-six inches (56") door opening height from ramp to door header.


Question: 4.05  The spec states “Ramp shall be thirty-two inches (30”) minimum usable width” must be a typo,  which is it 30 or 32? Our ramp on the Dodge/Chrysler platform is 30” 

 


Answer for rear-entry ADA minivans: 

4.05: Manually operated wheelchair ramp, formed aluminum ramp or powder coated steel ramp with non-skid surface on the rear door. Ramp shall be thirty-two inches (30") minimum useable width and the ramp length shall be complied with all applicable ADA requirements.


7.01 the wording looks like they don’t want any middle row seats and only a 2-passenger fold away bench seat in the back.  Section 11 Seating layout image depicts seats in the middle of the van and nothing in the rear.  I assume that is a typo so the price I have above is for the seating that is illustrated in the graphic image in section 11 and not the description in 7.01.


Answer for rear-entry ADA minivan: This is correct. The standard seating layout is for no rear bench and only a fold-down 2-passenger for the middle row. Illustration is not intended for exact functionality and is for illustrative purposes only.


For side-entry ADA minivan spec only, please  add additional item as follows under Section 2:


2.28 ____ OEM or equivalent rear bench seat


ALL OTHER TERMS AND CONDITIONS REMAIN UNCHANGED
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RFP Solicitation Amendment No. 6

		RFP Reference #:

		02511



		Title:

		ADA Vans, ADA Minivans and other ADA Accessible Alternative Vehicles



		Amendment Number:

		6



		Date issued:

		September 19, 2011





The above referenced solicitation is amended as follows:


		Purpose:

		1. Additional clarification to the specifications





		

		Bidders are not required to complete and return this amendment with their response. 


All other terms, conditions, and specifications remain unchanged.



		

		





		Bid opening date and time remain unchanged as follows:


September 28, 2011   2:00 p.m. 



		Signed (Tim Shay)


Procurement Coordinator

		

		Date signed





Bidder to complete the following: 


Company: ___________________________________________


Authorized Representative: _____________________________


		Signature

		

		Date





ALL OTHER TERMS AND CONDITIONS REMAIN UNCHANGED

This question was answered incorrectly in amendment 5.  The correct response is as follows:


Question: 4.01 the line that reads that the floor is lowered from the vehicle “firewall to rear axle of the vehicle” that is side entry terminology and should state that the floor is to be lowered from behind the front row of seats and thru the rear of the vehicle.  The commercial flooring we use is a rubber flooring is that acceptable?


Answer: The rear-entry ADA minivan spec should read as follows:


4.01  Lowered floor and lowered floor frame attachment to the vehicle shall be fastened to the frame of the vehicle in such a manner that it will not separate during the useful life of the vehicle and will allow easy access for wheelchairs and mobility devices entering and exiting the rear of the vehicle without assistance. The floor shall be covered with premium, transit-grade flooring such as Altro/Gerflor flooring or equivalent with a minimum 3/8" marine grade plywood underlayment. The flooring shall be securely bonded to the sub floor without any gaps or openings and with all seams filled to prevent intrusion or seepage of water and other fluids. The floor shall be made of corrosion resistant, coated metal, joined to the body frame members in a manner to prevent bowing, rattling and provide a leak proof floor for the useful life of the vehicle.  The vehicle shall be fully undercoated with a non-flammable resin-type material such as polyoleum. The ground clearance, with full occupancy, shall not be less than five inches (5").”


No. Rubber flooring is an option list 4.3 


ALL OTHER TERMS AND CONDITIONS REMAIN UNCHANGED
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RFP Solicitation Amendment No. 7

		RFP Reference #:

		02511



		Title:

		ADA Vans, ADA Minivans and other ADA Accessible Alternative Vehicles



		Amendment Number:

		7



		Date issued:

		September 22, 2011





The above referenced solicitation is amended as follows:


		Purpose:

		1. Additional clarification to the specifications





		

		Bidders are not required to complete and return this amendment with their response. 


All other terms, conditions, and specifications remain unchanged.



		

		





		Bid opening date and time remain unchanged as follows:


September 28, 2011   2:00 p.m. 



		Signed (Tim Shay)


Procurement Coordinator

		

		Date signed





Bidder to complete the following: 


Company: ___________________________________________


Authorized Representative: _____________________________


		Signature

		

		Date





ALL OTHER TERMS AND CONDITIONS REMAIN UNCHANGED

I have reviewed your Request for Equal and my response is below:


Answer: Yes, we approve your Request For Equal for a “enclosed walk-in entry”, the “MobilityWorks entry package” as meeting the original intent of the specification for side-entry ADA vans

Question: It does not make sense to use a double fold away seat as standard as you are not gaining anything in a rear entry van? It would be better utilization of space and less expensive to use 2 bucket seats as illustrated in your diagram. Then use the double fold away seat as an option. This specification is more for a side entry van than a rear entry van.


Answer: Your Request for Equal for 2 bucket seats in lieu of one 2-passenger foldaway seat is approved and meets the intended purpose of providing additional ambulatory passenger seating.


Question: Question: 4.05 the spec states “Ramp shall be thirty-two inches (30”) minimum usable width” must be a typo, which is it 30 or 32? Our ramp on the Dodge/Chrysler platform is 30” .


Answer: This question was answered in Amendment #5. To reiterate, the answer is 30” (32” was a typo).
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RFP Solicitation Amendment No. 4

		RFP Reference #:

		02511



		Title:

		ADA Vans, ADA Minivans and other ADA Accessible Alternative Vehicles



		Amendment Number:

		4



		Date issued:

		September 14, 2011





The above referenced solicitation is amended as follows:


		Purpose:

		1. This amendment is informational, providing a list of questions and answers and;

2. To extend the bid opening date to September 28, 2011 @ 2:00 PM



		

		Bidders are not required to complete and return this amendment with their response. 


All other terms, conditions, and specifications remain unchanged.



		

		





		Bid opening date and time has changed as follows:


September 28, 2011   2:00 p.m. 



		Signed (Tim Shay)


Procurement Coordinator

		

		Date signed





Bidder to complete the following: 


Company: ___________________________________________


Authorized Representative: _____________________________


		Signature

		

		Date





ALL OTHER TERMS AND CONDITIONS REMAIN UNCHANGED

		Request Number

		Section/Page

		Schetky Northwest Sales, Inc., .Respectfully Requests Approval and/or Clarification of the Following:

		Customer Comments



		1

		RFP Part 1, Solicitation Information Section 2.1. Page 4

		RFP Part 1, Solicitation Information, 2.1. page 4, Purchasers: Specifications allow for agencies and political subdivisions within Oregon to purchase from this contract. Specific to the minivan category, this class of vehicle would be built on the Chrysler Grand Caravan minivan. As such, our bid pricing would contain a sales concession offered by Chrysler LLC to the specific state of purchase,


that being agencies within the State of Washington. Chrysler LLC will only offer this sales concession to agencies within the State of Washington therefore Oregon agencies would not be eligible for this


concession. We would ask for approval to submit our pricing including the Washington State sales concession offered to Washington for this procurement. Should an Oregon agency wish


to purchase from this contract, they may or may not qualify for this concession from Chrysler LLC therefore the end-cost to the Oregon agency would not include that sales concession. Please refer to the accompanying letter from ElDorado National explaining this Chrysler program.


1A. The Procurement Coordinator acknowledges this statement/concern however no changes to the solicitation document are planned.  Bidders are advised to take this possibility into account and bid accordingly.  Be mindful that the prices bid will be a firm and fixed price that will apply to all sales regardless of the end user.  If awarded, bid pricing will be extended to all contract users, including those in Oregon.




		Approved   FORMCHECKBOX 


Denied       FORMCHECKBOX 


Clarification: 


see comments in red



		2

		Appendix A, Section 3.13.1.3

		Appendix A, Section 3.13.1.3., Shipping and Risk of Loss: This section was amended to require delivery to purchasers location within the State of Washington at no additional cost. We would ask that the FOB point be the Contractors location of business and delivery charges would be assessed on a per mile basis to purchasers location, as is the case with WSDOT contract number 06209 where it is allowable to assess $1.45 per mile delivery


charge. Given the price of fuel these days delivery to remote locations can be at considerable cost. For example, if a customer in Spokane County made purchase through this contract, we recognize that the mileage from Portland to Seattle is proximately 350 miles which would result in a delivery cost of $507.50. If we were to deliver the same vehicle to a purchasers location in Seattle, we would deliver 173 miles with a delivery cost of $250.00. Given the competitive nature of this procurement and recognizing the slim margins associated with it, by requiring delivery to purchasers location at no additional cost can and would create a financial burden which could result in a net loss on the procurement. We would ask that the initial FOB point would be the contractors location and that final customer delivery would be assessed at the established rate of $1.45 per mile.


2A. FOB Shipping will remain as written in amendment number 1.




		Approved   FORMCHECKBOX 


Denied       FORMCHECKBOX 


Clarification:



		3

		Appendix B, Price Adjustment, Amendment 1

		Appendix B, Price Adjustments, Amendment 1: Specifications were amended so that the initial bid price shall remain firm and fixed for 180 days and then on a pass through basis only that does


not produce a higher level of profit margin… We request approval that the Producer Price Index (PPI) be the factor used for determining current pricing after the initial 180 day period. The


Producer Price Index is the industry’s leading indicator for multiyear contracts with price escalations. We recommend the Producer


Price Index Commodity Code of 1413 for trucks and bus bodies.


3A. GA-OSP will determine which PPI commodity code is used and applied.

		Approved   FORMCHECKBOX 


Denied       FORMCHECKBOX 


Clarification:



		4

		

		Appendix G, Bus Testing Certification: This section is requiring a copy of the test report (for each bid ITEM) prepared by the Federal Transit Administration’s (FTA) Altoona, Pennsylvania Bus Testing Center attached to this certification and is a true and correct copy of the test report as prepared by the facility. It is our understanding that the Bus Testing Certificate needs to be submitted prior to delivery and acceptance of the specific vehicle.


In the case of the low floor rear load minivan, this model is scheduled for Altoona Testing in mid-September. From the time of testing completion we estimate receipt of the Test Report to be


ninety (90) days after testing completion. As such, we request approval to submit our Altoona Test Report for the Mission rear load ADA compliant minivan after the scheduled testing and when the


report is available from the Testing Center. We would also ask for exception to this requirement for the full size van conversion as this class of vehicle is exempt from Altoona Testing.


4A. WSDOT concurs with request/clarification. Altoona testing report shall be submitted with bid unless vehicle has not yet been tested. For these untested vehicles, Altoona testing report shall be submitted before first vehicle is delivered. ADA Full-size vans that are not substantially modified do not require Altoona testing report and are exempt from this requirement.

		Approved   FORMCHECKBOX 


Denied       FORMCHECKBOX 


Clarification: 



		5

		Appendix C, Rear Load Minivan, Section 7.01

		Appendix C, Rear Load Minivan, Section 7.01, two-passenger fold seat: Specifications are requiring a floorplan with one (1) wheelchair station with one (1) two-passenger foldaway seat. We request exception to provide the two-passenger foldaway seat and propose to provide the OEM Dodge seats (two (2) bucket seats) mounted on the Freedman foldaway single passenger seat bases. A two-passenger foldaway seat is not available for this configuration.  Please refer to the below photos.


5A. WSDOT approves Request for Equal to supply two (2), one-passenger foldaway OEM bucket seats mounted on Freedman foldaway single passenger seat bases in lieu of one (1) two-passenger foldaway seat. Please specify in submitted bid documents passenger seating specification.

		Approved   FORMCHECKBOX 


Denied       FORMCHECKBOX 


Clarification:



		6

		Appendix C Category 2, Section 4.02

		Category 2, Appendix C, Full Size Van, Side & Rear Entry, Section 4.02, Raised Doors: This section specifically references modifications to the wheelchair doors yet the provided floorplan


indicate a passenger entry at the co-pilot (passenger) location. We would recommend you consider amending your specification to require the passenger entry door to be modified and raised as well as incorporating a bus-style stepwell for a transit style entry with a manual door controller. Please clarify.

6A. WSDOT amends Category 2, Appendix C – Side-entry & Rear-entry, Section 4.02 as follows:


Rear-entry: 4.02 shall be modified to read: 


Raised Doors - Wheelchair Doors shall be raised, conform with the raised roof, over the wheelchair lift opening and shall be a consistent with the OEM quality and follow the vehicle body lines. Ambulatory passenger curbside doors shall be modified and raised and will incorporate a running board or optional integrated step well to assist ambulatory passengers easy access in and out of the van. Doors shall comply with all current ADA requirements. The raised doors and door frames shall be constructed to provide door strength at least equal to the original doors. Trim and covering of the completed interior of a modified door, except windows, shall be comparable to the OEM's trim of the door.  OEM's latching devices shall be furnished on the upper and lower parts of each door. The doors shall be painted with the identical color used on the vehicle. A rain gutter or drip rail shall be furnished over and around the door extensions to meet the original rain gutter.

Side-entry: 4.02 shall be modified to read:


Raised Doors - Wheelchair Doors shall be raised, conform with the raised roof, over the wheelchair lift opening and shall be a consistent with the OEM quality and follow the vehicle body lines. Front passenger curbside door shall be modified and raised and will incorporate an integrated stepwell to assist ambulatory passengers easy access in and out of the van. This configuration will preclude installation of a front passenger/co-pilot seat. Doors shall comply with all current ADA requirements.  



		Approved   FORMCHECKBOX 


Denied       FORMCHECKBOX 


Clarification: 



		6

		Continued from above

		The raised doors and door frames shall be constructed to provide door strength at least equal to the original doors. Trim and covering of the completed interior of a modified door, except windows, shall be comparable to the OEM's trim of the door.  OEM's latching devices shall be furnished on the upper and lower parts of each door. The doors shall be painted with the identical  color used on the vehicle. A rain gutter or drip rail shall be furnished over and around the door extensions to meet the original rain gutter.




		Approved   FORMCHECKBOX 


Denied       FORMCHECKBOX 


Clarification:



		7

		Appendix C, Category 2, Section 4.14

		Category 2, Appendix C, Rear Entry & Side Entry Full Size Van, Section 4.14, Storage: Specifications require a front storage compartment. We request approval to provide a ½ width front bulkhead storage compartment above the driver as offered by National Van.


7A. WSDOT approves Request for Equal regarding ½ width of front bulkhead storage compartment in National Van. 

		Approved   FORMCHECKBOX 


Denied       FORMCHECKBOX 


Clarification:



		8

		Appendix C, Category 2, Section 4.11

		Category 2, Appendix C, Rear Entry & Side Entry Full Size Van, Section 4.11, Floor: We request approval to provide ½” exterior grade plywood applied over the steel OEM floor. There is no benefit to a 5/8” floor other than adding additional unnecessary weight.


8A. WSDOT approves Request for Equal of ½” exterior grade plywood for un-modified van floors.

		Approved   FORMCHECKBOX 


Denied       FORMCHECKBOX 


Clarification:



		9

		Appendix C, Category 2, Section 4.14

		Category 2, Appendix C, Rear & Side Entry Full Size Van, Section 4.14, Storage: The ElDorado National VersaShuttle design is not compatible with a front storage compartment as specified. As such, we request exception to this requirement.

9A. WSDOT approves exemption from front storage compartment requirement for the ENC VersaShuttle only. As such, bidder shall explicitly identify this model as not having a front storage compartment and recommend a price deduction for not having this feature.




		Approved   FORMCHECKBOX 


Denied       FORMCHECKBOX 


Clarification:



		10

		Appendix C, Category 2, Section 4.06

		Category 2, Appendix C, Rear & Side Entry Full Size Van, Section 4.06, Handrails & Stanchions: Specifications require a stanchion pole to the left of the entry. We would recommend you consider


amending your specification to require a modesty panel with stanchion at this location.


10A. WSDOT rejects recommendation for modesty panel as standard specification. However, WSDOT approves adding a modesty panel as an option to the ADA full-size van category under option list ‘19.4 – Modesty panel’.

		Approved   FORMCHECKBOX 


Denied       FORMCHECKBOX 


Clarification:



		11

		Appendix C, Category 2, Section 2.15

		Category 2, Appendix C, Rear & Side Entry Full Size Van, Section 2.15, Passenger Side Running Board: This specification is requiring a passenger side running board whereas the attached floorplans


demonstrate an extended door with stepwell for the passenger entrance. Please clarify whether you are requiring a curbside (passenger) running board or do you require an integral raised door with transit stepwell.


11A. The intentions of the included floor plans was for seating configurations only and was not intended to show every technical detail of the vans. The floor plans were intended to reflect a passenger-side running board and/or an integrated step well to provide easy access for ambulatory passengers. Please also refer to Section 2.16 and amended Section 4.02 for additional clarification. A transit-style entrance is offered as an option.

		Approved   FORMCHECKBOX 


Denied       FORMCHECKBOX 


Clarification:


see comments in red



		12

		Appendix C, Category 2, Section 1.2

		Category 2, Appendix C, Rear & Side Entry Full Size Van, Pricing, Section 1.2, Standard chassis in lieu of extended: The ENC VersaShuttle is only available on the extended length E-350 van


configuration only and not available on the regular length E-250 or E-350 configuration. As such, we request exception to providing this option pricing.


12A. WSDOT approves this exception. The ENC VersaShuttle need not list availability in the E250 or E350 standard configuration. Please cite in bid documents these options as unavailable for this model.

		Approved   FORMCHECKBOX 


Denied       FORMCHECKBOX 


Clarification:



		13

		Appendix C, Category 2, Section 12.4

		Category 2, Appendix C, Rear & Side Entry Full Size Van, Pricing, Section 12.4, and Additional Wheelchair Station: The ENC VersaShuttle is only available in a one (1) or two (2) wheelchair position configuration. Three (3) and four (4) stations are not available.  We request exception to provide pricing for this option.


13A. WSDOT approves this exception for the ENC VersaShuttle. Please list the additional wheelchair stations as unavailable for this model.

		Approved   FORMCHECKBOX 


Denied       FORMCHECKBOX 


Clarification:



		14

		Appendix C, Category 2

		Category 2, ADA Full Size Van, Sample Floor Plans: As a point of clarification, a few of the sample floorplans demonstrated a street side wheelchair storage location but there is no reference to


such a feature either in the specifications or option list. As such we would request exception to this requirement. If this will be a requirement we would ask that the specifications be amended to


require such a feature. If it will be required, we request that a wheelchair storage rack be mounted on the passenger (curb) side rear corner as the driver/street side rear corner is occupied by the


auxiliary air conditioning unit.


14A. Floor plans identified are samples only and are not intended to display all detailed specifications. Wheel chair storage is not required in the basic specifications. You may list this feature as an option with location per purchaser’s request under Option List item ‘12.7 – Wheel Chair Storage.’




		Approved   FORMCHECKBOX 


Denied       FORMCHECKBOX 


Clarification:


see comments in red





ALL OTHER TERMS AND CONDITIONS REMAIN UNCHANGED
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RFP Solicitation Amendment No. 2

		RFP Reference #:

		02511



		Title:

		ADA Vans, ADA Minivans and other ADA Accessible Alternative Vehicles



		Amendment Number:

		2



		Date issued:

		September 6, 2011





The above referenced solicitation is amended as follows:


		Purpose:

		1. This amendment is informational only, providing a list of questions and answers.



		

		Bidders are not required to complete and return this amendment with their response. 


All other terms, conditions, and specifications remain unchanged.



		

		





		Bid opening date and time remains unchanged as follows:


September 21, 2011   2:00 p.m. 



		Signed (Tim Shay)


Procurement Coordinator

		

		Date signed





Bidder to complete the following: 


Company: ___________________________________________


Authorized Representative: _____________________________


		Signature

		

		Date





		RFP Document


Section 6.1 Award


Page 9

		Q:  Please clarify whether the quantities included in the Estimated Purchases chart are inclusive of the State of Washington’s estimated requirements as well as the State of Oregon’s estimated requirements and whether those estimated quantities are only for the base period or the maximum contract period of five years. 


A: The estimated quantities for each category includes Washington’s estimated requirements and the possibility of other states such as Oregon requesting some options. Oregon did not provide an estimate of usage. The estimate is for the life of the contract which can be up to 5 years. If the demand exceeds available quantities, WSDOT and GA-OSP will consider re-bidding the contract in lieu of an extension amendment.

Q:  Additionally, please clarify why the quantities on the price sheet are significantly lower than those given on this chart. 


A:  The quantities in the price sheet are based on actual data from previous years for the Van and Minivan as a way of weighting the categories.  No actual data is available for the specialty vehicle category.



		

		



		Appendix C


Category 3


Section 1.01

		Q:  clarify that vehicles purchased under this contract would be 2012 model year based on the estimated contract award of October, 2011 and standard lead times.


A:  Correct. We assume the initial model year offered will be 2012 but offered a “Deduct” in the options pricing for an earlier model year chassis



		Appendix C


Category 3


Section 5.03

		Q:  Please clarify that a single flip-seat is required as part of the “base” pricing.  Line item 1.19 on the option list asks for an “additional” flip-seat which also seems to imply that one is required in the base vehicle.  Note:  It is not possible to install two single flip-seats in the MV-1 purpose-built ADA vehicle.


A:  A single flip-seat is NOT part of the base unit. It is an option only. Please strike the word “additional” from option 1.19



		

		



		Appendix C


Category 3


Option List


Items 1.4, 1.7, 1.8 and 1.9

		Q:  Does the State have any brand preferences for the optional back-up video camera or security camera system and related equipment listed herein?


A:  No. Vendors may select which sub-manufacturers they wish to list. However, we strongly encourage vendors to consider/offer several brands of surveillance cameras and other options to appeal to the end user.



		Appendix C


Category 3


Option List


1.5

		Q:  Please provide additional information for the “Hawk-eye sonar alarm”.  Our searches using this description only resulted in items designed specifically for boating or fish-finding.


Q:  “Hawk-eye” sonar alarm is a brand of a vehicle back-up alarm by InterMotive Controls Systems (http://intermotive.net/Brochures/New%20Brochures/Hawkeye%20Plus%20Rev%20B.pdf). You may quote this brand or an equivalent back-up alarm system.  



		Appendix C


Category 3


Option List


1.10

		Q:  To ensure that bidders understand your requirement for this item, and are able to responsively and responsibly price it, please clarify how you plan on utilizing the AVL/MDL technology. 


A:  Automated Vehicle locators (AVL) and Mobile Data Terminals (MDT) installed on vehicles utilize GPS information to transmit vehicle location, direction, speed and other data to allow for real time dispatch and scheduling of demand response trips along with providing operating data of the vehicle. There are many manufacturers of AVL/MDT equipment design for public transportation vehicles such as Trapeze, Route Match, Mobilitat and GreyHawk Technologies.  





		Appendix C


Category 3


Option List


2.9

		Q:  Please clarify whether the line item for Fire Suppression should also include a Gas Detection System as is typically required for CNG vehicles. 


A:  No, it is not required. End users have stated concerns with reliability and false alarms. I suggest including a gas detection sensor as an option to the standard fire suppression system. 



		Appendix C


Category 3


Option List


3.1

		Q:   The OEM does not provide full-sized spare tires with the vehicle.  While it is possible to provide a full-sized spare as a “ship-loose” option, there are no provisions to mount it in, on or under the vehicle. 


A:  Request for Equal OK. Please provide for full-size spare wheel with “ship loose” option with no mounting provision. Many transits prefer not to mount spare but want full size spare available for on-road repair by service vehicle.



		Appendix C


Category 3


Option List


4.1

		Q:  Please provide dimensional information and illustrations of the required Logo(s) to ensure responsible and responsive pricing.


A:  Logos are agency specific and come in a variety of colors and sizes. You may visit any transit agency website for examples. Suggest bidding a percentage mark-up pricing or a cost per color and letter size. You may also elect not to bid this specific option.



		Appendix E


Section 2


Oregon Cooperative Purchasing Program

		Q:  Please clarify the requirement to price a delivery charge for vehicles delivered to the State of Oregon as a price per mile from the factory when the base vehicle pricing already includes delivery costs from the factory to the State of Washington. 


A:  All in-state deliveries shall have the delivery costs factored into your base bid. You may charge additional delivery costs to locations outside the State of Washington to account for any additional mileage and costs incurred. It is up to the bidder on how you want to impose these additional costs, if any. You may calculate the cost per mile, per geographic zone or by state. 






		Appendix E


Section 7


Payment Terms




		Q:  Please clarify how the prompt payment discount period is equal to (or greater than) 30 calendar days when the net terms are 30 days.


A:  This should have read or NET 30. Prompt payment discount offered less than 30 days will not receive consideration during evaluation and have bid pricing reduced by the amount of the Prompt Payment Discount offered.  This for evaluation purposes only. Prompt payment discount offered for less than 30 days will not receive consideration during the evaluation process but will be honored when a purchase is made and payment is made in the offered prompt payment timeframe.





ALL OTHER TERMS AND CONDITIONS REMAIN UNCHANGED
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RFP Solicitation Amendment No. 1 part 1

		RFP Reference #:

		02511



		Title:

		ADA Vans, ADA Minivans and other ADA Accessible Alternative Vehicles



		Amendment Number:

		1



		Date issued:

		September 2, 2011





The above referenced solicitation is amended as follows:


		Purpose:

		1. This amendment is in response to numerous issues raised during the pre bid conference which was held on August 24 2011 at 10:00 a.m. 

2. Please apply the changes/revisions listed on the following pages to your copy of the RFP document and prepare responses accordingly using the revised specifications and price sheets included in this amendment.



		

		Bidders are required to complete and return this amendment with their response. 

All other terms, conditions, and specifications remain unchanged.



		

		





		Bid opening date and time has been changed as follows:

September 21, 2011   2:00 p.m. 



		Signed (Tim Shay)

Procurement Coordinator

		

		Date signed





Bidder to complete the following: 

Company: ___________________________________________


Authorized Representative: _____________________________


		Signature

		

		Date





Please make the following changes/revisions to your copy of the bid document.


1) Delete section 2.1 PURPOSE of the original RFP in its entirety and replace it with the following:


a. PURPOSE


The purpose of this Solicitation is to establish a state Contract for the as needed purchase of ADA Vans, ADA Minivans and other ADA Accessible Alternative vehicles, standard of quality defined herein.  

PURCHASERS 


General Use


The resulting Contract is for use by All Washington State Agencies, Political Subdivisions of Washington and Oregon State(s), Qualified Non-profit Corporations, Participating Institutions of Higher Education (College and Universities, Community and Technical Colleges), and Transit Agencies.  This contract will also be made available via piggy back usage to Public entities from other states that are authorized to perform public transit operations, providing that it meets the procurement guidelines of those respective states and is within the scope of this contract.

While use of the Contract by Political Subdivisions and Non-Profit Corporations; Procurement encourages them to use state Contracts.  Their use of the Contracts may significantly increase the purchase volume.  Their orders are subject to the same Contract terms, conditions and pricing as state agencies.  The Office of State Procurement accepts no responsibility for orders or payment by WSPC members.


A list of WSPC members is available at https://fortress.wa.gov/ga/apps/coop/Default.aspx 


A list of current authorized ORCPP members is available at:


http://www.oregon.gov/DAS/SSD/SPO/docs/orcpp-member-list.pdf

2)  To revise Section 4.3 Questions & Inquires of the RFP as follows:


The second sentence of the second paragraph should read: Questions should be submitted five (5) business days prior to bid opening.


3) To revise Section 5.3 BID PRICING of the RFP as follows:


The last sentence of this section should read as follows:  During Contract Period pricing shall remain firm and fixed for at least 180 calendar days after the effective date of Contract award.


4) To revise Section 6.1 AWARD of the RFP as follows:


Estimated purchases for Category 3: Specialty Vehicle should read Maximum 400


5) To delete Section 1.10 IN-STATE PREFERENCE/RECIPROCITY of APPENDIX A in its entirety.


6) To revise Section J DELIVERY REQUIREMENTS of Appendix A as follows:


Delete Part 3 Shipping and risk of loss in its entirety and replace with the following: 

3.  Shipping and Risk of Loss


For locations within the State of Washington, the Vehicle will be prepared for delivery and unless otherwise requested driven to purchaser’s in state location by Dealer’s agent at no additional cost, FOB Purchaser’s destination.  For locations outside the state of Washington, delivery charges may be added to the invoice as agreed to by the contractor and the purchaser.


The method of shipment shall be consistent with the nature of the Products and hazards of transportation. Regardless of FOB point, Contractor agrees to bear all risks of loss, damage, or destruction of the Products ordered hereunder that occurs prior to Delivery Date or Acceptance, whichever is applicable, except loss or damage attributable to Purchaser’s fault or negligence; and such loss, damage, or destruction shall not release Contractor from any obligation hereunder. After Delivery Date or Acceptance, whichever is applicable, the risk of loss or damage shall be borne by Purchaser, except loss or damage attributable to Contractor’s fault or negligence.

7) To revise Section J DELIVERY REQUIREMENTS as follows:


Delete part 6 Inspection and Rejection and replace it with the following:


The Purchaser’s inspection of all materials, supplies and equipment upon delivery is for the purpose of forming a judgment as to whether such delivered items are what was ordered, were properly delivered and ready for Acceptance. Such inspection shall not be construed as final acceptance, or as acceptance of the materials, supplies or equipment, if the materials, supplies or equipment does not conform to contractual requirements.   Upon delivery, the Purchaser shall have 15 calendar days to complete all inspections and testing and either accept or reject the vehicle in writing. If the vehicle is acceptable, the Purchaser shall issue a letter of acceptance to the Contractor. If the vehicle is rejected, the Purchaser shall issue a letter of non-acceptance specifying the deficiencies and/or defective parts found and request that the Contractor take appropriate action to remedy the problems found. Without limiting any other rights, the Purchaser may require the Contractor to: (1) repair or replace, at Contractor’s expense, any or all of the damaged goods; (2) refund the price of any or all of the damaged goods; or (3) accept the return of any or all of the damaged goods. Failure to notify the Contractor in writing within the 15-day period may be construed as acceptance of the vehicle as delivered.

8) To revise Section 4 PRICE ADJUSTMENTS of Appendix B Special Terms and Conditions as follows:


The second sentence of the first paragraph should read:  


During Contract period pricing shall remain firm and fixed for at least the first 180 days of the contract term, and then on a pass through basis only that does not produce a higher profit margin for Contractor than that established by the original contract.


The last sentence of the last paragraph shall read:


Price adjustment granted by the Purchasing Activity shall remain unchanged for at least 90 calendar days thereafter, and no request for adjustments in price will be considered during that time period.


ALL OTHER TERMS AND CONDITIONS REMAIN UNCHANGED
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RFP Solicitation Amendment No. 1 part 2


		RFP Reference #:

		02511



		Title:

		ADA Vans, ADA Minivans and other ADA Accessible Alternative Vehicles



		Amendment Number:

		1



		Date issued:

		September 2, 2011





The above referenced solicitation is amended as follows:


		Purpose:

		1. This amendment is in response to numerous issues raised during the pre bid conference which was held on August 24 2011 at 10:00 a.m. 


2. Please apply the changes/revisions listed on the following pages to your copy of the RFP document and prepare responses accordingly using the revised specifications and price sheets included in this amendment.



		

		Bidders are required to complete and return this amendment with their response. 


All other terms, conditions, and specifications remain unchanged.



		

		





		Bid opening date and time has been changed as follows:


September 21, 2011   2:00 p.m. 



		Signed (Tim Shay)


Procurement Coordinator

		

		Date signed





Bidder to complete the following: 


Company: ___________________________________________


Authorized Representative: _____________________________


		Signature

		

		Date





9) To delete APPENDIX C, SPECIFICATIONS in its entirety and replace it with the following document:


APPENDIX C

SPECIFICATIONS REVISED FOR AMENDMENT #1

Category 1 ADA Minivans
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Category 2 ADA Vans
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Category 3 ADA Specialty vehicles
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ALL OTHER TERMS AND CONDITIONS REMAIN UNCHANGED


_1376473622.xls

General Spec - Rear Entry Lift


			DETAILED SPECIFICATIONS


			FULLSIZE ADA VAN - REAR ENTRY LIFT


									ANY EXCEPTIONS MUST BE NOTED


									Final as of May 25, 2011


			1. CHASSIS, DIMENSIONS, WEIGHT AND PAYLOADS


									Responders must note any variations from these minimums or maximums


			1.01			____			Standard van configuration shall be rear-lift entry with seating capacity for six (6) ambulatory passengers and/or two (2) WC stations. Type of seats & WC securements are identified in floor plan shown at end of 'General Spec- Rear Entry Lift' section.


			1.02			____			Chassis - The vehicle will be built on an OEM E350 extended chassis or equivalent appropriate for the seating configuration chosen and will not be extended more than 22 feet. List the overall length, bumper-to-bumper, for each wheel base model offered.


									___________Feet in Length			________


									___________Feet in Length			________


									___________Feet in Length			________


			1.03			____			Vehicle Overall Height - List the overall height of the vehicle, from ground to top, based upon the available raised roof options available, but not to exceed 10 feet (120 inches).


									___________Feet in height


									___________Feet in height


									___________Feet in height


									___________Feet in height


									___________Feet in height


			1.04			____			Vehicle Interior Height - The minimum interior height must meet all current ADA requirements.			________


			1.05			____			Curb Weight - The curb weight of the vehicle shall include the weight of the van and the weight of all attachments, accessories, standard and optional equipment, a full fuel tank, lubricants, and coolants.			________


			1.06			____			Aisle Width - The aisle width and seating configurations must meet all current applicable ADA requirements based upon the seating configuration.			________


			1.07			____			Passenger Seats Spacing - Minimum of 26 inches knee-to-hip spacing between passenger seats, measured from the center of the seat.			________


			1.08			____			Gross Vehicle Weight (GVW) - The GVW shall consist of the curb weight and payload. The manufacture shall not exceed OEM chassis GVW.  Certified weight of completed vehicle as ordered will be affixed to the completed vehicle and a weight slip included.			________


			1.09			____			Payload Capacity - The vehicle shall have the payload capacity to transport the driver, ambulatory individuals, and persons with disabilities in a wheelchair safely and legally in any seating variation for the chosen configuration.  The payload capacity of the vehicle shall be determined by its seating configuration. The payload capacity shall not be less than the weight computed from the number of seated passengers and wheelchairs positions.  The weight of each seated ambulatory passenger will be calculated at 150 lbs. and each wheelchair position will be calculated at 250 lbs.			________


			2.  CHASSIS COMPONENTS


			2.01			____			Engine - The standard engine will be a minimum 5.4 liter  V8 or equivalent , gas-powered OEM chassis manufacturer's standard or optional engine for the commercial model van which meets or exceeds the requirements of this purchase description. List available engine sizes below.			________


									Specify___________Engine			________


			2.02			____			Driveshaft - Driveshaft will have guards to prevent driveline damage from UV joint failure.			________


			2.03			____			Cooling System - Cooling system will have OEM's heavy duty pressurized liquid-cooling system.			________


			2.04			____			Automatic Transmission - The vehicle will have an OEM automatic transmission.			________


			2.05			____			Fuel Tank - The fuel tank shall have a minimum capacity of 33 gallons.  The fuel system and fuel tanks shall be in accordance with Federal Motor Carrier Safety Regulations 393.65 and 393.67.			________


			2.06			____			Brake System - The vehicle shall be furnished with the chassis manufacturer's power assisted, self adjusting, front and rear wheels, antilock brake system (ABS).  The system shall be in accordance with Federal Motor Vehicle Safety Standard Number 105.			________


			2.07			____			Alignment - The front end shall be aligned, per manufacturers guidelines (toe-in, caster, camber, etc.), and the front wheels balanced after conversion completion .  All 4 wheels will be aligned at the  manufacturer prior to delivery and a computerized alignment printout shall be supplied with vehicle.			________


			2.08			____			Rear Suspension - The chassis OEM rear leaf spring type suspension system.			________


			2.09			____			Wheels - OEM full-size spare tire LT245/75R16/120R, shipped loose w/option to have mounted.  Tire and wheel sizes shall be the same for all wheels including spare tire.			________


			2.10			____			Traction Control - the vehicle will have stability control or traction assist (i.e. AdvanceTrac with Roll Stability Control or Stabilitrak).			________


			2.11			____			Window and Tint - OEM windows tint, available on all side and rear windows.			________


			2.12			____			Steering  Power assist steering shall be provided.			________


			2.13			____			Wheel Base - Vehicle will have a minimum wheel base of 137 inches.			________


			2.14			____			Gauges - OEM panel display including fuel, oil pressure, water temperature, ammeter or voltmeter.			________


			2.15			____			Driver's Side Running Board - Driver's door running board shall be 6" wide minimum and run the full length of the driver's door of the vehicle.			________


			2.16			____			Passenger's Side Running Board - Passenger running board will be 6" wide minimum and run from the front right wheel well to just behind the passenger side double doors. The passenger side running board will end near the right rear wheel well at a point that does not interfere with snow chains on the rear wheels.			________


			2.17			____			Back-up Alarm - An alarm shall be provided which provides an audible warning maximum 50 decimal, when the ignition switch is "on" and the vehicle transmission control is in reverse.			________


			2.18			____			Audio and Clock - OEM, or equivalent, AM/FM digital clock radio with 2 speakers mounted in the passenger compartment.			________


			2.19			____			OEM Power Package - OEM power door lock, power window, power side mirrors on both driver and passenger of the vehicle.			________


			3.  ELECTRICAL


			3.01			____			Control Switch - All control switch labeling and designations in the driver's compartment shall meet FMVSS 101.			________


			3.02			____			Wiring - Wiring shall be color coded, numbered, or permanently marked over the entire length of wire. All wiring shall be stranded TXL, cross-linked polyethylene insulation. All wiring, connectors, terminals, relays, and switches except circuit breakers, shall be rated to carry at least 125 percent of the maximum ampere load for which the circuit is protected. All wiring wall be routed in high temperature split loom with a rating of 300 degrees Fahrenheit. There shall be no exposed wiring inside the vehicle.			________


			3.03			____			Terminals - All terminals shall be full ring type, properly sized for the terminal screw or stud, and crimped.			________


			3.04			____			Service Loop - An additional 6 inch service loop of wire at all electrical components, terminals, and  discrete connection points to eliminate stress on wiring/cables and permit at least two (2) terminal replacements at the wire's termination shall be furnished.			________


			3.05			____			Wiring Harness - All looms and wiring harnesses shall use continuous wiring and secured to the body or chassis frame with insulted, corrosion resistant polyethylene or metal insulated cable clamps every 18 inches, or closer as required, to prevent sagging and movement which results in chaffing, abrasion, pinching, snagging, or any other damage. All holes through which wires pass shall be grommet or utilize an acceptable feed through connector. All holes shall be water and moisture sealed using an OEM type sealant. Connectors shall be waterproof, OEM, crimp type connectors, or soldered splices with heat shrink tubing to protect joint. All components shall be grounded to paint free areas and ground terminals shall be sprayed with a battery type spray sealant.			________


			4.  BODY CONSTRUCTION


			4.01			____			Raised Roof - The roof shall be raised a minimum of 16 inches, constructed of one-piece molded fiberglass. Roof structure shall be certified to FMVSS 220 by an independent testing laboratory registered with NHTSA or certified by an independent licensed Professional Engineer to comply with NHTSA requirements. The roof shall be continuously sealed with OEM approved waterproof sealant throughout.  The roof shall be painted with the identical OEM color to match when other than white. The trim/covering of the ceiling and walls shall be comparable in appearance, durability, and texture, non-flammability (FMVSS 302), to the original trim/covering of the vehicle. Trim and upholstery fasteners shall be concealed from view with buttons, caps, or covers. All interior adhesives utilized shall be OEM equivalent capable of retaining a bond in extreme high and low temperatures.			________


			4.02			____			Raised Doors - Wheelchair Doors shall be raised over the wheelchair lift opening and shall be a consistent with the OEM quality and follow the vehicle body lines. Doors shall comply with all current  ADA requirements. The raised doors and door frames shall be constructed to provide door strength at least equal to the original doors. Trim and covering of the completed interior of a modified door, except windows, shall be comparable to the OEM's trim of the door.  OEM's latching devices shall be furnished on the upper and lower parts of each door. The doors shall be painted with the identical  color used on the vehicle. A rain gutter or drip rail shall be furnished over and around the door extensions to meet the original rain gutter.			________


			4.03			____			Door Stops. - Wheelchair lift doors must be installed with a door holder mechanism to keep the doors open when deploying the lift. Specify type (i.e. pressurized strut, spring loaded or door stays)			________


									Specify Mfg/Model: _____________			________


									Specify Mfg/Model: _____________			________


									Specify Mfg/Model: _____________			________


			4.04			____			Fasteners - Wherever threaded fasteners are attached into interior panels only, a reinforcing nut or panel will be installed for added strength and fastener retention.			________


			4.05			____			Welding - Welding procedures used throughout the vehicle including materials, methods and personnel  will be in accordance with ASTM and American Welding Society Standards.			________


			4.06			____			Handrails and Stanchion - All handrails, stanchions will be 1 1/4 stainless steel. All handrails and stanchions, when attached to wall or ceiling, will be secured directly to the metal chassis structure or to reinforcement plates which are embedded securely in the body panels.			________


			4.07			____			Exterior Finishing - Exterior body panels will be mold steel, galvanized steel, aluminum, composite or fiberglass with a white finish. Dissimilar metals will be insulated to prevent galvanic action. With the exception of stainless steel, all metal will be pre-treated, primed, and painted to resist corrosion for the life of the vehicle.			________


			4.08			____			Interior Finishing - Interior shall be made of FRP or ABS panels or equivalent. Interior finish will be white, grey or light tone, color coordinated with seats, floor and exterior.			________


			4.09			____			Water Test -   Body will be thoroughly water tested to ensure no leakage. The roofs, windows, windshields, and all seams and joints shall be tested as follows:			________


									(a)   The water test shall consist of a series of nozzles, which are located around the perimeter of the vehicle so as to spray water over the entire surface of the vehicle.


									(b)   The nozzles shall eject a volume of water no less than 2.0 gal/min under a pressure of no less than 40 psi measured at the nozzle tip.


									(c)    Each vehicle will be water tested as prescribed above for no less than 15 minutes to determine whether there are any body leaks.


									(d)   Corrective action and retesting shall be performed for all vehicles that fails to pass.


									(e)   Documentation will be furnished for each vehicle delivered under this agreement demonstrating the vehicle has passed the requirements listed above.


			4.10			____			Insulation - The roof shall be completely insulated with non-settling, fungus resistant, fire retardant insulation, minimum R-8.			________


			4.11			____			Floor - Altro flooring or equivalent shall be furnished. The floor covering shall have a minimum thickness of 2.2 mm and have intrinsic anti-slip properties. The floor covering shall be securely bonded to a sub floor. The sub floor shall be constructed of minimum nominal size 5/8-inch exterior grade plywood. The floor covering shall be installed without gaps or openings with all seams filled to prevent intrusion or seepage of water.			________


									Specify Mfg/Model: _____________			________


									Specify Mfg/Model: _____________			________


									Specify Mfg/Model: _____________			________


			4.12			____			Windows - The windows as installed by the OEM shall remain in the vehicle.			________


			4.13			____			Sun Visors - Sun visor will be install on both, driver side and passenger side.			________


			4.14			____			Storage - A storage compartment shall be available to the driver for storage. The access door will have a positive latch to prevent accidental opening. Indicate location i.e. bulkhead,			________


									Specify Location  _____________			________


			4.15			____			Undercoating - Undercoating shall be applied to the underbody of each vehicle to prohibit intrusion of moisture.  This material must meet ASTM B 117 Salt Spray Resistance, FMVSS 302 Flammability, SAE J400 Gravelometer, and ASTM C 792 Heat Aging.			________


			4.16			____			Bumpers - Front and rear bumpers will be as ordered from the OEM.			________


			4.17			____			Mud Flaps -  Mud flaps will be installed on rear wheels.			________


			5. VEHICLE FEATURES


			5.01			____			Seating - Standard floor plans are required with the proposal.  Detailed floor plans are required with vehicle orders.  Exceptions to capacity required to meet other specifications must be noted.			________


			5.02			____			Passenger Seats - OEM front passenger seat. All seats shall be forward-facing mid-high back.  All seats will have shoulder and lap belts in compliance with  FMVSS# 207. Single seats may be used on narrow bodied vehicles and where dictated by standard floor plans. Seats will have a minimum of 16 inch cushion width and depth per person.			________


									Passenger Seat Options 1, Specify Mfg/Model: _______________________________________			________


									Passenger Seat Options 2, Specify Mfg/Model: _______________________________________			________


									Passenger Seat Options 3, Specify Mfg/Model: _______________________________________			________


			5.03			____			Flip Seats and Fold-away Seats - The flip seats and fold-away seats are to be forward facing, 3pt seatbelts unless otherwise specified.			________


			5.04			____			Handrails - Entry assist grab bar on right hand side of entry door.  Additional handrail may be added based on seating and lift configuration.			________


			5.05			____			Seat materials - Vinyl level-1 upholstery is standard with color to be selected by purchaser from several available colors or patterns.			________


			5.06			____			Seat Belts - Must meet FMVSS #209 and #210 . The driver's seat and right front passenger seat will be equipped the OEM retracting seat belt.  All standard passenger seats will be equipped with 3 pt. shoulder belts.			________


			5.07			____			Seat belt cutter - Seatbelt cutter capable of cutting supplied wheelchair securement straps.			________


			5.09			____			Wheel Chair Lift - ADA approved lift will meet or exceed FMVSS #403 & #404 requirements and all State, Federal, ICC, and ADA requirements.  Minimum clear dimensions for platform are  34" wide X 51" length. Specify manufacturer(s) & model(s) available as standard.			________


									Specify Mfg/Model: _____________			________


									Specify Mfg/Model: _____________			________


									Specify Mfg/Model: _____________			________


			5.10			____			Interlock System - Vehicle must be equipped with a fully automatic lift interlock system with self-diagnostic capability. The interlock system must comply with all current applicable ADA requirements, and protected from the weather.			________


									Specify Mfg/Model: _____________			________


									Specify Mfg/Model: _____________			________


									Specify Mfg/Model: _____________			________


			5.11			____			Wheelchair Securement Devices - Wheelchair securement devices will be automatic, self tensioning with tensioning knob and self locking and must comply with all ADA, SAE J2249 and ISO 10542 performance and installation requirements. Standard wheelchair securement will be flush mount aluminum "L" track with fixed floor pocket, Slide and Click, Solo Fitting or approved equal as optional based on desired standard configuration. All wheelchair securement devices provided and the installation thereof, performance pursuant to this specification, will meet or surpass the minimum standards per ADA, SAE J2249 and ISO 10542 requirements, including all shoulder harness mounting hardware. Shoulder harness shall have an adjustable height adjuster to compensate for variations in the size of the mobility device or passenger.			________


									Specify Mfg/Model: _____________			________


									Specify Mfg/Model: _____________			________


									Specify Mfg/Model: _____________			________


			5.12			____			Floor track - Floor track shall be flange mount “L” track 6351 aluminum grade or approved equal. Length of floor track  will be appropriate to the number of wheelchair stations ordered in the desired configuration.			________


			5.13			____			Heating and Cooling System - The vehicle will have highest capacity OEM heater and air conditioning with rear auxiliary heater and air conditioning with separate controls.			________


									Specify Mfg/Model: _____________			________


									Specify Mfg/Model: _____________			________


									Specify Mfg/Model: _____________			________


			6. VEHICLE LIGHTING


			6.01			____			Interior Lighting - A minimum of four (4) overhead lights to illuminate automatically when door is opened and switched at driver's console. Overhead driver switched lights will be mounted above driver door. Passenger and lift doorways will be illuminated according to CFR 49 Part 38.31 (ADA) and will be illuminated whenever respective door is open.			________


			6.02			____			Driver Courtesy Light - Driver courtesy light will be located to allow illumination of the driver area and will illuminate when driver or passenger door is opened.			________


			6.03			____			Lighting Fixtures Mounting - All lighting fixtures shall be flush mounted, to the maximum extent practicable to prevent accidental dislodgement of light cover or present a hazard to passengers.			________


			6.04			____			Wheel Chair Lift Entrance Door Lighting - ADA compliant entrance door lighting will be mounted to fully illuminate the exterior doorway of the wheelchair lift area.  Lights shall be wired to automatically turn on when wheelchair lift door is opened.			________


			6.05			____			Exterior Lights - All exterior lights and reflectors to meet Federal Motor Carrier Safety Regulation 393.11.			________


			6.06			____			Engine Compartment Light -  At lease one (1) 10 foot-candle light installed in the engine compartment  conveniently located.			________


			7. SAFETY KIT


			7.01			____			First Aid Kit - A 16 unit First Aid Kit meeting ANSI Z308.1-2003 Type I, II, III will be mounted in an easily accessible location per purchaser request.			________


			7.02			____			Fire extinguisher - minimum two and one-half (2 1/2) pound rechargeable, mounted per purchaser request.			________


			7.03			____			Emergency Warning Triangle Kit - A kit of three emergency warning triangles with protective container mounted per purchaser request. Both faces of the emergency warning triangle must consist of red reflective and orange fluorescent material.			________


			8. DESIGNED TO TRANSPORT


			8.01			____			Designed to Transport - The final stage manufacturer will determine the original seating capacity of each vehicle. The manufacturer's certification label will indicate the original seating capacity of the vehicle and will be affixed to the vehicle driver's "B" pillar for protection from wear. The Vehicle Certification label will state "MPV" (Multi Passenger Vehicle). The number of passengers the vehicle is designed for including driver will be on the Tread Act label (Tire and Loading Information label).			________


			9. SERVICE, WARRANTIES AND DELIVERY


			9.01			____			Maintenance and Inspection Schedule - a single comprehensive maintenance and inspection


									schedule for each type of vehicle for which a proposal is submitted, that incorporates the required maintenance and inspection of  body, chassis, tires, wheelchair lift and other equipment and sub-systems, as prescribed by the respective manufacturers.  The maintenance and inspections schedule will be supplied with each bus.			________


			9.02			____			Quality Assurance - body manufacturer must meet chassis manufacturer's quality assurance program, if available.  Certification from chassis manufacturer must be submitted with proposal for each chassis.			________


			9.03			____			Tires will be covered by OEM warranty.			________


			9.04			____			Wheelchair lift system will be covered by OEM warranty.			________


			9.05			____			Body structure materials and workmanship will be covered by OEM warranty.			________


			9.06			____			Installation, labor and workmanship (including electrical) performed by the body manufacturer, final stage manufacturer or vendor (if vendor installs components or otherwise completes vehicle) will be covered by OEM warranty.			________


			9.07			____			All other components and accessory equipment will be covered by a warranty of at least one (1) year/12,000 miles, unless covered by an applicable manufacturer's warranty exceeding this. The Proposer will assist as needed in coordinating repairs within the warranty period for each component and applicable warranty.			________


			9.08			____			The responder will provide a report of all warranties and excluded warranties associated with each vehicle.			________


			9.09			____			During established warranty periods, the contract vendor and respective manufacturer will furnish all warranty parts at no cost to the transit system. Replacement costs, parts and assemblies will be made without delay.			________


			9.10			____			The contract vendor will provide the recipient, or a designated representative of the recipient, the opportunity to inspect the vehicle for compliance with these specifications and applicable motor vehicle regulations.  The inspection's) must be completed prior to the delivery and acceptance of the vehicle.			________


			9.11			____			Prior to releasing the vehicle to the recipient, the contract vendor will provide hands on instructions, by a qualified and experienced employee, in the proper and safe operation of all mechanical, electrical and hydraulic components in the vehicle. Towing procedures must be included in the instruction. The recipient's driver/designee will conduct an operational familiarization test drive with the contract vendor's employee.			________


			9.12						Delivery will be FOB destination to the vehicle buyer designated location.


			10. Vehicle Seating Layout


									This seating layout is based on the standard specifications. See sample floor plan for alternative seating configurations.








General Spec - Side entry lift


			DETAILED SPECIFICATIONS


			FULLSIZE ADA VAN - SIDE ENTRY LIFT


									ANY EXCEPTIONS MUST BE NOTED


									Final as of May 25, 2011


			1. CHASSIS, DIMENSIONS, WEIGHT AND PAYLOADS


									Responders must note any variations from these minimums or maximums


			1.01						Standard van configuration shall be side-lift entry with seating capacity for five (5) ambulatory passengers and two (2) WC stations. Type of seats & WC securements are identified in floor plan shown at end of 'General Spec - Side Entry Lift' section.


			1.02			____			Chassis - The vehicle will be built on an OEM E350 extended chassis or equivalent appropriate for the seating configuration chosen and will not be extended more than 22 feet. List the overall length, bumper-to-bumper, for each wheel base model offered.


									___________Feet in Length			________


									___________Feet in Length			________


									___________Feet in Length			________


			1.03			____			Vehicle Overall Height - List the overall height of the vehicle, from ground to top, based upon the available raised roof options available, but not to exceed 10 feet (120 inches).


									___________Feet in height


									___________Feet in height


									___________Feet in height


			1.04			____			Vehicle Interior Height - The minimum interior height must meet all current ADA requirements.			________


			1.05			____			Curb Weight - The curb weight of the vehicle shall include the weight of the van and the weight of all attachments, accessories, standard and optional equipment, a full fuel tank, lubricants, and coolants.			________


			1.06			____			Aisle Width - The aisle width and seating configurations must meet all current applicable ADA requirements based upon the seating configuration.			________


			1.07			____			Passenger Seats Spacing - Minimum of 26 inches knee-to-hip spacing between passenger seats, measured from the center of the seat.			________


			1.08			____			Gross Vehicle Weight (GVW) - The GVW shall consist of the curb weight and payload. The manufacture shall not exceed OEM chassis GVW.  Certified weight of completed vehicle as ordered will be affixed to the completed vehicle and a weight slip included.			________


			1.09			____			Payload Capacity - The vehicle shall have the payload capacity to transport the driver, ambulatory individuals, and persons with disabilities in a wheelchair safely and legally in any seating variation for the chosen configuration.  The payload capacity of the vehicle shall be determined by its seating configuration. The payload capacity shall not be less than the weight computed from the number of seated passengers and wheelchairs positions.  The weight of each seated ambulatory passenger will be calculated at 150 lbs. and each wheelchair position will be calculated at 250 lbs.			________


			2.  CHASSIS COMPONENTS


			2.01			____			Engine - The standard engine will be a minimum 5.4 liter V8 or equivalent, gas-powered, OEM chassis manufacturer's standard or optional engine for the commercial model van which meets or exceeds the requirements of this purchase description. List engine size.			________


									Specify___________Engine			________


			2.02			____			Driveshaft - Driveshaft will have guards to prevent driveline damage from UV joint failure.			________


			2.03			____			Cooling System - Cooling system will have OEM's heavy duty pressurized liquid-cooling system.			________


			2.04			____			Automatic Transmission - The vehicle will have an OEM automatic transmission.			________


			2.05			____			Fuel Tank - The fuel tank shall have a minimum capacity of 33 gallons.  The fuel system and fuel tanks shall be in accordance with Federal Motor Carrier Safety Regulations 393.65 and 393.67.			________


			2.06			____			Brake System - The vehicle shall be furnished with the chassis manufacturer's power assisted, self adjusting, front and rear wheels, antilock brake system (ABS).  The system shall be in accordance with Federal Motor Vehicle Safety Standard Number 121.			________


			2.07			____			Alignment - The front end shall be aligned, per manufacturers guidelines (toe-in, caster, camber, etc.), and the front wheels balanced after conversion completion .  All 4 wheels will be aligned at the  manufacturer prior to delivery and a computerized alignment printout shall be supplied with vehicle.			________


			2.08			____			Rear Suspension - The chassis OEM rear leaf spring type suspension system.			________


			2.09			____			Wheels - OEM full-size spare tire LT245/75R16/120R, shipped loose w/option to have mounted.  Tire and wheel sizes shall be the same for all wheels including spare tire.			________


			2.10			____			Traction Control - the vehicle will have stability control or traction assist (i.e. AdvanceTrac with Roll Stability Control or Stabilitrak).			________


			2.11			____			Window and Tint - OEM windows tint, available on all side and rear windows.			________


			2.12			____			Steering  Power assist steering shall be provided.			________


			2.13			____			Wheel Base - Vehicle will have a minimum wheel base of 137 inches.			________


			2.14			____			Gauges - OEM panel display including fuel, oil pressure, water temperature, ammeter or voltmeter.			________


			2.15			____			Driver's Side Running Board - Driver's door running board shall be no less than 6" wide and run the full length of the driver's door of the vehicle.			________


			2.16			____			Passenger's Side Entrance - The step well shall be no greater than 12 inches measured from the ground surface to the top of the first step.			________


			2.17			____			Back-up Alarm - An alarm shall be provided which provides an audible warning maximum 50 decimal, when the ignition switch is "on" and the vehicle transmission control is in reverse.			________


			2.18			____			Audio and Clock - OEM, or equivalent, AM/FM digital clock radio with 2 speakers mounted in the passenger compartment.			________


			2.19			____			OEM Power Package - OEM power door lock, power window, power side mirrors on both driver and passenger of the vehicle.			________


			3.  ELECTRICAL


			3.01			____			Control Switch - All control switch labeling and designations in the driver's compartment shall meet FMVSS 101.			________


			3.02			____			Wiring - Wiring shall be color coded, numbered, or permanently marked over the entire length of wire. All wiring shall be stranded TXL, cross-linked polyethylene insulation. All wiring, connectors, terminals, relays, and switches except circuit breakers, shall be rated to carry at least 125 percent of the maximum ampere load for which the circuit is protected. All wiring wall be routed in high temperature split loom with a rating of 300 degrees Fahrenheit. There shall be no exposed wiring inside the vehicle.			________


			3.03			____			Terminals - All terminals shall be full ring type, properly sized for the terminal screw or stud, and crimped.			________


			3.04			____			Service Loop - An additional 6 inch service loop of wire at all electrical components, terminals, and  discrete connection points to eliminate stress on wiring/cables and permit at least two (2) terminal replacements at the wire's termination shall be furnished.			________


			3.05			____			Wiring Harness - All looms and wiring harnesses shall use continuous wiring and secured to the body or chassis frame with insulted, corrosion resistant polyethylene or metal insulated cable clamps every 18 inches, or closer as required, to prevent sagging and movement which results in chaffing, abrasion, pinching, snagging, or any other damage. All holes through which wires pass shall be grommet or utilize an acceptable feed through connector. All holes shall be water and moisture sealed using an OEM type sealant. Connectors shall be waterproof, OEM, crimp type connectors, or soldered splices with heat shrink tubing to protect joint. All components shall be grounded to paint free areas and ground terminals shall be sprayed with a battery type spray sealant.			________


			4.  BODY CONSTRUCTION


			4.01			____			Raised Roof - The roof shall be raised a minimum of 16 inches, constructed of one-piece molded fiberglass. Roof structure shall be certified to FMVSS 220 by an independent testing laboratory registered with NHTSA or certified by an independent licensed Professional Engineer to comply with NHTSA requirements. The roof shall be continuously sealed with OEM approved waterproof sealant throughout. The roof shall be painted with the identical OEM color to match when other than white. The trim/covering of the ceiling and walls shall be comparable in appearance, durability, and texture, non-flammability (FMVSS 302), to the original trim/covering of the vehicle. Trim and upholstery fasteners shall be concealed from view with buttons, caps, or covers. All interior adhesives utilized shall be OEM equivalent capable of retaining a bond in extreme high and low temperatures.			________


			4.02			____			Raised Doors - Wheelchair Doors shall be raised, conform with the raised roof, over the wheelchair lift opening and shall be a consistent with the OEM quality and follow the vehicle body lines. Doors shall comply with all current  ADA requirements. The raised doors and door frames shall be constructed to provide door strength at least equal to the original doors. Trim and covering of the completed interior of a modified door, except windows, shall be comparable to the OEM's trim of the door.  OEM's latching devices shall be furnished on the upper and lower parts of each door. The doors shall be painted with the identical  color used on the vehicle. A rain gutter or drip rail shall be furnished over and around the door extensions to meet the original rain gutter.			________


			4.03			____			Door Stops. - Wheelchair lift doors must be installed with a door holder mechanism to keep the doors open when deploying the lift. Specify type (i.e. pressurized strut, spring loaded or door stays)			________


									Specify Mfg/Model: _____________			________


									Specify Mfg/Model: _____________			________


									Specify Mfg/Model: _____________			________


			4.04			____			Fasteners - Wherever threaded fasteners are attached into interior panels only, a reinforcing nut or panel will be installed for added strength and fastener retention.			________


			4.05			____			Welding - Welding procedures used throughout the vehicle including materials, methods and personnel  will be in accordance with ASTM and American Welding Society Standards.			________


			4.06			____			Handrails and Stanchion - All handrails, stanchions will be 1 1/4 stainless steel. All handrails and stanchions, when attached to wall or ceiling, will be secured directly to the metal chassis structure or to reinforcement plates which are embedded securely in the body panels.			________


			4.07			____			Exterior Finishing - Exterior body panels will be, mold steel, galvanized steel, aluminum, composite or fiberglass with a white finish. Dissimilar metals will be insulated to prevent galvanic action. With the exception of stainless steel, all metal will be pre-treated, primed, and painted to resist corrosion for the life of the vehicle.			________


			4.08			____			Interior Finishing - Interior shall be made of FRP or ABS panels or equivalent. Interior finish will be white, grey or light tone, color coordinated with seats, floor and exterior.			________


			4.09			____			Water Test -   Body will be thoroughly water tested to ensure no leakage. The roofs, windows, windshields, and all seams and joints shall be tested as follows:			________


									(a)   The water test shall consist of a series of nozzles, which are located around the perimeter of the vehicle so as to spray water over the entire surface of the vehicle.


									(b)   The nozzles shall eject a volume of water no less than 2.0 gal/min under a pressure of no less than 40 psi measured at the nozzle tip.


									(c)    Each vehicle will be water tested as prescribed above for no less than 15 minutes to determine whether there are any body leaks.


									(d)   Corrective action and retesting shall be performed for all vehicles that fails to pass.


									(e)   Documentation will be furnished for each vehicle delivered under this agreement demonstrating the vehicle has passed the requirements listed above.


			4.10			____			Insulation - The roof shall be completely insulated with non-settling, fungus resistant, fire retardant insulation, minimum R-8.			________


			4.11			____			Floor - Altro flooring or equivalent shall be furnished. The floor covering shall have a minimum thickness of 2.2 mm and have intrinsic anti-slip properties. The floor covering shall be securely bonded to a sub floor. The sub floor shall be constructed of minimum nominal size 5/8-inch exterior grade plywood. The floor covering shall be installed without gaps or openings with all seams filled to prevent intrusion or seepage of water.			________


									Specify Mfg/Model: _____________			________


									Specify Mfg/Model: _____________			________


									Specify Mfg/Model: _____________			________


			4.12			____			Windows - The windows as installed by the OEM shall remain in the vehicle.			________


			4.13			____			Sun Visors - Sun visor will be install on the driver side.			________


			4.14			____			Storage - A storage compartment shall be available to the driver for storage. The access door will have a positive latch to prevent accidental opening. Indicate location i.e. bulkhead,			________


									Specify Location  _____________			________


			4.15			____			Undercoating - Undercoating shall be applied to the underbody of each vehicle to prohibit intrusion of moisture.  This material must meet ASTM B 117 Salt Spray Resistance, FMVSS 302 Flammability, SAE J400 Gravelometer, and ASTM C 792 Heat Aging.			________


			4.16			____			Bumpers - Front and rear bumpers will be as ordered from the OEM.			________


			4.17			____			Mud Flaps -  Mud flaps will be installed on rear wheels.			________


			5. VEHICLE FEATURES


			5.01			____			Seating - Standard floor plans are required with the proposal.  Detailed floor plans are required with vehicle orders.  Exceptions to capacity required to meet other specifications must be noted.			________


			5.02			____			Passenger Seats - Shall be forward-facing mid-high back.  All seats will have shoulder and lap  belts in compliance with  FMVSS# 207. Single seats may be used on narrow bodied vehicles and where dictated by standard floor plans. Seats will have a minimum of 16 inch cushion width and depth per person.			________


									Passenger Seat Options 1, Specify Mfg/Model: _______________________________________			________


									Passenger Seat Options 2, Specify Mfg/Model: _______________________________________			________


									Passenger Seat Options 3, Specify Mfg/Model: _______________________________________			________


			5.03			____			Flip Seats and Fold-away Seats - All flip seats and fold-away seats are to be forward facing, 3pt seatbelts unless otherwise specified.			________


			5.04			____			Handrails - Entry assist grab bar on right hand side of entry door.   Additional handrail may be added based on seating and lift configuration.			________


			5.05			____			Seat materials - Vinyl level-1 upholstery is standard with color to be selected by purchaser from several available colors or patterns.			________


			5.06			____			Seat Belts - Must meet FMVSS #209 and #210 . The driver's seat and right front passenger seat will be equipped the OEM retracting seat belt.  All standard passenger seats will be equipped with 3 pt. integrated shoulder belts.			________


			5.07			____			Seat belt cutter - Seatbelt cutter capable of cutting supplied wheelchair securement straps.			________


			5.09			____			Wheel Chair Lift - ADA approved lift will meet or exceed FMVSS #403 & #404 requirements and all State, Federal, ICC, and ADA requirements.  Minimum clear dimensions for platform are  34" wide X 51" length. Specify manufacturer(s) & model(s) available as standard.			________


									Specify Mfg/Model: _____________			________


									Specify Mfg/Model: _____________			________


									Specify Mfg/Model: _____________			________


			5.10			____			Interlock System - Vehicle must be equipped with a fully automatic lift interlock system with self-diagnostic capability. The interlock system must comply with all current applicable ADA requirements, and protected from the weather.			________


									Specify Mfg/Model: _____________			________


									Specify Mfg/Model: _____________			________


									Specify Mfg/Model: _____________			________


			5.11			____			Wheelchair Securement Devices - Wheelchair securement devices will be automatic, self tensioning with tensioning knob and self locking and must comply with all ADA, SAE J2249 and ISO 10542 performance and installation requirements. Standard wheelchair securement will be flush mount aluminum "L" track with fixed floor pocket, Slide and Click, Solo Fitting or approved equal as optional based on desired standard configuration. All wheelchair securement devices provided and the installation thereof, performance pursuant to this specification, will meet or surpass the minimum standards per ADA, SAE J2249 and ISO 10542 requirements, including all shoulder harness mounting hardware. Shoulder harness shall have an adjustable height adjuster to compensate for variations in the size of the mobility device or passenger.			________


									Specify Mfg/Model: _____________			________


									Specify Mfg/Model: _____________			________


									Specify Mfg/Model: _____________			________


			5.12			____			Floor track - Floor track shall be flange mount “L” track 6351 aluminum grade or approved equal. Length of floor track  will be appropriate to the number of wheelchair stations ordered in the desired configuration.			________


			5.11						Heating and Cooling System - The vehicle will have highest capacity OEM heater and air conditioning with rear auxiliary heater and air conditioning with separate controls.			________


									Specify Mfg/Model: _____________			________


									Specify Mfg/Model: _____________			________


									Specify Mfg/Model: _____________			________


			6. VEHICLE LIGHTING


			6.01			____			Interior Lighting - A minimum of four (4) overhead lights to illuminate automatically when door is opened and switched at driver's console. Overhead driver switched lights will be mounted above driver door. Passenger and lift doorways will be illuminated according to CFR 49 Part 38.31 (ADA) and will be illuminated whenever respective door is open.			________


			6.02			____			Driver Courtesy Light - Driver courtesy light will be located to allow illumination of the driver area and will illuminate when driver or passenger door is opened.			________


			6.03			____			Lighting Fixtures Mounting - All lighting fixtures shall be flush mounted, to the maximum extent practicable to prevent accidental dislodgement of light cover or present a hazard to passengers.			________


			6.04			____			ADA Entrance Door Lighting - ADA compliant entrance door lighting will be mounted to fully illuminate the exterior doorway of the wheelchair lift area.  Lights shall be wired to automatically turn on when wheelchair lift door is opened.			________


			6.05			____			Exterior Lights - All exterior lights and reflectors to meet Federal Motor Carrier Safety Regulation 393.11.			________


			6.06			____			Engine Compartment Light -  At lease one (1) 10 foot-candle light installed in the engine compartment  conveniently located.			________


			7. SAFETY KIT


			7.01			____			First Aid Kit - A 16 unit First Aid Kit meeting ANSI Z308.1-2003 Type I, II, III will be mounted in an easily accessible location per purchaser request.			________


			7.02			____			Fire extinguisher - minimum two and one-half (2 1/2) pound rechargeable, mounted per purchaser request.			________


			7.03			____			Emergency Warning Triangle Kit - A kit of three emergency warning triangles with protective container mounted per purchaser request. Both faces of the emergency warning triangle must consist of red reflective and orange fluorescent material.			________


			8. DESIGNED TO TRANSPORT


			8.01			____			Designed to Transport - The final stage manufacturer will determine the original seating capacity of each vehicle. The manufacturer's certification label will indicate the original seating capacity of the vehicle and will be affixed to the vehicle driver's "B" pillar for protection from wear. The Vehicle Certification label will state "MPV" (Multi Passenger Vehicle). The number of passengers the vehicle is designed for including driver will be on the Tread Act label (Tire and Loading Information label).			________


			9. SERVICE, WARRANTIES AND DELIVERY


			9.01			____			Maintenance and Inspection Schedule - a single comprehensive maintenance and inspection schedule for each type of vehicle for which a proposal is submitted, that incorporates the required maintenance and inspection of  body, chassis, tires, wheelchair lift and other equipment and sub-systems, as prescribed by the respective manufacturers.  The maintenance and inspections schedule will be supplied with each bus.			________


			9.02			____			Quality Assurance - body manufacturer must meet chassis manufacturer's quality assurance program, if available.  Certification from chassis manufacturer must be submitted with proposal for each chassis.			________


			9.03			____			Tires will be covered by OEM warranty.			________


			9.04			____			Wheelchair lift system will be covered by OEM warranty.			________


			9.05			____			Body structure materials and workmanship will be covered by OEM warranty.			________


			9.06			____			Installation, labor and workmanship (including electrical) performed by the body manufacturer, final stage manufacturer or vendor (if vendor installs components or otherwise completes vehicle) will be covered by OEM warranty.			________


			9.07			____			All other components and accessory equipment will be covered by a warranty of at least one (1) year/12,000 miles, unless covered by an applicable manufacturer's warranty exceeding this. The Proposer will assist as needed in coordinating repairs within the warranty period for each component and applicable warranty.			________


			9.08			____			The responder will provide a report of all warranties and excluded warranties associated with each vehicle.			________


			9.09			____			During established warranty periods, the contract vendor and respective manufacturer will furnish all warranty parts at no cost to the transit system. Replacement costs, parts and assemblies will be made without delay.			________


			9.10			____			The contract vendor will provide the recipient, or a designated representative of the recipient, the opportunity to inspect the vehicle for compliance with these specifications and applicable motor vehicle regulations.  The inspection's) must be completed prior to the delivery and acceptance of the vehicle.			________


			9.11			____			Prior to releasing the vehicle to the recipient, the contract vendor will provide hands on instructions, by a qualified and experienced employee, in the proper and safe operation of all mechanical, electrical and hydraulic components in the vehicle. A list of topics is provided in Appendix 12.  Towing procedures must be included in the instruction. The recipient's driver/designee will conduct an operational familiarization test drive with the contract vendor's employee.			________


			9.12						Delivery will be FOB destination to the vehicle buyer designated location.


			10. Vehicle Seating Layout


									This seating layout is based on the standard specifications. See sample floor plan for alternative seating configurations.








Options


			FULLSIZE ADA VAN


			OPTIONS LIST


												Specify			Price


			1			Chassis/Engine/Fuel Type


						1.1			E250 or equivalent chassis  (deduct)*


						1.2			Standard chassis in lieu of extended (deduct)*


						1.3			6.7 liter gas engine or equivalent


						1.4			Compressed Natural Gas (CNG)


						1.5			Propane


						1.6			Flex Fuel


									* available only for limited floor plans


			2			Vehicle Feature Options


						2.1			Eco-Star, stop/start technology or equivalent


						2.2			OEM AM/FM CD player, digital clock with 4 speakers


						2.3			Oversized outside mirrors (specify)


						2.4			Aftermarket inside rear view mirror


						2.5			AVL/MDL transmitter system


						2.6			Bike rack


						2.7			Front bug deflector


						2.8			Heavy-duty rubber floor mats for driver/front passenger in lieu of OEM carpeted front floor mats (each)


						2.9			Additional keys


						2.10			Service repair manual


						2.11			Front mudflaps


			3			Raised Roof Options


									Specify each optional raised roof height available per model


						3.1			Specify roof height


						3.2			Specify roof height


						3.3			Specify roof height


						3.4			Specify roof height


			4			Door Options


									Transit style door conforming to selected raised roof.**


						4.1			Specify door height


						4.2			Specify door height


						4.3			Specify door height


									** Transit style door not available for all raised roof types


			5			Seating


						5.1			Cloth in lieu of vinyl, meeting specified flammability standards (per seat)


						5.2			Additional single-flip seat


						5.3			Additional double-flip seat


						5.4			Upgraded seating material (i.e. Level 2, 3, 4 etc.)


									Specify seating material level


									Specify seating material level


									Specify seating material level


			6			Flooring Material


						6.1			Upgrade to 3/4" inch marine plywood


						6.2			Upgrade to 5/8" inch composite flooring


						6.3			Upgrade to XL Bus Panel flooring


						6.4			RCA rubber flooring material in lieu of standard floor


			7			Exterior Lighting


						7.1			6 " in diameter LED combination brake, turn tail and hazard lights. Purchaser will determine mounting location.


						7.2			Roof mounted strobe light Lift indicator


						7.3			7" amber flashing lights, front & rear


						7.4			LED light strip above passenger entry door


			8			Security Camera (You may list more than one manufacturer)									Mfg #1						Mfg #2						Mfg #3


						8.1			Digital camera 250 Gb hard drive system w/2 cameras


						8.2			Additional camera each


						8.3			Additional hard drive 250 Gb each


			9			Back up Camera and Back up Alarm


						9.1			Backup rear view camera system


						9.2			"Hawkeye" sonar warning system or equivalent


									Deduct standard backup warning alarm


			10			Privacy Window Tint


						10.1			Privacy tint windows


			11			Tires and Chains


						11.1			Mounted full-size spare tire


						11.2			Four snow studded tires


						11.3			Insta-chain automatic snow chain or equivalent


						11.4			SCC Chain that fit OEM tires or equivalent.


			12			Lift, Securement and Storage Container


						12.1			Sure-lok heavy duty storage container or equivalent


						12.2			Q'straint storage pouch for securement or equivalent


						12.3			Extra large platform (rear lift option only)


						12.4			Additional WC tie down system


						12.5			Upgrade to 1000 lb lift


									Specify make/model


									Specify make/model


									Specify make/model


						12.6			Reinforced mounting plate for WC lift


			13			Signage


						13.1			Apply Logo. Purchasers will determine logo size and location. Price per location


						13.2			Lettering price per character Three  - Inch height


						13.3			Lettering price per character Four - Inch height


						13.4			Lettering price per character Five - Inch height


			14			Electrical


						14.1			Heavy Duty Alternator


						14.2			Dual Batteries


						14.3			Engine Block Heater


						14.4			Additional 12V Auxiliary outlets


						14.5			Full gauge package including oil pressure, engine temperature, and voltmeter


						14.6			Additional wiring harness to accommodate end-user's supplemental equipment (i.e. radio, AVL/MDL, etc)


			15			Reflective Tape


									Conspicuity markings with reflective tape 2" wide - location determined by purchaser


						15.1			One stripe up to 10 feet long


						15.2			One stripe up to 25 feet long


						15.3			Rear Perimeter


			16			Roof Vent/Emergency Exit


						16.1			24" X 24" dual-purpose manually operated ventilator/emergency exit, installed on the roof, approximately the enter of the vehicle.


			17			Four Wheel Drive Conversion (4WD)


						17.1			QVM approved 4WD  (Specify manufacturer)


						17.2			QVM approved 4WD  (Specify manufacturer)


			18			Suspension


						18.1			Additional rear leaf spring(s) - (rear or side lift models)


						18.2			Suspension block on passenger side (side lift only)


						18.3			Adjustable air shocks


			19			Stanchions


						19.1			Power Coated in lieu of stainless


						19.2			Padded


						19.3			Additional passenger assist handrails


			20			Safety Equipment


						20.1			5 lb fire extinguisher in lieu of 2 1/2 lb extinguisher


						20.2			24 unit first aid kit in lieu of 16 unit first aid kit


						20.3			Bodily fluid cleanup kit


						20.4			Fire suppression system (CNG model only)


									Specify manufacturer








Sample Layouts


			Sample Floor Plans


						Seating configurations are subject to chassis selection and  GVW restrictions


						All seating configurations are available on the extended chassis.


			Sample Floor Plans - Extended Length
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General spec


			DETAILED SPECIFICATIONS


			Purpose-Built ADA Vehicle


									ANY EXCEPTIONS MUST BE NOTED


									Final as of May 25, 2011


									Responders must note any variations from these minimums or maximums


			1. DEMENSIONS, WEIGHT AND PAYLOADS


			1.01			_______			The purpose of this detailed specifications are to describe an ADA vehicle as manufactured by the vehicle OEM 2011 model year with 122" minimum wheelbase, equipped with a passenger side-entry wheelchair ramp, with four ambulatory including driver and one wheelchair station. The vehicle shall fully comply with all ADA, FMVSS and Altoona testing requirements (if required and before delivery) and CARB or applicable state environmental requirements.


			1.02			_______			Vehicle Overall Length - The overall length of vehicle, bumper to bumper, will be approximately 205 inches.


			1.03			_______			Vehicle Overall Height - The overall height of the vehicle, from ground to top, will be approximately 75 inches.


			1.04			_______			Vehicle Interior Height - The minimum interior headroom will be 40 inches at center of rear passenger seat cushion.


			1.06			_______			Curb Weight - The curb weight of the vehicle shall include the weight of the vehicle and the weight of all attachments, accessories, standard and optional equipment, a full fuel tank, lubricants, and coolants.


			1.07			_______			Passenger Seats Spacing - Minimum of 26 inches knee-to-hip spacing between passenger seats in standard seating configuration.


			1.08			_______			Gross Vehicle Weight (GVW) - The GVW shall consist of the curb weight and payload.  The GVW is the actual vehicle weight with the payload. Gross Vehicle Weight Rating (GVWR) of the completed vehicle will not exceed the GVW of the chassis and be appropriate for application described, a full tank of fuel, driver, the number of passengers and wheelchairs described. Any exceptions to this requirement, seating capacity, or any other specification must be noted.


			1.09						Payload Capacity - The vehicle shall have the payload capacity to transport the driver, ambulatory individuals, and persons with disabilities in a wheelchair safely and legally in any seating variation for the chosen configuration. The payload capacity of the vehicle shall be determined by its seating configuration. The payload capacity shall not be less than the weight computed from the number of seated passengers and wheelchairs positions. The weight of each seated ambulatory passenger will be calculated at 150 lbs. and each wheelchair position will be calculated at 200 lbs.


			2.  CHASSIS COMPONENTS


			2.01			_______			Engine - The engine will be manufacturer's standard or optional engine for the vehicle which meets or exceeds the requirements of this purchase description. The engine shall meet the air pollution requirements of the state where initially titled.


			2.03			_______			Cooling System - Cooling system will have OEM's heavy duty pressurized liquid-cooling system.


			2.04			_______			Automatic Transmission.  The vehicle will have an OEM automatic transmission.


			2.05			_______			Fuel Tank - The fuel tank shall have a minimum capacity of 24 gallons (21.1 GGE for CNG model only).  The fuel system and fuel tanks shall be in accordance with Federal Motor Carrier Safety Regulations 301 and 303 (for the CNG model).


			2.06			_______			Brake System  The vehicle shall be furnished with the manufacturer's power assisted, disc, front and rear wheels, antilock brake system (ABS).  The system shall be in accordance with Federal Motor Vehicle Safety Standard Number 135.


			2.07			_______			Alignment - The front end shall be aligned, per manufacturers guidelines (toe-in, caster, camber, etc.), and the front wheels balanced after completion of body on chassis.  All 4 wheels will be aligned at the  manufacturer prior to delivery.


			2.08			_______			Rear Suspension - Rear de Dion rear suspension, with Panhard rod, height sensor and steel leaf springs. Independent rear drive differential carrier assembly, 218mm ring gear ; 3.45:1 ratio. Automatic rear leveling system, with air shocks.


			2.09			_______			Wheels P235-65 R17 All Season Tires, on Steel wheels; 108S load rating Tire selection and rims according to FMVSS 110 (motor vehicles with a GVWR of 10,000 lbs or less) Tire Sealant & Inflator kit provided with each vehicle.


			2.10			_______			Traction Control - the vehicle will have either Traction Control (TC) or Electronic Stability Control (ESC)


			2.11			_______			Window Tint OEM tint, available on all side and rear windows


			2.12			_______			Steering  Front short long arm (SLA) suspension with rack and pinion power assist steering shall be provided.


			2.13			_______			Wheel Base - Vehicle will have a wheel base of 122 inches.


			2.14			_______			Gauges - full gauge package including fuel, oil pressure, water temperature, ammeter or voltmeter.


			2.18			_______			Audio and Clock - OEM, or equivalent, AM/FM/CD Digital Clock Radio with 4 speakers mounted in the passenger compartment.


			2.19			_______			Side Mirrors - OEM Power adjustable, manual folding (in both fore and aft directions) side mirrors on both driver and passenger of the vehicle.


			3.  ELECTRICAL


			3.01			_______			Control Switch - All control switch labeling and designations in the driver's compartment shall meet FMVSS 101.


			3.02			_______			Wiring - Wiring shall be color coded, numbered, or permanently marked over the entire length of wire. All wiring shall be stranded GXL or SXL, high temperature, cross linked polyethylene insulation. All wiring, connectors, terminals, relays, and switches except circuit breakers, shall be rated to carry at least 125 percent of the maximum ampere load for which the circuit is protected. All wiring wall be routed in high temperature split loom with a rating of 300 degrees Fahrenheit. There shall be no exposed wiring inside the vehicle.


			3.03			_______			Terminals - All terminals shall be full ring type, properly sized for the terminal screw or stud, and crimped.


			3.05			_______			Wiring Harness - All looms and wiring harnesses shall be secured to the body or chassis frame with insulted, corrosion resistant polyethylene or metal insulated cable clamps every 18 inches, or closer as required, to prevent sagging and movement which results in chaffing, abrasion, pinching, snagging, or any other damage. All holes through which wires pass shall be grommet or utilize an acceptable feed through connector. All holes shall be water and moisture sealed using an OEM type sealant. Connectors shall be waterproof, OEM, crimp type connectors or soldered splices with heat shrink tubing to protect joint. All components shall be grounded to paint free areas and ground terminals shall be sprayed with a battery type spray sealant.


			4.  BODY CONSTRUCTION


			4.01			_______			Vehicle Body Construction - The vehicle shall have a steel body with a composite front and rear fascia. Interior materials will comply with FMVSS 302 (flammability)


			4.02			_______			Access Doors - Doors shall be a stamped metal consistent with the OEM quality and follow the vehicle body lines. Doors shall be ADA compliant and have a minimum 56 inch clear door opening height.


			4.03			_______			Fasteners - Wherever threaded fasteners are attached into interior panels only, a reinforcing nut or panel will be installed for added strength and fastener retention.


			4.04			_______			Welding - Welding procedures used throughout the vehicle including materials, methods and personnel will be in accordance with ASTM and American Welding Society Standards.


			4.07			_______			Exterior Finishing - Exterior body panels will be galvanized steel, aluminum, composite or fiberglass with a white finish. Dissimilar metals will be insulated to prevent galvanic action.  With the exception of stainless steel, all metal will be pre-treated, primed, and painted to resist corrosion for the life of the vehicle.


			4.08			_______			Interior Finishing - Interior shall be made of FRP or ABS panels or equivalent. Interior finish will be ebony, grey or light tone, color coordinated with seats, floor and exterior.


			4.09			_______			Water Test -   Body will be thoroughly water tested to ensure no leakage. The roofs, windows, windshields, and all seams and joints shall be tested as follows:


									(a) The water test shall consist of a series of nozzles, which are located around the perimeter  of the vehicle so as to spray water over the entire surface of the vehicle.


									(b) The nozzles shall eject a volume of water no less than 2.0 gal/min under a pressure of no less than 40 psi measured at the nozzle tip.


									(c) Each vehicle will be water tested as prescribed above for no less than 15 minutes to determine whether there are any body leaks.


									(d) Corrective action and retesting shall be performed for all vehicles that fails to pass.


									(e) Documentation will be furnished for each vehicle delivered under this agreement demonstrating the vehicle has passed the requirements listed above.


			4.11			_______			Floor - The floor stamping includes structure to accommodate wheel chair tie downs and driver's seat. Covering is anti-slip flooring meeting ADA/CSA-D409-02 guidelines.


			4.12			_______			Sun Visors - Sun visor will be installed on both driver side and passenger side.


			4.13			_______			Bumpers - Front and rear bumpers will be as ordered from the OEM.


			5. VEHICLE FEATURES


			5.01			_______			Seating - Standard floor plans are required with the proposal.


			5.02			_______			Passenger Seats - All seats will have integrated shoulder belts in compliance with  FMVSS# 207.


			5.03			_______			Flip Seats and Fold-away Seats - All flip seats and fold-away seats are to be single (one-passenger) and must meet FMVSS 207 and 210, unless otherwise specified.


			5.04			_______			Handrails - per ADA, entry assist grab handle integrated with right hand side of entry door.


			5.05			_______			Seat materials - All seat materials must meet FMVSS #302.  Grey color vinyl upholstery standard.


			5.06			_______			Seat Belts - Must meet FMVSS #209 and #210 .  The driver's seat  will be equipped the OEM retracting seat belt.  All standard passenger seats will be equipped with 3 pt. shoulder belts.


			5.07			_______			Ramp - ADA approved ramp that meets all State, Federal, ICC, and ADA requirements.  Minimum clear dimensions for platform are 30" wide x 51" length.


			5.09			_______			Wheelchair Securement Devices - Wheelchair securement devices will be automatic, self tensioning and self locking and must comply with all ADA, SAE J2249 and ISO 10542 performance and installation requirements. Wheelchair securement will be aluminum "L" track, Slide and Click.  All wheelchair securement devices provided and the installation thereof, performance pursuant to this specification, will meet or surpass the minimum standards per ADA, SAE J2249 and ISO 10542 requirements, including all shoulder harness mounting hardware. Shoulder harness shall have an adjustable height adjuster to compensate for variations in the size of the mobility device or passenger. Wheelchair securement devices shall be universal in application for ease of use or approved equal.


			5.10			_______			Floor track - Floor track shall be flange mount “L” track 6351 aluminum grade or approved equal.


			5.11			_______			Heating and Cooling System - The vehicle will have highest capacity OEM heater and air conditioning.


			6. VEHICLE LIGHTING


			6.01			_______			Interior Lighting - A minimum of four (4) overhead lights to illuminate automatically when door is opened. and switched at driver's console. Passenger and ramp doorways will be illuminated according to CFR 49 Part 38.31 (ADA) and will be illuminated whenever respective door is open.


			6.02			_______			Lighting Fixtures Mounting - All lighting fixtures shall be flush mounted, to the maximum extent Practicable to prevent accidental dislodgement of light cover or present a hazard to passengers.


			6.03			_______			ADA Entrance Door Lighting - ADA compliant entrance door lighting will be mounted to fully illuminate the exterior doorway of the wheelchair ramp area.  Lights shall be wired to automatically turn on when wheelchair ramp door is opened.


			6.04			_______			Exterior Lights - All exterior lights and reflectors to meet Federal Motor Carrier Safety Regulation 108.


			7. DESIGNED TO TRANSPORT


			7.01			_______			Designed to Transport - The final stage manufacturer will determine the original final seating capacity of each vehicle.  The manufacturer's certification Tire and Loading Information label will indicate the original seating capacity of the vehicle and will be affixed to either the vehicle driver's door and/or "B" pillar for protection from wear. The Vehicle Certification label will state "MPV" (Multi Passenger Vehicle) on the underside of the hood. The number of passengers the vehicle is designed for including driver will be on the TREAD Act label (Tire and Loading Information label).


			8. SERVICE, WARRANTIES AND DELIVERY


			8.01			_______			Maintenance and Inspection Schedule - a single comprehensive maintenance and inspection schedule for each type of vehicle for which a proposal is submitted, that incorporates the required maintenance and inspection of  body, chassis, tires, wheelchair lift and other equipment and sub-systems, as prescribed by the respective manufacturers.  The maintenance and inspections schedule will be supplied with each vehicle.


			8.02			_______			Wheelchair ramp system will be covered by OEM warranty.


			8.03			_______			Body structure materials and workmanship will be covered by OEM warranty.


			8.04			_______			Installation, labor and workmanship (including electrical) performed by the body manufacturer, final stage manufacturer or vendor (if vendor installs components or otherwise completes vehicle) will be covered by OEM warranty.


			8.05			_______			All other components and accessory equipment will be covered by a warranty of at least one (1) year/12,000 miles, unless covered by an applicable manufacturer's warranty exceeding this. The Proposer will assist as needed in coordinating repairs within the warranty period for each component and applicable warranty.


			8.06			_______			The responder will provide a report of all warranties and excluded warranties associated with each vehicle.


			8.07			_______			During established warranty periods, the contract vendor and respective manufacturer will furnish all warranty parts at no cost to the transit system.  Replacement costs, parts and assemblies will be made without delay.


			8.08			_______			The contract vendor will provide the recipient, or a designated representative of the recipient, the opportunity to inspect the vehicle for compliance with these specifications and applicable motor vehicle regulations.  The inspection's must be completed prior to delivery and acceptance of the vehicle.


			9. Vehicle Seating Layout








Options


			Purpose-built ADA Vehicle


			Option List


												Specify			Price


			1			Vehicle Feature Options


						1.1			CNG engine


						1.2			Propane engine


						1.3			AM/FM CD player, digital clock with four speakers


						1.4			Back-up video camera


						1.5			Hawk-eye sonar alarm or equivalent


									Deduct standard backup warning alarm


						1.6			Back-up alarm


						1.7			Security camera system (2 cameras, DVR w/250Gb)


						1.8			Additional removable hard drive (250Gb)


						1.9			Additional camera (each)


						1.10			AVL/MDL transmitter system


						1.11			Door stays


						1.12			Privacy tint windows


						1.13			Heavy-duty rubber floor mats for driver/front passenger in lieu of OEM carpeted front floor mats (each)


						1.14			Guard to protect fuel system from tire chain malfunctions


						1.15			Vinyl seat covers


						1.16			Front bug deflector


						1.17			Additional WC station


						1.18			Additional WC securement system


						1.19			Additional single flip seat


						1.20			Storage pouch for WC securement devices


						1.21			Bike rack


						1.22			Additional keys


						1.23			Service repair manual


			2			Safety Equipment Options


									First Aid Kit -  meeting ANSI Z308.1-2003 Type I, II, III will be mounted in an easily accessible location per purchaser request.


						2.1			12-pc


						2.2			16-pc


						2.3			24-pc


						2.4			Bodily fluid kit


									Fire Extinguisher - mounted per purchaser's request


						2.5			2.5 lb


						2.6			5 lb


						2.7			Emergency Warning Triangle Kit - A kit of three emergency warning triangles with protective container mounted per purchaser request.


						2.8			Seat belt cutter


						2.9			Fire suppression system (CNG engine only)


			3			Tires and Chains


						3.1			Mounted full-size spare tire at location specified by purchaser


						3.2			Snow studded tires (set of four)


						3.3			SCC Zchain that fit OEM tires or equivalent


			4			Signage


						4.1			Apply Logo. Purchasers will determine logo size and location. Price per location


						4.2			Lettering price per character Three  - Inch height


						4.3			Lettering price per character Four - Inch height


						4.4			Lettering price per character Five - Inch height


			5			Reflective Tape


									Conspicuity markings with reflective tape 2" wide. Location determined by purchaser


						5.1			One stripe up to 10 feet long


						5.2			One stripe up to 25 feet long
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General Spec-Side Ramp


									DETAILED SPECIFICATIONS


									MINIVAN WITH SIDE WHEELCHAIR RAMP


									ANY EXCEPTIONS MUST BE NOTED


									Final as of May 25, 2011


			1. GENERAL DESCRIPTION


			1.01			_______			The purpose of these detailed specifications are to describe the conversion of an ADA minivan as manufactured by the vehicle OEM 2012 or newer, model year with the 120” minimum wheelbase, equipped with a passenger side-entry wheelchair ramp, modified as a paratransit vehicle with four ambulatory passengers and one wheelchair station. The vehicle shall fully comply with all ADA, FMVSS, Altoona test requirements (prior to delivery) and CARB or applicable state environmental requirement.


			1.02			_______			Unless otherwise specified, the vehicle shall be complete with standard equipment and factory installed accessories as listed in the manufacturer's printed literature for the vehicle model offered. The items below are minimum requirements for the vehicle, and shall be provided whether shown standard/original equipment by the manufacturer or options.


			1.03			_______			Vehicle will have a minimum wheel base of 120 inches.


			1.04			_______			The overall length of vehicle, bumper to bumper, will be approximately 200 inches.


			1.05			_______			The overall height of the vehicle, from ground to top, will be approximately 74 inches.


			1.06			_______			The vehicle shall offer a maximum curb weight of 5,000 pounds. The curb weight of the vehicle shall include the weight of the van and the weight of all attachments, accessories, standard and optional equipment, a full fuel tank, lubricants, and coolants.


			1.07			_______			The vehicle shall offer a minimum GVW of 6,000 pounds. The converted vehicle shall not exceed the GVW with five (5) ambulatory including driver plus one wheelchair station. The GVW shall consist of the curb weight and payload.  The GVW is the actual vehicle weight with the payload.


			1.08			_______			The vehicle shall have the payload capacity to transport the driver, ambulatory individuals, and persons with disabilities in a wheelchair safely and legally in any seating variation for the chosen configuration. The payload capacity of the vehicle shall be determined by its seating configuration. The payload capacity shall not be less than the weight computed from the number of seated passengers and wheelchairs positions.  The weight of each seated ambulatory passenger will be calculated at 150 lbs. and each wheelchair position will be calculated at 200 lbs.


			2.  CHASSIS COMPONENTS


			2.01			_______			A minimum 3.6 litters, 6 cylinders gasoline engine. The engine will be OEM chassis manufacturer's standard or optional engine for the commercial model van which meets or exceeds the requirements of this purchase description.


			2.02			_______			A minimum six (6) speed OEM automatic with overdrive transmission with front wheel drive.


			2.03			_______			Tilt/telescopic steering column.


			2.04			_______			The vehicle will have stability control and/or traction control.


			2.05			_______			The vehicle shall be furnished with the chassis manufacturer's power assisted, self adjusting, front and rear wheels, antilock brake system (ABS).  The system shall be in accordance with Federal Motor Vehicle Safety Standard Number 121.


			2.06			_______			The wheels of the vehicle shall be 16-inch OEM wheels in a tubeless configuration with hub-piloted mounting. Tire and wheel sizes shall be the same for all wheels including spare tire. Minimum tires size shall be P225/60R-16 steel belted all season radial tires.


			2.07			_______			The front end shall be aligned, per manufacturers guidelines (toe-in, caster, camber, etc.),and the front wheels balanced after completion of body on chassis. All 4 wheels will be aligned at the  manufacturer prior to delivery and a computerized alignment printout shall be supplied with vehicle.


			2.08			_______			The fuel tank shall have a minimum capacity of 20 gallons. The fuel system and fuel tanks shall be in accordance with Federal Motor Carrier Safety Regulations 393.65 and 393.67.


			2.09			_______			OEM tinted all side and rear windows.


			2.10			_______			OEM instrument panel.


			2.11			_______			Back-up Alarm shall be provided which provides an audible warning when the ignition switch is "on" and the vehicle transmission control is in reverse.


			2.12			_______			OEM AM/FM/CD Digital Clock Radio with 4 speakers; two in front and two in rear.


			2.13			_______			OEM power steering.


			2.14			_______			OEM cruise control.


			2.15			_______			OEM dual zone air conditioning and heater, front and rear.


			2.16			_______			OEM intermittent wipers, rear window wiper/washer.


			2.17			_______			12V front and 12V cargo area power outlets.


			2.18			_______			OEM power windows, door locks and side mirrors.


			2.19			_______			OEM rear window defroster.


			2.20			_______			OEM full length headliner.


			2.21			_______			Airbags, driver and front passenger.


			2.22			_______			OEM front passenger seat, cloth.


			2.23			_______			Driver and front passenger seat arm rest.


			2.24			_______			OEM seat belts with retractors for driver, front seat passenger.


			2.25			_______			Driver and front passenger areas floor mats.


			2.26			_______			Sliding side doors, on both sides of the vehicle.


			2.27			_______			Lift gate rear door.


			3. APPLICABLE ELECTRICAL SWITCH AND WIRING


			3.01			_______			Control Switch - All control switch labeling and designations in the driver's compartment shall meet FMVSS 101.


			3.02			_______			Wiring - Wiring shall be color coded, numbered, or permanently marked over the entire length of wire. All wiring shall be TXL  cross linked polyethylene insulation. All wiring, connectors, terminals, relays, and switches except circuit breakers, shall be rated to carry at least 125 percent of the maximum ampere load for which the circuit is protected. All wiring wall be routed in high temperature split loom with a rating of 300 degrees Fahrenheit. There shall be no exposed wiring inside the vehicle.


			3.03			_______			Terminals - All terminals shall be full ring type, properly sized for the terminal screw or stud, and crimped.


			3.04			_______			Service Loop - An additional 6 inch service loop of wire at all electrical components, terminals, and discrete connection points to eliminate stress on wiring/cables and permit at least two (2) terminal replacements at the wire's) termination shall be furnished.


			3.05			_______			Wiring Harness - All looms and wiring harnesses shall be secured to the body or chassis frame with insulted, corrosion resistant polyethylene or metal insulated cable clamps every 18 inches, or closer as required, to prevent sagging and movement which results in chaffing, abrasion, pinching, snagging, or any other damage. All holes which wires pass through shall have grommet or use an acceptable feed through connector. All holes shall be water and moisture sealed using an OEM type sealant. Connectors shall be waterproof, OEM, crimp type connectors, or soldered splices with heat shrink tubing to protect joint. All components shall be grounded to paint free areas and ground terminals shall be sprayed with a battery type spray sealant.


			4. ADA CONVERSION


			4.01			_______			The floor shall be lowered from the vehicle firewall to rear axle of the vehicle. The floor shall be covered with premium, transit-grade flooring such as Altro/Gerflor flooring or equivalent with a minimum 3/8" marine grade plywood underlayment. The flooring shall be securely bonded to the sub floor without any gaps or openings and with all seams filled to prevent intrusion or seepage of water and other fluids. The floor shall be made of corrosion resistant, coated metal, joined to the body frame members in a manner to prevent bowing, rattling and provide a leak proof floor for the useful life of the vehicle.  The vehicle shall be fully undercoated with a non-flammable resin-type material such as polyoleum. The ground clearance, with full occupancy,  shall not be less than five inches (5").


			4.02			_______			A minimum interior height will be 60" from floor-to-ceiling at the center of the vehicle.


			4.03			_______			The vehicle at full capacity and under static conditions shall not exhibit deformation or deflection that impairs operation of doors, windows, wheelchair ramp, or other mechanical elements.


			4.04			_______			Wheelchair Entry - The wheelchair entry shall provide a minimum thirty-one and one half inches (31 1/2") clear opening width and a minimum fifty-six inches (56") door opening height from ramp to door header.


			4.05			_______			Manually operated wheelchair ramp, formed aluminum ramp or powder coated steel ramp with non-skid surface on the curbside sliding door. When the ramp is stored, ambulatory passengers shall be able to enter/exit from lowered floor without using ramp. Floor shall be a maximum twelve inches (12") from the ground.  Ramp shall be thirty inches (30") minimum useable width and the ramp length shall be complied with all applicable ADA requirements.


									Specify Mfg/Model: _____________


									Specify Mfg/Model: _____________


									Specify Mfg/Model: _____________


			4.06			_______			Wheelchair Securement – The vehicle shall have forward facing wheelchair positions.  A wheelchair securement system shall be able to hold the wheelchair in the wheelchair position.  The wheelchair position(s) shall be have a restraint devices that will secure the wheelchair and secure the wheelchair passenger while in the wheelchair.  These devices shall be adjustable to accommodate varying track widths of wheelchairs.  Each wheelchair shall have a four (4) point securement (2 front, 2 back) in the vehicle with recessed anchor points of sufficient strength to secure a wheelchair.


									Specify Mfg/Model: _____________


									Specify Mfg/Model: _____________


									Specify Mfg/Model: _____________


			5. FLOOR MOUNTED AND DOOR TRACKS


			5.01			_______			Floor mounted tracks shall be a series of horizontal tracks of minimum dimensions thirty inches (30”) wide, spaced a minimum of forty-two (42”) fore and aft.


									Specify Mfg/Model: _____________


									Specify Mfg/Model: _____________


									Specify Mfg/Model: _____________


			5.02			_______			These tracks may be recessed mounted in the kick panel, floor, and firewall with three-eighths inch (3/8") diameter, SAE Grade 5, bolts, washers, and self-locking nuts with National Fine Threads.  Bolts shall be installed on each side flange of the track and spaced not greater than twelve inches (12") apart. These tracks may be welded or bolted in the kick panel, floor, and firewall.


			5.03			_______			Passenger Door Tracks, sliding doors must have reinforced glides with an added stop brace to prevent doors from sliding off track.  Door tracks shall be reinforced or strengthened beyond OEM standards as needed in all areas of contact with sliding door arms.


			6. VEHICLE LIGHTING


			6.01			_______			A minimum of two (2) overhead lights to illuminate automatically when door is opened and switched at driver's console. Passenger and ADA ramp doorways will be illuminated according to CFR 49 Part 38.31 (ADA) and will be illuminated whenever respective door is open.


			6.02			_______			Driver courtesy light will be located at the driver's console and will illuminate when driver or passenger door opened.


			6.03			_______			All lighting fixtures shall be flush mounted, to the maximum extent practicable to prevent accidental dislodgement of light cover or present a hazard to passengers.


			6.04			_______			ADA compliant entrance door lighting will be mounted to fully illuminate the exterior doorway of the wheelchair ramp area.  Lights shall be wired to automatically turn on when the door is opened to deploy the wheelchair ramp.


			6.05			_______			All exterior lights and reflectors to meet Federal Motor Carrier Safety Regulation 393.11.


			6.06			_______			At lease one (1) 10 foot-candle light is installed in the engine compartment conveniently located.


			7. VEHICLE SEATS AND SEATINGS ARRAGEMENT


			7.01			_______			One (1) wheelchair station with one (1)  two-passenger fold away seat and OEM rear bench seat.


									Specify Mfg/Model: _____________


									Specify Mfg/Model: _____________


									Specify Mfg/Model: _____________


			8. SAFETY KIT


			8.01			_______			First Aid Kit - A 16 unit First Aid Kit meeting ANSI Z308.1-2003 Type I, II, III will be mounted in an easily accessible location per purchaser request.


			8.02			_______			Fire extinguisher - minimum 2-1/2 pound rechargeable, mounted per purchaser request.


			8.03			_______			Emergency Warning Triangle Kit - A kit of three emergency warning triangles with protective container mounted per purchaser request. Both faces of the emergency warning triangle must consist of red reflective and orange fluorescent material.


			9. DESIGNED TO TRANSPORT


			9.01			_______			Designed to Transport - The final stage manufacturer will determine the original seating capacity of each vehicle. The manufacturer's certification label will indicate the original seating capacity of the vehicle and will be affixed to the vehicle driver's "B" pillar for protection from wear. The Vehicle Certification label will state "MPV" (Multi Passenger Vehicle). The number of passengers the vehicle is designed for including driver will be on the Tread Act label (Tire and Loading Information label).


			10. SERVICE, DELIVERY AND WARRANTIES


			10.01			_______			Maintenance and Inspection Schedule - a single comprehensive maintenance and inspection schedule for each type of vehicle for which a proposal is submitted, that incorporates the required maintenance and inspection of  body, chassis, tires, wheelchair lift and other equipment and sub-systems, as prescribed by the respective manufacturers. The maintenance and inspections schedule will be supplied with each vehicle.


			10.02			_______			The contract vendor will provide the purchaser or a designated representative of the purchaser the opportunity to inspect the vehicle for compliance with these specifications and applicable motor vehicle regulations. The inspections must be completed prior to the delivery and acceptance of the vehicle.


			10.03			_______			Prior to releasing the vehicle to the purchaser, the contract vendor will provide hands on instructions, by a qualified and experienced employee, in the proper and safe operation of all mechanical, electrical and hydraulic components in the vehicle.


			10.04			_______			Delivery will be F.O.B destination to the vehicle buyer designated location.


			10.05			_______			Vehicle conversion manufacturer must meet chassis manufacturer's quality assurance program, if available.


			10.06			_______			During established warranty periods, the contract vendor and respective manufacturer will furnish all warranty parts at no cost to the transit system or purchasers. Replacement costs, parts and assemblies will be made without delay.


			10.07			_______			The contract vendor will provide a report of all warranties and excluded warranties associated with each vehicle.


			10.08			_______			Tires will be covered by tire manufacturer warranty.


			10.09			_______			Wheelchair ramp system will be covered by ramp manufacturer warranty.


			10.10			_______			Chassis structure materials and workmanship will be covered by OEM warranty.


			10.11			_______			Installation, labor and workmanship (including electrical) performed by the conversion manufacturer, final stage manufacturer or vendor (if vendor installs components or otherwise completes vehicle) will be covered by conversion manufacturer warranty.


			10.12			_______			All other components and accessory equipment will be covered by a warranty of at least one (1) year/12,000 miles, unless covered by an applicable manufacturer's warranty exceeding this. The contract vendor will assist as needed in coordinating repairs within the warranty period for each component and applicable warranty.


			11. Seating  Layout








General Spec-Rear Ramp


									DETAILED SPECIFICATIONS


									MINIVAN WITH REAR WHEELCHAIR RAMP


									ANY EXCEPTIONS MUST BE NOTED


									Final as of May 25, 2011


			1. GENERAL DESCRIPTION


			1.01			_______			The purpose of these detailed specifications are to describe the conversion of an ADA minivan as manufactured by the vehicle OEM 2012 or newer, model year with the 120” minimum wheelbase, equipped with a rear entry wheelchair ramp, modified as a paratransit vehicle with four ambulatory passengers and one wheelchair station. The vehicle shall fully comply with all ADA, FMVSS, Altoona test requirements (prior to delivery) and CARB or applicable state environmental requirement.


			1.02			_______			Unless otherwise specified, the vehicle shall be complete with standard equipment and factory installed accessories as listed in the manufacturer's printed literature for the vehicle model offered. The items below are minimum requirements for the vehicle, and shall be provided whether shown standard/original equipment by the manufacturer or options.


			1.03			_______			Vehicle will have a minimum wheel base of 120 inches.


			1.04			_______			The overall length of vehicle, bumper to bumper, will be approximately 200 inches.


			1.05			_______			The overall height of the vehicle, from ground to top, will be approximately 74 inches.


			1.06			_______			The vehicle shall offer a maximum curb weight of 5,000 pounds. The curb weight of the vehicle shall include the weight of the van and the weight of all attachments, accessories, standard and optional equipment, a full fuel tank, lubricants, and coolants.


			1.07			_______			The vehicle shall offer a minimum GVW of 6,000 pounds. The converted vehicle shall not exceed the GVW with five (5) ambulatory including driver plus one wheelchair station. The GVW shall consist of the curb weight and payload.  The GVW is the actual vehicle weight with the payload.


			1.08			_______			The vehicle shall have the payload capacity to transport the driver, ambulatory individuals, and persons with disabilities in a wheelchair safely and legally in any seating variation for the chosen configuration. The payload capacity of the vehicle shall be determined by its seating configuration. The payload capacity shall not be less than the weight computed from the number of seated passengers and wheelchairs positions.  The weight of each seated ambulatory passenger will be calculated at 150 lbs. and each wheelchair position will be calculated at 200 lbs.


			2.  CHASSIS COMPONENTS


			2.01			_______			A minimum 3.6 litters, 6 cylinders gasoline engine. The engine will be OEM chassis manufacturer's standard or optional engine for the commercial model van which meets or exceeds the requirements of this purchase description.


			2.02			_______			A minimum six (6) speed OEM automatic with overdrive transmission with front wheel drive.


			2.03			_______			Tilt/telescopic steering column.


			2.04			_______			The vehicle will have stability control and/or traction control.


			2.05			_______			The vehicle shall be furnished with the chassis manufacturer's power assisted, self adjusting, front and rear wheels, antilock brake system (ABS).  The system shall be in accordance with Federal Motor Vehicle Safety Standard Number 121.


			2.06			_______			The wheels of the vehicle shall be 16-inch OEM wheels in a tubeless configuration with hub-piloted mounting. Tire and wheel sizes shall be the same for all wheels including spare tire. Minimum tires size shall be P225/60R-16 steel belted all season radial tires.


			2.07			_______			The front end shall be aligned, per manufacturers guidelines (toe-in, caster, camber, etc.),and the front wheels balanced after completion of body on chassis. All 4 wheels will be aligned at the  manufacturer prior to delivery and a computerized alignment printout shall be supplied with vehicle.


			2.08			_______			The fuel tank shall have a minimum capacity of 20 gallons. The fuel system and fuel tanks shall be in accordance with Federal Motor Carrier Safety Regulations 393.65 and 393.67.


			2.09			_______			OEM tinted all side and rear windows.


			2.10			_______			OEM instrument panel.


			2.11			_______			Back-up Alarm shall be provided which provides an audible warning when the ignition switch is "on" and the vehicle transmission control is in reverse.


			2.12			_______			OEM AM/FM/CD Digital Clock Radio with 4 speakers; two in front and two in rear.


			2.13			_______			OEM power steering.


			2.14			_______			OEM cruise control.


			2.15			_______			OEM dual zone air conditioning and heater, front and rear.


			2.16			_______			OEM intermittent wipers, rear window wiper/washer.


			2.17			_______			12V front and 12V cargo area power outlets.


			2.18			_______			OEM power windows, door locks and side mirrors.


			2.19			_______			OEM rear window defroster.


			2.20			_______			OEM full length headliner.


			2.21			_______			Airbags, driver and front passenger.


			2.22			_______			OEM front passenger seat, cloth.


			2.23			_______			Driver and front passenger seat arm rest.


			2.24			_______			OEM seat belts with retractors for driver, front seat passenger.


			2.25			_______			Driver and front passenger areas floor mats.


			2.26			_______			Sliding side doors, on both sides of the vehicle.


			2.27			_______			Lift gate rear door.


			3. APPLICABLE ELECTRICAL SWITCH AND WIRING


			3.01			_______			Control Switch - All control switch labeling and designations in the driver's compartment shall meet FMVSS 101.


			3.02			_______			Wiring - Wiring shall be color coded, numbered, or permanently marked over the entire length of wire. All wiring shall be TXL cross linked polyethylene insulation. All wiring, connectors, terminals, relays, and switches except circuit breakers, shall be rated to carry at least 125 percent of the maximum ampere load for which the circuit is protected. All wiring wall be routed in high temperature split loom with a rating of 300 degrees Fahrenheit. There shall be no exposed wiring inside the vehicle.


			3.03			_______			Terminals - All terminals shall be full ring type, properly sized for the terminal screw or stud, and crimped.


			3.04			_______			Service Loop - An additional 6 inch service loop of wire at all electrical components, terminals, and discrete connection points to eliminate stress on wiring/cables and permit at least two (2) terminal replacements at the wire's) termination shall be furnished.


			3.05			_______			Wiring Harness - All looms and wiring harnesses shall be secured to the body or chassis frame with insulted, corrosion resistant polyethylene or metal insulated cable clamps every 18 inches, or closer as required, to prevent sagging and movement which results in chaffing, abrasion, pinching, snagging, or any other damage. All holes which wires pass through shall have grommet or use an acceptable feed through connector. All holes shall be water and moisture sealed using an OEM type sealant. Connectors shall be waterproof, OEM, crimp type connectors, or soldered splices with heat shrink tubing to protect joint. All components shall be grounded to paint free areas and ground terminals shall be sprayed with a battery type spray sealant.


			4. ADA CONVERSION


			4.01			_______			The floor shall be lowered from the vehicle firewall to rear axle of the vehicle. The floor shall be covered with premium, transit-grade flooring such as Altro/Gerflor flooring or equivalent with a minimum 3/8" marine grade plywood underlayment. The flooring shall be securely bonded to the sub floor without any gaps or openings and with all seams filled to prevent intrusion or seepage of water and other fluids. The floor shall be made of corrosion resistant, coated metal, joined to the body frame members in a manner to prevent bowing, rattling and provide a leak proof floor for the useful life of the vehicle.  The vehicle shall be fully undercoated with a non-flammable resin-type material such as polyoleum. The ground clearance, with full occupancy,  shall not be less than five inches (5").


			4.02			_______			A minimum interior height will be 57"  from floor-to-ceiling at the center of the vehicle.


			4.03			_______			The vehicle at full capacity and under static conditions shall not exhibit deformation or deflection that impairs operation of doors, windows, wheelchair ramp, or other mechanical elements.


			4.04			_______			Wheelchair Entry - The wheelchair entry shall provide a minimum thirty-one and one half inches (31 1/2") clear opening width and a minimum fifty-six inches (56") door opening height from ramp to door header.


			4.05			_______			Manually operated wheelchair ramp, formed aluminum ramp or powder coated steel ramp with non-skid surface on the rear door. Ramp shall be thirty-two inches (30") minimum useable width and the ramp length shall be complied with all applicable ADA requirements.


									Specify Mfg/Model: _____________


									Specify Mfg/Model: _____________


									Specify Mfg/Model: _____________


			4.06			_______			Wheelchair Securement – The vehicle shall have forward facing wheelchair positions.  A wheelchair securement system shall be able to hold the wheelchair in the wheelchair position.  The wheelchair position(s) shall be have a restraint devices that will secure the wheelchair and secure the wheelchair passenger while in the wheelchair.  These devices shall be adjustable to accommodate varying track widths of wheelchairs.  Each wheelchair shall have a four (4) point securement (2 front, 2 back) in the vehicle with recessed anchor points of sufficient strength to secure a wheelchair.


									Specify Mfg/Model: _____________


									Specify Mfg/Model: _____________


									Specify Mfg/Model: _____________


			5. FLOOR MOUNTED TRACKS


			5.01			_______			Floor mounted tracks shall be surface rail track or equivalent, surface mount per track manufacture's specification.


									Specify Mfg/Model: _____________


									Specify Mfg/Model: _____________


									Specify Mfg/Model: _____________


			5.02			_______			The rear lift gate shall have a minimum of 56" height opening.


			6. VEHICLE LIGHTING


			6.01			_______			A minimum of two (2) overhead lights to illuminate automatically when door is opened and switched at driver's console. Passenger and ADA ramp doorways will be illuminated according to CFR 49 Part 38.31 (ADA) and will be illuminated whenever respective door is open.


			6.02			_______			Driver courtesy light will be located at the driver's console and will illuminate when driver or passenger door opened.


			6.03			_______			All lighting fixtures shall be flush mounted, to the maximum extent practicable to prevent accidental dislodgement of light cover or present a hazard to passengers.


			6.04			_______			ADA compliant entrance door lighting will be mounted to fully illuminate the exterior doorway of the wheelchair ramp area.  Lights shall be wired to automatically turn on when the door is opened to deploy the wheelchair ramp.


			6.05			_______			All exterior lights and reflectors to meet Federal Motor Carrier Safety Regulation 393.11.


			6.06			_______			At lease one (1) 10 foot-candle light is installed in the engine compartment conveniently located.


			7. VEHICLE SEATS AND SEATINGS ARRAGEMENT


			7.01			_______			One (1) wheelchair station with one (1)  two-passenger fold away seat


									Specify Mfg/Model: _____________


									Specify Mfg/Model: _____________


									Specify Mfg/Model: _____________


			8. SAFETY KIT


			8.01			_______			First Aid Kit - A 16 unit First Aid Kit meeting ANSI Z308.1-2003 Type I, II, III will be mounted in an easily accessible location per purchaser request.


			8.02			_______			Fire extinguisher - minimum 2-1/2 pound rechargeable, mounted per purchaser request.


			8.03			_______			Emergency Warning Triangle Kit - A kit of three emergency warning triangles with protective container mounted per purchaser request. Both faces of the emergency warning triangle must consist of red reflective and orange fluorescent material.


			9. DESIGNED TO TRANSPORT


			9.01			_______			Designed to Transport - The final stage manufacturer will determine the original seating capacity of each vehicle. The manufacturer's certification label will indicate the original seating capacity of the vehicle and will be affixed to the vehicle driver's "B" pillar for protection from wear. The Vehicle Certification label will state "MPV" (Multi Passenger Vehicle). The number of passengers the vehicle is designed for including driver will be on the Tread Act label (Tire and Loading Information label).


			10. SERVICE, DELIVERY AND WARRANTIES


			10.01			_______			Maintenance and Inspection Schedule - a single comprehensive maintenance and inspection schedule for each type of vehicle for which a proposal is submitted, that incorporates the required maintenance and inspection of  body, chassis, tires, wheelchair lift and other equipment and sub-systems, as prescribed by the respective manufacturers. The maintenance and inspections schedule will be supplied with each vehicle.


			10.02			_______			The contract vendor will provide the purchaser or a designated representative of the purchaser the opportunity to inspect the vehicle for compliance with these specifications and applicable motor vehicle regulations. The inspections must be completed prior to the delivery and acceptance of the vehicle.


			10.03			_______			Prior to releasing the vehicle to the purchaser, the contract vendor will provide hands on instructions, by a qualified and experienced employee, in the proper and safe operation of all mechanical, electrical and hydraulic components in the vehicle.


			10.04			_______			Delivery will be F.O.B destination to the vehicle buyer designated location.


			10.05			_______			Vehicle conversion manufacturer must meet chassis manufacturer's quality assurance program, if available.


			10.06			_______			During established warranty periods, the contract vendor and respective manufacturer will furnish all warranty parts at no cost to the transit system or purchasers. Replacement costs, parts and assemblies will be made without delay.


			10.07			_______			The contract vendor will provide a report of all warranties and excluded warranties associated with each vehicle.


			10.08			_______			Tires will be covered by tire manufacturer warranty.


			10.09			_______			Wheelchair ramp system will be covered by ramp manufacturer warranty.


			10.10			_______			Chassis structure materials and workmanship will be covered by OEM warranty.


			10.11			_______			Installation, labor and workmanship (including electrical) performed by the conversion manufacturer, final stage manufacturer or vendor (if vendor installs components or otherwise completes vehicle) will be covered by conversion manufacturer warranty.


			10.12			_______			All other components and accessory equipment will be covered by a warranty of at least one (1) year/12,000 miles, unless covered by an applicable manufacturer's warranty exceeding this. The contract vendor will assist as needed in coordinating repairs within the warranty period for each component and applicable warranty.


			11. Seating  Layout








Options List


			ADA MINIVAN


			Option List


			Not all options are available for every vehicle type offered


									Options			Specify			Price


			1			Engine


						1.1			CNG


						1.2			Propane


						1.3			Flex Fuel


			2			Seating Configuration


						2.1			Additional WC Station (side entry only)


									Deduct front passenger seat (side entry only)


						2.2			Additional WC tie-down (complete set)


						2.3			Additional WC Station (rear entry only)


						2.4			2-passenger bench seat in lieu of 3-passenger bench seat (side entry only)


						2.5			Deduct center row single flip seat


						2.6			Freedman 60/40 rear bench seat or equivalent in lieu of OEM bench seat (side entry only)


			3			Seating Material


						3.1			Cloth in lieu of vinyl, for flip seat only


						3.2			Vinyl seat covers


			4			Flooring Material


						4.1			Upgrade to 3/4" inch marine plywood (side entry only)


						4.2			Upgrade to 5/8" inch composite flooring (side entry only)


						4.3			RCA Rubber floor covering in lieu of std floor cover


									Deduct impregnated non-slip flooring


			5			Security Camera (You may list more than one camera manufacturer)									Mfg #1						Mfg #2						Mfg #3			Indicate manufacturer (mfg)


						5.1			Digital camera 250 Gb hard drive system w/2 cameras


						5.2			Additional camera each


						5.3			Additional hard drive 250 Gb each


			6			Back up Camera / devices


						6.1			Backup and rear view camera system each.


						6.2			"Hawkeye" sonar warning system or equivalent


									Deduct standard backup warning alarm


			8			Tires and Chains


						8.1			Mounted full-size spare tire @ location specified by purchaser


						8.2			Snow studded tires (set of four)


						8.3			SCC Zchain that fit OEM tires or equivalent.


			9			Cargo Net/Securement


						9.1			Sure-lok heavy duty storage container or equivalent


						9.2			Q'straint storage pouch for securement or equivalent


						9.3			Cargo net


			10			Signage


						10.1			Apply Logo. Purchasers will determine logo size and location. Price per location


						10.2			Lettering price per character Three  - Inch height


						10.3			Lettering price per character Four - Inch height


						10.4			Lettering price per character Five - Inch height


			11			Reflective Tape


									Conspicuity markings with reflective tape 2" wide - location determined by purchaser


						11.1			One stripe up to 10 feet long


						11.2			One stripe up to 25 feet long


			12			OEM Chassis options


						12.1			Power side doors (both sides)


						12.2			Power rear lift gate


						12.3			Privacy tinted glass


						12.4			Roof rack


						12.5			Additional set of keys


						12.6			Factory repair manual


			13			Safety Equipment


						13.1			5 lb fire extinguisher in lieu of 2 1/2 lb extinguisher


						13.2			24 unit first aid kit in lieu of 16 unit first aid kit


						13.3			Bodily fluid cleanup kit


						13.4			Fire suppression system (CNG only)
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STATE OF WASHINGTON






Office of State Procurement


Rm. 201 General Administration Building, P.O. Box 41017 ( Olympia, Washington 98504-1017 ( (360) 902-7400


http://www.ga.wa.gov

RFP Solicitation Amendment No. 1

		RFP Reference #:

		02511



		Title:

		ADA Vans, ADA Minivans and other ADA Accessible Alternative Vehicles



		Amendment Number:

		1



		Date issued:

		September 2, 2011





The above referenced solicitation is amended as follows:


		Purpose:

		1. This amendment is in response to numerous issues raised during the pre bid conference which was held on August 24 2011 at 10:00 a.m. 

2. Please apply the changes/revisions listed on the following pages to your copy of the RFP document and prepare responses accordingly using the revised specifications and price sheets included in this amendment.



		

		Bidders are required to complete and return this amendment with their response. 

All other terms, conditions, and specifications remain unchanged.



		

		





		Bid opening date and time has been changed as follows:

September 21, 2011   2:00 p.m. 



		Signed (Tim Shay)

Procurement Coordinator

		

		Date signed





Bidder to complete the following: 

Company: ___________________________________________


Authorized Representative: _____________________________


		Signature

		

		Date





Please make the following changes/revisions to your copy of the bid document.


1) Delete section 2.1 PURPOSE of the original RFP in its entirety and replace it with the following:


a. PURPOSE


The purpose of this Solicitation is to establish a state Contract for the as needed purchase of ADA Vans, ADA Minivans and other ADA Accessible Alternative vehicles, standard of quality defined herein.  

PURCHASERS 


General Use


The resulting Contract is for use by All Washington State Agencies, Political Subdivisions of Washington and Oregon State(s), Qualified Non-profit Corporations, Participating Institutions of Higher Education (College and Universities, Community and Technical Colleges), and Transit Agencies.  This contract will also be made available via piggy back usage to Public entities from other states that are authorized to perform public transit operations, providing that it meets the procurement guidelines of those respective states and is within the scope of this contract.

While use of the Contract by Political Subdivisions and Non-Profit Corporations; Procurement encourages them to use state Contracts.  Their use of the Contracts may significantly increase the purchase volume.  Their orders are subject to the same Contract terms, conditions and pricing as state agencies.  The Office of State Procurement accepts no responsibility for orders or payment by WSPC members.


A list of WSPC members is available at https://fortress.wa.gov/ga/apps/coop/Default.aspx 


A list of current authorized ORCPP members is available at:


http://www.oregon.gov/DAS/SSD/SPO/docs/orcpp-member-list.pdf

2)  To revise Section 4.3 Questions & Inquires of the RFP as follows:


The second sentence of the second paragraph should read: Questions should be submitted five (5) business days prior to bid opening.


3) To revise Section 5.3 BID PRICING of the RFP as follows:


The last sentence of this section should read as follows:  During Contract Period pricing shall remain firm and fixed for at least 180 calendar days after the effective date of Contract award.


4) To revise Section 6.1 AWARD of the RFP as follows:


Estimated purchases for Category 3: Specialty Vehicle should read Maximum 400


5) To delete Section 1.10 IN-STATE PREFERENCE/RECIPROCITY of APPENDIX A in its entirety.


6) To revise Section J DELIVERY REQUIREMENTS of Appendix A as follows:


Delete Part 3 Shipping and risk of loss in its entirety and replace with the following: 

3.  Shipping and Risk of Loss


For locations within the State of Washington, the Vehicle will be prepared for delivery and unless otherwise requested driven to purchaser’s in state location by Dealer’s agent at no additional cost, FOB Purchaser’s destination.  For locations outside the state of Washington, delivery charges may be added to the invoice as agreed to by the contractor and the purchaser.


The method of shipment shall be consistent with the nature of the Products and hazards of transportation. Regardless of FOB point, Contractor agrees to bear all risks of loss, damage, or destruction of the Products ordered hereunder that occurs prior to Delivery Date or Acceptance, whichever is applicable, except loss or damage attributable to Purchaser’s fault or negligence; and such loss, damage, or destruction shall not release Contractor from any obligation hereunder. After Delivery Date or Acceptance, whichever is applicable, the risk of loss or damage shall be borne by Purchaser, except loss or damage attributable to Contractor’s fault or negligence.

7) To revise Section J DELIVERY REQUIREMENTS as follows:


Delete part 6 Inspection and Rejection and replace it with the following:


The Purchaser’s inspection of all materials, supplies and equipment upon delivery is for the purpose of forming a judgment as to whether such delivered items are what was ordered, were properly delivered and ready for Acceptance. Such inspection shall not be construed as final acceptance, or as acceptance of the materials, supplies or equipment, if the materials, supplies or equipment does not conform to contractual requirements.   Upon delivery, the Purchaser shall have 15 calendar days to complete all inspections and testing and either accept or reject the vehicle in writing. If the vehicle is acceptable, the Purchaser shall issue a letter of acceptance to the Contractor. If the vehicle is rejected, the Purchaser shall issue a letter of non-acceptance specifying the deficiencies and/or defective parts found and request that the Contractor take appropriate action to remedy the problems found. Without limiting any other rights, the Purchaser may require the Contractor to: (1) repair or replace, at Contractor’s expense, any or all of the damaged goods; (2) refund the price of any or all of the damaged goods; or (3) accept the return of any or all of the damaged goods. Failure to notify the Contractor in writing within the 15-day period may be construed as acceptance of the vehicle as delivered.

8) To revise Section 4 PRICE ADJUSTMENTS of Appendix B Special Terms and Conditions as follows:


The second sentence of the first paragraph should read:  


During Contract period pricing shall remain firm and fixed for at least the first 180 days of the contract term, and then on a pass through basis only that does not produce a higher profit margin for Contractor than that established by the original contract.


The last sentence of the last paragraph shall read:


Price adjustment granted by the Purchasing Activity shall remain unchanged for at least 90 calendar days thereafter, and no request for adjustments in price will be considered during that time period.


9) To delete APPENDIX C, SPECIFICATIONS in its entirety and replace it with the following embedded document:




[image: image2.emf]APPENDIX C for  A1.doc




10) To delete APPENDIX D PRICE WORKSHEET in its entirety and replace it with the following embedded document:




[image: image3.emf]Appendix D for  A1.doc




11) To delete APPENDIX G Federal Transit Administration in its entirety and replace it with the following embedded document:




[image: image4.emf]revised FTA &  Certs.pdf




12) To Clarify the Buy America Waiver for Minivans and Minivan Chassis, see the following embedded document:




[image: image5.emf]BuyAmericaWaiverMi nivansAndMinivanChassis.pdf




13) To update the contract phone number for the Procurement Coordinator Tim Shay as follows:  360.407.9410


ALL OTHER TERMS AND CONDITIONS REMAIN UNCHANGED


Page 
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APPENDIX D     PRICE WORKSHEET


Category 1 a: ADA Minivan Rear Wheel Chair Ramp


			Req.



Item


			Comm. Code


			Description


			Qty


			Unit


			Unit Price


			Total Price





			1. 


			


			ADA Minivan. Refer to Appendix C Specification Requirements



For Product Bid Indicate:



Mfg:___________________________



Brand/Model: ____________________





			13


			EA


			$


			$





			Total


			$








			Option List


			


			


			


			





			Not all options are available for every vehicle type offered


			


			


			


			





			


			


			


			


			


			


			


			


			





			


			


			Options


			Specify


			Price


			


			


			


			





			1


			Engine 


			


			


			


			


			


			





			


			1.1


			CNG


			


			 


			


			


			


			





			


			1.2


			Propane


			


			 


			


			


			


			





			


			1.3


			Flex Fuel


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			2


			Seating Configuration


			


			


			


			


			


			





			


			2.1


			Additional WC Station (side entry only)


			


			 


			


			


			


			





			


			


			Deduct front passenger seat (side entry only)


			


			


			


			


			


			





			


			2.2


			Additional WC tie-down (complete set)


			


			 


			


			


			


			





			


			2.3


			Additional WC Station (rear entry only)


			


			 


			


			


			


			





			


			2.4


			2-passenger bench seat in lieu of 3-passenger bench seat (side entry only)


			


			 


			


			


			


			





			


			2.5


			Deduct center row single flip seat


			


			 


			


			


			


			





			


			2.6


			Freedman 60/40 rear bench seat or equivalent in lieu of OEM bench seat (side entry only)


			


			


			


			


			


			





			


			


			


			


			


			


			


			


			





			3


			Seating Material


			


			


			


			


			


			





			


			3.1


			Cloth in lieu of vinyl, for flip seat only


			


			 


			


			


			


			





			


			3.2


			Vinyl seat covers


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			4


			Flooring Material


			


			


			


			


			


			





			


			4.1


			Upgrade to 3/4" inch marine plywood (side entry only)


			


			 


			


			


			


			





			


			4.2


			Upgrade to 5/8" inch composite flooring (side entry only)


			


			 


			


			


			


			





			


			4.3


			RCA Rubber floor covering in lieu of std floor cover


			


			 


			


			


			


			





			


			


			Deduct impregnated non-slip flooring


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			5


			Security Camera (You may list more than one camera manufacturer)


			Mfg #1


			


			Mfg #2


			


			Mfg #3





			


			5.1


			Digital camera 250 Gb hard drive system w/2 cameras


			


			


			


			


			





			


			5.2


			Additional camera each


			


			 


			


			 


			


			 





			


			5.3


			Additional hard drive 250 Gb each 


			


			 


			


			 


			


			 





			


			


			


			


			


			


			


			


			





			6


			Back up Camera / devices


			


			


			


			


			


			





			


			6.1


			Backup and rear view camera system each.


			


			 


			


			


			


			





			


			6.2


			"Hawkeye" sonar warning system or equivalent


			


			 


			


			


			


			





			


			


			Deduct standard backup warning alarm


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			8


			Tires and Chains


			


			


			


			


			


			





			


			8.1


			Mounted full-size spare tire @ location specified by purchaser


			


			


			


			


			


			





			


			8.2


			Snow studded tires (set of four)


			


			 


			


			


			


			





			


			8.3


			SCC Zchain that fit OEM tires or equivalent.


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			9


			Cargo Net/Securement


			


			


			


			


			


			





			


			9.1


			Sure-lok heavy duty storage container or equivalent


			


			 


			


			


			


			





			


			9.2


			Q'straint storage pouch for securement or equivalent


			


			 


			


			


			


			





			


			9.3


			Cargo net 


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			10


			Signage


			


			


			


			


			


			





			


			10.1


			Apply Logo. Purchasers will determine logo size and location. Price per location


			


			 


			


			


			


			





			


			10.2


			Lettering price per character Three  - Inch height


			


			 


			


			


			


			





			


			10.3


			Lettering price per character Four - Inch height


			


			 


			


			


			


			





			


			10.4


			Lettering price per character Five - Inch height


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			11


			Reflective Tape


			


			


			


			


			


			





			


			


			Conspicuity markings with reflective tape 2" wide - location determined by purchaser


			


			


			


			


			


			





			


			11.1


			One stripe up to 10 feet long


			


			 


			


			


			


			





			


			11.2


			One stripe up to 25 feet long


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			12


			OEM Chassis options


			


			


			


			


			


			





			


			12.1


			Power side doors (both sides)


			


			 


			


			


			


			





			


			12.2


			Power rear lift gate


			


			 


			


			


			


			





			


			12.3


			Privacy tinted glass


			


			 


			


			


			


			





			


			12.4


			Roof rack


			


			 


			


			


			


			





			


			12.5


			Additional set of keys


			


			 


			


			


			


			





			


			12.6


			Factory repair manual


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			13


			Safety Equipment


			


			


			


			


			


			





			


			13.1


			5 lb fire extinguisher in lieu of 2 1/2 lb extinguisher


			


			 


			


			


			


			





			


			13.2


			24 unit first aid kit in lieu of 16 unit first aid kit


			


			 


			


			


			


			





			


			13.3


			Bodily fluid cleanup kit


			


			 


			


			


			


			





			


			13.4


			Fire suppression system (CNG only)


			


			 


			


			


			


			








Category 1 b: ADA Minivan Side Wheel Chair Ramp



			Req.



Item


			Comm. Code


			Description


			Qty


			Unit


			Unit Price


			Total Price





			2. 


			


			ADA Minivan. Refer to Appendix C Specification Requirements



For Product Bid Indicate:



Mfg:___________________________



Brand/Model: ____________________






			13


			EA


			$


			$





			Total


			$








			Option List


			


			


			


			





			Not all options are available for every vehicle type offered


			


			


			


			





			


			


			


			


			


			


			


			


			





			


			


			Options


			Specify


			Price


			


			


			


			





			1


			Engine 


			


			


			


			


			


			





			


			1.1


			CNG


			


			 


			


			


			


			





			


			1.2


			Propane


			


			 


			


			


			


			





			


			1.3


			Flex Fuel


			


			 


			


			


			


			





			


			  1.4


			Deduct for previous year Chassis


			


			________


			


			


			


			





			2


			Seating Configuration


			


			


			


			


			


			





			


			2.1


			Additional WC Station (side entry only)


			


			 


			


			


			


			





			


			


			Deduct front passenger seat (side entry only)


			


			


			


			


			


			





			


			2.2


			Additional WC tie-down (complete set)


			


			 


			


			


			


			





			


			2.3


			Additional WC Station (rear entry only)


			


			 


			


			


			


			





			


			2.4


			2-passenger bench seat in lieu of 3-passenger bench seat (side entry only)


			


			 


			


			


			


			





			


			2.5


			Deduct center row single flip seat


			


			 


			


			


			


			





			


			2.6


			Freedman 60/40 rear bench seat or equivalent in lieu of OEM bench seat (side entry only)


			


			


			


			


			


			





			


			


			


			


			


			


			


			


			





			3


			Seating Material


			


			


			


			


			


			





			


			3.1


			Cloth in lieu of vinyl, for flip seat only


			


			 


			


			


			


			





			


			3.2


			Vinyl seat covers


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			4


			Flooring Material


			


			


			


			


			


			





			


			4.1


			Upgrade to 3/4" inch marine plywood (side entry only)


			


			 


			


			


			


			





			


			4.2


			Upgrade to 5/8" inch composite flooring (side entry only)


			


			 


			


			


			


			





			


			4.3


			RCA Rubber floor covering in lieu of std floor cover


			


			 


			


			


			


			





			


			


			Deduct impregnated non-slip flooring


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			5


			Security Camera (You may list more than one camera manufacturer)


			Mfg #1


			


			Mfg #2


			


			Mfg #3





			


			5.1


			Digital camera 250 Gb hard drive system w/2 cameras


			


			


			


			


			





			


			5.2


			Additional camera each


			


			 


			


			 


			


			 





			


			5.3


			Additional hard drive 250 Gb each 


			


			 


			


			 


			


			 





			


			


			


			


			


			


			


			


			





			6


			Back up Camera / devices


			


			


			


			


			


			





			


			6.1


			Backup and rear view camera system each.


			


			 


			


			


			


			





			


			6.2


			"Hawkeye" sonar warning system or equivalent


			


			 


			


			


			


			





			


			


			Deduct standard backup warning alarm


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			8


			Tires and Chains


			


			


			


			


			


			





			


			8.1


			Mounted full-size spare tire @ location specified by purchaser


			


			


			


			


			


			





			


			8.2


			Snow studded tires (set of four)


			


			 


			


			


			


			





			


			8.3


			SCC Zchain that fit OEM tires or equivalent.


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			9


			Cargo Net/Securement


			


			


			


			


			


			





			


			9.1


			Sure-lok heavy duty storage container or equivalent


			


			 


			


			


			


			





			


			9.2


			Q'straint storage pouch for securement or equivalent


			


			 


			


			


			


			





			


			9.3


			Cargo net 


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			10


			Signage


			


			


			


			


			


			





			


			10.1


			Apply Logo. Purchasers will determine logo size and location. Price per location


			


			 


			


			


			


			





			


			10.2


			Lettering price per character Three  - Inch height


			


			 


			


			


			


			





			


			10.3


			Lettering price per character Four - Inch height


			


			 


			


			


			


			





			


			10.4


			Lettering price per character Five - Inch height


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			11


			Reflective Tape


			


			


			


			


			


			





			


			


			Conspicuity markings with reflective tape 2" wide - location determined by purchaser


			


			


			


			


			


			





			


			11.1


			One stripe up to 10 feet long


			


			 


			


			


			


			





			


			11.2


			One stripe up to 25 feet long


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			12


			OEM Chassis options


			


			


			


			


			


			





			


			12.1


			Power side doors (both sides)


			


			 


			


			


			


			





			


			12.2


			Power rear lift gate


			


			 


			


			


			


			





			


			12.3


			Privacy tinted glass


			


			 


			


			


			


			





			


			12.4


			Roof rack


			


			 


			


			


			


			





			


			12.5


			Additional set of keys


			


			 


			


			


			


			





			


			12.6


			Factory repair manual


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			13


			Safety Equipment


			


			


			


			


			


			





			


			13.1


			5 lb fire extinguisher in lieu of 2 1/2 lb extinguisher


			


			 


			


			


			


			





			


			13.2


			24 unit first aid kit in lieu of 16 unit first aid kit


			


			 


			


			


			


			





			


			13.3


			Bodily fluid cleanup kit


			


			 


			


			


			


			





			


			13.4


			Fire suppression system (CNG only)


			


			 


			


			


			


			








Category 2 a: ADA Van Rear Entry Lift


			Req.



Item


			Comm. Code


			Description


			Qty


			Unit


			Unit Price


			Total Price





			3. 


			


			ADA Minivan. Refer to Appendix C Specification Requirements



For Product Bid Indicate:



Mfg:___________________________



Brand/Model:_____________________





			5


			EA


			$


			$





			Total


			$








			OPTIONS LIST


			


			


			


			





			


			


			


			


			


			


			


			


			





			


			


			


			Specify


			Price


			


			


			


			





			1


			Chassis/Engine/Fuel Type


			


			


			


			


			


			





			


			1.1


			E250 or equivalent chassis  (deduct)*


			


			 


			


			


			


			





			


			1.2


			Standard chassis in lieu of extended (deduct)*


			


			 


			


			


			


			





			


			1.3


			6.7 liter gas engine or equivalent


			


			 


			


			


			


			





			


			1.4


			Compressed Natural Gas (CNG)


			


			 


			


			


			


			





			


			1.5


			Propane


			


			 


			


			


			


			





			


			1.6


			Flex Fuel


			


			 


			


			


			


			





			


			


			* available only for limited floor plans 


			


			


			


			


			


			





			


			1.7


			Deduct for previous year Chassis


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			2


			Vehicle Feature Options


			


			


			


			


			


			





			


			2.1


			Eco-Star, stop/start technology or equivalent


			


			 


			


			


			


			





			


			2.2


			OEM AM/FM CD player, digital clock with 4 speakers


			


			 


			


			


			


			





			


			2.3


			Oversized outside mirrors (specify)


			


			 


			


			


			


			





			


			2.4


			Aftermarket inside rear view mirror


			


			 


			


			


			


			





			


			2.5


			AVL/MDL transmitter system 


			


			 


			


			


			


			





			


			2.6


			Bike rack


			


			 


			


			


			


			





			


			2.7


			Front bug deflector


			


			 


			


			


			


			





			


			2.8


			Heavy-duty rubber floor mats for driver/front passenger in lieu of OEM carpeted front floor mats (each)


			


			 


			


			


			


			





			


			2.9


			Additional keys


			


			 


			


			


			


			





			


			2.10


			Service repair manual


			


			 


			


			


			


			





			


			2.11


			Front mudflaps


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			3


			Raised Roof Options


			


			


			


			


			


			





			


			


			Specify each optional raised roof height available per model 


			


			 


			


			


			


			





			


			3.1


			Specify roof height 


			


			 


			


			


			


			





			


			3.2


			Specify roof height 


			


			 


			


			


			


			





			


			3.3


			Specify roof height 


			


			 


			


			


			


			





			


			3.4


			Specify roof height 


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			4


			Door Options


			


			


			


			


			


			





			


			


			Transit style door conforming to selected raised roof.**


			


			


			


			


			


			





			


			4.1


			Specify door height


			


			 


			


			


			


			





			


			4.2


			Specify door height


			


			 


			


			


			


			





			


			4.3


			Specify door height


			


			 


			


			


			


			





			


			


			** Transit style door not available for all raised roof types


			


			


			


			


			


			





			


			


			


			


			


			


			


			


			





			5


			Seating


			


			


			


			


			


			





			


			5.1


			Cloth in lieu of vinyl, meeting specified flammability standards (per seat)


			


			 


			


			


			


			





			


			5.2


			Additional single-flip seat


			


			 


			


			


			


			





			


			5.3


			Additional double-flip seat


			


			 


			


			


			


			





			


			5.4


			Upgraded seating material (i.e. Level 2, 3, 4 etc.)


			


			 


			


			


			


			





			


			


			Specify seating material level


			


			 


			


			


			


			





			


			


			Specify seating material level


			


			 


			


			


			


			





			


			


			Specify seating material level


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			6


			Flooring Material


			


			


			


			


			


			





			


			6.1


			Upgrade to 3/4" inch marine plywood


			


			 


			


			


			


			





			


			6.2


			Upgrade to 5/8" inch composite flooring


			


			 


			


			


			


			





			


			6.3


			Upgrade to XL Bus Panel flooring


			


			 


			


			


			


			





			


			6.4


			RCA rubber flooring material in lieu of standard floor


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			7


			Exterior Lighting


			


			


			


			


			


			





			


			7.1


			6 " in diameter LED combination brake, turn tail and hazard lights. Purchaser will determine mounting location.


			


			 


			


			


			


			





			


			7.2


			Roof mounted strobe light Lift indicator 


			


			 


			


			


			


			





			


			7.3


			7" amber flashing lights, front & rear


			


			 


			


			


			


			





			


			7.4


			LED light strip above passenger entry door


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			8


			Security Camera (You may list more than one manufacturer)


			


			Mfg #1


			


			Mfg #2


			


			Mfg #3





			


			8.1


			Digital camera 250 Gb hard drive system w/2 cameras


			


			


			


			


			


			





			


			8.2


			Additional camera each


			


			 


			


			 


			


			 





			


			8.3


			Additional hard drive 250 Gb each 


			


			 


			


			 


			


			 





			


			


			


			


			


			


			


			


			





			9


			Back up Camera and Back up Alarm


			


			


			


			


			


			





			


			9.1


			Backup rear view camera system


			


			 


			


			


			


			





			


			9.2


			"Hawkeye" sonar warning system or equivalent


			


			 


			


			


			


			





			


			


			Deduct standard backup warning alarm


			


			 


			


			


			


			





			10


			Privacy Window Tint


			


			


			


			


			


			





			


			10.1


			Privacy tint windows


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			11


			Tires and Chains


			


			


			


			


			


			





			


			11.1


			Mounted full-size spare tire


			


			 


			


			


			


			





			


			11.2


			Four snow studded tires


			


			 


			


			


			


			





			


			11.3


			Insta-chain automatic snow chain or equivalent


			


			 


			


			


			


			





			


			11.4


			SCC Chain that fit OEM tires or equivalent.


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			12


			Lift, Securement and Storage Container


			


			


			


			


			


			





			


			12.1


			Sure-lok heavy duty storage container or equivalent


			


			 


			


			


			


			





			


			12.2


			Q'straint storage pouch for securement or equivalent


			


			 


			


			


			


			





			


			12.3


			Extra large platform (rear lift option only)


			


			 


			


			


			


			





			


			12.4


			Additional WC tie down system


			


			 


			


			


			


			





			


			12.5


			Upgrade to 1000 lb lift


			


			 


			


			


			


			





			


			


			Specify make/model


			


			 


			


			


			


			





			


			


			Specify make/model


			


			 


			


			


			


			





			


			


			Specify make/model


			


			 


			


			


			


			





			


			12.6


			Reinforced mounting plate for WC lift


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			13


			Signage


			


			


			


			


			


			





			


			13.1


			Apply Logo. Purchasers will determine logo size and location. Price per location


			


			 


			


			


			


			





			


			13.2


			Lettering price per character Three  - Inch height


			


			 


			


			


			


			





			


			13.3


			Lettering price per character Four - Inch height


			


			 


			


			


			


			





			


			13.4


			Lettering price per character Five - Inch height


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			14


			Electrical


			


			


			


			


			


			





			


			14.1


			Heavy Duty Alternator


			


			 


			


			


			


			





			


			14.2


			Dual Batteries


			


			 


			


			


			


			





			


			14.3


			Engine Block Heater


			


			 


			


			


			


			





			


			14.4


			Additional 12V Auxiliary outlets


			


			 


			


			


			


			





			


			14.5


			Full gauge package including oil pressure, engine temperature, and voltmeter


			


			 


			


			


			


			





			


			14.6


			Additional wiring harness to accommodate end-user's supplemental equipment (i.e. radio, AVL/MDL, etc)


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			15


			Reflective Tape


			


			


			


			


			


			





			


			


			Conspicuity markings with reflective tape 2" wide - location determined by purchaser


			


			


			


			


			


			





			


			15.1


			One stripe up to 10 feet long


			


			 


			


			


			


			





			


			15.2


			One stripe up to 25 feet long


			


			 


			


			


			


			





			


			15.3


			Rear Perimeter


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			16


			Roof Vent/Emergency Exit


			


			


			


			


			


			





			


			16.1


			24" X 24" dual-purpose manually operated ventilator/emergency exit, installed on the roof, approximately the enter of the vehicle.


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			17


			Four Wheel Drive Conversion (4WD)


			


			


			


			


			


			





			


			17.1


			QVM approved 4WD  (Specify manufacturer)


			


			 


			


			


			


			





			


			17.2


			QVM approved 4WD  (Specify manufacturer)


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			18


			Suspension


			


			


			


			


			


			





			


			18.1


			Additional rear leaf spring(s) - (rear or side lift models)


			


			 


			


			


			


			





			


			18.2


			Suspension block on passenger side (side lift only)


			


			 


			


			


			


			





			


			18.3


			Adjustable air shocks 


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			19


			Stanchions


			


			


			


			


			


			





			


			19.1


			Power Coated in lieu of stainless


			


			 


			


			


			


			





			


			19.2


			Padded 


			


			 


			


			


			


			





			


			19.3


			Additional passenger assist handrails


			


			


			


			


			


			





			


			


			


			


			


			


			


			


			





			20


			Safety Equipment


			


			


			


			


			


			





			


			20.1


			5 lb fire extinguisher in lieu of 2 1/2 lb extinguisher


			


			 


			


			


			


			





			


			20.2


			24 unit first aid kit in lieu of 16 unit first aid kit


			


			 


			


			


			


			





			


			20.3


			Bodily fluid cleanup kit


			


			 


			


			


			


			





			


			20.4


			Fire suppression system (CNG model only)


			


			 


			


			


			


			





			


			


			Specify manufacturer


			


			 


			


			


			


			








Category 2 b: ADA Van Side Entry Lift



			Req.



Item


			Comm. Code


			Description


			Qty


			Unit


			Unit Price


			Total Price





			4. 


			


			ADA Minivan. Refer to Appendix C Specification Requirements



For Product Bid Indicate:



Mfg:___________________________



Brand/Model:_____________________






			5


			EA


			$


			$





			Total


			$








			OPTIONS LIST


			


			


			


			





			


			


			


			


			


			


			


			


			





			


			


			


			Specify


			Price


			


			


			


			





			1


			Chassis/Engine/Fuel Type


			


			


			


			


			


			





			


			1.1


			E250 or equivalent chassis  (deduct)*


			


			 


			


			


			


			





			


			1.2


			Standard chassis in lieu of extended (deduct)*


			


			 


			


			


			


			





			


			1.3


			6.7 liter gas engine or equivalent


			


			 


			


			


			


			





			


			1.4


			Compressed Natural Gas (CNG)


			


			 


			


			


			


			





			


			1.5


			Propane


			


			 


			


			


			


			





			


			1.6


			Flex Fuel


			


			 


			


			


			


			





			


			


			* available only for limited floor plans 


			


			


			


			


			


			





			


			1.7


			Deduct for previous year Chassis


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			2


			Vehicle Feature Options


			


			


			


			


			


			





			


			2.1


			Eco-Star, stop/start technology or equivalent


			


			 


			


			


			


			





			


			2.2


			OEM AM/FM CD player, digital clock with 4 speakers


			


			 


			


			


			


			





			


			2.3


			Oversized outside mirrors (specify)


			


			 


			


			


			


			





			


			2.4


			Aftermarket inside rear view mirror


			


			 


			


			


			


			





			


			2.5


			AVL/MDL transmitter system 


			


			 


			


			


			


			





			


			2.6


			Bike rack


			


			 


			


			


			


			





			


			2.7


			Front bug deflector


			


			 


			


			


			


			





			


			2.8


			Heavy-duty rubber floor mats for driver/front passenger in lieu of OEM carpeted front floor mats (each)


			


			 


			


			


			


			





			


			2.9


			Additional keys


			


			 


			


			


			


			





			


			2.10


			Service repair manual


			


			 


			


			


			


			





			


			2.11


			Front mudflaps


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			3


			Raised Roof Options


			


			


			


			


			


			





			


			


			Specify each optional raised roof height available per model 


			


			 


			


			


			


			





			


			3.1


			Specify roof height 


			


			 


			


			


			


			





			


			3.2


			Specify roof height 


			


			 


			


			


			


			





			


			3.3


			Specify roof height 


			


			 


			


			


			


			





			


			3.4


			Specify roof height 


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			4


			Door Options


			


			


			


			


			


			





			


			


			Transit style door conforming to selected raised roof.**


			


			


			


			


			


			





			


			4.1


			Specify door height


			


			 


			


			


			


			





			


			4.2


			Specify door height


			


			 


			


			


			


			





			


			4.3


			Specify door height


			


			 


			


			


			


			





			


			


			** Transit style door not available for all raised roof types





			


			


			


			


			


			





			


			


			


			


			


			


			


			


			





			5


			Seating


			


			


			


			


			


			





			


			5.1


			Cloth in lieu of vinyl, meeting specified flammability standards (per seat)


			


			 


			


			


			


			





			


			5.2


			Additional single-flip seat


			


			 


			


			


			


			





			


			5.3


			Additional double-flip seat


			


			 


			


			


			


			





			


			5.4


			Upgraded seating material (i.e. Level 2, 3, 4 etc.)


			


			 


			


			


			


			





			


			


			Specify seating material level


			


			 


			


			


			


			





			


			


			Specify seating material level


			


			 


			


			


			


			





			


			


			Specify seating material level


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			6


			Flooring Material


			


			


			


			


			


			





			


			6.1


			Upgrade to 3/4" inch marine plywood


			


			 


			


			


			


			





			


			6.2


			Upgrade to 5/8" inch composite flooring


			


			 


			


			


			


			





			


			6.3


			Upgrade to XL Bus Panel flooring


			


			 


			


			


			


			





			


			6.4


			RCA rubber flooring material in lieu of standard floor


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			7


			Exterior Lighting


			


			


			


			


			


			





			


			7.1


			6 " in diameter LED combination brake, turn tail and hazard lights. Purchaser will determine mounting location.


			


			 


			


			


			


			





			


			7.2


			Roof mounted strobe light Lift indicator 


			


			 


			


			


			


			





			


			7.3


			7" amber flashing lights, front & rear


			


			 


			


			


			


			





			


			7.4


			LED light strip above passenger entry door


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			8


			Security Camera (You may list more than one manufacturer)


			


			Mfg #1


			


			Mfg #2


			


			Mfg #3





			


			8.1


			Digital camera 250 Gb hard drive system w/2 cameras


			


			


			


			


			


			





			


			8.2


			Additional camera each


			


			 


			


			 


			


			 





			


			8.3


			Additional hard drive 250 Gb each 


			


			 


			


			 


			


			 





			


			


			


			


			


			


			


			


			





			9


			Back up Camera and Back up Alarm


			


			


			


			


			


			





			


			9.1


			Backup rear view camera system


			


			 


			


			


			


			





			


			9.2


			"Hawkeye" sonar warning system or equivalent


			


			 


			


			


			


			





			


			


			Deduct standard backup warning alarm


			


			 


			


			


			


			





			10


			Privacy Window Tint


			


			


			


			


			


			





			


			10.1


			Privacy tint windows


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			11


			Tires and Chains


			


			


			


			


			


			





			


			11.1


			Mounted full-size spare tire


			


			 


			


			


			


			





			


			11.2


			Four snow studded tires


			


			 


			


			


			


			





			


			11.3


			Insta-chain automatic snow chain or equivalent


			


			 


			


			


			


			





			


			11.4


			SCC Chain that fit OEM tires or equivalent.


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			12


			Lift, Securement and Storage Container


			


			


			


			


			


			





			


			12.1


			Sure-lok heavy duty storage container or equivalent


			


			 


			


			


			


			





			


			12.2


			Q'straint storage pouch for securement or equivalent


			


			 


			


			


			


			





			


			12.3


			Extra large platform (rear lift option only)


			


			 


			


			


			


			





			


			12.4


			Additional WC tie down system


			


			 


			


			


			


			





			


			12.5


			Upgrade to 1000 lb lift


			


			 


			


			


			


			





			


			


			Specify make/model


			


			 


			


			


			


			





			


			


			Specify make/model


			


			 


			


			


			


			





			


			


			Specify make/model


			


			 


			


			


			


			





			


			12.6


			Reinforced mounting plate for WC lift


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			13


			Signage


			


			


			


			


			


			





			


			13.1


			Apply Logo. Purchasers will determine logo size and location. Price per location


			


			 


			


			


			


			





			


			13.2


			Lettering price per character Three  - Inch height


			


			 


			


			


			


			





			


			13.3


			Lettering price per character Four - Inch height


			


			 


			


			


			


			





			


			13.4


			Lettering price per character Five - Inch height


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			14


			Electrical


			


			


			


			


			


			





			


			14.1


			Heavy Duty Alternator


			


			 


			


			


			


			





			


			14.2


			Dual Batteries


			


			 


			


			


			


			





			


			14.3


			Engine Block Heater


			


			 


			


			


			


			





			


			14.4


			Additional 12V Auxiliary outlets


			


			 


			


			


			


			





			


			14.5


			Full gauge package including oil pressure, engine temperature, and voltmeter


			


			 


			


			


			


			





			


			14.6


			Additional wiring harness to accommodate end-user's supplemental equipment (i.e. radio, AVL/MDL, etc)


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			15


			Reflective Tape


			


			


			


			


			


			





			


			


			Conspicuity markings with reflective tape 2" wide - location determined by purchaser


			


			


			


			


			


			





			


			15.1


			One stripe up to 10 feet long


			


			 


			


			


			


			





			


			15.2


			One stripe up to 25 feet long


			


			 


			


			


			


			





			


			15.3


			Rear Perimeter


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			16


			Roof Vent/Emergency Exit


			


			


			


			


			


			





			


			16.1


			24" X 24" dual-purpose manually operated ventilator/emergency exit, installed on the roof, approximately the enter of the vehicle.


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			17


			Four Wheel Drive Conversion (4WD)


			


			


			


			


			


			





			


			17.1


			QVM approved 4WD  (Specify manufacturer)


			


			 


			


			


			


			





			


			17.2


			QVM approved 4WD  (Specify manufacturer)


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			18


			Suspension


			


			


			


			


			


			





			


			18.1


			Additional rear leaf spring(s) - (rear or side lift models)


			


			 


			


			


			


			





			


			18.2


			Suspension block on passenger side (side lift only)


			


			 


			


			


			


			





			


			18.3


			Adjustable air shocks 


			


			 


			


			


			


			





			


			


			


			


			


			


			


			


			





			19


			Stanchions


			


			


			


			


			


			





			


			19.1


			Power Coated in lieu of stainless


			


			 


			


			


			


			





			


			19.2


			Padded 


			


			 


			


			


			


			





			


			19.3


			Additional passenger assist handrails


			


			


			


			


			


			





			


			


			


			


			


			


			


			


			





			20


			Safety Equipment


			


			


			


			


			


			





			


			20.1


			5 lb fire extinguisher in lieu of 2 1/2 lb extinguisher


			


			 


			


			


			


			





			


			20.2


			24 unit first aid kit in lieu of 16 unit first aid kit


			


			 


			


			


			


			





			


			20.3


			Bodily fluid cleanup kit


			


			 


			


			


			


			





			


			20.4


			Fire suppression system (CNG model only)


			


			 


			


			


			


			





			


			


			Specify manufacturer


			


			 


			


			


			


			








Category 3: Specialty Vehicle


			Req.



Item


			Comm. Code


			Description


			Qty


			Unit


			Unit Price


			Total Price





			5. 


			


			ADA Minivan. Refer to Appendix C Specification Requirements



For Product Bid Indicate:



Mfg:___________________________



Brand/Model:_____________________





			2


			EA


			$


			$





			Total


			$








			Option List





			


			


			Note:  Not all options are available for every vehicle type offered


			


			





			


			


			


			Specify


			Price





			1


			Vehicle Feature Options


			


			





			


			1.1


			CNG engine


			


			 





			


			1.2


			Propane engine


			


			 





			


			1.3


			AM/FM CD player, digital clock with four speakers


			


			 





			


			1.4


			Back-up video camera


			


			 





			


			1.5


			Hawk-eye sonar alarm or equivalent


			


			 





			


			


			Deduct standard backup warning alarm


			


			 





			


			1.6


			Back-up alarm


			


			 





			


			1.7


			Security camera system (2 cameras, DVR w/250Gb)


			


			 





			


			1.8


			Additional removable hard drive (250Gb)


			


			 





			


			1.9


			Additional camera (each)


			


			 





			


			1.10


			AVL/MDL transmitter system 


			


			 





			


			1.11


			Door stays


			


			 





			


			1.12


			Privacy tint windows


			


			 





			


			1.13


			Heavy-duty rubber floor mats for driver/front passenger in lieu of OEM carpeted front floor mats (each)


			


			 





			


			1.14


			Guard to protect fuel system from tire chain malfunctions


			


			 





			


			1.15


			Vinyl seat covers


			


			 





			


			1.16


			Front bug deflector


			


			 





			


			1.17


			Additional WC station


			


			 





			


			1.18


			Additional WC securement system


			


			 





			


			1.19


			Additional single flip seat


			


			 





			


			1.20


			Storage pouch for WC securement devices


			


			 





			


			1.21


			Bike rack


			


			 





			


			1.22


			Additional keys


			


			 





			


			1.23


			Service repair manual


			


			





			


			


			


			


			





			2


			Safety Equipment Options


			


			





			


			


			First Aid Kit - meeting ANSI Z308.1-2003 Type I, II, III will be mounted in an easily accessible location per purchaser request. 


			


			





			


			2.1


			12-pc


			


			 





			


			2.2


			16-pc


			


			 





			


			2.3


			24-pc


			


			 





			


			2.4


			Bodily fluid kit


			


			 





			


			


			Fire Extinguisher - mounted per purchaser's request


			


			 





			


			2.5


			2.5 lb


			


			 





			


			2.6


			5 lb


			


			 





			


			2.7


			Emergency Warning Triangle Kit - A kit of three emergency warning triangles with protective container mounted per purchaser request. 


			


			 





			


			2.8


			Seat belt cutter


			


			 





			


			2.9


			Fire suppression system (CNG engine only)


			


			 





			


			


			


			


			





			3


			Tires and Chains


			


			





			


			3.1


			Mounted full-size spare tire at location specified by purchaser


			


			 





			


			3.2


			Snow studded tires (set of four)


			


			 





			


			3.3


			SCC Zchain that fit OEM tires or equivalent


			


			 





			


			


			


			


			





			4


			Signage


			


			





			


			4.1


			Apply Logo. Purchasers will determine logo size and location. Price per location


			


			 





			


			4.2


			Lettering price per character Three  - Inch height


			


			 





			


			4.3


			Lettering price per character Four - Inch height


			


			 





			


			4.4


			Lettering price per character Five - Inch height


			


			 





			


			


			


			


			





			5


			Reflective Tape


			


			





			


			


			Conspicuity markings with reflective tape 2" wide. Location determined by purchaser


			


			





			


			5.1


			One stripe up to 10 feet long


			


			 





			


			5.2


			One stripe up to 25 feet long


			


			 










_1376398553.pdf




http://edocket.access.gpo.gov/2010/pdf/2010-14992.pdf


mailto:jayme.blakesley@dot.gov
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Federal Clauses
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Buy America Requirements  (Rolling Stock)
Construction Contracts and Acquisition of Goods or Rolling Stock (valued at more than $100,000)



Contractor shall comply with 49 USC 5323(j) and 49 CFR 661, stating that Federal funds may not be obligated



unless steel, iron and manufactured products used in FTA-funded projects are produced in the United States,



unless a waiver has been granted by FTA or the product is subject to a general waiver. General waivers are listed



in 49 CFR 661.7, and include software, microcomputer equipment and small purchases (currently less than



$100,000) made with capital, operating or planning funds. Separate requirements for rolling stock are stated at



5323(j)(2)(C) and 49 CFR 661.11. Rolling stock must be manufactured in the US and have a minimum 60%



domestic content.  A bidder or offeror shall submit appropriate Buy America certification to the recipient with all



bids on FTA-funded contracts, except those subject to a general waiver. Proposals not accompanied by a



completed Buy America certification shall be rejected as nonresponsive. This requirement does not apply to lower



tier subcontractors. 



 



Energy Conservation 
All Contracts except micro-purchases ($3,000 or less, except for construction contracts over $2,000)



Contractor shall comply with mandatory standards and policies relating to energy efficiency, stated in the state



energy conservation plan issued in compliance with the Energy Policy & Conservation Act. 



 



Clean Water
All Contracts and Subcontracts over $100,000



Contractor shall comply with all applicable standards, orders or regulations issued pursuant to the Federal Water



Pollution Control Act, as amended, 33 USC 1251 et seq. Contractor shall report each violation to the recipient and



understands and agrees that the recipient shall, in turn, report each violation as required to FTA and the



appropriate EPA Regional Office.  Contractor shall include these requirements in each subcontract exceeding



$100,000 financed in whole or in part with FTA assistance.



 



Bus Testing 
Contractor [manufacturer] shall comply with 49 USC A5323(c) and FTA's implementing regulation 49 CFR 665



and shall perform the following:



 



1) A manufacturer of a new bus model or a bus produced with a major change in components or configuration



shall provide a copy of the final test report to the recipient prior to the recipient's final acceptance of the first



vehicle.



 



2) A manufacturer who releases a report under para. 1 above shall provide notice to the operator of the testing



facility that the report is available to the public.



 



3) If the manufacturer represents that the vehicle was previously tested, the vehicle being sold should have the



identical configuration and major components as the vehicle in the test report, which must be provided to the



recipient prior to the recipient's final acceptance of the first vehicle. If configuration or components are not



identical, the manufacturer shall provide a description of the change and the manufacturer's basis for concluding



that it is not a major change requiring additional testing.



 



4) If the manufacturer represents that the vehicle is "grandfathered" (has been used in mass transit service in the



US before Oct. 1, 1988, and is currently being produced without a major change in configuration or components),



the manufacturer shall provide the name and address of the recipient of such a vehicle and the details of that



vehicle's configuration and major components.



 



Pre-Award & Post Delivery Audit Requirements 
Pre-Award & Post-Delivery Audit Requirements - Applicability – Rolling Stock/Turnkey 



Contractor shall comply with 49 USC 5323(l) and FTA's implementing regulation 49 CFR 663 and submit the
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following certifications:



 



1) Buy America Requirements:  Contractor shall complete and submit a declaration certifying either compliance or



noncompliance with Buy America. If contractor certifies compliance with Buy America, it shall submit



documentation listing:



 



A. Component and subcomponent parts of the rolling stock to be purchased identified by manufacturer of the



parts, their country of origin and costs; and



B. The location of the final assembly point for the rolling stock, including a description of the activities that will take



place at the final assembly point and the cost of final assembly. 



C. Solicitation Specification Requirements: Contractor shall submit evidence that it will be capable of meeting the



bid specifications.



D. Federal Motor Vehicle Safety Standards (FMVSS):  Contractor shall submit 1) manufacturer's FMVSS self-



certification sticker information that the vehicle complies with relevant FMVSS or 2) manufacturer's certified



statement that the buses will not be subject to FMVSS regulations.



 



Lobbying 
Construction/Architectural and Engineering/Acquisition of Rolling Stock/Professional Service Contract/Operational



Service Contract/Turnkey contracts over $100,000



Byrd Anti-Lobbying Amendment, 31 U.S.C. 1352, as amended by the Lobbying Disclosure Act of 1995, P.L. 104-



65 [to be codified at 2 U.S.C. § 1601, et seq.] - Contractors who apply or bid for an award of $100,000 or more



shall file the certification required by 49 CFR part 20, "New Restrictions on Lobbying." Each tier certifies to the tier



above that it will not and has not used Federal appropriated funds to pay any person or organization for



influencing or attempting to influence an officer or employee of any agency, a member of Congress, officer or



employee of Congress, or an employee of a member of Congress in connection with obtaining any Federal



contract, grant or any other award covered by 31 U.S.C. 1352. Each tier shall also disclose the name of any



registrant under the Lobbying Disclosure Act of 1995 who has made lobbying contacts on its behalf with non-



Federal funds with respect to that Federal contract, grant or award covered by 31 U.S.C. 1352. Such disclosures



are forwarded from tier to tier up to the recipient.



 



Access to Records and Reports 
Applicability – As shown below. These requirements do not apply to micro-purchases ($3,000 or less, except for



construction contracts over $2,000)



The following access to records requirements apply to this Contract:



 



1.  Where the purchaser is not a State but a local government and is an FTA recipient or a subgrantee of FTA



recipient in accordance with 49 CFR 18.36(i), contractor shall provide the purchaser, the FTA, the US Comptroller



General or their authorized representatives access to any books, documents, papers and contractor records



which are pertinent to this contract for the purposes of making audits, examinations, excerpts and transcriptions.



Contractor shall also, pursuant to 49 CFR 633.17, provide authorized FTA representatives, including any PMO



contractor, access to contractor's records and construction sites pertaining to a capital project, defined at 49 USC



5302(a)1, which is receiving FTA assistance through the programs described at 49 USC 5307, 5309 or 5311.



 



2.  Where the purchaser is a State and is an FTA recipient or a subgrantee of FTA recipient in accordance with 49



CFR 633.17, contractor shall provide the purchaser, authorized FTA representatives, including any PMO



Contractor, access to contractor's records and construction sites pertaining to a capital project, defined at 49 USC



5302(a)1, which receives FTA assistance through the programs described at 49 USC 5307, 5309 or 5311. By



definition, a capital project excludes contracts of less than the simplified acquisition threshold currently set at



$100,000.



 



3.  Where the purchaser enters into a negotiated contract for other than a small purchase or under the simplified
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acquisition threshold and is an institution of higher education, a hospital or other non-profit organization and is an



FTA recipient or a subgrantee of FTA recipient in accordance with 49 CFR 19.48, contractor shall provide the



purchaser, the FTA, the US Comptroller General or their authorized representatives, access to any books,



documents, papers and record of the contractor which are directly pertinent to this contract for the purposes of



making audits, examinations, excerpts and transcriptions.



 



4.  Where a purchaser which is an FTA recipient or a subgrantee of FTA recipient in accordance with 49 USC



5325(a) enters into a contract for a capital project or improvement (defined at 49 USC 5302(a)1) through other



than competitive bidding, contractor shall make available records related to the contract to the purchaser, the



Secretary of USDOT and the US Comptroller General or any authorized officer or employee of any of them for the



purposes of conducting an audit and inspection.



 



5.   Contractor shall permit any of the foregoing parties to reproduce by any means whatsoever or to copy



excerpts and transcriptions as reasonably needed.



 



6.   Contractor shall maintain all books, records, accounts and reports required under this contract for a period of



not less than three (3) years after the date of termination or expiration of this contract, except in the event of



litigation or settlement of claims arising from the performance of this contract, in which case contractor agrees to



maintain same until the recipient, FTA Administrator, US Comptroller General, or any of their authorized



representatives, have disposed of all such litigation, appeals, claims or exceptions related thereto. Re:  49 CFR



18.39(i)(11).



 



FTA does not require the inclusion of these requirements in subcontracts.



 



Federal Changes
All Contracts except micro-purchases ($3,000 or less, except for construction contracts over $2,000)



Contractor shall comply with all applicable FTA regulations, policies, procedures and directives, including without



limitation those listed directly or by reference in the Master Agreement between the purchaser and FTA, as they



may be amended or promulgated from time to time during the term of the contract. Contractor's failure to comply



shall constitute a material breach of the contract.



 



Clean Air 
1) Contractor shall comply with all applicable standards, orders or regulations pursuant to the Clean Air Act, 42



USC 7401 et seq. Contractor shall report each violation to the recipient and understands and agrees that the



recipient will, in turn, report each violation as required to FTA and the appropriate EPA Regional Office. 



 



2) Contractor shall include these requirements in each subcontract exceeding $100,000 financed in whole or in



part with FTA assistance.



 



Contract Work Hours & Safety Standards Act
Applicability – Contracts over $100,000



 



(1) Overtime requirements - No contractor or subcontractor contracting for any part of the contract work which



may require or involve the employment of laborers or mechanics shall require or permit any such laborer or



mechanic in any workweek in which he or she is employed on such work to work in excess of 40 hours in such



workweek unless such laborer or mechanic receives compensation at a rate not less than one and one-half times



the basic rate of pay for all hours worked in excess of 40 hours in such workweek.



 



(2) Violation; liability for unpaid wages; liquidated damages - In the event of any violation of the clause set forth in



para. (1) of this section, contractor and any subcontractor responsible therefore shall be liable for the unpaid



wages. In addition, such contractor and subcontractor shall be liable for liquidated damages. Such liquidated
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damages shall be computed with respect to each individual laborer or mechanic, including watchmen and guards,



employed in violation of the clause set forth in para. (1) of this section, in the sum of $10 for each calendar day on



which such individual was required or permitted to work in excess of the standard workweek of 40 hours without



payment of the overtime wages required by the clause set forth in para. (1) of this section.



 



(3) Withholding for unpaid wages and liquidated damages - the recipient shall upon its own action or upon written



request of USDOL withhold or cause to be withheld, from any moneys payable on account of work performed by



contractor or subcontractor under any such contract or any other Federal contract with the same prime contractor,



or any other federally-assisted contract subject to the Contract Work Hours & Safety Standards Act, which is held



by the same prime contractor, such sums as may be determined to be necessary to satisfy any liabilities of such



contractor or subcontractor for unpaid wages and liquidated damages as provided in the clause set forth in para.



(2) of this section.



 



(4) Subcontracts - Contractor or subcontractor shall insert in any subcontracts the clauses set forth in this section



and also a clause requiring the subcontractors to include these clauses in any lower tier subcontracts. Prime



contractor shall be responsible for compliance by any subcontractor or lower tier subcontractor with the clauses



set forth in this section. 



 



No Government Obligation to Third Parties
Applicability – All contracts except micro-purchases ($3,000 or less, except for construction contracts over $2,000)



 



(1) The recipient and contractor acknowledge and agree that, notwithstanding any concurrence by the US



Government in or approval of the solicitation or award of the underlying contract, absent the express written



consent by the US Government, the US Government is not a party to this contract and shall not be subject to any



obligations or liabilities to the recipient, the contractor, or any other party (whether or not a party to that contract)



pertaining to any matter resulting from the underlying contract.



 



(2) Contractor agrees to include the above clause in each subcontract financed in whole or in part with FTA



assistance. It is further agreed that the clause shall not be modified, except to identify the subcontractor who will



be subject to its provisions.



 



Program Fraud and False or Fraudulent Statements or Related Acts 
Applicability – All contracts except micro-purchases ($3,000 or less, except for construction contracts over $2,000)



(1) Contractor acknowledges that the provisions of the Program Fraud Civil Remedies Act of 1986, as amended,



31 USC 3801 et seq. and USDOT regulations, "Program Fraud Civil Remedies," 49 CFR 31, apply to its actions



pertaining to this project. Upon execution of the underlying contract, contractor certifies or affirms the truthfulness



and accuracy of any statement it has made, it makes, it may make, or causes to be made, pertaining to the



underlying contract or FTA assisted project for which this contract work is being performed. In addition to other



penalties that may be applicable, contractor further acknowledges that if it makes, or causes to be made, a false,



fictitious, or fraudulent claim, statement, submittal, or certification, the US Government reserves the right to



impose the penalties of the Program Fraud Civil Remedies Act (1986) on contractor to the extent the US



Government deems appropriate.



(2) If contractor makes, or causes to be made, a false, fictitious, or fraudulent claim, statement, submittal, or



certification to the US Government under a contract connected with a project that is financed in whole or in part



with FTA assistance under the authority of 49 USC 5307, the Government reserves the right to impose the



penalties of 18 USC 1001 and 49 USC 5307(n)(1) on contractor, to the extent the US Government deems



appropriate.



(3) Contractor shall include the above two clauses in each subcontract financed in whole or in part with FTA



assistance.  The clauses shall not be modified, except to identify the subcontractor who will be subject to the



provisions.
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Termination
Applicability – All Contracts over $10,000, except contracts with nonprofit organizations and institutions of higher



learning, where the threshold is $100,000



 



a. Termination for Convenience (General Provision) the recipient may terminate this contract, in whole or in part,



at any time by written notice to contractor when it is in the recipient's best interest. Contractor shall be paid its



costs, including contract close-out costs, and profit on work performed up to the time of termination. Contractor



shall promptly submit its termination claim to the recipient. If contractor is in possession of any of the recipient’s



property, contractor shall account for same, and dispose of it as the recipient directs.



 



b. Termination for Default [Breach or Cause] (General Provision) If contractor does not deliver items in



accordance with the contract delivery schedule, or, if the contract is for services, and contractor fails to perform in



the manner called for in the contract, or if contractor fails to comply with any other provisions of the contract, the



recipient may terminate this contract for default. Termination shall be effected by serving a notice of termination to



contractor setting forth the manner in which contractor is in default. Contractor shall only be paid the contract price



for supplies delivered and accepted, or for services performed in accordance with the manner of performance set



forth in the contract.



If it is later determined by the recipient that contractor had an excusable reason for not performing, such as a



strike, fire, or flood, events which are not the fault of or are beyond the control of contractor, the recipient, after



setting up a new delivery or performance schedule, may allow contractor to continue work, or treat the termination



as a termination for convenience.



 



c. Opportunity to Cure (General Provision) the recipient in its sole discretion may, in the case of a termination for



breach or default, allow contractor an appropriately short period of time in which to cure the defect. In such case,



the notice of termination shall state the time period in which cure is permitted and other appropriate conditions



If contractor fails to remedy to the recipient's satisfaction the breach or default or any of the terms, covenants, or



conditions of this Contract within ten (10) days after receipt by contractor or written notice from the recipient



setting forth the nature of said breach or default, the recipient shall have the right to terminate the Contract without



any further obligation to contractor. Any such termination for default shall not in any way operate to preclude the



recipient from also pursuing all available remedies against contractor and its sureties for said breach or default.



 



d. Waiver of Remedies for any Breach   In the event that the recipient elects to waive its remedies for any breach



by contractor of any covenant, term or condition of this Contract, such waiver by the recipient shall not limit its



remedies for any succeeding breach of that or of any other term, covenant, or condition of this Contract.



 



e. Termination for Convenience (Professional or Transit Service Contracts) the recipient, by written notice, may



terminate this contract, in whole or in part, when it is in the recipient's interest. If the contract is terminated, the



recipient shall be liable only for payment under the payment provisions of this contract for services rendered



before the effective date of termination.



 



f. Termination for Default (Supplies and Service) If contractor fails to deliver supplies or to perform the services



within the time specified in this contract or any extension or if the contractor fails to comply with any other



provisions of this contract, the recipient may terminate this contract for default. The recipient shall terminate by



delivering to contractor a notice of termination specifying the nature of default. Contractor shall only be paid the



contract price for supplies delivered and accepted, or services performed in accordance with the manner or



performance set forth in this contract.



If, after termination for failure to fulfill contract obligations, it is determined that contractor was not in default, the



rights and obligations of the parties shall be the same as if termination had been issued for the recipient’s



convenience.



 



g. Termination for Default (Transportation Services) If contractor fails to pick up the commodities or to perform the
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services, including delivery services, within the time specified in this contract or any extension or if contractor fails



to comply with any other provisions of this contract, the recipient may terminate this contract for default. The



recipient shall terminate by delivering to contractor a notice of termination specifying the nature of default.



Contractor shall only be paid the contract price for services performed in accordance with the manner of



performance set forth in this contract.



If this contract is terminated while contractor has possession of the recipient goods, contractor shall, as directed



by the recipient, protect and preserve the goods until surrendered to the recipient or its agent. Contractor and the



recipient shall agree on payment for the preservation and protection of goods. Failure to agree on an amount shall



be resolved under the Dispute clause. If, after termination for failure to fulfill contract obligations, it is determined



that contractor was not in default, the rights and obligations of the parties shall be the same as if termination had



been issued for the recipient’s convenience.



 



h. Termination for Default (Construction) If contractor refuses or fails to prosecute the work or any separable part,



with the diligence that will insure its completion within the time specified, or any extension, or fails to complete the



work within this time, or if contractor fails to comply with any other provisions of this contract, the recipient may



terminate this contract for default. the recipient shall terminate by delivering to contractor a notice of termination



specifying the nature of default. In this event, the recipient may take over the work and compete it by contract or



otherwise, and may take possession of and use any materials, appliances, and plant on the work site necessary



for completing the work. Contractor and its sureties shall be liable for any damage to the recipient resulting from



contractor's refusal or failure to complete the work within specified time, whether or not contractor's right to



proceed with the work is terminated. This liability includes any increased costs incurred by the recipient in



completing the work.



 



Contractor's right to proceed shall not be terminated nor shall contractor be charged with damages under this



clause if:



 



1. Delay in completing the work arises from unforeseeable causes beyond the control and without the fault or



negligence of contractor. Examples of such causes include: acts of God, acts of the recipient, acts of another



contractor in the performance of a contract with the recipient, epidemics, quarantine restrictions, strikes, freight



embargoes; and



 



2. Contractor, within 10 days from the beginning of any delay, notifies the recipient in writing of the causes of



delay. If in the recipient’s judgment, delay is excusable, the time for completing the work shall be extended. The



recipient’s judgment shall be final and conclusive on the parties, but subject to appeal under the Disputes clauses.



 



If, after termination of contractor's right to proceed, it is determined that contractor was not in default, or that the



delay was excusable, the rights and obligations of the parties will be the same as if termination had been issued



for the recipient’s convenience.



 



i. Termination for Convenience or Default (Architect & Engineering) the recipient may terminate this contract in



whole or in part, for the recipient's convenience or because of contractor’s failure to fulfill contract obligations. The



recipient shall terminate by delivering to contractor a notice of termination specifying the nature, extent, and



effective date of termination. Upon receipt of the notice, contractor shall (1) immediately discontinue all services



affected (unless the notice directs otherwise), and (2) deliver to the recipient all data, drawings, specifications,



reports, estimates, summaries, and other information and materials accumulated in performing this contract,



whether completed or in process.  If termination is for the recipient’s convenience, it shall make an equitable



adjustment in the contract price but shall allow no anticipated profit on unperformed services.  If termination is for



contractor’s failure to fulfill contract obligations, the recipient may complete the work by contact or otherwise and



contractor shall be liable for any additional cost incurred by the recipient.



If, after termination for failure to fulfill contract obligations, it is determined that contractor was not in default, the



rights and obligations of the parties shall be the same as if termination had been issued for the recipient’s



convenience.
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j. Termination for Convenience or Default (Cost-Type Contracts) the recipient may terminate this contract, or any



portion of it, by serving a notice or termination on contractor. The notice shall state whether termination is for



convenience of the recipient or for default of contractor. If termination is for default, the notice shall state the



manner in which contractor has failed to perform the requirements of the contract. Contractor shall account for any



property in its possession paid for from funds received from the recipient, or property supplied to contractor by the



recipient. If termination is for default, the recipient may fix the fee, if the contract provides for a fee, to be paid to



contractor in proportion to the value, if any, of work performed up to the time of termination. Contractor shall



promptly submit its termination claim to the recipient and the parties shall negotiate the termination settlement to



be paid to contractor.  If termination is for the recipient’s convenience, contractor shall be paid its contract close-



out costs, and a fee, if the contract provided for payment of a fee, in proportion to the work performed up to the



time of termination.



If, after serving a notice of termination for default, the recipient determines that contractor has an excusable



reason for not performing, such as strike, fire, flood, events which are not the fault of and are beyond the control



of contractor, the recipient, after setting up a new work schedule, may allow contractor to continue work, or treat



the termination as a termination for convenience.



 



Government Wide Debarment and Suspension (Non Procurement)
Applicability – Contracts over $25,000



This contract is a covered transaction for purposes of 49 CFR Part 29.  As such, the contractor is required to



verify that none of the contractors, its principals, as defined at 49 CFR 29.995, or affiliates, as defined at 49 CFR



29.905, are excluded or disqualified as defined at 49 CFR 29.940 and 29.945. 



The contractor is required to comply with 49 CFR 29, Subpart C and must include the requirement to comply with



49 CFR 29, Subpart C in any lower tier covered transaction it enters into.



By signing and submitting its bid or proposal, the bidder or proposer certifies as follows:



The certification in this clause is a material representation of fact relied upon by the recipient.  If it is later



determined that the bidder or proposer knowingly rendered an erroneous certification, in addition to remedies



available to the recipient, the Federal Government may pursue available remedies, including but not limited to



suspension and/or debarment.  The bidder or proposer agrees to comply with the requirements of 49 CFR 29,



Subpart C while this offer is valid and throughout the period of any contract that may arise from this offer.  The



bidder or proposer further agrees to include a provision requiring such compliance in its lower tier covered



transactions.



 



Contracts Involving Federal Privacy Act Requirements 
When a grantee maintains files on drug and alcohol enforcement activities for FTA, and those files are organized



so that information could be retrieved by personal identifier, the Privacy Act requirements apply to all contracts



except micro-purchases ($3,000 or less, except for construction contracts over $2,000)



 



The following requirements apply to the Contractor and its employees that administer any system of records on



behalf of the Federal Government under any contract:



 



(1) The Contractor agrees to comply with, and assures the compliance of its employees with, the information



restrictions and other applicable requirements of the Privacy Act of 1974, 5 U.S.C. § 552a. Among other things,



the Contractor agrees to obtain the express consent of the Federal Government before the Contractor or its



employees operate a system of records on behalf of the Federal Government. The Contractor understands that



the requirements of the Privacy Act, including the civil and criminal penalties for violation of that Act, apply to



those individuals involved, and that failure to comply with the terms of the Privacy Act may result in termination of



the underlying contract.



 



(2) The Contractor also agrees to include these requirements in each subcontract to administer any system of



records on behalf of the Federal Government financed in whole or in part with Federal assistance provided by
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FTA.



 



Civil Rights Requirements 
All contracts except micro-purchases ($3,000 or less, except for construction contracts over $2,000)



 



The following requirements apply to the underlying contract:



 



(1) Nondiscrimination - In accordance with Title VI of the Civil Rights Act, as amended, 42 USC 2000d, Sec. 303



of the Age Discrimination Act (1975), as amended, 42 USC 6102, Sec. 202 of the Americans with Disabilities Act



(1990), 42 USC 12132, and 49 USC 5332, contractor shall not discriminate against any employee or applicant for



employment because of race, color, creed, national origin, sex, age or disability.  Contractor shall also comply with



applicable Federal implementing regulations and other requirements FTA may issue.



 



(2) Equal Employment Opportunity - The following equal employment opportunity requirements apply to the



underlying contract:



 



(a) Race, Color, Creed, National Origin, Sex - In accordance with Title VII of the Civil Rights Act, as amended, 42



USC 2000e, and 49 USC 5332, contractor shall comply with all applicable equal employment opportunity



requirements of USDOL, "Office of Federal Contract Compliance Programs, Equal Employment Opportunity,



USDOL," 41 CFR 60 et seq., (implementing Executive Order No. 11246, "Equal Employment Opportunity," as



amended by Executive Order No. 11375, "Amending Executive Order 11246 Relating to Equal Employment



Opportunity," 42 USC 2000e), and any applicable Federal statutes, executive orders, regulations, and policies that



may in the future affect construction activities undertaken in the course of the project. Contractor shall take



affirmative action to ensure that applicants are employed, and that employees are treated during employment,



without regard to their race, color, creed, national origin, sex or age. Such action shall include, but not be limited



to, the following: employment, upgrading, demotion or transfer, recruitment or recruitment advertising, layoff or



termination; rates of pay or other forms of compensation; and selection for training, including apprenticeship. In



addition, contractor shall comply with any implementing requirements FTA may issue.



 



(b) Age - In accordance with Sec. 4 of the Age Discrimination in Employment Act (1967), as amended, 29 USC



623 and 49 USC 5332, contractor shall refrain from discrimination against present and prospective employees for



reason of age. Contractor shall also comply with any implementing requirements FTA may issue.



 



(c) Disabilities - In accordance with Sec. 102 of the Americans with Disabilities Act (ADA), as amended, 42 USC



12112, contractor shall comply with the requirements of US Equal Employment Opportunity Commission (EEOC),



Regulations to Implement Equal Employment Provisions of the Americans with Disabilities Act, 29 CFR 1630,



pertaining to employment of persons with disabilities. Contractor shall also comply with any implementing



requirements FTA may issue.



 



(3) Contractor shall include these requirements in each subcontract financed in whole or in part with FTA



assistance, modified only if necessary to identify the affected parties.



 



Breaches and Dispute Resolution
All contracts over $100,000



Disputes arising in the performance of this contract which are not resolved by agreement of the parties shall be



decided in writing by the recipient’s authorized representative. This decision shall be final and conclusive unless



within ten (10) days from the date of receipt of its copy, contractor mails or otherwise furnishes a written appeal to



the recipient’s CEO. In connection with such appeal, contractor shall be afforded an opportunity to be heard and



to offer evidence in support of its position. The decision of the recipient’s CEO shall be binding upon contractor



and contractor shall abide by the decision.
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Performance During Dispute - Unless otherwise directed by the recipient, contractor shall continue performance



under this contract while matters in dispute are being resolved.



Claims for Damages - Should either party to the contract suffer injury or damage to person or property because of



any act or omission of the party or of any of his employees, agents or others for whose acts he is legally liable, a



claim for damages therefore shall be made in writing to such other party within ten days after the first observance



of such injury or damage.



 



Remedies - Unless this contract provides otherwise, all claims, counterclaims, disputes and other matters in



question between the recipient and contractor arising out of or relating to this agreement or its breach will be



decided by arbitration if the parties mutually agree, or in a court of competent jurisdiction within the residing State.



 



Rights and Remedies - Duties and obligations imposed by the contract documents and the rights and remedies



available thereunder shall be in addition to and not a limitation of any duties, obligations, rights and remedies



otherwise imposed or available by law. No action or failure to act by the recipient or contractor shall constitute a



waiver of any right or duty afforded any of them under the contract, nor shall any such action or failure to act



constitute an approval of or acquiescence in any breach thereunder, except as may be specifically agreed in



writing.



 



Disadvantaged Business Enterprise
Contracts over $3,000 awarded on the basis of a bid or proposal offering to use DBEs



 



a. This contract is subject to the requirements of Title 49, Code of Federal Regulations, Part 26, Participation by



Disadvantaged Business Enterprises in Department of Transportation Financial Assistance Programs. The



national goal for participation of Disadvantaged Business Enterprises (DBE) is 10%. The recipient’s overall goal



for DBE participation is listed elsewhere. If a separate contract goal for DBE participation has been established for



this procurement, it is listed elsewhere. 



 



b. The contractor shall not discriminate on the basis of race, color, national origin or sex in the performance of this



contract. The contractor shall carry out applicable requirements of 49 CFR Part 26 in the award and administration



of this contract. Failure by the contractor to carry out these requirements is a material breach of this contract,



which may result in the termination of this contract or such other remedy as the municicpal corporation deems



appropriate. Each subcontract the contractor signs with a subcontractor must include the assurance in this



paragraph (see 49 CFR 26.13(b)). 



 



c. If a separate contract goal has been established, Bidders/offerors are required to document sufficient DBE



participation to meet these goals or, alternatively, document adequate good faith efforts to do so, as provided for



in 49 CFR 26.53. 



 



d. If no separate contract goal has been established, the successful bidder/offeror will be required to report its



DBE participation obtained through race-neutral means throughout the period of performance.



 



e. The contractor is required to pay its subcontractors performing work related to this contract for satisfactory



performance of that work no later than 30 days after the contractor’s receipt of payment for that work from the



recipient. In addition, the contractor may not hold retainage from its subcontractors or must return any retainage



payments to those subcontractors within 30 days after the subcontractor's work related to this contract is



satisfactorily completed or must return any retainage payments to those subcontractors within 30 days after



incremental acceptance of the subcontractor’s work by the recipient and contractor’s receipt of the partial



retainage payment related to the subcontractor’s work. 



 



f. The contractor must promptly notify the recipient whenever a DBE subcontractor performing work related to this



contract is terminated or fails to complete its work, and must make good faith efforts to engage another DBE



subcontractor to perform at least the same amount of work.  The contractor may not terminate any DBE
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subcontractor and perform that work through its own forces or those of an affiliate without prior written consent of



the recipient.



 



Incorporation of Federal Transit Administration (FTA) Terms
All contracts except micro-purchases ($3,000 or less, except for construction contracts over $2,000)



 



The preceding provisions include, in part, certain Standard Terms & Conditions required by USDOT, whether or



not expressly stated in the preceding contract provisions. All USDOT-required contractual provisions, as stated in



FTA Circular 4220.1F, are hereby incorporated by reference. Anything to the contrary herein notwithstanding, all



FTA mandated terms shall be deemed to control in the event of a conflict with other provisions contained in this



Agreement. The contractor shall not perform any act, fail to perform any act, or refuse to comply with any request



that would cause the recipient to be in violation of FTA terms and conditions.



 



Full and Open Competition
In accordance with 49 U.S.C. § 5325(a) all procurement transactions shall be conducted in a manner that



provides full and open competition.



 



Prohibition Against Exclusionary or Discriminatory Specifications 
Apart from inconsistent requirements imposed by Federal statute or regulations, the contractor shall comply with



the requirements of 49 USC 5323(h)(2) by refraining from using any FTA assistance to support procurements



using exclusionary or discriminatory specifications.



 



Conformance with ITS National Architecture 
Contractor shall conform, to the extent applicable, to the National Intelligent Transportation Standards architecture



as required by SAFETEA-LU Section 5307(c), 23 U.S.C. Section 512 note and follow the provisions of FTA



Notice, “FTA National Architecture Policy on Transit Projects,” 66 Fed. Reg.1455 etseq., January 8, 2001, and any



other implementing directives FTA may issue at a later date, except to the extent FTA determines otherwise in



writing. 



 



Access Requirements for Persons with Disabilities
Contractor shall comply with 49 USC 5301(d), stating Federal policy that the elderly and persons with disabilities



have the same rights as other persons to use mass transportation services and facilities and that special efforts



shall be made in planning and designing those services and facilities to implement that policy. Contractor shall



also comply with all applicable requirements of Sec. 504 of the Rehabilitation Act (1973), as amended, 29 USC



794, which prohibits discrimination on the basis of handicaps, and the Americans with Disabilities Act of 1990



(ADA), as amended, 42 USC 12101 et seq., which requires that accessible facilities and services be made



available to persons with disabilities, including any subsequent amendments thereto.



 



Notification of Federal Participation
To the extent required by law, in the announcement of any third party contract award for goods and services



(including construction services) having an aggregate value of $500,000 or more, contractor shall specify the



amount of Federal assistance to be used in financing that acquisition of goods and services and to express that



amount of Federal assistance as a percentage of the total cost of the third party contract.



 



Interest of Members or Delegates to Congress
No members of, or delegates to, the US Congress shall be admitted to any share or part of this contract nor to any



benefit arising therefrom.



 



Ineligible Contractors and Subcontractors
Any name appearing upon the Comptroller General’s list of ineligible contractors for federally-assisted contracts



shall be ineligible to act as a subcontractor for contractor pursuant to this contract. If contractor is on the
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Comptroller General’s list of ineligible contractors for federally financed or assisted construction, the recipient shall



cancel, terminate or suspend this contract.



 



Other Contract Requirements 
To the extent not inconsistent with foregoing Federal requirements, this contract shall also include those standard



clauses attached hereto, and shall comply with the recipient’s Procurement Guidelines, available upon request



from the recipient.



 



Compliance with Federal Regulations 
Any contract entered pursuant to this solicitation shall contain the following provisions:  All USDOT-required



contractual provisions, as set forth in FTA Circular 4220.1F, are incorporated by reference. Anything to the



contrary herein notwithstanding, FTA mandated terms shall control in the event of a conflict with other provisions



contained in this Agreement. Contractor shall not perform any act, fail to perform any act, or refuse to comply with



any grantee request that would cause the recipient to be in violation of FTA terms and conditions. Contractor shall



comply with all applicable FTA regulations, policies, procedures and directives, including, without limitation, those



listed directly or incorporated by reference in the Master Agreement between the recipient and FTA, as may be



amended or promulgated from time to time during the term of this contract.  Contractor’s failure to so comply shall



constitute a material breach of this contract.



 



Real Property 
Any contract entered into shall contain the following provisions: Contractor shall at all times comply with all



applicable statutes and USDOT regulations, policies, procedures and directives governing the acquisition, use



and disposal of real property, including, but not limited to, 29 CFR 18.31, 49 CFR 24 Subpart B, FTA Circular



5010.1D, and FTA Master Agreement, as they may be amended or promulgated during the term of this contract.



Contractor’s failure to so comply shall constitute a material breach of this contract.



 



Access to Services for Persons with Limited English Proficiency 
To the extent applicable and except to the extent that FTA determines otherwise in writing, the Recipient agrees



to comply with the policies of Executive Order No. 13166, "Improving Access to Services for Persons with Limited



English Proficiency," 42 U.S.C. § 2000d 1 note, and with the provisions of U.S. DOT Notice, “DOT Guidance to



Recipients on Special Language Services to Limited English Proficient (LEP) Beneficiaries,” 70 Fed. Reg. 74087,



December 14, 2005.



 



Environmental Justice
The Recipient agrees to comply with the policies of Executive Order No. 12898, "Federal Actions to Address



Environmental Justice in Minority Populations and Low Income Populations," 42 U.S.C. § 4321 note, except to the



extent that the Federal Government determines otherwise in writing.



 



Environmental Protections 
Compliance is required with any applicable Federal laws imposing environmental and resource conservation



requirements for the project.  Some, but not all, of the major Federal laws that may affect the project include: the



National Environmental Policy Act of 1969; the Clean Air Act; the Resource Conservation and Recovery Act; the



comprehensive Environmental response, Compensation and Liability Act; as well as environmental provisions with



Title 23 U.S.C., and 49 U.C. chapter 53.  The U.S. EPA, FHWA and other federal agencies may issue other



federal regulations and directives that may affect the project. Compliance is required with any applicable Federal



laws and regulations in effect now or that become effective in the future.



 



Geographic Information and Related Spatial Data
Any project activities involving spatial data or geographic information systems activities financed with Federal



assistance are required to be consistent with the National Spatial Data Infrastructure promulgated by the Federal



Geographic Data Committee, except to the extent that FTA determines otherwise in writing.
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Federal Single Audit Requirements for State Administered Federally Aid Funded Projects Only
Non Federal entities that expend $500,000 or more in a year in Federal awards from all sources are required to



comply with the Federal Single Audit Act provisions contained in U.S. Office of Management and Budget (OMB)



Circular No. A 133, Audits of States, Local Governments, and Non Profit Organizations. Non Federal entities that



expend Federal awards from a single source may provide a program specific audit, as defined in the Circular. Non



Federal entities that expend less than $500,000 in a year in Federal awards from all sources are exempt from



Federal audit requirements for that year, except as noted in '3052.215(a), but records must be available for review



or audit by appropriate officials of the Federal and State agencies. 



 



Catalog of Federal Domestic Assistance (CFDA) Identification Number
The municipal project sponsor is required to identify in its accounts all Federal awards received and expended,



and the Federal programs under which they were received. Federal program and award identification shall



include, as applicable, the CFDA title and number, award number and year, name of the Federal agency, and



name of the pass through entity.



 



The CFDA number for the Federal Transportation Administration Nonurbanized Area Formula



(Section 5311) is 20.509
A Recipient covered by the Single Audit Act Amendments of 1996 and OMB Circular A-133, “Audits of States,



Local Governments, and Non-Profit Organizations,” agrees to separately identify the expenditures for Federal



awards under the Recovery Act on the Schedule of Expenditures of Federal Awards (SEFA) and the Data



Collection Form (SF-SAC) required by OMB Circular A-133. The Recipient agrees to accomplish this by



identifying expenditures for Federal awards made under Recovery Act separately on the SEFA, and as separate



rows under Item 9 of Part III on the SF-SAC by CFDA number, and inclusion of the prefix “ARRA” in identifying the



name of the Federal program on the SEFA and as the first characters in Item 9d of Part III on the SF-SAC.
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Federal Certifications
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CERTIFICATION AND RESTRICTIONS ON LOBBYING 



I, _________________________________________________________, hereby certify  
         (Name and title of official) 
 
On behalf of ________________________________________________________ that: 
        (Name of Bidder/Company Name) 
 



� No federal appropriated funds have been paid or will be paid, by or on behalf of 
the undersigned, to any person for influencing or attempting to influence an 
officer or employee of any agency, a Member of Congress, and officer or 
employee of Congress, or an employee of a Member of Congress in connection 
with the awarding of any federal contract, the making of any federal grant, the 
making of any federal loan, the entering into of any cooperative agreement, and 
the extension, continuation, renewal, amendment, or modification of any federal 
contract, grant, loan, or cooperative agreement. 



 
� If any funds other than federal appropriated funds have been paid or will be paid 



to any person influencing or attempting to influence an officer or employee of any 
agency, a Member of Congress, and officer or employee of Congress, or an 
employee of a Member of Congress in connection with the federal contract, 
grant, loan, or cooperative agreement, the undersigned shall complete and 
submit Standard Form – LLL, “Disclosure Form to Report Lobbying,” in 
accordance with its instructions. 



 
� The undersigned shall require that the language of this certification be included in 



the award documents for all sub-awards at all tiers (including sub-contracts, sub-
grants and contracts under grants, loans, and cooperative agreements) and that 
all sub-recipients shall certify and disclose accordingly. 



 
This certification is a material representation of fact upon which reliance was placed 
when this transaction was made or entered into.  Submission of this certification is a 
prerequisite for making or entering into this transaction imposed by 31 U.S.C. § 1352 (as 
amended by the Lobbying Disclosure Act of 1995).  Any person who fails to file the 
required certification shall be subject to a civil penalty of not less than $10,000 and not 
more than $100,000 for each such failure. 
 
The undersigned certifies or affirms the truthfulness and accuracy of the contents of the 
statements submitted on or with this certification and understands that the provisions of 
31 U.S.C. Section 3801, et seq., are applicable thereto. 
 
 
 
Name of Bidder/Company Name ____________________________________________ 
 
Type or print name_______________________________________________________  
 
Signature of authorized representative ___________________________ Date __/__/__  
 
Signature of notary and SEAL ______________________________________________ 
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GOVERNMENT-WIDE DEBARMENT AND SUSPENSION (NONPROCUREMENT) 



49 CFR Part 29, Executive Orders 12549, 12689, and 31 U.S.C.6101 (Contracts over $25,000) 
  



 



Background and Applicability 



 



In conjunction with the Office of Management and Budget and other affected Federal agencies, DOT 
published an update to 49 CFR Part 29 on November 26, 2003.  This government-wide regulation 
implements Executive Order 12549, Debarment and Suspension, Executive Order 12689, Debarment 
and Suspension, and 31 U.S.C. 6101 note (Section 2455, Public Law 103-355, 108 Stat. 3327).   
 
The provisions of Part 29 apply to all grantee contracts and subcontracts at any level expected to equal or 
exceed $25,000 as well as any contract or subcontract (at any level) for Federally required auditing 
services.  49 CFR 29.220(b).  This represents a change from prior practice in that the dollar threshold for 
application of these rules has been lowered from $100,000 to $25,000.  These are contracts and 
subcontracts referred to in the regulation as “covered transactions.” 
 
Grantees, contractors, and subcontractors (at any level) that enter into covered transactions are required 
to verify that the entity (as well as its principals and affiliates) they propose to contract or subcontract with 
is not excluded or disqualified.  They do this by (a) Checking the Excluded Parties List System, (b) 
Collecting a certification from that person, or (c) Adding a clause or condition to the contract or 
subcontract.  This represents a change from prior practice in that certification is still acceptable but is no 
longer required.  49 CFR 29.300. 
 
Grantees, contractors, and subcontractors who enter into covered transactions also must require the 
entities they contract with to comply with 49 CFR 29, subpart C and include this requirement in their own 
subsequent covered transactions (i.e., the requirement flows down to subcontracts at all levels). 
 
 
Instructions for Certification: By signing and submitting this bid or proposal, the prospective lower tier 
participant is providing the signed certification set out below.  
 
Suspension and Debarment 
This contract is a covered transaction for purposes of 49 CFR Part 29.  As such, the contractor is required 
to verify that none of the contractor, its principals, as defined at 49 CFR 29.995, or affiliates, as defined at 
49 CFR 29.905, are excluded or disqualified as defined at 49 CFR 29.940 and 29.945.   
 
The contractor is required to comply with 49 CFR 29, Subpart C and must include the requirement to 
comply with 49 CFR 29, Subpart C in any lower tier covered transaction it enters into. 
By signing and submitting its bid or proposal, the bidder or proposer certifies as follows: 
 
The certification in this clause is a material representation of fact relied upon by the recipient.  If it is later 
determined that the bidder or proposer knowingly rendered an erroneous certification, in addition to 
remedies available to the recipient, the Federal Government may pursue available remedies, including 
but not limited to suspension and/or debarment.  The bidder or proposer agrees to comply with the 
requirements of 49 CFR 29, Subpart C while this offer is valid and throughout the period of any contract 
that may arise from this offer.  The bidder or proposer further agrees to include a provision requiring such 
compliance in its lower tier covered transactions.   
 
 
Contractor ___________________________________________________________________________   
 
Signature of Authorized Official ___________________________________________ Date ___/___/___    
 
Name and Title of Contractor's Authorized Official____________________________________________   
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BUS TESTING CERTIFICATION 



 



 



The undersigned bidder [Contractor/Manufacturer] certifies that the vehicle model or vehicle 
models offered in this bid submission complies with 49 CFR Part 665.  
 
 
A copy of the test report (for each bid ITEM) prepared by the Federal Transit Administration’s 
(FTA) Altoona, Pennsylvania Bus Testing Center is attached to this certification and is a true 
and correct copy of the test report as prepared by the facility. 
 
 
The undersigned understands that misrepresenting the testing status of a vehicle acquired with 
Federal financial assistance may subject the undersigned to civil penalties as outlined in the 
U.S. Department of Transportation's regulation on Program Fraud Civil Remedies, 49 CFR Part 
31. In addition, the undersigned understands that FTA may suspend or debar a manufacturer 
under the procedures in 49 CFR Part 29. 



 



 



 
 



 



______________________________________________________________________________ 



Name of Bidder/Company Name 
 
 



____________________________________________________________________________ 
Type or print name 



 
 



____________________________________________________________________________ 
Signature of authorized representative 



 
 



____________________________________________________________________________ 
Signature of notary and SEAL 



 
 
 
 



Date of Signature: ______/______/______ 
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 PRE- AWARD CERTIFICATION REQUIREMENT FOR PROCUREMENT OF ROLLING STOCK (RECIPIENT) 



 



BUY AMERICA REQUIREMENTS   



Contractor shall complete and submit a declaration certifying either compliance or noncompliance with 
Buy America. If contractor certifies compliance with Buy America, it shall submit documentation listing:  



 
A. Component and subcomponent parts of the rolling stock to be purchased identified by 



manufacturer of the parts, their country of origin and costs; and  
B. The location of the final assembly point for the rolling stock, including a description of the 



activities that will take place at the final assembly point and the cost of final assembly.   
C. Solicitation Specification Requirements: Contractor shall submit evidence that it will be 



capable of meeting the bid specifications.  
D. Federal Motor Vehicle Safety Standards (FMVSS):  Contractor shall submit 1) 



manufacturer's FMVSS self-certification sticker information that the vehicle complies with 
relevant FMVSS or 2) manufacturer's certified statement that the buses will not be 
subject to FMVSS regulations. 



 
As required by Title 49 of the CFR, Part 663 – Subpart B, ______________________________________ 
______________________________________ (the recipient) is satisfied that the buses to be purchased, 
___________________________________ (number and description of buses) from ________________ 
____________________________________________________________________ (the manufacturer), 
meet the requirements of Section 165(b)(3) of the Surface Transportation Assistance Act of 1982, as 
amended. The recipient or its appointed analyst______________________________________________ 
(the analyst – not the manufacturer or its agent), has reviewed documentation provided by the 
manufacturer, which lists (1) the proposed component and subcomponent parts of the buses identified by 
manufacturer, country of origin, and cost; and (2) the proposed location of the final assembly point for the 
buses, including a description of the activities that will take place at the final assembly point and the cost 
of final assembly. 
 



 



PRE-AWARD PURCHASER’S REQUIREMENTS CERTIFICATION 



As required by Title 49 of the CFR, Part 663 – Subpart B, ______________________________________ 
________________________________________ (the recipient) certifies that the buses to be purchased, 
____________________________________________________ (number and description of buses) from 
__________________________________________________________ (the manufacturer), are the 
same product described in the recipient’s solicitation specification and that the proposed manufacturer is 
a responsible manufacturer with the capability to produce a bus that meets the specifications. 
 
 
PRE-AWARD FMVSS COMPLIANCE CERTIFICATION 



As required by Title 49 of the CFR, Part 663 – Subpart D, ______________________________________ 
________________________________________(the recipient) certifies that it received, at the pre-award 
stage, a copy of _________________________________________’s (the manufacturer) self-certification 
information stating that the buses, ____________________________ (number and description of buses), 
will comply with the relevant Federal Motor Vehicle Safety Standards issued by the National Highway 
Traffic Safety Administration in Title 49 of the Code of Federal Regulations, Part 571. 
 
 
 
 
Date: ____________________________________________ 
 
Signature: ________________________________________  
 
Title: ____________________________________________ 
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PRE-AWARD CERTIFICATION FOR PROCUREMENT OF ROLLING STOCK (VENDOR) 



71 FR 14117, Mar. 21, 2006, as amended at 72 FR 53698, Sept. 20, 2007; 74 FR 30239, June 25, 2009 



 



PRE-AWARD AUDIT REQUIREMENTS 
A recipient purchasing revenue service rolling stock with FTA funds must ensure that a pre-award audit 
under this part is complete before the recipient enters into a formal contract for the purchase of such 
rolling stock. 



DESCRIPTION OF PRE-AWARD AUDIT 
A pre-award audit under this part includes— (a) A Buy America certification; (b) A purchaser's 
requirements certification; and (c) Where appropriate, a manufacturer's Federal Motor Vehicle Safety 
certification information. 



PRE-AWARD BUY AMERICA CERTIFICATION 
For purposes of this part, a pre-award Buy America certification is a certification that the recipient keeps 
on file that: 



(a)  There is a letter from FTA which grants a waiver to the rolling stock to be purchased from the Buy 
America requirements under section 165(b)(1), (b)(2), or (b)(4) of the Surface Transportation 
Assistance Act of 1982, as amended; or 



(b)  The recipient is satisfied that the rolling stock to be purchased meets the requirements of section 
165(a) or (b)(3) of the Surface Transportation Assistance Act of 1982, as amended, after having 
reviewed itself or through an audit prepared by someone other than the manufacturer or its agent 
documentation provided by the manufacturer which lists: 



(1)  The Component and subcomponent parts of the rolling stock that are produced in the 
United States is more than sixty percent (60%) of the cost of all components and 
subcomponents of the vehicle identified by the manufacturer; and 



(2)  The location of the final assembly must take place in the United States (49 CFR 661.11), 
including a description of the activities that will take place at the final assembly point and 
the cost of final assembly. 



PRE-AWARD PURCHASERS REQUIREMENTS CERTIFICATION 
For purposes of this part, a pre-award purchaser's requirements certification is a certification a recipient 
keeps on file that: 



(a)  The rolling stock the recipient is contracting for is the same product described in the purchaser's 
solicitation specification; and 



(b)  The proposed manufacturer is a responsible manufacturer with the capability to produce a vehicle 
that meets the recipient's specification set forth in the recipient's solicitation. 



If buses or other rolling stock (including train control, communication, and traction power equipment) are 
being procured, the appropriate certificate as set forth below shall be completed and submitted by each 
bidder in accordance with the requirements in 49 CFR 661.13(b). 



PRE-AWARD FMVSS COMPLIANCE CERTIFICATION 
As required by Title 49 of the CFR, Part 663 – Subpart D, the recipient certifies that it received, at the pre-
award stage, a copy of the manufacturers self-certification information stating that the buses will comply 
with the relevant Federal Motor Vehicle Safety Standards issued by the National Highway Traffic Safety 
Administration in Title 49 of the Code of Federal Regulations, Part 571. 
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PRE-AWARD CERTIFICATION FOR PROCUREMENT OF ROLLING STOCK (VENDOR) Cont. 



 



Bidder or offeror Certificate of:  
 
COMPLIANCE with Buy America and FMVSS Rolling Stock Requirements  



The bidder or offeror hereby certifies that it will comply with the requirements of 49 U.S.C. 
5323(j), and the applicable regulations of 49 CFR 661.11. 
 
 
Company____________________________________________________________________ 
 



Name_____________________________________________Title_______________________ 
 



Signature __________________________________________Date ______________________ 
 
 



 



 



Bidder or offeror Certificate of:  
 
NON-COMPLIANCE with Buy America and FMVSS Rolling Stock Requirements 
 
The bidder or offeror hereby certifies that it cannot comply with the requirements of 49 U.S.C. 
5323(j), but may qualify for an exception to the requirement consistent with 49 U.S.C. 
5323(j)(2)(C), and the applicable regulations in 49 CFR 661.7. 
 



Company____________________________________________________________________ 
 



Name_____________________________________________Title_______________________ 
 



Signature __________________________________________Date ______________________ 
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ON-SITE MANUFACTURER INSPECTION COMPLIANCE CERTIFICATION 
(Post-Delivery purchaser’s requirement, in compliance with the federal requirements of 49 U.S.C. Section 5323(m)) 



 



 



ON-SITE MANUFACTURER INSPECTION COMPLIANCE CERTIFICATION 
(Rolling Stock Procurements for more than 10 vehicles for areas >200,000 in population) 



 
As required by 49 CFR Part 663-Subpart C, the 
 
 ____________________________________________________________________________  



(Recipient’s name) 
Certifies that a resident inspector, 
 
____________________________________________________________________________  



(Name of inspector) 
 
Was at _____________________________________________________ (the manufacturer’s) 
manufacturing site during the period of manufacture of the buses, ________________________ 
__________________________________________________________ (description of buses). 
 
The inspector visually inspecting the buses, the ___________________________ (the 
recipient) has reviewed the inspection documentation, maintains a copy of this report, and 
certifies that the buses meet the contract specifications. 
 



 
 



ON-SITE MANUFACTURER INSPECTION COMPLIANCE CERTIFICATION 
(Rolling Stock Procurements for more than 20 vehicles for areas <200,000 in population) 



 
As required by 49 CFR Part 663-Subpart C, the 
 ____________________________________________________________________________  



(Recipient’s name) 
Certifies that a resident inspector, 
 
____________________________________________________________________________  



(Name of inspector) 
 
Was at _____________________________________________________ (the manufacturer’s) 
manufacturing site during the period of manufacture of the buses, ________________________ 
__________________________________________________________ (description of buses). 
 
The inspector visually inspecting the buses, the ___________________________ (the 
recipient) has reviewed the inspection documentation, maintains a copy of this report, and 
certifies that the buses meet the contract specifications. 
 



 
 
Signature: _____________________________________________________ Date ___/___/___ 
 
Title: ________________________________________________________________________ 
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TRANSIT VEHICLE MANUFACTURER (TVM) CERTIFICATION 



 



Pursuant to the provisions of Section 105(f) of the Surface Transportation Assistance Act of 
1982, each bidder for this contract must certify that it has complied with the requirements of 49 
CFR Part 26.49, regarding the participation of Disadvantaged Business Enterprises (DBE) in 
FTA assisted procurements of transit vehicles.  Absent this certification, properly completed and 
signed, a bid shall be deemed non-responsive. 
 



 
 
 
Certification:  
I hereby certify, for the bidder named below, that it has complied with the provisions of 49 CFR 
Part 26.49 and that I am duly authorized by said bidder to make this certification. 
 
 
 
BIDDER/COMPANY  
 
Name of Bidder/Company _________________________________________ 
 
Signature of Representative _______________________________________ 
 
Type or Print Name ______________________________________________ 
 
Title ___________________________________________________________ 
 
Date ___/___/___ 
 



 
 
 
NOTARY 
 
Type or Print Name _________________________________________________ 
 
Signature of Notary _________________________________________________ 
  
Place Notary SEAL Here: 
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APPENDIX C


SPECIFICATIONS REVISED FOR AMENDMENT #1


			Category 1– ADA Minivan
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			Category 2 – ADA Van
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			Category 3 – ADA Specialty Vehicle 
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General Spec - Rear Entry Lift



				DETAILED SPECIFICATIONS



				FULLSIZE ADA VAN - REAR ENTRY LIFT



												ANY EXCEPTIONS MUST BE NOTED



												Final as of May 25, 2011



				1. CHASSIS, DIMENSIONS, WEIGHT AND PAYLOADS



												Responders must note any variations from these minimums or maximums



				1.01				____				Standard van configuration shall be rear-lift entry with seating capacity for six (6) ambulatory passengers and/or two (2) WC stations. Type of seats & WC securements are identified in floor plan shown at end of 'General Spec- Rear Entry Lift' section.



				1.02				____				Chassis - The vehicle will be built on an OEM E350 extended chassis or equivalent appropriate for the seating configuration chosen and will not be extended more than 22 feet. List the overall length, bumper-to-bumper, for each wheel base model offered.



												___________Feet in Length				________



												___________Feet in Length				________



												___________Feet in Length				________



				1.03				____				Vehicle Overall Height - List the overall height of the vehicle, from ground to top, based upon the available raised roof options available, but not to exceed 10 feet (120 inches).



												___________Feet in height



												___________Feet in height



												___________Feet in height



												___________Feet in height



												___________Feet in height



				1.04				____				Vehicle Interior Height - The minimum interior height must meet all current ADA requirements.				________



				1.05				____				Curb Weight - The curb weight of the vehicle shall include the weight of the van and the weight of all attachments, accessories, standard and optional equipment, a full fuel tank, lubricants, and coolants.				________



				1.06				____				Aisle Width - The aisle width and seating configurations must meet all current applicable ADA requirements based upon the seating configuration.				________



				1.07				____				Passenger Seats Spacing - Minimum of 26 inches knee-to-hip spacing between passenger seats, measured from the center of the seat.				________



				1.08				____				Gross Vehicle Weight (GVW) - The GVW shall consist of the curb weight and payload. The manufacture shall not exceed OEM chassis GVW.  Certified weight of completed vehicle as ordered will be affixed to the completed vehicle and a weight slip included.				________



				1.09				____				Payload Capacity - The vehicle shall have the payload capacity to transport the driver, ambulatory individuals, and persons with disabilities in a wheelchair safely and legally in any seating variation for the chosen configuration.  The payload capacity of the vehicle shall be determined by its seating configuration. The payload capacity shall not be less than the weight computed from the number of seated passengers and wheelchairs positions.  The weight of each seated ambulatory passenger will be calculated at 150 lbs. and each wheelchair position will be calculated at 250 lbs.				________



				2.  CHASSIS COMPONENTS



				2.01				____				Engine - The standard engine will be a minimum 5.4 liter  V8 or equivalent , gas-powered OEM chassis manufacturer's standard or optional engine for the commercial model van which meets or exceeds the requirements of this purchase description. List available engine sizes below.				________



												Specify___________Engine				________



				2.02				____				Driveshaft - Driveshaft will have guards to prevent driveline damage from UV joint failure.				________



				2.03				____				Cooling System - Cooling system will have OEM's heavy duty pressurized liquid-cooling system.				________



				2.04				____				Automatic Transmission - The vehicle will have an OEM automatic transmission.				________



				2.05				____				Fuel Tank - The fuel tank shall have a minimum capacity of 33 gallons.  The fuel system and fuel tanks shall be in accordance with Federal Motor Carrier Safety Regulations 393.65 and 393.67.				________



				2.06				____				Brake System - The vehicle shall be furnished with the chassis manufacturer's power assisted, self adjusting, front and rear wheels, antilock brake system (ABS).  The system shall be in accordance with Federal Motor Vehicle Safety Standard Number 105.				________



				2.07				____				Alignment - The front end shall be aligned, per manufacturers guidelines (toe-in, caster, camber, etc.), and the front wheels balanced after conversion completion .  All 4 wheels will be aligned at the  manufacturer prior to delivery and a computerized alignment printout shall be supplied with vehicle.				________



				2.08				____				Rear Suspension - The chassis OEM rear leaf spring type suspension system.				________



				2.09				____				Wheels - OEM full-size spare tire LT245/75R16/120R, shipped loose w/option to have mounted.  Tire and wheel sizes shall be the same for all wheels including spare tire.				________



				2.10				____				Traction Control - the vehicle will have stability control or traction assist (i.e. AdvanceTrac with Roll Stability Control or Stabilitrak).				________



				2.11				____				Window and Tint - OEM windows tint, available on all side and rear windows.				________



				2.12				____				Steering  Power assist steering shall be provided.				________



				2.13				____				Wheel Base - Vehicle will have a minimum wheel base of 137 inches.				________



				2.14				____				Gauges - OEM panel display including fuel, oil pressure, water temperature, ammeter or voltmeter.				________



				2.15				____				Driver's Side Running Board - Driver's door running board shall be 6" wide minimum and run the full length of the driver's door of the vehicle.				________



				2.16				____				Passenger's Side Running Board - Passenger running board will be 6" wide minimum and run from the front right wheel well to just behind the passenger side double doors. The passenger side running board will end near the right rear wheel well at a point that does not interfere with snow chains on the rear wheels.				________



				2.17				____				Back-up Alarm - An alarm shall be provided which provides an audible warning maximum 50 decimal, when the ignition switch is "on" and the vehicle transmission control is in reverse.				________



				2.18				____				Audio and Clock - OEM, or equivalent, AM/FM digital clock radio with 2 speakers mounted in the passenger compartment.				________



				2.19				____				OEM Power Package - OEM power door lock, power window, power side mirrors on both driver and passenger of the vehicle.				________



				3.  ELECTRICAL



				3.01				____				Control Switch - All control switch labeling and designations in the driver's compartment shall meet FMVSS 101.				________



				3.02				____				Wiring - Wiring shall be color coded, numbered, or permanently marked over the entire length of wire. All wiring shall be stranded TXL, cross-linked polyethylene insulation. All wiring, connectors, terminals, relays, and switches except circuit breakers, shall be rated to carry at least 125 percent of the maximum ampere load for which the circuit is protected. All wiring wall be routed in high temperature split loom with a rating of 300 degrees Fahrenheit. There shall be no exposed wiring inside the vehicle.				________



				3.03				____				Terminals - All terminals shall be full ring type, properly sized for the terminal screw or stud, and crimped.				________



				3.04				____				Service Loop - An additional 6 inch service loop of wire at all electrical components, terminals, and  discrete connection points to eliminate stress on wiring/cables and permit at least two (2) terminal replacements at the wire's termination shall be furnished.				________



				3.05				____				Wiring Harness - All looms and wiring harnesses shall use continuous wiring and secured to the body or chassis frame with insulted, corrosion resistant polyethylene or metal insulated cable clamps every 18 inches, or closer as required, to prevent sagging and movement which results in chaffing, abrasion, pinching, snagging, or any other damage. All holes through which wires pass shall be grommet or utilize an acceptable feed through connector. All holes shall be water and moisture sealed using an OEM type sealant. Connectors shall be waterproof, OEM, crimp type connectors, or soldered splices with heat shrink tubing to protect joint. All components shall be grounded to paint free areas and ground terminals shall be sprayed with a battery type spray sealant.				________



				4.  BODY CONSTRUCTION



				4.01				____				Raised Roof - The roof shall be raised a minimum of 16 inches, constructed of one-piece molded fiberglass. Roof structure shall be certified to FMVSS 220 by an independent testing laboratory registered with NHTSA or certified by an independent licensed Professional Engineer to comply with NHTSA requirements. The roof shall be continuously sealed with OEM approved waterproof sealant throughout.  The roof shall be painted with the identical OEM color to match when other than white. The trim/covering of the ceiling and walls shall be comparable in appearance, durability, and texture, non-flammability (FMVSS 302), to the original trim/covering of the vehicle. Trim and upholstery fasteners shall be concealed from view with buttons, caps, or covers. All interior adhesives utilized shall be OEM equivalent capable of retaining a bond in extreme high and low temperatures.				________



				4.02				____				Raised Doors - Wheelchair Doors shall be raised over the wheelchair lift opening and shall be a consistent with the OEM quality and follow the vehicle body lines. Doors shall comply with all current  ADA requirements. The raised doors and door frames shall be constructed to provide door strength at least equal to the original doors. Trim and covering of the completed interior of a modified door, except windows, shall be comparable to the OEM's trim of the door.  OEM's latching devices shall be furnished on the upper and lower parts of each door. The doors shall be painted with the identical  color used on the vehicle. A rain gutter or drip rail shall be furnished over and around the door extensions to meet the original rain gutter.				________



				4.03				____				Door Stops. - Wheelchair lift doors must be installed with a door holder mechanism to keep the doors open when deploying the lift. Specify type (i.e. pressurized strut, spring loaded or door stays)				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



				4.04				____				Fasteners - Wherever threaded fasteners are attached into interior panels only, a reinforcing nut or panel will be installed for added strength and fastener retention.				________



				4.05				____				Welding - Welding procedures used throughout the vehicle including materials, methods and personnel  will be in accordance with ASTM and American Welding Society Standards.				________



				4.06				____				Handrails and Stanchion - All handrails, stanchions will be 1 1/4 stainless steel. All handrails and stanchions, when attached to wall or ceiling, will be secured directly to the metal chassis structure or to reinforcement plates which are embedded securely in the body panels.				________



				4.07				____				Exterior Finishing - Exterior body panels will be mold steel, galvanized steel, aluminum, composite or fiberglass with a white finish. Dissimilar metals will be insulated to prevent galvanic action. With the exception of stainless steel, all metal will be pre-treated, primed, and painted to resist corrosion for the life of the vehicle.				________



				4.08				____				Interior Finishing - Interior shall be made of FRP or ABS panels or equivalent. Interior finish will be white, grey or light tone, color coordinated with seats, floor and exterior.				________



				4.09				____				Water Test -   Body will be thoroughly water tested to ensure no leakage. The roofs, windows, windshields, and all seams and joints shall be tested as follows:				________



												(a)   The water test shall consist of a series of nozzles, which are located around the perimeter of the vehicle so as to spray water over the entire surface of the vehicle.



												(b)   The nozzles shall eject a volume of water no less than 2.0 gal/min under a pressure of no less than 40 psi measured at the nozzle tip.



												(c)    Each vehicle will be water tested as prescribed above for no less than 15 minutes to determine whether there are any body leaks.



												(d)   Corrective action and retesting shall be performed for all vehicles that fails to pass.



												(e)   Documentation will be furnished for each vehicle delivered under this agreement demonstrating the vehicle has passed the requirements listed above.



				4.10				____				Insulation - The roof shall be completely insulated with non-settling, fungus resistant, fire retardant insulation, minimum R-8.				________



				4.11				____				Floor - Altro flooring or equivalent shall be furnished. The floor covering shall have a minimum thickness of 2.2 mm and have intrinsic anti-slip properties. The floor covering shall be securely bonded to a sub floor. The sub floor shall be constructed of minimum nominal size 5/8-inch exterior grade plywood. The floor covering shall be installed without gaps or openings with all seams filled to prevent intrusion or seepage of water.				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



				4.12				____				Windows - The windows as installed by the OEM shall remain in the vehicle.				________



				4.13				____				Sun Visors - Sun visor will be install on both, driver side and passenger side.				________



				4.14				____				Storage - A storage compartment shall be available to the driver for storage. The access door will have a positive latch to prevent accidental opening. Indicate location i.e. bulkhead,				________



												Specify Location  _____________				________



				4.15				____				Undercoating - Undercoating shall be applied to the underbody of each vehicle to prohibit intrusion of moisture.  This material must meet ASTM B 117 Salt Spray Resistance, FMVSS 302 Flammability, SAE J400 Gravelometer, and ASTM C 792 Heat Aging.				________



				4.16				____				Bumpers - Front and rear bumpers will be as ordered from the OEM.				________



				4.17				____				Mud Flaps -  Mud flaps will be installed on rear wheels.				________



				5. VEHICLE FEATURES



				5.01				____				Seating - Standard floor plans are required with the proposal.  Detailed floor plans are required with vehicle orders.  Exceptions to capacity required to meet other specifications must be noted.				________



				5.02				____				Passenger Seats - OEM front passenger seat. All seats shall be forward-facing mid-high back.  All seats will have shoulder and lap belts in compliance with  FMVSS# 207. Single seats may be used on narrow bodied vehicles and where dictated by standard floor plans. Seats will have a minimum of 16 inch cushion width and depth per person.				________



												Passenger Seat Options 1, Specify Mfg/Model: _______________________________________				________



												Passenger Seat Options 2, Specify Mfg/Model: _______________________________________				________



												Passenger Seat Options 3, Specify Mfg/Model: _______________________________________				________



				5.03				____				Flip Seats and Fold-away Seats - The flip seats and fold-away seats are to be forward facing, 3pt seatbelts unless otherwise specified.				________



				5.04				____				Handrails - Entry assist grab bar on right hand side of entry door.  Additional handrail may be added based on seating and lift configuration.				________



				5.05				____				Seat materials - Vinyl level-1 upholstery is standard with color to be selected by purchaser from several available colors or patterns.				________



				5.06				____				Seat Belts - Must meet FMVSS #209 and #210 . The driver's seat and right front passenger seat will be equipped the OEM retracting seat belt.  All standard passenger seats will be equipped with 3 pt. shoulder belts.				________



				5.07				____				Seat belt cutter - Seatbelt cutter capable of cutting supplied wheelchair securement straps.				________



				5.09				____				Wheel Chair Lift - ADA approved lift will meet or exceed FMVSS #403 & #404 requirements and all State, Federal, ICC, and ADA requirements.  Minimum clear dimensions for platform are  34" wide X 51" length. Specify manufacturer(s) & model(s) available as standard.				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



				5.10				____				Interlock System - Vehicle must be equipped with a fully automatic lift interlock system with self-diagnostic capability. The interlock system must comply with all current applicable ADA requirements, and protected from the weather.				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



				5.11				____				Wheelchair Securement Devices - Wheelchair securement devices will be automatic, self tensioning with tensioning knob and self locking and must comply with all ADA, SAE J2249 and ISO 10542 performance and installation requirements. Standard wheelchair securement will be flush mount aluminum "L" track with fixed floor pocket, Slide and Click, Solo Fitting or approved equal as optional based on desired standard configuration. All wheelchair securement devices provided and the installation thereof, performance pursuant to this specification, will meet or surpass the minimum standards per ADA, SAE J2249 and ISO 10542 requirements, including all shoulder harness mounting hardware. Shoulder harness shall have an adjustable height adjuster to compensate for variations in the size of the mobility device or passenger.				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



				5.12				____				Floor track - Floor track shall be flange mount “L” track 6351 aluminum grade or approved equal. Length of floor track  will be appropriate to the number of wheelchair stations ordered in the desired configuration.				________



				5.13				____				Heating and Cooling System - The vehicle will have highest capacity OEM heater and air conditioning with rear auxiliary heater and air conditioning with separate controls.				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



				6. VEHICLE LIGHTING



				6.01				____				Interior Lighting - A minimum of four (4) overhead lights to illuminate automatically when door is opened and switched at driver's console. Overhead driver switched lights will be mounted above driver door. Passenger and lift doorways will be illuminated according to CFR 49 Part 38.31 (ADA) and will be illuminated whenever respective door is open.				________



				6.02				____				Driver Courtesy Light - Driver courtesy light will be located to allow illumination of the driver area and will illuminate when driver or passenger door is opened.				________



				6.03				____				Lighting Fixtures Mounting - All lighting fixtures shall be flush mounted, to the maximum extent practicable to prevent accidental dislodgement of light cover or present a hazard to passengers.				________



				6.04				____				Wheel Chair Lift Entrance Door Lighting - ADA compliant entrance door lighting will be mounted to fully illuminate the exterior doorway of the wheelchair lift area.  Lights shall be wired to automatically turn on when wheelchair lift door is opened.				________



				6.05				____				Exterior Lights - All exterior lights and reflectors to meet Federal Motor Carrier Safety Regulation 393.11.				________



				6.06				____				Engine Compartment Light -  At lease one (1) 10 foot-candle light installed in the engine compartment  conveniently located.				________



				7. SAFETY KIT



				7.01				____				First Aid Kit - A 16 unit First Aid Kit meeting ANSI Z308.1-2003 Type I, II, III will be mounted in an easily accessible location per purchaser request.				________



				7.02				____				Fire extinguisher - minimum two and one-half (2 1/2) pound rechargeable, mounted per purchaser request.				________



				7.03				____				Emergency Warning Triangle Kit - A kit of three emergency warning triangles with protective container mounted per purchaser request. Both faces of the emergency warning triangle must consist of red reflective and orange fluorescent material.				________



				8. DESIGNED TO TRANSPORT



				8.01				____				Designed to Transport - The final stage manufacturer will determine the original seating capacity of each vehicle. The manufacturer's certification label will indicate the original seating capacity of the vehicle and will be affixed to the vehicle driver's "B" pillar for protection from wear. The Vehicle Certification label will state "MPV" (Multi Passenger Vehicle). The number of passengers the vehicle is designed for including driver will be on the Tread Act label (Tire and Loading Information label).				________



				9. SERVICE, WARRANTIES AND DELIVERY



				9.01				____				Maintenance and Inspection Schedule - a single comprehensive maintenance and inspection



												schedule for each type of vehicle for which a proposal is submitted, that incorporates the required maintenance and inspection of  body, chassis, tires, wheelchair lift and other equipment and sub-systems, as prescribed by the respective manufacturers.  The maintenance and inspections schedule will be supplied with each bus.				________



				9.02				____				Quality Assurance - body manufacturer must meet chassis manufacturer's quality assurance program, if available.  Certification from chassis manufacturer must be submitted with proposal for each chassis.				________



				9.03				____				Tires will be covered by OEM warranty.				________



				9.04				____				Wheelchair lift system will be covered by OEM warranty.				________



				9.05				____				Body structure materials and workmanship will be covered by OEM warranty.				________



				9.06				____				Installation, labor and workmanship (including electrical) performed by the body manufacturer, final stage manufacturer or vendor (if vendor installs components or otherwise completes vehicle) will be covered by OEM warranty.				________



				9.07				____				All other components and accessory equipment will be covered by a warranty of at least one (1) year/12,000 miles, unless covered by an applicable manufacturer's warranty exceeding this. The Proposer will assist as needed in coordinating repairs within the warranty period for each component and applicable warranty.				________



				9.08				____				The responder will provide a report of all warranties and excluded warranties associated with each vehicle.				________



				9.09				____				During established warranty periods, the contract vendor and respective manufacturer will furnish all warranty parts at no cost to the transit system. Replacement costs, parts and assemblies will be made without delay.				________



				9.10				____				The contract vendor will provide the recipient, or a designated representative of the recipient, the opportunity to inspect the vehicle for compliance with these specifications and applicable motor vehicle regulations.  The inspection's) must be completed prior to the delivery and acceptance of the vehicle.				________



				9.11				____				Prior to releasing the vehicle to the recipient, the contract vendor will provide hands on instructions, by a qualified and experienced employee, in the proper and safe operation of all mechanical, electrical and hydraulic components in the vehicle. Towing procedures must be included in the instruction. The recipient's driver/designee will conduct an operational familiarization test drive with the contract vendor's employee.				________



				9.12								Delivery will be FOB destination to the vehicle buyer designated location.



				10. Vehicle Seating Layout



												This seating layout is based on the standard specifications. See sample floor plan for alternative seating configurations.











General Spec - Side entry lift



				DETAILED SPECIFICATIONS



				FULLSIZE ADA VAN - SIDE ENTRY LIFT



												ANY EXCEPTIONS MUST BE NOTED



												Final as of May 25, 2011



				1. CHASSIS, DIMENSIONS, WEIGHT AND PAYLOADS



												Responders must note any variations from these minimums or maximums



				1.01								Standard van configuration shall be side-lift entry with seating capacity for five (5) ambulatory passengers and two (2) WC stations. Type of seats & WC securements are identified in floor plan shown at end of 'General Spec - Side Entry Lift' section.



				1.02				____				Chassis - The vehicle will be built on an OEM E350 extended chassis or equivalent appropriate for the seating configuration chosen and will not be extended more than 22 feet. List the overall length, bumper-to-bumper, for each wheel base model offered.



												___________Feet in Length				________



												___________Feet in Length				________



												___________Feet in Length				________



				1.03				____				Vehicle Overall Height - List the overall height of the vehicle, from ground to top, based upon the available raised roof options available, but not to exceed 10 feet (120 inches).



												___________Feet in height



												___________Feet in height



												___________Feet in height



				1.04				____				Vehicle Interior Height - The minimum interior height must meet all current ADA requirements.				________



				1.05				____				Curb Weight - The curb weight of the vehicle shall include the weight of the van and the weight of all attachments, accessories, standard and optional equipment, a full fuel tank, lubricants, and coolants.				________



				1.06				____				Aisle Width - The aisle width and seating configurations must meet all current applicable ADA requirements based upon the seating configuration.				________



				1.07				____				Passenger Seats Spacing - Minimum of 26 inches knee-to-hip spacing between passenger seats, measured from the center of the seat.				________



				1.08				____				Gross Vehicle Weight (GVW) - The GVW shall consist of the curb weight and payload. The manufacture shall not exceed OEM chassis GVW.  Certified weight of completed vehicle as ordered will be affixed to the completed vehicle and a weight slip included.				________



				1.09				____				Payload Capacity - The vehicle shall have the payload capacity to transport the driver, ambulatory individuals, and persons with disabilities in a wheelchair safely and legally in any seating variation for the chosen configuration.  The payload capacity of the vehicle shall be determined by its seating configuration. The payload capacity shall not be less than the weight computed from the number of seated passengers and wheelchairs positions.  The weight of each seated ambulatory passenger will be calculated at 150 lbs. and each wheelchair position will be calculated at 250 lbs.				________



				2.  CHASSIS COMPONENTS



				2.01				____				Engine - The standard engine will be a minimum 5.4 liter V8 or equivalent, gas-powered, OEM chassis manufacturer's standard or optional engine for the commercial model van which meets or exceeds the requirements of this purchase description. List engine size.				________



												Specify___________Engine				________



				2.02				____				Driveshaft - Driveshaft will have guards to prevent driveline damage from UV joint failure.				________



				2.03				____				Cooling System - Cooling system will have OEM's heavy duty pressurized liquid-cooling system.				________



				2.04				____				Automatic Transmission - The vehicle will have an OEM automatic transmission.				________



				2.05				____				Fuel Tank - The fuel tank shall have a minimum capacity of 33 gallons.  The fuel system and fuel tanks shall be in accordance with Federal Motor Carrier Safety Regulations 393.65 and 393.67.				________



				2.06				____				Brake System - The vehicle shall be furnished with the chassis manufacturer's power assisted, self adjusting, front and rear wheels, antilock brake system (ABS).  The system shall be in accordance with Federal Motor Vehicle Safety Standard Number 121.				________



				2.07				____				Alignment - The front end shall be aligned, per manufacturers guidelines (toe-in, caster, camber, etc.), and the front wheels balanced after conversion completion .  All 4 wheels will be aligned at the  manufacturer prior to delivery and a computerized alignment printout shall be supplied with vehicle.				________



				2.08				____				Rear Suspension - The chassis OEM rear leaf spring type suspension system.				________



				2.09				____				Wheels - OEM full-size spare tire LT245/75R16/120R, shipped loose w/option to have mounted.  Tire and wheel sizes shall be the same for all wheels including spare tire.				________



				2.10				____				Traction Control - the vehicle will have stability control or traction assist (i.e. AdvanceTrac with Roll Stability Control or Stabilitrak).				________



				2.11				____				Window and Tint - OEM windows tint, available on all side and rear windows.				________



				2.12				____				Steering  Power assist steering shall be provided.				________



				2.13				____				Wheel Base - Vehicle will have a minimum wheel base of 137 inches.				________



				2.14				____				Gauges - OEM panel display including fuel, oil pressure, water temperature, ammeter or voltmeter.				________



				2.15				____				Driver's Side Running Board - Driver's door running board shall be no less than 6" wide and run the full length of the driver's door of the vehicle.				________



				2.16				____				Passenger's Side Entrance - The step well shall be no greater than 12 inches measured from the ground surface to the top of the first step.				________



				2.17				____				Back-up Alarm - An alarm shall be provided which provides an audible warning maximum 50 decimal, when the ignition switch is "on" and the vehicle transmission control is in reverse.				________



				2.18				____				Audio and Clock - OEM, or equivalent, AM/FM digital clock radio with 2 speakers mounted in the passenger compartment.				________



				2.19				____				OEM Power Package - OEM power door lock, power window, power side mirrors on both driver and passenger of the vehicle.				________



				3.  ELECTRICAL



				3.01				____				Control Switch - All control switch labeling and designations in the driver's compartment shall meet FMVSS 101.				________



				3.02				____				Wiring - Wiring shall be color coded, numbered, or permanently marked over the entire length of wire. All wiring shall be stranded TXL, cross-linked polyethylene insulation. All wiring, connectors, terminals, relays, and switches except circuit breakers, shall be rated to carry at least 125 percent of the maximum ampere load for which the circuit is protected. All wiring wall be routed in high temperature split loom with a rating of 300 degrees Fahrenheit. There shall be no exposed wiring inside the vehicle.				________



				3.03				____				Terminals - All terminals shall be full ring type, properly sized for the terminal screw or stud, and crimped.				________



				3.04				____				Service Loop - An additional 6 inch service loop of wire at all electrical components, terminals, and  discrete connection points to eliminate stress on wiring/cables and permit at least two (2) terminal replacements at the wire's termination shall be furnished.				________



				3.05				____				Wiring Harness - All looms and wiring harnesses shall use continuous wiring and secured to the body or chassis frame with insulted, corrosion resistant polyethylene or metal insulated cable clamps every 18 inches, or closer as required, to prevent sagging and movement which results in chaffing, abrasion, pinching, snagging, or any other damage. All holes through which wires pass shall be grommet or utilize an acceptable feed through connector. All holes shall be water and moisture sealed using an OEM type sealant. Connectors shall be waterproof, OEM, crimp type connectors, or soldered splices with heat shrink tubing to protect joint. All components shall be grounded to paint free areas and ground terminals shall be sprayed with a battery type spray sealant.				________



				4.  BODY CONSTRUCTION



				4.01				____				Raised Roof - The roof shall be raised a minimum of 16 inches, constructed of one-piece molded fiberglass. Roof structure shall be certified to FMVSS 220 by an independent testing laboratory registered with NHTSA or certified by an independent licensed Professional Engineer to comply with NHTSA requirements. The roof shall be continuously sealed with OEM approved waterproof sealant throughout. The roof shall be painted with the identical OEM color to match when other than white. The trim/covering of the ceiling and walls shall be comparable in appearance, durability, and texture, non-flammability (FMVSS 302), to the original trim/covering of the vehicle. Trim and upholstery fasteners shall be concealed from view with buttons, caps, or covers. All interior adhesives utilized shall be OEM equivalent capable of retaining a bond in extreme high and low temperatures.				________



				4.02				____				Raised Doors - Wheelchair Doors shall be raised, conform with the raised roof, over the wheelchair lift opening and shall be a consistent with the OEM quality and follow the vehicle body lines. Doors shall comply with all current  ADA requirements. The raised doors and door frames shall be constructed to provide door strength at least equal to the original doors. Trim and covering of the completed interior of a modified door, except windows, shall be comparable to the OEM's trim of the door.  OEM's latching devices shall be furnished on the upper and lower parts of each door. The doors shall be painted with the identical  color used on the vehicle. A rain gutter or drip rail shall be furnished over and around the door extensions to meet the original rain gutter.				________



				4.03				____				Door Stops. - Wheelchair lift doors must be installed with a door holder mechanism to keep the doors open when deploying the lift. Specify type (i.e. pressurized strut, spring loaded or door stays)				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



				4.04				____				Fasteners - Wherever threaded fasteners are attached into interior panels only, a reinforcing nut or panel will be installed for added strength and fastener retention.				________



				4.05				____				Welding - Welding procedures used throughout the vehicle including materials, methods and personnel  will be in accordance with ASTM and American Welding Society Standards.				________



				4.06				____				Handrails and Stanchion - All handrails, stanchions will be 1 1/4 stainless steel. All handrails and stanchions, when attached to wall or ceiling, will be secured directly to the metal chassis structure or to reinforcement plates which are embedded securely in the body panels.				________



				4.07				____				Exterior Finishing - Exterior body panels will be, mold steel, galvanized steel, aluminum, composite or fiberglass with a white finish. Dissimilar metals will be insulated to prevent galvanic action. With the exception of stainless steel, all metal will be pre-treated, primed, and painted to resist corrosion for the life of the vehicle.				________



				4.08				____				Interior Finishing - Interior shall be made of FRP or ABS panels or equivalent. Interior finish will be white, grey or light tone, color coordinated with seats, floor and exterior.				________



				4.09				____				Water Test -   Body will be thoroughly water tested to ensure no leakage. The roofs, windows, windshields, and all seams and joints shall be tested as follows:				________



												(a)   The water test shall consist of a series of nozzles, which are located around the perimeter of the vehicle so as to spray water over the entire surface of the vehicle.



												(b)   The nozzles shall eject a volume of water no less than 2.0 gal/min under a pressure of no less than 40 psi measured at the nozzle tip.



												(c)    Each vehicle will be water tested as prescribed above for no less than 15 minutes to determine whether there are any body leaks.



												(d)   Corrective action and retesting shall be performed for all vehicles that fails to pass.



												(e)   Documentation will be furnished for each vehicle delivered under this agreement demonstrating the vehicle has passed the requirements listed above.



				4.10				____				Insulation - The roof shall be completely insulated with non-settling, fungus resistant, fire retardant insulation, minimum R-8.				________



				4.11				____				Floor - Altro flooring or equivalent shall be furnished. The floor covering shall have a minimum thickness of 2.2 mm and have intrinsic anti-slip properties. The floor covering shall be securely bonded to a sub floor. The sub floor shall be constructed of minimum nominal size 5/8-inch exterior grade plywood. The floor covering shall be installed without gaps or openings with all seams filled to prevent intrusion or seepage of water.				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



				4.12				____				Windows - The windows as installed by the OEM shall remain in the vehicle.				________



				4.13				____				Sun Visors - Sun visor will be install on the driver side.				________



				4.14				____				Storage - A storage compartment shall be available to the driver for storage. The access door will have a positive latch to prevent accidental opening. Indicate location i.e. bulkhead,				________



												Specify Location  _____________				________



				4.15				____				Undercoating - Undercoating shall be applied to the underbody of each vehicle to prohibit intrusion of moisture.  This material must meet ASTM B 117 Salt Spray Resistance, FMVSS 302 Flammability, SAE J400 Gravelometer, and ASTM C 792 Heat Aging.				________



				4.16				____				Bumpers - Front and rear bumpers will be as ordered from the OEM.				________



				4.17				____				Mud Flaps -  Mud flaps will be installed on rear wheels.				________



				5. VEHICLE FEATURES



				5.01				____				Seating - Standard floor plans are required with the proposal.  Detailed floor plans are required with vehicle orders.  Exceptions to capacity required to meet other specifications must be noted.				________



				5.02				____				Passenger Seats - Shall be forward-facing mid-high back.  All seats will have shoulder and lap  belts in compliance with  FMVSS# 207. Single seats may be used on narrow bodied vehicles and where dictated by standard floor plans. Seats will have a minimum of 16 inch cushion width and depth per person.				________



												Passenger Seat Options 1, Specify Mfg/Model: _______________________________________				________



												Passenger Seat Options 2, Specify Mfg/Model: _______________________________________				________



												Passenger Seat Options 3, Specify Mfg/Model: _______________________________________				________



				5.03				____				Flip Seats and Fold-away Seats - All flip seats and fold-away seats are to be forward facing, 3pt seatbelts unless otherwise specified.				________



				5.04				____				Handrails - Entry assist grab bar on right hand side of entry door.   Additional handrail may be added based on seating and lift configuration.				________



				5.05				____				Seat materials - Vinyl level-1 upholstery is standard with color to be selected by purchaser from several available colors or patterns.				________



				5.06				____				Seat Belts - Must meet FMVSS #209 and #210 . The driver's seat and right front passenger seat will be equipped the OEM retracting seat belt.  All standard passenger seats will be equipped with 3 pt. integrated shoulder belts.				________



				5.07				____				Seat belt cutter - Seatbelt cutter capable of cutting supplied wheelchair securement straps.				________



				5.09				____				Wheel Chair Lift - ADA approved lift will meet or exceed FMVSS #403 & #404 requirements and all State, Federal, ICC, and ADA requirements.  Minimum clear dimensions for platform are  34" wide X 51" length. Specify manufacturer(s) & model(s) available as standard.				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



				5.10				____				Interlock System - Vehicle must be equipped with a fully automatic lift interlock system with self-diagnostic capability. The interlock system must comply with all current applicable ADA requirements, and protected from the weather.				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



				5.11				____				Wheelchair Securement Devices - Wheelchair securement devices will be automatic, self tensioning with tensioning knob and self locking and must comply with all ADA, SAE J2249 and ISO 10542 performance and installation requirements. Standard wheelchair securement will be flush mount aluminum "L" track with fixed floor pocket, Slide and Click, Solo Fitting or approved equal as optional based on desired standard configuration. All wheelchair securement devices provided and the installation thereof, performance pursuant to this specification, will meet or surpass the minimum standards per ADA, SAE J2249 and ISO 10542 requirements, including all shoulder harness mounting hardware. Shoulder harness shall have an adjustable height adjuster to compensate for variations in the size of the mobility device or passenger.				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



				5.12				____				Floor track - Floor track shall be flange mount “L” track 6351 aluminum grade or approved equal. Length of floor track  will be appropriate to the number of wheelchair stations ordered in the desired configuration.				________



				5.11								Heating and Cooling System - The vehicle will have highest capacity OEM heater and air conditioning with rear auxiliary heater and air conditioning with separate controls.				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



				6. VEHICLE LIGHTING



				6.01				____				Interior Lighting - A minimum of four (4) overhead lights to illuminate automatically when door is opened and switched at driver's console. Overhead driver switched lights will be mounted above driver door. Passenger and lift doorways will be illuminated according to CFR 49 Part 38.31 (ADA) and will be illuminated whenever respective door is open.				________



				6.02				____				Driver Courtesy Light - Driver courtesy light will be located to allow illumination of the driver area and will illuminate when driver or passenger door is opened.				________



				6.03				____				Lighting Fixtures Mounting - All lighting fixtures shall be flush mounted, to the maximum extent practicable to prevent accidental dislodgement of light cover or present a hazard to passengers.				________



				6.04				____				ADA Entrance Door Lighting - ADA compliant entrance door lighting will be mounted to fully illuminate the exterior doorway of the wheelchair lift area.  Lights shall be wired to automatically turn on when wheelchair lift door is opened.				________



				6.05				____				Exterior Lights - All exterior lights and reflectors to meet Federal Motor Carrier Safety Regulation 393.11.				________



				6.06				____				Engine Compartment Light -  At lease one (1) 10 foot-candle light installed in the engine compartment  conveniently located.				________



				7. SAFETY KIT



				7.01				____				First Aid Kit - A 16 unit First Aid Kit meeting ANSI Z308.1-2003 Type I, II, III will be mounted in an easily accessible location per purchaser request.				________



				7.02				____				Fire extinguisher - minimum two and one-half (2 1/2) pound rechargeable, mounted per purchaser request.				________



				7.03				____				Emergency Warning Triangle Kit - A kit of three emergency warning triangles with protective container mounted per purchaser request. Both faces of the emergency warning triangle must consist of red reflective and orange fluorescent material.				________



				8. DESIGNED TO TRANSPORT



				8.01				____				Designed to Transport - The final stage manufacturer will determine the original seating capacity of each vehicle. The manufacturer's certification label will indicate the original seating capacity of the vehicle and will be affixed to the vehicle driver's "B" pillar for protection from wear. The Vehicle Certification label will state "MPV" (Multi Passenger Vehicle). The number of passengers the vehicle is designed for including driver will be on the Tread Act label (Tire and Loading Information label).				________



				9. SERVICE, WARRANTIES AND DELIVERY



				9.01				____				Maintenance and Inspection Schedule - a single comprehensive maintenance and inspection schedule for each type of vehicle for which a proposal is submitted, that incorporates the required maintenance and inspection of  body, chassis, tires, wheelchair lift and other equipment and sub-systems, as prescribed by the respective manufacturers.  The maintenance and inspections schedule will be supplied with each bus.				________



				9.02				____				Quality Assurance - body manufacturer must meet chassis manufacturer's quality assurance program, if available.  Certification from chassis manufacturer must be submitted with proposal for each chassis.				________



				9.03				____				Tires will be covered by OEM warranty.				________



				9.04				____				Wheelchair lift system will be covered by OEM warranty.				________



				9.05				____				Body structure materials and workmanship will be covered by OEM warranty.				________



				9.06				____				Installation, labor and workmanship (including electrical) performed by the body manufacturer, final stage manufacturer or vendor (if vendor installs components or otherwise completes vehicle) will be covered by OEM warranty.				________



				9.07				____				All other components and accessory equipment will be covered by a warranty of at least one (1) year/12,000 miles, unless covered by an applicable manufacturer's warranty exceeding this. The Proposer will assist as needed in coordinating repairs within the warranty period for each component and applicable warranty.				________



				9.08				____				The responder will provide a report of all warranties and excluded warranties associated with each vehicle.				________



				9.09				____				During established warranty periods, the contract vendor and respective manufacturer will furnish all warranty parts at no cost to the transit system. Replacement costs, parts and assemblies will be made without delay.				________



				9.10				____				The contract vendor will provide the recipient, or a designated representative of the recipient, the opportunity to inspect the vehicle for compliance with these specifications and applicable motor vehicle regulations.  The inspection's) must be completed prior to the delivery and acceptance of the vehicle.				________



				9.11				____				Prior to releasing the vehicle to the recipient, the contract vendor will provide hands on instructions, by a qualified and experienced employee, in the proper and safe operation of all mechanical, electrical and hydraulic components in the vehicle. A list of topics is provided in Appendix 12.  Towing procedures must be included in the instruction. The recipient's driver/designee will conduct an operational familiarization test drive with the contract vendor's employee.				________



				9.12								Delivery will be FOB destination to the vehicle buyer designated location.



				10. Vehicle Seating Layout



												This seating layout is based on the standard specifications. See sample floor plan for alternative seating configurations.











Options



				FULLSIZE ADA VAN



				OPTIONS LIST



																Specify				Price



				1				Chassis/Engine/Fuel Type



								1.1				E250 or equivalent chassis  (deduct)*



								1.2				Standard chassis in lieu of extended (deduct)*



								1.3				6.7 liter gas engine or equivalent



								1.4				Compressed Natural Gas (CNG)



								1.5				Propane



								1.6				Flex Fuel



												* available only for limited floor plans



				2				Vehicle Feature Options



								2.1				Eco-Star, stop/start technology or equivalent



								2.2				OEM AM/FM CD player, digital clock with 4 speakers



								2.3				Oversized outside mirrors (specify)



								2.4				Aftermarket inside rear view mirror



								2.5				AVL/MDL transmitter system



								2.6				Bike rack



								2.7				Front bug deflector



								2.8				Heavy-duty rubber floor mats for driver/front passenger in lieu of OEM carpeted front floor mats (each)



								2.9				Additional keys



								2.10				Service repair manual



								2.11				Front mudflaps



				3				Raised Roof Options



												Specify each optional raised roof height available per model



								3.1				Specify roof height



								3.2				Specify roof height



								3.3				Specify roof height



								3.4				Specify roof height



				4				Door Options



												Transit style door conforming to selected raised roof.**



								4.1				Specify door height



								4.2				Specify door height



								4.3				Specify door height



												** Transit style door not available for all raised roof types



				5				Seating



								5.1				Cloth in lieu of vinyl, meeting specified flammability standards (per seat)



								5.2				Additional single-flip seat



								5.3				Additional double-flip seat



								5.4				Upgraded seating material (i.e. Level 2, 3, 4 etc.)



												Specify seating material level



												Specify seating material level



												Specify seating material level



				6				Flooring Material



								6.1				Upgrade to 3/4" inch marine plywood



								6.2				Upgrade to 5/8" inch composite flooring



								6.3				Upgrade to XL Bus Panel flooring



								6.4				RCA rubber flooring material in lieu of standard floor



				7				Exterior Lighting



								7.1				6 " in diameter LED combination brake, turn tail and hazard lights. Purchaser will determine mounting location.



								7.2				Roof mounted strobe light Lift indicator



								7.3				7" amber flashing lights, front & rear



								7.4				LED light strip above passenger entry door



				8				Security Camera (You may list more than one manufacturer)												Mfg #1								Mfg #2								Mfg #3



								8.1				Digital camera 250 Gb hard drive system w/2 cameras



								8.2				Additional camera each



								8.3				Additional hard drive 250 Gb each



				9				Back up Camera and Back up Alarm



								9.1				Backup rear view camera system



								9.2				"Hawkeye" sonar warning system or equivalent



												Deduct standard backup warning alarm



				10				Privacy Window Tint



								10.1				Privacy tint windows



				11				Tires and Chains



								11.1				Mounted full-size spare tire



								11.2				Four snow studded tires



								11.3				Insta-chain automatic snow chain or equivalent



								11.4				SCC Chain that fit OEM tires or equivalent.



				12				Lift, Securement and Storage Container



								12.1				Sure-lok heavy duty storage container or equivalent



								12.2				Q'straint storage pouch for securement or equivalent



								12.3				Extra large platform (rear lift option only)



								12.4				Additional WC tie down system



								12.5				Upgrade to 1000 lb lift



												Specify make/model



												Specify make/model



												Specify make/model



								12.6				Reinforced mounting plate for WC lift



				13				Signage



								13.1				Apply Logo. Purchasers will determine logo size and location. Price per location



								13.2				Lettering price per character Three  - Inch height



								13.3				Lettering price per character Four - Inch height



								13.4				Lettering price per character Five - Inch height



				14				Electrical



								14.1				Heavy Duty Alternator



								14.2				Dual Batteries



								14.3				Engine Block Heater



								14.4				Additional 12V Auxiliary outlets



								14.5				Full gauge package including oil pressure, engine temperature, and voltmeter



								14.6				Additional wiring harness to accommodate end-user's supplemental equipment (i.e. radio, AVL/MDL, etc)



				15				Reflective Tape



												Conspicuity markings with reflective tape 2" wide - location determined by purchaser



								15.1				One stripe up to 10 feet long



								15.2				One stripe up to 25 feet long



								15.3				Rear Perimeter



				16				Roof Vent/Emergency Exit



								16.1				24" X 24" dual-purpose manually operated ventilator/emergency exit, installed on the roof, approximately the enter of the vehicle.



				17				Four Wheel Drive Conversion (4WD)



								17.1				QVM approved 4WD  (Specify manufacturer)



								17.2				QVM approved 4WD  (Specify manufacturer)



				18				Suspension



								18.1				Additional rear leaf spring(s) - (rear or side lift models)



								18.2				Suspension block on passenger side (side lift only)



								18.3				Adjustable air shocks



				19				Stanchions



								19.1				Power Coated in lieu of stainless



								19.2				Padded



								19.3				Additional passenger assist handrails



				20				Safety Equipment



								20.1				5 lb fire extinguisher in lieu of 2 1/2 lb extinguisher



								20.2				24 unit first aid kit in lieu of 16 unit first aid kit



								20.3				Bodily fluid cleanup kit



								20.4				Fire suppression system (CNG model only)



												Specify manufacturer











Sample Layouts



				Sample Floor Plans



								Seating configurations are subject to chassis selection and  GVW restrictions



								All seating configurations are available on the extended chassis.



				Sample Floor Plans - Extended Length
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General Spec-Side Ramp



												DETAILED SPECIFICATIONS



												MINIVAN WITH SIDE WHEELCHAIR RAMP



												ANY EXCEPTIONS MUST BE NOTED



												Final as of May 25, 2011



				1. GENERAL DESCRIPTION



				1.01				_______				The purpose of these detailed specifications are to describe the conversion of an ADA minivan as manufactured by the vehicle OEM 2012 or newer, model year with the 120” minimum wheelbase, equipped with a passenger side-entry wheelchair ramp, modified as a paratransit vehicle with four ambulatory passengers and one wheelchair station. The vehicle shall fully comply with all ADA, FMVSS, Altoona test requirements (prior to delivery) and CARB or applicable state environmental requirement.



				1.02				_______				Unless otherwise specified, the vehicle shall be complete with standard equipment and factory installed accessories as listed in the manufacturer's printed literature for the vehicle model offered. The items below are minimum requirements for the vehicle, and shall be provided whether shown standard/original equipment by the manufacturer or options.



				1.03				_______				Vehicle will have a minimum wheel base of 120 inches.



				1.04				_______				The overall length of vehicle, bumper to bumper, will be approximately 200 inches.



				1.05				_______				The overall height of the vehicle, from ground to top, will be approximately 74 inches.



				1.06				_______				The vehicle shall offer a maximum curb weight of 5,000 pounds. The curb weight of the vehicle shall include the weight of the van and the weight of all attachments, accessories, standard and optional equipment, a full fuel tank, lubricants, and coolants.



				1.07				_______				The vehicle shall offer a minimum GVW of 6,000 pounds. The converted vehicle shall not exceed the GVW with five (5) ambulatory including driver plus one wheelchair station. The GVW shall consist of the curb weight and payload.  The GVW is the actual vehicle weight with the payload.



				1.08				_______				The vehicle shall have the payload capacity to transport the driver, ambulatory individuals, and persons with disabilities in a wheelchair safely and legally in any seating variation for the chosen configuration. The payload capacity of the vehicle shall be determined by its seating configuration. The payload capacity shall not be less than the weight computed from the number of seated passengers and wheelchairs positions.  The weight of each seated ambulatory passenger will be calculated at 150 lbs. and each wheelchair position will be calculated at 200 lbs.



				2.  CHASSIS COMPONENTS



				2.01				_______				A minimum 3.6 litters, 6 cylinders gasoline engine. The engine will be OEM chassis manufacturer's standard or optional engine for the commercial model van which meets or exceeds the requirements of this purchase description.



				2.02				_______				A minimum six (6) speed OEM automatic with overdrive transmission with front wheel drive.



				2.03				_______				Tilt/telescopic steering column.



				2.04				_______				The vehicle will have stability control and/or traction control.



				2.05				_______				The vehicle shall be furnished with the chassis manufacturer's power assisted, self adjusting, front and rear wheels, antilock brake system (ABS).  The system shall be in accordance with Federal Motor Vehicle Safety Standard Number 121.



				2.06				_______				The wheels of the vehicle shall be 16-inch OEM wheels in a tubeless configuration with hub-piloted mounting. Tire and wheel sizes shall be the same for all wheels including spare tire. Minimum tires size shall be P225/60R-16 steel belted all season radial tires.



				2.07				_______				The front end shall be aligned, per manufacturers guidelines (toe-in, caster, camber, etc.),and the front wheels balanced after completion of body on chassis. All 4 wheels will be aligned at the  manufacturer prior to delivery and a computerized alignment printout shall be supplied with vehicle.



				2.08				_______				The fuel tank shall have a minimum capacity of 20 gallons. The fuel system and fuel tanks shall be in accordance with Federal Motor Carrier Safety Regulations 393.65 and 393.67.



				2.09				_______				OEM tinted all side and rear windows.



				2.10				_______				OEM instrument panel.



				2.11				_______				Back-up Alarm shall be provided which provides an audible warning when the ignition switch is "on" and the vehicle transmission control is in reverse.



				2.12				_______				OEM AM/FM/CD Digital Clock Radio with 4 speakers; two in front and two in rear.



				2.13				_______				OEM power steering.



				2.14				_______				OEM cruise control.



				2.15				_______				OEM dual zone air conditioning and heater, front and rear.



				2.16				_______				OEM intermittent wipers, rear window wiper/washer.



				2.17				_______				12V front and 12V cargo area power outlets.



				2.18				_______				OEM power windows, door locks and side mirrors.



				2.19				_______				OEM rear window defroster.



				2.20				_______				OEM full length headliner.



				2.21				_______				Airbags, driver and front passenger.



				2.22				_______				OEM front passenger seat, cloth.



				2.23				_______				Driver and front passenger seat arm rest.



				2.24				_______				OEM seat belts with retractors for driver, front seat passenger.



				2.25				_______				Driver and front passenger areas floor mats.



				2.26				_______				Sliding side doors, on both sides of the vehicle.



				2.27				_______				Lift gate rear door.



				3. APPLICABLE ELECTRICAL SWITCH AND WIRING



				3.01				_______				Control Switch - All control switch labeling and designations in the driver's compartment shall meet FMVSS 101.



				3.02				_______				Wiring - Wiring shall be color coded, numbered, or permanently marked over the entire length of wire. All wiring shall be TXL  cross linked polyethylene insulation. All wiring, connectors, terminals, relays, and switches except circuit breakers, shall be rated to carry at least 125 percent of the maximum ampere load for which the circuit is protected. All wiring wall be routed in high temperature split loom with a rating of 300 degrees Fahrenheit. There shall be no exposed wiring inside the vehicle.



				3.03				_______				Terminals - All terminals shall be full ring type, properly sized for the terminal screw or stud, and crimped.



				3.04				_______				Service Loop - An additional 6 inch service loop of wire at all electrical components, terminals, and discrete connection points to eliminate stress on wiring/cables and permit at least two (2) terminal replacements at the wire's) termination shall be furnished.



				3.05				_______				Wiring Harness - All looms and wiring harnesses shall be secured to the body or chassis frame with insulted, corrosion resistant polyethylene or metal insulated cable clamps every 18 inches, or closer as required, to prevent sagging and movement which results in chaffing, abrasion, pinching, snagging, or any other damage. All holes which wires pass through shall have grommet or use an acceptable feed through connector. All holes shall be water and moisture sealed using an OEM type sealant. Connectors shall be waterproof, OEM, crimp type connectors, or soldered splices with heat shrink tubing to protect joint. All components shall be grounded to paint free areas and ground terminals shall be sprayed with a battery type spray sealant.



				4. ADA CONVERSION



				4.01				_______				The floor shall be lowered from the vehicle firewall to rear axle of the vehicle. The floor shall be covered with premium, transit-grade flooring such as Altro/Gerflor flooring or equivalent with a minimum 3/8" marine grade plywood underlayment. The flooring shall be securely bonded to the sub floor without any gaps or openings and with all seams filled to prevent intrusion or seepage of water and other fluids. The floor shall be made of corrosion resistant, coated metal, joined to the body frame members in a manner to prevent bowing, rattling and provide a leak proof floor for the useful life of the vehicle.  The vehicle shall be fully undercoated with a non-flammable resin-type material such as polyoleum. The ground clearance, with full occupancy,  shall not be less than five inches (5").



				4.02				_______				A minimum interior height will be 60" from floor-to-ceiling at the center of the vehicle.



				4.03				_______				The vehicle at full capacity and under static conditions shall not exhibit deformation or deflection that impairs operation of doors, windows, wheelchair ramp, or other mechanical elements.



				4.04				_______				Wheelchair Entry - The wheelchair entry shall provide a minimum thirty-one and one half inches (31 1/2") clear opening width and a minimum fifty-six inches (56") door opening height from ramp to door header.



				4.05				_______				Manually operated wheelchair ramp, formed aluminum ramp or powder coated steel ramp with non-skid surface on the curbside sliding door. When the ramp is stored, ambulatory passengers shall be able to enter/exit from lowered floor without using ramp. Floor shall be a maximum twelve inches (12") from the ground.  Ramp shall be thirty inches (30") minimum useable width and the ramp length shall be complied with all applicable ADA requirements.



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



				4.06				_______				Wheelchair Securement – The vehicle shall have forward facing wheelchair positions.  A wheelchair securement system shall be able to hold the wheelchair in the wheelchair position.  The wheelchair position(s) shall be have a restraint devices that will secure the wheelchair and secure the wheelchair passenger while in the wheelchair.  These devices shall be adjustable to accommodate varying track widths of wheelchairs.  Each wheelchair shall have a four (4) point securement (2 front, 2 back) in the vehicle with recessed anchor points of sufficient strength to secure a wheelchair.



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



				5. FLOOR MOUNTED AND DOOR TRACKS



				5.01				_______				Floor mounted tracks shall be a series of horizontal tracks of minimum dimensions thirty inches (30”) wide, spaced a minimum of forty-two (42”) fore and aft.



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



				5.02				_______				These tracks may be recessed mounted in the kick panel, floor, and firewall with three-eighths inch (3/8") diameter, SAE Grade 5, bolts, washers, and self-locking nuts with National Fine Threads.  Bolts shall be installed on each side flange of the track and spaced not greater than twelve inches (12") apart. These tracks may be welded or bolted in the kick panel, floor, and firewall.



				5.03				_______				Passenger Door Tracks, sliding doors must have reinforced glides with an added stop brace to prevent doors from sliding off track.  Door tracks shall be reinforced or strengthened beyond OEM standards as needed in all areas of contact with sliding door arms.



				6. VEHICLE LIGHTING



				6.01				_______				A minimum of two (2) overhead lights to illuminate automatically when door is opened and switched at driver's console. Passenger and ADA ramp doorways will be illuminated according to CFR 49 Part 38.31 (ADA) and will be illuminated whenever respective door is open.



				6.02				_______				Driver courtesy light will be located at the driver's console and will illuminate when driver or passenger door opened.



				6.03				_______				All lighting fixtures shall be flush mounted, to the maximum extent practicable to prevent accidental dislodgement of light cover or present a hazard to passengers.



				6.04				_______				ADA compliant entrance door lighting will be mounted to fully illuminate the exterior doorway of the wheelchair ramp area.  Lights shall be wired to automatically turn on when the door is opened to deploy the wheelchair ramp.



				6.05				_______				All exterior lights and reflectors to meet Federal Motor Carrier Safety Regulation 393.11.



				6.06				_______				At lease one (1) 10 foot-candle light is installed in the engine compartment conveniently located.



				7. VEHICLE SEATS AND SEATINGS ARRAGEMENT



				7.01				_______				One (1) wheelchair station with one (1)  two-passenger fold away seat and OEM rear bench seat.



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



				8. SAFETY KIT



				8.01				_______				First Aid Kit - A 16 unit First Aid Kit meeting ANSI Z308.1-2003 Type I, II, III will be mounted in an easily accessible location per purchaser request.



				8.02				_______				Fire extinguisher - minimum 2-1/2 pound rechargeable, mounted per purchaser request.



				8.03				_______				Emergency Warning Triangle Kit - A kit of three emergency warning triangles with protective container mounted per purchaser request. Both faces of the emergency warning triangle must consist of red reflective and orange fluorescent material.



				9. DESIGNED TO TRANSPORT



				9.01				_______				Designed to Transport - The final stage manufacturer will determine the original seating capacity of each vehicle. The manufacturer's certification label will indicate the original seating capacity of the vehicle and will be affixed to the vehicle driver's "B" pillar for protection from wear. The Vehicle Certification label will state "MPV" (Multi Passenger Vehicle). The number of passengers the vehicle is designed for including driver will be on the Tread Act label (Tire and Loading Information label).



				10. SERVICE, DELIVERY AND WARRANTIES



				10.01				_______				Maintenance and Inspection Schedule - a single comprehensive maintenance and inspection schedule for each type of vehicle for which a proposal is submitted, that incorporates the required maintenance and inspection of  body, chassis, tires, wheelchair lift and other equipment and sub-systems, as prescribed by the respective manufacturers. The maintenance and inspections schedule will be supplied with each vehicle.



				10.02				_______				The contract vendor will provide the purchaser or a designated representative of the purchaser the opportunity to inspect the vehicle for compliance with these specifications and applicable motor vehicle regulations. The inspections must be completed prior to the delivery and acceptance of the vehicle.



				10.03				_______				Prior to releasing the vehicle to the purchaser, the contract vendor will provide hands on instructions, by a qualified and experienced employee, in the proper and safe operation of all mechanical, electrical and hydraulic components in the vehicle.



				10.04				_______				Delivery will be F.O.B destination to the vehicle buyer designated location.



				10.05				_______				Vehicle conversion manufacturer must meet chassis manufacturer's quality assurance program, if available.



				10.06				_______				During established warranty periods, the contract vendor and respective manufacturer will furnish all warranty parts at no cost to the transit system or purchasers. Replacement costs, parts and assemblies will be made without delay.



				10.07				_______				The contract vendor will provide a report of all warranties and excluded warranties associated with each vehicle.



				10.08				_______				Tires will be covered by tire manufacturer warranty.



				10.09				_______				Wheelchair ramp system will be covered by ramp manufacturer warranty.



				10.10				_______				Chassis structure materials and workmanship will be covered by OEM warranty.



				10.11				_______				Installation, labor and workmanship (including electrical) performed by the conversion manufacturer, final stage manufacturer or vendor (if vendor installs components or otherwise completes vehicle) will be covered by conversion manufacturer warranty.



				10.12				_______				All other components and accessory equipment will be covered by a warranty of at least one (1) year/12,000 miles, unless covered by an applicable manufacturer's warranty exceeding this. The contract vendor will assist as needed in coordinating repairs within the warranty period for each component and applicable warranty.



				11. Seating  Layout











General Spec-Rear Ramp



												DETAILED SPECIFICATIONS



												MINIVAN WITH REAR WHEELCHAIR RAMP



												ANY EXCEPTIONS MUST BE NOTED



												Final as of May 25, 2011



				1. GENERAL DESCRIPTION



				1.01				_______				The purpose of these detailed specifications are to describe the conversion of an ADA minivan as manufactured by the vehicle OEM 2012 or newer, model year with the 120” minimum wheelbase, equipped with a rear entry wheelchair ramp, modified as a paratransit vehicle with four ambulatory passengers and one wheelchair station. The vehicle shall fully comply with all ADA, FMVSS, Altoona test requirements (prior to delivery) and CARB or applicable state environmental requirement.



				1.02				_______				Unless otherwise specified, the vehicle shall be complete with standard equipment and factory installed accessories as listed in the manufacturer's printed literature for the vehicle model offered. The items below are minimum requirements for the vehicle, and shall be provided whether shown standard/original equipment by the manufacturer or options.



				1.03				_______				Vehicle will have a minimum wheel base of 120 inches.



				1.04				_______				The overall length of vehicle, bumper to bumper, will be approximately 200 inches.



				1.05				_______				The overall height of the vehicle, from ground to top, will be approximately 74 inches.



				1.06				_______				The vehicle shall offer a maximum curb weight of 5,000 pounds. The curb weight of the vehicle shall include the weight of the van and the weight of all attachments, accessories, standard and optional equipment, a full fuel tank, lubricants, and coolants.



				1.07				_______				The vehicle shall offer a minimum GVW of 6,000 pounds. The converted vehicle shall not exceed the GVW with five (5) ambulatory including driver plus one wheelchair station. The GVW shall consist of the curb weight and payload.  The GVW is the actual vehicle weight with the payload.



				1.08				_______				The vehicle shall have the payload capacity to transport the driver, ambulatory individuals, and persons with disabilities in a wheelchair safely and legally in any seating variation for the chosen configuration. The payload capacity of the vehicle shall be determined by its seating configuration. The payload capacity shall not be less than the weight computed from the number of seated passengers and wheelchairs positions.  The weight of each seated ambulatory passenger will be calculated at 150 lbs. and each wheelchair position will be calculated at 200 lbs.



				2.  CHASSIS COMPONENTS



				2.01				_______				A minimum 3.6 litters, 6 cylinders gasoline engine. The engine will be OEM chassis manufacturer's standard or optional engine for the commercial model van which meets or exceeds the requirements of this purchase description.



				2.02				_______				A minimum six (6) speed OEM automatic with overdrive transmission with front wheel drive.



				2.03				_______				Tilt/telescopic steering column.



				2.04				_______				The vehicle will have stability control and/or traction control.



				2.05				_______				The vehicle shall be furnished with the chassis manufacturer's power assisted, self adjusting, front and rear wheels, antilock brake system (ABS).  The system shall be in accordance with Federal Motor Vehicle Safety Standard Number 121.



				2.06				_______				The wheels of the vehicle shall be 16-inch OEM wheels in a tubeless configuration with hub-piloted mounting. Tire and wheel sizes shall be the same for all wheels including spare tire. Minimum tires size shall be P225/60R-16 steel belted all season radial tires.



				2.07				_______				The front end shall be aligned, per manufacturers guidelines (toe-in, caster, camber, etc.),and the front wheels balanced after completion of body on chassis. All 4 wheels will be aligned at the  manufacturer prior to delivery and a computerized alignment printout shall be supplied with vehicle.



				2.08				_______				The fuel tank shall have a minimum capacity of 20 gallons. The fuel system and fuel tanks shall be in accordance with Federal Motor Carrier Safety Regulations 393.65 and 393.67.



				2.09				_______				OEM tinted all side and rear windows.



				2.10				_______				OEM instrument panel.



				2.11				_______				Back-up Alarm shall be provided which provides an audible warning when the ignition switch is "on" and the vehicle transmission control is in reverse.



				2.12				_______				OEM AM/FM/CD Digital Clock Radio with 4 speakers; two in front and two in rear.



				2.13				_______				OEM power steering.



				2.14				_______				OEM cruise control.



				2.15				_______				OEM dual zone air conditioning and heater, front and rear.



				2.16				_______				OEM intermittent wipers, rear window wiper/washer.



				2.17				_______				12V front and 12V cargo area power outlets.



				2.18				_______				OEM power windows, door locks and side mirrors.



				2.19				_______				OEM rear window defroster.



				2.20				_______				OEM full length headliner.



				2.21				_______				Airbags, driver and front passenger.



				2.22				_______				OEM front passenger seat, cloth.



				2.23				_______				Driver and front passenger seat arm rest.



				2.24				_______				OEM seat belts with retractors for driver, front seat passenger.



				2.25				_______				Driver and front passenger areas floor mats.



				2.26				_______				Sliding side doors, on both sides of the vehicle.



				2.27				_______				Lift gate rear door.



				3. APPLICABLE ELECTRICAL SWITCH AND WIRING



				3.01				_______				Control Switch - All control switch labeling and designations in the driver's compartment shall meet FMVSS 101.



				3.02				_______				Wiring - Wiring shall be color coded, numbered, or permanently marked over the entire length of wire. All wiring shall be TXL cross linked polyethylene insulation. All wiring, connectors, terminals, relays, and switches except circuit breakers, shall be rated to carry at least 125 percent of the maximum ampere load for which the circuit is protected. All wiring wall be routed in high temperature split loom with a rating of 300 degrees Fahrenheit. There shall be no exposed wiring inside the vehicle.



				3.03				_______				Terminals - All terminals shall be full ring type, properly sized for the terminal screw or stud, and crimped.



				3.04				_______				Service Loop - An additional 6 inch service loop of wire at all electrical components, terminals, and discrete connection points to eliminate stress on wiring/cables and permit at least two (2) terminal replacements at the wire's) termination shall be furnished.



				3.05				_______				Wiring Harness - All looms and wiring harnesses shall be secured to the body or chassis frame with insulted, corrosion resistant polyethylene or metal insulated cable clamps every 18 inches, or closer as required, to prevent sagging and movement which results in chaffing, abrasion, pinching, snagging, or any other damage. All holes which wires pass through shall have grommet or use an acceptable feed through connector. All holes shall be water and moisture sealed using an OEM type sealant. Connectors shall be waterproof, OEM, crimp type connectors, or soldered splices with heat shrink tubing to protect joint. All components shall be grounded to paint free areas and ground terminals shall be sprayed with a battery type spray sealant.



				4. ADA CONVERSION



				4.01				_______				The floor shall be lowered from the vehicle firewall to rear axle of the vehicle. The floor shall be covered with premium, transit-grade flooring such as Altro/Gerflor flooring or equivalent with a minimum 3/8" marine grade plywood underlayment. The flooring shall be securely bonded to the sub floor without any gaps or openings and with all seams filled to prevent intrusion or seepage of water and other fluids. The floor shall be made of corrosion resistant, coated metal, joined to the body frame members in a manner to prevent bowing, rattling and provide a leak proof floor for the useful life of the vehicle.  The vehicle shall be fully undercoated with a non-flammable resin-type material such as polyoleum. The ground clearance, with full occupancy,  shall not be less than five inches (5").



				4.02				_______				A minimum interior height will be 57"  from floor-to-ceiling at the center of the vehicle.



				4.03				_______				The vehicle at full capacity and under static conditions shall not exhibit deformation or deflection that impairs operation of doors, windows, wheelchair ramp, or other mechanical elements.



				4.04				_______				Wheelchair Entry - The wheelchair entry shall provide a minimum thirty-one and one half inches (31 1/2") clear opening width and a minimum fifty-six inches (56") door opening height from ramp to door header.



				4.05				_______				Manually operated wheelchair ramp, formed aluminum ramp or powder coated steel ramp with non-skid surface on the rear door. Ramp shall be thirty-two inches (30") minimum useable width and the ramp length shall be complied with all applicable ADA requirements.



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



				4.06				_______				Wheelchair Securement – The vehicle shall have forward facing wheelchair positions.  A wheelchair securement system shall be able to hold the wheelchair in the wheelchair position.  The wheelchair position(s) shall be have a restraint devices that will secure the wheelchair and secure the wheelchair passenger while in the wheelchair.  These devices shall be adjustable to accommodate varying track widths of wheelchairs.  Each wheelchair shall have a four (4) point securement (2 front, 2 back) in the vehicle with recessed anchor points of sufficient strength to secure a wheelchair.



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



				5. FLOOR MOUNTED TRACKS



				5.01				_______				Floor mounted tracks shall be surface rail track or equivalent, surface mount per track manufacture's specification.



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



				5.02				_______				The rear lift gate shall have a minimum of 56" height opening.



				6. VEHICLE LIGHTING



				6.01				_______				A minimum of two (2) overhead lights to illuminate automatically when door is opened and switched at driver's console. Passenger and ADA ramp doorways will be illuminated according to CFR 49 Part 38.31 (ADA) and will be illuminated whenever respective door is open.



				6.02				_______				Driver courtesy light will be located at the driver's console and will illuminate when driver or passenger door opened.



				6.03				_______				All lighting fixtures shall be flush mounted, to the maximum extent practicable to prevent accidental dislodgement of light cover or present a hazard to passengers.



				6.04				_______				ADA compliant entrance door lighting will be mounted to fully illuminate the exterior doorway of the wheelchair ramp area.  Lights shall be wired to automatically turn on when the door is opened to deploy the wheelchair ramp.



				6.05				_______				All exterior lights and reflectors to meet Federal Motor Carrier Safety Regulation 393.11.



				6.06				_______				At lease one (1) 10 foot-candle light is installed in the engine compartment conveniently located.



				7. VEHICLE SEATS AND SEATINGS ARRAGEMENT



				7.01				_______				One (1) wheelchair station with one (1)  two-passenger fold away seat



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



				8. SAFETY KIT



				8.01				_______				First Aid Kit - A 16 unit First Aid Kit meeting ANSI Z308.1-2003 Type I, II, III will be mounted in an easily accessible location per purchaser request.



				8.02				_______				Fire extinguisher - minimum 2-1/2 pound rechargeable, mounted per purchaser request.



				8.03				_______				Emergency Warning Triangle Kit - A kit of three emergency warning triangles with protective container mounted per purchaser request. Both faces of the emergency warning triangle must consist of red reflective and orange fluorescent material.



				9. DESIGNED TO TRANSPORT



				9.01				_______				Designed to Transport - The final stage manufacturer will determine the original seating capacity of each vehicle. The manufacturer's certification label will indicate the original seating capacity of the vehicle and will be affixed to the vehicle driver's "B" pillar for protection from wear. The Vehicle Certification label will state "MPV" (Multi Passenger Vehicle). The number of passengers the vehicle is designed for including driver will be on the Tread Act label (Tire and Loading Information label).



				10. SERVICE, DELIVERY AND WARRANTIES



				10.01				_______				Maintenance and Inspection Schedule - a single comprehensive maintenance and inspection schedule for each type of vehicle for which a proposal is submitted, that incorporates the required maintenance and inspection of  body, chassis, tires, wheelchair lift and other equipment and sub-systems, as prescribed by the respective manufacturers. The maintenance and inspections schedule will be supplied with each vehicle.



				10.02				_______				The contract vendor will provide the purchaser or a designated representative of the purchaser the opportunity to inspect the vehicle for compliance with these specifications and applicable motor vehicle regulations. The inspections must be completed prior to the delivery and acceptance of the vehicle.



				10.03				_______				Prior to releasing the vehicle to the purchaser, the contract vendor will provide hands on instructions, by a qualified and experienced employee, in the proper and safe operation of all mechanical, electrical and hydraulic components in the vehicle.



				10.04				_______				Delivery will be F.O.B destination to the vehicle buyer designated location.



				10.05				_______				Vehicle conversion manufacturer must meet chassis manufacturer's quality assurance program, if available.



				10.06				_______				During established warranty periods, the contract vendor and respective manufacturer will furnish all warranty parts at no cost to the transit system or purchasers. Replacement costs, parts and assemblies will be made without delay.



				10.07				_______				The contract vendor will provide a report of all warranties and excluded warranties associated with each vehicle.



				10.08				_______				Tires will be covered by tire manufacturer warranty.



				10.09				_______				Wheelchair ramp system will be covered by ramp manufacturer warranty.



				10.10				_______				Chassis structure materials and workmanship will be covered by OEM warranty.



				10.11				_______				Installation, labor and workmanship (including electrical) performed by the conversion manufacturer, final stage manufacturer or vendor (if vendor installs components or otherwise completes vehicle) will be covered by conversion manufacturer warranty.



				10.12				_______				All other components and accessory equipment will be covered by a warranty of at least one (1) year/12,000 miles, unless covered by an applicable manufacturer's warranty exceeding this. The contract vendor will assist as needed in coordinating repairs within the warranty period for each component and applicable warranty.



				11. Seating  Layout











Options List



				ADA MINIVAN



				Option List



				Not all options are available for every vehicle type offered



												Options				Specify				Price



				1				Engine



								1.1				CNG



								1.2				Propane



								1.3				Flex Fuel



				2				Seating Configuration



								2.1				Additional WC Station (side entry only)



												Deduct front passenger seat (side entry only)



								2.2				Additional WC tie-down (complete set)



								2.3				Additional WC Station (rear entry only)



								2.4				2-passenger bench seat in lieu of 3-passenger bench seat (side entry only)



								2.5				Deduct center row single flip seat



								2.6				Freedman 60/40 rear bench seat or equivalent in lieu of OEM bench seat (side entry only)



				3				Seating Material



								3.1				Cloth in lieu of vinyl, for flip seat only



								3.2				Vinyl seat covers



				4				Flooring Material



								4.1				Upgrade to 3/4" inch marine plywood (side entry only)



								4.2				Upgrade to 5/8" inch composite flooring (side entry only)



								4.3				RCA Rubber floor covering in lieu of std floor cover



												Deduct impregnated non-slip flooring



				5				Security Camera (You may list more than one camera manufacturer)												Mfg #1								Mfg #2								Mfg #3				Indicate manufacturer (mfg)



								5.1				Digital camera 250 Gb hard drive system w/2 cameras



								5.2				Additional camera each



								5.3				Additional hard drive 250 Gb each



				6				Back up Camera / devices



								6.1				Backup and rear view camera system each.



								6.2				"Hawkeye" sonar warning system or equivalent



												Deduct standard backup warning alarm



				8				Tires and Chains



								8.1				Mounted full-size spare tire @ location specified by purchaser



								8.2				Snow studded tires (set of four)



								8.3				SCC Zchain that fit OEM tires or equivalent.



				9				Cargo Net/Securement



								9.1				Sure-lok heavy duty storage container or equivalent



								9.2				Q'straint storage pouch for securement or equivalent



								9.3				Cargo net



				10				Signage



								10.1				Apply Logo. Purchasers will determine logo size and location. Price per location



								10.2				Lettering price per character Three  - Inch height



								10.3				Lettering price per character Four - Inch height



								10.4				Lettering price per character Five - Inch height



				11				Reflective Tape



												Conspicuity markings with reflective tape 2" wide - location determined by purchaser



								11.1				One stripe up to 10 feet long



								11.2				One stripe up to 25 feet long



				12				OEM Chassis options



								12.1				Power side doors (both sides)



								12.2				Power rear lift gate



								12.3				Privacy tinted glass



								12.4				Roof rack



								12.5				Additional set of keys



								12.6				Factory repair manual



				13				Safety Equipment



								13.1				5 lb fire extinguisher in lieu of 2 1/2 lb extinguisher



								13.2				24 unit first aid kit in lieu of 16 unit first aid kit



								13.3				Bodily fluid cleanup kit



								13.4				Fire suppression system (CNG only)
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General Spec - Rear Entry Lift



				DETAILED SPECIFICATIONS



				FULLSIZE ADA VAN - REAR ENTRY LIFT



												ANY EXCEPTIONS MUST BE NOTED



												Final as of May 25, 2011



				1. CHASSIS, DIMENSIONS, WEIGHT AND PAYLOADS



												Responders must note any variations from these minimums or maximums



				1.01				____				Standard van configuration shall be rear-lift entry with seating capacity for six (6) ambulatory passengers and/or two (2) WC stations. Type of seats & WC securements are identified in floor plan shown at end of 'General Spec- Rear Entry Lift' section.



				1.02				____				Chassis - The vehicle will be built on an OEM E350 extended chassis or equivalent appropriate for the seating configuration chosen and will not be extended more than 22 feet. List the overall length, bumper-to-bumper, for each wheel base model offered.



												___________Feet in Length				________



												___________Feet in Length				________



												___________Feet in Length				________



				1.03				____				Vehicle Overall Height - List the overall height of the vehicle, from ground to top, based upon the available raised roof options available, but not to exceed 10 feet (120 inches).



												___________Feet in height



												___________Feet in height



												___________Feet in height



												___________Feet in height



												___________Feet in height



				1.04				____				Vehicle Interior Height - The minimum interior height must meet all current ADA requirements.				________



				1.05				____				Curb Weight - The curb weight of the vehicle shall include the weight of the van and the weight of all attachments, accessories, standard and optional equipment, a full fuel tank, lubricants, and coolants.				________



				1.06				____				Aisle Width - The aisle width and seating configurations must meet all current applicable ADA requirements based upon the seating configuration.				________



				1.07				____				Passenger Seats Spacing - Minimum of 26 inches knee-to-hip spacing between passenger seats, measured from the center of the seat.				________



				1.08				____				Gross Vehicle Weight (GVW) - The GVW shall consist of the curb weight and payload. The manufacture shall not exceed OEM chassis GVW.  Certified weight of completed vehicle as ordered will be affixed to the completed vehicle and a weight slip included.				________



				1.09				____				Payload Capacity - The vehicle shall have the payload capacity to transport the driver, ambulatory individuals, and persons with disabilities in a wheelchair safely and legally in any seating variation for the chosen configuration.  The payload capacity of the vehicle shall be determined by its seating configuration. The payload capacity shall not be less than the weight computed from the number of seated passengers and wheelchairs positions.  The weight of each seated ambulatory passenger will be calculated at 150 lbs. and each wheelchair position will be calculated at 250 lbs.				________



				2.  CHASSIS COMPONENTS



				2.01				____				Engine - The standard engine will be a minimum 5.4 liter  V8 or equivalent , gas-powered OEM chassis manufacturer's standard or optional engine for the commercial model van which meets or exceeds the requirements of this purchase description. List available engine sizes below.				________



												Specify___________Engine				________



				2.02				____				Driveshaft - Driveshaft will have guards to prevent driveline damage from UV joint failure.				________



				2.03				____				Cooling System - Cooling system will have OEM's heavy duty pressurized liquid-cooling system.				________



				2.04				____				Automatic Transmission - The vehicle will have an OEM automatic transmission.				________



				2.05				____				Fuel Tank - The fuel tank shall have a minimum capacity of 33 gallons.  The fuel system and fuel tanks shall be in accordance with Federal Motor Carrier Safety Regulations 393.65 and 393.67.				________



				2.06				____				Brake System - The vehicle shall be furnished with the chassis manufacturer's power assisted, self adjusting, front and rear wheels, antilock brake system (ABS).  The system shall be in accordance with Federal Motor Vehicle Safety Standard Number 105.				________



				2.07				____				Alignment - The front end shall be aligned, per manufacturers guidelines (toe-in, caster, camber, etc.), and the front wheels balanced after conversion completion .  All 4 wheels will be aligned at the  manufacturer prior to delivery and a computerized alignment printout shall be supplied with vehicle.				________



				2.08				____				Rear Suspension - The chassis OEM rear leaf spring type suspension system.				________



				2.09				____				Wheels - OEM full-size spare tire LT245/75R16/120R, shipped loose w/option to have mounted.  Tire and wheel sizes shall be the same for all wheels including spare tire.				________



				2.10				____				Traction Control - the vehicle will have stability control or traction assist (i.e. AdvanceTrac with Roll Stability Control or Stabilitrak).				________



				2.11				____				Window and Tint - OEM windows tint, available on all side and rear windows.				________



				2.12				____				Steering  Power assist steering shall be provided.				________



				2.13				____				Wheel Base - Vehicle will have a minimum wheel base of 137 inches.				________



				2.14				____				Gauges - OEM panel display including fuel, oil pressure, water temperature, ammeter or voltmeter.				________



				2.15				____				Driver's Side Running Board - Driver's door running board shall be 6" wide minimum and run the full length of the driver's door of the vehicle.				________



				2.16				____				Passenger's Side Running Board - Passenger running board will be 6" wide minimum and run from the front right wheel well to just behind the passenger side double doors. The passenger side running board will end near the right rear wheel well at a point that does not interfere with snow chains on the rear wheels.				________



				2.17				____				Back-up Alarm - An alarm shall be provided which provides an audible warning maximum 50 decimal, when the ignition switch is "on" and the vehicle transmission control is in reverse.				________



				2.18				____				Audio and Clock - OEM, or equivalent, AM/FM digital clock radio with 2 speakers mounted in the passenger compartment.				________



				2.19				____				OEM Power Package - OEM power door lock, power window, power side mirrors on both driver and passenger of the vehicle.				________



				3.  ELECTRICAL



				3.01				____				Control Switch - All control switch labeling and designations in the driver's compartment shall meet FMVSS 101.				________



				3.02				____				Wiring - Wiring shall be color coded, numbered, or permanently marked over the entire length of wire. All wiring shall be stranded TXL, cross-linked polyethylene insulation. All wiring, connectors, terminals, relays, and switches except circuit breakers, shall be rated to carry at least 125 percent of the maximum ampere load for which the circuit is protected. All wiring wall be routed in high temperature split loom with a rating of 300 degrees Fahrenheit. There shall be no exposed wiring inside the vehicle.				________



				3.03				____				Terminals - All terminals shall be full ring type, properly sized for the terminal screw or stud, and crimped.				________



				3.04				____				Service Loop - An additional 6 inch service loop of wire at all electrical components, terminals, and  discrete connection points to eliminate stress on wiring/cables and permit at least two (2) terminal replacements at the wire's termination shall be furnished.				________



				3.05				____				Wiring Harness - All looms and wiring harnesses shall use continuous wiring and secured to the body or chassis frame with insulted, corrosion resistant polyethylene or metal insulated cable clamps every 18 inches, or closer as required, to prevent sagging and movement which results in chaffing, abrasion, pinching, snagging, or any other damage. All holes through which wires pass shall be grommet or utilize an acceptable feed through connector. All holes shall be water and moisture sealed using an OEM type sealant. Connectors shall be waterproof, OEM, crimp type connectors, or soldered splices with heat shrink tubing to protect joint. All components shall be grounded to paint free areas and ground terminals shall be sprayed with a battery type spray sealant.				________



				4.  BODY CONSTRUCTION



				4.01				____				Raised Roof - The roof shall be raised a minimum of 16 inches, constructed of one-piece molded fiberglass. Roof structure shall be certified to FMVSS 220 by an independent testing laboratory registered with NHTSA or certified by an independent licensed Professional Engineer to comply with NHTSA requirements. The roof shall be continuously sealed with OEM approved waterproof sealant throughout.  The roof shall be painted with the identical OEM color to match when other than white. The trim/covering of the ceiling and walls shall be comparable in appearance, durability, and texture, non-flammability (FMVSS 302), to the original trim/covering of the vehicle. Trim and upholstery fasteners shall be concealed from view with buttons, caps, or covers. All interior adhesives utilized shall be OEM equivalent capable of retaining a bond in extreme high and low temperatures.				________



				4.02				____				Raised Doors - Wheelchair Doors shall be raised over the wheelchair lift opening and shall be a consistent with the OEM quality and follow the vehicle body lines. Doors shall comply with all current  ADA requirements. The raised doors and door frames shall be constructed to provide door strength at least equal to the original doors. Trim and covering of the completed interior of a modified door, except windows, shall be comparable to the OEM's trim of the door.  OEM's latching devices shall be furnished on the upper and lower parts of each door. The doors shall be painted with the identical  color used on the vehicle. A rain gutter or drip rail shall be furnished over and around the door extensions to meet the original rain gutter.				________



				4.03				____				Door Stops. - Wheelchair lift doors must be installed with a door holder mechanism to keep the doors open when deploying the lift. Specify type (i.e. pressurized strut, spring loaded or door stays)				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



				4.04				____				Fasteners - Wherever threaded fasteners are attached into interior panels only, a reinforcing nut or panel will be installed for added strength and fastener retention.				________



				4.05				____				Welding - Welding procedures used throughout the vehicle including materials, methods and personnel  will be in accordance with ASTM and American Welding Society Standards.				________



				4.06				____				Handrails and Stanchion - All handrails, stanchions will be 1 1/4 stainless steel. All handrails and stanchions, when attached to wall or ceiling, will be secured directly to the metal chassis structure or to reinforcement plates which are embedded securely in the body panels.				________



				4.07				____				Exterior Finishing - Exterior body panels will be mold steel, galvanized steel, aluminum, composite or fiberglass with a white finish. Dissimilar metals will be insulated to prevent galvanic action. With the exception of stainless steel, all metal will be pre-treated, primed, and painted to resist corrosion for the life of the vehicle.				________



				4.08				____				Interior Finishing - Interior shall be made of FRP or ABS panels or equivalent. Interior finish will be white, grey or light tone, color coordinated with seats, floor and exterior.				________



				4.09				____				Water Test -   Body will be thoroughly water tested to ensure no leakage. The roofs, windows, windshields, and all seams and joints shall be tested as follows:				________



												(a)   The water test shall consist of a series of nozzles, which are located around the perimeter of the vehicle so as to spray water over the entire surface of the vehicle.



												(b)   The nozzles shall eject a volume of water no less than 2.0 gal/min under a pressure of no less than 40 psi measured at the nozzle tip.



												(c)    Each vehicle will be water tested as prescribed above for no less than 15 minutes to determine whether there are any body leaks.



												(d)   Corrective action and retesting shall be performed for all vehicles that fails to pass.



												(e)   Documentation will be furnished for each vehicle delivered under this agreement demonstrating the vehicle has passed the requirements listed above.



				4.10				____				Insulation - The roof shall be completely insulated with non-settling, fungus resistant, fire retardant insulation, minimum R-8.				________



				4.11				____				Floor - Altro flooring or equivalent shall be furnished. The floor covering shall have a minimum thickness of 2.2 mm and have intrinsic anti-slip properties. The floor covering shall be securely bonded to a sub floor. The sub floor shall be constructed of minimum nominal size 5/8-inch exterior grade plywood. The floor covering shall be installed without gaps or openings with all seams filled to prevent intrusion or seepage of water.				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



				4.12				____				Windows - The windows as installed by the OEM shall remain in the vehicle.				________



				4.13				____				Sun Visors - Sun visor will be install on both, driver side and passenger side.				________



				4.14				____				Storage - A storage compartment shall be available to the driver for storage. The access door will have a positive latch to prevent accidental opening. Indicate location i.e. bulkhead,				________



												Specify Location  _____________				________



				4.15				____				Undercoating - Undercoating shall be applied to the underbody of each vehicle to prohibit intrusion of moisture.  This material must meet ASTM B 117 Salt Spray Resistance, FMVSS 302 Flammability, SAE J400 Gravelometer, and ASTM C 792 Heat Aging.				________



				4.16				____				Bumpers - Front and rear bumpers will be as ordered from the OEM.				________



				4.17				____				Mud Flaps -  Mud flaps will be installed on rear wheels.				________



				5. VEHICLE FEATURES



				5.01				____				Seating - Standard floor plans are required with the proposal.  Detailed floor plans are required with vehicle orders.  Exceptions to capacity required to meet other specifications must be noted.				________



				5.02				____				Passenger Seats - OEM front passenger seat. All seats shall be forward-facing mid-high back.  All seats will have shoulder and lap belts in compliance with  FMVSS# 207. Single seats may be used on narrow bodied vehicles and where dictated by standard floor plans. Seats will have a minimum of 16 inch cushion width and depth per person.				________



												Passenger Seat Options 1, Specify Mfg/Model: _______________________________________				________



												Passenger Seat Options 2, Specify Mfg/Model: _______________________________________				________



												Passenger Seat Options 3, Specify Mfg/Model: _______________________________________				________



				5.03				____				Flip Seats and Fold-away Seats - The flip seats and fold-away seats are to be forward facing, 3pt seatbelts unless otherwise specified.				________



				5.04				____				Handrails - Entry assist grab bar on right hand side of entry door.  Additional handrail may be added based on seating and lift configuration.				________



				5.05				____				Seat materials - Vinyl level-1 upholstery is standard with color to be selected by purchaser from several available colors or patterns.				________



				5.06				____				Seat Belts - Must meet FMVSS #209 and #210 . The driver's seat and right front passenger seat will be equipped the OEM retracting seat belt.  All standard passenger seats will be equipped with 3 pt. shoulder belts.				________



				5.07				____				Seat belt cutter - Seatbelt cutter capable of cutting supplied wheelchair securement straps.				________



				5.09				____				Wheel Chair Lift - ADA approved lift will meet or exceed FMVSS #403 & #404 requirements and all State, Federal, ICC, and ADA requirements.  Minimum clear dimensions for platform are  34" wide X 51" length. Specify manufacturer(s) & model(s) available as standard.				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



				5.10				____				Interlock System - Vehicle must be equipped with a fully automatic lift interlock system with self-diagnostic capability. The interlock system must comply with all current applicable ADA requirements, and protected from the weather.				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



				5.11				____				Wheelchair Securement Devices - Wheelchair securement devices will be automatic, self tensioning with tensioning knob and self locking and must comply with all ADA, SAE J2249 and ISO 10542 performance and installation requirements. Standard wheelchair securement will be flush mount aluminum "L" track with fixed floor pocket, Slide and Click, Solo Fitting or approved equal as optional based on desired standard configuration. All wheelchair securement devices provided and the installation thereof, performance pursuant to this specification, will meet or surpass the minimum standards per ADA, SAE J2249 and ISO 10542 requirements, including all shoulder harness mounting hardware. Shoulder harness shall have an adjustable height adjuster to compensate for variations in the size of the mobility device or passenger.				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



				5.12				____				Floor track - Floor track shall be flange mount “L” track 6351 aluminum grade or approved equal. Length of floor track  will be appropriate to the number of wheelchair stations ordered in the desired configuration.				________



				5.13				____				Heating and Cooling System - The vehicle will have highest capacity OEM heater and air conditioning with rear auxiliary heater and air conditioning with separate controls.				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



				6. VEHICLE LIGHTING



				6.01				____				Interior Lighting - A minimum of four (4) overhead lights to illuminate automatically when door is opened and switched at driver's console. Overhead driver switched lights will be mounted above driver door. Passenger and lift doorways will be illuminated according to CFR 49 Part 38.31 (ADA) and will be illuminated whenever respective door is open.				________



				6.02				____				Driver Courtesy Light - Driver courtesy light will be located to allow illumination of the driver area and will illuminate when driver or passenger door is opened.				________



				6.03				____				Lighting Fixtures Mounting - All lighting fixtures shall be flush mounted, to the maximum extent practicable to prevent accidental dislodgement of light cover or present a hazard to passengers.				________



				6.04				____				Wheel Chair Lift Entrance Door Lighting - ADA compliant entrance door lighting will be mounted to fully illuminate the exterior doorway of the wheelchair lift area.  Lights shall be wired to automatically turn on when wheelchair lift door is opened.				________



				6.05				____				Exterior Lights - All exterior lights and reflectors to meet Federal Motor Carrier Safety Regulation 393.11.				________



				6.06				____				Engine Compartment Light -  At lease one (1) 10 foot-candle light installed in the engine compartment  conveniently located.				________



				7. SAFETY KIT



				7.01				____				First Aid Kit - A 16 unit First Aid Kit meeting ANSI Z308.1-2003 Type I, II, III will be mounted in an easily accessible location per purchaser request.				________



				7.02				____				Fire extinguisher - minimum two and one-half (2 1/2) pound rechargeable, mounted per purchaser request.				________



				7.03				____				Emergency Warning Triangle Kit - A kit of three emergency warning triangles with protective container mounted per purchaser request. Both faces of the emergency warning triangle must consist of red reflective and orange fluorescent material.				________



				8. DESIGNED TO TRANSPORT



				8.01				____				Designed to Transport - The final stage manufacturer will determine the original seating capacity of each vehicle. The manufacturer's certification label will indicate the original seating capacity of the vehicle and will be affixed to the vehicle driver's "B" pillar for protection from wear. The Vehicle Certification label will state "MPV" (Multi Passenger Vehicle). The number of passengers the vehicle is designed for including driver will be on the Tread Act label (Tire and Loading Information label).				________



				9. SERVICE, WARRANTIES AND DELIVERY



				9.01				____				Maintenance and Inspection Schedule - a single comprehensive maintenance and inspection



												schedule for each type of vehicle for which a proposal is submitted, that incorporates the required maintenance and inspection of  body, chassis, tires, wheelchair lift and other equipment and sub-systems, as prescribed by the respective manufacturers.  The maintenance and inspections schedule will be supplied with each bus.				________



				9.02				____				Quality Assurance - body manufacturer must meet chassis manufacturer's quality assurance program, if available.  Certification from chassis manufacturer must be submitted with proposal for each chassis.				________



				9.03				____				Tires will be covered by OEM warranty.				________



				9.04				____				Wheelchair lift system will be covered by OEM warranty.				________



				9.05				____				Body structure materials and workmanship will be covered by OEM warranty.				________



				9.06				____				Installation, labor and workmanship (including electrical) performed by the body manufacturer, final stage manufacturer or vendor (if vendor installs components or otherwise completes vehicle) will be covered by OEM warranty.				________



				9.07				____				All other components and accessory equipment will be covered by a warranty of at least one (1) year/12,000 miles, unless covered by an applicable manufacturer's warranty exceeding this. The Proposer will assist as needed in coordinating repairs within the warranty period for each component and applicable warranty.				________



				9.08				____				The responder will provide a report of all warranties and excluded warranties associated with each vehicle.				________



				9.09				____				During established warranty periods, the contract vendor and respective manufacturer will furnish all warranty parts at no cost to the transit system. Replacement costs, parts and assemblies will be made without delay.				________



				9.10				____				The contract vendor will provide the recipient, or a designated representative of the recipient, the opportunity to inspect the vehicle for compliance with these specifications and applicable motor vehicle regulations.  The inspection's) must be completed prior to the delivery and acceptance of the vehicle.				________



				9.11				____				Prior to releasing the vehicle to the recipient, the contract vendor will provide hands on instructions, by a qualified and experienced employee, in the proper and safe operation of all mechanical, electrical and hydraulic components in the vehicle. Towing procedures must be included in the instruction. The recipient's driver/designee will conduct an operational familiarization test drive with the contract vendor's employee.				________



				9.12								Delivery will be FOB destination to the vehicle buyer designated location.



				10. Vehicle Seating Layout



												This seating layout is based on the standard specifications. See sample floor plan for alternative seating configurations.











General Spec - Side entry lift



				DETAILED SPECIFICATIONS



				FULLSIZE ADA VAN - SIDE ENTRY LIFT



												ANY EXCEPTIONS MUST BE NOTED



												Final as of May 25, 2011



				1. CHASSIS, DIMENSIONS, WEIGHT AND PAYLOADS



												Responders must note any variations from these minimums or maximums



				1.01								Standard van configuration shall be side-lift entry with seating capacity for five (5) ambulatory passengers and two (2) WC stations. Type of seats & WC securements are identified in floor plan shown at end of 'General Spec - Side Entry Lift' section.



				1.02				____				Chassis - The vehicle will be built on an OEM E350 extended chassis or equivalent appropriate for the seating configuration chosen and will not be extended more than 22 feet. List the overall length, bumper-to-bumper, for each wheel base model offered.



												___________Feet in Length				________



												___________Feet in Length				________



												___________Feet in Length				________



				1.03				____				Vehicle Overall Height - List the overall height of the vehicle, from ground to top, based upon the available raised roof options available, but not to exceed 10 feet (120 inches).



												___________Feet in height



												___________Feet in height



												___________Feet in height



				1.04				____				Vehicle Interior Height - The minimum interior height must meet all current ADA requirements.				________



				1.05				____				Curb Weight - The curb weight of the vehicle shall include the weight of the van and the weight of all attachments, accessories, standard and optional equipment, a full fuel tank, lubricants, and coolants.				________



				1.06				____				Aisle Width - The aisle width and seating configurations must meet all current applicable ADA requirements based upon the seating configuration.				________



				1.07				____				Passenger Seats Spacing - Minimum of 26 inches knee-to-hip spacing between passenger seats, measured from the center of the seat.				________



				1.08				____				Gross Vehicle Weight (GVW) - The GVW shall consist of the curb weight and payload. The manufacture shall not exceed OEM chassis GVW.  Certified weight of completed vehicle as ordered will be affixed to the completed vehicle and a weight slip included.				________



				1.09				____				Payload Capacity - The vehicle shall have the payload capacity to transport the driver, ambulatory individuals, and persons with disabilities in a wheelchair safely and legally in any seating variation for the chosen configuration.  The payload capacity of the vehicle shall be determined by its seating configuration. The payload capacity shall not be less than the weight computed from the number of seated passengers and wheelchairs positions.  The weight of each seated ambulatory passenger will be calculated at 150 lbs. and each wheelchair position will be calculated at 250 lbs.				________



				2.  CHASSIS COMPONENTS



				2.01				____				Engine - The standard engine will be a minimum 5.4 liter V8 or equivalent, gas-powered, OEM chassis manufacturer's standard or optional engine for the commercial model van which meets or exceeds the requirements of this purchase description. List engine size.				________



												Specify___________Engine				________



				2.02				____				Driveshaft - Driveshaft will have guards to prevent driveline damage from UV joint failure.				________



				2.03				____				Cooling System - Cooling system will have OEM's heavy duty pressurized liquid-cooling system.				________



				2.04				____				Automatic Transmission - The vehicle will have an OEM automatic transmission.				________



				2.05				____				Fuel Tank - The fuel tank shall have a minimum capacity of 33 gallons.  The fuel system and fuel tanks shall be in accordance with Federal Motor Carrier Safety Regulations 393.65 and 393.67.				________



				2.06				____				Brake System - The vehicle shall be furnished with the chassis manufacturer's power assisted, self adjusting, front and rear wheels, antilock brake system (ABS).  The system shall be in accordance with Federal Motor Vehicle Safety Standard Number 121.				________



				2.07				____				Alignment - The front end shall be aligned, per manufacturers guidelines (toe-in, caster, camber, etc.), and the front wheels balanced after conversion completion .  All 4 wheels will be aligned at the  manufacturer prior to delivery and a computerized alignment printout shall be supplied with vehicle.				________



				2.08				____				Rear Suspension - The chassis OEM rear leaf spring type suspension system.				________



				2.09				____				Wheels - OEM full-size spare tire LT245/75R16/120R, shipped loose w/option to have mounted.  Tire and wheel sizes shall be the same for all wheels including spare tire.				________



				2.10				____				Traction Control - the vehicle will have stability control or traction assist (i.e. AdvanceTrac with Roll Stability Control or Stabilitrak).				________



				2.11				____				Window and Tint - OEM windows tint, available on all side and rear windows.				________



				2.12				____				Steering  Power assist steering shall be provided.				________



				2.13				____				Wheel Base - Vehicle will have a minimum wheel base of 137 inches.				________



				2.14				____				Gauges - OEM panel display including fuel, oil pressure, water temperature, ammeter or voltmeter.				________



				2.15				____				Driver's Side Running Board - Driver's door running board shall be no less than 6" wide and run the full length of the driver's door of the vehicle.				________



				2.16				____				Passenger's Side Entrance - The step well shall be no greater than 12 inches measured from the ground surface to the top of the first step.				________



				2.17				____				Back-up Alarm - An alarm shall be provided which provides an audible warning maximum 50 decimal, when the ignition switch is "on" and the vehicle transmission control is in reverse.				________



				2.18				____				Audio and Clock - OEM, or equivalent, AM/FM digital clock radio with 2 speakers mounted in the passenger compartment.				________



				2.19				____				OEM Power Package - OEM power door lock, power window, power side mirrors on both driver and passenger of the vehicle.				________



				3.  ELECTRICAL



				3.01				____				Control Switch - All control switch labeling and designations in the driver's compartment shall meet FMVSS 101.				________



				3.02				____				Wiring - Wiring shall be color coded, numbered, or permanently marked over the entire length of wire. All wiring shall be stranded TXL, cross-linked polyethylene insulation. All wiring, connectors, terminals, relays, and switches except circuit breakers, shall be rated to carry at least 125 percent of the maximum ampere load for which the circuit is protected. All wiring wall be routed in high temperature split loom with a rating of 300 degrees Fahrenheit. There shall be no exposed wiring inside the vehicle.				________



				3.03				____				Terminals - All terminals shall be full ring type, properly sized for the terminal screw or stud, and crimped.				________



				3.04				____				Service Loop - An additional 6 inch service loop of wire at all electrical components, terminals, and  discrete connection points to eliminate stress on wiring/cables and permit at least two (2) terminal replacements at the wire's termination shall be furnished.				________



				3.05				____				Wiring Harness - All looms and wiring harnesses shall use continuous wiring and secured to the body or chassis frame with insulted, corrosion resistant polyethylene or metal insulated cable clamps every 18 inches, or closer as required, to prevent sagging and movement which results in chaffing, abrasion, pinching, snagging, or any other damage. All holes through which wires pass shall be grommet or utilize an acceptable feed through connector. All holes shall be water and moisture sealed using an OEM type sealant. Connectors shall be waterproof, OEM, crimp type connectors, or soldered splices with heat shrink tubing to protect joint. All components shall be grounded to paint free areas and ground terminals shall be sprayed with a battery type spray sealant.				________



				4.  BODY CONSTRUCTION



				4.01				____				Raised Roof - The roof shall be raised a minimum of 16 inches, constructed of one-piece molded fiberglass. Roof structure shall be certified to FMVSS 220 by an independent testing laboratory registered with NHTSA or certified by an independent licensed Professional Engineer to comply with NHTSA requirements. The roof shall be continuously sealed with OEM approved waterproof sealant throughout. The roof shall be painted with the identical OEM color to match when other than white. The trim/covering of the ceiling and walls shall be comparable in appearance, durability, and texture, non-flammability (FMVSS 302), to the original trim/covering of the vehicle. Trim and upholstery fasteners shall be concealed from view with buttons, caps, or covers. All interior adhesives utilized shall be OEM equivalent capable of retaining a bond in extreme high and low temperatures.				________



				4.02				____				Raised Doors - Wheelchair Doors shall be raised, conform with the raised roof, over the wheelchair lift opening and shall be a consistent with the OEM quality and follow the vehicle body lines. Doors shall comply with all current  ADA requirements. The raised doors and door frames shall be constructed to provide door strength at least equal to the original doors. Trim and covering of the completed interior of a modified door, except windows, shall be comparable to the OEM's trim of the door.  OEM's latching devices shall be furnished on the upper and lower parts of each door. The doors shall be painted with the identical  color used on the vehicle. A rain gutter or drip rail shall be furnished over and around the door extensions to meet the original rain gutter.				________



				4.03				____				Door Stops. - Wheelchair lift doors must be installed with a door holder mechanism to keep the doors open when deploying the lift. Specify type (i.e. pressurized strut, spring loaded or door stays)				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



				4.04				____				Fasteners - Wherever threaded fasteners are attached into interior panels only, a reinforcing nut or panel will be installed for added strength and fastener retention.				________



				4.05				____				Welding - Welding procedures used throughout the vehicle including materials, methods and personnel  will be in accordance with ASTM and American Welding Society Standards.				________



				4.06				____				Handrails and Stanchion - All handrails, stanchions will be 1 1/4 stainless steel. All handrails and stanchions, when attached to wall or ceiling, will be secured directly to the metal chassis structure or to reinforcement plates which are embedded securely in the body panels.				________



				4.07				____				Exterior Finishing - Exterior body panels will be, mold steel, galvanized steel, aluminum, composite or fiberglass with a white finish. Dissimilar metals will be insulated to prevent galvanic action. With the exception of stainless steel, all metal will be pre-treated, primed, and painted to resist corrosion for the life of the vehicle.				________



				4.08				____				Interior Finishing - Interior shall be made of FRP or ABS panels or equivalent. Interior finish will be white, grey or light tone, color coordinated with seats, floor and exterior.				________



				4.09				____				Water Test -   Body will be thoroughly water tested to ensure no leakage. The roofs, windows, windshields, and all seams and joints shall be tested as follows:				________



												(a)   The water test shall consist of a series of nozzles, which are located around the perimeter of the vehicle so as to spray water over the entire surface of the vehicle.



												(b)   The nozzles shall eject a volume of water no less than 2.0 gal/min under a pressure of no less than 40 psi measured at the nozzle tip.



												(c)    Each vehicle will be water tested as prescribed above for no less than 15 minutes to determine whether there are any body leaks.



												(d)   Corrective action and retesting shall be performed for all vehicles that fails to pass.



												(e)   Documentation will be furnished for each vehicle delivered under this agreement demonstrating the vehicle has passed the requirements listed above.



				4.10				____				Insulation - The roof shall be completely insulated with non-settling, fungus resistant, fire retardant insulation, minimum R-8.				________



				4.11				____				Floor - Altro flooring or equivalent shall be furnished. The floor covering shall have a minimum thickness of 2.2 mm and have intrinsic anti-slip properties. The floor covering shall be securely bonded to a sub floor. The sub floor shall be constructed of minimum nominal size 5/8-inch exterior grade plywood. The floor covering shall be installed without gaps or openings with all seams filled to prevent intrusion or seepage of water.				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



				4.12				____				Windows - The windows as installed by the OEM shall remain in the vehicle.				________



				4.13				____				Sun Visors - Sun visor will be install on the driver side.				________



				4.14				____				Storage - A storage compartment shall be available to the driver for storage. The access door will have a positive latch to prevent accidental opening. Indicate location i.e. bulkhead,				________



												Specify Location  _____________				________



				4.15				____				Undercoating - Undercoating shall be applied to the underbody of each vehicle to prohibit intrusion of moisture.  This material must meet ASTM B 117 Salt Spray Resistance, FMVSS 302 Flammability, SAE J400 Gravelometer, and ASTM C 792 Heat Aging.				________



				4.16				____				Bumpers - Front and rear bumpers will be as ordered from the OEM.				________



				4.17				____				Mud Flaps -  Mud flaps will be installed on rear wheels.				________



				5. VEHICLE FEATURES



				5.01				____				Seating - Standard floor plans are required with the proposal.  Detailed floor plans are required with vehicle orders.  Exceptions to capacity required to meet other specifications must be noted.				________



				5.02				____				Passenger Seats - Shall be forward-facing mid-high back.  All seats will have shoulder and lap  belts in compliance with  FMVSS# 207. Single seats may be used on narrow bodied vehicles and where dictated by standard floor plans. Seats will have a minimum of 16 inch cushion width and depth per person.				________



												Passenger Seat Options 1, Specify Mfg/Model: _______________________________________				________



												Passenger Seat Options 2, Specify Mfg/Model: _______________________________________				________



												Passenger Seat Options 3, Specify Mfg/Model: _______________________________________				________



				5.03				____				Flip Seats and Fold-away Seats - All flip seats and fold-away seats are to be forward facing, 3pt seatbelts unless otherwise specified.				________



				5.04				____				Handrails - Entry assist grab bar on right hand side of entry door.   Additional handrail may be added based on seating and lift configuration.				________



				5.05				____				Seat materials - Vinyl level-1 upholstery is standard with color to be selected by purchaser from several available colors or patterns.				________



				5.06				____				Seat Belts - Must meet FMVSS #209 and #210 . The driver's seat and right front passenger seat will be equipped the OEM retracting seat belt.  All standard passenger seats will be equipped with 3 pt. integrated shoulder belts.				________



				5.07				____				Seat belt cutter - Seatbelt cutter capable of cutting supplied wheelchair securement straps.				________



				5.09				____				Wheel Chair Lift - ADA approved lift will meet or exceed FMVSS #403 & #404 requirements and all State, Federal, ICC, and ADA requirements.  Minimum clear dimensions for platform are  34" wide X 51" length. Specify manufacturer(s) & model(s) available as standard.				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



				5.10				____				Interlock System - Vehicle must be equipped with a fully automatic lift interlock system with self-diagnostic capability. The interlock system must comply with all current applicable ADA requirements, and protected from the weather.				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



				5.11				____				Wheelchair Securement Devices - Wheelchair securement devices will be automatic, self tensioning with tensioning knob and self locking and must comply with all ADA, SAE J2249 and ISO 10542 performance and installation requirements. Standard wheelchair securement will be flush mount aluminum "L" track with fixed floor pocket, Slide and Click, Solo Fitting or approved equal as optional based on desired standard configuration. All wheelchair securement devices provided and the installation thereof, performance pursuant to this specification, will meet or surpass the minimum standards per ADA, SAE J2249 and ISO 10542 requirements, including all shoulder harness mounting hardware. Shoulder harness shall have an adjustable height adjuster to compensate for variations in the size of the mobility device or passenger.				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



				5.12				____				Floor track - Floor track shall be flange mount “L” track 6351 aluminum grade or approved equal. Length of floor track  will be appropriate to the number of wheelchair stations ordered in the desired configuration.				________



				5.11								Heating and Cooling System - The vehicle will have highest capacity OEM heater and air conditioning with rear auxiliary heater and air conditioning with separate controls.				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



												Specify Mfg/Model: _____________				________



				6. VEHICLE LIGHTING



				6.01				____				Interior Lighting - A minimum of four (4) overhead lights to illuminate automatically when door is opened and switched at driver's console. Overhead driver switched lights will be mounted above driver door. Passenger and lift doorways will be illuminated according to CFR 49 Part 38.31 (ADA) and will be illuminated whenever respective door is open.				________



				6.02				____				Driver Courtesy Light - Driver courtesy light will be located to allow illumination of the driver area and will illuminate when driver or passenger door is opened.				________



				6.03				____				Lighting Fixtures Mounting - All lighting fixtures shall be flush mounted, to the maximum extent practicable to prevent accidental dislodgement of light cover or present a hazard to passengers.				________



				6.04				____				ADA Entrance Door Lighting - ADA compliant entrance door lighting will be mounted to fully illuminate the exterior doorway of the wheelchair lift area.  Lights shall be wired to automatically turn on when wheelchair lift door is opened.				________



				6.05				____				Exterior Lights - All exterior lights and reflectors to meet Federal Motor Carrier Safety Regulation 393.11.				________



				6.06				____				Engine Compartment Light -  At lease one (1) 10 foot-candle light installed in the engine compartment  conveniently located.				________



				7. SAFETY KIT



				7.01				____				First Aid Kit - A 16 unit First Aid Kit meeting ANSI Z308.1-2003 Type I, II, III will be mounted in an easily accessible location per purchaser request.				________



				7.02				____				Fire extinguisher - minimum two and one-half (2 1/2) pound rechargeable, mounted per purchaser request.				________



				7.03				____				Emergency Warning Triangle Kit - A kit of three emergency warning triangles with protective container mounted per purchaser request. Both faces of the emergency warning triangle must consist of red reflective and orange fluorescent material.				________



				8. DESIGNED TO TRANSPORT



				8.01				____				Designed to Transport - The final stage manufacturer will determine the original seating capacity of each vehicle. The manufacturer's certification label will indicate the original seating capacity of the vehicle and will be affixed to the vehicle driver's "B" pillar for protection from wear. The Vehicle Certification label will state "MPV" (Multi Passenger Vehicle). The number of passengers the vehicle is designed for including driver will be on the Tread Act label (Tire and Loading Information label).				________



				9. SERVICE, WARRANTIES AND DELIVERY



				9.01				____				Maintenance and Inspection Schedule - a single comprehensive maintenance and inspection schedule for each type of vehicle for which a proposal is submitted, that incorporates the required maintenance and inspection of  body, chassis, tires, wheelchair lift and other equipment and sub-systems, as prescribed by the respective manufacturers.  The maintenance and inspections schedule will be supplied with each bus.				________



				9.02				____				Quality Assurance - body manufacturer must meet chassis manufacturer's quality assurance program, if available.  Certification from chassis manufacturer must be submitted with proposal for each chassis.				________



				9.03				____				Tires will be covered by OEM warranty.				________



				9.04				____				Wheelchair lift system will be covered by OEM warranty.				________



				9.05				____				Body structure materials and workmanship will be covered by OEM warranty.				________



				9.06				____				Installation, labor and workmanship (including electrical) performed by the body manufacturer, final stage manufacturer or vendor (if vendor installs components or otherwise completes vehicle) will be covered by OEM warranty.				________



				9.07				____				All other components and accessory equipment will be covered by a warranty of at least one (1) year/12,000 miles, unless covered by an applicable manufacturer's warranty exceeding this. The Proposer will assist as needed in coordinating repairs within the warranty period for each component and applicable warranty.				________



				9.08				____				The responder will provide a report of all warranties and excluded warranties associated with each vehicle.				________



				9.09				____				During established warranty periods, the contract vendor and respective manufacturer will furnish all warranty parts at no cost to the transit system. Replacement costs, parts and assemblies will be made without delay.				________



				9.10				____				The contract vendor will provide the recipient, or a designated representative of the recipient, the opportunity to inspect the vehicle for compliance with these specifications and applicable motor vehicle regulations.  The inspection's) must be completed prior to the delivery and acceptance of the vehicle.				________



				9.11				____				Prior to releasing the vehicle to the recipient, the contract vendor will provide hands on instructions, by a qualified and experienced employee, in the proper and safe operation of all mechanical, electrical and hydraulic components in the vehicle. A list of topics is provided in Appendix 12.  Towing procedures must be included in the instruction. The recipient's driver/designee will conduct an operational familiarization test drive with the contract vendor's employee.				________



				9.12								Delivery will be FOB destination to the vehicle buyer designated location.



				10. Vehicle Seating Layout



												This seating layout is based on the standard specifications. See sample floor plan for alternative seating configurations.











Options



				FULLSIZE ADA VAN



				OPTIONS LIST



																Specify				Price



				1				Chassis/Engine/Fuel Type



								1.1				E250 or equivalent chassis  (deduct)*



								1.2				Standard chassis in lieu of extended (deduct)*



								1.3				6.7 liter gas engine or equivalent



								1.4				Compressed Natural Gas (CNG)



								1.5				Propane



								1.6				Flex Fuel



												* available only for limited floor plans



								1.7				Deduct for previous year Chassis



				2				Vehicle Feature Options



								2.1				Eco-Star, stop/start technology or equivalent



								2.2				OEM AM/FM CD player, digital clock with 4 speakers



								2.3				Oversized outside mirrors (specify)



								2.4				Aftermarket inside rear view mirror



								2.5				AVL/MDL transmitter system



								2.6				Bike rack



								2.7				Front bug deflector



								2.8				Heavy-duty rubber floor mats for driver/front passenger in lieu of OEM carpeted front floor mats (each)



								2.9				Additional keys



								2.10				Service repair manual



								2.11				Front mudflaps



				3				Raised Roof Options



												Specify each optional raised roof height available per model



								3.1				Specify roof height



								3.2				Specify roof height



								3.3				Specify roof height



								3.4				Specify roof height



				4				Door Options



												Transit style door conforming to selected raised roof.**



								4.1				Specify door height



								4.2				Specify door height



								4.3				Specify door height



												** Transit style door not available for all raised roof types



				5				Seating



								5.1				Cloth in lieu of vinyl, meeting specified flammability standards (per seat)



								5.2				Additional single-flip seat



								5.3				Additional double-flip seat



								5.4				Upgraded seating material (i.e. Level 2, 3, 4 etc.)



												Specify seating material level



												Specify seating material level



												Specify seating material level



				6				Flooring Material



								6.1				Upgrade to 3/4" inch marine plywood



								6.2				Upgrade to 5/8" inch composite flooring



								6.3				Upgrade to XL Bus Panel flooring



								6.4				RCA rubber flooring material in lieu of standard floor



				7				Exterior Lighting



								7.1				6 " in diameter LED combination brake, turn tail and hazard lights. Purchaser will determine mounting location.



								7.2				Roof mounted strobe light Lift indicator



								7.3				7" amber flashing lights, front & rear



								7.4				LED light strip above passenger entry door



				8				Security Camera (You may list more than one manufacturer)												Mfg #1								Mfg #2								Mfg #3



								8.1				Digital camera 250 Gb hard drive system w/2 cameras



								8.2				Additional camera each



								8.3				Additional hard drive 250 Gb each



				9				Back up Camera and Back up Alarm



								9.1				Backup rear view camera system



								9.2				"Hawkeye" sonar warning system or equivalent



												Deduct standard backup warning alarm



				10				Privacy Window Tint



								10.1				Privacy tint windows



				11				Tires and Chains



								11.1				Mounted full-size spare tire



								11.2				Four snow studded tires



								11.3				Insta-chain automatic snow chain or equivalent



								11.4				SCC Chain that fit OEM tires or equivalent.



				12				Lift, Securement and Storage Container



								12.1				Sure-lok heavy duty storage container or equivalent



								12.2				Q'straint storage pouch for securement or equivalent



								12.3				Extra large platform (rear lift option only)



								12.4				Additional WC tie down system



								12.5				Upgrade to 1000 lb lift



												Specify make/model



												Specify make/model



												Specify make/model



								12.6				Reinforced mounting plate for WC lift



				13				Signage



								13.1				Apply Logo. Purchasers will determine logo size and location. Price per location



								13.2				Lettering price per character Three  - Inch height



								13.3				Lettering price per character Four - Inch height



								13.4				Lettering price per character Five - Inch height



				14				Electrical



								14.1				Heavy Duty Alternator



								14.2				Dual Batteries



								14.3				Engine Block Heater



								14.4				Additional 12V Auxiliary outlets



								14.5				Full gauge package including oil pressure, engine temperature, and voltmeter



								14.6				Additional wiring harness to accommodate end-user's supplemental equipment (i.e. radio, AVL/MDL, etc)



				15				Reflective Tape



												Conspicuity markings with reflective tape 2" wide - location determined by purchaser



								15.1				One stripe up to 10 feet long



								15.2				One stripe up to 25 feet long



								15.3				Rear Perimeter



				16				Roof Vent/Emergency Exit



								16.1				24" X 24" dual-purpose manually operated ventilator/emergency exit, installed on the roof, approximately the enter of the vehicle.



				17				Four Wheel Drive Conversion (4WD)



								17.1				QVM approved 4WD  (Specify manufacturer)



								17.2				QVM approved 4WD  (Specify manufacturer)



				18				Suspension



								18.1				Additional rear leaf spring(s) - (rear or side lift models)



								18.2				Suspension block on passenger side (side lift only)



								18.3				Adjustable air shocks



				19				Stanchions



								19.1				Power Coated in lieu of stainless



								19.2				Padded



								19.3				Additional passenger assist handrails



				20				Safety Equipment



								20.1				5 lb fire extinguisher in lieu of 2 1/2 lb extinguisher



								20.2				24 unit first aid kit in lieu of 16 unit first aid kit



								20.3				Bodily fluid cleanup kit



								20.4				Fire suppression system (CNG model only)



												Specify manufacturer











Sample Layouts



				Sample Floor Plans



								Seating configurations are subject to chassis selection and  GVW restrictions



								All seating configurations are available on the extended chassis.



				Sample Floor Plans - Extended Length
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General spec



				DETAILED SPECIFICATIONS



				Purpose-Built ADA Vehicle



												ANY EXCEPTIONS MUST BE NOTED



												Final as of May 25, 2011



												Responders must note any variations from these minimums or maximums



				1. DEMENSIONS, WEIGHT AND PAYLOADS



				1.01				_______				The purpose of this detailed specifications are to describe an ADA vehicle as manufactured by the vehicle OEM 2011 model year with 122" minimum wheelbase, equipped with a passenger side-entry wheelchair ramp, with four ambulatory including driver and one wheelchair station. The vehicle shall fully comply with all ADA, FMVSS and Altoona testing requirements (if required and before delivery) and CARB or applicable state environmental requirements.



				1.02				_______				Vehicle Overall Length - The overall length of vehicle, bumper to bumper, will be approximately 205 inches.



				1.03				_______				Vehicle Overall Height - The overall height of the vehicle, from ground to top, will be approximately 75 inches.



				1.04				_______				Vehicle Interior Height - The minimum interior headroom will be 40 inches at center of rear passenger seat cushion.



				1.06				_______				Curb Weight - The curb weight of the vehicle shall include the weight of the vehicle and the weight of all attachments, accessories, standard and optional equipment, a full fuel tank, lubricants, and coolants.



				1.07				_______				Passenger Seats Spacing - Minimum of 26 inches knee-to-hip spacing between passenger seats in standard seating configuration.



				1.08				_______				Gross Vehicle Weight (GVW) - The GVW shall consist of the curb weight and payload.  The GVW is the actual vehicle weight with the payload. Gross Vehicle Weight Rating (GVWR) of the completed vehicle will not exceed the GVW of the chassis and be appropriate for application described, a full tank of fuel, driver, the number of passengers and wheelchairs described. Any exceptions to this requirement, seating capacity, or any other specification must be noted.



				1.09								Payload Capacity - The vehicle shall have the payload capacity to transport the driver, ambulatory individuals, and persons with disabilities in a wheelchair safely and legally in any seating variation for the chosen configuration. The payload capacity of the vehicle shall be determined by its seating configuration. The payload capacity shall not be less than the weight computed from the number of seated passengers and wheelchairs positions. The weight of each seated ambulatory passenger will be calculated at 150 lbs. and each wheelchair position will be calculated at 200 lbs.



				2.  CHASSIS COMPONENTS



				2.01				_______				Engine - The engine will be manufacturer's standard or optional engine for the vehicle which meets or exceeds the requirements of this purchase description. The engine shall meet the air pollution requirements of the state where initially titled.



				2.03				_______				Cooling System - Cooling system will have OEM's heavy duty pressurized liquid-cooling system.



				2.04				_______				Automatic Transmission.  The vehicle will have an OEM automatic transmission.



				2.05				_______				Fuel Tank - The fuel tank shall have a minimum capacity of 24 gallons (21.1 GGE for CNG model only).  The fuel system and fuel tanks shall be in accordance with Federal Motor Carrier Safety Regulations 301 and 303 (for the CNG model).



				2.06				_______				Brake System  The vehicle shall be furnished with the manufacturer's power assisted, disc, front and rear wheels, antilock brake system (ABS).  The system shall be in accordance with Federal Motor Vehicle Safety Standard Number 135.



				2.07				_______				Alignment - The front end shall be aligned, per manufacturers guidelines (toe-in, caster, camber, etc.), and the front wheels balanced after completion of body on chassis.  All 4 wheels will be aligned at the  manufacturer prior to delivery.



				2.08				_______				Rear Suspension - Rear de Dion rear suspension, with Panhard rod, height sensor and steel leaf springs. Independent rear drive differential carrier assembly, 218mm ring gear ; 3.45:1 ratio. Automatic rear leveling system, with air shocks.



				2.09				_______				Wheels P235-65 R17 All Season Tires, on Steel wheels; 108S load rating Tire selection and rims according to FMVSS 110 (motor vehicles with a GVWR of 10,000 lbs or less) Tire Sealant & Inflator kit provided with each vehicle.



				2.10				_______				Traction Control - the vehicle will have either Traction Control (TC) or Electronic Stability Control (ESC)



				2.11				_______				Window Tint OEM tint, available on all side and rear windows



				2.12				_______				Steering  Front short long arm (SLA) suspension with rack and pinion power assist steering shall be provided.



				2.13				_______				Wheel Base - Vehicle will have a wheel base of 122 inches.



				2.14				_______				Gauges - full gauge package including fuel, oil pressure, water temperature, ammeter or voltmeter.



				2.18				_______				Audio and Clock - OEM, or equivalent, AM/FM/CD Digital Clock Radio with 4 speakers mounted in the passenger compartment.



				2.19				_______				Side Mirrors - OEM Power adjustable, manual folding (in both fore and aft directions) side mirrors on both driver and passenger of the vehicle.



				3.  ELECTRICAL



				3.01				_______				Control Switch - All control switch labeling and designations in the driver's compartment shall meet FMVSS 101.



				3.02				_______				Wiring - Wiring shall be color coded, numbered, or permanently marked over the entire length of wire. All wiring shall be stranded GXL or SXL, high temperature, cross linked polyethylene insulation. All wiring, connectors, terminals, relays, and switches except circuit breakers, shall be rated to carry at least 125 percent of the maximum ampere load for which the circuit is protected. All wiring wall be routed in high temperature split loom with a rating of 300 degrees Fahrenheit. There shall be no exposed wiring inside the vehicle.



				3.03				_______				Terminals - All terminals shall be full ring type, properly sized for the terminal screw or stud, and crimped.



				3.05				_______				Wiring Harness - All looms and wiring harnesses shall be secured to the body or chassis frame with insulted, corrosion resistant polyethylene or metal insulated cable clamps every 18 inches, or closer as required, to prevent sagging and movement which results in chaffing, abrasion, pinching, snagging, or any other damage. All holes through which wires pass shall be grommet or utilize an acceptable feed through connector. All holes shall be water and moisture sealed using an OEM type sealant. Connectors shall be waterproof, OEM, crimp type connectors or soldered splices with heat shrink tubing to protect joint. All components shall be grounded to paint free areas and ground terminals shall be sprayed with a battery type spray sealant.



				4.  BODY CONSTRUCTION



				4.01				_______				Vehicle Body Construction - The vehicle shall have a steel body with a composite front and rear fascia. Interior materials will comply with FMVSS 302 (flammability)



				4.02				_______				Access Doors - Doors shall be a stamped metal consistent with the OEM quality and follow the vehicle body lines. Doors shall be ADA compliant and have a minimum 56 inch clear door opening height.



				4.03				_______				Fasteners - Wherever threaded fasteners are attached into interior panels only, a reinforcing nut or panel will be installed for added strength and fastener retention.



				4.04				_______				Welding - Welding procedures used throughout the vehicle including materials, methods and personnel will be in accordance with ASTM and American Welding Society Standards.



				4.07				_______				Exterior Finishing - Exterior body panels will be galvanized steel, aluminum, composite or fiberglass with a white finish. Dissimilar metals will be insulated to prevent galvanic action.  With the exception of stainless steel, all metal will be pre-treated, primed, and painted to resist corrosion for the life of the vehicle.



				4.08				_______				Interior Finishing - Interior shall be made of FRP or ABS panels or equivalent. Interior finish will be ebony, grey or light tone, color coordinated with seats, floor and exterior.



				4.09				_______				Water Test -   Body will be thoroughly water tested to ensure no leakage. The roofs, windows, windshields, and all seams and joints shall be tested as follows:



												(a) The water test shall consist of a series of nozzles, which are located around the perimeter  of the vehicle so as to spray water over the entire surface of the vehicle.



												(b) The nozzles shall eject a volume of water no less than 2.0 gal/min under a pressure of no less than 40 psi measured at the nozzle tip.



												(c) Each vehicle will be water tested as prescribed above for no less than 15 minutes to determine whether there are any body leaks.



												(d) Corrective action and retesting shall be performed for all vehicles that fails to pass.



												(e) Documentation will be furnished for each vehicle delivered under this agreement demonstrating the vehicle has passed the requirements listed above.



				4.11				_______				Floor - The floor stamping includes structure to accommodate wheel chair tie downs and driver's seat. Covering is anti-slip flooring meeting ADA/CSA-D409-02 guidelines.



				4.12				_______				Sun Visors - Sun visor will be installed on both driver side and passenger side.



				4.13				_______				Bumpers - Front and rear bumpers will be as ordered from the OEM.



				5. VEHICLE FEATURES



				5.01				_______				Seating - Standard floor plans are required with the proposal.



				5.02				_______				Passenger Seats - All seats will have integrated shoulder belts in compliance with  FMVSS# 207.



				5.03				_______				Flip Seats and Fold-away Seats - All flip seats and fold-away seats are to be single (one-passenger) and must meet FMVSS 207 and 210, unless otherwise specified.



				5.04				_______				Handrails - per ADA, entry assist grab handle integrated with right hand side of entry door.



				5.05				_______				Seat materials - All seat materials must meet FMVSS #302.  Grey color vinyl upholstery standard.



				5.06				_______				Seat Belts - Must meet FMVSS #209 and #210 .  The driver's seat  will be equipped the OEM retracting seat belt.  All standard passenger seats will be equipped with 3 pt. shoulder belts.



				5.07				_______				Ramp - ADA approved ramp that meets all State, Federal, ICC, and ADA requirements.  Minimum clear dimensions for platform are 30" wide x 51" length.



				5.09				_______				Wheelchair Securement Devices - Wheelchair securement devices will be automatic, self tensioning and self locking and must comply with all ADA, SAE J2249 and ISO 10542 performance and installation requirements. Wheelchair securement will be aluminum "L" track, Slide and Click.  All wheelchair securement devices provided and the installation thereof, performance pursuant to this specification, will meet or surpass the minimum standards per ADA, SAE J2249 and ISO 10542 requirements, including all shoulder harness mounting hardware. Shoulder harness shall have an adjustable height adjuster to compensate for variations in the size of the mobility device or passenger. Wheelchair securement devices shall be universal in application for ease of use or approved equal.



				5.10				_______				Floor track - Floor track shall be flange mount “L” track 6351 aluminum grade or approved equal.



				5.11				_______				Heating and Cooling System - The vehicle will have highest capacity OEM heater and air conditioning.



				6. VEHICLE LIGHTING



				6.01				_______				Interior Lighting - A minimum of four (4) overhead lights to illuminate automatically when door is opened. and switched at driver's console. Passenger and ramp doorways will be illuminated according to CFR 49 Part 38.31 (ADA) and will be illuminated whenever respective door is open.



				6.02				_______				Lighting Fixtures Mounting - All lighting fixtures shall be flush mounted, to the maximum extent Practicable to prevent accidental dislodgement of light cover or present a hazard to passengers.



				6.03				_______				ADA Entrance Door Lighting - ADA compliant entrance door lighting will be mounted to fully illuminate the exterior doorway of the wheelchair ramp area.  Lights shall be wired to automatically turn on when wheelchair ramp door is opened.



				6.04				_______				Exterior Lights - All exterior lights and reflectors to meet Federal Motor Carrier Safety Regulation 108.



				7. DESIGNED TO TRANSPORT



				7.01				_______				Designed to Transport - The final stage manufacturer will determine the original final seating capacity of each vehicle.  The manufacturer's certification Tire and Loading Information label will indicate the original seating capacity of the vehicle and will be affixed to either the vehicle driver's door and/or "B" pillar for protection from wear. The Vehicle Certification label will state "MPV" (Multi Passenger Vehicle) on the underside of the hood. The number of passengers the vehicle is designed for including driver will be on the TREAD Act label (Tire and Loading Information label).



				8. SERVICE, WARRANTIES AND DELIVERY



				8.01				_______				Maintenance and Inspection Schedule - a single comprehensive maintenance and inspection schedule for each type of vehicle for which a proposal is submitted, that incorporates the required maintenance and inspection of  body, chassis, tires, wheelchair lift and other equipment and sub-systems, as prescribed by the respective manufacturers.  The maintenance and inspections schedule will be supplied with each vehicle.



				8.02				_______				Wheelchair ramp system will be covered by OEM warranty.



				8.03				_______				Body structure materials and workmanship will be covered by OEM warranty.



				8.04				_______				Installation, labor and workmanship (including electrical) performed by the body manufacturer, final stage manufacturer or vendor (if vendor installs components or otherwise completes vehicle) will be covered by OEM warranty.



				8.05				_______				All other components and accessory equipment will be covered by a warranty of at least one (1) year/12,000 miles, unless covered by an applicable manufacturer's warranty exceeding this. The Proposer will assist as needed in coordinating repairs within the warranty period for each component and applicable warranty.



				8.06				_______				The responder will provide a report of all warranties and excluded warranties associated with each vehicle.



				8.07				_______				During established warranty periods, the contract vendor and respective manufacturer will furnish all warranty parts at no cost to the transit system.  Replacement costs, parts and assemblies will be made without delay.



				8.08				_______				The contract vendor will provide the recipient, or a designated representative of the recipient, the opportunity to inspect the vehicle for compliance with these specifications and applicable motor vehicle regulations.  The inspection's must be completed prior to delivery and acceptance of the vehicle.



				9. Vehicle Seating Layout











Options



				Purpose-built ADA Vehicle



				Option List



																Specify				Price



				1				Vehicle Feature Options



								1.1				CNG engine



								1.2				Propane engine



								1.3				AM/FM CD player, digital clock with four speakers



								1.4				Back-up video camera



								1.5				Hawk-eye sonar alarm or equivalent



												Deduct standard backup warning alarm



								1.6				Back-up alarm



								1.7				Security camera system (2 cameras, DVR w/250Gb)



								1.8				Additional removable hard drive (250Gb)



								1.9				Additional camera (each)



								1.10				AVL/MDL transmitter system



								1.11				Door stays



								1.12				Privacy tint windows



								1.13				Heavy-duty rubber floor mats for driver/front passenger in lieu of OEM carpeted front floor mats (each)



								1.14				Guard to protect fuel system from tire chain malfunctions



								1.15				Vinyl seat covers



								1.16				Front bug deflector



								1.17				Additional WC station



								1.18				Additional WC securement system



								1.19				Additional single flip seat



								1.20				Storage pouch for WC securement devices



								1.21				Bike rack



								1.22				Additional keys



								1.23				Service repair manual



				2				Safety Equipment Options



												First Aid Kit -  meeting ANSI Z308.1-2003 Type I, II, III will be mounted in an easily accessible location per purchaser request.



								2.1				12-pc



								2.2				16-pc



								2.3				24-pc



								2.4				Bodily fluid kit



												Fire Extinguisher - mounted per purchaser's request



								2.5				2.5 lb



								2.6				5 lb



								2.7				Emergency Warning Triangle Kit - A kit of three emergency warning triangles with protective container mounted per purchaser request.



								2.8				Seat belt cutter



								2.9				Fire suppression system (CNG engine only)



				3				Tires and Chains



								3.1				Mounted full-size spare tire at location specified by purchaser



								3.2				Snow studded tires (set of four)



								3.3				SCC Zchain that fit OEM tires or equivalent



				4				Signage



								4.1				Apply Logo. Purchasers will determine logo size and location. Price per location



								4.2				Lettering price per character Three  - Inch height



								4.3				Lettering price per character Four - Inch height



								4.4				Lettering price per character Five - Inch height



				5				Reflective Tape



												Conspicuity markings with reflective tape 2" wide. Location determined by purchaser



								5.1				One stripe up to 10 feet long



								5.2				One stripe up to 25 feet long
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General Spec-Side Ramp



												DETAILED SPECIFICATIONS



												MINIVAN WITH SIDE WHEELCHAIR RAMP



												ANY EXCEPTIONS MUST BE NOTED



												Final as of May 25, 2011



				1. GENERAL DESCRIPTION



				1.01				_______				The purpose of these detailed specifications are to describe the conversion of an ADA minivan as manufactured by the vehicle OEM 2012 or newer, model year with the 120” minimum wheelbase, equipped with a passenger side-entry wheelchair ramp, modified as a paratransit vehicle with four ambulatory passengers and one wheelchair station. The vehicle shall fully comply with all ADA, FMVSS, Altoona test requirements (prior to delivery) and CARB or applicable state environmental requirement.



				1.02				_______				Unless otherwise specified, the vehicle shall be complete with standard equipment and factory installed accessories as listed in the manufacturer's printed literature for the vehicle model offered. The items below are minimum requirements for the vehicle, and shall be provided whether shown standard/original equipment by the manufacturer or options.



				1.03				_______				Vehicle will have a minimum wheel base of 120 inches.



				1.04				_______				The overall length of vehicle, bumper to bumper, will be approximately 200 inches.



				1.05				_______				The overall height of the vehicle, from ground to top, will be approximately 74 inches.



				1.06				_______				The vehicle shall offer a maximum curb weight of 5,000 pounds. The curb weight of the vehicle shall include the weight of the van and the weight of all attachments, accessories, standard and optional equipment, a full fuel tank, lubricants, and coolants.



				1.07				_______				The vehicle shall offer a minimum GVW of 6,000 pounds. The converted vehicle shall not exceed the GVW with five (5) ambulatory including driver plus one wheelchair station. The GVW shall consist of the curb weight and payload.  The GVW is the actual vehicle weight with the payload.



				1.08				_______				The vehicle shall have the payload capacity to transport the driver, ambulatory individuals, and persons with disabilities in a wheelchair safely and legally in any seating variation for the chosen configuration. The payload capacity of the vehicle shall be determined by its seating configuration. The payload capacity shall not be less than the weight computed from the number of seated passengers and wheelchairs positions.  The weight of each seated ambulatory passenger will be calculated at 150 lbs. and each wheelchair position will be calculated at 200 lbs.



				2.  CHASSIS COMPONENTS



				2.01				_______				A minimum 3.6 litters, 6 cylinders gasoline engine. The engine will be OEM chassis manufacturer's standard or optional engine for the commercial model van which meets or exceeds the requirements of this purchase description.



				2.02				_______				A minimum six (6) speed OEM automatic with overdrive transmission with front wheel drive.



				2.03				_______				Tilt/telescopic steering column.



				2.04				_______				The vehicle will have stability control and/or traction control.



				2.05				_______				The vehicle shall be furnished with the chassis manufacturer's power assisted, self adjusting, front and rear wheels, antilock brake system (ABS).  The system shall be in accordance with Federal Motor Vehicle Safety Standard Number 121.



				2.06				_______				The wheels of the vehicle shall be 16-inch OEM wheels in a tubeless configuration with hub-piloted mounting. Tire and wheel sizes shall be the same for all wheels including spare tire. Minimum tires size shall be P225/60R-16 steel belted all season radial tires.



				2.07				_______				The front end shall be aligned, per manufacturers guidelines (toe-in, caster, camber, etc.),and the front wheels balanced after completion of body on chassis. All 4 wheels will be aligned at the  manufacturer prior to delivery and a computerized alignment printout shall be supplied with vehicle.



				2.08				_______				The fuel tank shall have a minimum capacity of 20 gallons. The fuel system and fuel tanks shall be in accordance with Federal Motor Carrier Safety Regulations 393.65 and 393.67.



				2.09				_______				OEM tinted all side and rear windows.



				2.10				_______				OEM instrument panel.



				2.11				_______				Back-up Alarm shall be provided which provides an audible warning when the ignition switch is "on" and the vehicle transmission control is in reverse.



				2.12				_______				OEM AM/FM/CD Digital Clock Radio with 4 speakers; two in front and two in rear.



				2.13				_______				OEM power steering.



				2.14				_______				OEM cruise control.



				2.15				_______				OEM dual zone air conditioning and heater, front and rear.



				2.16				_______				OEM intermittent wipers, rear window wiper/washer.



				2.17				_______				12V front and 12V cargo area power outlets.



				2.18				_______				OEM power windows, door locks and side mirrors.



				2.19				_______				OEM rear window defroster.



				2.20				_______				OEM full length headliner.



				2.21				_______				Airbags, driver and front passenger.



				2.22				_______				OEM front passenger seat, cloth.



				2.23				_______				Driver and front passenger seat arm rest.



				2.24				_______				OEM seat belts with retractors for driver, front seat passenger.



				2.25				_______				Driver and front passenger areas floor mats.



				2.26				_______				Sliding side doors, on both sides of the vehicle.



				2.27				_______				Lift gate rear door.



				3. APPLICABLE ELECTRICAL SWITCH AND WIRING



				3.01				_______				Control Switch - All control switch labeling and designations in the driver's compartment shall meet FMVSS 101.



				3.02				_______				Wiring - Wiring shall be color coded, numbered, or permanently marked over the entire length of wire. All wiring shall be TXL  cross linked polyethylene insulation. All wiring, connectors, terminals, relays, and switches except circuit breakers, shall be rated to carry at least 125 percent of the maximum ampere load for which the circuit is protected. All wiring wall be routed in high temperature split loom with a rating of 300 degrees Fahrenheit. There shall be no exposed wiring inside the vehicle.



				3.03				_______				Terminals - All terminals shall be full ring type, properly sized for the terminal screw or stud, and crimped.



				3.04				_______				Service Loop - An additional 6 inch service loop of wire at all electrical components, terminals, and discrete connection points to eliminate stress on wiring/cables and permit at least two (2) terminal replacements at the wire's) termination shall be furnished.



				3.05				_______				Wiring Harness - All looms and wiring harnesses shall be secured to the body or chassis frame with insulted, corrosion resistant polyethylene or metal insulated cable clamps every 18 inches, or closer as required, to prevent sagging and movement which results in chaffing, abrasion, pinching, snagging, or any other damage. All holes which wires pass through shall have grommet or use an acceptable feed through connector. All holes shall be water and moisture sealed using an OEM type sealant. Connectors shall be waterproof, OEM, crimp type connectors, or soldered splices with heat shrink tubing to protect joint. All components shall be grounded to paint free areas and ground terminals shall be sprayed with a battery type spray sealant.



				4. ADA CONVERSION



				4.01				_______				The floor shall be lowered from the vehicle firewall to rear axle of the vehicle. The floor shall be covered with premium, transit-grade flooring such as Altro/Gerflor flooring or equivalent with a minimum 3/8" marine grade plywood underlayment. The flooring shall be securely bonded to the sub floor without any gaps or openings and with all seams filled to prevent intrusion or seepage of water and other fluids. The floor shall be made of corrosion resistant, coated metal, joined to the body frame members in a manner to prevent bowing, rattling and provide a leak proof floor for the useful life of the vehicle.  The vehicle shall be fully undercoated with a non-flammable resin-type material such as polyoleum. The ground clearance, with full occupancy,  shall not be less than five inches (5").



				4.02				_______				A minimum interior height will be 60" from floor-to-ceiling at the center of the vehicle.



				4.03				_______				The vehicle at full capacity and under static conditions shall not exhibit deformation or deflection that impairs operation of doors, windows, wheelchair ramp, or other mechanical elements.



				4.04				_______				Wheelchair Entry - The wheelchair entry shall provide a minimum thirty-one and one half inches (31 1/2") clear opening width and a minimum fifty-six inches (56") door opening height from ramp to door header.



				4.05				_______				Manually operated wheelchair ramp, formed aluminum ramp or powder coated steel ramp with non-skid surface on the curbside sliding door. When the ramp is stored, ambulatory passengers shall be able to enter/exit from lowered floor without using ramp. Floor shall be a maximum twelve inches (12") from the ground.  Ramp shall be thirty inches (30") minimum useable width and the ramp length shall be complied with all applicable ADA requirements.



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



				4.06				_______				Wheelchair Securement – The vehicle shall have forward facing wheelchair positions.  A wheelchair securement system shall be able to hold the wheelchair in the wheelchair position.  The wheelchair position(s) shall be have a restraint devices that will secure the wheelchair and secure the wheelchair passenger while in the wheelchair.  These devices shall be adjustable to accommodate varying track widths of wheelchairs.  Each wheelchair shall have a four (4) point securement (2 front, 2 back) in the vehicle with recessed anchor points of sufficient strength to secure a wheelchair.



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



				5. FLOOR MOUNTED AND DOOR TRACKS



				5.01				_______				Floor mounted tracks shall be a series of horizontal tracks of minimum dimensions thirty inches (30”) wide, spaced a minimum of forty-two (42”) fore and aft.



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



				5.02				_______				These tracks may be recessed mounted in the kick panel, floor, and firewall with three-eighths inch (3/8") diameter, SAE Grade 5, bolts, washers, and self-locking nuts with National Fine Threads.  Bolts shall be installed on each side flange of the track and spaced not greater than twelve inches (12") apart. These tracks may be welded or bolted in the kick panel, floor, and firewall.



				5.03				_______				Passenger Door Tracks, sliding doors must have reinforced glides with an added stop brace to prevent doors from sliding off track.  Door tracks shall be reinforced or strengthened beyond OEM standards as needed in all areas of contact with sliding door arms.



				6. VEHICLE LIGHTING



				6.01				_______				A minimum of two (2) overhead lights to illuminate automatically when door is opened and switched at driver's console. Passenger and ADA ramp doorways will be illuminated according to CFR 49 Part 38.31 (ADA) and will be illuminated whenever respective door is open.



				6.02				_______				Driver courtesy light will be located at the driver's console and will illuminate when driver or passenger door opened.



				6.03				_______				All lighting fixtures shall be flush mounted, to the maximum extent practicable to prevent accidental dislodgement of light cover or present a hazard to passengers.



				6.04				_______				ADA compliant entrance door lighting will be mounted to fully illuminate the exterior doorway of the wheelchair ramp area.  Lights shall be wired to automatically turn on when the door is opened to deploy the wheelchair ramp.



				6.05				_______				All exterior lights and reflectors to meet Federal Motor Carrier Safety Regulation 393.11.



				6.06				_______				At lease one (1) 10 foot-candle light is installed in the engine compartment conveniently located.



				7. VEHICLE SEATS AND SEATINGS ARRAGEMENT



				7.01				_______				One (1) wheelchair station with one (1)  two-passenger fold away seat and OEM rear bench seat.



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



				8. SAFETY KIT



				8.01				_______				First Aid Kit - A 16 unit First Aid Kit meeting ANSI Z308.1-2003 Type I, II, III will be mounted in an easily accessible location per purchaser request.



				8.02				_______				Fire extinguisher - minimum 2-1/2 pound rechargeable, mounted per purchaser request.



				8.03				_______				Emergency Warning Triangle Kit - A kit of three emergency warning triangles with protective container mounted per purchaser request. Both faces of the emergency warning triangle must consist of red reflective and orange fluorescent material.



				9. DESIGNED TO TRANSPORT



				9.01				_______				Designed to Transport - The final stage manufacturer will determine the original seating capacity of each vehicle. The manufacturer's certification label will indicate the original seating capacity of the vehicle and will be affixed to the vehicle driver's "B" pillar for protection from wear. The Vehicle Certification label will state "MPV" (Multi Passenger Vehicle). The number of passengers the vehicle is designed for including driver will be on the Tread Act label (Tire and Loading Information label).



				10. SERVICE, DELIVERY AND WARRANTIES



				10.01				_______				Maintenance and Inspection Schedule - a single comprehensive maintenance and inspection schedule for each type of vehicle for which a proposal is submitted, that incorporates the required maintenance and inspection of  body, chassis, tires, wheelchair lift and other equipment and sub-systems, as prescribed by the respective manufacturers. The maintenance and inspections schedule will be supplied with each vehicle.



				10.02				_______				The contract vendor will provide the purchaser or a designated representative of the purchaser the opportunity to inspect the vehicle for compliance with these specifications and applicable motor vehicle regulations. The inspections must be completed prior to the delivery and acceptance of the vehicle.



				10.03				_______				Prior to releasing the vehicle to the purchaser, the contract vendor will provide hands on instructions, by a qualified and experienced employee, in the proper and safe operation of all mechanical, electrical and hydraulic components in the vehicle.



				10.04				_______				Delivery will be F.O.B destination to the vehicle buyer designated location.



				10.05				_______				Vehicle conversion manufacturer must meet chassis manufacturer's quality assurance program, if available.



				10.06				_______				During established warranty periods, the contract vendor and respective manufacturer will furnish all warranty parts at no cost to the transit system or purchasers. Replacement costs, parts and assemblies will be made without delay.



				10.07				_______				The contract vendor will provide a report of all warranties and excluded warranties associated with each vehicle.



				10.08				_______				Tires will be covered by tire manufacturer warranty.



				10.09				_______				Wheelchair ramp system will be covered by ramp manufacturer warranty.



				10.10				_______				Chassis structure materials and workmanship will be covered by OEM warranty.



				10.11				_______				Installation, labor and workmanship (including electrical) performed by the conversion manufacturer, final stage manufacturer or vendor (if vendor installs components or otherwise completes vehicle) will be covered by conversion manufacturer warranty.



				10.12				_______				All other components and accessory equipment will be covered by a warranty of at least one (1) year/12,000 miles, unless covered by an applicable manufacturer's warranty exceeding this. The contract vendor will assist as needed in coordinating repairs within the warranty period for each component and applicable warranty.
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General Spec-Rear Ramp



												DETAILED SPECIFICATIONS



												MINIVAN WITH REAR WHEELCHAIR RAMP



												ANY EXCEPTIONS MUST BE NOTED



												Final as of May 25, 2011



				1. GENERAL DESCRIPTION



				1.01				_______				The purpose of these detailed specifications are to describe the conversion of an ADA minivan as manufactured by the vehicle OEM 2012 or newer, model year with the 120” minimum wheelbase, equipped with a rear entry wheelchair ramp, modified as a paratransit vehicle with four ambulatory passengers and one wheelchair station. The vehicle shall fully comply with all ADA, FMVSS, Altoona test requirements (prior to delivery) and CARB or applicable state environmental requirement.



				1.02				_______				Unless otherwise specified, the vehicle shall be complete with standard equipment and factory installed accessories as listed in the manufacturer's printed literature for the vehicle model offered. The items below are minimum requirements for the vehicle, and shall be provided whether shown standard/original equipment by the manufacturer or options.



				1.03				_______				Vehicle will have a minimum wheel base of 120 inches.



				1.04				_______				The overall length of vehicle, bumper to bumper, will be approximately 200 inches.



				1.05				_______				The overall height of the vehicle, from ground to top, will be approximately 74 inches.



				1.06				_______				The vehicle shall offer a maximum curb weight of 5,000 pounds. The curb weight of the vehicle shall include the weight of the van and the weight of all attachments, accessories, standard and optional equipment, a full fuel tank, lubricants, and coolants.



				1.07				_______				The vehicle shall offer a minimum GVW of 6,000 pounds. The converted vehicle shall not exceed the GVW with five (5) ambulatory including driver plus one wheelchair station. The GVW shall consist of the curb weight and payload.  The GVW is the actual vehicle weight with the payload.



				1.08				_______				The vehicle shall have the payload capacity to transport the driver, ambulatory individuals, and persons with disabilities in a wheelchair safely and legally in any seating variation for the chosen configuration. The payload capacity of the vehicle shall be determined by its seating configuration. The payload capacity shall not be less than the weight computed from the number of seated passengers and wheelchairs positions.  The weight of each seated ambulatory passenger will be calculated at 150 lbs. and each wheelchair position will be calculated at 200 lbs.



				2.  CHASSIS COMPONENTS



				2.01				_______				A minimum 3.6 litters, 6 cylinders gasoline engine. The engine will be OEM chassis manufacturer's standard or optional engine for the commercial model van which meets or exceeds the requirements of this purchase description.



				2.02				_______				A minimum six (6) speed OEM automatic with overdrive transmission with front wheel drive.



				2.03				_______				Tilt/telescopic steering column.



				2.04				_______				The vehicle will have stability control and/or traction control.



				2.05				_______				The vehicle shall be furnished with the chassis manufacturer's power assisted, self adjusting, front and rear wheels, antilock brake system (ABS).  The system shall be in accordance with Federal Motor Vehicle Safety Standard Number 121.



				2.06				_______				The wheels of the vehicle shall be 16-inch OEM wheels in a tubeless configuration with hub-piloted mounting. Tire and wheel sizes shall be the same for all wheels including spare tire. Minimum tires size shall be P225/60R-16 steel belted all season radial tires.



				2.07				_______				The front end shall be aligned, per manufacturers guidelines (toe-in, caster, camber, etc.),and the front wheels balanced after completion of body on chassis. All 4 wheels will be aligned at the  manufacturer prior to delivery and a computerized alignment printout shall be supplied with vehicle.



				2.08				_______				The fuel tank shall have a minimum capacity of 20 gallons. The fuel system and fuel tanks shall be in accordance with Federal Motor Carrier Safety Regulations 393.65 and 393.67.



				2.09				_______				OEM tinted all side and rear windows.



				2.10				_______				OEM instrument panel.



				2.11				_______				Back-up Alarm shall be provided which provides an audible warning when the ignition switch is "on" and the vehicle transmission control is in reverse.



				2.12				_______				OEM AM/FM/CD Digital Clock Radio with 4 speakers; two in front and two in rear.



				2.13				_______				OEM power steering.



				2.14				_______				OEM cruise control.



				2.15				_______				OEM dual zone air conditioning and heater, front and rear.



				2.16				_______				OEM intermittent wipers, rear window wiper/washer.



				2.17				_______				12V front and 12V cargo area power outlets.



				2.18				_______				OEM power windows, door locks and side mirrors.



				2.19				_______				OEM rear window defroster.



				2.20				_______				OEM full length headliner.



				2.21				_______				Airbags, driver and front passenger.



				2.22				_______				OEM front passenger seat, cloth.



				2.23				_______				Driver and front passenger seat arm rest.



				2.24				_______				OEM seat belts with retractors for driver, front seat passenger.



				2.25				_______				Driver and front passenger areas floor mats.



				2.26				_______				Sliding side doors, on both sides of the vehicle.



				2.27				_______				Lift gate rear door.



				3. APPLICABLE ELECTRICAL SWITCH AND WIRING



				3.01				_______				Control Switch - All control switch labeling and designations in the driver's compartment shall meet FMVSS 101.



				3.02				_______				Wiring - Wiring shall be color coded, numbered, or permanently marked over the entire length of wire. All wiring shall be TXL cross linked polyethylene insulation. All wiring, connectors, terminals, relays, and switches except circuit breakers, shall be rated to carry at least 125 percent of the maximum ampere load for which the circuit is protected. All wiring wall be routed in high temperature split loom with a rating of 300 degrees Fahrenheit. There shall be no exposed wiring inside the vehicle.



				3.03				_______				Terminals - All terminals shall be full ring type, properly sized for the terminal screw or stud, and crimped.



				3.04				_______				Service Loop - An additional 6 inch service loop of wire at all electrical components, terminals, and discrete connection points to eliminate stress on wiring/cables and permit at least two (2) terminal replacements at the wire's) termination shall be furnished.



				3.05				_______				Wiring Harness - All looms and wiring harnesses shall be secured to the body or chassis frame with insulted, corrosion resistant polyethylene or metal insulated cable clamps every 18 inches, or closer as required, to prevent sagging and movement which results in chaffing, abrasion, pinching, snagging, or any other damage. All holes which wires pass through shall have grommet or use an acceptable feed through connector. All holes shall be water and moisture sealed using an OEM type sealant. Connectors shall be waterproof, OEM, crimp type connectors, or soldered splices with heat shrink tubing to protect joint. All components shall be grounded to paint free areas and ground terminals shall be sprayed with a battery type spray sealant.



				4. ADA CONVERSION



				4.01				_______				The floor shall be lowered from the vehicle firewall to rear axle of the vehicle. The floor shall be covered with premium, transit-grade flooring such as Altro/Gerflor flooring or equivalent with a minimum 3/8" marine grade plywood underlayment. The flooring shall be securely bonded to the sub floor without any gaps or openings and with all seams filled to prevent intrusion or seepage of water and other fluids. The floor shall be made of corrosion resistant, coated metal, joined to the body frame members in a manner to prevent bowing, rattling and provide a leak proof floor for the useful life of the vehicle.  The vehicle shall be fully undercoated with a non-flammable resin-type material such as polyoleum. The ground clearance, with full occupancy,  shall not be less than five inches (5").



				4.02				_______				A minimum interior height will be 57"  from floor-to-ceiling at the center of the vehicle.



				4.03				_______				The vehicle at full capacity and under static conditions shall not exhibit deformation or deflection that impairs operation of doors, windows, wheelchair ramp, or other mechanical elements.



				4.04				_______				Wheelchair Entry - The wheelchair entry shall provide a minimum thirty-one and one half inches (31 1/2") clear opening width and a minimum fifty-six inches (56") door opening height from ramp to door header.



				4.05				_______				Manually operated wheelchair ramp, formed aluminum ramp or powder coated steel ramp with non-skid surface on the rear door. Ramp shall be thirty-two inches (30") minimum useable width and the ramp length shall be complied with all applicable ADA requirements.



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



				4.06				_______				Wheelchair Securement – The vehicle shall have forward facing wheelchair positions.  A wheelchair securement system shall be able to hold the wheelchair in the wheelchair position.  The wheelchair position(s) shall be have a restraint devices that will secure the wheelchair and secure the wheelchair passenger while in the wheelchair.  These devices shall be adjustable to accommodate varying track widths of wheelchairs.  Each wheelchair shall have a four (4) point securement (2 front, 2 back) in the vehicle with recessed anchor points of sufficient strength to secure a wheelchair.



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



				5. FLOOR MOUNTED TRACKS



				5.01				_______				Floor mounted tracks shall be surface rail track or equivalent, surface mount per track manufacture's specification.



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



				5.02				_______				The rear lift gate shall have a minimum of 56" height opening.



				6. VEHICLE LIGHTING



				6.01				_______				A minimum of two (2) overhead lights to illuminate automatically when door is opened and switched at driver's console. Passenger and ADA ramp doorways will be illuminated according to CFR 49 Part 38.31 (ADA) and will be illuminated whenever respective door is open.



				6.02				_______				Driver courtesy light will be located at the driver's console and will illuminate when driver or passenger door opened.



				6.03				_______				All lighting fixtures shall be flush mounted, to the maximum extent practicable to prevent accidental dislodgement of light cover or present a hazard to passengers.



				6.04				_______				ADA compliant entrance door lighting will be mounted to fully illuminate the exterior doorway of the wheelchair ramp area.  Lights shall be wired to automatically turn on when the door is opened to deploy the wheelchair ramp.



				6.05				_______				All exterior lights and reflectors to meet Federal Motor Carrier Safety Regulation 393.11.



				6.06				_______				At lease one (1) 10 foot-candle light is installed in the engine compartment conveniently located.



				7. VEHICLE SEATS AND SEATINGS ARRAGEMENT



				7.01				_______				One (1) wheelchair station with one (1)  two-passenger fold away seat



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



				8. SAFETY KIT



				8.01				_______				First Aid Kit - A 16 unit First Aid Kit meeting ANSI Z308.1-2003 Type I, II, III will be mounted in an easily accessible location per purchaser request.



				8.02				_______				Fire extinguisher - minimum 2-1/2 pound rechargeable, mounted per purchaser request.



				8.03				_______				Emergency Warning Triangle Kit - A kit of three emergency warning triangles with protective container mounted per purchaser request. Both faces of the emergency warning triangle must consist of red reflective and orange fluorescent material.



				9. DESIGNED TO TRANSPORT



				9.01				_______				Designed to Transport - The final stage manufacturer will determine the original seating capacity of each vehicle. The manufacturer's certification label will indicate the original seating capacity of the vehicle and will be affixed to the vehicle driver's "B" pillar for protection from wear. The Vehicle Certification label will state "MPV" (Multi Passenger Vehicle). The number of passengers the vehicle is designed for including driver will be on the Tread Act label (Tire and Loading Information label).



				10. SERVICE, DELIVERY AND WARRANTIES



				10.01				_______				Maintenance and Inspection Schedule - a single comprehensive maintenance and inspection schedule for each type of vehicle for which a proposal is submitted, that incorporates the required maintenance and inspection of  body, chassis, tires, wheelchair lift and other equipment and sub-systems, as prescribed by the respective manufacturers. The maintenance and inspections schedule will be supplied with each vehicle.



				10.02				_______				The contract vendor will provide the purchaser or a designated representative of the purchaser the opportunity to inspect the vehicle for compliance with these specifications and applicable motor vehicle regulations. The inspections must be completed prior to the delivery and acceptance of the vehicle.



				10.03				_______				Prior to releasing the vehicle to the purchaser, the contract vendor will provide hands on instructions, by a qualified and experienced employee, in the proper and safe operation of all mechanical, electrical and hydraulic components in the vehicle.



				10.04				_______				Delivery will be F.O.B destination to the vehicle buyer designated location.



				10.05				_______				Vehicle conversion manufacturer must meet chassis manufacturer's quality assurance program, if available.



				10.06				_______				During established warranty periods, the contract vendor and respective manufacturer will furnish all warranty parts at no cost to the transit system or purchasers. Replacement costs, parts and assemblies will be made without delay.



				10.07				_______				The contract vendor will provide a report of all warranties and excluded warranties associated with each vehicle.



				10.08				_______				Tires will be covered by tire manufacturer warranty.



				10.09				_______				Wheelchair ramp system will be covered by ramp manufacturer warranty.



				10.10				_______				Chassis structure materials and workmanship will be covered by OEM warranty.



				10.11				_______				Installation, labor and workmanship (including electrical) performed by the conversion manufacturer, final stage manufacturer or vendor (if vendor installs components or otherwise completes vehicle) will be covered by conversion manufacturer warranty.



				10.12				_______				All other components and accessory equipment will be covered by a warranty of at least one (1) year/12,000 miles, unless covered by an applicable manufacturer's warranty exceeding this. The contract vendor will assist as needed in coordinating repairs within the warranty period for each component and applicable warranty.
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Options List



				ADA MINIVAN



				Option List



				Not all options are available for every vehicle type offered



												Options				Specify				Price



				1				Engine



								1.1				CNG



								1.2				Propane



								1.3				Flex Fuel



				2				Seating Configuration



								2.1				Additional WC Station (side entry only)



												Deduct front passenger seat (side entry only)



								2.2				Additional WC tie-down (complete set)



								2.3				Additional WC Station (rear entry only)



								2.4				2-passenger bench seat in lieu of 3-passenger bench seat (side entry only)



								2.5				Deduct center row single flip seat



								2.6				Freedman 60/40 rear bench seat or equivalent in lieu of OEM bench seat (side entry only)



				3				Seating Material



								3.1				Cloth in lieu of vinyl, for flip seat only



								3.2				Vinyl seat covers



				4				Flooring Material



								4.1				Upgrade to 3/4" inch marine plywood (side entry only)



								4.2				Upgrade to 5/8" inch composite flooring (side entry only)



								4.3				RCA Rubber floor covering in lieu of std floor cover



												Deduct impregnated non-slip flooring



				5				Security Camera (You may list more than one camera manufacturer)												Mfg #1								Mfg #2								Mfg #3



								5.1				Digital camera 250 Gb hard drive system w/2 cameras



								5.2				Additional camera each



								5.3				Additional hard drive 250 Gb each



				6				Back up Camera / devices



								6.1				Backup and rear view camera system each.



								6.2				"Hawkeye" sonar warning system or equivalent



												Deduct standard backup warning alarm



				8				Tires and Chains



								8.1				Mounted full-size spare tire @ location specified by purchaser



								8.2				Snow studded tires (set of four)



								8.3				SCC Zchain that fit OEM tires or equivalent.



				9				Cargo Net/Securement



								9.1				Sure-lok heavy duty storage container or equivalent



								9.2				Q'straint storage pouch for securement or equivalent



								9.3				Cargo net



				10				Signage



								10.1				Apply Logo. Purchasers will determine logo size and location. Price per location



								10.2				Lettering price per character Three  - Inch height



								10.3				Lettering price per character Four - Inch height



								10.4				Lettering price per character Five - Inch height



				11				Reflective Tape



												Conspicuity markings with reflective tape 2" wide - location determined by purchaser



								11.1				One stripe up to 10 feet long



								11.2				One stripe up to 25 feet long



				12				OEM Chassis options



								12.1				Power side doors (both sides)



								12.2				Power rear lift gate



								12.3				Privacy tinted glass



								12.4				Roof rack



								12.5				Additional set of keys



								12.6				Factory repair manual



				13				Safety Equipment



								13.1				5 lb fire extinguisher in lieu of 2 1/2 lb extinguisher



								13.2				24 unit first aid kit in lieu of 16 unit first aid kit



								13.3				Bodily fluid cleanup kit



								13.4				Fire suppression system (CNG only)
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General spec



				DETAILED SPECIFICATIONS



				Purpose-Built ADA Vehicle



												ANY EXCEPTIONS MUST BE NOTED



												Final as of May 25, 2011



												Responders must note any variations from these minimums or maximums



				1. DEMENSIONS, WEIGHT AND PAYLOADS



				1.01				_______				The purpose of this detailed specifications are to describe an ADA vehicle as manufactured by the vehicle OEM 2011 model year with 122" minimum wheelbase, equipped with a passenger side-entry wheelchair ramp, with four ambulatory including driver and one wheelchair station. The vehicle shall fully comply with all ADA, FMVSS and Altoona testing requirements (if required and before delivery) and CARB or applicable state environmental requirements.



				1.02				_______				Vehicle Overall Length - The overall length of vehicle, bumper to bumper, will be approximately 205 inches.



				1.03				_______				Vehicle Overall Height - The overall height of the vehicle, from ground to top, will be approximately 75 inches.



				1.04				_______				Vehicle Interior Height - The minimum interior headroom will be 40 inches at center of rear passenger seat cushion.



				1.06				_______				Curb Weight - The curb weight of the vehicle shall include the weight of the vehicle and the weight of all attachments, accessories, standard and optional equipment, a full fuel tank, lubricants, and coolants.



				1.07				_______				Passenger Seats Spacing - Minimum of 26 inches knee-to-hip spacing between passenger seats in standard seating configuration.



				1.08				_______				Gross Vehicle Weight (GVW) - The GVW shall consist of the curb weight and payload.  The GVW is the actual vehicle weight with the payload. Gross Vehicle Weight Rating (GVWR) of the completed vehicle will not exceed the GVW of the chassis and be appropriate for application described, a full tank of fuel, driver, the number of passengers and wheelchairs described. Any exceptions to this requirement, seating capacity, or any other specification must be noted.



				1.09								Payload Capacity - The vehicle shall have the payload capacity to transport the driver, ambulatory individuals, and persons with disabilities in a wheelchair safely and legally in any seating variation for the chosen configuration. The payload capacity of the vehicle shall be determined by its seating configuration. The payload capacity shall not be less than the weight computed from the number of seated passengers and wheelchairs positions. The weight of each seated ambulatory passenger will be calculated at 150 lbs. and each wheelchair position will be calculated at 200 lbs.



				2.  CHASSIS COMPONENTS



				2.01				_______				Engine - The engine will be manufacturer's standard or optional engine for the vehicle which meets or exceeds the requirements of this purchase description. The engine shall meet the air pollution requirements of the state where initially titled.



				2.03				_______				Cooling System - Cooling system will have OEM's heavy duty pressurized liquid-cooling system.



				2.04				_______				Automatic Transmission.  The vehicle will have an OEM automatic transmission.



				2.05				_______				Fuel Tank - The fuel tank shall have a minimum capacity of 24 gallons (21.1 GGE for CNG model only).  The fuel system and fuel tanks shall be in accordance with Federal Motor Carrier Safety Regulations 301 and 303 (for the CNG model).



				2.06				_______				Brake System  The vehicle shall be furnished with the manufacturer's power assisted, disc, front and rear wheels, antilock brake system (ABS).  The system shall be in accordance with Federal Motor Vehicle Safety Standard Number 135.



				2.07				_______				Alignment - The front end shall be aligned, per manufacturers guidelines (toe-in, caster, camber, etc.), and the front wheels balanced after completion of body on chassis.  All 4 wheels will be aligned at the  manufacturer prior to delivery.



				2.08				_______				Rear Suspension - Rear de Dion rear suspension, with Panhard rod, height sensor and steel leaf springs. Independent rear drive differential carrier assembly, 218mm ring gear ; 3.45:1 ratio. Automatic rear leveling system, with air shocks.



				2.09				_______				Wheels P235-65 R17 All Season Tires, on Steel wheels; 108S load rating Tire selection and rims according to FMVSS 110 (motor vehicles with a GVWR of 10,000 lbs or less) Tire Sealant & Inflator kit provided with each vehicle.



				2.10				_______				Traction Control - the vehicle will have either Traction Control (TC) or Electronic Stability Control (ESC)



				2.11				_______				Window Tint OEM tint, available on all side and rear windows



				2.12				_______				Steering  Front short long arm (SLA) suspension with rack and pinion power assist steering shall be provided.



				2.13				_______				Wheel Base - Vehicle will have a wheel base of 122 inches.



				2.14				_______				Gauges - full gauge package including fuel, oil pressure, water temperature, ammeter or voltmeter.



				2.18				_______				Audio and Clock - OEM, or equivalent, AM/FM/CD Digital Clock Radio with 4 speakers mounted in the passenger compartment.



				2.19				_______				Side Mirrors - OEM Power adjustable, manual folding (in both fore and aft directions) side mirrors on both driver and passenger of the vehicle.



				3.  ELECTRICAL



				3.01				_______				Control Switch - All control switch labeling and designations in the driver's compartment shall meet FMVSS 101.



				3.02				_______				Wiring - Wiring shall be color coded, numbered, or permanently marked over the entire length of wire. All wiring shall be stranded GXL or SXL, high temperature, cross linked polyethylene insulation. All wiring, connectors, terminals, relays, and switches except circuit breakers, shall be rated to carry at least 125 percent of the maximum ampere load for which the circuit is protected. All wiring wall be routed in high temperature split loom with a rating of 300 degrees Fahrenheit. There shall be no exposed wiring inside the vehicle.



				3.03				_______				Terminals - All terminals shall be full ring type, properly sized for the terminal screw or stud, and crimped.



				3.05				_______				Wiring Harness - All looms and wiring harnesses shall be secured to the body or chassis frame with insulted, corrosion resistant polyethylene or metal insulated cable clamps every 18 inches, or closer as required, to prevent sagging and movement which results in chaffing, abrasion, pinching, snagging, or any other damage. All holes through which wires pass shall be grommet or utilize an acceptable feed through connector. All holes shall be water and moisture sealed using an OEM type sealant. Connectors shall be waterproof, OEM, crimp type connectors or soldered splices with heat shrink tubing to protect joint. All components shall be grounded to paint free areas and ground terminals shall be sprayed with a battery type spray sealant.



				4.  BODY CONSTRUCTION



				4.01				_______				Vehicle Body Construction - The vehicle shall have a steel body with a composite front and rear fascia. Interior materials will comply with FMVSS 302 (flammability)



				4.02				_______				Access Doors - Doors shall be a stamped metal consistent with the OEM quality and follow the vehicle body lines. Doors shall be ADA compliant and have a minimum 56 inch clear door opening height.



				4.03				_______				Fasteners - Wherever threaded fasteners are attached into interior panels only, a reinforcing nut or panel will be installed for added strength and fastener retention.



				4.04				_______				Welding - Welding procedures used throughout the vehicle including materials, methods and personnel will be in accordance with ASTM and American Welding Society Standards.



				4.07				_______				Exterior Finishing - Exterior body panels will be galvanized steel, aluminum, composite or fiberglass with a white finish. Dissimilar metals will be insulated to prevent galvanic action.  With the exception of stainless steel, all metal will be pre-treated, primed, and painted to resist corrosion for the life of the vehicle.



				4.08				_______				Interior Finishing - Interior shall be made of FRP or ABS panels or equivalent. Interior finish will be ebony, grey or light tone, color coordinated with seats, floor and exterior.



				4.09				_______				Water Test -   Body will be thoroughly water tested to ensure no leakage. The roofs, windows, windshields, and all seams and joints shall be tested as follows:



												(a) The water test shall consist of a series of nozzles, which are located around the perimeter  of the vehicle so as to spray water over the entire surface of the vehicle.



												(b) The nozzles shall eject a volume of water no less than 2.0 gal/min under a pressure of no less than 40 psi measured at the nozzle tip.



												(c) Each vehicle will be water tested as prescribed above for no less than 15 minutes to determine whether there are any body leaks.



												(d) Corrective action and retesting shall be performed for all vehicles that fails to pass.



												(e) Documentation will be furnished for each vehicle delivered under this agreement demonstrating the vehicle has passed the requirements listed above.



				4.11				_______				Floor - The floor stamping includes structure to accommodate wheel chair tie downs and driver's seat. Covering is anti-slip flooring meeting ADA/CSA-D409-02 guidelines.



				4.12				_______				Sun Visors - Sun visor will be installed on both driver side and passenger side.



				4.13				_______				Bumpers - Front and rear bumpers will be as ordered from the OEM.



				5. VEHICLE FEATURES



				5.01				_______				Seating - Standard floor plans are required with the proposal.



				5.02				_______				Passenger Seats - All seats will have integrated shoulder belts in compliance with  FMVSS# 207.



				5.03				_______				Flip Seats and Fold-away Seats - All flip seats and fold-away seats are to be single (one-passenger) and must meet FMVSS 207 and 210, unless otherwise specified.



				5.04				_______				Handrails - per ADA, entry assist grab handle integrated with right hand side of entry door.



				5.05				_______				Seat materials - All seat materials must meet FMVSS #302.  Grey color vinyl upholstery standard.



				5.06				_______				Seat Belts - Must meet FMVSS #209 and #210 .  The driver's seat  will be equipped the OEM retracting seat belt.  All standard passenger seats will be equipped with 3 pt. shoulder belts.



				5.07				_______				Ramp - ADA approved ramp that meets all State, Federal, ICC, and ADA requirements.  Minimum clear dimensions for platform are 30" wide x 51" length.



				5.09				_______				Wheelchair Securement Devices - Wheelchair securement devices will be automatic, self tensioning and self locking and must comply with all ADA, SAE J2249 and ISO 10542 performance and installation requirements. Wheelchair securement will be aluminum "L" track, Slide and Click.  All wheelchair securement devices provided and the installation thereof, performance pursuant to this specification, will meet or surpass the minimum standards per ADA, SAE J2249 and ISO 10542 requirements, including all shoulder harness mounting hardware. Shoulder harness shall have an adjustable height adjuster to compensate for variations in the size of the mobility device or passenger. Wheelchair securement devices shall be universal in application for ease of use or approved equal.



				5.10				_______				Floor track - Floor track shall be flange mount “L” track 6351 aluminum grade or approved equal.



				5.11				_______				Heating and Cooling System - The vehicle will have highest capacity OEM heater and air conditioning.



				6. VEHICLE LIGHTING



				6.01				_______				Interior Lighting - A minimum of four (4) overhead lights to illuminate automatically when door is opened. and switched at driver's console. Passenger and ramp doorways will be illuminated according to CFR 49 Part 38.31 (ADA) and will be illuminated whenever respective door is open.



				6.02				_______				Lighting Fixtures Mounting - All lighting fixtures shall be flush mounted, to the maximum extent Practicable to prevent accidental dislodgement of light cover or present a hazard to passengers.



				6.03				_______				ADA Entrance Door Lighting - ADA compliant entrance door lighting will be mounted to fully illuminate the exterior doorway of the wheelchair ramp area.  Lights shall be wired to automatically turn on when wheelchair ramp door is opened.



				6.04				_______				Exterior Lights - All exterior lights and reflectors to meet Federal Motor Carrier Safety Regulation 108.



				7. DESIGNED TO TRANSPORT



				7.01				_______				Designed to Transport - The final stage manufacturer will determine the original final seating capacity of each vehicle.  The manufacturer's certification Tire and Loading Information label will indicate the original seating capacity of the vehicle and will be affixed to either the vehicle driver's door and/or "B" pillar for protection from wear. The Vehicle Certification label will state "MPV" (Multi Passenger Vehicle) on the underside of the hood. The number of passengers the vehicle is designed for including driver will be on the TREAD Act label (Tire and Loading Information label).



				8. SERVICE, WARRANTIES AND DELIVERY



				8.01				_______				Maintenance and Inspection Schedule - a single comprehensive maintenance and inspection schedule for each type of vehicle for which a proposal is submitted, that incorporates the required maintenance and inspection of  body, chassis, tires, wheelchair lift and other equipment and sub-systems, as prescribed by the respective manufacturers.  The maintenance and inspections schedule will be supplied with each vehicle.



				8.02				_______				Wheelchair ramp system will be covered by OEM warranty.



				8.03				_______				Body structure materials and workmanship will be covered by OEM warranty.



				8.04				_______				Installation, labor and workmanship (including electrical) performed by the body manufacturer, final stage manufacturer or vendor (if vendor installs components or otherwise completes vehicle) will be covered by OEM warranty.



				8.05				_______				All other components and accessory equipment will be covered by a warranty of at least one (1) year/12,000 miles, unless covered by an applicable manufacturer's warranty exceeding this. The Proposer will assist as needed in coordinating repairs within the warranty period for each component and applicable warranty.



				8.06				_______				The responder will provide a report of all warranties and excluded warranties associated with each vehicle.



				8.07				_______				During established warranty periods, the contract vendor and respective manufacturer will furnish all warranty parts at no cost to the transit system.  Replacement costs, parts and assemblies will be made without delay.



				8.08				_______				The contract vendor will provide the recipient, or a designated representative of the recipient, the opportunity to inspect the vehicle for compliance with these specifications and applicable motor vehicle regulations.  The inspection's must be completed prior to delivery and acceptance of the vehicle.



				9. Vehicle Seating Layout











Options



				Purpose-built ADA Vehicle



				Option List



																Specify				Price



				1				Vehicle Feature Options



								1.1				CNG engine



								1.2				Propane engine



								1.3				AM/FM CD player, digital clock with four speakers



								1.4				Back-up video camera



								1.5				Hawk-eye sonar alarm or equivalent



												Deduct standard backup warning alarm



								1.6				Back-up alarm



								1.7				Security camera system (2 cameras, DVR w/250Gb)



								1.8				Additional removable hard drive (250Gb)



								1.9				Additional camera (each)



								1.10				AVL/MDL transmitter system



								1.11				Door stays



								1.12				Privacy tint windows



								1.13				Heavy-duty rubber floor mats for driver/front passenger in lieu of OEM carpeted front floor mats (each)



								1.14				Guard to protect fuel system from tire chain malfunctions



								1.15				Vinyl seat covers



								1.16				Front bug deflector



								1.17				Additional WC station



								1.18				Additional WC securement system



								1.19				Additional single flip seat



								1.20				Storage pouch for WC securement devices



								1.21				Bike rack



								1.22				Additional keys



								1.23				Service repair manual



				2				Safety Equipment Options



												First Aid Kit -  meeting ANSI Z308.1-2003 Type I, II, III will be mounted in an easily accessible location per purchaser request.



								2.1				12-pc



								2.2				16-pc



								2.3				24-pc



								2.4				Bodily fluid kit



												Fire Extinguisher - mounted per purchaser's request



								2.5				2.5 lb



								2.6				5 lb



								2.7				Emergency Warning Triangle Kit - A kit of three emergency warning triangles with protective container mounted per purchaser request.



								2.8				Seat belt cutter



								2.9				Fire suppression system (CNG engine only)



				3				Tires and Chains



								3.1				Mounted full-size spare tire at location specified by purchaser



								3.2				Snow studded tires (set of four)



								3.3				SCC Zchain that fit OEM tires or equivalent



				4				Signage



								4.1				Apply Logo. Purchasers will determine logo size and location. Price per location



								4.2				Lettering price per character Three  - Inch height



								4.3				Lettering price per character Four - Inch height



								4.4				Lettering price per character Five - Inch height



				5				Reflective Tape



												Conspicuity markings with reflective tape 2" wide. Location determined by purchaser



								5.1				One stripe up to 10 feet long



								5.2				One stripe up to 25 feet long
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General Spec-Side Ramp



												DETAILED SPECIFICATIONS



												MINIVAN WITH SIDE WHEELCHAIR RAMP



												ANY EXCEPTIONS MUST BE NOTED



												Final as of May 25, 2011



				1. GENERAL DESCRIPTION



				1.01				_______				The purpose of these detailed specifications are to describe the conversion of an ADA minivan as manufactured by the vehicle OEM 2012 or newer, model year with the 120” minimum wheelbase, equipped with a passenger side-entry wheelchair ramp, modified as a paratransit vehicle with four ambulatory passengers and one wheelchair station. The vehicle shall fully comply with all ADA, FMVSS, Altoona test requirements (prior to delivery) and CARB or applicable state environmental requirement.



				1.02				_______				Unless otherwise specified, the vehicle shall be complete with standard equipment and factory installed accessories as listed in the manufacturer's printed literature for the vehicle model offered. The items below are minimum requirements for the vehicle, and shall be provided whether shown standard/original equipment by the manufacturer or options.



				1.03				_______				Vehicle will have a minimum wheel base of 120 inches.



				1.04				_______				The overall length of vehicle, bumper to bumper, will be approximately 200 inches.



				1.05				_______				The overall height of the vehicle, from ground to top, will be approximately 74 inches.



				1.06				_______				The vehicle shall offer a maximum curb weight of 5,000 pounds. The curb weight of the vehicle shall include the weight of the van and the weight of all attachments, accessories, standard and optional equipment, a full fuel tank, lubricants, and coolants.



				1.07				_______				The vehicle shall offer a minimum GVW of 6,000 pounds. The converted vehicle shall not exceed the GVW with five (5) ambulatory including driver plus one wheelchair station. The GVW shall consist of the curb weight and payload.  The GVW is the actual vehicle weight with the payload.



				1.08				_______				The vehicle shall have the payload capacity to transport the driver, ambulatory individuals, and persons with disabilities in a wheelchair safely and legally in any seating variation for the chosen configuration. The payload capacity of the vehicle shall be determined by its seating configuration. The payload capacity shall not be less than the weight computed from the number of seated passengers and wheelchairs positions.  The weight of each seated ambulatory passenger will be calculated at 150 lbs. and each wheelchair position will be calculated at 200 lbs.



				2.  CHASSIS COMPONENTS



				2.01				_______				A minimum 3.6 litters, 6 cylinders gasoline engine. The engine will be OEM chassis manufacturer's standard or optional engine for the commercial model van which meets or exceeds the requirements of this purchase description.



				2.02				_______				A minimum six (6) speed OEM automatic with overdrive transmission with front wheel drive.



				2.03				_______				Tilt/telescopic steering column.



				2.04				_______				The vehicle will have stability control and/or traction control.



				2.05				_______				The vehicle shall be furnished with the chassis manufacturer's power assisted, self adjusting, front and rear wheels, antilock brake system (ABS).  The system shall be in accordance with Federal Motor Vehicle Safety Standard Number 121.



				2.06				_______				The wheels of the vehicle shall be 16-inch OEM wheels in a tubeless configuration with hub-piloted mounting. Tire and wheel sizes shall be the same for all wheels including spare tire. Minimum tires size shall be P225/60R-16 steel belted all season radial tires.



				2.07				_______				The front end shall be aligned, per manufacturers guidelines (toe-in, caster, camber, etc.),and the front wheels balanced after completion of body on chassis. All 4 wheels will be aligned at the  manufacturer prior to delivery and a computerized alignment printout shall be supplied with vehicle.



				2.08				_______				The fuel tank shall have a minimum capacity of 20 gallons. The fuel system and fuel tanks shall be in accordance with Federal Motor Carrier Safety Regulations 393.65 and 393.67.



				2.09				_______				OEM tinted all side and rear windows.



				2.10				_______				OEM instrument panel.



				2.11				_______				Back-up Alarm shall be provided which provides an audible warning when the ignition switch is "on" and the vehicle transmission control is in reverse.



				2.12				_______				OEM AM/FM/CD Digital Clock Radio with 4 speakers; two in front and two in rear.



				2.13				_______				OEM power steering.



				2.14				_______				OEM cruise control.



				2.15				_______				OEM dual zone air conditioning and heater, front and rear.



				2.16				_______				OEM intermittent wipers, rear window wiper/washer.



				2.17				_______				12V front and 12V cargo area power outlets.



				2.18				_______				OEM power windows, door locks and side mirrors.



				2.19				_______				OEM rear window defroster.



				2.20				_______				OEM full length headliner.



				2.21				_______				Airbags, driver and front passenger.



				2.22				_______				OEM front passenger seat, cloth.



				2.23				_______				Driver and front passenger seat arm rest.



				2.24				_______				OEM seat belts with retractors for driver, front seat passenger.



				2.25				_______				Driver and front passenger areas floor mats.



				2.26				_______				Sliding side doors, on both sides of the vehicle.



				2.27				_______				Lift gate rear door.



				3. APPLICABLE ELECTRICAL SWITCH AND WIRING



				3.01				_______				Control Switch - All control switch labeling and designations in the driver's compartment shall meet FMVSS 101.



				3.02				_______				Wiring - Wiring shall be color coded, numbered, or permanently marked over the entire length of wire. All wiring shall be TXL  cross linked polyethylene insulation. All wiring, connectors, terminals, relays, and switches except circuit breakers, shall be rated to carry at least 125 percent of the maximum ampere load for which the circuit is protected. All wiring wall be routed in high temperature split loom with a rating of 300 degrees Fahrenheit. There shall be no exposed wiring inside the vehicle.



				3.03				_______				Terminals - All terminals shall be full ring type, properly sized for the terminal screw or stud, and crimped.



				3.04				_______				Service Loop - An additional 6 inch service loop of wire at all electrical components, terminals, and discrete connection points to eliminate stress on wiring/cables and permit at least two (2) terminal replacements at the wire's) termination shall be furnished.



				3.05				_______				Wiring Harness - All looms and wiring harnesses shall be secured to the body or chassis frame with insulted, corrosion resistant polyethylene or metal insulated cable clamps every 18 inches, or closer as required, to prevent sagging and movement which results in chaffing, abrasion, pinching, snagging, or any other damage. All holes which wires pass through shall have grommet or use an acceptable feed through connector. All holes shall be water and moisture sealed using an OEM type sealant. Connectors shall be waterproof, OEM, crimp type connectors, or soldered splices with heat shrink tubing to protect joint. All components shall be grounded to paint free areas and ground terminals shall be sprayed with a battery type spray sealant.



				4. ADA CONVERSION



				4.01				_______				The floor shall be lowered from the vehicle firewall to rear axle of the vehicle. The floor shall be covered with premium, transit-grade flooring such as Altro/Gerflor flooring or equivalent with a minimum 3/8" marine grade plywood underlayment. The flooring shall be securely bonded to the sub floor without any gaps or openings and with all seams filled to prevent intrusion or seepage of water and other fluids. The floor shall be made of corrosion resistant, coated metal, joined to the body frame members in a manner to prevent bowing, rattling and provide a leak proof floor for the useful life of the vehicle.  The vehicle shall be fully undercoated with a non-flammable resin-type material such as polyoleum. The ground clearance, with full occupancy,  shall not be less than five inches (5").



				4.02				_______				A minimum interior height will be 60" from floor-to-ceiling at the center of the vehicle.



				4.03				_______				The vehicle at full capacity and under static conditions shall not exhibit deformation or deflection that impairs operation of doors, windows, wheelchair ramp, or other mechanical elements.



				4.04				_______				Wheelchair Entry - The wheelchair entry shall provide a minimum thirty-one and one half inches (31 1/2") clear opening width and a minimum fifty-six inches (56") door opening height from ramp to door header.



				4.05				_______				Manually operated wheelchair ramp, formed aluminum ramp or powder coated steel ramp with non-skid surface on the curbside sliding door. When the ramp is stored, ambulatory passengers shall be able to enter/exit from lowered floor without using ramp. Floor shall be a maximum twelve inches (12") from the ground.  Ramp shall be thirty inches (30") minimum useable width and the ramp length shall be complied with all applicable ADA requirements.



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



				4.06				_______				Wheelchair Securement – The vehicle shall have forward facing wheelchair positions.  A wheelchair securement system shall be able to hold the wheelchair in the wheelchair position.  The wheelchair position(s) shall be have a restraint devices that will secure the wheelchair and secure the wheelchair passenger while in the wheelchair.  These devices shall be adjustable to accommodate varying track widths of wheelchairs.  Each wheelchair shall have a four (4) point securement (2 front, 2 back) in the vehicle with recessed anchor points of sufficient strength to secure a wheelchair.



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



				5. FLOOR MOUNTED AND DOOR TRACKS



				5.01				_______				Floor mounted tracks shall be a series of horizontal tracks of minimum dimensions thirty inches (30”) wide, spaced a minimum of forty-two (42”) fore and aft.



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



				5.02				_______				These tracks may be recessed mounted in the kick panel, floor, and firewall with three-eighths inch (3/8") diameter, SAE Grade 5, bolts, washers, and self-locking nuts with National Fine Threads.  Bolts shall be installed on each side flange of the track and spaced not greater than twelve inches (12") apart. These tracks may be welded or bolted in the kick panel, floor, and firewall.



				5.03				_______				Passenger Door Tracks, sliding doors must have reinforced glides with an added stop brace to prevent doors from sliding off track.  Door tracks shall be reinforced or strengthened beyond OEM standards as needed in all areas of contact with sliding door arms.



				6. VEHICLE LIGHTING



				6.01				_______				A minimum of two (2) overhead lights to illuminate automatically when door is opened and switched at driver's console. Passenger and ADA ramp doorways will be illuminated according to CFR 49 Part 38.31 (ADA) and will be illuminated whenever respective door is open.



				6.02				_______				Driver courtesy light will be located at the driver's console and will illuminate when driver or passenger door opened.



				6.03				_______				All lighting fixtures shall be flush mounted, to the maximum extent practicable to prevent accidental dislodgement of light cover or present a hazard to passengers.



				6.04				_______				ADA compliant entrance door lighting will be mounted to fully illuminate the exterior doorway of the wheelchair ramp area.  Lights shall be wired to automatically turn on when the door is opened to deploy the wheelchair ramp.



				6.05				_______				All exterior lights and reflectors to meet Federal Motor Carrier Safety Regulation 393.11.



				6.06				_______				At lease one (1) 10 foot-candle light is installed in the engine compartment conveniently located.



				7. VEHICLE SEATS AND SEATINGS ARRAGEMENT



				7.01				_______				One (1) wheelchair station with one (1)  two-passenger fold away seat and OEM rear bench seat.



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



				8. SAFETY KIT



				8.01				_______				First Aid Kit - A 16 unit First Aid Kit meeting ANSI Z308.1-2003 Type I, II, III will be mounted in an easily accessible location per purchaser request.



				8.02				_______				Fire extinguisher - minimum 2-1/2 pound rechargeable, mounted per purchaser request.



				8.03				_______				Emergency Warning Triangle Kit - A kit of three emergency warning triangles with protective container mounted per purchaser request. Both faces of the emergency warning triangle must consist of red reflective and orange fluorescent material.



				9. DESIGNED TO TRANSPORT



				9.01				_______				Designed to Transport - The final stage manufacturer will determine the original seating capacity of each vehicle. The manufacturer's certification label will indicate the original seating capacity of the vehicle and will be affixed to the vehicle driver's "B" pillar for protection from wear. The Vehicle Certification label will state "MPV" (Multi Passenger Vehicle). The number of passengers the vehicle is designed for including driver will be on the Tread Act label (Tire and Loading Information label).



				10. SERVICE, DELIVERY AND WARRANTIES



				10.01				_______				Maintenance and Inspection Schedule - a single comprehensive maintenance and inspection schedule for each type of vehicle for which a proposal is submitted, that incorporates the required maintenance and inspection of  body, chassis, tires, wheelchair lift and other equipment and sub-systems, as prescribed by the respective manufacturers. The maintenance and inspections schedule will be supplied with each vehicle.



				10.02				_______				The contract vendor will provide the purchaser or a designated representative of the purchaser the opportunity to inspect the vehicle for compliance with these specifications and applicable motor vehicle regulations. The inspections must be completed prior to the delivery and acceptance of the vehicle.



				10.03				_______				Prior to releasing the vehicle to the purchaser, the contract vendor will provide hands on instructions, by a qualified and experienced employee, in the proper and safe operation of all mechanical, electrical and hydraulic components in the vehicle.



				10.04				_______				Delivery will be F.O.B destination to the vehicle buyer designated location.



				10.05				_______				Vehicle conversion manufacturer must meet chassis manufacturer's quality assurance program, if available.



				10.06				_______				During established warranty periods, the contract vendor and respective manufacturer will furnish all warranty parts at no cost to the transit system or purchasers. Replacement costs, parts and assemblies will be made without delay.



				10.07				_______				The contract vendor will provide a report of all warranties and excluded warranties associated with each vehicle.



				10.08				_______				Tires will be covered by tire manufacturer warranty.



				10.09				_______				Wheelchair ramp system will be covered by ramp manufacturer warranty.



				10.10				_______				Chassis structure materials and workmanship will be covered by OEM warranty.



				10.11				_______				Installation, labor and workmanship (including electrical) performed by the conversion manufacturer, final stage manufacturer or vendor (if vendor installs components or otherwise completes vehicle) will be covered by conversion manufacturer warranty.



				10.12				_______				All other components and accessory equipment will be covered by a warranty of at least one (1) year/12,000 miles, unless covered by an applicable manufacturer's warranty exceeding this. The contract vendor will assist as needed in coordinating repairs within the warranty period for each component and applicable warranty.



				11. Seating  Layout











General Spec-Rear Ramp



												DETAILED SPECIFICATIONS



												MINIVAN WITH REAR WHEELCHAIR RAMP



												ANY EXCEPTIONS MUST BE NOTED



												Final as of May 25, 2011



				1. GENERAL DESCRIPTION



				1.01				_______				The purpose of these detailed specifications are to describe the conversion of an ADA minivan as manufactured by the vehicle OEM 2012 or newer, model year with the 120” minimum wheelbase, equipped with a rear entry wheelchair ramp, modified as a paratransit vehicle with four ambulatory passengers and one wheelchair station. The vehicle shall fully comply with all ADA, FMVSS, Altoona test requirements (prior to delivery) and CARB or applicable state environmental requirement.



				1.02				_______				Unless otherwise specified, the vehicle shall be complete with standard equipment and factory installed accessories as listed in the manufacturer's printed literature for the vehicle model offered. The items below are minimum requirements for the vehicle, and shall be provided whether shown standard/original equipment by the manufacturer or options.



				1.03				_______				Vehicle will have a minimum wheel base of 120 inches.



				1.04				_______				The overall length of vehicle, bumper to bumper, will be approximately 200 inches.



				1.05				_______				The overall height of the vehicle, from ground to top, will be approximately 74 inches.



				1.06				_______				The vehicle shall offer a maximum curb weight of 5,000 pounds. The curb weight of the vehicle shall include the weight of the van and the weight of all attachments, accessories, standard and optional equipment, a full fuel tank, lubricants, and coolants.



				1.07				_______				The vehicle shall offer a minimum GVW of 6,000 pounds. The converted vehicle shall not exceed the GVW with five (5) ambulatory including driver plus one wheelchair station. The GVW shall consist of the curb weight and payload.  The GVW is the actual vehicle weight with the payload.



				1.08				_______				The vehicle shall have the payload capacity to transport the driver, ambulatory individuals, and persons with disabilities in a wheelchair safely and legally in any seating variation for the chosen configuration. The payload capacity of the vehicle shall be determined by its seating configuration. The payload capacity shall not be less than the weight computed from the number of seated passengers and wheelchairs positions.  The weight of each seated ambulatory passenger will be calculated at 150 lbs. and each wheelchair position will be calculated at 200 lbs.



				2.  CHASSIS COMPONENTS



				2.01				_______				A minimum 3.6 litters, 6 cylinders gasoline engine. The engine will be OEM chassis manufacturer's standard or optional engine for the commercial model van which meets or exceeds the requirements of this purchase description.



				2.02				_______				A minimum six (6) speed OEM automatic with overdrive transmission with front wheel drive.



				2.03				_______				Tilt/telescopic steering column.



				2.04				_______				The vehicle will have stability control and/or traction control.



				2.05				_______				The vehicle shall be furnished with the chassis manufacturer's power assisted, self adjusting, front and rear wheels, antilock brake system (ABS).  The system shall be in accordance with Federal Motor Vehicle Safety Standard Number 121.



				2.06				_______				The wheels of the vehicle shall be 16-inch OEM wheels in a tubeless configuration with hub-piloted mounting. Tire and wheel sizes shall be the same for all wheels including spare tire. Minimum tires size shall be P225/60R-16 steel belted all season radial tires.



				2.07				_______				The front end shall be aligned, per manufacturers guidelines (toe-in, caster, camber, etc.),and the front wheels balanced after completion of body on chassis. All 4 wheels will be aligned at the  manufacturer prior to delivery and a computerized alignment printout shall be supplied with vehicle.



				2.08				_______				The fuel tank shall have a minimum capacity of 20 gallons. The fuel system and fuel tanks shall be in accordance with Federal Motor Carrier Safety Regulations 393.65 and 393.67.



				2.09				_______				OEM tinted all side and rear windows.



				2.10				_______				OEM instrument panel.



				2.11				_______				Back-up Alarm shall be provided which provides an audible warning when the ignition switch is "on" and the vehicle transmission control is in reverse.



				2.12				_______				OEM AM/FM/CD Digital Clock Radio with 4 speakers; two in front and two in rear.



				2.13				_______				OEM power steering.



				2.14				_______				OEM cruise control.



				2.15				_______				OEM dual zone air conditioning and heater, front and rear.



				2.16				_______				OEM intermittent wipers, rear window wiper/washer.



				2.17				_______				12V front and 12V cargo area power outlets.



				2.18				_______				OEM power windows, door locks and side mirrors.



				2.19				_______				OEM rear window defroster.



				2.20				_______				OEM full length headliner.



				2.21				_______				Airbags, driver and front passenger.



				2.22				_______				OEM front passenger seat, cloth.



				2.23				_______				Driver and front passenger seat arm rest.



				2.24				_______				OEM seat belts with retractors for driver, front seat passenger.



				2.25				_______				Driver and front passenger areas floor mats.



				2.26				_______				Sliding side doors, on both sides of the vehicle.



				2.27				_______				Lift gate rear door.



				3. APPLICABLE ELECTRICAL SWITCH AND WIRING



				3.01				_______				Control Switch - All control switch labeling and designations in the driver's compartment shall meet FMVSS 101.



				3.02				_______				Wiring - Wiring shall be color coded, numbered, or permanently marked over the entire length of wire. All wiring shall be TXL cross linked polyethylene insulation. All wiring, connectors, terminals, relays, and switches except circuit breakers, shall be rated to carry at least 125 percent of the maximum ampere load for which the circuit is protected. All wiring wall be routed in high temperature split loom with a rating of 300 degrees Fahrenheit. There shall be no exposed wiring inside the vehicle.



				3.03				_______				Terminals - All terminals shall be full ring type, properly sized for the terminal screw or stud, and crimped.



				3.04				_______				Service Loop - An additional 6 inch service loop of wire at all electrical components, terminals, and discrete connection points to eliminate stress on wiring/cables and permit at least two (2) terminal replacements at the wire's) termination shall be furnished.



				3.05				_______				Wiring Harness - All looms and wiring harnesses shall be secured to the body or chassis frame with insulted, corrosion resistant polyethylene or metal insulated cable clamps every 18 inches, or closer as required, to prevent sagging and movement which results in chaffing, abrasion, pinching, snagging, or any other damage. All holes which wires pass through shall have grommet or use an acceptable feed through connector. All holes shall be water and moisture sealed using an OEM type sealant. Connectors shall be waterproof, OEM, crimp type connectors, or soldered splices with heat shrink tubing to protect joint. All components shall be grounded to paint free areas and ground terminals shall be sprayed with a battery type spray sealant.



				4. ADA CONVERSION



				4.01				_______				The floor shall be lowered from the vehicle firewall to rear axle of the vehicle. The floor shall be covered with premium, transit-grade flooring such as Altro/Gerflor flooring or equivalent with a minimum 3/8" marine grade plywood underlayment. The flooring shall be securely bonded to the sub floor without any gaps or openings and with all seams filled to prevent intrusion or seepage of water and other fluids. The floor shall be made of corrosion resistant, coated metal, joined to the body frame members in a manner to prevent bowing, rattling and provide a leak proof floor for the useful life of the vehicle.  The vehicle shall be fully undercoated with a non-flammable resin-type material such as polyoleum. The ground clearance, with full occupancy,  shall not be less than five inches (5").



				4.02				_______				A minimum interior height will be 57"  from floor-to-ceiling at the center of the vehicle.



				4.03				_______				The vehicle at full capacity and under static conditions shall not exhibit deformation or deflection that impairs operation of doors, windows, wheelchair ramp, or other mechanical elements.



				4.04				_______				Wheelchair Entry - The wheelchair entry shall provide a minimum thirty-one and one half inches (31 1/2") clear opening width and a minimum fifty-six inches (56") door opening height from ramp to door header.



				4.05				_______				Manually operated wheelchair ramp, formed aluminum ramp or powder coated steel ramp with non-skid surface on the rear door. Ramp shall be thirty-two inches (30") minimum useable width and the ramp length shall be complied with all applicable ADA requirements.



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



				4.06				_______				Wheelchair Securement – The vehicle shall have forward facing wheelchair positions.  A wheelchair securement system shall be able to hold the wheelchair in the wheelchair position.  The wheelchair position(s) shall be have a restraint devices that will secure the wheelchair and secure the wheelchair passenger while in the wheelchair.  These devices shall be adjustable to accommodate varying track widths of wheelchairs.  Each wheelchair shall have a four (4) point securement (2 front, 2 back) in the vehicle with recessed anchor points of sufficient strength to secure a wheelchair.



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



				5. FLOOR MOUNTED TRACKS



				5.01				_______				Floor mounted tracks shall be surface rail track or equivalent, surface mount per track manufacture's specification.



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



				5.02				_______				The rear lift gate shall have a minimum of 56" height opening.



				6. VEHICLE LIGHTING



				6.01				_______				A minimum of two (2) overhead lights to illuminate automatically when door is opened and switched at driver's console. Passenger and ADA ramp doorways will be illuminated according to CFR 49 Part 38.31 (ADA) and will be illuminated whenever respective door is open.



				6.02				_______				Driver courtesy light will be located at the driver's console and will illuminate when driver or passenger door opened.



				6.03				_______				All lighting fixtures shall be flush mounted, to the maximum extent practicable to prevent accidental dislodgement of light cover or present a hazard to passengers.



				6.04				_______				ADA compliant entrance door lighting will be mounted to fully illuminate the exterior doorway of the wheelchair ramp area.  Lights shall be wired to automatically turn on when the door is opened to deploy the wheelchair ramp.



				6.05				_______				All exterior lights and reflectors to meet Federal Motor Carrier Safety Regulation 393.11.



				6.06				_______				At lease one (1) 10 foot-candle light is installed in the engine compartment conveniently located.



				7. VEHICLE SEATS AND SEATINGS ARRAGEMENT



				7.01				_______				One (1) wheelchair station with one (1)  two-passenger fold away seat



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



												Specify Mfg/Model: _____________



				8. SAFETY KIT



				8.01				_______				First Aid Kit - A 16 unit First Aid Kit meeting ANSI Z308.1-2003 Type I, II, III will be mounted in an easily accessible location per purchaser request.



				8.02				_______				Fire extinguisher - minimum 2-1/2 pound rechargeable, mounted per purchaser request.



				8.03				_______				Emergency Warning Triangle Kit - A kit of three emergency warning triangles with protective container mounted per purchaser request. Both faces of the emergency warning triangle must consist of red reflective and orange fluorescent material.



				9. DESIGNED TO TRANSPORT



				9.01				_______				Designed to Transport - The final stage manufacturer will determine the original seating capacity of each vehicle. The manufacturer's certification label will indicate the original seating capacity of the vehicle and will be affixed to the vehicle driver's "B" pillar for protection from wear. The Vehicle Certification label will state "MPV" (Multi Passenger Vehicle). The number of passengers the vehicle is designed for including driver will be on the Tread Act label (Tire and Loading Information label).



				10. SERVICE, DELIVERY AND WARRANTIES



				10.01				_______				Maintenance and Inspection Schedule - a single comprehensive maintenance and inspection schedule for each type of vehicle for which a proposal is submitted, that incorporates the required maintenance and inspection of  body, chassis, tires, wheelchair lift and other equipment and sub-systems, as prescribed by the respective manufacturers. The maintenance and inspections schedule will be supplied with each vehicle.



				10.02				_______				The contract vendor will provide the purchaser or a designated representative of the purchaser the opportunity to inspect the vehicle for compliance with these specifications and applicable motor vehicle regulations. The inspections must be completed prior to the delivery and acceptance of the vehicle.



				10.03				_______				Prior to releasing the vehicle to the purchaser, the contract vendor will provide hands on instructions, by a qualified and experienced employee, in the proper and safe operation of all mechanical, electrical and hydraulic components in the vehicle.



				10.04				_______				Delivery will be F.O.B destination to the vehicle buyer designated location.



				10.05				_______				Vehicle conversion manufacturer must meet chassis manufacturer's quality assurance program, if available.



				10.06				_______				During established warranty periods, the contract vendor and respective manufacturer will furnish all warranty parts at no cost to the transit system or purchasers. Replacement costs, parts and assemblies will be made without delay.



				10.07				_______				The contract vendor will provide a report of all warranties and excluded warranties associated with each vehicle.



				10.08				_______				Tires will be covered by tire manufacturer warranty.



				10.09				_______				Wheelchair ramp system will be covered by ramp manufacturer warranty.



				10.10				_______				Chassis structure materials and workmanship will be covered by OEM warranty.



				10.11				_______				Installation, labor and workmanship (including electrical) performed by the conversion manufacturer, final stage manufacturer or vendor (if vendor installs components or otherwise completes vehicle) will be covered by conversion manufacturer warranty.



				10.12				_______				All other components and accessory equipment will be covered by a warranty of at least one (1) year/12,000 miles, unless covered by an applicable manufacturer's warranty exceeding this. The contract vendor will assist as needed in coordinating repairs within the warranty period for each component and applicable warranty.



				11. Seating  Layout











Options List



				ADA MINIVAN



				Option List



				Not all options are available for every vehicle type offered



												Options				Specify				Price



				1				Engine



								1.1				CNG



								1.2				Propane



								1.3				Flex Fuel



				2				Seating Configuration



								2.1				Additional WC Station (side entry only)



												Deduct front passenger seat (side entry only)



								2.2				Additional WC tie-down (complete set)



								2.3				Additional WC Station (rear entry only)



								2.4				2-passenger bench seat in lieu of 3-passenger bench seat (side entry only)



								2.5				Deduct center row single flip seat



								2.6				Freedman 60/40 rear bench seat or equivalent in lieu of OEM bench seat (side entry only)



				3				Seating Material



								3.1				Cloth in lieu of vinyl, for flip seat only



								3.2				Vinyl seat covers



				4				Flooring Material



								4.1				Upgrade to 3/4" inch marine plywood (side entry only)



								4.2				Upgrade to 5/8" inch composite flooring (side entry only)



								4.3				RCA Rubber floor covering in lieu of std floor cover



												Deduct impregnated non-slip flooring



				5				Security Camera (You may list more than one camera manufacturer)												Mfg #1								Mfg #2								Mfg #3				Indicate manufacturer (mfg)



								5.1				Digital camera 250 Gb hard drive system w/2 cameras



								5.2				Additional camera each



								5.3				Additional hard drive 250 Gb each



				6				Back up Camera / devices



								6.1				Backup and rear view camera system each.



								6.2				"Hawkeye" sonar warning system or equivalent



												Deduct standard backup warning alarm



				8				Tires and Chains



								8.1				Mounted full-size spare tire @ location specified by purchaser



								8.2				Snow studded tires (set of four)



								8.3				SCC Zchain that fit OEM tires or equivalent.



				9				Cargo Net/Securement



								9.1				Sure-lok heavy duty storage container or equivalent



								9.2				Q'straint storage pouch for securement or equivalent



								9.3				Cargo net



				10				Signage



								10.1				Apply Logo. Purchasers will determine logo size and location. Price per location



								10.2				Lettering price per character Three  - Inch height



								10.3				Lettering price per character Four - Inch height



								10.4				Lettering price per character Five - Inch height



				11				Reflective Tape



												Conspicuity markings with reflective tape 2" wide - location determined by purchaser



								11.1				One stripe up to 10 feet long



								11.2				One stripe up to 25 feet long



				12				OEM Chassis options



								12.1				Power side doors (both sides)



								12.2				Power rear lift gate



								12.3				Privacy tinted glass



								12.4				Roof rack



								12.5				Additional set of keys



								12.6				Factory repair manual



				13				Safety Equipment



								13.1				5 lb fire extinguisher in lieu of 2 1/2 lb extinguisher



								13.2				24 unit first aid kit in lieu of 16 unit first aid kit



								13.3				Bodily fluid cleanup kit



								13.4				Fire suppression system (CNG only)
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