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Specifications
	CATEGORY “A”
Awarded Contractor:
	SeaWestern
	CategoryA

	CATEGORY “B”
Awarded Contractor:
	L.N. Curtis
	CategoryB


OSP Contact Information

	Contracts Specialist:
	Heidi Bohl, CPPB

	Phone Number:
	(360) 407-9421

	Fax Number:
	(360) 586-2426

	Email:
	Heidi.Bohl@des.wa.gov


	Description
	Meets or exceeds specifications
	Describe Fully If Not As Specified.

	Contractor SeaWestern

CATEGORY A

	Item 1:

Thermal Imaging Camera, MSA Evolution 5200 or equal.

	Features:

· Instant on

· Heat Seeker Plus

· Quick Temp

· High Sense Imagery
	X
	

	Detector

· Uncooled Microbolometer

· Vanadium Oxide (VOx)
	X
	

	Array Format

60 x 120
	X
	

	Pixel Size

38 µm
	X
	

	Spectral Response
7.5 to 13.5 µm
	X
	

	Video Output

NTSC
	X
	

	Frame Rate

30 Hz
	X
	

	NEdT


≤65mK (in High Sensitivity)




≤240mK (in Low Sensitivity)
	X
	

	Time to Image

< 2 sec.
	X
	

	Scene Temp Range
560°C (1040°F)
	X
	

	Weight


48.2 oz (with battery)
	X
	

	Dimensions

10.8” x 8.1” x 4.4” (HxWxD)
	X
	

	Video Output

RS-170
	X
	

	Operating Time

> 2 hours
	X
	


	Description
	Meets or exceeds specifications
	Describe Fully If Not As Specified.

	Item 2:

Thermal Imaging Camera, MSA Evolution 5200HD² or equal.

	Features:

· Instant on

· Heat Seeker Plus

· Quick Temp

· High Sense Imagery
	X
	

	Detector

· Uncooled Microbolometer

· Vanadium Oxide (VOx)
	X
	

	Array Format

320 x 240
	X
	

	Pixel Size

38 µm
	X
	

	Spectral Response
7.5 to 13.5 µm
	X
	

	Video Output

NTSC
	X
	

	Frame Rate

30 Hz
	X
	

	NEdT


≤65mK (in High Sensitivity)




≤240mK (in Low Sensitivity)
	X
	

	Time to Image

< 2 sec.
	X
	

	Scene Temp Range
560°C (1040°F)
	X
	

	Weight


48.2 oz (with battery)
	X
	

	Dimensions

10.8” x 8.1” x 4.4” (HxWxD)
	X
	

	Video Output

RS-170
	X
	

	Operating Time

> 2 hours
	X
	

	Optional


2X Digital Zoom
	X
	


	Description
	Meets or exceeds specifications
	Describe Fully If Not As Specified.

	Item 3:

Thermal Imaging Camera, MSA Evolution 5600 or equal.

	Features:

· Instant on

· Heat Seeker Plus

· Quick Temp

· High Sense Imagery
	X
	

	Detector

· Uncooled Microbolometer

· Vanadium Oxide (VOx)
	X
	

	Array Format

120 x 120
	X
	

	Pixel Size

38 µm
	X
	

	Spectral Response
7.5 to 13.5 µm
	X
	

	Video Output

NTSC
	X
	

	Frame Rate

30 Hz
	X
	

	NEdT


≤85mK (in High Sensitivity)




≤350mK (in Low Sensitivity)
	X
	

	Time to Image

< 2 sec.
	X
	

	Scene Temp Range
560°C (1040°F)
	X
	

	Weight


48.2 oz (with battery)
	X
	

	Dimensions

10.8” x 8.1” x 4.4” (HxWxD)
	X
	

	Video Output

RS-170
	X
	

	Operating Time

> 2 hours
	X
	


	Description
	Meets or exceeds specifications
	Describe Fully If Not As Specified.

	Item 4:

Thermal Imaging Station TIC Kit, for items 1-3.

	Features:

· 2 rechargeable Lithium-Ion Batteries

· Single-Unit AC Charger

· Retractable Lanyard

· Carabiner

· Instruction CD

· hard plastic carrying case
	X
	

	Item 5:

Thermal Imaging Vehicle TIC Kit, for items 1-3.

	Features:

· 2 rechargeable Lithium-Ion Batteries

· Universal Truck Charger

· Retractable Lanyard

· Carabiner

· Instruction CD.
	X
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	Description
	Meets or exceeds specifications
	Describe Fully If Not As Specified.

	Contractor L.N. Curtis

CATEGORY B

	Delsar® Life Detector™ LD3 is a seismic/acoustic listening device designed specifically to detect and locate trapped, live victims in collapsed structures caused by earthquakes, explosions, landslides, mine disasters or construction cave-ins.

	Item 1: Delsar® Life Detector™ LD3
Features:

· Improved cable design speeds setup. Connectors do not have to be aligned for connection and color coding makes locating proper connector simple.

· Dual inputs for increased sensor deployment flexibility. Allows two acoustic search probes to be used simultaneously for stereo comparison.

· Audio loop record function records last five minutes of audio for playback and comparison.

· Filters can be selected to reduce interfering noises.

· Stereo function allows any two channels to be selected for stereo comparison in headphones.

· Display panel shows relative signal strength of all six sensors simultaneously to allow positive identification of the strongest signal. Peaking meter on each bar indicates highest amplitude reached by each sensor.

· Uses the new Lithium Ion rechargeable battery tube pack as well as disposable cells and the Searchcam belt pack battery system making the Delsar LifeDetector power compatible with hundreds of rescue teams around the world.

· Improved headphone design with integrated boom mic for two-way communication through acoustic probes. Also provides intercom feature between two operators. 

· Improved seismic sensor design to increase stability and addition of a connector guard to protect sensor connectors from impact damage
· Acoustic sensor attaches to sensor cable or can be attached to the optional telescoping probe to enable penetration into layers of debris.
	YES
	


	Description
	Meets or exceeds specifications
	Describe Fully If Not As Specified.

	CONTROL CONSOLE

· Sensor Inputs:

2 strings

· Seismic Sensor:

6

· Acoustic Sensor:
2

· Visual Display:
Up to all six sensors simultaneously

· Audio Output:

2 headphone outputs

· Audio Selection:
0-6 sensors, audio response is summed, stereo output can be selected with any 2 sensors

· Frequency Range:
1 Hz – 3000 Hz

· Filter range:

Low: High pass, 100 Hz >

AC: Notch 50/60 HZ

High: Low pass, 600 Hz<

· Record Capacity:
300 second loop, indexed to 15 second blocks

· Auxiliary Output:
Provides audio, chart recorder and remote control function capability
	YES
	

	SEISMIC SENSOR
· Position sensitivity:
Can be used in any position

· Sealing:

IP67 (water and dust tight)

· Shock resistant:

>1000 g

· Freq. response:

1 Hz to 3000 Hz
	YES
	

	ACOUSTIC SENSOR

· Sealing:
IP67 (water and dust tight), microphone must be dry for operation

· Freq. response:
200 Hz to 3000 Hz

· Options:
Telescoping probe
	YES
	


	Description
	Meets or exceeds specifications
	Describe Fully If Not As Specified.

	BATTERY

· Type:
Rechargeable Lithium Ion tube pack

· Endurance:
2 – 6 hours depending on number of sensors

· Recharge time:
3 hours

· Charger Pwr:
12 VDC (vehicle charging), 110-220- VAC

· Batt. Options:
Disposable Lithium cells (CR123) with adapter Searchcam 2.5 Ahr/5 Ahr SLA belt pack with adapter cable
	YES
	

	DIMENSIONS

· Control Console: 6” W x 5” H x 3.25” D (152 mm x 127 mm x 83 mm)

· Weight:
2.2 lbs (1 Kg) with rechargeable battery

· Seismic Sensor:
3.5” Diameter x 2.6” H (89 mm x 66 mm)

· Weight:
16.5 oz (.465 Kg)

· Acoustic Sensor: 1.625” D x 6” L (41mm x 152mm)

· Sensor Cable:
Length 30.2 feet (10 M)

· Case:
32” L x 21” W x 12” D (81cm x 53cmx 31 cm)

· Weight (loaded)
45 lbs (20.4 Kg)
	YES
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Thermal Imaging Cameras
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The Safety Company





* The highest image definition over the widest
temperature range of any Fire Service TIC

* Design driven durability

* Today's most advanced technology in the most
comfortable, proven, easy-to-use Fire Service

TIC design

* Many features, many accessories

It's All About SAFETY!

MSA leads the industry in consistently adding new user-
friendly features and increasing performance of our TICs
while maintaining low lifetime costs.

Thermal imaging has become one of the most effective
tools for firefighters. The Evolution® 5000 Series Thermal
Imaging Cameras allow firefighters to see more when smoke

and fire have robbed them of sight.

The combination of dynamic range and core sensitivity
results in high performance that outlasts competitive models.

REASONS TO CHOOSE

1. Durability

All Evolution 5000 Series TICs are
unmatched in durability. Our
rigorous testing includes a 6- Foot
Drop Test 3 times onto concrete.
The TIC must then pass our IP 67
Rating test for Dust and Water
Ingress by being submerged in 3 ft
of water for 30 minutes. Addition-
ally, the camera is subjected to a
flame-and-heat test which simulates
NFPA 1981 and is shielded from Radio
Frequency Interference from common fire
ground sources like radios.

Its advanced micro- bolometer
camera engine makes the Evolution
5000 Series of cameras the most
versatile TIC for all firefighting
X conditions. Besides offering an
1@ outstanding stable image in very high
heat, Evolution 5000 TICs do an
excellent job in lower temperatures. The “heat seeker”
colorization and dual-mode temperature scale also provide
excellent response in all temperature applications. This flexibility
makes any one of the Evolution 5000 Series of cameras the most
sensible TIC choice for all of your calls.

MSA

AN EVOLUTION 5000 TIC

3. Advanced Safety Features

All Evolution 5000 series TICs have
advanced safety features starting with

(1) the TIC's exclusive dual means of
temperature measurement: bar graph
and digital, and (2) over-temperature
warning to protect the electronics
from excessive heat, (3) the shutter
indicator tells the user when an
automatic recalibration is taking place,
(4) the TIC provides a continuous
battery status icon with easy to read
color power graduations.

Over-Temp Warning

<}. Ergonomics

As a tool designed for easy, hands-
free integration, the Evolution 5000
Series TICs can easily be oriented to
the ready position. It has a dual handle
design for easy handoff and a
3.5"display for easy use among multiple
viewers and

a simple on/off button for easy operation.





5. Selection / Choice / Flexibhility

MSA offers four models of TIC in the Evolution 5000 series.

All of the cameras feature the same basic user functions and
interchangeable accessories. This allows a department to
select the Evolution 5000 Series model of camera for a specific
application (i.e., structural firefighting, search and rescue)
without having to retrain the firefighter on each model.

&. Complete Line of Accessories

All cameras are supported by a
comprehensive line of accessories,
including charging systems, Video
transmission and recording systems

7. Fast Startup and One-Button Operation
Wide Field of View

The Evolution 5000 Series Cameras are simple to use, with one-
button operation on/off. Startup is instantaneous (<2 seconds).

and a number of carrying accessories.

8. Battery Design

and Performance
Inside the handle, the
battery is protected from
temper-ature extremes
and harsh conditions.
The small, lightweight
battery provides over

2 hours of continuous
run time.

9. Simplified Ordering, Outstanding Delivery

Two part numbers per model provide you with the TIC and the
accessories you'll need to put your Evolution camera into
service. MSA offers same-day shipment on all models of
Evolution 5000 Series TICs.

10. Outstanding
Service and

Support

When you choose MSA,
you are choosing award
winning customer service.
Our repair center provides
a 48-hour turnaround on
most repairs and has a TIC
loaner program available
when needed. MSA also
provides nationwide
coverage with our

Best-in-Class network

of distributors and a dedicated First Responder sales team to
meet your needs. With MSA's extended warranty program, your
Evolution 5000 Series TIC can be covered for up to 3 years.





EVOLUTION 5800 TIC

superior Imagery

MSA's Evolution 5800 TIC, the newest addition to MSA's 5000 Series
of Thermal Imaging Cameras, offers state-of-the-artimagery with a
high-resolution-format, microbolometer-based infrared sensor.

Our new Image Detail Enhancement (IDE) software enhances the
camera’s imagery so that it matches the total dynamic range of the
original image, and makes image detail visible to you, even in
scenes with extreme-temperature dynamics. This enhanced
imagery is combined with five user-selectable palettes, to give
firefighters a customized image that maximizes the scene
information you need for your plan of attack, even in low-
temperature-contrast environments.

The heart of the Evolution 5800 TIC is the vanadium oxide micro-
bolometer that incorporates a 320 x 240 focal plane array sensor,

generating over 76,000 pixels of image detail with a 36° field of view.

2X Digital zoom magnifies the image detail that you want to see.

Two additional features in all camera models,
Standard Quick Temp and Heat Seeker Plus,
complete the most advanced thermal imaging
package available on the market today.

The Evolution 5800 TIC incorporates all of
the established user-friendly form factors in
MSA's 5000 Series TICs. These features
include single-button activation, patented
dual-handle design for ease of handoff, a
lightweight lithium ion battery with over two
hours of run time, a protective battery compartment, and a
comprehensive offering of interchangeable accessories.

As with all MSA TICs, the Evolution 5800 comes standard with a
two-year camera core warranty and a one-year warranty on all of
the other camera components.

FEATURES BSENEFITS

User Selectable Palettes Maximizes scene information, providing greater image detail

Image Detail Enhancement Enhances camera imagery in low contrast temperature environments
Instant On Camera starts in 2 seconds or less
High Sense Imagery

320 x 240 Focal Plane Array
2X Digital Zoom

Heat Seeker Plus

Best High Sense imagery 2 to 4 times longer than competitive cameras
Increased number of pixels for improved picture quality

Magnifies image, providing more detail

Only MSA offers color pixelization in High and Low Sense modes

5800 User Selectable Palette Imagery
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White Hot Imagery
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Fusion Imagery
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Fire and Ice Imagery

| S =g
Rainbow Imagery

Specifications Ordering Information
Detector Uncooled Microbolometer Description Part Number

Vanadium Oxide (VOx) _ Fahrenheit Celsius
Array Format 320 x 240 Evolution 5800 complete 10097333 10097334

Pixel Size 38 ym with User selectable palettes,

Spectral Response  7.5t0 13.5 ym 2X Digital Zoom, Heat,Seeker,

Video Output NTSC Quick Temp and User’s
Frame Rate 30 Hz instruction manual
NEdT <65mK (in High Sensitivity)

<240mK (in Low Sensitivity)

Time to Image <2 sec.
Scene Temp Range  560°C (1040°F)
Weight 48.2 oz (with battery)
Dimensions 10.8” x 8.1" x 4.4" (HXWxD)
Video Output RS-170
Operating Time > 2 hours
Includes Five user selectable palettes (White hot, Black hot,

Fusion, Fire & Ice and Rainbow)

2X Digital Zoom See product specification sheet for more detailed product information.

MSA





EVOLUTION 5200HD® TIC
Mulitpurpose

The Evolution 5200HD2 TIC is a multipurpose firefighting tool,
designed for search-and-rescue as well as structural firefighting.
MSA's first high-resolution TIC provides superior images in Low
and High Sense modes from the VOx microbolometer that
incorporates a 320 x 240 focal plane array sensor, generating over
76,000 pixels of image detail in both Low and High Sense modes.

An optional 2X digital zoom for image enlargement further
enhances the user’s ability to see image detail. The Evolution
5200HD2 with its 36° field of view makes objects appear larger and
closer so thatimages are easier to see.

FEATURES

Heat Seeker Plus

SENEFITS

Instant On

320 x 240 Focal Plane Array
2X Digital Zoom (optional)
Quick Temp

High Sense Imagery

L

A

High Sense image detail

Specifications
Detector  Uncooled Microbolometer
Vanadium Oxide (VOx)
Array Format 320 x 240
Pixel Size 38 ym
Spectral Response  7.5t0 13.5 ym
Video Output  NTSC
Frame Rate 30 Hz
NEdT  <65mK (in High Sensitivity)
<240mK (in Low Sensitivity)
Time to Image < 2 sec.
Scene Temp Range  560°C (1040°F)
Weight  48.2 oz (with battery)
Dimensions  10.8" x 8.1" x 4.4” (HXWxD)
Video Output  RS-170
Operating Time > 2 hours
Optional  2X Digital Zoom

See product specification sheet for more detailed product information.

Low Sense imagery on the display
of an E5200HD? TIC

The Evolution 5200HD? incorporates all of the established
user-friendly form factors in MSA's 5000 Series TICs.
These features include single-button activation, patented
dual-handle design for ease of handoff, a lightweight lithium
ion battery with over two hours of run time, a protective
battery compartment, and a comprehensive offering of
interchangeable accessories.

As with all MSA TICs, the Evolution 5200HD? comes standard
with a two-year camera core warranty and a one-year
warranty on all of the other camera components.

Only MSA offers color pixelization in Low and High Sense modes
Camera starts in 2 seconds or less

Increased number of pixels for improved picture quality

Magnifies image, providing more detail

Numerical temperature readout of the scene

Bestin class imagery, 2 to 4 times longer than competitive cameras

Same picture with 2X Digital Zoom activated showing Low-
Sense imagery on the display of an E5200HD? TIC

Ordering Information

Description Part Number
Fahrenheit Celsius

Evolution 5200HD? complete 10097247 10097248

with Heat Seeker, Quick Temp

& User's instruction manual,

less 2X Zoom

Evolution 5200HD? complete 10097249 10097250

with 2X Zoom, Heat Seeker,
Quick Temp and User’s
instruction manual





EVOLUTION 5200 TIC

Structural Applications

The Evolution 5200 TIC represents MSA's traditional model of
thermal imaging camera, the classic choice of hundreds of fire
departments in the US and globally for years. Now proven over
time, the Evolution 5200 model was designed for use during
structural firefighting. The large 55° field of view provides
firefighters with the information needed to make fast and safe
decisions about their plan of attack.

As MSA's first TIC to use the Photon VOx (vanadium oxide)
microbo-lometer Infrared sensor, the Evolution 5200 incorporates a
160 x 120 focal plane array, which generates over 19,000 pixels of
image detail in both Low and High Sense modes. The Evolution

FEATURES

Instant on

160 x 120 Focal Plane Array
Heat Seeker Plus

Quick Temp

SENEFITS

High Sense Imagery

5200 incorporates all of the established user-
friendly form factors in MSA's 5000 Series TICs.
These features include single-button activation,
patented dual-handle design for ease of handoff,
a lightweight lithium ion battery with over two
hours of run time, a protective battery
compartment, and a comprehensive offering of
interchangeable accessories.

As with all MSA TICs, the Evolution 5200 comes
standard with a two-year camera core warranty and a
one-year warranty on all of the other camera components.

Camera starts in 2 seconds or less

High resolution imagery with the power of 19,000 pixels

Identifies the hottest objects in both Low and High Sense
Numerical temperature readout of the scene

Best-in-class imagery, 2 to 4 times longer than competitive cameras

Evolution 5200 in the High Sense mode

Specifications
Detector  Uncooled Microbolometer
Vanadium Oxide (VOx)
Array Format 160 x 120
Pixel Size 38 ym
Spectral Response  7.5t0 13.5 ym
Video Output  NTSC
Frame Rate 30 Hz
NEdT  <65mK (in High Sensitivity)
<240mK (in Low Sensitivity)
Time to Image <2 sec.
Scene Temp Range  560°C (1040°F)
Weight  48.2 oz (with battery)
Dimensions  10.8" x 8.1" x 4.4" (HXWxD)
Video Output  RS-170
Operating Time > 2 hours

See product specification sheet for more detailed product information.

MSA

Evolution 5200 in the Low Sense mode

Ordering Information

Description Part Number
Fahrenheit Celsius
Evolution 5200 complete with 10097245 10097246

Heat Seeker, Quick Temp and
User's instruction manual





EVOLUTION 5600 TIC

Value-Driven

The Evolution 5600 TIC delivers reliable thermal imaging
performance in a value-driven design for firefighters everywhere.
This versatile TIC provides detailed images from the vanadium
oxide microbolometer sensor, and features a 120 x 120 focal plane
array with over 15,000 pixels and a 45" field of view.

MSA's highly functional Heat Seeker and Quick Temp functions
are standard and deliver unmatched performance and superior
image quality at all temperatures, employing an easy-to-use,
time-tested design.

The Evolution 5600 TIC incorporates all of the established user-
friendly form factors in MSA's 5000 Series TICs. These features

include single-button activation, patented
dual-handle design for ease of handoff, a lightweight
lithium ion battery with over two hours of runtime, g
a protective battery compartment, and a compre-
hensive offering of interchangeable accessories.

As with all MSA TICs, the Evolution 5600 comes
standard with a two-year camera core warranty
and a one-year warranty on all of the other camera
components.

FEATURES SBENEFITS

Heat Seeker Plus Only MSA offers color pixelization in Low and High Sense modes

Quick Temp Numerical temperature readout of the scene

Instant on Camera starts in 2 seconds or less

120 x 120 Focal Plane Array High performance VOx infrared sensor

High Sense Imagery Best High-Sense imagery; 2 to 4 times longer than competitive cameras

4

High Sense image detail with Heat Seeker
enhancing the heat source with red isotherm

Specifications
Detector  Uncooled Microbolometer
Vanadium Oxide (VOx)
Array Format 120 x 120
Pixel Size 38 ym
Spectral Response  7.5t0 13.5 ym
Video Output  NTSC
Frame Rate 30 Hz
NEdT  <85mK (in High Sensitivity)
<350mK (in Low Sensitivity)
Time to Image <2 sec.
Scene Temp Range  560°C (1040°F)
Weight  48.2 oz (with battery)
Dimensions  10.8" x 8.1" x 4.4" (HXWxD)
Video Output  RS-170
Operating Time > 2 hours

See product specification sheet for more detailed product information.

Low Sense image detail with Heat Seeker
enhancing the heat source with a red isotherm

Ordering Information

Description Part Number
Fahrenheit Celsius
Evolution 5600 complete with 10097331 10097332

Heat Seeker, Quick Temp and
User's instruction manual





THERMAL IMAGING KITS:

Fire Station TIC Kit

This kit contains all of the
components and accessories that
a fire department needs to put
their MSA Evolution Thermal
Imaging Camera into service. The
Fire Station Kit consists of two (2)
rechargeable Lithium-lon
Batteries, Single-Unit AC Charger,
Retractable Lanyard, Carabiner,
Instruction CD and a hard plastic
carrying case.

PN 10096887

Vehicle TIC Kit

This kit contains all of the
components and accessories
that a fire department needs to
install their MSA Evolution
Thermal Imaging Camera into
service on a fire truck. The
Vehicle Kit consists of two

(2) rechargeable Lithium-lon
Batteries, Universal Truck
Charger, Retractable Lanyard,
Carabiner, and Instruction CD.

PN10096886

VIDEO TRANSMISSION AND RECORDING SYSTEMS

Mini Receiver Kit PN 10050376
The Mini Receiver Kit enables users to customize
your own video monitoring and recording setup.
The kit includes a two channel receiver, multiple
power cords, and additional adapters packaged in
a soft-sided case, with additional room for
accessories and the transmitter. Receiver kits
come standard with a magnetic mounted, omni-
directional antenna.

Deluxe Receiver Kit PN 10050375
The Deluxe Receiver Kit provides users with

a complete solution for viewing transmitted images
using a single receiver console. The kit features a
12" display that is integrated into the lid of the
protective. Pelican case. It comes complete with
an omni-directional antenna and wall-type and
cigarette-lighter powered supply cords, which can
use either 110-220 volt AC, 12 volt, or DC current.

ACCESSORIES

Evolution Video Transmitter PN 10047573
Self-contained, modular design allows for maximum
flexibility to deploy the transmitter easily when
needed. Requires no modification to the TIC. An
independent power supply does not draw power
from the TIC battery, thus allowing for maximum run

time of both TIC and transmission system.

Evolution Video Capture Kit PN 10071750
Small, easy-to-use, stand-alone video device
records screen action of any Evolution 5000-Series
TIC for up to 2 hours. Connects in seconds and
provides downloadable video clips of fireground for

recordkeeping and training.

Single-Unit Charger PN 10041100
Desktop charger that charges the Evolution
Lithium-lon batteries. Requires 110 or 22 volt

AC power supply.

Universal Truck Charger PN 10067565
Charges any Evolution 5000 Series TIC WITH or
WITHOUT the Wireless Transmitter or the Video Capture
unit attached. The “smart” Universal Charger trickle
charges the battery inside the TIC first, then switches

over to the spare battery charging module.

Non-Charging Universal Truck Bracket PN 10067707
A bracket used to secure the Evolution TIC in a vehicle.

System does not have any charging capabilities.

Reflective Label ID Kit

These HIGHLY REFLECTIVE Write-On Labels will make
TIC accountability easier, and provide additional
reflectivity on the top and sides of your Evolution 5000
Series. Each Label Kit contains five sets of four labels
in bright red, orange, yellow, green and blue. Labels
are easily written on with a permanent marker.

PN 10062184

Sun shroud PN 10039603 Plastic carrying case PN 10040223
Disposable display covers PN 10038970 Retractable Lanyard PN 10040226
Lithium ion battery PN 10038412 Shoulder Strap PN 10039515
Tripod adapter PN 10040229 Wirist Strap PN 10039516
Carabiner PN 10040005

Note: This Bulletin contains only a general description of the products Corporate Headquarters MSA Mexico

shown. While uses and performance capabilities are described, under no P.0. Box 426, Pittshurgh, PA 15230 USA Phone  (52) 552122 5770

circumstances shall the products be used by untrained or unqualified Phone  412-967-3000 Fax (52) 55 5359 4330

individuals and not until the product instructions including any warnings or www.MSAFire.com

MSA International
cautions provided have been thoroughly read and understood. Only they U.S. Customer Service Center Phone  412-967-3354
contain the complete and detailed information concerning proper Phone  1-877-MSA-FIRE FAX 412-967-3451
use and care of these products. 7 Fax 1-800-967-0398

MSA Canada
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m Thermal Imaging Camera Warranty

1. Express Warranty

MSA warrants that this product and its accessories are free from mechanical defects or faulty workmanship as prescribed in the chart below, provided
they have been installed, used, and maintained in accordance with the instructions and/or recommendations contained in the instructions delivered
with the equipment. MSA shall be released from all obligations under this warranty in the event repairs or modifications are made by persons other
than its own or authorized service personnel. No agent, employee or representative of MSA has any authority to bind MSA to any affirmation,
representation or warranty concerning the goods sold, and unless an affirmation, representation or warranty made by an agent, employee or
representative is specifically included within the written agreement for the goods sold it shall not be enforceable by the original end-user. MSA makes
no warranty concerning components or accessories not manufactured by MSA, but will pass on to the original end-user all warranties of
manufacturers of such components. THIS WARRANTY IS IN LIEU OF ALL OTHER WARRANTIES, EXPRESS,

IMPLIED OR STATUTORY, AND IS STRICTLY LIMITED TO THE TERMS HEREOF. MSA SPECIFICALLY DISCLAIMS ANY WARRANTY OF MERCHANTABILITY
OR OF FITNESS FOR A PARTICULAR PURPOSE.

Products covered by this Express Warranty include the Evolution 5200, Evolution 5200HD, Evolution 5600, Evolution 5800 and ThermalTrac Thermal
Imaging Cameras (TICs). All warranty periods referenced below are from the date of sale to the original end-user unless otherwise noted.

Component Warranty Period Maintenance

Thermal Imaging Camera includes

2 years MSA requires that the TIC and accessories be installed, used,
camera core and camera components.

and/or maintained as specified in the product instructions.
Al TICs and accessories sent in for warranty repair will be
inspected for signs of excessive rough handling and
operation significantly beyond specifications in the
instructions. The warranty coverage is for material defects
Replacement Parts / Repairs (non-warranty) 90 Days from date of repair and/or faulty workmanship only. Repair and labor required
for normal wear and tear are not covered under the warranty
90 Days or remainder of existing and are the responsibility of the original end-user.
warranty, whichever is longer

Truck/Wall/Desktop Chargers, External 1 year
Receivers and Transmission Equipment

Factory Upgrades

2. Extended Service
MSA offers an Extended Service contract for TICs at the customer’s request. Details are listed on the reverse of this page.
Contact MSA Fire Service Customer Service (1-800-MSA-2222) for additional information and arrangements.

3. Loaner Cameras

MSA offers a loaner camera program for customers when deemed necessary (extended repair time, critical equipment replacement, etc.). The
loaner camera will not necessarily be the exact model that it is replacing. Contact MSA Fire Service CustomerService

(1-800-MSA-2222) for additional information and arrangements.

4. Exclusive Remedy—It is expressly agreed that the Original end-user’s sole and exclusive remedy for breach of the above warranty, for any
tortious conduct of MSA, or for any other cause of action, shall be the repair and/or replacement, at MSA's option, of any equipment or parts
thereof, that after examination by MSA are proven to be defective. Replacement equipment and/or parts will be provided at no cost to the
Original end-user, F.O.B. Original end-user’s named place of destination. Failure of MSA to successfully repair any nonconforming product shall not
cause the remedy established hereby to fail of its essential purpose.

5. Exclusion of Consequential Damages—Original end-user specifically understands and agrees that under no circumstances will MSA be liable
to Original end-user for economic, special, incidental, or consequential damages or losses of any kind whatsoever, including but not limited to,
loss of anticipated profits and any other loss caused by reason of the non-operation of the goods. This exclusion is applicable to claims for breach
of warranty, tortious conduct or any other cause of action against MSA

Product Registration and Extended Warranties for MSA TICs

Thank you for purchasing an MSA Thermal Imaging Camera. Registering your products with MSA will improve the processing of any warranty
claims and enable you to receive information regarding product updates and new products. Please register your TIC online

or purchase an extended warranty at www.MSAnet.com/register.






Evolution® Thermal Imaging Camera Extended Warranty

Extended warranties must be processed for EACH Evolution TIC. Apply for your MSA TIC Extended Warranty coverage online

at www.MSAnet.com/register or phone 1-800-MSA-2222 for assistance..

1. Extended warranty requests MUST be exercised within the first 6 months from the date of manufacture. The last three characters
(MYY, or “month-year-year”) of the TIC's serial number (located in the battery compartment of the TIC) will dictate this time-frame

(XX-XXXX-MYY).

2. Extended warranty coverage is available up to 36 months after the standard warranty has expired.
Select the Extended Warranty coverage for 1,2 or 3 years.

3. Extended Warranty rates are 1 year =$ 1,000.00, 2 years = $ 2,250.00 and 3 years = $ 3,750.00.

4. Extended warranty and standard warranty both begin from the date of purchase by the end user.

5.This Extended Warranty program applies only to MSA Thermal Imaging Cameras. Consumables batteries, battery chargers

and accessories are not covered.

Note: This bulletin contains only a general description of the
products shown. While uses and performance capabilities are
described, under no circumstances shall the products be used
byuntrained or unqualified individuals and not until the product
instructions including any warnings or cautions provided

have been thoroughly read and understood. Only they

contain the complete and detailed information

concerning proper use and care of these products.
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