     PRICE 
Product Pricing (Part B)
Description:
        Round 18” Lottery Logo 2000 lux

Manufacturer:          ADM

Stock #:  
        WASHLOTTROUND
Price:

        $139.62 each Lux 2000             $148.99 each Lux 3000
Specifications:

Item Two. Double Sided Washington Lottery 18” Round Sign 

	Description

	Light Panel:

	Size: 18” diameter

	Thickness: 1.1”

	Light Source:  LED Edgelit

	Reflective Ink

	Frame Type: Plastic, black

	Frame Size: less than 1/16” wide

	PMS Color: green 3308 blue 7457 (when sign is lit)

	Pop Thru Shamrock:  ¼” thick – center of sign

	LED Type: SMD Type

	Brightness: minimum 2000 Lux over entire sign face without backlight

	Weight: no more than 8 lbs

	Triangular hanging straps – 14” apart, 7” from center on each side

	Power Specifications:

	Power consumption: not to exceed 10w

	Power input: 12VDC

	Adapter to Sign Length: 6’

	Adapter to AC power: 6’

	On/off switch:  18” away from sign

	UL Approved components

	Reshippeable innerpack

	MISC
Packing materials – must be secure enough for individual shipping of signs by common carrier

	4 foot hanging chain

	4 each “S” hooks for hanging sign with chain

	Product Pricing (Part A)

Description:                          Sign, Jackpot 30” x 30” 

Manufacturer:                      ADM

Stock #:                                    WA3JP09

Price:                                        $789.10 ea
Optional Snap Frame:           $  20.00 ea
Optional Silk Screen Print

of Lottery’s Logo:                   $  35.00 ea (printed on 1/16” acrylic)


	Specifications:

	Item One. Washington Lottery Digital Jackpot Sign – Mandatory Specifications (03909A)

	Description

	Light Panel

	Size: 30” x 30”

	Thickness: less than 1 1/2”

	Light Source: Edge lighting

	Brightness: 2000 lux minimum

	Reflective Ink

	Frameless type: frameless

	Cable type: Four foot cable on each side of sign. Provide hardware that would facilitate the hanging of the sign

	Cable Capacity: 80kg (176 lbs)

	Illumination: full surface illumination to all sections of sign including corners and under; Jackpot digits from single position LED PCB

	3 sheet construction:

	Sheet 1:  2 - 3mm polycarbonate silk screened with UV coated paint on the reverse side

	Sheet 2: 4 - 5mm high density acrylic edge lighting silk screened with reflective ink

	Sheet 3:  2 - 3mm impact resistant and hair line scratch resistant black ABS (back layer and all edges protected in metal powder coated case)

	Casing: 

Black powder coated pan traps bottom and sided edges of panels 

Top snap frame opens to change out

	Snap Frame: 

	Snap frame size: 30” x 28” (on top)

	Snap on bracket: chrome plated acrylic holder  (Located on top)

	Snap Frame Back side for graphic: Bidder must propose and provide price for an Optional Snap Frame

	

	LED Digits:

	Number of Digits:  Four rows of three digits (sign will need 3 digits per jackpot for a total of twelve)

	Format: 8.8.8

	Digit Height: 4”

	No. of Segments: 7 (Can be 7-segment, 7 segment dot, or dotted)

	No. of LED per Segment 7

	LED Size (digits) 5mm

	LED Size (“Dot” or decimal point in the Lotto jackpot) 8mm

	LED Viewing Angle: 60 degrees

	LED brightness (MCD): 3500MCD

	LED Life:  100,000 hours minimum (provide in price sheet actual anticipated life expectancy)

	Italic or Straight: straight 

	Viewing Distance: 200 feet (must be viewable from window placement to street)

	Data Transmission: 

	Auto Sensor Level: 16

	24 hour No Signal Auto Off

	Auto Error Notification

	Protocol should allow for more than three jackpots to be implemented for future addition of games 

	Wireless Device: 

	Security Pass Code Protection

	Wireless: terminal to sign

	Wireless distance: 200’

	FCC approved certification required

	Frequency (433 Mhz)

	Speed (9600 BPS)

	Connection: USB

	Safety:

	UL Approved components

	FCC approved components

	Power:

	Power consumption: not to exceed 40w

	Power input:  12VDC

	Adapter to sign length: 6” (Cord length can be any combination desired)

	Adapter to AC Power: 6’

	On/off switch: 18” away from sign

	Energy Star Compliance

	Packaging materials:

	Each sign shall be packaged for individual shipping by common carrier


