	Item
	Description
	Check If As Specified
	Describe Fully If Not As Specified




Contract 05707 – Annual Fire Alarm Testing and Maintenance

	1.
	The Bidder agrees to conduct all testing in accordance with applicable National Fire Protection Association (NFPA), Code requirements local and State Fire Code requirements, as well as the Systems Manufacturer’s Fire Code Requirements
	
	

	2.
	The Bidder will provide an estimate for the repair and/or replacement of all system components as required to maintain systems in accordance with NFPA requirements within 30 days of testing.
	
	

	3.
	The Bidder shall provide all equipment and tools needed to perform the testing. Upon completion of testing, the successful bidder will provide each facility, the State (if required), and local authorities with documentation as to the results. The Report will also show:

A. The location of all equipment and devices.

B. The results of the Test.

C. The exact location of any applicable voltage readings of each individual equipment tested.

D. The exact location of any discrepancies noted, recommendations for corrections, and any other corrections made on site.
	
	

	4.
	The Bidder agrees to provide a technician that is certified as a journeyman or specialty electrician, or a National Institute for Engineering Technologies (NICET) Level 3 technician, or provide a technician with at least 5 years of experience working with Fire Alarm Systems.
	
	

	5.
	Bidders shall Test Control Panels by - 

A. Activating each zone and test the following:

1. Proper operation of zone lights.

2. Proper operation of auxiliary functions.

3. Proper operation of remote annunciators.

4. Proper operation of trouble lamps and devices.

B. Verifying all switches and lamps are properly labeled.

C. Verifying correct zone annunciation at main terminal and sub terminals on all functional tests.  If not correct, make changes to correct the problem.

Test Smoke and Duct Detectors using an approved smoke generating machine, punk stick, or other methods acceptable to the manufacturer.  Test for trouble indication by removing from the circuit, where applicable.

Test Heat Detectors by increasing the temperature on rate of rise detectors.  Heat from test equipment should be variable so as to measure detectors at 15 degrees per minute rate change.  (Heat detectors will be replaced at successful bidder’s cost if activated).
Test Pull Stations- Verify by pulling down handle.

Test Tamper Switches by closing valve 25%.  Verify proper annunciation and audible signaling.

Test Door Holders by checking for release on alarm.  Door should close rapidly and completely.  (This Test requires that the appropriate medical staff be notified prior to testing).

Test Fan Shutdown depending on system design; verify when and how shutdown is accomplished.  Check as necessary to assure proper operation.

Test Signal Devices.  (Audible) for proper audibility using a UL approved decibel meter.  Signal should be at least 15DB higher than the ambient noise level and not less that 80DB.  (Visual) for proper illumination.
	
	

	6.
	The following facilities (per region) require Annual Fire Alarm Testing Services:
	
	


	Olympic Region

	6.1
	Cedar Creek Corrections Center (CCCC)

Background Checks need to be sent to:

Attention: Demar Holtz

12200 Bordeaux Rd. SW

P.O. Box 37

Littlerock, WA 98556-0037
Ph.: 360-753-7278

Fax: 360-586-4918

NOTE: CCCC uses Simplex and Autocall Fire Alarm Systems. Semi-annual Fire Alarm System testing must be conducted in December and June. 

Voltage w/Charger

Voltage w/o Charger


Battery % of Charge

Battery Age Check

Zone Trouble  

Signal Trouble

Type Signal Circuit

AC Input Voltage

Earth Detection

Lamps/LED Test

Drill Switch 

Control Functions(s)

Equipment to be Tested
Count

Heat Detectors
200

Smoke Detectors
209

Audio Video Detectors
103

Visual Signal
25

Duct Detectors
13

Pull Stations
101

Device per Zone Test
1

Sprinkler Tamper Switch
2

Bell Detectors
1

Remote Annunciator
6

Annunciator
1


	
	

	6.2
	Clallam Bay Corrections Center (CBCC)

Background Checks need to be sent to:

Attention: John (Jack) Brandt

1830 Eagle Crest Way

Clallam Bay, WA 98326-9723

Ph.: 360-963-2000

NOTE: CBCC use Simplex Fire Alarm Systems. Testing for Fire Alarm Systems will be conducted on an annual basis and will be established by the CBCC’s Plant Manager or designee.  

Fire Sprinklers to be Tested Annually:

Count

Wet Pipe Riser Inspection 

1

Additional Riser Inspection

15

Dry Pipe Sprinkler

3

Deluge System Inspection

4

Flow Switch Test

39

Sprinkler Waterflow Switch

58

Sprinkler Tamper Switch

78

Fire Alarms to be Tested Annually:
Count

Smoke Detectors

1146

Notifications Appliance Circuit (NAC) Remote Power Panel

3

Annunciator

16

Simplex 4120 Multiplex (Fire Alarm Panel)

1

Duct Detectors Functional Test

68

Heat Detectors

60

Damper Inspection

2

Pull Stations (Single or Double Action)

19

DACT Inspection (Inspect a time of FACP Inspection)

1

Audible Visual Units (horns, strobes, speakers, etc.)

270

Fire Bells
6

Elevator Recall- Primary Recall (per floor)

6

Test Manual Control of Building Fans

16

Kitchen Fire Suppression Systems to be Tested 

Semi-Annually:

Count

Hood Fire Suppression Systems 

3


	
	

	6.3
	McNeil Island Corrections Center (MICC)

Background Checks need to be sent to:

Attention: John Kessler

1403 Commercial St.

P.O. Box 88900

Steilacoom, WA 98338-0900

Ph.: 253-512-6556

NOTE: MICC uses Edwards, Notifier and Siemens Fire Alarm Systems*. Testing for Fire Alarm Systems will be conducted on an annual basis and will be established by MICC’s Plant Manager or designee. 

* MICC is in the process of updating their Fire Alarm Systems.
Equipment to be Tested

Count

Smoke Detectors

536

Heat Detectors

50

Pull Stations

55

Fire Sprinklers

30 wet

Fire Sprinklers

2 dry

Back flow Preventors 

51

Kitchen Hood Suppression

4


	
	

	6.4
	Mission Creek Corrections Center for Women (MCCCW)

Background Checks need to be sent to:

Attention: Leo Gleason

NE 3420 Sand Hill Rd.

Belfair, WA 98528-9007

Ph.: 360-277-2454

NOTE: MCCW uses Simplex Fire Alarm Systems. Testing for Fire Alarm Systems will be conducted on an annual basis and will be established by the MCCW’s Plant Manager or designee.

Equipment to be Tested
Count

Wet Systems
3
Dry Systems
2
Kitchen Hood System
1
Fire Pump System (Diesel Fired Pump as well)
1
Smoke Detectors
148
Heat Detectors
63
Pull Stations
63
Hand Held Fire Extinguishers
60

	
	

	6.5
	Olympic Corrections Center (OCC)

Background Checks need to be sent to:

Attention: Greg Banner
11235 Hoh Mainline

Forks, WA 98331-9492

Ph.: 360-374-6181

Equipment to be Tested
Count

Remote Annunciator
1
Heat Detectors
164
Horn Strobe
85
Pull Stations
58
Smoke Detectors
145
Taper Alarms
6
Dry Suppression
2
Sprinkler Systems
4
Duct Sensors
7
NOTE: OCC use Edwards Fire Alarm Systems. Testing for Fire Alarm Systems will be conducted on an annual basis and will be established by the OCC’s Plant Manager or designee.
	
	

	6.6
	Washington Corrections Center for Women (WCCW)

Background Checks need to be sent to:

Attention: Denise Hays

9601 Bujacich Rd. NW

Gig Harbor, WA 98332-8300

Ph.: 253-858-4234

Fax: 253-858-4681
NOTE:  WCCW uses Simplex and Autocall Fire Alarm Systems. Testing for Fire Alarm Systems will be conducted on an annual basis and will be established by the WCCW’s Plant Manager or designee. 

Nineteen (19) Fire Alarm Panels
Control Panel

Manual Station

Smoke Detectors

Audible Alarm Devices

Visual Alarm Devices

Batteries

Charger

Sprinkler Waterflow Switch

Sprinkler Valve Supervision

Annunciator

Central Station Interconnection

Exterior Alarm Device

Equipment to be Tested
Count

Smoke Detectors
680

Fire Alarm Control Panels
20

Duct Detector Functional Test

12

DACT 

20

Annunciators
28

Heat Detectors
179

Pull Stations ( Single Action or Double Action)

100

Audio/Visual Unit (includes horns, strobes & speakers)

163

100% Annual Fire Alarm System Inspection

1


	
	

	6.7
	Washington Corrections Center (WCC)

Background Checks need to be sent to:

Attention: J.D. Olson 

jdolson@DOC1.WA.GOV

W 2321 Dayton Airport Rd.

P.O. Box 900

Shelton, WA 98584-0974
Ph.: 360-432-1501
NOTE: WCC uses Fire Lite, Couch, FCI, Notifier, and Silent Night Fire Alarm Systems. Testing for Fire Alarm Systems will be conducted on an annual basis and will be established by the WCC’s Plant Manager or designee.  

Nineteen (19) Fire Alarm Panels

Control Panel

Manual Station

Smoke Detectors

Audible Alarm Devices

Visual Alarm Devices

Batteries

Charger

Sprinkler Waterflow Switch

Sprinkler Valve Supervision

Annunciator

Central Station Interconnection

Exterior Alarm Device

Fire Sprinklers to be Tested:

Count

Wet Pipe Riser 

16

Dry Pipe Sprinkler inspection (includes Trip Test)

1

Equipment to be Tested

Count

Smoke Detectors
499
Fire Alarm Control Panel

19

Duct Detector Functional Test

28

Heat Detectors
46

Pull Stations ( Single Action or Dbl Action)

49

Audio/Visual Units
102

Sprinkler Waterflow Switch (Waterflow Switch )

7

Sprinkler Tamper Switch (Tamper Switch)

13

100% Annual Fire Alarm System Inspection

1


	
	

	6.7
	Washington Corrections Center (WCC) continued:

NOTE: Testing for Dry Suppression Systems will be conducted on a semi-annual basis and will be established by the WCC’s Plant Manager or designee. 
Kitchen Fire Suppression Systems to be Tested:

Count

Kitchen Fire Suppression Systems Inspection

     4

Special Hazard / Gas Suppression Systems to be Tested:

Count

Kitchen Fire Suppression Systems Inspection

8


	
	

	6.8
	Stafford Creek Corrections Center (SCCC)

Background Checks need to be sent to:

Attention: Karl Lofgren 

191 Constantine Way
Aberdeen, WA 98520-9504

Ph.: 360-537-2414

Fax: 360-537-2407

Note: SCCC uses Simplex Fire Alarm Systems. Testing for Fire Alarm Systems must be conducted on an annual basis in August.

Equipment to be Tested

Count

Smoke Detectors

1960
Heat Detectors

501

Annunciator

12

Simplex 4010 Panels

14

Simplex 4020 Panels

7

Simplex 4100 Panels

1

Duct Detectors

149

Pull Stations

129

Horn/Strobes

818

Sprinkler Water Flow Monitor

48

Sprinkler Supervisory Switch

83

Elevator Recall

2

Auto Door Release

16

Kitchen Hood Suppression Systems
5


	
	


	Northwest Region

	6.9
	Monroe Correctional Complex (MCC)

Background Checks need to be sent to:

Attention: Paddy Hescock

 Ph.: 360-794-2701

Minimum Security Unit

16700 177th Ave SE

P.O. Box 7001

Monroe, WA 98272-7001

Ph.: 360-794-2299

Special Offender Unit

16730 177th Ave SE

P.O. Box 514

Monroe, WA 98272-0514

Ph.: 360-794-2200

Twin Rivers Unit
16774 170th Dr. SE

P.O. Box 888

Monroe, WA 98272-0888

Ph.: 360-794-2400

Washington State Reformatory Unit
16700 177th Ave SE

P.O. Box 777

Monroe, WA 98272-0777

Ph.: 360-794-2600

IMU/SEG
16694 177th Ave SE

Monroe, WA 98272


	
	

	6.9
	Monroe Correctional Complex (MCC) continued:

NOTE: Testing at MCC will be conducted on an annual basis and will be established by the MCC’s Plant Manager or designee. 
MCC also requires routine maintenance on all Fire Alarm and Sprinkler Systems.

Below is a breakdown of Alarms Systems for facilities at MCC.
Minimum Security Unit

Equipment to be Tested
Count

Smoke Detectors
65
Smoke Detectors in Program Activities Building (PAB)
54
Special Offender Unit & Expansions
Equipment to be Tested

Count

Edwards System

Photo Electric Smoke Detectors
146
Super Duct Detectors
10
Simplex Control System

TruAlarm Photo Sensors

564

TruAlarm Heat Sensors

36

Star Institutional System
Sprinkler Heads

380

Reliable Systems
Sprinkler Heads

750

Twin Rivers Unit

Equipment to be Tested

Count

Smoke Detectors (Obsolete System, Replaced with GE Products)

700

Sprinkler Heads (Simplex)

300

Washington State Reformatory Unit

Equipment to be Tested

Count

Smoke Detectors (Notifier)

850

Sprinkler Heads (Reliable)

1000

IMU/SEG
Number of Alarms is unknown, due to construction in progress. This Building shall be included in the Annual Testing.


	
	

	6.10
	Reynolds Work/Training Release

Background Checks need to be sent to:

Attention: Cheryl McKinney

410 4th Ave.

Seattle, WA 98104

Ph.: 206-464-6320

Fax: 206-389-2109

NOTE: Annual Testing needs to occur in August and semi-annually testing needs to occur in May and November.

Equipment to be Tested Annually*
Count

Sprinkler System- Wet
1
*Standpipe (every 5 years) 
1
Annunciator
1
Elevator Call Down
1
Manual Pull Stations
15
Heat Detectors
10
Smoke Detectors
44
Trouble Indicator
1
Visual Alarm Device
5
Bells & Horns

137

Equipment to be Tested Semi-Annually
Count

Kitchen Fire Suppression – Wet 2.5 gallon system for:

1 - Deep Fryer

1 - Grill/Oven

1 - 6 Burner/Oven
1

	
	


	Southwest Region

	6.11
	Larch Corrections Center (LCC)

Background Checks need to be sent to:

Attention: Jim Campbell

15314 NE Dole Valley Rd.

Yacolt, WA 98675-9531

Ph.: 360-260-6300 ext.291

NOTE:  LCC uses Simplex Fire Alarm Systems. Testing for Fire Alarm Systems will be conducted on an annual basis and will be established by the Larch Corrections Center’s Plant Manager or designee.

Equipment to be Tested
Count

Fire Control Panels

10

Annunciator
7

NAC Panels

4

Pull Stations

77

Smoke Detectors

324

Duct Detectors

34

Heat Detectors

77

Audible/Visual Devices

153

Water Flows

7

Tampers

11

Pressure

1

Bells

7


	
	


	South Central Region

	6.12
	Ahtanum View Corrections Center (AVCC) & Work Release

Background Checks need to be sent to:

Attention: Tracy Johnston

Assisted Living Facility

2009 S. 64th Ave.

Yakima, WA 98903

Ph.: 509-573-6379

Ahtanum View Center Work Release
Equipment to be Tested
Count

Main Panel
1
Smoke Detectors
39
Pull Stations
10
Heat Detector
23
Horn w/ Strobes
17
Horns
3
Strobes
10
NOTE: AVCC and AVCC Work Release use Simplex Fire Alarm Systems. Test must be conducted in September.                              
Ahtanum View Corrections   Center    
Equipment to be Tested
Count

Main Panel
1
Smoke Detectors
104
Pull Station
17
Heat Detector
4
Horn w/ Strobe (Model 4903-9219)
110
Horn w/ Strobe ( Model 4903-9217)
6
Duct Detector
8
Batteries – 33 hour
2
Battery Charger
1
LCD Annunciator

1
Water Flow Switch

2
Sprinkler Tamper Switch

9

	
	

	6.13
	Coyote Ridge Corrections Center (CRCC)

Background Checks need to be sent to:

Attention: Mark Noyes

P.O. Box 769

1301 N. Ephrata

Connell, WA 99326-0769

Ph.: 509-543-5811

NOTE: CRCC uses Simplex* Fire Alarm Systems. Annual Testing needs to occur in October.

Equipment to be Tested
Count

Photo Smoke Detectors
403
Pull Stations
66
Duct Smoke Detectors
36
Heat Detectors
27
Indicating Devices
234
* CRCC is in the process of replacing/adding new systems. This process should be complete by the end of December 2008.

	
	

	Eastern Region

	6.14
	Airway Heights Corrections Center (AHCC)
Background Checks need to be sent to:

Attention: Richard Moore

P.O. Box 1899

Airway Heights, WA 99001-1899

Ph.: 509-244-6700

Fax: 509-244-6711

The AHCC Fire Alarm Systems consist of control panels that operate as an integrated, multiplexed local and proprietary protective signaling, monitoring and control system.  Each alarm control is capable of local mode operation with emergency standby capabilities.  

NOTE:  AHCC uses Simplex and Notifier Fire Alarm Systems.

Equipment to be Tested
Count

Control Panels
25
Pull Stations
130
Heat Detectors
76
Smoke Detectors
1536
Duct Detectors
149
Horns/Strobe 
381
Strobe Only

9


	
	



