Price Sheets:  Advanced Drainage Systems #05909
Order from:

Advanced Drainage Systems, Inc.,

204 SE Stonemill Drive, Ste 225

Vancouver, WA 98684

Attn: Tony Hansen

Phone: 360-247-5150

Fax: 360-247-5150

Email: tony.hansen@ads-pipe.com

	Type
	Description
	Part Number
	Unit Price
	Unit

	Single wall non-perforated CPP
	Diameters: 18”
	18510020
	$8.73 


	LF

	Single wall non-perforated CPP
	Diameter:  24”
	24510020
	$14.63 


	LF

	 
	 
	 
	 
	 

	Double wall non-perforated CPP
	Diameter:  18”
	1895
	$8.73 


	LF

	Double wall non-perforated CPP
	Diameter:  24”
	2495
	$14.63 


	LF

	Double wall non-perforated CPP
	Diameter:  30”
	3095
	$22.80 


	LF

	Double wall non-perforated CPP
	Diameter:  36”
	3695
	$26.09 


	LF

	Double wall non-perforated CPP
	Diameter:  48”
	4885
	$47.07 


	LF

	 
	 
	 
	 
	 

	Single wall perforated CPP
	Diameter:  8”
	8410020
	$2.52 


	LF

	Single wall perforated CPP
	Diameter:  10”
	10010020
	$4.03 


	LF

	 
	 
	 
	 
	 

	Double wall perforated CPP
	Diameter:  8”
	8150020
	$2.28 


	LF

	Double wall perforated CPP
	Diameter: 10”
	10150020
	$3.46 


	LF

	 
	 
	 
	 
	 

	Culvert Bands
	Diameter:  18”
	1866AA
	$9.93 
	Ea

	Culvert Bands
	Diameter:  24”
	2412AA
	$15.90 


	Ea

	Culvert Bands
	Diameter:  30”
	3066AA
	$44.54 


	Ea

	Culvert Bands
	Diameter:  36”
	3662AA
	$48.26 


	Ea

	Culvert Bands
	Diameter:  48”
	4865AAH
	$101.47 


	Ea

	 
	 
	 
	 
	 

	Elbows Diameter 18”
	30 Degrees
	1895AN
	$95.15 


	Ea

	Elbows Diameter 18”
	45 Degrees
	2497AN
	$141.54 


	Ea


NOTE”  LF = Linear Foot

  Ea = Each

1.  Indicate discount for orders exceeding $15,000 ___2%
2. Other optional items (use other sheets if necessary)

a.

b.

c.
SPECIFICATIONS Culverts #05909

	Description

	Check If As Specified Or Exceeds
	Describe Fully If Not As Specified


	1. All culverts shall be corrugated polyethylene pipe (CPP), Soil Tight, meeting AASHTO specifications No. M-294 Type S or ASTM Specification No. F2648.

	X
	

	2. Culverts shall be available in single piece lengths up to 40 feet.

	X
	

	3. All culverts less than 20 feet in length shall have the length labeled on the interior of the culvert.

	X
	

	4. Perforated culverts shall have cleated bell or snap couplings.

	X
	

	5. Bands for use on non-perforated culverts shall be hinged, split coupler type.  Bands shall have a minimum width of 12 inches and a minimum of 4 corrugations.  Each band shall include three (3) 15 inch nylon ties.

	X
	


