APPENDIX F     SPECIFICATIONS 
General

This contract shall furnish Raised Pavement Markers and Adhesive for the following categories:

	Category
	Product

	A
	Raised Pavement Marker, Type 1, Non-reflective

	B
	4 x 4 inch Raised Pavement Marker, Type 2, Reflective, Uncoated Lens 

	C
	4 x 4 inch Raised Pavement Marker, Type 2, Reflective, Abrasion Resistant

	D
	3.2 x 4.6 inch Raised Pavement Marker, Type 2, Reflective, Abrasion Resistant

	E
	Low Profile Raised Pavement Marker, Type 2, Reflective, Abrasion Resistant 

	F
	Recessed Raised Pavement Marker, Type 2, Reflective, Abrasion Resistant   

	G
	Temporary Flexible Pavement Marker 

	H
	Flexible Bituminous Adhesive for Pavement Markers 

	I
	Epoxy Adhesive for Pavement Markers


Colors

Colors for Raised Pavement Markers shall be consistent with the following table:

	RAISED PAVEMENT MARKER TYPE 1 COLORS 

	Type 1W
	White

	Type 1Y
	Yellow


	RAISED PAVEMENT MARKER TYPE 2 COLORS 

	Type 2YY
	Yellow and Yellow

	Type 2W
	White – one side only

	Type 2Y
	Yellow – one side only

	Type 2WR
	White and Red

	Type 2YR
	Yellow and Red


	TEMPORARY FLEXIBLE PAVEMENT MARKER

REFLECTIVE TAPE COLORS

	Type W
	White – one side only

	Type YY
	Yellow – both sides


Pre-qualified Products
Raised pavement markers and adhesives shall conform to the requirements of the 2008 Washington State Department of Transportation (WSDOT) Standard Specifications for Road, Bridge and Municipal Construction and be listed on the Qualified Product List (QPL).

Information about the WSDOT QPL can be found at the following web address: http://www.wsdot.wa.gov/biz/mats/QPL/QPL.cfm 
The following Raised Pavement Markers and Adhesives have been pre-qualified and listed on the QPL by the Washington State Department of Transportation:

Category A - Raised Pavement Marker, Type 1, Non-reflective

Alpine Products Inc. – Auburn, WA

Alpine Model “ANR-W & ANR-Y”

Apex Universal Inc. - Santa Fe Springs, CA

Model “929 ABS”

Interstates Sales - Auburn, CA
Model “Diamond Back Polypropylene”

Novabrite LLC - Livermore, CA

Model “ADOT-W and ADOT-Y ABS”

Tenacity Inc. – Sedro Wooley, WA

Model “RPM T1”

Three D Traffic Works, Inc. - Burbank-CA

Pathfinder Model TD 10500
Category B – 4” x 4” Raised Pavement Marker, Type 2, Reflective with uncoated lens

Ennis Paint – Niles, IL

Stimsonite Model 88 (4”x 4”x 0.7”) 

Ray-O-Lite, Division of Pac-Tec, Inc. – Newark, OH

Ray-O-Lite Model AA (4”x 4”x 0.7”)

Tenacity Inc. – Sedro Wooley, WA

Model “RPM T2” (4”x 4”x 0.7”)

Category C – 4” x 4” Raised Pavement Marker, Type 2, Reflective with abrasion resistant lens

Apex Universal Inc. - Santa Fe Springs, CA

Model 921 AR (4”x 4”x 0.75”)

Ennis Paint – Niles, IL

Stimsonite Model 911(4”x 4”x 0.7”) 

Ray-O-Lite, Division of Pac-Tec, Inc., - Newark, OH

Ray-O-Lite Model AA-ARC (4”x 4”x 0.7”) and Model ARC –RS (4”x 4”x 0.7”)

Category D – 3.2” x 4.6” Raised Pavement Marker, Type 2, Reflective with abrasion resistant lens

Ennis Paint – Niles, IL

Stimsonite Model C80H (3.2”x 4.6”x 0.66”)

Category E –  Low Profile Raised Pavement Marker, Type 2, Reflective with abrasion resistant lens

Ennis Paint – Niles, IL

Stimsonite Model 948 (2.3”x 4.7”x 0.5”)
Ray-O-Lite, Division of Pac-Tec, Inc. – Newark, OH

Ray-O-Lite Model 2002 (2.3”x 4.7”x 0.5”)

Category F – Recessed Raised Pavement Marker, Type 2, Reflective with abrasion resistant lens

(For recessed application only)

Ennis Paint – Niles, IL

Stimsonite Model 944SB (2”x 4”x 0.5”)

Ray-O-Lite, Division of Pac-Tec, Inc. – Newark, OH

Ray-O-Lite Model 2004 (2”x 4”x 0.5”)

Category G - Temporary Flexible Raised Pavement Marker with clear polyvinyl chloride protective cover

Apex Universal Inc. – Santa Fe Springs, CA
Seal Coat Marker 

Filtrona Extrusion, Davidson Traffic Control Products – Tacoma, WA

Model TRPM 

Category H - Flexible Bituminous Adhesive for Pavement Markers

Flexible bituminous pavement marker adhesive for raised pavement markers shall conform to the requirements of Amended Section 9-02.1 (8) of the 2008 WSDOT Standard Specifications for Road, Bridge and Municipal Construction.

Material shall be packaged in self-releasing disposable containers that will stack properly.  The containers shall be divided into compartments so that three or four equal individual parts are obtained from each container.  Package dividers shall be free of over-spill material providing for easy separation and removal.  The label for the container shall clearly show the manufacturer, quantity, lot or batch number, and an indication that the material is flexible bituminous adhesive for pavement markers.

The following flexible bituminous pavement marker adhesives have been pre-qualified by the Washington State department of Transportation:

Crafco Inc. – Chandler, AZ

Hot Applied Flexible Pavement Marker Adhesive, Part No. 34270

Henry Company – Elk Grove, CA

Flexible DOT Stick

Category I - Epoxy Adhesive for Pavement Markers

Epoxy adhesive for raised pavement markers shall conform to the requirements of Section 9-26.2 of the 2008 WSDOT Standard Specifications for Road, Bridge and Municipal Construction. 
The following epoxy adhesives have been pre-qualified by the Washington State Department of Transportation:

Dura Technologies Inc. – Bloomington, CA

D3114-251 A/B Lane Marker Adhesive   
Ennis Paint - Ennis ,TX

Adhesive for Raised Pavement Markers   
QCM Company – Kent ,WA

EAS-6 Epoxy for lane markers and EAS-60 ABS Road Button Adhesive
END END END

