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Technical Specifications
Contract 07514 – Deicer Storage Tanks
	Deicer Storage Tanks

	Tanks shall be a minimum of 1.7 Specific Gravity.

	Each tank shall have a minimum of two 3” threaded double-flange bulkhead fittings.

	Each fitting shall be placed away from the tank knuckle radius and flange lines.

	Threaded 18 - 24 in. vented lid (Manway). 

	The tank shall be warranted for a minimum of three years in regards to defects in materials and workmanship. 

	Tanks shall be cylindrical, flat bottom, single wall tanks molded in a one-piece seamless construction by the rotational molding process.

	Tanks shall be made from high density polyethylene (HDPE).

	Tanks shall have a minimum of 3 lifting lugs integrally molded into the top head. The lifting lugs shall be designed to allow erection of an empty tank. 

	1. Each tank shall be labeled with the following:

· Date of Manufacture

Specific Gravity

	Drawings will be included with every tank. Drawings will include, but not be limited to, dimensions and fittings. 


	Plans/Drawings

	Standard Tank
	Conical Tank
	Conical Tank Lid
	Agitator
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Warranty

This embedded document covers the warranty offered by AG Enterprise Supply, Inc. through Den Hartog. There are two exceptions to this warranty:

1) Warranty coverage does not commence until the date the tank is placed into service or 30 days after final payment, whichever occurs first.

2) AG Enterprise Supply, Inc. will be responsible for the transportation of any new tank should an existing tank fail within the 36 month warranty period. 
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  B.C. 114.00  


WELD CHANNEL 


4


5


SEAM OVER LEG


6


  6.00  


  122.00  


  1.41  


  4.00  


  6.00    0.75  


DESCRIPTION


4010 HOSPERS DRIVE S.  BOX 425, HOSPERS, IOWA 51238-0421


N.S.
SCALE


ANGLE ± 1°
FRACTION ± 1/4"


NOTES:


DECIMAL ± .125"


MATERIAL 


METAL 


 F


REV DESCRIPTION BY / DATE CCN


TOLERANCES UNLESS OTHERWISE SPECIFIED


ALL DIMENSIONS ARE IN DECIMAL INCHES


ANSI 14.5M


THIRD ANGLE PROJECTION


written consent of Den Hartog Industries, Inc.


and shall not be used, disclosed to others or copied without the expressed


or design correspondence is the property of Den Hartog industries, Inc.


Copyright. All information furnished within this document, electronic file 


C  DEN HARTOG INDUSTRIES, INC.


FINISH:


SHIPPING WEIGHT:


SHOT WEIGHT:


APPRD. / DATE


DRAWN / DATE


1% @ 68


POLYETHYLENE


PART NO.


9


F12


F


12


7


3
11


8


C


10


12


  26.75  


  23.38  


  0.38  


  24.00  


HOLES FOR POWDER COATING ADDED TO TWO LEGS


INCREASED DIAMETERA DHJ 5/31/07


F


PAN BOM INFORMATION UPDATEDB ADH 8/30/07 1444


DHJ 9/26/07 1466C ADD ONE INCH TO OUTSIDE HEIGHT


ADH 12/7/0712518 WAS RAR-14 & CB122-15ST-6D 1542


24" WAS 25" 1789E ADH 1/22/09


F ADH 7/22/11 2254COMPONENT TABLE UPDATED, WEIGHT, FINISH ADDED


KEY PART NUMBER DESCRIPTION QTY.


1 CB122-15ST-1 PAN SUPPORT STRAP 8


2 CB122-15ST-2 CHANNEL RING 1


3 CB122-15ST-3 STAND LEG 8


4 12467 LEG PAD 8


5 12474 PAN WITH HOLES 1


6 12475 PAN 2


7 CB122-15ST-9 ANGLE SUPPORT 8


8 CB122-15ST-10 BASE PIPE 8


9 CB122-15ST-11 LEG BRACE 8


10 CB122-15ST-12 TOP BRACE 8


11 12518 14" CENTER STAND 1


12 CB122-15ST-13 STAND LEG-POWDER COAT 2


ADH 7/6/07


CB122-15ST


CB122-15ST


REH 7/18/07


CONE BOTTOM STAND FOR 122" 15  TANKS
F


TILE, 40012
POWDER COATING, BLACK


D


1020.00 LBS


E


CB


F


F
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