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Solicitation Amendment
IFB 07914-Rainwear

	Amendment number:
	1

	Date issued:
	01/13/2015



Effect of the amendments:
All revisions or additional requirements detailed below are to be considered official and binding on the bidder for this solicitation and become official contract language upon execution of the contract, unless specifically amended later in time.  Any other solicitation information, oral or written, other than an official solicitation amendment, will not be honored.  Bidders must direct their questions to the Procurement Coordinator identified for this solicitation.
Purpose of the amendment(s):
· To notify all bidders they have until COB 1/16/2015 to provide feedback on Category A specifications by using the below price sheet for Category A only to highlight/strikethrough any specifications that are restrictive, outdated or cannot meet without alterations. 



· To replace ANSI 107-2004 in its entirety anywhere it is referenced in solicitation 07914 with ANSI 107-2010.

· To replace 5578V in its entirety anywhere it is referenced in Category A specifications with S5315V.
 
· To satisfy all bidders pre-bid request for the previous master contract 05206 Rainwear price sheets as requested by bidders who attended pre bid. This document is for information only it is not part of the 07914 Rainwear IFB. See attachment below:




· To update the following to reference the correct section: 
TIE BREAKER: In the event of a tie see section 4.8  4.6 tie breaker criteria. 

· To revise the section 4.5.1 Pricing. See highlighted below:
PRICING: Bidder will place a uniform percentage discount off catalog in the appropriate cell (G8).  The discount percentage for each line item will remain fixed for the life of the contract.  The uniform percentage discount off catalog value input by the bidder will auto populate the rest of the Excel price sheet. Do not alter any auto populated values. The bidder must also populate the catalog’s price for all line items, e.g., A1, A2, B1, B4, D4, F2, etc. (all line items A1 through F2). All unit prices will be summed together and will be used to evaluate the bids. Failure to include brand model number, catalog pricing or the uniform discount percentage will prevent the state from making a uniform comparison among the bids and will result in disqualification for lack of responsiveness or responsibility for this category.  All values input by the bidder must be a value greater than zero.  DES will not award two of the same manufacture. The unit pricing for all line items will be summed and the three lowest responsive and responsible bids will be named the Apparent Successful Bidder (ASB) for this category. DES will award up to three DIFFERENT manufactures.  Example: If two bidders bid the manufacturer named Acme and these two bids are the two lowest, only the lowest Acme bid will be named as one of the apparent successful bidders.  DES will skip the next highest Acme bid in favor of the next lowest bid that is not Acme.  The state values choice versus duplication.  Exception: if the only bidders were Acme then DES reserves the right to make more than a single acme award.

 
Note to bidder: This amendment need not be included in its entirety in a bid packet.  
End.


Solicitation Amendment
IFB 07914-Rainwear

	Amendment number:
	2

	Date issued:
	01/20/2015



Effect of the amendments:
All revisions or additional requirements detailed below are to be considered official and binding on the bidder for this solicitation and become official contract language upon execution of the contract, unless specifically amended later in time.  Any other solicitation information, oral or written, other than an official solicitation amendment, will not be honored.  Bidders must direct their questions to the Procurement Coordinator identified for this solicitation.
Purpose of the amendment(s):
· To extend the bid closing date to January 28, 2015 at 2p.m.
· To remove Price Worksheet Category A, Section D, Attachment A drawing/Diagram.
· To revise Price sheet Category A. All bidders must use revised price sheet. Failure to use the updated price sheet may result in your bid being rejected. All specifications that were removed or changed are highlighted in the attached revised price sheet for category A. Anything that has a strike through has been removed from the specifications.


 
Note to bidder: The attachment (revised 07914-Category A-R1) must be used if bidder is submitting a price sheet for category A.

End.


Solicitation Amendment
IFB 07914-Rainwear

	Amendment number:
	3

	Date issued:
	01/26/2015



Effect of the amendments:
All revisions or additional requirements detailed below are to be considered official and binding on the bidder for this solicitation and become official contract language upon execution of the contract, unless specifically amended later in time.  Any other solicitation information, oral or written, other than an official solicitation amendment, will not be honored.  Bidders must direct their questions to the Procurement Coordinator identified for this solicitation.
Purpose of the amendment(s):
To revise Price sheet Category A to:
· allow a 5% variance on specifications
· have Buttons or zippers accepted when referenced in specifications
· have Velcro sides or side snap adjustments accepted when reference in specifications
· Remove Category A section A1 No. 14
· Remove Category A A2 No. 2

Note 1 to bidder: Bidders may use the most current price sheet; however, the revisions above shall apply.
Note 2 to bidder: All other terms and conditions remain unchanged.
Note 3 to bidder: The bid deadline (due date) remains unchanged.


End.
[bookmark: _GoBack]
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05206 Price Sheet


05206 Price Sheet
Ordering and Pricing Information

Contract No. 05206




PRICING & Ordering Information


I. State Agencies: Submit Order directly to Contractor for processing.  Political Subdivisions: Submit orders directly to Contractor referencing State of Washington contract number.  If you are unsure of your status in the State Purchasing Cooperative call (360) 902-7400.  


Only authorized purchasers included in the State of Washington Purchasing Cooperative (WSPC) and State of Oregon Cooperative Purchasing Program (DASCPP/ORCPP) listings published and updated periodically by Contracts and Legal Services and DAS may purchase from this contract.  It is the contractor’s responsibility to verify membership of these organizations prior to processing orders received under this contract.  A list of Washington members is available on the Internet https://fortress.wa.gov/ga/apps/coop/Default.aspx and a list of the Oregon members is available at http://www.oregon.gov/DAS/EGS/PS/docs/orcpp/orcpp-member-list.pdf contractors shall not process state contract orders from unauthorized users.

Contractor Information


CATEGORY A – PUBLIC SAFETY PROFESSIONAL


CATEGORY D – HI-VIZ RAINWEAR


CATEGORY F – SPECIALTY HI-VIZ RAINWEAR


		Contractor:

		Outdoor Outfits



		Contact:

		Jim Sampson, Sales and Customer Service Associate



		Phone:

		(416) 598-4111  X253



		Fax:

		(416) 598-4626



		Email:

		jims@outdooroutfits.com   



		Federal ID No.:

		98-0436883



		Supplier No.:

		W2420



		Payment address:

		372 Richmond Street W. 4th floor, Toronto, Ontario M5V1X6



		Order placement address:

		372 Richmond Street W. 4th floor, Toronto, Ontario M5V1X6



		Credit card acceptance:

		Yes



		Minimum orders:

		None




		Delivery time:

		30 calendar days After Receipt of Order (ARO)



		Payment terms:

		Net 30days



		Shipping destination:

		Freight on Board (FOB) destination



		Freight:

		Prepaid and included





		


		Category A Public Safety Professional 



		Item

		Contractor:

		Outdoor Outfits



		Reversible


Rain Coat

		A1 Outdoor Outfits Model 8515

		Same price for all quantities and sizes $144.70



		Waterproof


Trousers

		A2 Outdoor Outfits Model 8834

		Same price for all quantities and sizes $99.70



		All-weather


Jacket

		A3 Outdoor Outfits Model 1033

		Same price for all quantities and sizes $144.70



		Reversible


Duty Jacket

		A4 Outdoor Outfits Model 1550 

		Extra small – Extra Large, and 2X - $79.97,        3X - $94.99



		Public Safety Parka

		A5 Outdoor Outfits Model 578V 

		Same price for all quantities and sizes $124.90



		Reversible Vest

		A6 Outdoor Outfits

		Extra small – Extra Large, and 2X - $67.05, 

3X and 4X - $77.05       



		All-weather


Jacket

		A7 Outdoor Outfits Model 1133

		Same price for all quantities and sizes $164.70





		

		Category D HI-VIZ RAINWEAR



		Item

		Contractor: 

		Outdoor Outfits



		Jacket

		D1 Outdoor Outfits Model 9154

		Same price for all quantities and sizes $98.30



		Pant

		D2 Outdoor Outfits Model 1037

		Same price for all quantities and sizes $72.30



		Jacket

		D3 Outdoor Outfits Model 9156

		Same price for all quantities and sizes $98.30



		Pant

		D4 Outdoor Outfits Model 1038 

		Same price for all quantities and sizes $72.30



		Overall/Bib

		D5 Outdoor Outfits Model 9137

		Same price for all quantities and sizes $72.30



		Overall/Bib

		D6 Outdoor Outfits Model 9138

		Same price for all quantities and sizes $72.30



		Jacket

		D7 Outdoor Outfits Model W9254

		Same price for all quantities and sizes $98.30



		Jacket

		D8 Outdoor Outfits Model 9256

		Same price for all quantities and sizes $98.30





		

		Category F sPECIALTY hI VIZ RAINWEAR



		Item

		Contractor: 

		Outdoor Outfits



		Parka/Jacket

		F1 Outdoor Outfits Model 578V-F1

		Same price for all quantities and sizes           $ 129.00



		Parka/Jacket /Waterproof vent zippers

		F1 Outdoor Outfits Model 578V-F1-WZ            (item added 3/2008)

		Same price for all quantities and sizes           $ 132.15



		Pant

		F2 Outdoor Outfits Model 1036-F2

		Same price for all quantities and sizes $81.50





		CUSTOM ORDERS:

		PRICE:



		1.  EXTRA LENGTH 4" In Jackets And Coats

		Included



		2.  EXTRA LENGTH (36" LENGTH) Bib and Trousers


		Included



		3.  POCKET, 7-1/2" SQUARE, Inside Jacket

		Included



		4.  POCKET, Outside Hip on Trouser

		Included



		5.  OPTIONAL PRICING – 2 “ stripes on product A1                              

		Included






		6.  OPTIONAL PRICING – 1-1/2” stripes on product A2                         

		Included






		SILK-SCREENING:

		



		Set up fee*

		Included



		Price each:


		Included





*(PURCHASER WILL PROVIDE CAMERA READY ARTWORK)

Contractor Information


		Contractor:

		The Mallory Company



		Contact:

		Mike Hammerschmith



		Phone:

		(800) 426-6830



		Fax:

		(360) 577-4244



		Email:

		mike@malloryco.com 



		Order Placement Contact

		(800) Mallory (625-5679) or email: sales@malloryco.com



		Federal ID No.:

		91-0961156



		Supplier No.:

		W87



		Payment address:

		P. O. Box 2068, Longview, Washington 98632



		Order placement address:

		P. O. Box 2068, Longview, Washington 98632



		Credit card acceptance:

		Yes



		Minimum orders:

		None



		Delivery time:

		30 days After Receipt of Order (ARO)



		Payment terms:

		Net 30days



		Shipping destination:

		Freight on Board (FOB) destination



		Freight:

		Prepaid and included





NOTE:  Contact Contracts Specialist listed above for information on category “B” raingear.


		Category B


Rainwear

		Part # 

		Item

		Color

		Size

		$Price



		Rainwear Type B1

		600JSY123S

		Jacket

		Spanish Yellow

		Small

		$25.83 



		Rainwear Type B1

		600JSY123M

		Jacket

		Spanish Yellow

		Medium

		$25.83 



		Rainwear Type B1

		600JSY123L

		Jacket

		Spanish Yellow

		Large

		$25.83 



		Rainwear Type B1

		600JSY123X

		Jacket

		Spanish Yellow

		X-Large

		$25.83 



		Rainwear Type B1

		600JSY1232

		Jacket

		Spanish Yellow

		2X

		$27.75 



		Rainwear Type B1

		600JSY1233

		Jacket

		Spanish Yellow

		3X

		$29.55 



		Rainwear Type B1

		600JSY1234

		Jacket

		Spanish Yellow

		4X

		$32.43 



		Rainwear Type B1

		600JSY1235

		Jacket

		Spanish Yellow

		5X

		$33.88 



		Rainwear Type B1

		600JG123S

		Jacket

		Hunter Green

		Small

		$25.83 



		Rainwear Type B1

		600JG123M

		Jacket

		Hunter Green

		Medium

		$25.83 



		Rainwear Type B1

		600JG123L

		Jacket

		Hunter Green

		Large

		$25.83 



		Rainwear Type B1

		600JG123X

		Jacket

		Hunter Green

		X-Large

		$25.83 



		Rainwear Type B1

		600JG1232

		Jacket

		Hunter Green

		2X

		$27.75 



		Rainwear Type B1

		600JG1233

		Jacket

		Hunter Green

		3X

		$29.55 



		Rainwear Type B1

		600JG1234

		Jacket

		Hunter Green

		4X

		$32.43 



		Rainwear Type B1

		600JG1235

		Jacket

		Hunter Green

		5X

		$33.88 



		Rainwear Type B1

		600JEB123S

		Jacket

		Electric Blue

		Small

		$25.83 



		Rainwear Type B1

		600JEB123M

		Jacket

		Electric Blue

		Medium

		$25.83 



		Rainwear Type B1

		600JEB123L

		Jacket

		Electric Blue

		Large

		$25.83 



		Rainwear Type B1

		600JEB123X

		Jacket

		Electric Blue

		X-Large

		$25.83 



		Rainwear Type B1

		600JEB1232

		Jacket

		Electric Blue

		2X

		$27.75 



		Rainwear Type B1

		600JEB1233

		Jacket

		Electric Blue

		3X

		$29.55 



		Rainwear Type B1

		600JEB1234

		Jacket

		Electric Blue

		4X

		$32.43 



		Rainwear Type B1

		600JEB1235

		Jacket

		Electric Blue

		5X

		$33.88 



		Rainwear Type B2

		601TSY123S

		Bib-Trouser

		Spanish Yellow

		Small

		$17.73 



		Rainwear Type B2

		601TSY123M

		Bib-Trouser

		Spanish Yellow

		Medium

		$17.73 



		Rainwear Type B2

		601TSY123L

		Bib-Trouser

		Spanish Yellow

		Large

		$17.73 



		Rainwear Type B2

		601TSY123X

		Bib-Trouser

		Spanish Yellow

		X-Large

		$17.73 



		Rainwear Type B2

		601TSY1232

		Bib-Trouser

		Spanish Yellow

		2X

		$19.65 



		Rainwear Type B2

		601TSY1233

		Bib-Trouser

		Spanish Yellow

		3X

		$21.52 



		Rainwear Type B2

		601TSY1234

		Bib-Trouser

		Spanish Yellow

		4X

		$24.12 



		Rainwear Type B2

		601TSY1235

		Bib-Trouser

		Spanish Yellow

		5X

		$26.09 



		Rainwear Type B2

		601TG123S

		Bib-Trouser

		Hunter Green

		Small

		$17.73 



		Rainwear Type B2

		601TG123M

		Bib-Trouser

		Hunter Green

		Medium

		$17.73 



		Rainwear Type B2

		601TG123L

		Bib-Trouser

		Hunter Green

		Large

		$17.73 



		Rainwear Type B2

		601TG123X

		Bib-Trouser

		Hunter Green

		X-Large

		$17.73 



		Rainwear Type B2

		601TG1232

		Bib-Trouser

		Hunter Green

		2X

		$19.65 



		Rainwear Type B2

		601TG1233

		Bib-Trouser

		Hunter Green

		3X

		$21.52 



		Rainwear Type B2

		601TG1234

		Bib-Trouser

		Hunter Green

		4X

		$24.12 



		Rainwear Type B2

		601TG1235

		Bib-Trouser

		Hunter Green

		5X

		$26.09 



		Rainwear Type B2

		601TEB123S

		Bib-Trouser

		Electric Blue

		Small

		$17.73 



		Rainwear Type B2

		601TEB123M

		Bib-Trouser

		Electric Blue

		Medium

		$17.73 



		Rainwear Type B2

		601TEB123L

		Bib-Trouser

		Electric Blue

		Large

		$17.73 



		Rainwear Type B2

		601TEB123X

		Bib-Trouser

		Electric Blue

		X-Large

		$17.73 



		Rainwear Type B2

		601TEB1232

		Bib-Trouser

		Electric Blue

		2X

		$19.65 



		Rainwear Type B2

		601TEB1233

		Bib-Trouser

		Electric Blue

		3X

		$21.52 



		Rainwear Type B2

		601TEB1234

		Bib-Trouser

		Electric Blue

		4X

		$24.12 



		Rainwear Type B2

		601TEB1235

		Bib-Trouser

		Electric Blue

		5X

		$26.09 



		Rainwear Type B3

		601PSY123S

		Pant

		Spanish Yellow

		Small

		$15.18 



		Rainwear Type B3

		601PSY123M

		Pant

		Spanish Yellow

		Medium

		$15.18 



		Rainwear Type B3

		601PSY123L

		Pant

		Spanish Yellow

		Large

		$15.18 



		Rainwear Type B3

		601PSY123X

		Pant

		Spanish Yellow

		X-Large

		$15.18 



		Rainwear Type B3

		601PSY1232

		Pant

		Spanish Yellow

		2X

		$17.10 



		Rainwear Type B3

		601PSY1233

		Pant

		Spanish Yellow

		3X

		$19.02 



		Rainwear Type B3

		601PSY1234

		Pant

		Spanish Yellow

		4X

		$21.50 



		Rainwear Type B3

		601PSY1235

		Pant

		Spanish Yellow

		5X

		$23.47 



		Rainwear Type B3

		601PG123S

		Pant

		Hunter Green

		Small

		$15.18 



		Rainwear Type B3

		601PG123M

		Pant

		Hunter Green

		Medium

		$15.18 



		Rainwear Type B3

		601PG123L

		Pant

		Hunter Green

		Large

		$15.18 



		Rainwear Type B3

		601PG123X

		Pant

		Hunter Green

		X-Large

		$15.18 



		Rainwear Type B3

		601PG1232

		Pant

		Hunter Green

		2X

		$17.10 



		Rainwear Type B3

		601PG1233

		Pant

		Hunter Green

		3X

		$19.02 



		Rainwear Type B3

		601PG1234

		Pant

		Hunter Green

		4X

		$21.50 



		Rainwear Type B3

		601PG1235

		Pant

		Hunter Green

		5X

		$23.47 



		Rainwear Type B3

		601PEB123S

		Pant

		Electric Blue

		Small

		$15.18 



		Rainwear Type B3

		601PEB123M

		Pant

		Electric Blue

		Medium

		$15.18 



		Rainwear Type B3

		601PEB123L

		Pant

		Electric Blue

		Large

		$15.18 



		Rainwear Type B3

		601PEB123X

		Pant

		Electric Blue

		X-Large

		$15.18 



		Rainwear Type B3

		601PEB1232

		Pant

		Electric Blue

		2X

		$17.10 



		Rainwear Type B3

		601PEB1233

		Pant

		Electric Blue

		3X

		$19.02 



		Rainwear Type B3

		601PEB1234

		Pant

		Electric Blue

		4X

		$21.50 



		Rainwear Type B3

		601PEB1235

		Pant

		Electric Blue

		5X

		$23.47 



		Rainwear Type B4

		2900

		Ensemble

		Yellow

		Small

		$22.56 



		Rainwear Type B4

		2900

		Ensemble

		Yellow

		Medium

		$22.56 



		Rainwear Type B4

		2900

		Ensemble

		Yellow

		Large

		$22.56 



		Rainwear Type B4

		2900

		Ensemble

		Yellow

		X-Large

		$22.56 



		Rainwear Type B4

		2900

		Ensemble

		Yellow

		2X

		$22.56 



		Rainwear Type B4

		2900

		Ensemble

		Yellow

		3X

		$22.56 



		Rainwear Type B4

		2900

		Ensemble

		Green

		Small

		$22.56 



		Rainwear Type B4

		2900

		Ensemble

		Green

		Medium

		$22.56 



		Rainwear Type B4

		2900

		Ensemble

		Green

		Large

		$22.56 



		Rainwear Type B4

		2900

		Ensemble

		Green

		X-Large

		$22.56 



		Rainwear Type B4

		2900

		Ensemble

		Green

		2X

		$22.56 



		Rainwear Type B4

		2900

		Ensemble

		Green

		3X

		$22.56 





		Category B Rainwear – Polyurethane/Nylon



		Contractor:

		The Mallory company



		CUSTOM ORDERS:

		PRICE:



		1.  EXTRA LENGTH 4" In Jackets And Coats

		$15.00



		2.  EXTRA LENGTH (36" LENGTH) Bib and Trousers

		$15.00



		3.  POCKET, 7-1/2" SQUARE, Inside Jacket

		$5.00



		4.  POCKET, Outside Hip on Trouser

		$7.00



		SILK-SCREENING:

		



		Set up fee*

		$75.00



		Unit Price

		   $1.50





*(PURCHASER WILL PROVIDE CAMERA READY ARTWORK)


Contractor Information


CATEGORY C – RAINWEAR OXFORD NYLON/POLYURETHANE


CATEGORY E – NON HIGH VISIBILITY RAINWEAR


		Contractor:

		Loveline Industries, Inc.



		Contact:

		Daniel Goldstein



		Phone:

		(973) 928-3427



		Fax:

		(973) 928-3428



		Email:

		lovelineind@optionline.net 



		Federal ID No.:

		13-5671897



		Supplier No.:

		W1661



		Payment address:

		90 Dayton Avenue, Bldg 5A, Suite 33, Passaic, NJ 07055



		Order placement address:

		90 Dayton Avenue, Bldg 5A, Suite 33, Passaic, NJ 07055



		Credit card acceptance:

		No



		Minimum orders:

		None



		Payment terms:

		Net 30days



		Delivery time:

		30 calendar days After Receipt of Order (ARO)



		Shipping destination:

		Freight on Board (FOB) destination



		Freight:

		Prepaid and included





		Category C – Oxford Nylon Polyurethane

C1 Jacket (Model 217-SW)


Extra Small – Extra Large



		Quantity


1-8


9-16


17-24+

		Price


$15.30


$15.10


$14.90



		2X



		1-8


9-16


17-24+

		$15.50


$15.30


$15.10



		3X



		1-8


9-16


17-24+

		$15.70


$15.50


$15.30



		C2 Overalls (Model 208-SW)


Extra Small – Extra Large



		Quantity


1-8


9-16


17-24+

		Price


$13.10


$12.90


$12.70



		2X



		1-8


9-16


17-24+

		$13.30


$13.10


$12.90



		3X



		1-8


9-16


17-24+

		$13.50


$13.30


$13.10



		C3 Parka Coat (Model 216-CDBSW)


Extra Small – Extra Large



		Quantity


1-8


9-16


17-24+

		Price


$26.60


$26.40


$26.20



		2X



		1-8


9-16


17-24+

		$26.90


$26.70


$26.50



		3X



		1-8


9-16


17-24+

		$27.20


$26.90


$26.60



		C4 Jacket (Model 218-SW)


Extra Small – Extra Large



		Quantity


1-8


9-16


17-24+

		Price


$15.30


$15.10


$14.90



		2X



		1-8


9-16


17-24+

		$15.50


$15.20


$14.90



		3X



		1-8


9-16


17-24+

		$15.70


$15.50


$15.10



		C5 Overalls (Model 209-SW)


Extra Small – Extra Large



		Quantity


1-8


9-16


17-24+

		Price


$13.10


$12.90


$12.70



		2X



		1-8


9-16


17-24+

		$13.30


$13.10


$12.90



		3X



		1-8


9-16


17-24+

		$13.50


$13.30


$13.10





		Category E –Non high visibility rainwear

E1 Jacket/Parka (Model 219-SW)


Extra Small – Extra Large



		Quantity


1-8


9-16


17-24+

		Price


$15.30


$15.10


$14.90



		2X



		1-8


9-16


17-24+

		$15.50


$15.30


$15.10



		3X



		1-8


9-16


17-24+

		$15.70


$15.50


$15.30



		E2 Bib/Overalls (Model 207-B-SW)


Extra Small – Extra Large



		Quantity


1-8


9-16


17-24+

		Price


$13.10


$12.90


$12.70



		2X



		1-8


9-16


17-24+

		$13.30


$13.10


$12.90



		3X



		1-8


9-16


17-24+

		$13.50


$13.30


$13.10



		E3 Waist Pant (202-WP-SW)


Extra Small – Extra Large



		Quantity


1-8


9-16


17-24+

		Price


$13.10


$13.00


$12.80



		2X



		1-8


9-16


17-24+

		$13.30


$13.10


$12.90



		3X



		1-8


9-16


17-24+

		$13.50


$13.30


$13.10





		CUSTOM ORDERS:       

		PRICE:



		1.  EXTRA LENGTH 4" In Jackets And Coats



		$1.20



		2.  EXTRA LENGTH (36" LENGTH) Bib and Trousers


		$ 1.20



		3.  POCKET, 7-1/2" SQUARE, Inside Jacket,

		$ 0.74



		4.  POCKET, Outside Hip on Trouser

		$ 0.74



		SILK-SCREENING:

		



		Set up fee*


		$65.00



		Price each:

		$0.55





*(PURCHASER WILL PROVIDE CAMERA READY ARTWORK)
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				Appendix B: Price Sheet, Category A-R1

				Instructions to Bidders:

				Bidder Company Name:		→

				Indicate the Manufacture you are bidding: 

NOTE: Bidder may only bid one manufacture catalog per price sheet.  Bidder may bid a maximum of two manufacturers (two separate price sheets). The bidder must use manufacture's most recent catalog.		→

				Use the box to the right and identify the most recent catalog that is being used.		→

				Uniform percentage discount off catalog

Provide your discount off catalog in the cell to the right. This will auto populate the price sheet below.		→		→		→		→

				Bidder must meet all specifications by placing an X in all "check if as specified" cells (column D). If bidder is unwilling or unable to mark the "check as specified" box this will increase the chances that its bid will be rejected for failure to meet the specifications. Only use the alternative to specifications (column E) to note deviations from the specification.

				The awarded contractor will be required to sew on contract customer provided patches at no additional cost. Consider this when pricing your bid below. See Special Terms and Conditions.

				Bidder must provide the model number and catalog price in columns E and F below.  Falilure to include catalog pricing for all line items will deem your bid non responsive for this category.						→		→

		A		B		C		D		E		F		G		H

		No.		Description		Check If As Specified		Describe Offered Alternatives to Specifications. 
CAUTION: Bidders unwilling or unable to mark the “check If As Specified” box increase the chances that their bid will be rejected for failure to meet the specifications.  Only use this column to note deviations from the specification.		Brand and Model Number		Catalog Price		Discount
percentage

(Auto Populated Value, do not alter)		Unit Price

(Auto Populated Value, do not alter)

		A		TYPE A RAINWEAR – Public Safety Professionals

		A1		Reversible Raincoat										0%		$   - 0

		1		waterproof

		2		Windproof

		3		Breathable

		4		3 layer Gore-Tex CROSSTECH fabric

		5		Seams sealed with Gore-seam tape

		6		Waterproof on both hi-visibility and dark sides

		7		Double storm fly front with hook and loop fasteners

		8		Sport collar that zips to the top

		9		Go-through side openings with waterproof zippers

		10		Adjustable cuff closures

		11		Badge tabs on left breast of both sides

		12		47” long length

		13		2” Scotchlite reflective trim on hi-visibility side around chest, back, cuffs, and sleeves

		14		Option upgrade to ANSI III with additional 2” reflective strip around hem of jacket

		15		Unisex sizes ranging from XS-3XL in short, regular and long; Dark Navy and Black color and high-visibility  Yellow

		16		Blauer Model 9690 or Equal

		A2		Waterproof trousers										0%		$   - 0

		1		Durable rip stop Taslan nylon shell fabric with a breathable printed back coating

		2		durable cordura patch fabric for high abrasion areas around knees, inside lower leg, seat and pocket area

		3		Waterproof

		4		Windproof

		5		Breathable fabric lining

		6		Seams sealed with thermal tape

		7		Pleated side cargo pockets on each thigh secured with flaps and Velcro or other suitable closure

		8		Water resistant leg zippers that go from ankle/trouser hem to waist

		9		Reinforced knee

		10		Boot patches and seat

		11		Waist with elastic back and Velcro side tab adjustment

		12		Adjustable belt drops

		13		D-ring attachments for suspender wear

		14		Zipper front fly

		15		Optional 11/2 inch “Scotchlite” stripe around cuffs and across pocket flap

		16		Unisex sizes ranging from XS-3XL in short, regular and long

		17		Blauer Model 9834 9825Z or Equal

		A3		All-weather Jacket										0%		$   - 0

		1		CROSSTECH fabric

		2		OD Green, Dark Navy, and Black

		3		Jacket must be manufactured to ISO 9001 quality assurance standard (AG1214)

		4		Jacket shall meet the Emergency Medical Garment requirements of the NFPA 1999, STANDARD ON PROTECTIVE CLOTHING FOR EMERGENCY MEDICAL OPERATIONS, 2003 Edition

		5		Jacket must be available in standard colors, including OD Green.

		6		Epaulets and badge tab is optional

		7		Length of jacket – 27 inches to 29 inches

		8		Shell Fabric - 70 Denier warp and 140 denier filling 100% Nylon Ripstop weave

		9		Honeycomb pattern printed urethane non-ravel back coating to insure breathability, prevent seam slippage, and to maintain shell fabric appearance

		10		(Color: see specified garment color)

		11		Crosstech waterproof-breathable membrane laminated to a 2.18 oz. per square yard, 100% textured polyester, 70 denier plain weave fabric (Color: charcoal) resulting in a dry cleanable and washable waterproof material with high moisture vapor transmission

		12		Blood-borne pathogen resistance, and common chemical resistance

		13		Removable insulated liner: 6 inch diamond pattern quilted insulation package. 6 oz per sq. yd. Polyester velour pile fleece face fabric for lower body. 70 denier nylon taffeta face fabric for sleeves and upper body

		14		Thermolite Plus or B.Warm BSCL-120 insulation for sleeves. 70 denier nylon taffeta backing fabric for body and sleeves

		15		Fiber migration resistant construction and treatment with no added layers of scrim

		16		Machine washable/dryable, dry cleanable, and can be pressed. Shrinkage less than 2%

		17		(Color: black)

		18		Blauer 9300Z 9820 or Equal.

		A4		Reversible Duty Jacket										0%		$   - 0

		1		Hi Performance 100% nylon Tacte® Outershell reverses to Vizmax™ ANSI compliant high visibility yellow or orange

		2		Waterproof, windproof, and breathable with sealed seams

		3		Performance sleeve allows complete range of motion

		4		Three-piece waterproof, windproof, breathable drop in hood with drawcords

		5		Breathable drop in hood with drawcords

		6		Elastic, waterproof cuffs

		7		Shoulder epaulets on non-High Viz side

		8		Micro-tabs on High Viz side

		9		Zippered hand warmer pockets

		10		Badge tabs on left chest of both sides of the garment

		11		Waterproof front zippers

		12		Weathertech model 5315V S315V or equal

		A5		Public Safety Parka										0%		$   - 0

		1		ANSI Class 3

		2		Waterproof, breathable, and windproof Vizmax™ outer shell with sealed seams

		3		2” Silver high intensity retro-reflective material

		4		Three-piece waterproof drop-in hood

		5		Pit Zips under sleeves  for ventilation

		6		Performance sleeve for complete range of motion

		7		Inside zippered security pocket

		8		Large inside storage pocket

		9		Badge tab on left chest

		10		Full zip-to-the-neck collar

		11		Shoulder tabs for clip-on mics, left and right

		12		Bottom lining zipper and hidden zipper in the inside storage pocket to allow access to shell

		13		Bottom lining zipper and hidden zipper in the inside storage pocket to allow access to shell

		14		Vizguard 5578V S578V or equal

		B		TYPE B RAINWEAR: 

See Below General Specification:
Polyurethane/Nylon Coating To Be Polyurethane with DWR Finish, with A Substrate of 210 Denier Nylon, Type 66, Twill Weave or better.  Weight:  5.5 Ounces Per Square Yard.  Seams must be needle stitched, ND taped and heat sealed.  100% waterproof, windproof and machine washable. Hydrostatic tested To 150 psi, must be National Flammable Fabric ASTM D6413 or better.  Non-conductive And non-corrosive Delrin Hardware. Mandatory color: Yellow with other color options, to be supplied by bidders when submitting bids. (The above specification applies to all items marked with type B below).

		B1		Jacket										0%		$   - 0

		1		30" Long

		2		Polyurethane/Nylon Per Type B Specifications

		3		Raglan sleeve construction

		4		Full cut

		5		Vents front and back, with mesh back and pit vents

		6		Adjustable wrists and storm flap

		7		Reinforced hood snaps (drawstring hood included).

		8		NASCO WorkTuff 600 Series or equal.

		B2		Overalls										0%		$   - 0

		1		Polyurethane/Nylon per Type B Specifications

		2		Adjustable quick release suspenders

		3		Adjustable lower leg

		4		Fly access

		5		NASCO WorkTuff 600 Series or equal.

		B3		Pants										0%		$   - 0

		1		Polyurethane/Nylon Per Type B Specifications

		2		Elastic waist with (optional) velcro side tab adjustment.  Button fly front.

		3		NASCO WorkTuff 600 Series or equal.

		B4		Rainwear Ensemble 3-piece set, including Jacket, ¾ Bib, and Hood										0%		$   - 0

		1		Jacket

		2		100% Waterproof, Windproof, and machine washable

		3		Heavy 210 denier Nylon

		4		Double-stitched, taped and heat-sealed seams

		5		Sandwich construction with laminated PVC

		6		Two front storage pockets

		7		Front storm flap with nylon snaps

		8		Mesh back for additional comfort

		9		Corduroy collar

		10		¾ Bib

		11		Same materials specification as Jacket

		12		Adjustable Lower Leg Closure

		13		Fly Access

		14		Adjustable quick-release elastic suspenders

		15		Hood:

		16		Detachable with draw string adjustment

		17		Can be utilized as zipped storage pouch for Jacket and pants

		18		VIKING model 2900 Open Road or equal

		C		TYPE C RAINWEAR:

See Below General Specification:
Oxford Nylon, Polyurethane Coating, felled, double gang stitched and tape sealed seams, Polyurethane/Nylon 200 denier oxford nylon, , must be National Flammable Fabric ASTM D6413 or better, polyurethane coating 9 mil, 4.5 oz. per square yard, stitched and taped seams, Available in Yellow, Forest Green, Electric Blue.

		C1		Jacket										0%		$   - 0

		1		fuller cut

		2		Hood with storm bill, rolls into collar

		3		Felled

		4		Double gang stitched and tape sealed seams

		5		NASCO WorkTuff 600 Series or equal

		C2		Overalls										0%		$   - 0

		1		3/4 Bib

		2		H/D suspenders

		3		Felled, double gang stitched and tape sealed seams

		4		NASCO WorkTuff 600 Series or equal.

		C3		Parka Coat										0%		$   - 0

		1		Fuller cut

		2		Full length side pockets

		3		Fully vented cape back

		4		Felled

		5		Double gang stitched and tape sealed seams

		6		NASCO WorkTuff 600 Series or equal.

		C4		Jacket, 30”										0%		$   - 0

		1		Fuller cut

		2		Hood with storm bill rolls into collar

		3		Nylon 200 denier oxford nylon

		4		Polyurethane coating 9 mil, 4.5 oz. per square yard

		5		Stitched and taped seams

		6		NASCO WorkTuff 600 Series or equal.

		C5		Overalls ¾ bib										0%		$   - 0

		1		Heavy-duty suspender buckles

		2		Heavy-duty suspenders with crossovers

		3		Heavy-duty snaps

		4		Nylon 200 denier oxford nylon

		5		Polyurethane coating 9 mil, 4.5 oz. per square yard

		6		Stitched and taped seams

		7		NASCO WorkTuff 600 Series or equal.

		D		High Visibility Rainwear Apparel

See Attachment A for Drawing and Diagram

		D1		Jacket										0%		$   - 0

		1		All background materials shall meet the performance standards of ANSI/ISEA 107-2010. The background materials shall be fluorescent orange-red (Polyester preferred).

		2		The rainwear Jacket shall meet ANSI/ISEA 107-2010 performance for Class III apparel.

		3		Background material shall be a breathable/water-resistant material meeting the ASTM E96 standards for moisture vapor transmission rate and water resistance (see sections 7.5 and 7.6 of ANSI 107-2010 standard).

		4		All combined performance retro-reflective material installed on the Jacket shall be 3M Scotchlite 6187R, fluorescent yellow-green, high gloss, 2 inch wide.  All sewn on retroreflective materials shall be applied (sewn on) according to 3M specifications. (See drawing/diagram in Attachment A)

		5		Jacket pockets shall NOT be installed where retro reflective material may intersect.

		6		All seams and/or openings shall be felled, stitched and tape sealed.

		7		All stitching shall be tape sealed.

		8		Jacket front shall be fly closure with concealed snaps or zipper.

		9		All snaps shall be ball-socket type corrosion resistant.  All zippers shall be corrosion resistant.

		10		There shall be an opening in the back of the jacket ( center of back – shoulder area) for fall protection equipment access

		11		All outer jacket pockets or openings shall be equipped with a 1.0” to 2.0” flap to prevent water intrusion and the flaps shall be securable using corrosion resistant snaps or Velcro attachments

		12		Retro reflective banding encircling the arms shall line-up with retroreflective materials encircling the torso

		13		Jacket shall include instructions for care and cleaning.

		14		See attachment A for additional specifications and or clarifications

		15		A third (3rd) party certificate of compliance shall accompany the bid certifying the finished jacket and pant meet ANSI/ISEA 107-2010 standards, including but not limited to water resistance, breathability and other ergonomic factors.

		D2		Pant										0%		$   - 0

		1		All background materials shall meet the performance standards of ANSI/ISEA 107-2010. The background materials shall be fluorescent orange-red (Polyester preferred).

		2		The rainwear Pant shall meet ANSI/ISEA 107-2010 performance for Class E apparel

		3		Background material shall be a breathable/water-resistant material meeting the ASTM E96 standards for moisture vapor transmission rate and water resistance (see sections 7.5 and 7.6 of ANSI 107-2010 standard)

		4		All combined performance retro-reflective material installed on the Jacket and Pant shall be 3M Scotchlite 6187R, fluorescent yellow-green, high gloss, 2 inch wide.  All sewn on retroreflective materials shall be applied (sewn on) according to 3M specifications. (See drawing/diagram in Attachment A)

		5		All seams and/or openings shall be felled, stitched and tape sealed

		6		All stitching shall be tape sealed

		7		The Pant shall be equipped with openings to access under-clothes pockets and shall have boot access openings at bottom of pant

		8		Pant shall be equipped with elastic waist band

		9		All snaps shall be ball-socket type corrosion resistant.  All zippers shall be corrosion resistant

		10		Pant shall include instructions for care and cleaning

		11		See attachment A for additional specifications and or clarifications.

		12		A third (3rd) party certificate of compliance shall accompany the bid certifying the finished jacket and pant meet ANSI/ISEA 107-2010 standards, including but not limited to water resistance, breathability and other ergonomic factors.

		D3		Jacket										0%		$   - 0

		1		All background materials shall meet the performance standards of ANSI/ISEA 107-2010. The background materials shall be fluorescent orange-red (Polyester preferred).

		2		The rainwear Jacket shall meet ANSI/ISEA 107-2010 performance for Class III apparel.

		3		Background material shall be a breathable/water-resistant material meeting the ASTM E96 standards for moisture vapor transmission rate and water resistance (see sections 7.5 and 7.6 of ANSI 107-2010 standard)

		4		All retro-reflective material installed on the Jacket and pant shall be 3M Scotchlite 8710 or 8725, silver retroreflective.  All 3M retroreflective trim materials shall be applied (e.g., heat applied) according to standard 3M specifications.

		5		Jacket pockets shall NOT be installed where retro reflective material may intersect.

		6		All seams and/or openings shall be felled, stitched and tape sealed.

		7		All stitching shall be tape sealed.

		8		Jacket front shall be fly closure with concealed snaps or zipper.

		9		All snaps shall be ball-socket type corrosion resistant.  All zippers shall be corrosion resistant.

		10		There shall be an opening in the back of the jacket (center of back – shoulder area) for fall protection equipment access.

		11		All outer jacket pockets or openings shall be equipped with a 1.0” to 2.0” flap to prevent water intrusion and the flaps shall be securable using corrosion resistant snaps or Velcro attachments.

		12		Retro reflective banding encircling the arms shall line-up with retroreflective materials encircling the torso.

		13		See attachment A for additional specifications and or clarifications.

		14		A third (3rd) party certificate of compliance shall accompany the bid certifying the finished jacket and pant meet ANSI/ISEA 107-2010 standards, including but not limited to water resistance, breathability and other ergonomic factors.

		D4		Pant										0%		$   - 0

		1		All background materials shall meet the performance standards of ANSI/ISEA 107-2010. The background materials shall be fluorescent orange-red (Polyester preferred).

		2		The rainwear Pant shall meet ANSI/ISEA 107-2010 performance for Class E apparel.

		3		Background material shall be a breathable/water-resistant material meeting the ASTM E96 standards for moisture vapor transmission rate and water resistance (see sections 7.5 and 7.6 of ANSI 107-2010 standard).

		4		All retro-reflective material installed on the Jacket and pant shall be 3M Scotchlite 8710 or 8725, silver retro reflective.  All 3M retro reflective trim materials shall be applied (e.g., heat applied) according to standard 3M specifications.

		5		All seams and/or openings shall be felled, stitched and tape sealed.

		6		All stitching shall be tape sealed.

		7		The Pant shall be equipped with openings to access under clothes pockets and shall have boot access openings at bottom of pant.  Pant shall be equipped with elastic waist band.

		8		All snaps shall be ball-socket type corrosion resistant.  All zippers shall be corrosion resistant.

		9		See attachment A for additional specifications and or clarifications.

		10		A third (3rd) party certificate of compliance shall accompany the bid certifying the finished jacket and pant meet ANSI/ISEA 107-2010 standards, including but not limited to water resistance, breathability and other ergonomic factors.

		D5		Overall/Bib										0%		$   - 0

		1		All background materials shall meet the performance standards of ANSI/ISEA 107-2010. The background materials shall be fluorescent orange-red (Polyester preferred).

		2		The rainwear overall/bib shall meet ANSI/ISEA 107-2010 performance for Class E apparel.

		3		Background material shall be a breathable/water-resistant material meeting the ASTM E96 standards for moisture vapor transmission rate and water resistance (see sections 7.5 and 7.6 of ANSI 107-2010 standard).

		4		All combined performance retro-reflective material installed on the overall/bib and pant shall be 3M Scotchlite 6187R, fluorescent yellow-green, high gloss, 2 inch wide.  All sewn on retroreflective materials shall be applied (sewn on) according to 3M specifications.

		5		All seams and/or openings shall be felled, stitched and tape sealed.

		6		All stitching shall be tape sealed.

		7		Bib/overall shall be constructed as provided in categories A&B (above) and as shown in diagram A, except for the elastic waistband.

		8		Bib/overall (3/4 bib) shall have adjustable high density elastic suspenders and Spreader Bar with a chest pocket.

		9		A third (3rd) party certificate of compliance shall accompany the bid certifying the finished bib meet ANSI/ISEA 107-2010 standards, including but not limited to water resistance, breathability and other ergonomic factors.

		D6		Overall/Bib										0%		$   - 0

		1		All background materials shall meet the performance standards of ANSI/ISEA 107-2010. The background materials shall be fluorescent orange-red (Polyester preferred).

		2		The rainwear overall/bib shall meet ANSI/ISEA 107-2010 performance for Class E apparel.

		3		The rainwear overall/bib shall meet ANSI/ISEA 107-2010 performance for Class E apparel.

		4		All retro-reflective material installed on overall/bib shall be 3M Scotchlite 8710 or 8725, silver retroreflective.  All 3M retroreflective trim materials shall be applied (e.g., heat applied) according to standard 3M specifications.

		5		Background material shall be a breathable/water-resistant material meeting the ASTM E96 standards for moisture vapor transmission rate and water resistance (see sections 7.5 and 7.6 of ANSI 107-2010 standard).

		6		All seams and/or openings shall be felled, stitched and tape sealed.

		7		All stitching shall be tape sealed.

		8		Bib/overall shall be constructed as provided in categories A&B (above) and as shown in diagram A, except for the elastic waistband.

		9		Bib/overall (3/4 bib) shall have adjustable high density elastic suspenders and Spreader Bar with a chest pocket.

		10		A third (3rd) party certificate of compliance shall accompany the bid certifying the finished bib meet ANSI/ISEA 107-2010 standards, including but not limited to water resistance, breathability and other ergonomic factors.

		D7		Jacket										0%		$   - 0

		1		All of the same provisions as provided in Category D1, except that there is no requirement for an opening in the back of the jacket (i.e., no opening in the back of the jacket for fall protection equipment access).

		D8		Jacket										0%		$   - 0

		1		All of the same provisions as provided in Category D3, except that there is no requirement for an opening in the back of the jacket (i.e., no opening in the back of the jacket for fall protection equipment access).

		E		Non-High Visibility Rainwear Apparel

General Specification: 
Oxford Nylon, Polyurethane Coating, Felled, Double Gang Stitched And Tape Sealed Seams, Flame Retardant, Various Colors.

		E1		Jacket/Parka										0%		$   - 0

		1		Fuller Cut, Hood With Storm Bill, Rolls Into Collar, Storm

		2		Fly Front.

		E2		Bib/Overalls										0%		$   - 0

		1		3/4 Bib

		2		Heavy duty Suspenders With Spreader Bar

		3		Pocket on chest.

		E3		Waist Pant										0%		$   - 0

		1		Same Construction as Jacket and Bib

		2		Elastic Waist Band.

		F		Specialty - High Visibility Rainwear Apparel: 

See below for General Specification: 
Polyurethane/Nylon Coating To Be Polyurethane with DWR Finish, with A Substrate of 210 Denier Nylon, Type 66, Twill Weave or better.  Weight:  5.5 Ounces Per Square Yard.  Seams must be needle stitched, ND taped and heat sealed.  100% waterproof, windproof and machine washable. Hydrostatic tested To 150 psi, must be National Flammable Fabric ASTM D6413 or better.  Non-conductive And non-corrosive Delrin Hardware. Mandatory color: Yellow with other color options, to be supplied by bidders when submitting bids.

See Attachment B for testing requirements

		F1		Parka/Jacket										0%		$   - 0

		1		The Parka shall be a full zip and snap garment with waterproof taped seams.

		2		Shell Fabric - The VizMax™ High Visibility fabric (or equal) shall comply with ANSI 107-2010 and EN 471. Third party test results shall be provided with bid.

		3		The back shall be extended approximately 3 ½” inches from the front for additional protection and shall be well rounded and symmetrical on both sides.  This extension shall incorporate a fully enclosed elastic shock cord with no loose ends that can be cinched using a tension-loaded barrel lock on either side.

		4		The sleeves shall be 2-piece coat style construction finished with an elasticized 2” cuff with a snap tab closure. There shall be 3 snaps for cuff adjustment.  The under sleeves shall feature ventilating pit-zips with a zipper or snaps.  The pit-zips shall be covered with a welt of shell material.

		5		The stand up collar shall measure approximately 4” in height and be well shaped and symmetrical. The hood shall measure approximately 11” in height by 8” in width.  The hood shall be shaped to allow peripheral vision.  The hood shall be finished with elastic shock cords with tension loaded barrel locks for proper adjustment. The hood shall be able to roll up into parka/jacket.

		6		The parka lining shall be 100% nylon taffeta.  There shall be a left inside welt pocket that measures approximately 9” wide X 9” deep.  The pocket shall close with a piece of hook and loop fastener that shall be centered on the top of the pocket welt.

		7		The fabric shall be windproof/waterproof and allow for moisture vapor transmission (breathability).

		8		Storm-fly front closure. The Parka shall have a 2-way zipper that shall extend to the edge of the collar. The Parka shall feature snow proof-covered pockets that shall be lined front and back with fleece or similar product.

		9		All seams and retro-reflective tape shall be sealed with hot air applied tape to ensure waterproof integrity

		10		The minimum fabric requirements shall meet the performance levels for the VizMax™ fabric as listed below. (Minimum standards for ANSI 107-2010 given for reference)

		11		A third (3rd) party certificate of compliance shall accompany the bid certifying the finished bib meet ANSI/ISEA 107-2010 standards, including but not limited to water resistance, breathability and other ergonomic factors.

		F2		Pant										0%		$   - 0

		1		The pant shall have the same material properties as provided in product F1(e.g., fluorescent orange and yellow/green).  The pant shall meet ANSI Class E requirements.

		2		General Design - The pants shall feature an elastic waistband with a draw-cord, and a cut through pocket with two snaps on either side.  The elastic shall be 2" wide sewn completely around.  The outside bottom of each leg shall have a nylon coil zipper 16" long with an over-fly of self-goods to cover the zipper.  The over-fly shall be closed with snaps.

		3		There shall be 2-inch wide 3M silver reflective or yellow/green high gloss tape sewn to the shell.  The reflective properties of the reflective tape and configuration shall meet and exceed the EN-471 and ANSI 107 Class 3 minimum requirements.  The placement configuration shall consist of two horizontal bands of reflective tape on the body and on the sleeves, and two vertical over the shoulder bands (harness style).

		4		A third (3rd) party certificate of compliance shall accompany the bid certifying the finished bib meet ANSI/ISEA 107-2010 standards, including but not limited to water resistance, breathability and other ergonomic factors.

																$   - 0
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				Appendix B: Price Sheet, Category A

				Instructions to Bidders:

				Bidder Company Name:		→

				Indicate the Manufacture you are bidding: 

NOTE: Bidder may only bid one manufacture catalog per price sheet.  Bidder may bid a maximum of two manufacturers (two separate price sheets). The bidder must use manufacture's most recent catalog.		→

				Use the box to the right and identify the most recent catalog that is being used.		→



				
Uniform percentage discount off catalog

Provide your discount off catalog in the cell to the right. This will auto populate the price sheet below. 
		→		→		→		→



				Bidder must meet all specifications by placing an X in all "check if as specified" cells (column D). If bidder is unwilling or unable to mark the "check as specified" box this will increase the chances that its bid will be rejected for failure to meet the specifications. Only use the alternative to specifications (column E) to note deviations from the specification.

				The awarded contractor will be required to sew on contract customer provided patches at no additional cost. Consider this when pricing your bid below. See Special Terms and Conditions.

				Bidder must provide the model number and catalog price in columns E and F below.  Falilure to include catalog pricing for all line items will deem your bid non responsive for this category.						→		→

		A		B		C		D		E		F		G		H

		No.		Description		Check If As Specified		Describe Offered Alternatives to Specifications. 
CAUTION: Bidders unwilling or unable to mark the “check If As Specified” box increase the chances that their bid will be rejected for failure to meet the specifications.  Only use this column to note deviations from the specification.		Brand and Model Number		Catalog Price		Discount
percentage

(Auto Populated Value, do not alter)		Unit Price

(Auto Populated Value, do not alter)

		A		TYPE A RAINWEAR – Public Safety Professionals

		A1		Reversible Raincoat										0%		$   - 0

		1		waterproof

		2		Windproof

		3		Breathable

		4		3 layer Gore-Tex CROSSTECH fabric

		5		Seams sealed with Gore-seam tape

		6		Waterproof on both hi-visibility and dark sides

		7		Double storm fly front with hook and loop fasteners

		8		Sport collar that zips to the top

		9		Go-through side openings with waterproof zippers

		10		Adjustable cuff closures

		11		Badge tabs on left breast of both sides

		12		47” long length

		13		2” Scotchlite reflective trim on hi-visibility side around chest, back, cuffs, and sleeves

		14		Option upgrade to ANSI III with additional 2” reflective strip around hem of jacket

		15		Unisex sizes ranging from XS-3XL in short, regular and long; Dark Navy and Black color and high-visibility  Yellow

		16		Blauer Model 9690 or Equal

		A2		Waterproof trousers										0%		$   - 0

		1		Durable rip stop Taslan nylon shell fabric with a breathable printed back coating 

		2		durable cordura patch fabric for high abrasion areas around knees, inside lower leg, seat and pocket area

		3		Waterproof

		4		Windproof

		5		Breathable fabric lining

		6		Seams sealed with thermal tape

		7		Pleated side cargo pockets on each thigh secured with flaps and Velcro or other suitable closure

		8		Water resistant leg zippers that go from ankle/trouser hem to waist

		9		Reinforced knee 

		10		Boot patches and seat

		11		Waist with elastic back and Velcro side tab adjustment

		12		Adjustable belt drops

		13		D-ring attachments for suspender wear

		14		Zipper front fly 

		15		Optional 11/2 inch “Scotchlite” stripe around cuffs and across pocket flap

		16		Unisex sizes ranging from XS-3XL in short, regular and long

		17		Blauer Model 9834 or Equal

		A3		All-weather Jacket 										0%		$   - 0

		1		CROSSTECH fabric 

		2		OD Green, Dark Navy, and Black 

		3		Jacket must be manufactured to ISO 9001 quality assurance standard (AG1214)

		4		Jacket shall meet the Emergency Medical Garment requirements of the NFPA 1999, STANDARD ON PROTECTIVE CLOTHING FOR EMERGENCY MEDICAL OPERATIONS, 2003 Edition

		5		Jacket must be available in standard colors, including OD Green. 

		6		Epaulets and badge tab is optional

		7		Length of jacket – 27 inches to 29 inches

		8		Shell Fabric - 70 Denier warp and 140 denier filling 100% Nylon Ripstop weave

		9		Honeycomb pattern printed urethane non-ravel back coating to insure breathability, prevent seam slippage, and to maintain shell fabric appearance

		10		(Color: see specified garment color)

		11		Crosstech waterproof-breathable membrane laminated to a 2.18 oz. per square yard, 100% textured polyester, 70 denier plain weave fabric (Color: charcoal) resulting in a dry cleanable and washable waterproof material with high moisture vapor transmission

		12		Blood-borne pathogen resistance, and common chemical resistance

		13		Removable insulated liner: 6 inch diamond pattern quilted insulation package. 6 oz per sq. yd. Polyester velour pile fleece face fabric for lower body. 70 denier nylon taffeta face fabric for sleeves and upper body

		14		Thermolite Plus or B.Warm BSCL-120 insulation for sleeves. 70 denier nylon taffeta backing fabric for body and sleeves

		15		Fiber migration resistant construction and treatment with no added layers of scrim

		16		Machine washable/dryable, dry cleanable, and can be pressed. Shrinkage less than 2%

		17		(Color: black)

		18		Blauer 9300Z or Equal.

		A4		Reversible Duty Jacket										0%		$   - 0

		1		Hi Performance 100% nylon Tacte® Outershell reverses to Vizmax™ ANSI compliant high visibility yellow or orange

		2		Waterproof, windproof, and breathable with sealed seams

		3		Performance sleeve allows complete range of motion

		4		Three-piece waterproof, windproof, breathable drop in hood with drawcords

		5		Breathable drop in hood with drawcords

		6		Elastic, waterproof cuffs

		7		Shoulder epaulets on non-High Viz side

		8		Micro-tabs on High Viz side

		9		Zippered hand warmer pockets

		10		Badge tabs on left chest of both sides of the garment

		11		Waterproof front zippers

		12		Weathertech model 5315V or equal

		A5		Public Safety Parka										0%		$   - 0

		1		ANSI Class 3

		2		Waterproof, breathable, and windproof Vizmax™ outer shell with sealed seams

		3		2” Silver high intensity retro-reflective material

		4		Three-piece waterproof drop-in hood

		5		Pit Zips under sleeves  for ventilation

		6		Performance sleeve for complete range of motion

		7		Inside zippered security pocket

		8		Large inside storage pocket

		9		Badge tab on left chest

		10		Full zip-to-the-neck collar

		11		Shoulder tabs for clip-on mics, left and right

		12		Bottom lining zipper and hidden zipper in the inside storage pocket to allow access to shell

		13		Bottom lining zipper and hidden zipper in the inside storage pocket to allow access to shell

		14		Vizguard 5578V or equal

		B		TYPE B RAINWEAR: 

See Below General Specification:
Polyurethane/Nylon Coating To Be Polyurethane with DWR Finish, with A Substrate of 210 Denier Nylon, Type 66, Twill Weave or better.  Weight:  5.5 Ounces Per Square Yard.  Seams must be needle stitched, ND taped and heat sealed.  100% waterproof, windproof and machine washable. Hydrostatic tested To 150 psi, must be National Flammable Fabric ASTM D6413 or better.  Non-conductive And non-corrosive Delrin Hardware. Mandatory color: Yellow with other color options, to be supplied by bidders when submitting bids. (The above specification applies to all items marked with type B below).

		B1		Jacket										0%		$   - 0

		1		 30" Long

		2		Polyurethane/Nylon Per Type B Specifications

		3		Raglan sleeve construction

		4		Full cut

		5		Vents front and back, with mesh back and pit vents

		6		Adjustable wrists and storm flap

		7		Reinforced hood snaps (drawstring hood included).

		8		NASCO WorkTuff 600 Series or equal.

		B2		Overalls										0%		$   - 0

		1		Polyurethane/Nylon per Type B Specifications 

		2		Adjustable quick release suspenders

		3		Adjustable lower leg

		4		Fly access 

		5		NASCO WorkTuff 600 Series or equal.

		B3		Pants										0%		$   - 0

		1		Polyurethane/Nylon Per Type B Specifications

		2		Elastic waist with (optional) velcro side tab adjustment.  Button fly front.  

		3		NASCO WorkTuff 600 Series or equal.

		B4		Rainwear Ensemble 3-piece set, including Jacket, ¾ Bib, and Hood										0%		$   - 0

		1		Jacket

		2		100% Waterproof, Windproof, and machine washable

		3		Heavy 210 denier Nylon 

		4		Double-stitched, taped and heat-sealed seams

		5		Sandwich construction with laminated PVC

		6		Two front storage pockets

		7		Front storm flap with nylon snaps

		8		Mesh back for additional comfort

		9		Corduroy collar

		10		¾ Bib

		11		Same materials specification as Jacket

		12		Adjustable Lower Leg Closure 

		13		Fly Access

		14		Adjustable quick-release elastic suspenders

		15		Hood:

		16		Detachable with draw string adjustment

		17		Can be utilized as zipped storage pouch for Jacket and pants

		18		VIKING model 2900 Open Road or equal

		C		TYPE C RAINWEAR:

See Below General Specification:
Oxford Nylon, Polyurethane Coating, felled, double gang stitched and tape sealed seams, Polyurethane/Nylon 200 denier oxford nylon, , must be National Flammable Fabric ASTM D6413 or better, polyurethane coating 9 mil, 4.5 oz. per square yard, stitched and taped seams, Available in Yellow, Forest Green, Electric Blue.

		C1 		 Jacket										0%		$   - 0

		1		fuller cut

		2		Hood with storm bill, rolls into collar 

		3		Felled

		4		Double gang stitched and tape sealed seams

		5		NASCO WorkTuff 600 Series or equal

		C2		Overalls										0%		$   - 0

		1		3/4 Bib

		2		H/D suspenders

		3		Felled, double gang stitched and tape sealed seams

		4		NASCO WorkTuff 600 Series or equal.

		C3		Parka Coat										0%		$   - 0

		1		Fuller cut

		2		Full length side pockets

		3		Fully vented cape back

		4		Felled

		5		Double gang stitched and tape sealed seams

		6		NASCO WorkTuff 600 Series or equal.

		C4		Jacket, 30”										0%		$   - 0

		1		Fuller cut

		2		Hood with storm bill rolls into collar 

		3		Nylon 200 denier oxford nylon

		4		Polyurethane coating 9 mil, 4.5 oz. per square yard

		5		Stitched and taped seams

		6		NASCO WorkTuff 600 Series or equal.

		C5		Overalls ¾ bib										0%		$   - 0

		1		Heavy-duty suspender buckles

		2		Heavy-duty suspenders with crossovers

		3		Heavy-duty snaps

		4		Nylon 200 denier oxford nylon

		5		Polyurethane coating 9 mil, 4.5 oz. per square yard

		6		Stitched and taped seams

		7		NASCO WorkTuff 600 Series or equal.

		D		High Visibility Rainwear Apparel

See Attachment A for Drawing and Diagram

		D1		Jacket 										0%		$   - 0

		1		All background materials shall meet the performance standards of ANSI/ISEA 107-2004. The background materials shall be fluorescent orange-red (Polyester preferred). 

		2		The rainwear Jacket shall meet ANSI/ISEA 107-2004 performance for Class III apparel. 

		3		Background material shall be a breathable/water-resistant material meeting the ASTM E96 standards for moisture vapor transmission rate and water resistance (see sections 7.5 and 7.6 of ANSI 107-2004 standard).  

		4		All combined performance retro-reflective material installed on the Jacket shall be 3M Scotchlite 6187R, fluorescent yellow-green, high gloss, 2 inch wide.  All sewn on retroreflective materials shall be applied (sewn on) according to 3M specifications. (See drawing/diagram in Attachment A)  

		5		Jacket pockets shall NOT be installed where retro reflective material may intersect.

		6		All seams and/or openings shall be felled, stitched and tape sealed.

		7		All stitching shall be tape sealed.

		8		Jacket front shall be fly closure with concealed snaps or zipper.

		9		All snaps shall be ball-socket type corrosion resistant.  All zippers shall be corrosion resistant.

		10		There shall be an opening in the back of the jacket ( center of back – shoulder area) for fall protection equipment access

		11		All outer jacket pockets or openings shall be equipped with a 1.0” to 2.0” flap to prevent water intrusion and the flaps shall be securable using corrosion resistant snaps or Velcro attachments

		12		Retro reflective banding encircling the arms shall line-up with retroreflective materials encircling the torso

		13		Jacket shall include instructions for care and cleaning.    

		14		See attachment A for additional specifications and or clarifications

		15		A third (3rd) party certificate of compliance shall accompany the bid certifying the finished jacket and pant meet ANSI/ISEA 107-2004 standards, including but not limited to water resistance, breathability and other ergonomic factors.

		D2		Pant										0%		$   - 0

		1		All background materials shall meet the performance standards of ANSI/ISEA 107-2004. The background materials shall be fluorescent orange-red (Polyester preferred). 

		2		The rainwear Pant shall meet ANSI/ISEA 107-2004 performance for Class E apparel

		3		Background material shall be a breathable/water-resistant material meeting the ASTM E96 standards for moisture vapor transmission rate and water resistance (see sections 7.5 and 7.6 of ANSI 107-2004 standard)

		4		All combined performance retro-reflective material installed on the Jacket and Pant shall be 3M Scotchlite 6187R, fluorescent yellow-green, high gloss, 2 inch wide.  All sewn on retroreflective materials shall be applied (sewn on) according to 3M specifications. (See drawing/diagram in Attachment A)  

		5		All seams and/or openings shall be felled, stitched and tape sealed

		6		All stitching shall be tape sealed

		7		The Pant shall be equipped with openings to access under-clothes pockets and shall have boot access openings at bottom of pant

		8		Pant shall be equipped with elastic waist band

		9		All snaps shall be ball-socket type corrosion resistant.  All zippers shall be corrosion resistant

		10		Pant shall include instructions for care and cleaning

		11		See attachment A for additional specifications and or clarifications.

		12		A third (3rd) party certificate of compliance shall accompany the bid certifying the finished jacket and pant meet ANSI/ISEA 107-2004 standards, including but not limited to water resistance, breathability and other ergonomic factors.

		D3		Jacket 										0%		$   - 0

		1		All background materials shall meet the performance standards of ANSI/ISEA 107-2004. The background materials shall be fluorescent orange-red (Polyester preferred). 

		2		The rainwear Jacket shall meet ANSI/ISEA 107-2004 performance for Class III apparel. 

		3		Background material shall be a breathable/water-resistant material meeting the ASTM E96 standards for moisture vapor transmission rate and water resistance (see sections 7.5 and 7.6 of ANSI 107-2004 standard)  

		4		All retro-reflective material installed on the Jacket and pant shall be 3M Scotchlite 8710 or 8725, silver retroreflective.  All 3M retroreflective trim materials shall be applied (e.g., heat applied) according to standard 3M specifications.  

		5		Jacket pockets shall NOT be installed where retro reflective material may intersect.

		6		All seams and/or openings shall be felled, stitched and tape sealed.

		7		All stitching shall be tape sealed.

		8		Jacket front shall be fly closure with concealed snaps or zipper.

		9		All snaps shall be ball-socket type corrosion resistant.  All zippers shall be corrosion resistant.

		10		There shall be an opening in the back of the jacket (center of back – shoulder area) for fall protection equipment access.

		11		All outer jacket pockets or openings shall be equipped with a 1.0” to 2.0” flap to prevent water intrusion and the flaps shall be securable using corrosion resistant snaps or Velcro attachments. 

		12		Retro reflective banding encircling the arms shall line-up with retroreflective materials encircling the torso.

		13		See attachment A for additional specifications and or clarifications.

		14		A third (3rd) party certificate of compliance shall accompany the bid certifying the finished jacket and pant meet ANSI/ISEA 107-2004 standards, including but not limited to water resistance, breathability and other ergonomic factors.

		D4		Pant										0%		$   - 0

		1		All background materials shall meet the performance standards of ANSI/ISEA 107-2004. The background materials shall be fluorescent orange-red (Polyester preferred). 

		2		The rainwear Pant shall meet ANSI/ISEA 107-2004 performance for Class E apparel.

		3		Background material shall be a breathable/water-resistant material meeting the ASTM E96 standards for moisture vapor transmission rate and water resistance (see sections 7.5 and 7.6 of ANSI 107-2004 standard).  

		4		All retro-reflective material installed on the Jacket and pant shall be 3M Scotchlite 8710 or 8725, silver retro reflective.  All 3M retro reflective trim materials shall be applied (e.g., heat applied) according to standard 3M specifications.  

		5		All seams and/or openings shall be felled, stitched and tape sealed.

		6		All stitching shall be tape sealed.

		7		The Pant shall be equipped with openings to access under clothes pockets and shall have boot access openings at bottom of pant.  Pant shall be equipped with elastic waist band. 

		8		All snaps shall be ball-socket type corrosion resistant.  All zippers shall be corrosion resistant.

		9		See attachment A for additional specifications and or clarifications.

		10		A third (3rd) party certificate of compliance shall accompany the bid certifying the finished jacket and pant meet ANSI/ISEA 107-2004 standards, including but not limited to water resistance, breathability and other ergonomic factors.

		D5		Overall/Bib 										0%		$   - 0

		1		All background materials shall meet the performance standards of ANSI/ISEA 107-2004. The background materials shall be fluorescent orange-red (Polyester preferred). 

		2		The rainwear overall/bib shall meet ANSI/ISEA 107-2004 performance for Class E apparel.

		3		Background material shall be a breathable/water-resistant material meeting the ASTM E96 standards for moisture vapor transmission rate and water resistance (see sections 7.5 and 7.6 of ANSI 107-2004 standard).  

		4		All combined performance retro-reflective material installed on the overall/bib and pant shall be 3M Scotchlite 6187R, fluorescent yellow-green, high gloss, 2 inch wide.  All sewn on retroreflective materials shall be applied (sewn on) according to 3M specifications.  

		5		All seams and/or openings shall be felled, stitched and tape sealed.

		6		All stitching shall be tape sealed.

		7		Bib/overall shall be constructed as provided in categories A&B (above) and as shown in diagram A, except for the elastic waistband.

		8		Bib/overall (3/4 bib) shall have adjustable high density elastic suspenders and Spreader Bar with a chest pocket.

		9		A third (3rd) party certificate of compliance shall accompany the bid certifying the finished bib meet ANSI/ISEA 107-2004 standards, including but not limited to water resistance, breathability and other ergonomic factors.

		D6		Overall/Bib 										0%		$   - 0

		1		All background materials shall meet the performance standards of ANSI/ISEA 107-2004. The background materials shall be fluorescent orange-red (Polyester preferred). 

		2		The rainwear overall/bib shall meet ANSI/ISEA 107-2004 performance for Class E apparel.

		3		The rainwear overall/bib shall meet ANSI/ISEA 107-2004 performance for Class E apparel.

		4		All retro-reflective material installed on overall/bib shall be 3M Scotchlite 8710 or 8725, silver retroreflective.  All 3M retroreflective trim materials shall be applied (e.g., heat applied) according to standard 3M specifications.

		5		Background material shall be a breathable/water-resistant material meeting the ASTM E96 standards for moisture vapor transmission rate and water resistance (see sections 7.5 and 7.6 of ANSI 107-2004 standard).  

		6		All seams and/or openings shall be felled, stitched and tape sealed.

		7		All stitching shall be tape sealed.

		8		Bib/overall shall be constructed as provided in categories A&B (above) and as shown in diagram A, except for the elastic waistband.

		9		Bib/overall (3/4 bib) shall have adjustable high density elastic suspenders and Spreader Bar with a chest pocket.

		10		A third (3rd) party certificate of compliance shall accompany the bid certifying the finished bib meet ANSI/ISEA 107-2004 standards, including but not limited to water resistance, breathability and other ergonomic factors.

		D7		Jacket 										0%		$   - 0

		1		All of the same provisions as provided in Category D1, except that there is no requirement for an opening in the back of the jacket (i.e., no opening in the back of the jacket for fall protection equipment access).

		D8 		Jacket 										0%		$   - 0

		1		All of the same provisions as provided in Category D3, except that there is no requirement for an opening in the back of the jacket (i.e., no opening in the back of the jacket for fall protection equipment access).

		E		Non-High Visibility Rainwear Apparel

General Specification: 
Oxford Nylon, Polyurethane Coating, Felled, Double Gang Stitched And Tape Sealed Seams, Flame Retardant, Various Colors. 

		E1		Jacket/Parka										0%		$   - 0

		1		Fuller Cut, Hood With Storm Bill, Rolls Into Collar, Storm

		2		Fly Front.

		E2		Bib/Overalls										0%		$   - 0

		1		3/4 Bib

		2		Heavy duty Suspenders With Spreader Bar

		3		Pocket on chest.

		E3		Waist Pant										0%		$   - 0

		1		Same Construction as Jacket and Bib

		2		Elastic Waist Band.

		F		Specialty - High Visibility Rainwear Apparel: 

See below for General Specification: 
Polyurethane/Nylon Coating To Be Polyurethane with DWR Finish, with A Substrate of 210 Denier Nylon, Type 66, Twill Weave or better.  Weight:  5.5 Ounces Per Square Yard.  Seams must be needle stitched, ND taped and heat sealed.  100% waterproof, windproof and machine washable. Hydrostatic tested To 150 psi, must be National Flammable Fabric ASTM D6413 or better.  Non-conductive And non-corrosive Delrin Hardware. Mandatory color: Yellow with other color options, to be supplied by bidders when submitting bids.

See Attachment B for testing requirements

		F1		Parka/Jacket										0%		$   - 0

		1		The Parka shall be a full zip and snap garment with waterproof taped seams.  

		2		Shell Fabric - The VizMax™ High Visibility fabric (or equal) shall comply with ANSI 107-2004 and EN 471. Third party test results shall be provided with bid.

		3		The back shall be extended approximately 3 ½” inches from the front for additional protection and shall be well rounded and symmetrical on both sides.  This extension shall incorporate a fully enclosed elastic shock cord with no loose ends that can be cinched using a tension-loaded barrel lock on either side.

		4		The sleeves shall be 2-piece coat style construction finished with an elasticized 2” cuff with a snap tab closure. There shall be 3 snaps for cuff adjustment.  The under sleeves shall feature ventilating pit-zips with a zipper or snaps.  The pit-zips shall be covered with a welt of shell material.

		5		  The stand up collar shall measure approximately 4” in height and be well shaped and symmetrical. The hood shall measure approximately 11” in height by 8” in width.  The hood shall be shaped to allow peripheral vision.  The hood shall be finished with elastic shock cords with tension loaded barrel locks for proper adjustment. The hood shall be able to roll up into parka/jacket.

		6		The parka lining shall be 100% nylon taffeta.  There shall be a left inside welt pocket that measures approximately 9” wide X 9” deep.  The pocket shall close with a piece of hook and loop fastener that shall be centered on the top of the pocket welt. 

		7		The fabric shall be windproof/waterproof and allow for moisture vapor transmission (breathability).

		8		Storm-fly front closure. The Parka shall have a 2-way zipper that shall extend to the edge of the collar. The Parka shall feature snow proof-covered pockets that shall be lined front and back with fleece or similar product.  

		9		All seams and retro-reflective tape shall be sealed with hot air applied tape to ensure waterproof integrity

		10		The minimum fabric requirements shall meet the performance levels for the VizMax™ fabric as listed below. (Minimum standards for ANSI 107-2004 given for reference)

		11		A third (3rd) party certificate of compliance shall accompany the bid certifying the finished bib meet ANSI/ISEA 107-2004 standards, including but not limited to water resistance, breathability and other ergonomic factors.

		F2		Pant										0%		$   - 0

		1		The pant shall have the same material properties as provided in product F1(e.g., fluorescent orange and yellow/green).  The pant shall meet ANSI Class E requirements.

		2		General Design - The pants shall feature an elastic waistband with a draw-cord, and a cut through pocket with two snaps on either side.  The elastic shall be 2" wide sewn completely around.  The outside bottom of each leg shall have a nylon coil zipper 16" long with an over-fly of self-goods to cover the zipper.  The over-fly shall be closed with snaps.  

		3		There shall be 2-inch wide 3M silver reflective or yellow/green high gloss tape sewn to the shell.  The reflective properties of the reflective tape and configuration shall meet and exceed the EN-471 and ANSI 107 Class 3 minimum requirements.  The placement configuration shall consist of two horizontal bands of reflective tape on the body and on the sleeves, and two vertical over the shoulder bands (harness style).

		4		A third (3rd) party certificate of compliance shall accompany the bid certifying the finished bib meet ANSI/ISEA 107-2004 standards, including but not limited to water resistance, breathability and other ergonomic factors.

																$   - 0
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