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State of Washington

DEPARTMENT OF GENERAL ADMINISTRATION

Office of State Procurement

Rm. 201 General Administration Building, P.O. Box 41017 ( Olympia, Washington 98504-1017 ( (360) 902-7400

http://www.ga.wa.gov 

	Add on No.:
	AD513

	Title:
	Honda Police Motorcycles

	Award date:
	09/23/10

	Term of add on:
	09/23/10
	To       09/22/11
	

	
	

	Contract Specialist :
	Breann Aggers

	Order contact phone:
	(360) 407-9416

	Order contact fax:
	(360) 586-2426

	Order contact Email:
	Breann.aggers@ga.wa.gov 

	Vendor information is not provided in this document.

Osp must process all orders for the items below.



	Ordering information:
	Please contact the Office of State Procurement to place orders for items below.


Price Sheet

	Req.

Item
	Description
	Qty
	Unit
	Unit Price

	1.
	2009 (New) Honda ST 1300PA Police Motorcycles (in accordance with terms, conditions and specifications) 
	1
	EA
	$22,999.09


Note: Payment Terms Net 30, Delivery 90 calendar days  
 

	Description
	Check If As Specified
	Describe Fully If Not As Specified

	SPECIFICATIONS
             VEHICLE, NEW 2008/2009 HONDA ST 1300PA *
	√
	 

	General Requirements
	
	 

	Vehicles shall be new (unused), current year model.
	√
	 

	Vehicles shall be completely prepared for customer delivery by a factory-franchised dealer in accordance with factory pre-delivery standards and procedures for police motorcycles.
	√
	 

	Delivery of vehicles shall not be complete until all items listed in these specifications are delivered to the address shown on the purchase order.  This shall include the standard warranty identification cards or certificates, the manufacturer's statement of origin, Washington State titling documents, and the owner's manual.
	√
	 

	In any case where a vehicle is delivered minus any part, item or accessory issued as standard manufacturer's equipment, and/or as specified by the state of Washington, the vendor will be immediately notified.  If missing part, item or accessory cannot be provided and installed with in 72 hours, the customer reserves the right to buy the item or part from another source and bill the vendor the cost including installation. 
	√
	 

	The vehicles will be equipped with the items listed in the technical specifications, as a minimum; and will also be equipped with all items considered as standard and offered for general sale during the current model year.
	√
	 


*We have determined we will not entertain the acquisition of any other police platform due to operational needs.  
	Description
	Check If As Specified
	Describe Fully If Not As Specified

	Vehicle, POLICE MOTORCYCLE, NEW UNUSED

MAKE/MODEL: honda st 1300pa  
	√
	 

	Preferred colors are black and White
	√
	 

	Engine Type: 1261 cc liquid cooled longitudinally mounted 90” V-4
	√
	

	Bore and Stoke: 78MM x 66MM
	√
	

	Compression Ratio: 10:8:1
	√
	

	Valve Train: DOHC, four valves per cylinder
	√
	

	Carburetion: PGM-FI with automatic enricher circuit
	√
	

	Ignition: Computer-controlled digital with three dimensional mapping and electronic advance
	√
	

	Transmission: Five-speed
	√
	

	Final Drive: Shaft
	√
	

	Front Suspension: 45mm HMAS cartridge fork; 4.6 inches travel 
	√
	

	Rear Suspension: HMAS gas-charged single shock with five position spring preload adjustability; 4.8 inches travel
	√
	

	Front Brakes: Dual full-floating 310mm discs with LBS three-piston calipers 
	√
	

	Rear Brakes: Single 316mm disc with LBS three-piston caliper with ABS
	√
	

	Front Tires: 120/70ZR-18
	√
	

	Rear Tires: 170/60ZR-17
	√
	

	Wheelbase: 58.7 inches
	√
	

	Rake (Caster Angle): 26.0°   
	√
	

	Trail: 98mm (3.9 inches)
	√
	

	Seat Height: 31.1 inches (+/- 0.6 inches)        
	√
	

	Dry Weight: 679 pounds
	√
	

	Fuel Capacity: 7.7 gallons
	√
	

	Must meet the current CARB emission standards
	√
	

	Chassis/Suspension:
	
	

	Rigid aluminum upper triple-clamp and a 45mm Honda Multi-Action System(tm) (HMAS(tm)) cartridge front fork provide excellent suspension control in a wide range of riding conditions.
	√
	

	The rear suspension incorporates a single shock, which mounts directly on the swingarm. The shock offers 1.2 inches of spring preload adjustability.
	√
	

	Large 310mm stainless steel floating front brake discs and 316mm rear disc for exceptional stopping power.
	√
	 

	Wheels are three-spoke U-section cast aluminum. 5.0-inch-wide rear wheel sports a large, low-profile 170/60ZR-17 radial tire. The 3.5-inch-wide front wheel carries a 120/70ZR-18 radial tire.
	√
	 

	Engine/Drivetrain:
	
	 

	Compact, powerful 1261cc DOHC 90° V-4 produces 125bhp at 8000 rpm and 85 lb./ft. of torque at 6000 rpm.
	√
	 

	Gear-driven counterbalancer shafts are installed in the lower crankcase assure a supremely comfortable ride.
	√
	 

	Composite cylinder sleeves provide better wear resistance and superior heat dissipation compared to conventional sleeves.
	√
	 

	Large, 31mm intake valves and 27mm exhaust valves feed a combustion chamber with a 10.8:1 compression ratio.
	√
	


	Description
	Check If As Specified
	Describe Fully If Not As Specified

	Direct shim-under-bucket valve actuation system ensures high-rpm durability and allows 16,000-mile valve maintenance intervals.
	√
	

	Four 36mm throttle bodies- High-pressure PGM-FI delivers fuel at 50 psi into each injector.
	√
	

	PGM-FI with throttle sensor, 3-D digital fuel injection and ignition mapping
	√
	

	Auto-enriching system is integrated into PGM-FI module, optimizing the air/fuel mixture on cold starts and eliminating the need for a manual choke.
	√
	

	Four-into-two stainless steel exhaust system features a pair of attractive triangular section, 5.4-liter mufflers with stainless steel heat shields.
	√
	

	Dampers on the transmission mainshaft, clutch and drive shaft reduce noise, vibration and driveline lash.
	√
	

	High-output, 660-watt air-cooled alternator
	√
	

	Sturdy eight-plate hydraulic clutch.
	√
	

	Cassette-type five-speed transmission features
	√
	

	Quiet and reliable shaft-drive system
	√
	

	Additional Features: 
	√
	

	Full-coverage bodywork offers superb wind and weather protection, low noise and superior high-speed aerodynamics.
	√
	

	Integrated lockable and detachable saddlebags hold 35 liters each.
	√
	

	Rugged, plastic-covered body-protector stays extend outward to protect the bodywork in case of a tip-over.
	√
	

	Dual-section fuel tank places 5.5 gallons of fuel in the conventional tank location with an additional 2.2 gallons located in a sub-tank located low in the chassis.
	√
	

	Electric fuel pump operates inside the sub-tank, providing consistent fuel pressure for the PGM-FI system.
	√
	

	Headlight features dual lenses with twin-filament H4 low/high beam bulbs and multireflectors.
	√
	

	A convenient push button located on the left side of the fairing electrically adjusts the headlight angle over a 2.5-degree range.
	√
	

	A locking left-side fairing pocket offers the carrying capacity of an automobile console; a weather-resistant vinyl flap covers the right-side pocket. 
	√
	

	Breakaway rear view mirrors minimize damage in the event of a tip over.
	√
	

	Convenient centerstand assist-lever folds neatly away when not in use.
	√
	

	Integrated front and rear turn signals.
	√
	

	Integrated ignition switch/fork lock. A single ignition key operates all locks.
	√
	

	Non-transferable three-year, unlimited-mileage limited warranty.
	√
	


	Description
	Check If As Specified
	Describe Fully If Not As Specified

	After-Market Accessories:
	
	

	Front Lighting:
	
	

	2 Whelen LINZ6 (1 red/1 blue)
	√
	

	2 Whelen LINZ6 (1 red/1 blue) at approx 60 degree angle on custom black powder coated aluminum mounts attached on right & left front stocks.
	√
	

	2 Whelen Vertex (1 red/1 blue) mounted in headlight parking bulb positions to flash alternately in pursuit mode.
	√
	

	Two caliper-mounted Motolight running lights to flash alternately in pursuit mode.
	√
	

	Rear Lighting:
	
	

	2 Whelen LINZ6 Red/Blue activated by Stage 1 & 2 (switch 1 & 2) mounted on sides of trunk
	√
	

	2 Whelen LINZ6 Red/Blue activated by Stage 1 & 2 (switch 1 & 2) mounted on rear of trunk at 45 degree angle
	√
	

	2 Whelen LINZ6 1/Red 1/Blue activated by Stage 1 & 2 (switch 1 & 2) facingrearward mounted on custom aluminum bracket below trunk and above tailight.
	√
	

	Auxillary Brake light (rear): 1 Whelen TIR3 Red center mounted on custom aluminum plate center mounted on rear of trunk, with Signal Dynamics (or similar) brake light modulator – five flashes then steady.
	√
	

	Side Facing Lighting:
	
	

	2 Ecco 3510 directional LED (one each side) 
	√
	

	Control Switch Functions:
	
	

	Stage 1 = Rear facing & rear side facing LINZ6 lights (6)
	√
	

	Stage 2 = Stage 1 plus front facing & front angle facing LINZ6 lights plus wig-wag driving lights.
	√
	Plus Ecco Side Facing Lights

	Stage 3 = Stage 1 & 2 plus momentary siren.
	√
	

	Stage 4 = Forward facing  & forward angle LINZ6 lights plus wig-wag or VERTEX lights.
	√
	

	Stage 5 = Siren on in customer specified mode
	√
	

	All stage lighting shall be synchronized and flash pattern set to ping-pong 75 (red phase 1 & blue phase 2) 
	√
	Ecco will not synch with Whelen lights

	Siren:  
	√
	

	Whelen WPA112 siren driver
	√
	

	Whelen SA315A Speaker on custom powder coated mount on left side chrome bar.
	√
	

	Horn button is connected to siren “air horn” function.
	√
	

	RG Custom rear trunk with full size lid and storage compartment includes tension hinges and stainless steel hardware.
	√
	Includes full floor option

	All custom brackets on bike to be powder coated black.
	√
	

	MC Enterprises 1300-001 Front protection bars
	√
	

	MC Enterprises 1300-007 Rear protection bars
	√
	


	Description
	Check If As Specified
	Describe Fully If Not As Specified

	Corbin H-ST-13-F ST1300 leather seat
	√
	

	Cee Bailey’s Honda ST1300 windshield – clear.  4” wider/4” taller than stock.
	√
	

	Hondaline heated grips
	√
	

	Hondaline 12vt accessory outlet
	√
	

	Hondaline wiring harness
	√
	

	Helibar HC0303P ST1300 Police Bar Riser
	√
	

	Laserlock Specialites LIDAR holder installation only – item supplied by WSP
	√
	

	Odessey PC545 Battery Conversion kit w/custom aluminum mounting bracket
	√
	

	HBH 2-way Radio head handlebar mounts
	√
	

	Install VHF mobile radio (supplied by WSP)
	√
	

	Install helmet interface kit (supplied by WSP)
	√
	

	Prep & Paint front lower fairing.
	√
	

	WSP badge and lettering installed by vendor – supplied by WSP
	√
	

	All Factory Standard Equipment
	√
	

	Factory Warranty, Owner’s Manual
	√
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